Section IV. ARMY-NAVY DESIGNATIONS 


~ NAVSHIPS 900,109 


Pet 


NAHB 


COMPONENT INDICATORS "AB" 
ANTENNA BASE 


MAST BASES AND ANTENNA SUPPORTS 


AB-2/CPN-3 ANSCPN-3 

ANTENNA SUPPORT: 

CONSISTS OF 4 MAST SECTIONS: t LOWER, 1 
INTERMEDIATE, 2 UPPER; ONE MAST PLATE; 1 
MAST HULDER ASSENZLYS 3 UY WIRES; 3 
ANCHOR PINS AND ONE GUY COLLAR. O¥eRALL 
HEIGHT APPROXIMATELY 17 FEET. 


4/9743 
NOV. 43 


CPR°358-4644 CPR:5LO0-852 


AB-18/CPN-8 AN/SCPN-8 

ANTENNA SUPPORT 

INSTALLATION - AIR TRANSPORTABLEs TYPE 

OF EQUIPMENT - RADAR; PURPOSE - FOR 

SUPPORTING ANTENNA HEAD. CONSISTS OF 
FOUR MAST SECTIONS. THREE 5 FT. SECTIONS 
AND ONE 5 FT. SECTION WITH BALL ON 

LOWER END. 2 BASE PLATES ONE £0R SOFT 
124235743 

OCT. 44 


AB-16/CPN-B8 
GROUND AND ONE FOR HARD GROUND. 3 GUY 
WIRE ANCHORS, 3 GUY WIRES, t GUY SLEEVE, 
4 PLUMBING CLAMPS, 2 SPA!NNER WRENCHES, 
AND 3 GROUND PINS. OVERALL HEIGHT OF 
MAST APPROXIMATELY 20 FT. METAL TUBING 
$$ 3 1/2" IN DIAMETER AND SECTIONS HAVE 
THREADED PIPE INSERTS WHICH PERMIT DIS- 
MANTLING. 


AB-20/APA-24  AN/APA-24 RE 13A 862A 
ANTENNA BASE? 

CONSISTS OF A SINGLE STREAMLINED STRUT 
USED AS A SUPPORT FOR ANTENNA ASSEMBLY 
AS-84/APA-24 AND CONTAINING A ROTATING 
SHAFT PROVIDED WITH A GEAR SYSTEM TO BE 
USED WITH ANTENNA POSITIONING ASSEMBLY 
HX-110/APA-24, 

1;29;44 

CEB. 44 


AB-25/ARD-3 
ANTENNA BASE? 
CONSISTS OF A SINGLE STREAMLINED STRUT 
USED AS A SUPPORT FOR ANTENNA ASSENSLY 
AS-86/ARD-3 AND CONTAINING A ROTATING 
SHAFT PROVIDED WITH A GEAR SYSTEM TO 8E 
USED WITH ANTENNA POSITIONING ASSEM3LY 
MX-T1O/APA-24. SIMILAR TO AB-20/APA-24 
2/7/44 CAKS;: 

FEB. 44 


AN/ARD-3 


AB-25/ARD-3 
EXCEPT HAS LONGER STRUT AND DOES NOT IN- 
CLUDE RELAY. 


AB-42/CPN-6 AN/CPN-6 

ANTENNA MAST ASSEMBLY: 

FOUR FIVE FOOT SECTIONS OF 3 172" 
ALUMINUM TUZING PLUS THE REQUISITE 
NUMBER OF BUSHINGS TO CONNECT TOGETHER 
TO FORM A MAST. INCLUDES NECESSARY 
CABLES FOR GUYING, CLAMPS FOR ATTACHING 
THE TRANS*ISSION LINE AND A PLUMB LINE. 
al29/44g 
JUN. 44 
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AB-42/CPN~6 
USED TO SUPPORT ANTENNA ASSEMBLY 
AS-119/CPN-6. SIMILAR TO ANTENNA SUPPORT 
-AB-t8/CPN-8 EXCEPT FOR THE PLUMBING 
CLAMPS. THE CLAMPS ON ANTENNA SUPPORT 
AB-18/CPN-8 ARE FOR "S" BAND PLUMBING 
AND THE CLAMPS ON ANTENNA MAST ASSEMBLY 
AB-42/CPN-6 ARE “X" BAND PLUMBING, 


SEER ATGN 


AB-56/CPN-6 AN/CPN-6 

YARDARM ANTENNA MOUNTING: CONFIDENTIAL 
YARDARM MOUNTING FOR ANTENNA ASSEMBLY 
AS-168/CPN-6, INCLUDE FOUR SPECIAL FORM 
1" ¥ $/2" WAVE GUIDE TRANSMISSION LINES 
WITH WAVE GUIDE CLAMPS, A BASE PLATE 
WITH MOUNTING BOLTS. A 1° PIECE OF 2” 
PIPE WITH FLANGES AND LOCKNUTS. SIZE 
9/9/44 

SEPT. 44 


AB-56/CPN-6 
APPROX. 18" X 18" X 6", USED FOR SHIP= 
BOARD INSTALLATION OF AN/CPN-6, FIRST 
PROCURED ON NXsr 55601 (DEV.) NXsr 65337 
(PROD. 


AB-73/TPS*9 AN/TPS-9 
ANTENNA: SUPPORT? 
ANTENNA SUPPORT CONSISTING OF A 15 FT. 
SECTION OF HOLLOW PLYWOOD MAST WHICH JS 
ALSO USED TO SUPPORT THE TENT=CARRYING 
CASE AND DRIVE UNIT WHICH #$S ATTACHED TO 
TA€ BOLTOM OF THE MAST. THE DRIVE UNIT 
MAYBE MANUALLY OR AUTOMATICALLY OPERATED 
9/27/64 Care CAYsT+7613911 
SEPT. 44 Di-7502632 G2 


CONFSDENTIAL 


AB-73/TPS-9 
OR BOTH AT THE SAME TIME BY MEANS OF A. 
SMALL DC MOTOR. THE TENT FORMS A SQUARE 
BASE 6 FT. SQUARE AND iS ALSO USED AS A 
CARRYING CASE. WEIGHTS 78 LBS. 


AB-84/GAQ-5 AN/GHQ-5 CONFIDENTIAL 
ANTENNA BASE: 

VERTICAL MOUNTING PIPE TO WHICH ANTENNA 
ASSEMBLY AS-2235/GMQ-5 IS ATTACHED, PIPE 
EXTENDS FROM FLOOR TO CEILING OF ENCLOS- 
ING ANTENNA ROOM AND REVOLVES BETWEEN 
BEARINGS FASTENED TO FLOOR AND CEILING 
AT EACH END. GEARING AT BOTTOM OF MOUNT 
11/30/44 CFL: 

FEB. 45A 


ab-84/GRQ-5 
WORKS WITH ANTENNA DRIVE ASSEMBLY 
PU-73/GMQ-S FOR ROTATION AND TILT OF 
ANTENNA. PIPE [tS OF ALUMINUM. t t/2* 
DIA. BY 8 FT. HIGH. 


CANCELLED 2/26/45 
PIPE SUPPORT 1S tNTEGRAL PART OF ANTENNA 
ASSEMBLY AS-223/GHQ-5. 


AB-90/CPN-17 AN/CPN-17 

ANTENNA MAST ASSEMBLY 3 

FOUR FIVE FOOT SECTIONS OF 3 t/2" 
ALUMINUM TUBING PLUS THE REQUISITE NUM- 
BER OF BUSHINGS TO CONNECT TOSETHER TO 
FORM A MAST. INCLUDES 2 SETS OF GUY 
WERES, CLAMPS FOR ATTACHING THE TRANS- 
MISS{ON LENE AND A PLUMB LINE. USED TO 
2718745 


FEB. 45 ASSIGNED 


4-1 


vee ich FIRST ASSIGNED FOR oa. _| 


AB-90/CPN-17 
SUPPORT ANTENNA ASSEMBLY AS+221/CPN-17, 
SIMILAR TO ANTENNA SUPPORT AB-18/CPN-8 
EXCEPT HAS SUPPORTING CLAHPS FOR WAVE 
GUIDE !NSTEAD OF FOR STUB COAXIAL LINE. 


Ag-95/UP AN/UPA*3,6 RESTRICTED 
ANTENNA PEDESTAL: 

ANTENNA PEDESTAL TO PROVIDE MOUNTING FOR 
ANTENNA ASSEMBLY AS-276/UP OR AS-277/UP. 
INCLUDES NAVY TYPE 5CT SYNCHRO TRANS- 
FORMER, 1/4 HP MOTOR, GEAR TRAIN AND 
ROTATING JOINTS. OBTAINS POWER FROM 
SERVO AMPLIFIER AM-114/UP. 

4/18/45 

APR. 45 


COMPONENT INDICATOR "AM" 
AMPLIFIER 


POWER, AUDIO, INTERPHONE, RADIO-FREQ- 
VENCY, PANORAMIC, ETC. 


AH-1/ASQ-1 
AMPLIFIER? CONFIDENTIAL 
SET BOX; RECEIVES SIGHALS FROM HEAD UNIT 
OT-ESASQ-1 AND DRIVES @NDICATING AND 
RECORDING NETERS AND THE STABILIZING 
MECHANISM. 


ANZASQ>-1 


4/29/43 CLU: 
AUG. 43  CLX:CGO: 


AM-2/FRC 
AMPLIFIERS 
COMPRISES A SINGLE STAGE VACUUM TUBE 
AMPLIFIER AND POWER SUPPLY FOR USE WITH 
CARZON MICROPHONE AND MODULATOR MD-1/FRC 
PROVIDES PUSH-BUTTON CARRIER CONTROL OF 
RADIO TRANSMITTER T-4/FRC OR RADIO 
TRANSMITTER T-S/FRC. POWER SOURCE 315 
12/22/43 CKY: CKVHX-07169 
JUN. 44 


AN/JERT-1 


AMN-2/FRC 
VOLTS SINGLE PHASE. 50 TO 60 CYCLES. 
CHASSIS APPROXIMATELY 8" H, X 10" Dy 
X 19" Ww. PANEL-MOUNTED FGR STANDARD 19" 
RACK. 


AM-37APS-2-TI AN/APS-2-T] 

REPEATER AMPLIFIERS CONFIDENTIAL 
CONTAINS VIDEQ. CATHODE BLANKING, 
CLAHPING TUBE BLANKING AND DEFLECTING 
SIGNAL AMPLIFIERS AS WELL AS POWER SUP- 
PLIES. INPUT SEGNALS OBTAINED FROM NAVY 
TYPE -46ABT OR "AN" TYPE R-7/APS-2 RE- 
CEIVER INDICATOR THROUGH A J-2/APS-2-TI 
2725743 CPR ° CPR:5L9-614 
WULY 44 


AM-3/KPS-2_74 
JUNCTION BOX. OUTPUT SIGNALS PROVIDED 
FOR FOUR 10-2/APS-2 PLAN REPEATER INDi- 
CATONS AND THE NEXT SUCCEEDING REPEATER 
AMPLIFIER. INCLUDES CONTROLS FOR “VIDEO" 
"BRILLIANCE", “FOCUS” AND CENTERING. 
USED §N CONNECTION WITH HT-37/APS-2-TI 
MOUNTING RACK, FOR USE WITH AN/APS-2. 


ED 
[| mare | AURAGRNY'S | HANKIACTNAE DATE MUAGWAR® | ANKIASRUNA | 


CONFIDENTIAL 
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AM-5S/APS-4 ANSAPS~4 
INDICATOR AMPLIFIER 
CONSISTS OF LOCAL ANPLIFIER CiXculTS FOR 
GNOICATOR SWEEPS & CONTROLS FOR FOCUS, 
HORJZONTAL & VERTICAL AMPLITUDE AND 
HORIZONTAL & VERTICAL CENTERING. 
DIMENSIONS: 7 1/2" 

Las. 

CurBR-/1269 


CONFIDENTIAL 


X5 8/8" x 4". WT. 3.1 
475043  CW20151378 
FEB. 44 LESS BASE 


AM-SA/APS-4 AN/APS-4 

INDICATOR AMPLIFIER: CONFILENTIAL 
CONSISTS OF LOCAL AMPLIFIER CIRCUITS FOR 
INDICATOR SWEEPS & CONTROLS FOR FOCUS, 
HORIZONTAL & VERTICAL AMPLITUDE AND 
HORIZONTAL & VERTICAL CENTERING, & ALSO 
A VIDEO GAIN CONTROL. DIMENSIONS: 7 1/2" 


x5 1/8" X 4". WI. 3.5 LBS. 
2/22/44 CW:0151378 CW:BR-11269 
FEB, 44 LESS BASE 


AM-SA/APS-4 
SIMILAR TO AM-S/APS-4 EXCEPT ONE OF THE 
TWO FOCUS CONTROLS 1S ELIMINATED AND A 
VIDEO GAIN CONTROL ADDED. 


WANR6 /APA-1 WAN /APA=1 RE-S035-A 
REPEATER INDICATOR A™P= CONFIDENTIAL 
LIFIER: RECEIVES DETECTED VIDEO SICHALS - 
FROM PORT & STAR3Z9ARD ANTENNAS VIA ANT— 
ENNA SWITCHING UNIT & POSITIVE SYNCHRO 
PULSES FROM TRANSMITTER. VIDEO SIGNALS 
PASS THROUGH CATHODE FOLLOWER & OC RE~ 
STORER CIRCUITS TO CONTROL UNIT & 


4/23/43 CPR: CPR3SK-0765 
SEPT 43 Rev @ 
REPEATER tNDICATOR. POS!= wA%-6/APA-1 


TIVE SYNCHRO PULSES FRO% TRAISMITTER 

* PASS THROUGH AMPLITUDE LIMITER TO TRIG 
GER SWEEP TIMING & SAN TOOTH DEFLECTING 
CIRCUITS TO FORM YERTICAL Si Py INCLUDE 
CALIBRATION CONTROLS FOR THREE RANGES 


0 TO 5, 0 TO 50 & O TO 100 NAUTICAL MILE 
INPUT: G& WATTS ATF 30 OR 115/1/400-2400 
WT 144. APPROX OVERALL DIMENSIONS? 


B-9/PE"XG-F/G"XE3 +378". 


AM-97ASQ-1A  ANSASQ-TA 

AUXILIARY AMPLUFIERS CONFIDENTIAL 
DRIVES THE THIRD AXIS OF UNIVERSAL HEAD 
UNIT DT-3/ASQ-1A OR DT-SASASQ-1A, THIS 
AMPLIFIER 1S REQUIRED IN ADDITION TO 
AMPLIFIER AM-TfASQ~1 WHEN A UNIVERSAL 
HEAD UNIT IS EMPLOYED. FIRST PURCHASED 
UNDER CONTRACT O£wsgr-20. 

6/7743 CLU: 

AUG. 43 


AN-1OCARW-3 
AMPLIFIER UNIT? CONFIDENTIAL 
RADIO FREQ AMPLIFIER (CLASS C): PROVIDES 
250 WATT OUTPUT WHEN SUPPLIED WITH 20 
WATT FREQUENCY MODULATION INPUT - FREQ 
RANGE, 30-424C - FREQ MODULATION, #15KC 
*POWER INPUT, 800 WATTS, 110-130 V, 
SINGLE PHASE 800 + 2400 CYCLE - REQUIRES 
749043 CFL: 

DEC. 44 


AN/ARW-3 


AM-1OSARY-3 
25 WATTS, 24-29 VOLTS DC FOR OPETATION 
OF FAN + NAY GE USED AS ACCESSORY TO 
RADIO TRANSMITTER T-247ARM-3 WHEN 
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SSRN GENTE, [rinse assionso ron | RATRRAYIGN | 


PAILS Finst assigned For | WATE GHAHS, 


AM-T2/APR-1 ANZAPR-1 

AMPLIFIER STRIP? COMFIDENTAL 
CONSISTS OF 5 STAGE IF AMPLIFIER WiTll IF 
BAND WIDTH 2 HC AT 30 MC. A COMBINED 
CATHODE FOLLOWER FEEDING A 50 OHM VIDEO- 
LINE OR GRID @F A CATHODE RAY TUBE AND 
AN AUDIO STAGE MATCHING 690 OR 80C0 O:MS 


_ BY TAP SELECTION. MOUNTS IN MX-24/APR-1. 
7728/43 Cous 
OCT. 43 


AH-13/APS*3-TI AN/APS-3-TI RE 93204 
AMPLIFIER: CONFIDENTIAL 
CONTAINS CATHODE BLANKING, DEFLECTING 
SIGNAL SHAPER AND AMPLIFIERS, AND FILA- 
MENT TRANSFORMER, INPUT SIGNAL OBTAINEC 
FROM RECEIVER-AMPLIFIER R-IB/APS-3 OR 
ASD JUNCTION BOX. OUTPUT SIGNALS PROVIDE 
FOR 4 REPEATER-INDICATOR ID-19/APS-3 & 
8/10/48 CuLs 7 

MOV. 45 


AM-PSZAPS-3-T1 
THE NEXT SUCCEEDING AMPLIFIER. INCLUDES 
CONTROLS FOR VERTICAL SHAPING, CENTERING, 
AMPLITUDE, AZIMUTH CENTERING, INDICATOR 
BiAS ANO CWHEN USED WITH ASD) AZIMUTH 
AMPLITUDE, ALSO SwiTCr TO CHANGE EQUIP- 


MENT FOR AN/APS-3 OR ASD OPERATION. FITS 
MOUNTING RACK MT-97/APS-3, INvul 
145/1/400-2400 & -105¥, +105V, #300¥ REG 


+300 UNREG V, +400V UNREG. DOC. 


AM-L4/APT ANSAPT-1 RESTRICTED 
RADIO FREQUENCY AMPLIFIER: 

AMPLIFIER, CLASS "B" TYPE: FREQUENCY 
RANGE 85 TO 150 MC: POWER OUTPUT 100 
WATTS, INPUT 80 TO 110¥.+ 400 TO 2600 
CYCLES, 600 WATTS. HOUSED IN ONE ATR 
RACK. NET WT... 50 LBS. FOR USE WITH 
RADAR SET AN/APT-3 OR TRANSMITTING 
9/9/44 CKVs 

SEPT. 44A 


AM-147APT 
EQUIPMENT AN/APT-t. 


AH-16/APA-8 AN/APA-8 

AMPLIFIER? CONFIDENTIAL 
CONSISTS OF A POWER SUPPLY & TWO CATHODE 
FOLLOWER STAGES. IN CONJUNCTION WITH 
AH-17/APA->8 LOCATED AT REMOTE INOIJCATOR, 
ITS PURPOSE IS TO SERVE AS VIDEO BOOSTER 


AMPLIFIER WHEN OISTANCE TO REMOTE INDI- 
CATOR BECOMES EXCESSIVE. FURNISHED WITH 
8/26/43 CQJ3 CQu35522 

NOV. 43 


AN-16/APA-8 
4 LORD SHOCKHOUNTS & BASEPLATE. RECEIVES 
VIDEO, DEFLECTION, & BLANKING VOLTAGES 
FROM RECEIVER INDICATOR. SUPPLIED wiTH 
THREE RECEPTACLES: POWER INPUT, SIGNAL 
UNPUT, & SIGNAL OUTPUT. POWER IMPUT: 
1i5V AC, 400-2400 CPS, HAS “POWER ON- 
OFF" SWITCH ON PANEL. 


AM-*L7/APA-8 
AMPLIFIERS 
CONSISTS OF VIDEO, 
STORER STAGES, AND 


ANSAPA-8 

; CONFIDENTIAL 
BLANKING, & DC RE- 
1S NORMALLY LOCATED 


TOR & THE RECEIVER INDI- AM-ET/APA~8 
CATOR BECOMES EXCESSIVE. RECEIVES OP- 
ERATING VOLTAGES FROM AMPLIFIER 
AM-IT6/APA-8 & SUPPLIES REQUIRED OPERA- 
TING VOLTAGES TO REMOTE IROICATOR. HAS 
VIDEO, FOCUS, & BIAS CONTROLS ON PANEL. 
SUPPLIED WITH TWO RECEPTACLES: INPUT AND 
OUTPUT. FURNISHED wWiTH 4 LORD SHOCK- 
MOUNTS & BASEPLATE. 


AM-I18/APT 
RADIO FREQUENCY AMPLIFIER: 
AMPLIFIER, FREQUENCY RANGE 


RESTRICTED 


140 TO 210 MC 


POWER OUTPUT 50 WATTS ON 5 TO 1 AMPLIFI- 
CATION, INPUT 80 TO I11SV¥., 400-2600 
CYCLES, AC 500-600 WATTS. 
9720/44 CKY: 
SEPT. 44 

AM-IS/APA-14 AN/APA=14 

TORQUE AMPLIFIER: RESTRICTED 


PROVIDES AMPLIFICATION OF INFORMATION 
FROM FLUX GATE COMPASS TO ORIVE TORQUE 
UNIT AND OLFFERENTIAL GEAR OF AZIMUTH 
DIFFERENTIAL UNIT CN-4/APA-14, EMPUT? 

26 V OC AND 115/1/400. SIGHAL INPUT MUST 
BE AT LEAST .05V/° AT 800 CYCLES. OUTPUT 
9/21/43 CAJB: 

DEC. 43 CAJC: 


AM-1S/APA-14 
420 W MAX /1/400, 


AB-21/APA-15 AN/APA-15 
SERVO AMPLIFIERS 

PROVIDES AMPLEFICATION OF 
FROM GYRO SELSYN 


RESTRICTED 
UNFCRMATION 
TO DRIVE TORQUE UNIT OF 


GYRO TORQUE UNIT EN-S/APA-15 IN ORDER 
TO MAINTAIN OSSIRED TILT ANGLE. 
INPUT: 115/3/400 & 26V DC. FITS MOUNT- 
ENG BASE MT-131/APA-15. 

9725/43 CAJD: 

JAN. 45 CPO; 

AM-28/0PN-fA  AN/SPN-TA 

SWEEP AMPLIFIER: RESTRICTED 


PANEL AND CHASSIS CONSTRUCTION A. COU- 
TAINS TRE SWEEP-SE.SRAPI Ms CIRCUITS FOR 
BOTH THE 2 MILE & 10 MILE PRECISION IN- 
DICATORS. IDENTICAL SHEEP AHPLIFIERS ARE 
USED FOR BOTH THE AZEMUTH AND THE ELE- 
VATION ENDICATOR TUBES. POSITIONS THE 
V/9/44 CRR: CRRZAR9I6235-1 
MAR. 44 


AM-28/MPH-TA 
ELECTRON BEAM ON THE PRECISION INDICATOR 
TUBES TO CORRESPOND TO BOTH ANTENNA ANGLE 


& TARGET RANGE ON A TIME BASIS. WEIGHT 
APPROXIMATELY 22 POY'NDS. POWER INPUT. 
W17 VOLT A-C. -210 YOLTS DC, -#95 VOLTS 


O-C. $00 VOLTS D-C. 300 VOLTS D-C. Di- 
MENSIONS 19" X 8 3/4" X 18 1/2", 

SIMILAR TO SWEEP AMPLEFIER A4-1S/MPN-1 
EXCEPT DOES NOT IACLUDE SPOT CENTERING. 


AM-29/MPN-TA 
PREAMPLIFIER RESTRICTED 
THIS UNIT ITS OF CHASSIS CONSIavt rion 
CONTAINING THO TU3ZES, IT IS USED TO AN- 


AN/MPH-TA 


ADDITIONAL POWER IS REQUIRED + FITS NEAR THE REMOTE INDICATOR. ITS PURPOSE PLIFY THE &+F SIGHAL OF 30 MC. RECEIVED 
MOUNTING BASE ®MT-52/UR. HN CONJUNCTION WITH AMPLIFIER AM-16/AP-8 FROM THE CRYSTAL MIXER BEFORE TRANSMITT 
1S TO SERVE AS A VIDEO BOOSTER AMPLIFIER UNG IT ON TO THE RECEIVER. THIS UNIT US 
WHEN DISTANCE BETHEEN THE REMOTE INDICA- ALSO USED FOR THE A.F.C CIRCUIT. POWER 
8/26/7435 Cu: CQu333523 1/5/44 CRR: 
assicnip| NOV. 43 assionsy| MAR. 44 
tSSUEO- tSSUED 
[care | MORHEARIBES —T OUIMACTNAIESL pare [MAHAR | ARIAT, care “BRAT? | SANTA | 
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[ 


r 
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AM-29/7PN-tA 


INPUTS 6.3V A.C. S00¥. D.C. DIMENSIONS: 
a" % 6" x 8", 


AM-36/ASQ AN/ASQ-1 & TA ‘ 
AMPLIFIERS RESTRICTED 
EDDY-CURRENT COMPENSATION AMPLISIER, A 
SMALL THREE STAGE PUSHPULL STABILIZED 
AMPLIFIER “FOR AIRBORNE APPLICATION, USED 
UN CONJUNCTION WITH AN/ASQ-1 INSTAL- 
LATIONS TO COMPENSATE THE SPURIOUS INDI- 
CATIONS PRODUCED IN THE DOT-1/7ASQ-1 AND 
3/15/44 

MAR. 44 


AM-SESASQ 
DT-3/ASQ-1A UNITS BY EDDY CURRENTS IN- 
DUCED IN METALLIC SURFACES OF AIRPLANES 
WHEN MANEUVERED IN THE EARTH'S MAGNETIC 
FIELD, THE UNIT MEASURES 12 1/2" X 5" X 
77/8" AND WEIGHS 8,1 POUNDS. IT AS 
ARRANGED TO NOUNT ON THE MT-10/ASQ-3 
MOUNTING. 


AM-40/A1C GEN USE. SPEC: M-659 
INTERPHONE AMPLIFIERS RESTRICTED 
PANEL CONTROLS INCLUDE (1) POWER SWITCH 
(2) ALTITUDE SWITCH TO CONNECT ANEROID 
SWITCH SA-59 /A OR EQUAL INTO OR OUT OF 
AMPLIFIER CIRCUIT ‘'C3) A MASTER GAEN CON- 
TROL (4) A SEPARATE GAIN CONTROL FOR A 
3000 OHM BRIDGING INPUT CIRCUIT. A 200 
3/27/44 CMX: BUAERIE-858 
Yan. 45 E-308E 


AM-40/AK10 
OHM MICROPHONE INPUT IS ALSO PROVIDED. 
AMPLIFIER WILL OPESATE FROM ANY NAVY 
TYPE MICROPHONE WITH LOAD IMPEDANCE FROM 
20 TO 300 OHMS, POWER SUPPLY: 28V DC. 
1.75 AMP; SIZE SA FORM FACTOR A1-A 
WEIGHT: 10.7 LOS. PART OF AN/AIA-2A, 


“AM*44/CPN-6 = AN/CPN-6 

MODULATOR DRIVER ¢ CONFIDENTIAL 
RECEIVES CODE PIPS FROM CODER 
KY-6/CPN-6, AMPLIFIES THESE AND CREATES 
1/2 MICROSEC. VIDEO PULSE SIGNAL WHICH 
1S FED INTO TRANS“ITTER* MODULATOR 
T-79/CPN-6. INCLUDES SELF CONTAINED 
POWER SUPPLY OPERATING FROM S10¥/1/50- 
4/29/44 CGG: 

MAR. 45 


AM-44/CPN-6 
7O~, SUPPLIES -509¥ DC AND #350 T3 500V 
DC TO YRAKSNITTER-MOQULATOR T-79/CPN-6. 


AM-45/CPN-6 AN/CPN-6 CONFIDENTIAL 
INTERMEDIATE FREQUENCY STRIP 

CONTAINS THE I/F. STAGES, SECOND 
DETECTOR AND FIRST STAGE OF THE ViDEO 
AMPLIFIER, MOUNTS IN A REMOVABLE SUB 
CHASSIS UN AND 1S PART OF RADAR RECEIVER 
R-68/CPR-€. BAYS KIDIH IS 7 TO 47 MC. 


4/29044 


ASSIGNID 
FEB. 45 Issued 
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AM-45A/CPR-6 AN/CPN-6 CONFIDENTEAL 
(INTERMEDIATE FREQUENCY STRIP 

CONTAINS THE t.F. STAGES, SECOND OE- 
TECTOR ANO FIRST STAGE OF THE VIDEO 
AMPLIFIER. MOUNTS IN A REHOVA3LE SUB 
CHASSIS IN AND IS PART OF RADAR RECEIVER 
R-8S/CPN-6. BAND WIDTH 1S 7 TO 47 MC. 
SIMILAR TO AM-45/CPN-6 EXCEPT INCLUDES 
2015745 

MAY 45 


AM-45A/CPN-6 
ECHO SUPPRESSION CIRCUITS. 


CANCELLED REPLACED BY AM-136/CPN-6. 


AM-46/APA-32 ANCAPA-32 a 
AMPLIFIER UNIT? CONFIDENTIAL 
CONTAINS ELECTRONIC AMPLIFIER CIRCUITS 
NECESSARY FOR ADAPTING AN/APS~6 AND 
ANZAPS-6A FOR USE WITH TWO SNDICATOR 
ID-32¢APS-6. CONNECTS BETWEEN RECEIVER 
AMPLIFIER R-35/APS-6 OR R-SO/APS-6A AND 
INDICATOR [D-32/APS-6. SIZE APPROX 5” X 
474239744 

APR. 44 


AM-46/APA-32 
6" x 8", 
CANCELLED $/22/44 


JAM-53/CPN-17 AN/CPN-I7 CONFIDENTIAL 
VHTERMEOIATE FREQUENCY STRIP 

CONTAINS THE (.F. STASES, SECOND 
DETECTOR AND FIRST STAGE OF THE VIDEO 
AMPLIFIER. MOUNTS IN A REMOVAS3LE SUB 
CHASSIS IN ANDO IS PART OF RADAR RECEIVER 
R-99/CPN-17. 5 76 75 KC BAND WIDTH. 
SIMELAR TO ANO MECHANICALLY INTERCAANGE- 
$/2u/44 

FEB, 45 


AM-53/CPN-17 
ABLE WITH AM-45/CPN-6 ANO AM-458/CPH-6 
EXCEPT FOR FREQUENCY BAND WIDTH, 


AM=54/AXR-3 AN/AXR-3 

AMPLIFIER-POd=ER SUPPLY CONFIDENTIAL 
CONTAENS INTERMEQIATE FREQUENCY AMPLEIFY- 
ING CERCUITS, SECOND DETECTOR, VIDEO 
AMPLIFIER, SYNCHRONIZING PULSE SEPARATORS 
AND DYNAMOTOR POWER SUPPLY FOR ENTIRE 
EQUIPMENT. tNPUT 26.5 V AT +108, OUTPUT: 
400¥ OC. 8 220V DC & -2av DC & 2€.5 +10% 
5/29/44 CPR: 

JUNE 44 


AM-54/AXR-3 
VY DC. ALSO SUPPLIES DEFLECTION & VIDEO 
SIGNALS TO INDICATOR 4D-95/AXR-3 
SIZE APPROX. 15" X 19" X 10%. WI. APPROX 
30 LBS, 


ASSIGHED 
ISSUED 


, JUNCTION BOX. OUTPUT 


- SUCCEEDING REPEA 


AM-55/SPR-2 
AMPLIFIER STRIP RESTRICTED 
CONSISTS OF 6 STAGE IF AMPLIFIER WITH CF 
BAND WIDTH OF 10 MC, A COMBINED CATHODE 
FOLLOWER FEEDING A 50 OAM VIDEO LINE OR 
GRID OF A CATHOOE RAY TUBE AND AN AUDIO 
STAGE MATCHING 600 OR 800 OHMS @Y TAP 
SELECTION. MOUNTS IN MX-214/SPR-2. 
6/7/44 : 

NOY. 44 


AN/SPR-2 


AM-SSA/SPR-2  AN/SPR-2A 

AMPLIFIER STRIP? RESTRICTED 
CONSISTS OF 6 STAGE IF AMPLIFIER WITH UF 
BAND WIOTH OF 10 MC, A COMBINED CATHODE 
FOLLOWER FEEDING A SO OHM VIDEO LINE OR 
GRID OF A CATHODE RAY TUSE AND AN AUDIO 
STAGE MATCHING 600 OR 800 OHMS BY TAP 
SELECTION, MOUNTS IN MX+214/SPR-26 
2719445 

FEB. 45 


AM-SSA/SPR-2 
SUM{LAR TO AM-S5/SPR-2 EXCEPT FOR 
DIFFERENT MFR. 


AM-S6/AP GEN USE NRL RA-S5F-2474 
INDICATOR AMPLIFIER: RESTRICTED 
HNOECATOR AMPLIFIER WITH SWITCH UNIT. 
RF. BAO WIDTH 150-250 MESACYCLES VIDE 
BAND WIDTH 125 CPS TO 20 MEGACYCLES. 
SHALL HAVE SAME FORM FACTOR AS THE 
AM-6/APA-3 AMPLIFIER ANDO MOUNTING PRO- 
VISIONS ARE INTERCHANGEABLE WITH 

7/4/44 CRB: 

MAR, 45 


AM-S6/AP 
AM-G/APA-U.WEIGHT APPROX. 13.5 LBS. NAVY 
TYPE 49194 COsNECTOIRS TO BE Used FOR KE 
ANO VIDEO CONNECTIONS. TYPE AN FOR ALL 
OTHER CONNECTIONS. SWITCH CONSTRUCTED AS 
PER NRL DRAAING NO. RA-24F 224A. ,PART OF 
AN/APX-8A, 


AM-G74APS-15-Tt ANSAPS-15-°TH 

REPEATER AMPLIFIER: COVFIDENTIAL 
CONTAINS VIDEO, CATHODE BLANKING, 
CLAMPING TUSE BLANKING AND DEFLECTING 
SIGNAL AMPLIFIERS AS WELL AS POWER SUP- 
LIES. INPUT SIGNALS OBTAINED FROM NAVY 
TYPE -46AST OR “AN” TYPE R-7/APS-2 RE- 
CEIVER INDICATOR THROUGH J-98/APS-15-TI 
9/20/44 CGP: CGP:10310 
SEPT. 44A 


AM-ETSAPS-15-TH 
SEGEALS PROVIOED FOR FOUR 10-fO3/7APS-15- 
Ti PLAN REPEATER ENDICATORS ANO THE NEXT 
AMPLIFIER. INCLUDES 
CONTROLS FOR "VIDE AND CENTERING. USED 
UN CONVECTIO% WEE MT-37/APS-2-TI MOUNT: 
ING RACK. FOR USE WITH AN/APS-15-TI. St- 
MILAR TO AM-3/APS-2-TI EXCEPT FOR CIR- 

Cuil CHANGES. 


AM-70/AR CONFIDENTIAL 
AMPLIFIER ; 

A CLASS "C" RF AMOLEFIER, CPERATES BE- 

THEEN 74 TO 138 MC. WITH A BANDNIOTH OF 

8 MC. 50 OM RESISTIVE INPUT, 50 ONM 

RESISTIVE OUTPUT. PC: O'TPUT 250 WATTS. 

CONSISTS GF: INPUT COUPLINGS AND TANK 

CIRCUIT, OUTPUT COUPLING AND TANK CIR- 

10/2644 

VAN. 45 


AN/ART-18 


cave | MAWMAGTHBRS | SONNVACTHNA. 


pare |__ MARMARA BRANT RUE ch 


DATE MAAR | SUT] 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-4 


oa First assigned ror | cWAYLORANINS,, 


KH-7O/AR 
CUST, AND PUSH-PULL AMPLIFIER STAGE. 
POWER SUPPLY: 115 VOLT, 1 PHASE 800-2400 
CPS. SIZE: SAR C2-D. WEIGHT: 100 Les. 
USED WITH AN/ART-16. 


AM*70CXN-19/AR ANSART-18 CONFIDENTIAL 
AMPLIFIER 

SAME DESCRIPTION AS FOR AM-70/AR EXCEPT 
POWER SUPPLY 115/16/800-2400 CPS. 


Vor2n¢44 
DEC. 44 


AM-71/AR 
AMPLIFIER: 
A RADIO FREQUENCY TRIPLER AMPLIFIERS 
OPERATES WITH AN OUTPUT FREQUENCY OF 
132 TO 140 MC. 

1000 WATTS OUTPUT, POWER SUPPLY: !I5V, 
400 TO 2400 CPS. USED WITH AN/ARW-13. 
PROCURED ON NXSa-68002 CUNTKACI. 
104244 CFLs 

CCT. 44 


AN/ARW-13 CONFIDENTIAL 


AM-73/UPA-1 
AMPLIFIER 
VIDEO AMPLIFIER OF 1000 CPS. TO 5 MC 
BANO WITH. USED WITH A CRYSTAL DETECTOR 
FOR PiCKING UP RF ENERGY AND APPLYING 
THIS ENERGY FOR A VISUAL PRESENTATION ON 
TS-2B8/UPN, PROVIDING AN RF ENVELOPE 
VIEWER. SIZEs 18 1/27 X 12" X 10 374%. 
1019744 COL: 

OCT. 44 


AN/UPA-1 CONFIDENTIAL 


AM-73/UPA-T 
POWER SUPPLY: 105-125V 14, 50-70 CPS. 


AM-75/ART-170) ANZART-170) 
AMPLIFIER CONFIOENTIAL 
FREQUENCY TRIPLER WITH OUTPUT FREQ- 
UENCIES OF 70 TO 100 MC AND 100 TO 140 
MC., BY MEANS OF TWO SETS OF PLUG-IN 
COILS. SIGNAL INPUT 1S OBTAIRED FROM 
RADIO TRANSMITTER T-EI7/ART-17. POWER 
OuTPUT: 20W. INPUT 26V DC @ BA. PART OF 
10433744 CFLs 

NOV. 44 


AM-75/A8T-370) 
ANSART-17. 


AM-73/APX-6  AN/APX-6 RESTRICTED 
in EDIATE FREQUENCY STRIP: 

CONSISTS OF AN ALUSINUM HOUSING AND 
CHASSIS ON WHICH ARE MOUNTED IF AMPLI- 
FIER, DETECTOR AND VIDEO AMPLIFIER. PART 
OF RECEIVER-TRANSMITTER RT-32/APX-6 AND 
MOUNTS ON FRONT PANEL ASSEMBLY 
RF-23/A4PX-6. AMPLIFIES SIGNAL FROM PRE- 
4/24/45 

APR. 45 


Army-Navy Designations 


meme RAGAN, 


AM-78/APX-6 
SELECTOR UNIT OF RF-29/APX-6, DETECTS 


T, AMPLIFIES DETECTED SIGNAL AND PASSES 


IT ON TO THE DECODER OF REAR CHASSIS 
ASSEMBLY MX-358/APX-6. 


AH=73/ARH-13  ANSARW-13 
AMPLUFLER 

A RADIO FREQUENCY TRIPLER AMPLIFIER 
WHICH OPERATES WITH AN OUTPUT FREQUENCY 
OF 432 TO 160 MC. REQUIRES 20 WATTS IN- 
PUT. OUTPUT 150 WATTS. POWER SUPPLY 
115¥/1¢/800-2400~, 750 WATTS. 

SIMILAR IN OPERATION TO AND MECHANICALLY 
11/28/44 CFLS 

JAN. 45 


CONFIDENTIAL 


AH-79/ARW-13 
UNTERCHANGEAGLE WITH AM-10/ARW-3. PART 
OF AN/ARW-13. 


AM-B8O0/ARA-13 AN/ARA-13 
AMPLIFIERS 


CONFIDENTIAL 


RF POWER AMPLIFUER USED WITH RT-SI/ARQ-1C 
COVERING FREQUENCY BAND 1#.3-11 MC, USING 


REMOTE CONTROL UNIT C-236/ARA-13. OUTPUT 
POWER 500 WATTS UNMODULATED CARREER. IN- 
PUT: 50W §N 50 OHMS IMPEDANCE. SIZE: 

24" xX 25" X 22%. USED WITH BUT NOT PART 
12/9/44 CFT: 

Jal. 45 


AM-80/ARA-13 
OF AN/ARQ-10. PART OF AN/ARA-13. 


AM-81/FPN<1 
AMPLIFIERS RESTRICTED 
VIDEO AMPLIFIER OF CHASSIS CONSTRUCTION 
AND CONTAINS THE VIDEO AMPLIFICATION 
CIRCUITS NECESSARY FOR COMPENSATING FOR 
VI0EO LOSSES IN THE LONG LENGTHS OF CO- 
AXIAL CABLE tNTERCONNECTING THE PRECI- 
SiQN SYSTEM AND THE #NDICATOR-CONTROL 
12/20/44 
DEC. 44 


AN/FPN-1 


AM-81/FPN-4 
SYSTEM. INPUT 115V/1B/60~ & 250 DC. 


AM-82/ARW-34 AN/ARH-34 
AMPLUFLERS 

RADIO FREQ AMPLIFIER (CLASS C): PROVIDES 
250 WATT OUTPUT WHEN SUPPLIED NITH PRO- 
PER FREQUENCY MODULATED fNPUT - FREQ 
RANGE, S2-65MC- FREQ NODULATION, +15 KC 
-POWER INPUT, 1430-150 V, SINGLE PHASE 
800 - 2400 CYCLE - 

12719744 CFLs 

WAY 45 


CONFIDENTIAL 


NAVSHIPS 900,109 


vega 


FIRST ASSIGNED FOR 


RRR, 


AN-S2/4RU 


MAY BE USED AS ACCESSORY TO RADIO TRANS- 
MITTER T-325/ARW-34 WHEN ADDITIONAL POWEF 
(S REQUIRED - FITS MOUNTING BASE 

AMT -52/UR. 


AM-88/CPX-3 AN/CPX-3 CONFIDENTIAL 

VIDEO AMPLIFIERS: 

RECEIVES VIDEO SIGNALS FROM fF AMPLIFIER. 
PROVIDES PROTECTION AGAINST JAMMING 

SIGNALS. DELEVERS VIDEO SiGNALS TO VIDEO 
OUTPUT CONNECTION FOR EXTERNAL DISPLAY. 

PROVIDES MANUAL GAIN CONTROL, VARIA3LE 

G.T.C. AND GATING CIRCUITS FOR INTER- 
141745 

APR, 45A 318 


AM-88/CPX=3 
MEDIATE FREQUENCY AMPLIFIER AM-87/DPX, 
MOuwisS ON AND RECEIVES POWER SUPPLY FROM 
TRANSMITTER-RECEIVER RT-89/CPX-3, 
BRITISH REF. NO. J1O0UB/29 


AN-89/7APS-T3  AN/APS-T3 
PREAMPLIFIER -CONVERTER 
RECEIVES REFLECTED 15 MC SIGNAL FROM 
CRYSTAL OREVER O-337APS-T3. AMPLIFIES 
THIS AND MIXES THIS SIGNAL WITH A 45 HC 
OSCILLATOR OUTPUT AND SENDS OUT BOTH 30 
MC AND 60 MC TO INTERMEDIATE FREQUENCY 
STAGES OF ASSOCIATED RADAR. CONTAINS 
12730744 
DEC. 44 


CONFIDENTIAL 


AM-S9/APS-TS 
AMPLIFIERS, OSCILLATOR AND MIXER CIR- 
CHITS. : 


AM-9O/APS-T3  AN/APS-T3 
SERVO AMPLIFIER 
RECEIVES ERROR VOLTAGE FROM SYNCHRO UNIT 
AMPLUFIES THIS VOLTAGE ANO APPLIES THIS 
VOLTAGE TO DRIVE A SHALL MOTOR. INCLUDES 
SELF CONTAINED RECTIFIER WITH INPUT OF 
VISV/41D/60~ TO SUPPLY PLATE, SCREEN AND 
FELAMENT VOLTAGE FOR (TS OWN CIRCUITS. 
12430744 


RESTRIGTED 


DEC. 44 
AM-94/UPA-4 AN/UPA-4 RE 16A17 
SERVO AMPLIFIERS RESTRICTED 


AMPLIFIES SYNCHRO ERROR VOLTAGE FROM 
ANTENNA PEDESTAL TO DRIVE ANTENNA IN 
TRAIN, OPERATES A PILOT LIGHT TO INDI- 
CATE ERRORS OF LESS THAN 3°, OPERATES 
FROM SYNCHRO REFERENCE VOLTAGE OF 50/115\ 
AND ERROR VOLTAGE OF 31/55/€4V AT FRE- 


1/16/45 CAUJS: CAUS: 
MAR. 45 B 4126-X 
AW-S4/UPA-4 


QUENCIES OF £0/6C/4CO/ECO~ TO ORTVE A 
22H. DC MOTOR IN PEDESTAL OF ANTENNA 
ASSEMBLY. SHPUT: 116/160/230¥ @ 50/60/ 
400/500~, SIZE APPROX: 10" X 12 7/8" X 
14", wT. 40 UGS. 


MAGEE SUAMAASTU 


CONFIDENTIAL 


paTe | MARUEARTARYS | RANHTACTUARRA 


HAG —_ [rast assicnan ron | HAL SPAY, 


AM-SG/ARA-13 ANSARA-13 CONFIDENTIAL 
AMPLIFIERS « 
RF POWER AMPLIFIER USED WITH RT-S2/ARQ-1C 
COVERS FREQUENCY 11°45 MCS APPROXIMATELY, 
USES REMOTE CONTROL UNIT C-236/ARA-15. 
DOES NOT TUNE AUTOMATICALLY. INPUT 50 
WATTS N SO OHMS IMPEDANCES OUTPUT MORE 
THAN 250 WATTS CUNMODULATED CARRIER). 
1420445 
Jaws 45 


AM-SESARA-13 
PaRT OF AN/ARA-13. 


AM-S7/APS-6-TY AN/APS-6-TL 

(NTERPHONE AMPLIFIER? 

UNTERPHONE AMPLIFIER PROVIDES THE NECES- 
SARY POWER FOR OPERATION OF THE INTER- 
PHONE SYSTEM BETWEEN THE #NSTRUCTOR AND 
STUDENT PILOT. SUFFICIENT POWER IS PRO- 
VIDED TO OPERATE UP TO SIX ADDITIONAL 
HEADSETS SIMULTANEOUSLY WITH REGULAR 
V24/45 CATYS 

JAN. 45 


AN-97/APS-6-TL 
OPERATION. PART OF OA-1/APS-6-TI. 


AR-98/APS-6-T1 AN/APS-6-TU 

SERVO AMPLIFIER: 

PROVIDES AMPLIFICATION OF tNFORMATION 
FROM TARGET SIMMLATOR SH-7/APS-6-TI TO 
DRIVE TORQUE UNIT OF ATT!‘ UDE CORRECTION 
UNIT CN-47/APS-E-T} IN ORDER TO FEED IW 
THE REQATIVE TARGET COMPASS BEARING. 
SIZE: APPROX. 10" X 12" X 8". WI. APPROX. 
3/26/45 CATYs 

JAN. 45 


AM-98/APS-€-T1 
10 LBS. PART OF LINK TRAINER 
SM-5/APS-6-Th. 


AM-*tOS/APS-4-T2 ANSAPS-4-T2 
REPEATER-AMPLIFIERS CONFIDENTEAL 
CONTAINS VIDEO DEFLECTING SIGNAL AMPLI- 
FIER CIRCUITS AND RECTIFIER POWER AND 
SUPPLY. RECEIVES StGNALS FROM RT-S/APS-4 
OR RT-SA/APS-4 AND REPRODUCES THESE S#G- 
NALS ON A MAXIMUM OP 9 OUTPUTS TO EACH 
OF WHICH AN AM-SAZAPS-4 AND I10-BI/APS-4 
4718745 
APR. 45 


AM-1OSFAPS-4-T2 
MAY BE ATTACHED. POWER INPUT: FESV/IOC 
$00-2400 & 26v¥ OC. 


AETHENS 


Army-Navy Designations 


AA RRINS, 
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AM-10S(CXN-1)APS-8-T2 AN/SAPS-4-T2 
REPEATER-AMPLIFIER?: CONFIDENTIAL 
CONTAINS VIDEO DEFLECTING SIGNAL AMP- 
LIFGER CIRCUITS AND RECTIFIER POWER AND 
SUPPLY. RECEIVES SIGNALS FROM RT-S/APS-4 
OR RT-SA/APS-4 AWD REPRODUCES THESE SIG- 
NALS ON A MAXIMUM OF 9 OUTPUTS TO EACH 
OF MHICH AN AM/SA/APS-4 AND (D-TIZAPS-4 
2724045 
FEB. 45 


AM=105¢(XN-1)/APS-4-T2 
MAY BE ATTACHED. POWER INPUT: 115V/1O7 
800-2400 & 26¥ DC. 


AK-108/APA-16-TI 
SERVO AMPLIFIER UNITS 
MOVES RANGE AND ATIENUATEON-WITH-RANGE 
POTENTIONETERS IN ACCORDANCE WITH MOVE- 
MENT OF BOMBER SIMULATOR SM-17/APA-16-T1. 
CONSISTS OF POTENTIOMETER, A 32 VOLT 
TRANSFORMER WHICH ENERGIZES ALL SELSYNS 
OF THE EQUIPMENT, A TWO PHASE MOTOR, A 
3/26/45 CAOWs #8 
MAR. 45 


CONFIDENTIAL 


AM-1DEZ7APA-16-TT 
400 TO 1 SELSYN RECEIVER ANDO A REDUCTION 
GEAR TRAIN. OPERATES 115V AC/60 CYCLES. 
MOUNTS ON CHASSIS. 8" X 17" X 9". WT, 
APPROX. 15 LBS. 


AM-110/APS-33 ANSAPS-33 

TRUE BEARING AMPLIFIERS 

PROVIOES POWER FOR AND ACCEPTS INFORMA- 
TION FROM SYNCHRO TAKE-OFF FROM FLUX GATE 
COMPASS, PROVIDES POWER FOX ACAIVATING 
AZIMUTH TORQUE UNIT #N ACCORDANCE WITH 
UNFORMATION RECEIVED FROM FLOX GATE COM- 
PASS. REQUIRES 315/1/400 AT 26VA. AND [S 
4/3/45 CPR: CPR:5LO-1544 
APR. 454 948A 


AM-110/APS-33 
FUSED. SIZE: APPROX. 5-1/4 X 6-1/4 X 
7-12/16. WT. APPROX. 7 1/2 LBS. MOUNTS 
ON MOUNTING MT-448/APS-33. ENCLUDES CON- 
NECTORS: AN-3102-216S-5P, AN-3102-10sL-31, 
AN-S1U2-145-5S, AN-35S802-18-5S. 


AM-TL2/APS*°31 AN/APS-31,32 
SERVO AMPLIFIERS CONFIDENTIAL 
SPECIAL AMPLIFIER CIRCUIT WHICH ACCEVIs 
SIGNALS FROM THE GYRO UNIT, RESOLVER 
SYNCHRO. AND FOLLOW-UP SYNCHRO. AMPLI- 
FIES THESE AND SUPPLIES POWER TO SERVO 
TORQUE UNIT ON ANTENNA ASSEMBLY. ALSO 
SERVES AS CABLE JUNCTION BOX FOR ANTENNA 
41asas CPR: CPR:5LO-1555 
APR. 485A 948A 


AM-112/APS-3T 
ASSEMBLY. SIZE APPROX. 11 1/8" X 7 172" 
x 6". PART OF ANTENNA 
ASSEMBLIES AS-287/APS-33 AND 
AS-288/APS-32. 


AM-HIS/SAPS-33 AN/APS-33,34 

SERVO AMPLIFIERS: CONFLOENTIAL 
SPECHUAL AMPLIFIER CIRCUIT WHICH ACCEPTS 
SIGHALS. FROM THE GYROSCOPE UNIT 
CN-SI/APS-3t. RESOLVER SYNCHRO AND FOL- 
LOW-UP SYNCHRO, AMPLIFIES THESE AND SUP- 
PLIES POWER TO SERVYO-TORQUE UNIT ON AN-~ 
TENNA ASSEMBLY. SAME AS AM-}I2/APS-31 
4f4pas CPR: CPR35LO-155) 
APR. 45A 948A 


AM-PUS/APS -33 
EXCEPT DOES NOT PERFORM JUNCTION 80X 
FUNCTION, SIZE APPROX. 12 1/4" X 5 172° 
X 4 174", PART OF ANTENNA ASSEMBLIES 
AS~289/APS-33 AND AS-230/APS-34. 


AM*TZ2OCXN- /APS-4 AR/APS-4 
(INDICATOR AMPLIFIERS CONFIDENTIAL 
(NDICATOR AMPLIFIER, MADE BY WESTERN 
ELECTRIC CO-. INPUT: 115V416/800-2400 
CYS. AND SWEEP AND VIDEO VOLTAGE FROM 
ASSOC. UNITS. CONSTSTS OF LOCAL AMPLIFt- 
ER CIRCUITS FOR INDICATOR SWEEPS, CIR- 
CUITS FOR PROVIDING RANGE AND AZIMUTH 
4027045 
APR. 454 948A 


AM-120CXN- APS ~4 
LINES. INCLUDES CONTROLS FOR FOCUS, 
SWEEP AMPLITUDE AND CENTERENG, AZIMUTH 
EXPANSION, RANGE & AZIMUTH LINE, POSIT- 
ON 8 VIDEO GAIN. OPERATES FROM. SAME 
VOLTAGES AS AM-SA/APS-4. USED WITH 
(D-b71CXN-ED/APS-4. 


AM-121/APS-4  AN/APS-4,4A CONFIDENTIAL 
UNTERMEDEATE FREQUEKCY AMP- 
LIFIER:  CONTAIES CIRCUITS FOR AMPLI- 
FYENG 60 MC (F FREQUENCIES OBTAINED FROM 
RADAR RECEIVER R-1S59/APS=4A, ALSO IN- 
CLUDES DETECTOR CIRCUIT FOR CONVERTING 
1F TO VIDEO SIGNALS AND CIRCUITS FOR 
VARYING RECEIVER GAIN. PART OF 
4/28/45 CWE 
MAY 454 948Ag 


7 AM-12T/APS <4 
RT-SA/APS-4 AND RT-104/7APS-4A. SIZE 
APPROX: 2 1/2" X b E/2" X 10", INPUTS 
TSOV DC AND 6.3V AC FROM ASSOCIATED 
UNITS. 


AM-122/APS-4 AN/APS-4, 44 RESTRICTED 
SERVO AMPLIFIER: 

CONTAINS CERCUITS FOR AMPLIFYING ANTENNA 
TILT CONTROL VOLTAGES AND RECTIFIERS TO 
INSURE PROPER TILT OPERATION OF THE 
ANTENNA, MOUNTS IN AND 1S PART OF 
RT-104/APS-4A AND RT-SA/APS-~4. INPUT: 
-150, 1S0¥ 9G AND 15CV AC AND UNZALANCED 
4/28/45 CW: 
MAY 45A 948ag 


AM-122/APS-4 
GRID VOLTAGE. 


| RUSSIA'S | ANHIAFTURR 


CONFIDENTIAL 


MAUR? | cM | 
NAVSHIPS 900,109 
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AM-135/CPN-6 AN/CPN-6 CONFIDENTIAL 
ONTERHEDIATE FREQUENCY STREP 

CONTAINS THE teF. STAGES. SECOND DE- 
TECTOR ANDO FIRST STAGE OF THE VIDEO 
AMPLIFIER. MOUNTS #€N A REMOVABLE SUB 
CHASSIS #N AND 1S PART OF RADAR RECEIVER 
R-88/CPN-6. BAND WIDTH IS 7 TO 47 MC. 
SOMILAR TQ AM-45/CPN-6 EXCEPT #NCLUDES 
5729745 

MAY 45 


AM-T36/CPN-6 
ECHO SUPPRESSION CIRCUITS ANO RECETVER 
VOLUME CONTROL #S REMOVED. SIZE: 14 1/2" 
R44 844" X 3 3578". 


COMPINENT INDICATOR “as* 
ANTENNA SYSTEM 


COMPLEX: ARRAYS, PARABOLIC TYPE, ETC. 


PAS-SZARR-1 CANCELLED 
REASSIGNED *AT-S/ARR-1 


MAR. 43 


AS-5/KPS-2 ANSAPS -2 
ANTENWA ASSEMBLY 5 RESTRICTED 
PARABOLIC. INPUT 24 YOLTS OC. 


(-66AEYV) 
2716743 
MAR. 43 
AS-S/CPN-3 AN/CPN-3 RESTRICTED 


MAST BEAD: 

HNCLUOES TWO 6 ELEMENT STACK DIPOLES 
HOREZONTALLY POLARIZED ANO IN THE SAME 
HOUSING. ONE USED FOR TRANSMITTING AND 
ONE FOR RECEIVING. APPROX +3 FEET HIGH 
AnD 6" IN DIA AND DESIGNED TO BE MOUNTED 
ON TOP OF MAST. FITS ANTENNA SUPPORT 


409/43 CPRI558-4643 
SEPT 43 
AS*9/CPN-3 
AB-2/CPH~be 
AS-12/APS-3  AN/APS-3 
ANTENNA ASSEMBLY RESTRICTED 


CONSISTS OF A 5.66" FOCAL LENGTH DISH, 
RADIATOR, ROTATING JOINT, GEAR BOX, TWO 
MOTORS, AZEMUTH & TILT POTENTSOMETERS. 
THE ORIVE MOTOR IS GEARED DOWN TO GIVE 
35 AZIMUTH SWEEP CYCLES PER MINUTE OVER 
AN ARC OF 160° OF THE DISH. THE TILT 
§/24/43 CPR: CPR:SLO-586- 
AUG. 43 


Army-Navy Designations 


MOTOR IS OF A REVERSE3LE 
FIELD TYPE & §S GEARED TO PROVIDE CON- 
TINUOUS TILT OF THE DISH OVER ARC OF +8° 
FROM THE VERTICAL. !NPUT: 24 V DC FOR 
MOTORS, 75 V DC FOR AZIMUTH POTENTIOMETER 
& MINUS 105 V OC FOR TILT POTENTIOMETER. 
SIMILAR TO ANTENNA ASSEMBLY AS-22/APS-3 
EXCEPT IS SLIGHTLY SMALLER, !N MOST 
INSTALLATIONS THEY ARE INTERCHANGEABLE. 


RAS-17/APS AN/APS-2C 

ANTENNA ASSEMBLY: RESTRICTED 
"S" BAND ANTENNA; CONSISTS OF A 29” DIA. 
PARABOLIC DISH WITH 10.6" FOCAL LENGTH. 
26¥ DC TILT MOTOR PROVIDES +20° FROM HO- 
REZONTAL; ROTATES CONTINUOUSLY AT 12/25 
RPM BY MEANS OF A 2-SPEED REVERSIBLE 25¥ 
OC MOTOR. PERMITS HOUNTING OF SELSYN ASS; 
7/ 1/45) CPR: 

OCT. 43 


RAX-44/A4PS OR SECTOR SCAN *AS-17/APS 
ASSEMBLY AN/APA-13 OR AZIMUTH 
STABILIZATION ASSEMBLY AN/APA-14; TILT 
STABILSZATION ASSEMBLY AN/APA-15: & (LAB 
INDICATOR EQUIPMENT AW/APQ-5. USED WITH 
50 OHM 7/8" STUB SUPPORTED TRANSMISSION 
LIME. INCLUDES SIX 5/16"-24 TAPPED HOLES 
FOR MOUNTING.. INPUT: 26V DC.-SAME AS 
BAS-17A/APS EXCEPT ROTATING JOINT DOES 
NOT INCLUDE SLIP RINGS. 


KAS -17A/ APS AN/APS-2¢) 

ANTENNA ASSEMBLY? RESTRICTED 
"S" BANO ANTENNA; CONSISTS OF A 29" SIA, 
PARABOLIC DISH WITH 10.67 FOCAL LENGTH, 
2BV DC TILT MOTOR PROVIDES +20° FROK HO- 
RIZONTAL; ROTATES CONTINUOUSLY AT 12/25 
RP4 BY MEANS OF A 2-SPEED REVERSIBLE 26¥ 
DC MOTOR. PERMITS HKOUNTING OF SELSYN-“ASSY 
TAV/43 CPR: 

oct. 43 


RHX-44/APS OR SECTOR SCAN AS-T7A/APS 
AN/APA-13 OR AZIMUTH STABILIZATION AS- 
SEMBLY AN/APA-14; TILT STABILIZATION AS- 
SEMBLY AN/APA-15; & (LAB) INDICATOR E- 
QUIPMENT AN/APQ-5, USED WITH 50 OHM 7/8" 
STUB SUPPORTED TRANSMISSION LINE. INCLU- 
DES SiX 5/16"-24 TAPPED HOLES FOR MOUNT- 
iNG. INPUTS 2€V DC. SANE AS tAS-17/APS 
EXCEPT INCLUDES ROTATING JOINT #CU-17/7AF 
WHICH §S PROVIDED WITH SLIP RINGS. 


AS-18/APS AN/APS-15 

ANTENNA ASSEMBLY: RESTRICTED 

"x" BAND DOUSLE DIPOLE; HORIZ. POLARIZED 
& MOUNTED NEAR FOCAL POINT OF CSC SQUARES 
DISH. A 26V DC TILT MOTOR PROVIDES +20° 
FROM HORIZONTAL; ROTATES CONT AT 12/25 
RPM BY HEANS OF A 2-SPEED REVERSIBLE 26V 
DC HOTOR. PERMITS HOUNTING OF SELSYN ASSY 
9/25/43 Crk: 

OCT. 43 


RNX-44/APS OR SECTOR SCAN AS-18/APS 
ASSEMBLY AN/APA-13 OR AZIMUTH STABILIZA- 
TION ASSEMBLY AN/APA-14; TILT STABILIZA- 
TEON ASSEMZLY AN/APA-153 & (LA3) INDICA- 
TOR EQUIPITENT AN/APQ-5. 1HCLUDES SIX 
$/16"-24 TAPPED HOLES FOR MOUNTING PRO- 
VISTONS, INPUT 26V DO. SAME AS tAS~-17/AP 
EXCEPT (NCLUDES “X" BAND PLUMBING & A 
SPECIAL REFLECTOR. 


AS-18A/APS AN/APS-15 

ANTENNA ASSEN3LY¢ RESTRICTED 
"X" BAND COUSLE WINOOW: HOTIZ. POLARIZED 
& MOUNTED NEAR FOCAL POINT OF CSC SQUAR- 
EO DISH. A 2LY OC TILT MOTOR PROVIDES + 
20° FROM HORIZ; ROTATES CONT AT 12425 
RPM BY MEANS OF A 2*S°EED REVERSIBLE 264 
OC MOTOR, PERMITS MOUNTING OF SELSYN ASSY 
9/25/43 CPR: 


OEC. 43 < ASSIGNED 
issued 


BE [rinse assionen sox | ohAnLaRAYHNG | 
Asa le / AES 5 &NX-44/A4PS AS-I8A/APS 


OR SECTOR SCAN ASSEMBLY AN/APA-13 OR 
AZIMUTH STASILIZATION ASSEMBLY AN/APA-14, 
TILT STABILIZATION ASSEMBLY AN/APA-15; 4 
(LAB) INDICATOR EQUIPMENT AN/APQ-5. IN- 
CLUDES SIX 5/16%~24 TAPPED HOLES FOR 
MOUNTING PROVISIONS. INPUT: 26¥ OC. SAME 
AS AS-U8/APS EXCEPT INCLUDES CU-18/APS 
WHICH IS PROVIDED WITH SLIP RiNGS. ALSO 
INCLUDES LUBBER LINE SW!TCH. 


AS-19A/TRC+1 AN/TRO-1A RESTRICTED 
ANTENNA SYSTEM: 

CONSISTS OF ONE ANTENNA AS-20A/TRC-t, 

tt MAST SECTIONS AND ASSOCIATED é#NSTAL- 
LATION EQUIP., INCLUDING GIN POLE AND 
BLOCK AND TACKLE. ANTENNA ASO MAST ARE 
CAPABLE OF BEING ROTATED THROUGH 360° BY 
MEANS OF GIN POLE. ANTENNA AS-20A/TRC-1 
202444 


JUN. 44 


AS-S9A/TRC-1 
1S CARRIED IN CASE CY-30/TRC-1 TOGETHER 
WITH PLUGS, TAPE, RUNNING SPARES, EITC. 
Tre BALANCE OF ANTENNA SYSTEM 
AS-19A-TRC-1 US CARRIED IN CASE 
CY¥-297TRC-3. 


AS-22/APS-3 AN/APS-3 

ANTENNA ASSEMBLY RESTRICTED 
CONSISTS OF A 5.66% FOCAL LENGTH DISH, 
RADIATOR, ROTATING JOINT, GEAR 30X, TWO 
MOTORS, AZIMUTH & TILT POTENTIOMETERS. 
THE DRIVE MOTOR IS GEARED DOWN TO GIVE 
35 AZIMUTH SWEEP CYCLES PER MINUTE OVER 
AN ARC OF 160° OF THE DISH. THE TILT 
7/21/43 CS: 

AUG. 43 


MOTOR IS OF A REVERSIBLE AS~22/APS~-3 
FIELO TYPE & 1S GEARED TO PROVIDE CON- 
TINUOUS TILT OF THE OISH OVER ARC OF *8° 
FROM THE VERTICAL. INPUT: 24 V OC FOR 
MOTORS, 75 V OC FOR AZSMUTH POTENTIONETES 
& MINUS 105 V DS FOR TILT POTENTTOMETER. 
SIMILAR TO AS-42/APS-3 EXCEPT 1S SLIGHTL 
LARGER. IN MOST INSTALLATIONS THEY ARE 
INTERCHANGEABLE. 


AS-23/AP AURCRAFT 

ANTENNA ASSEMBLY RESTRICTED 
CONSISTS OF A PICK-UP DIPOLE APPROXI- 
MATELY HALF-WAVE IN LENGTH WITH REFLEC- 
TOR. INCLUDES A JACK WHICH FITS NAVY 
TYPE -49268 PLUG. PROVIDES PICK-UP SIG- 
NAL FOR PHANTOM TARGET TS-48/AP. FIRST 
PURCHASED UNDER NAVY CONTRACT RX5a-25890 
7/23/43 COY: MIT OWG. 

AUG. 43 B-2657-4 


AS = 2474PS -6 RE ISA 933B 
SCANNER: RESTRICTED 
"X" BAND ANTENNA: CONSISTS OF A 1/2 WAVE 
DIPOLE WITH APPROXIMATELY 17 INCH DIA- 
METER PARABOLIC REFLECTOR ARRANGEN TO 
SCAN SPIRALLY FROM ZERO TO 60° (HALF 
ANGLE) AND TO LOCK IN A FIXED CONICAL 
SCAN AT HALF ANGLE ADJUSTAQLE FROM 
7/24/43 CAAO: 

OCT. 43 


AN/ZAPS~6 


o° To 5°. AS -24/APS -6 
SPEED: 1200 RPM. FRAIE REPETITION RATE 
60 PER MiHUTE. POWER ENPUT: 265 * 3.5 V 
DC AND APPROXIHATELY 25 AMPERES, RE 
TRANSMISSION LINE PRESSURE TIGHT. 


ETH 


BATE if 


SHAE 


pare | MARUAGTHBRYS | SANTANA 


pare | “AREAGTHARS [AMIRI | 


NAVSHIPS 900,109 


CONFIDENTIAL 


AS-24/APS*G6(XN1) AN/APS-6 RE 135A 833A 
SCANNERS RESTRICTED 

A DEVELOPMENTAL "X" BAND ANTENNA? CON- 
SISTS OF A % WAVE DIPOLE WITH APPROX 17" 
DIA PARABOLIC REFLECTOR ARRAAGED TO SCAN 
SPIRALLY FROM ZERO TO 60° CHALF ANGLE) & 
TO LOCK IN A FIXED CONICAL SCAN AT 7k? 
HALF ANGLE. ROTATIONAL SPEED: 1200 RPM.° 
10/7/43 =CAAD 

OCT. 435A 


AS-24/APS-6(XN1 
FRA’ REPETITION RATE 60 PER MINUTE. 
POWER SNPUTS 26 +3.5 V OC & APPROX 25 
AMPERES. SAME AS AS-24/APS-6 EXCEPT 
TRANSMISSION LINE JS NOT PRESSURE TIGHT. 
FIRST PURCHASED UNDER CONTRACT NXsa-2619 


AS-25/APR-2 AN/APR-2 

ANTENNA ASSEMBLY? CONFIDENTIAL 
CONSISTS OF A STUB ANTENNA 30% LONS Us=R- 
ALL CACTIVE PORTION IS 2t 3/4"), MOUNT- 
ING BASE, COAXIAL RECEPTACLE ARMY TYPE 
S$O-23. COVERS FREQUENCY RANGE OF 90 TO 
420 MC. OF RADAR RECEIVER R-34/APR-2, 
FORMERLY DESIGNATED ANTENNA AN-149-(), 
7/23/43 CGG: 

FEB. 44 


AS-26/APR-2 AN/APR=2 
ANTENNA ASSEMBLY: CONFIDENTIAL 
CONSISTS OF AN INVERTED CONE WITH A-60° 
APEX SUPPORTING AN UPRIGHT COME WITH 90° 
APEX. THE HEIGHT OF BOTH CONES IS 8”, 
THE DIA, 6 1/2", INCLUDES BASE MOUNTING 
FLANGE AND TYPE N RECEPTACLE. COVERS THE 
FREQ. RANGE OF 300 TO 3000 MC. FOR USE 
7/23/43 CGG: 

JUN. 44 


KS-26/APR-2 
WITH RAOAR RECEIVING EQUIPMENT AN/APR-2, 
FORMERLY ANTENNA AN-150-(), 


AS*28/APR-1 ANSAPR-1 

ANTENNA ASSEMBLY ¢ RESTRICTED 
CONSISTS OF A SPECIAL STUS ANTENNA WHICH 
COVERS THE LOWER HALF OF FREQUENCY RANGE 
OF EQUIPMENT. 


CANCELLED 8/1/44 


7/28/43 CGG: 


AUG. 43 

AS-297APR-1 — ANSAPR-1 

ANTENNA ASSEMBLY: RESTRICTED 
CONSISTS OF A SPECIAL CONE AITENNA WHICH 


COVERS THE UPPER HALF OF FREQUENCY RANGE 
OF EQUIPMENT. 


CANCELLED 8/1/44 


7/28/43 CGGs 
AUG. 43 


AS=31/APN-7 9 AW/APN-7 

ANTENNA ASSEMBLY: * RESTRICTED 
HORIZONTALLY POLARIZED & OMNIDIRECTIOWAL 
IN THE HORIZONTAL PLAYE. FOR USE IN THE 
"S" BAND OF FREQUENCIES, CCNSISTS OF 3 
HALF WAVE DIPOLES ARRANGED IN A CIRCLE 
IN A WEATHERPROOF PLASTIC SPHERE WHICH 
1S HELD IN PLACE BY A 3/4"DtA, PIPE 
8/11/43 CPR: CPR:5L0-646 
SEPT 43 


ANARTHORES 


665197 O - 45 - 85 


aarti | [are | MaRS HEATER, 
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AS-31/APN-7 
APPROXIMATELY 22" LONG, SUCH THAT THE 
END OF THE SPHERE IS APPROXIMATELY 19” 
FROM THE SKIN OF THE SHIP. 


AS*32/APX-4 AN/APX-1 BUAER-8240 
ANTENNA ASSEMBLY RESTRICTED 
ANTENNA ASSEMBLY- VERTICALLY POLARIZED 
TAPERED ROD ANTENNA, INCLUDES ONE PLUG 
WAVY TYPE 49195 AND ONE ADAPTER WAVY 
TYPE 49192. SIZE: 18 5/16" X 37 X 3 578" 
WEIGHT: O07 LBS. INTERCHANGEABLE ELEC- 
TRICALLY, MECHANICALLY AND SUPERSEDES 
8744/43 CHZ:2AN-9000 
DEC.44 CCTSCQWsCwSsCZR 


AS-32/7APX-1 
ANTENNA ASSEMBLY NAVY TYPE 66AAV. USED 
WITH AR/APX-8 SERIES IFF EQUIPSENT. PART 
OF: AN/APX-1 AND ANZAPX=2 SERIES IFF 
EQUIPMENT. MANUFACTURER: HAZELTINE ELEC- 
TRONICS CORP. CONTRACT NOS. NXsa 27630, 
27631, 46070, 59080, 59081, 46071. 


AS*32A/APX-1 ANSAPX-1,2,8 BUAER-8240 
ANTENNA ASSEMBLY RESTRICTED 
ARTENNA ASSEMBLY- VERTICALLY POLARIZED 
TAPERED ROD ANTENNA. INCLUDES ONE PLUG 
NAVY TYPE 49295 AND ONE ADAPTER NAVY 
TYPE 49192. SIZE: 18 1/2" X 3" X 3 578". 
WEIGHT: 0,8 LBS. INTERCHANGEABLE ELEC- 
TRICALLY AND SUPERSEDES AS-32/APX-1. 
1246/44 CH2Z: 

JAN. 45 


AS-32A/KPX-1 
USED WITH AN/APX-1 SERIES, AN/APX-2 SE- 
RIES AND AN/APX-8 SERIES. SIMILAR TO 
AS-32/APX-t EXCEPT FOR INCREASE IN 
THICKNESS OF ANTENNA INSULATOR BASE BY 
3/16". MANUFACTURER: HAZELTINE ELECTRO- 
NICS CORP. CONTRACTS: NXsa 
46070, 46071, 59080, 59081. 


AS-33/APT-2 AN/APT-2 

ANTENNA ASSEMBLY: CONFIDENTIAL 
CONSISTS OF ANTENNA STUB 4" LOS, 1% VIA 
WITH CYLINDRICAL PLASTIC COVER 57 HIGH 
AND 1 3/4" IN DIA, A MATCHING SECTION 
WITH A FLANGE FOR MOUNTING TO THE SKIN 
OF THE PLAWE, & A TYPE "N™ RECEPTACLE ON 
THE SNATCHING SECTION FOR CONNECTION TO A 
8/19/43 CGM; 

Fes. 44 


AS-33/APT-2 
COAXIAL TRANS'NISSTON LINE. OPERATES OVER 
FREQ. RANGE 420 10 600 KC. "AN" NO4EN- 
CLATURE FOR ANTENNA AM-132-A. EXCEPT HAS 
TYPE N RECEPTACLE INSTCAD OF $0-239. 


¢ 


AS=34/APT-3 AN/APT-3 
ANTENNA ASSEN3LY: RESTRICTED 
CONSISTS OF A STREAMLINED TAPERED WOODES 
MAST WHICH IS COVERED WITH A SUITASLE 
CONDUCTIVE MATERIAL. APPROX 25” LONG & 
4"X1" AT THE BASE. INCLUDES A SUITA3LE 
MOUNTING FLANGE & RECEPTACLE FOR CONNEC- 
TION TO COAXIAL TRANSMISSION LINE. 
8/19/43 CGM: CANCELLED 
JAN. 44 


AS-36/APQ-2 AN /APQ-2 é 
ANTENNA ASSEMBLY? RESTRICTED 
CONSISTS OF A DEMOUNTA3LE ANTENNA STUB 
15" LONG, A MATCHING SECTION WITH A 
FLANGE FOR MOUNTING TO THE SKIN OF THE 
PLANE, & A RECEPTACLE ON THE MATCHING 
SECTION FOR CONNECTING TO A COAXIAL 
TRANSMISSION LINE. !NCLUDES TWO SPARE 
8/31/43 CLUSM-907 
SEPT 43 CGM: 


AS-36/APQ-2 
STUBS WHICH ARE CUT TO THE DESIRED 
LENGTH IN ORDER TO PROVIDE MAXINUM PER- 
FORMANCE. 


AS-37/SPT-4  AN/SPT-4 

ANTENNA ASSEMBLY: RESTRICTED 
CONSISTS OF A DIPOLE ANTENMA WITH PLAS- 
TIC PROTECTION MOUNTED IN FRONT OF A 
GROUND PLANE. MATCHING SECTION 1S BUILT 
INTO ANTENNA SUPPORT & A COAXIAL CA8LE 
CONNECTOR IS PROVIDED, ANTENNA COVERS A 
SPOT FREQUENCY +102. 

8/31/43 CLU:M-1201 

SEPT 43 CGM: 


AS-44/APR-5 AN/APR-5 

ANTENNA ASSEMBLY? CONF IOENTIAL 
CONSISTS OF AN INVERTED CONE SUXHOU VIO 
WITH AN UPRIGHT CONE DESIGNED TO COVER 
THE FREQUENCY RANGE OF RADAR RECEIVER 
R-39/APR-S FROM 1000 TO 35100 MC. HT, 
2.1/4", DIA. 2 1/2". INCLUDES A MOUNTING 
FLAIGE, HIGH PASS FILTER WITH A CUT-OFF 
8/30/43 

FEB. 44 


AS-44/APR-5 
AT 1000 MC AND A TYPE "N" RECEPTACLE FOR 
CONNECTION TO A 50 OHM COAXIAL TRANS~ 
HISSION LUNE. 


AS-45/APR-6 AN/APR-6 

ANTENNA ASSEMBLY? CONFIDENTIAL 
CONSISTS OF FROM 2 TO 7 SECTIONS OF 
FLEXIBLE WAVE GUIDE 7/8" X I 35/32", 
EACH SECTEON SIX FEET LONG WITH A FLANGE 
PER RRL DWS. NO. R1005-39 AND USES TWO 
MOLDED NEOPRENE GASKETS PER RRL OWS. NO. 
RIQO5-A8 PER SECTION, FLEXIBLE METAL 
8/30/43 
WAY 44 


AS-45/APR-6 
TUZING USED AS A BASE TS MADE FROM 
LAMINATED BRONZE PURE SILVER STRIP 
LAMENATED ON BOTH SIDES OF THE BRONZE 
BASE, FLEXIBLE METAL TUBING 1S COVERED 
WITH STNTAETIC MOLOED JACKET, 


AS-45A/APR-6  AN/APR- 

ANTENHA ASSEMBLY: RESTRICTED 
CONSISTS OF A WAYE GUIDE HORN TYPE 
ANTENNA DESIGNED TO COVER THE FREQ. 
RANGE OF R-41/APR-6 3000 TO 6000 MC. 
INCLUDES AN IMPEDANCE MATCHING SECTION 
FOR ADAPTATION FROM 7/8" X 1 31/32" TO 
14/2" X 3" WAYE GUIDE. INCLUDES 2 TO 7 
5/5/44 P 
SULY 44 


CONFIDENTIAL 


MAGS | AUTRE. | 


NAVSHIPS 900,109 
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FIRST ASSIGNED FOR 


oR EINSH 


AS-45A4/APR-6 
SECTIONS OF FLEXI@LE WAVE GUIDE 7/8" x 1 
31/32, EACH SECTION 4 FT. LONG, FLEXIBL 
METAL TUBING USED AS A BASE & COVERED 
WITH SYNTHETIC MOLDED JACKET. INCLUDES 
PROVISIONS FOR INSERTION REMOTE CONTROL- 
LED WAVE GUIDE SWITCH. SEMSLAR TO 
AS-45/APR-6 EXCEPT INCLUDES HORN AND 
WAVEGUIDE ADAPTER SECTION WHICH ARE RE- 
MOVABLE. 


AS-46/APG-4 ANSAPG~-4 

ANTENNA ASSENBLYs RESTRICTED 
CONSISTS OF A 5 ELEMENT "YAGI" TYPE 
ARRAY AND SEMI-FIXED MOUNTING WHICH 
PLACE THE ELEMENTS 172 WAVE LENGTH FROM 
THe METALIZED BODY OF THE SHIP. INPUT 
(MPEDANCE 1S 50 OHM. 


9/3/43 CRVs CRVSP255432-1 
OCT. 43 SUB 2 


AS*46A/APG-4 AN/APG-4 

ANTENNA ASSEMBLY: RESTRICTED . 
CONSISTS OF A 5 ELEMENT "YAGI" TYPE 
ARRAY AND SEMI-FIXEO MOUNTING WHICH 
PLACE THE ELEMENTS 1/2 WAVE LENGTH FROM 
THE METALIZED BODY OF THE SHIP. INPUT 
IMPEDANCE IS 50 OHM. SIMILAR TO 
AS-46/APG-4 EXCEPT HAS IMPROVED MOUNTING 
9/11/44 CRV: CRV:P255432-502 
OCT. 44 SuB 9 


AS-46A/RPG-4 
PROVISIONS WHICH PROVIDES GREATER 
ACCESSIBILITY. 


AS-S6/SPR-1 AN/SPR-1 

ANTENNA ASSEMBLY s RESTRICTED 
DIPOLE ANTENNA TO COVEK LOWER FREQUENCY 
RANGE OF EQUIPHENT, AGOUT 6 FEET IN 
LENGTH. MADE OF WOOD W!TH METALLIZED 
COATING. , 


orieresmnicntate 
RAR. 44 


AS-57/SPR-1 AN/SPR-1 

ANTENNA ASSEMBLY: RESTRICTED 
DOUBLE CONE ANTENNA TO COVER FREQ RANGE 
300-1000 MC. ABOST TWO FEET HIGH AND SIX 
INCHES IN DIA. FITTED WITH TYPE N CCN- 
NECTORS TO CONNECT THO RGO-8/U CABLES. 
SUPPORTED 3Y PLASTIC FRAMEWORK. 


10/15/43 RRLIM2409 
WAR. 44 


RAS -GOSAPN-TCXNEDRANSAPN-T 

ANTENNA ASSEN3LY3 RESTRICTED 
SURFACE CURRENT ANTENNA ORIGINALLY DE- 
SIGNED FOR USE WITH AN /APH-1. SUITA3LE 
FOR ATTACHHENT TO UNDERWING SURFACE OF 
AIRCRAFT OR OTHER FLAT SURFACE WHICH IS 
APPROX. PERPENDICULAR TO THE DIRECTION 
UN WHICH RADIATION OR RECEPTION IS 
TO/16/43 CRVSP255495 
OCT. 43 Sub oO 


WAS -COSAPN-10N01) 
DESIRED. THO SLOTS AT EXTRENE ED ES 
ALONG ENTIRE LENOTH OF LONG AXIS OF EX- 
POSED SURFACE. INPUT IMPEDANCE 50 O1tNS 
FURNISHED WiTH 50 OHM FE“ALE RECEPTACLE 
749194 DIMENSIONS 16 172" X 28 1/2" X 
4.080" THICK. FIRST PURCHASED UNDER NAVY 
ORDER P.O. 600-7043. 


ASSIGNED 


Army-Navy Designations 


an 


AS-67/APQ-2B AN/APQ-28 RRL2H4203 
ANTENNA ASSE!NS3LY: CONFIDENTIAL 
BROAD BAND ANTENNA WHICH COVERS FRE. 
RANGE 190 TO 575 MC. WITH A 2 TOT 
STANDING WAVE RATIO. CONSISTS OF METAL 
CYLINDRICAL RADIATOR, CONE-SHAPED AT ONE 
END & ROUND AT THE OTHER END: WITH IN- 
TERNAL MATCHING SECTION. ANTENNA JS FED 
91/25/43 CAGHS 
FEB. 44 


AS-67/APC-28 
THROUGH AN N CONNECTOR WHICH TERMINATES 
THE MATCHING SECTION AND PROVIDES CON- 
NECTION TO A 50 OHM COAXTAL CA3LE. SIZE 
APPROX. 5" DIA X 127 LONG. PART OF 
AN/APQ~ 2B. 


AS-71/SPT-2 AN/SPT-2 RRL-THRS7&5 7A 
ANTENNA ASSEMB3LY3 RESTRICTED 
CONSISTS OF AN ADJUSTASLE LENGTH 
BALANCED DIPOLE WITH POLYSTYRENE PRO- 
TECTING TUBES FOR THE RADIATING EL- 
EMENTS, AO A CORNER REFLECTOR COMPOSED 
OF A NUMBER OF APPROXIMATELY HALF+WAVE 
OIPOLES. IMPEDANCE MATCHING IS PROVIDED 
32/9/43 CAHXs RRLSF-3701 
JAN, 44 CTZ3 


RS-71/SPT-2 
TO MATCH THE OLPOLE INTO AN UNBALANCED 
CO-AXIAL ANTENNA CAB3LE PROVIDED WITH 
STANDARD AN CONNECTORS. A UNIVERSAL 
MOUNTING ATTACHNENT IS PROVIOED FOR 
VERTICAL, HORIZONTAL AND 45° ORIENTATION 
AND FOR HORIZONTAL ROTATION AT ALL THREE 
POSITIONS. COVER FREQUENCY RANGE AND IS 
PART OF AN/SPT-2. FIRST PROCURED ON CON- 
TRACTS NXgr-44569 AND NXsr-47414. 


AS-72/CPN-8 CONFIDENTIAL 
A STACKED DIPOLE TYPE ANTENHA CONSISTING 
OF A 14 ELEMENT RECEIVING ANTEUNA ABOVE 
AND A 14 ELEMENT TRANSMITTING ANTENNA 
BELOW. HEAD 1S OESIGNED TO BE MOUNTED ON 
A MAST. ENCLOSED §N A WEATHERPROOF 
PRESSURIZED HOUSING. DIMENSIONS: APPROX. 
12726743 

APR. 45 


AS-72/CPN-8 
3 1/2" DiAe X 5° HIGH. 


AS-+75/i1PH-1A  AN/MPN-1A 

AZIMUTH ANTENNAS CONFIOENTIAL 
THIS UNIT CONSISTS OF THO L-SHAPED 
ALUMINUM EXTRUSIONS PLACED TOSETHER TO 
FORM A VARIABLE WIDTH WAVE-GUIDE INTO 
WHICH ¢S MOUNTED A DIPOLE ARRAY CONSIST- 
iNG OF A LARGR NUMBER OF SLOT-FED Di- 
POLES. THIS ASSEMBLY IS ORIVEN BY AN 
1/5/44 CRRs CRRAR96247-1 
JULY 44 


AS-TS/MPN-1A 
ECCENTRIC MECHANISM AND TIE-ROD LOCATED 
AT ONE END. IT PROVIDES A NARROW RADIATED 
BEAM WHICH SCANS THE DESIRED AREA. ALSO 
ENCLUDES SWITCHING UNIT FOR AZIMUTH IN- 
DICATOR BLANKING AND RECEIVER GAIN 
SWITCHING. USED WITH X-BAND TRANSMITTER. 
OVMENSTONS: 8° 6" X 8" X 6". 


pare | MAYWARTHBERS | SUANHTAPTHEE 


care | ANBASTWAI?|SANNTATTERA 
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AS-76/NPN-1A  AN/MPN-TA 
ELEVATION ANTEMNAS CONFIDENTIAL 
THIS UNIT CONSISTS OF THO 
L-SHAPED ALUMINUM EXTRUSIONS PLACED TO- 
GETHER TO FORM A VARIASLE WEOTH WAVEGUIDE 
(NTO WHICH US MOUNTED A DIPOLE ARRAY 
CONSISTING OF #65 SLOT-FEO DIPOLES. THIS 
ASSEMBLY IS DRIVEN BY AN ECCENTRIC 
VI5/44 CRRs CRRSARIE244-1 
JULY 44 


AS -TE/MPN-TA 
CHANISH AND TIE-ROD LOCATED AT ONE 
10. IT PROVIDES A NARROW BEAM OF 
NOTATION WHICH SCANS THE DESIRED AREA. 
.S0 INCLUDES SWITCHING UNIT FOR AZIMUTH 
aDICATOR BANKING AND RECEIVER GAIN 
alTCHING. DIMENSIONS: 14° O7 X 8" X 6". 
EMiLAR TO AS-43/4PN-1 BUT NOT INTER- 
AANGEABLES 


AS-77/HPN-1A) AN/APN-1A 

SEARCH ANTENNA; CONFIDENTIAL 
CONSISTS OF A DOY3BLE SECTION OF I 1/2" X 
3" RADIO FREQUENCY LINE RG-48/U. THE DI- 
POLE ARRAY IS PLACED IN OWE SECTION SO 
SPACED AS TO GIVE THE DESIRED PATTERN. 

A FAN TAIL IS PROVIDED TO REDUCE SIDE 
LOBES CAUSED BY THE WAVE GUIDE'S SHADOW. 
1/5/44 CRRs CRKSARI6345-1 
JAN. 44 


AS-77/MPN-1A 
THIS ARRAY IS TERMINATED IN A LOAD TO 
REDYCE STANOING WAVES. THE DIPOLES ARE 
ENCLOSED IN A WEATHERPROOF HOUSING. "S" 
BANO. DIMENSIONS: 4" X 18" X 110", 
SIMILAR TO BUT NOT INTERCHANGCABLE WITH 
SEARCH ANTENNA, ARRAY AS-39/MNPN-1. 


AS-78/:PN-1A  AN/MPN-1A 

ANTENNA ASSEMBLY: 

THIS ANTEHNA 1S OF THE WHIP-TYPE AND IS 
COMPOSED OF 5 SECTIONS OF STEEL TUSING 
WHICH ARE SCREWED TOGETHER. THESE 
SECTIONS ARE ATTACHED TO A MOUNTING 
BRACKET AND INSULATOR SUITABLE FOR 
MOUNTING ON THE TRAILER SIDEWALL, USED 
1/6/44 CRRs CRRICE2432 

WAR. 44 


AS-7B/MPN-TA 
WITH RADIO SET SCR 274 CAN/ARC-5), 
DEMENSLONS: 18 FEET. 


AS-79/HPN-1A  AN/MPN-TA 
ANTENNA ASSEMBLY: 

CONSISTS OF A 22" STUB ANTENA ATTACHED 
TO A SUITABLE INSULATOR AND MOUNT TAG 
BRACKET FOR NOUNTING ON THE TRAILER 
ROOF. USEO WITH RADIO SET SCR-S22-A. 
SIMILAR TO BUT NOT INTERCHANGEASLE WITH 
ANTENNA AT-22/MPNo2 

1/5/44 CRRe 

RAR. 44 


AS -80/CPN-8 
MAST HEAD: 

A VERTICALLY POLARIZED ANTENNA OF A 
CIRCULAR PATTERN DESIGNED TO BE MOUNTED 
ON & MAST. CONSISTS OF A SEPARATE RE- 
CEILVING AND TRASSYITTING ANTENNAS MOUNT- 
EO ih A WEATHERPROOF PRESSURIZED HOUS- 
ONG. THE MAST HEAD IS St“iLAR TO MAST 
W13444 
APR. 45 


[are | MRYAGTHRIES 
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= 
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AS-SO/CPN-8 
HEAD AS-72/CPN-8, EXCEPT THAT IT 
RADLATES A VERTICAL POLARIZED WAVE. 


AS-84/APA-24 AN/APA-24 RE 135A 862A 
ANTENNA ASSEMBLY: RESTRICTED 
CONSISTS OF A YAIR OF HORIZONTAL Of 
POLES AND A PAIR OF VERTICAL DIPOLES 
HOUNTED THROUGH SUPPORTING ARMS ATTACHED 
TO A MOUNTING HEAD WITH THE CENTER LINE 
OF EACH PAIR OF DIPOLES 90° TO EACH 
OTHER AND ALL CAPASLE OF ROTATING A MAX, 
$/29/44 

SEPT. 44 


AS-84/APA-24 
OF 200° {N AZIMUTH. COVERS FREQUENCY 
RANGE OF 100 TO 165 MC, USEO WITH 
RE-UL/APA-24. 


AS-86/ARD-3 AN/ARD-3 RE 13A860A 
ANTENNA ASSEM3LY¢ RESTRICTED 
CONSISTS OF A PAIR OF HORIZONTAL DIPOLES 
AND A PAER OF VERTICAL DIPOLES MOUNTED 
THROUGH SUPPORTING ARMS ATTACHED TO A 
MOUNTING READ WITH THE CENTER LINE OF 
EACH PAIR OF DIPOLES 90° TO EACH OTHER 
AND ALL CAPA3LE OF ROTATING A MAX. OF 
2/7/44 CAKS3: 

JUN. 44 


AS-86/ARD-3 
200° IN AZIMUTH, COVERS FREQUENCY RANGE 
OF 350 TO 400 MC. SIMILAR TO °AS-84/APA-24 
EXCEPT COVERS DIFFERENT FREQUENCY RANGE. 


AS- 88/APA-24 AN/APA~24 RESTRICTED 
ANTENNA ASSENSLY RE 3A 862A 
CONSISTS OF A PAIR OF HORIZONTAL DIPOLES 
AND A PAIR PAIR OF VERTICAL DIPOLES HOUN 
~TED THROUSH SUPPORTING ARMS ATTACHED TO 
A MOUNTING HEAD WITH THE CENTER LIWE OF 
EACH PAIR OF DIPOLES 90° TO EACH OTHER 


AND ALL CAPABLE OF ROTATING A MAXe OF 
2/10/44 
SEPT. 44 


AS= 88/APA-24 
200° IN AZIMUTH. COVERS FREQUENCY 
RANGE OF 165 TO 275 MC. SANE AS ANTENNA 
ASSEMBLY AS~ 84/APA-24 EXCEPT FOR FRE~ 
QUENCY RANGE COVERED. USEO WITH 
RE~32/APA-24, . 


AS-100/APX AN/APX-1, # 

ASITENNA ASSERBLY? CONFIDENTIAL 
HALF-LOOP ANTENNA WHICH IS HOQIZONTALLY 
POLARIZED AND HOUNTS ON MODIFIED 28 TYPE 
FITTING. THE RADIATING SECTIONS CONSIST 
OF TWO 1/4" DIA. STEEL RODS BENT TO FORN 
OPEN LOOPS. USED WITH TUNING UNIT 
TN-35/APX AND DESIGNED FOR "8" BAND USE. 
3/8/44 CHZ:A2907 

MAR. 44 


Army-Navy Designations 
AMER RAKHS 


AS-100/APY¥ 
SIZE APPROX. 12 X 6" EXCLUSIVE OF FITT- 
INGS. PROCURED ON CONTRACT NXsa 43402. 
TWO USED PER INSTALLATION. 


AS-1OL/APA-24 AN/APA-24 RESTRICTED 
ANTENNA ASSEMBLY? 

CONSISTS OF A PAIR OF HORIZONTAL DIPOLES 
AND A PAIR OF VERTICAL DIPOLES MOUNTED 
THRU SUPPORTING ARMS ATTACHED TO A MOUN~ 
ING HEAD WITH THE CENTER LENE OF EACH 
PAIR OF DIPOLES 90° TO EACH OTHER AND AL 
CAPABLE OF ROTATING A MAXIMUM OF 200° 
5/1/44 

Jun, 44 


AS-T01 /APA-24 
UN AZIMUTH. COVERS FREQUENCY RANGE OF 
275-450 MCS. SAME AS ANTENNA ASSEMBLY 
AS-84,;APA-24 EXCEPT FOR FREQUENCY 
RANGE COVERED. USED WITH BUT DOES NOT 
INCLUDE IMPEDANCE MATCHING-SWiTCHING 
UNIT RF-22/APA-24, 


AS-TO3/APM-40 AN/APH-40 
ANTENNA? CONFIDENTIAL 


“"X" BAND ANTENNA CONSISTING OF AN AN- 


TENA FEED, WAVE GUIDE SECTION AND A 
PARAZOLIC REFLECTOR WITH SUITABLE 
SUPPORT. USED FOR BENCH TESTING OF 
AN/APS-6 AND AN/APS-6A MAJOR UNITS. 


3/14 aa 
MAR. 44 


AS-1D8/APA-17 AN/APA-17 

ANTENNA ASSEMBLY; CONFIDENTIAL 
COMBINATION HORIZONTAL DIPOLE AND 
VERTICAL STUB WITH SUITTASLE PARAZOLIC 
REFLECTOR. HORIZONTAL DIPOLE OR VERTICAL 
STUS MAY BE SELECTED 8Y MEANS OF R.F. 
RELAY IN THE ANTENNA ASSEMBLY. OPERATING 
FREQ. 250 40 1000 MC. ROTATES AT A 
4a/a/aa CANS: 

APR. 44 


AS-108/APA-17 
VARIABLE SPEED O TO 150 R.P.M. 


AS-UOBAZAPA-T7 ANSAPA-17A 

ANTENNA ASSEMBLY: CONFIDENTIAL 
COMBINATION HORIZONTAL DIPOLE AND 
VERTICAL STUB WITH SUITA3LE PARASOLIC 
REFLECTOR. HORIZONTAL DIPOLE OR VERTICAL 
STUB MAY BE SELECTED BY MEANS OF RF. 
RELAY IN THE ANTENNA ASSEMBLY. OPERATING 
FREQ. 250 TO 1000 MC. ROTATES AT A 
4/14/44 CKB: 

APR. 44 


AS -TOBAZAPA-17 
VARIABLE SPEED 0 TO 150 R.P.M. SAME AS 
AS-1O08/APA-17 EXCEPT HAS OLFFERENT COM- 
PONENT PARTS. 


SONAR 


CONFIDENTIAL 


4-9 


rast assent ror | AAMT 


AS-SO8B/APA-17 AN/SAPA-17,17A 

ANTENNA ASSEMBLY: CONFIDENTIAL 
COMBINATION HORIZGRTAL DIPOLE AND 
VERTICAL STUB WITH SUITASLE PARABOLIC 
REFLECTOR. HORIZONTAL DIPOLE OR VERTICAL 
STUB MAY BE SELECTED BY MEANS OF RLF, 
RELAY #N THE ANTENNA ASSEMBLY. OPERATING 
FREQ. $50 TO 1500 MC. ROTATES AT A 
ristosad 

NOY. 44 


AS -tO8B/APA-97 
VARIABLE SPEED O TO 150 R.P.M. SIMILAR 
TO UNTERCHANGEA3LE WITH AND WILL REPLACE 
AS-108/APA-17 AND AS-1O8A/APA-17. 


AS-S38/CPN-6 AN/SCPN-6 RE-9494A 
ANTENNA ASSEMBLY CONFIDENTIAL 
HNCLUDES THO CO-LINEAR ANTENNAS HORIZON- 
TALLY POLARIZED, OMNIDIRECTIONAL (N HOR- 
€ZONTAL PLANE, 32° + 5° BEAM WIOTH IN 
VERTICAL PLANE. ~ ONE ANTENNA FOR RECEIV- 
UNG AND ONE FOR TRANSHITTING, INCLUDES 
FEED ARM CONSISTING OF A BYPASSING KAYE 
4714/44 CGG3 
FEB. 45 


GUIDE RG-52/U CONNECTING  AS-118/CPN-6 
BY PLAIN FLA'NGe UG-39/U TO RECEIVER 
ELEMENT MOUNTED OVER TRANSMITTING ELE- 
MENT. ASSEMBLY TO BE USEO AS SHIPBOARO 
ANTENNA FOR BUT NOT AS PART OF RADIO SET 
ANSCPN-6. HAS PROVISIONS FOR YARD-ARK OR 
HAST MOUNTING. 


AS-119/CPN-6 AN/CPN-6 CONFIDENTIAL 
ANTENNA ASSEMBLY? 

INCLUDES TWO CO-LINEAR ANTENA HORIZO%~ 
TALLY POLARIZED. OMNIDIRECTIONAL IN THE 
HORIZONTAL PLANE, 5° BEAM WIDTH IN 
VERTICAL PLANE. ONS ANTENNA IS FOR RE- 
CEIVING AND ONE FOR TRANSMITTING. 
DESIGHEO FOR SHORE INSTALLATION ON A 
4/14/44 CGS: 

APR. 44 


AS-119/CPH-6 
GUYED ANTENNA MAST. PART OF AN/CPX-6. 
FIRST PROGURCD OW RAss-529354.. 


AS-t20/7TPS-1B AN/STPS-1B 
ARTENNA ASSEN3LY: CONFIDENTIAL 
CONSiSTS OF A REFLECTOR IN Tt FOR’ OF A 
SLICED PARAZOLOIO 4 FT. HIGH X 15 FT. 
WIDE ACROSS THE APERTUSE OF STEEL TUSING 
AND WIRE HESH CONSTRUCTION MAY BE DIS- 
MANTLED NTO FIVE SECTIONS TOCETNER WITH 
THE HORN CUSED FOR REFLECTING RADIO BEAM 
4AN7184 ~66171P CW:30-418495 
OEC. 44 


AS-1290/TPS-18 
TO MAIN REFLECTOR) TRAISMISSION CINE AND 
SUPPORTING FR O8k. DESIGNED FOR "L" 
BAND OPERATION. 


MISA 
NAVSHIPS 900,109 


Army-Navy Designations 
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[ HAL IIR: FIRST ASSIGNED FOR | OBASE ARAN Gy 


[ A aan o FIRST ASSIGNED FOR on St ROL HISN 


AS-124/APR-  — AN/APR-2 
ANTENA ASSENIL YS CONFIDENTIAL 
COUSISTS OF AN ANYERTED CONE WITH A 60° 
APEX SUPPOSTINS AN UPRIGHT CONS WITH 
90° APEX. THE HEIGHT OF BOTH CO 1s 
8". THE DIA. 6 1/27. INCLUDES EASE 
MOUNTING WHICH PROVIDES FOR 45° MOUNTING 
OF THE ANTENA AND TYPE N RECEPTACLE. 
4/27/44 CGG: 

JUN. 44 


AS-124/APR 
COVERS THE FREQ. RAISE OF 300 TO 3000 mC. 
FOR USE WITH RADAR EEVING EQUIPMENT 
AN; APR-2. SHUILAR TO AS-26;/APR-2 EXCEPT 
MOUETS AT 45° [STCAD CF 90°. USED WITH 
BUT WOT PART OF AN/APR-2. 


RESTRICTED 


£9 CONE SUR“OUNTED 
ECIGNTO TO COVER s 


WITH AN UPRIGHT CO 
THE FREQ ANGE OF RADAR RECEIVER 
R-39/APR-5 FRIM 1009 TO 31CO MC, HT. 

2 1/4", DIA. 2 1/2". INCLUDES A MOUNTING 
FLANGE FOR 45° NOUNTING OF THE ANTENNA. 
5/9/44 

NOY. 44A 


AS-125/APR- 
HIGH PASS FILTE2 WITH A CUT-OFF AT 1000 
KC ASD A TYPE "ul" RICTPTACLE FOR CON- 
STIOU TI A 50 ON4 COAZIVL TRAUSHISSTON 
SIMILAR TO AS-44/A2R-5 EXCEPT 
TS AT 45° TEND OF PERPENDICULAR 
TO SKIN OF PLATE, USIO0 WITH BUT NOT PART 
OF AN/APR-5. 


AS-123/UXR-2 


AN/URX-2 


CONFIDENTIAL 


PASLE 

ATER ft A y A GROUND PLAN 
WET V/2 uA TO%, EACH LEG 
OF THE C22 LENGTH. OUT- 
PUT ti 


AS-135/APU-13 
4 YA ASSEN: CONFIDENTIAL 
HORLZIITALLY POLARI 2 &@ ONLI IEXeULIOGAL 
eh Tae NOPEZINTAL PLANE. FOR USE tN THE 
2999 TO 3066 HC SND OF FREQUENCIES. 
COuSIST3S OF 3 HALF WAVE DIPOLES ARRANGED 
IN A CIRCLE 1N A UEATHEROROOF PLASTIC 
SPERE WHICH IS HELD IN PLACE BY A 3/4" 
5/18/44 CPR; CPRz5L0-646 


AN/APU-13 


JUN. 44 

DIA. PIPE AS=135/APN-13 
APPRIKIUATELYT 227 LONG. SUCH THAT THE 
ENO OF THE S245; LS APPROXIMATELY 19" 
FROM THE SKIN OF Tilt Sure. SILA TO 


AS-31/AP5-7 EXCEPT COVERS DIFFERENT 
FREQUENCY RANGE. 


AS-56/CPA-2 AN/CPA-2 RE-9494A 
ANTENNA aSSiv3LYs CONFIDENTIAL 
33 Td COCLEWZAR AUTEtnas, 

‘ LD. OTNFIIQECTIONAL 
62° BEAM WIOTH IN 
ANTEUNA 1S FOR RE- 
CeRvINS AND ONE FOR TRANSYITTING. WELL 
BE USED AS A SHIPZOARD ANTENNA. USED 
6/20/44 CoG: 
MAY 44 


ASSIGHED 
ISSUED 


AS-136/CPA-2 
WITH AN/CP%*6. PART OF ANSCPA+2. 
DESI SED FIR YAZIAI™4 OF VAST MOUNTING, 
SU*ILA2 TO AS-113/CP%-6 EXCEPT DESIGNED 
FOR "S" BAND UnSTEAD OF "X" BAND. 


AS-145/SP7-6 AN/SPT~6 
NA ASSEMBLY: RESTRICTED 
(STS OF AN ADJISTAZLE L TH 
BALASCZD DIPOLE WITH POLYSTYRZNE PRO- 
TECTING TUBES FOR THE RADIATING EL- 
EME%TS, AND A CORNER REFLECTOR COMPOSED 
OF A NUMBER OF APPROXIMATELY HALF -WAVE 
DIPOLES, IMPEDANCE MATCHING IS PROVIDED 
5/50/44 CAHX: RRLZE-3702 

MAY 44 CTZ: 


RRL-TMR57357C 


AS-148/SPT-6 
UNTO AN UNSALANCED 
E PROVISED WITH 
STANDARD TORS. A UNIVERSAL 
MOUNTING ATTACHMENT 1S PROVIDED FOR 
VERTICAL, HORIZONTAL AND 45° OSIENTATION 
AND FOR HORIZONTAL ROTATION AT ALL THREE 
POSITIONS. COVERS UPPER FREQUENCY RANGE 
AND 1S PART OF AN/SPT-6. 


CO-AATAL 


AS-146/AXR-3 


AN/AXR=-3 

CONFIDENTIAL 
VE ANTENNA ANO MATCH- 
i “NG AGAINST A HORIZONTAL 
GEIS) ROD. OPERATING FREQUENCY 264 TO 
372 MC. ‘ 


6/2/44 
JUN, 44 


AS-158/APA-24 AN/APA-24 
ALT ASS LY: 
CIUSISTS OF A PAIR OF HIVIZASTAL OLPOLES 
AND A PAIT'OF VERTICAL OLPOLES MOUNTED 
TeRe SUPTORTING ARMS ATTACHED TO & MOUNT- 
fits Head wil THe Ceosster CINE OF EACH 
PAIR OF DIPOLES 90° T9 EACH OTHER AND 
ALL CAPA3LE OF ROTATING A MAX. OF 200° 
6/28/44 

SEPT. 46 


RESTRICTED 


AS-15S/APA-24 
IN AZIMUTY. COVERS -F SCY RAGE OF 
459 4C TO 739 3:0. SA AS NK: A AS- 
SEMGLY AS-BS/ART-3. AS-B4/APA-24, 
AS-33/APA-24 ALD AS-IOICAPA-24 EXCEPT JIS 
OFSIGSEO FOR CIFSERENT FREQUENCIES. USED 
WARK RF-267APA-24., 


AS-162/AP 
ANTENA ASS RESTRICTED 

ALTEN VA ASSECBLY, CONSISTING OF AMAZE 
SUNULAR TO THE AN-1484, BUT 
CuAVECALLY. CONPOSED OF HALF 
A, DISECTOT. MOVUTENG AND 

HNECTIONS. USED WITH AK/APX-2 EQUIP- 


AN/APX-2,2A 


AS-163/APS-3A  AN/SAPS-3A 


A. A AGEING RESTRICTED 
Co .313T3 OF 3TU OSH, 
RADIATOR, JOUIT AND 


HEATER, WAVE TOR, GFAR BOX, THO 

MOTORS, AZETITA &@ TILT PS Tio TERS, 
oR MOTIZ GS GEATED DOAN TO GIYE 35 
AZiJTH SHEEP CYCLES/SIH. OVER AN ARC OF 
T1444 CPR: CPR2SLO0-1522 
JULY 44 


460° OF THE DISH. THE AS-163/7APS-3A 
TILT %3TIZR 1S OF A REVERSIBLE FIELD TYPE 
GUS GSEARIS TO PRIVIGE COVWTINYIUS TILT 
OF THE CISH COVER ARC OF 48°. INPUT: 24¥ 
OC FIR HOTIRS. 75V¥ OC FOR AZ- POTENT. 
SIMILAR TO AS-12/APS-3 EXCEPT KAS Dir- 
FERCUT WAVE GUIDE CONNECTION TO 
RT-1OA/APS-3A & ROTARY SCINT HEATER & 
OTHER KODIFICATIONS, 


AS-165/AP GEN USE 

ASTIUNA ASSEMBLY RESTRICTED 
DIQECTIGONAL ALTEIUA ASSEMBLY. CONSISTING 
OF PORT ALD STARZOARD DIRECTIVE ARRAYS. 
EACH ARRAY CONSISTS OF FOLDED VERTICAL 
RADIATING ELENEUT AND QUAKILR wAvE Xc- 
FLECTING ELENENT. ARRAYS AXE VERTICALLY 
POLARIZED. THE RADIATING AND REFLECTING 
714444 

RAR. 45 


ELENESTS ARE [DENTICAL AS -166/AP 
TO THE RADIATING ELEMENT OF THE 
AS-+32/APX-0 ANTENNA ASSEMBLY AU val 


USE EXT ERS TO ARZIVYE AT CORRECT FREQ. 
REQUIRED. MOUNTING PLATE OF RADIATOR 
fOE.TICAL TO AS-32/APX-t. 


MOUNTING PLATE OF REFLECTOR HAS 

SAME MOUNTING DIMENSIONS AS THe RADIATOR 
MOUNTING PLATE. WEIGHT 

3 LBS. PART OF AN/APX-BA. 


AS-16S/AP ALRIORNE 
PLOK-UP ANTENNA ASSENSLY? 
Pitn-ue At ILA ASSEMBLY-CINSISTS OF A 
SHORT COPPER STY3B COVES WITH A POLY- 
STYRENE JACKET AND A METAL HOUSENG THAT 
COALS A CRYSTAL AND CHOKE. USED WITH 
CONTROL BOX C-1S7/AP AND MILLIAMETER 
TS-60/U. WHEN ENSTALLED NEAR AntciwnA OF 
7/10/44 CAG: 

JULY 44 


RRLIF 2308 


AS-S68/AP 
RADIO EQUIPMENT ON AIRCRAFT IT 1S USED 
T@ PICK UP RLF. EXE @5Y WHICH IS RECTIFIED 
ASD TREN PASSED ON FOR MEASUREMENT BY 
TS-60/U. USED TO TEST PIWER OUTPUT OF 
RADIO EQEIPGENT. PERMA LY INSTALLED 
UW ALRCRAFT NEAR RADIO ANTENNAS. 


AS-U79/APS-3A AN/SAPS-3A 

ALTE ASSENBLY: RESTRICTED 
CO.SISTS OF A 5.66" FOCAL LE'NSTH DISH, 
PRESSIZIZED RADIATOR, ROTATING JOINT .GEAF 
BOX. AZIAUTH TILT MOTOR. AZIMUTH AND 
TILT PoTeNnTIa 23. DRIVE MOTOR IS GEAR- 
ED 904% TO GIVE DISH 35 AZIASTH SWEEP 


CYCLES/ititde OVER AN ARC OF 160° OF THE 
B/12044 CS3658224 
Avs. 44 


DISti. THE TILT MOTOR ES 
OF A REVERS 


AS-179/APS-34 
13LE FIELD TYPE & IS GEARED 
TO PROV COrTisyOIS TILT OF THE DISH 
OveR AIC OF +89. ENPUT: 24¥ DC FOR MOTOR 
75¥ DC FOR AZ. PIT. & -195¥ DC FOR TILT 
Pet. SiMILAS TO AS-22¢APS-3 EXCEPT Has 
O.FSEXENT WAYE GUIDE CONNECTION TO 
RI-LOAZAPS-3. ALD OTHER NOD!IFICATIONS. 
SLHILAR TO Ad-T63/APS-3 EXCEPT HAS DIF- 
FERENT REPLACEABLE PARTS. 


as-t33/p- AN/APD-1 
STEWA ASSEMBLY: CONFIDENTIAL 
is MEGS AUTENIA FOR ANTAPO-1 DtRECTION 
HND1%S EQUIP. A MODIFISO Au-SI-A TRANS 
THINS AGTENSA CONSISTING OF A 1/4 WAVE 
LENGTH O1POLE AND OIRICTOR. FREQ. RANGE 
149-130 MC. MOUNTED ON TBF ALRCRAFT 
PART OF 


8;11/44 CRY: 


assignid | AUG, 444 
§SsUED 


MBUHAGHERS | SaUHATTU | 


| pate l 


part | 


MPUCERIN? | SRUNRATTULA 


pare | 


MEAT? | BEANIE] 


NAVSHIPS 900,109 
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AS-183/AP0-f 
AN/APD-1. 2 REQUIRED PER INSTALLATION. 


AS-185/APS-4 AN/APS-4 REQS44A 
ANTENNA ASSEMBLY: CONFIDENTIAL 
CONSISTS OF A PARABOLIC DISH, RADIATOR, 
ROTATING JOINT, GEAR BOX, TWO MOTORS, 
AZINUTH & TILT POTENTIOMETERS. THE DRIVE 
MOTOR &S GEARED DOWN TO GIVE 30 OR 70 
AZEAUTH SWEEP CYCLES/MIN. OVER AN ARC OF 
150° OF THE DiSH. AT30~/MIN., A TWC LINE 
8/25/44 CAQG: * CauGs505000 
WAR. 45 


SCAN 4S PROVIDED AND AS-185/APS-4 
A FOUR LINE SCAN IS PROVIDED AT 70~/MiN, 
THE TILT MOTOR tS OF A REVERStSLE FIELD 
TYPE & 1S GEARED TO PROVIDE CONTINWOUS 
TILT OF THE DISH OVER ARC OF +10° TO -30° 
FROM THE HORIZONTAL. INPUT: 27¥ DC FOR 
KOTORS. ELECTRICALLY & MECHANICALLY 
(NTERCHANGEA3LE WITH WECO ANTENNA AS- 
SEMBLY FOR AN/APS-4,. CANCELLED 3710745 
CAS-20S/APS-4 USED eee 


AS-1S6/APA-17 AN/APA-17,17A 

ALTENNA ASSEMBLY; CONFIDENTIAL 
CONSINATION QUARTER WAVE HORIZO%TAL ALO 
VERTICAL O{POLE ANTENXAE AND REFLECTORS. 
SeLeGt1Ot OF EiTHek AMIE GIA MAY BE MADE 
BY AN RF. RELAY IN ANTENNA ASSEMBLY. 
FREQ. RANGE 1000-S000 MC. APPROX. SIZE 
16" DIA. AT BASE & 10" HIGH. WEIGHT, 
8/26/44 RRLIM4500 
WOV. 44 


AS-186/APA-17 
APPROX. 10 LBS. ROTATES AT A VARIABLE 
SPEED 0 TO 150 RPM. SIMILAR TO 
AS-108/APA-17 BUT COVERS DIFFERENT FRE- 
QUENCY RANGE. WILL NOT SUPERSEDE 
AS-108/APA*37. TO BE USED ON PB4¥-2 IN- 
STALLATIONS. USED WITH BUT NOT PART OF 
AN/APA-17, STA. 


AS=203/VRC 

ANTENNA ASSEMBLY 

A VEVEICULAR ANTENNA APPROXIMATELY 

15 b/2°' LONG WiTd CANVAS ROLL, CANVAS 
COVER, MOUNTING BASE AND BVACKETS. FOR 
USE IN VEHICULAR INSTALLATIONS WHERE AM 


AN ANTENNA OF THIS TYPE IS DESIREO. SAME 
AS ANTENNA ASSEMBLY 66036 EXCEPT USES 
10/5/44 

Oct. 44 


AS-203/VRC 
MAST BASE MP-57. 


AS-205/APS-4 AN/APS-4 REQS44A 
ANTEGNA ASSEMBLY s CONFIDENTIAL 
CONSISTS OF A PARASILIC DISH, RADIATOR, 
ROTATING JOINT. GEAR BOX, A MCTOR, 

AZ asl & TILT POTENTIOWELERS. THE 
MOTOR IS.GEA2ED DOWN TO GIVE 30 OR 70 
AZIMUTH SWEEP CYCLES/MIN. OVER AN ARC OF 
150° OF THE DISH. AT 30 CYCLES/MIN.. A 
9/19444 CAAD: 

NOV..44 


ASSIGNED 
SssutD 


pare | MARNAGTHBRS [MAA HIACTIASE 


TWO LINE AS-205/APS -4 
SCAN 1S PROVIDED AND A FOUR LINE SCAN US 
PROVEDED AT 7O~/N1. TILT OF THE DISH 
OVER ARC OF +10° TO -30° FROM THE 
HORIZONTAL (S PROVIDED. INPUT: 27V OC 
FOR MOTOR. SIMILAR TO WECO ANTENNA ASS- 
EMSLY FOR AWZAPS-4. SIMILAR TO 
AS-185/APS-4 EXCEPT HAS ONE MOTOR INSTEAL 
OF TWO. 


AS-205A/APS-4 AN/APS -4 REQS44A4 
ARTENNA ASSENBLY? CONFIDENTIAL 
CONSISTS OF A PARABOLIC DISH, RADIATIR, 
ROTATING JOUNT, GEAR BOX, & MOTORS AZE- 
MUTH & TILT POTENTIO“ETERS. THE MOTOR tS 
GEARED DOWN TO GHVE 30 THO LENE SCANS 
PER MiNe ON SEARCH OR 70 FOUR LIKE SCANS 
PER MIN. OR INTERCEPT OVER AN AZEMUTH 
2712745 CAADs 
MAR. 45 


AS -20SA/APS -4 
ARC OF 150°. TILT OF THE DISH OVER ARC 
OF +10° TO ~30° FROM THE HO2IZONTAL US 
PROVHDEO. ENPUTS 26¥ DC FOR MOTOR. 
ELECTRICALLY & MECHANICALLY ENTER CHANGE- 
ASLE WITH WECO ANTENNA ASSEMBLY FOR 
ANS APS*4. SEXILAR TO AS*205/7APS-4 EXCEPT 
(MPROVED IN DESIGN. 


AS-258/TPS-9 AN/TFS-9 
AN 
Uso PARAZOLIDAL ANTENNA, MAY 
BE COLLAPSED FOR EASY TRANSPORTATION; 
Wes bwWeC1s0 IS 10 FT. CIAMETER. MADE TO 
FiT ON TOP OF MAST BY MEA::S OF A PLUG 
ATTACHED AT THE CENTER OF GRAVITY OF THE 
ANTENNA SUPPORT. DEAMETER WHEN COLLAPSED 
9727744 CAYs CAYsT-7643832 
SEPT. 44 DL-7502680 GI 


CONFIDENTIAL 


AS-20€/TPS-9 
89" X 18" WEIGHT: 72 LBS. 


AS~20973PR AN/APR~5AX 

ANTENNA ASSEMBLY? CONFIDENTIAL 
CONSISTS OF AN INVERTED CONE SUR“OUNTEO 
WITH AY UPSIGHT CONE OFSISNED TO COYER 


THE FREQUENCY RANGE FROM 1000 TO 3100 NC. 
HT. 2.1/4", DIA, 2.1/2". INCLUDES A 
MOUNTING FLANGE, HIGH PASS FILTER WITH A 
CUT-OFF AT 1000 MC AND A TYPE "N" RECEP- 
9/26/44 

SEPT. 44A 


AS-299/SPR 
TACLE FOR CONNECTION TO A 50 OHM COAXIAL 
TRASSHISSION LINE. MOUNTS ON A 157 1/29 
SECTIX OF A 12" GROUND PLA’ INCLUDES 
HEMISPHZRICAL PLEXIGLASS MNACELLE. USED 
WITH AN/APR-5AX AND AN/SPR-2. 


AS-221/CFN-17 AN/CPH-17 CONFIOENTIAL 
ANTEWNA ASSENSLYS 

CONSISTS OF "S" BAND STACKED DIPCLE 
TYPE, 3 NT FOR COTH RECEIVING AND 
TRAUSHITTING. ANTE: 1S HORIZONTALLY 
POLARIZED WITH A CLRCULAR PATTERN, PAT=- 
TERN HAS APPROX. 30°-40° ANGULAR WIOTH 
IN THE VERTICAL FiLANE, OSSIGNED TO BE 
10/30/44 CuGs 


FES. 45 ASSIGNED 
ISSUED 


‘ AS=22T /CPN-17 
MOUNTED ON A MAST. TO BE INCLOSED INA 
WEATHER PROOFZO PRESSURIZED HOUSING. 
KOUNTS ON ANTENA NAST ASSEMBLY 
AB~90/CPN-(7, 


AS-223/G%Q-5  AN/SNQ-5 
ANTENNA ASSEMBLY: 
AN ARRAY OF 12 STIZ AN tAS AT-85/GMQ-5 
ARRANGED UH SIX HALF WA OIPOLES ¢3 
EXCITED ALD 3 PAQASITIC REFLECTORS): 
ELENENTS A ATTAS TO A STRUCTURE 
ALUSINUM TUSING ARRANSE ¥ 
VERTICAL CIRCUIT MAST. CONNECTS TO RADIO 
Vil17/44 
FEB. 45 


CONFISENTIAL 


AS-223/5%Q-5 
RECEIVER R-l4t/GNQ-5 BY A 70 OHM COAXIAL 
LINES 


AS-236/SPT AU/SPT-5A RRL-THRS7257C 
ENNA ASSE“3LYs RESTRICTED 
SSISTS OF 3 ADJUSTASLE LENTTH BALANCED 
OIPOLE*+3AZ09.A ASSYS. WITH POLYSTYRENE 
PROTECTING TUSES FOR THE RADIATING EL- 
NENTS OF THE LARGER DIPOLE AND A CORIER 
Rere=CTOR COMPOSED OF A NUMBER OF APPROX. 
HALF -WAVYE DIPOLES. IMPEDANCE HATCHING IS 
11/20/44 RRLSF-4701 
MAY 45 


PROVIOED TO HATCH THE AS-236/SPT 
DIPOLES FTO AN UMZALANCED CO-AXIAL 

A AN CA3LE PROVIDED WITH STANDA2D "AN" 
CONNECTORS. A UNIVERSAL FOUNTING ATTACH 
HOUT LS PROVIDED FOR VERTICAL, MORIZONTAL 
AND 45° ORIENTATION AND FOR HORIZONTAL 
ROTATION AT ALL THREE POStTIONS. COVERS 
FREQUENCY RANGE AND IS PART OF AN/SPT-6, 
6A & AK/SPT-7. CAN BE USED TO REPLACE 
AS-7I/SFT-2 AND AS-145/SPT-6, 


AS-2357/APS-29 ANSAPS-20 CONFIDENTIAL 
ANTENUA ASSZNGLYS 

CONSISTS OF AN 8° BY 3° PARASOLOID SEC- 
TION REFLECTOR WITH RLF. HORN FEED, A 
ROTATING JOINT AND ORIVING MECHANISM. 
USED FOR BOTH RECEIVING & TRANSMITTING 
(N THE "S" BAND. THE ANTENNA ROTATES 
THROUGH 359° AT A RATE OF 6 RePLMe IN 
12/23/44 CAKX: 
DEC. 44 


DIRECTION UNDER AS~237/APS-20 
CONTROL OF ETHER THE OPERATOR OR 
OTE COURIL EQUIPNENT. INCLUDES SYN- 
CHRO GENVZRATCYWS TO PROVIDE AZIIUTH IN- 
FORRATION. [nuPUTS AE: RF. POWER FROM 
THE RAJAR TRANSHITIER T-12G/APS-20 2 
PaASE ANO 3 PHASE SYNCHRU OUTPUT FROM A 
HOSiFdLa MASTER INDECATOR Or FLUX GATE 
SYSTEM, 120 VOLTS, 400 CYCLES, AC AND 
28 VOLTS OC. 


AS-233/AP30KN- ) AN/APS-19 

ANTINUA ASSIV3LY2 CONFIOSNTIAL 
PAZAZILIC Tepe OF REFLICTIZ OF APPROX, 
17" DIA, SPZED OF ROTATION, 1290 RP. 
PROYISLONS FOR SPTSAL SCAN IN ARCS OF 
130° AT 15 HOOS/"EN. AND 30° AT 60 NODS/ 
Miuv.3 FOR ASY TYPE OF SCAN IN AN ARC OF 
139° AT 15 NODS/MIN, BEAM WIDTH, MAX. 
11/30/44 CAAO: 

NOv.'44 


RACH? | geANKKACTUA TE 


OATE bee YN ts ‘7 SRANHIAT ] 


CONFIDENTIAL 


NAVSHIPS 900,109 
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BEATA [river assiowen von | esimanereigy | | aRACLIRR, [ease asstonao von | geeietnaniny | [oR [rast assvoneo ror | AAMAS, 


AS-232/APS(XN~ ) 
6°, PROVISIONS ARE MADE FOR MANUAL TILT 
CONTROL OF FROM -30° TO +15° ASOVE 
HORIZONTAL. FOR USE WITH RADAR SET 
AN/APS-19. MFGs. DALHO VICTOR, INC. 


AS~242/A 

ANTEURA ASSEMBLY: RESTRICTED 
ANTENNA ASSE“3LY - CONSISTS OF A PAIR OF 
HORIZONTAL DIPOLES AND HOUNTING. DIPOLE 
EXTENSEON UNITS AND BALUN FMPEDANCE 
“MATCHING TRANSFORMER, MANUALLY OPERATED 
BY A WHEEL SO ADJUSTED AS TO LIMIT 
ROTATION TO APPROXIMATELY 210°. COVERS 
V2414444 

DEC. 44 


AS*2427A 
FREQUENCY RANSE OF 100-275 MC SHALL BE 
RETRACTA3LE WHEN NOT IN USE. THIS 
ANTEURA 1S TO OPERATE AS A DIRECTION 
FUNDING ANTENNA WITH AURAL NULL PRESEN- 
TATION. USED WITH AN/APR-1 ANO SIMILAR 
RECEIVERS. SIMILAR TO AS-1OI/APA-24 
EXCEPT FOR VERTICAL DIPOLES, HYDRAULIC 
DRIVE ANDO FREQUENCY RANGE. 


AS-246/AP 

ANTENNA ASSEMBLY? 

CONSISTS OF AN INVERTED CONE SURMOUNTED 

WITH AM UPRIGHT CONE DESIGNED TO COVER 
FREQUENCY RANGE 

1090-4000HC WITH LESS THAN 2 TO t STAND- 

ING WAVE RATIO. INCLUDES A MOUNTING 

FLANGE FOR 45° MOUNTING OF THE ANTENNA, 

12429744 CAGW;: 

JAN. 45A 


RESTRICTED 


AS-246/AP 
MECHANICALLY WITH 
AS*1207AFR, SUMILAR TO AS-125/APR EXCEPT 
FOR FREoY Y RANGE, USED WITH TRANSMIT- 
TER INSTEAD OF RECEIVER, AND LESS FILTER. 


INTERCHANGEABLE 


AN/GPX-20) SPECS EN-102 
RESTRICTED 
CONSISTS OF ONNI- 


THE TRANSHITTING ANTENA IS A SINGLE 
AN-147A VERTICALLY MOUNTED. RECEIVING 
ANTENMAS SHALL BE Ai-148A MOUNTED WITH 
1422045 

JAN. 45 


AS-227/7G2K +2 
ELEKENTS VERTICAL ANO EACH WITH A 
REFLECTOR SO ARRANGED THAT IT MAY BE 
ED FLAT AGALEST A WALL OR MAY BE 
NGURTED TO FORM A CORNER REFLECTOR. PART 
OF: AN/GPX-2. DIFFERS FROM AS-253()/GPX-1 
(N THAT JT DOES NOT USE THE MODIFIED 
Au-147A OR AN-143A'° AND THAT IT DOES NOT 
ROTATE. COWTRACT: KAJESTIC NO@sS 4516. 


AS-263/UPT GEN. USE RESTRICTED 


ANTENNA ASSEMBLY 
SHIPOORNE DIRECTIO ANTENNA CONSISTING 
OF A OFPCLE U8 A CORNER REFLECTOR. THE 
OMPOLE IS ADJVUSTASLE BOTH IN LENGTH AND 
IN DISTANCE FROM THE APEX OF THE REFLEC- 
TOR. REFLECTOR COUSISTS OF TWO ARMS OF 
16 VERTICAL ROOS EACH WITH NECESSARY 
2494/45 RRLSFS903 

FEB. 45A 


cave | MARUARTHBRTS | SHANHEACTRIEEA 


NAVSHIPS 900,109 


AS-263/UPT 
SUPPORTS, ARMS ARE 70° APART. SNCLUDES 
DECK MOUNTING AND PROVISIONS FOR HORIZO!I- 
TAL AND VERTICAL POLARIZATION AND 
AZMIUTH INDICATION. S.W.R. MAY BE AD- 
JUSTED TO LESS TitAn 2312 IN TRE Fie QUENCY 
RANGE OF 175 TO 550 MC. USED WITH 
AN/SPT-4, AN/APQ-2 SERIES AND ANR/UPT-T4, 


TS-199/U RESTRICTED 


CONSISTS OF DIPOLE IN TWO QUARTER WAVE 
R@@OVABLE SECTICNS MOUNTED ON A BALUN 
WHICH PROVIDES IMPEDANCE MATCH BETHEEN 
EQUIPMENT AND ANTESHA. BALUN INCLUDES 
MOUNTING FLANSE AND A POLYSTYRENE TOP 
SEAL. DIFOLE 4S 9 1/2" TIP TO TIP. 
2421745 

FEB. 45 


AS-267/U 
BALUN 1S | 1716" 0.0. X 4 1/16" LONG. 
PART OF TEST SET TS-189/U. 


AS*268/UPT-T3 AN/SUPT-T3 RES625 
ANTENNA ASSEMBLY CONFIOENTIAL 
HORN TYPE ANTENNA, 12 db GAIN CAPACITY; 
BEAM WIDTH 20° VERTICALLY & HORIZONTAL- 
LY. 8 INe LONG WITH APPROXIMATELY 5” 
SQUARE MOUTH. ASSEMBLY INCLUDES ASSOCIA- 
TEO CABLE AND FLANGE FOR RAIL OR BULK 
HEAD MOUNTING: USED WITH TRANSMITTER- 
2421745 
FEB. 45 


MODULATOR AS~268/UPT-TS 
T+132/UPT-T3. PART OF RADAR TRAINING SET 
AN/VPT-T3. 


AS-273/APS-17 ANJAPG-17 
IMA ASSEN3BLYs 
CONSISTS OF T¥O0 OOUBZLE-B3AY CYLIND@ICAL 
PARABZILAS TO OPCRATE I THE FREQUENCY 
BAND 1475-1525 MC. USED TO TRA'S*IT AND 
RECCIVE SIGNALS RATED BY TRANSMITTER- 
RECEIVER RT-98/ARPG-17. SIZE, 8 t/2" X 
81/2" X 12", WI. 6 L3S. 

3/14/45 

MAR. 45 


CONFIDENTIAL 


AS=284/APS-19 AN/APS-19 G48AC 

ANTENA ASSEMBLY: CONFIDENTIAL 
CONSISTS GF A 1a" PARNZGLIC REFLECTOR 
MOUNTED SO THAT IT CAN PROVIDE EITHER 
SPERAL OR LINE SCA, OLSIGNED FOR MOUNT- 
(NS 1 F-7-F AND Fea-F AIQCRAFT. RO- 
TATES AT 1200 RPM4. RADIATION PATTERN 

$$ $.2° tn THE HORIZONTAL PLANE. RF POR- 
3/23/45 CS: 

HAR. 45A 


AS-284/APS-19 
TION IS PRESSUSLZED. ENCLUDES PROVISIONS 
FOR Bacrslafius THE POSITION OF THE 
SCAUNSING OFSH ONTO THE IUDECATOR, OPER- 


ATES UN "AT BAND, WI, APPROX 45 L3S. 
SiZi: 20" DIA X 16" LONG. INPUT 27¥ DC 
@ 600W. : 


* CONFIDENTIAL 


SETI || 


AS-285/UR AN {KNT-25,S88-1 RE 16L3 
AN ASSE“3LY¢2 CONF ICENTIAL 
OM IIUFECTAOVAL WIDE BAND ANTENNA ESSEN- 
TIALLY FLAT OVER THE FREQUENCY RANGE OF 
74 TO 106 MC, ESSENTIALLY A QUARTER WAVE 
RADIATOR WORKING ADAIUST THE SKIN OF 
THE AIRPLANE AS A GROUND PLANE. INCLUDES 
MATCHING SECTION TO PROVIDE FOR 50 OHM 


3/27/45 
APR. 45A 946 

AS-255/UR 
INPUT IMPEDANCE AND MOUNTING PROVISIONS 
FOR HQUNTENS ON SKI OF PLANE. SIZE: 


APPROX: 31" LOU X 3" WIDE X I” THICK, 
WI. APPROX: 5 LBS. 


AS-236/U GEN. USE 
Loop PRa BLY: 
Loop PRO BLY FOR EXACT LOCALIZA- 
TION OF SMALL SOURCES OF NOFSE RADIA- 
TIO%. CONSISTS OF A 3" MULTI-TURN UN- 
SHIELOEO LOOP MOUNTIO ON ENO OF A HOLLOW 
9" BAKELITE HANOLE CONTAINING IMPEDANCE 
MATCHING TRANSFOR S. 8 FT. OF CONKECT- 
3/30/45 CFC:32-XA6 CFCSFYS-3-8 
MAR. 45 


CONFIDENTIAL 


“AS-286/0 
ING LENE ATTACHZS PROBE TO A SWITCHING 
COUPLING UNIT wntCH PLUSS INTO ANTENNA 
ANO HAS RECEPTACLE TO FIT G29Un9 TER- 
KIGAL PLUS OF FIELD STRENGTH METER 
T3-452/U. SHITCH TUYES LOOP APPROXIMATE- 
LY FROM .22 TO 3.4 MC. 


AS*287/APS-31 AN/APS~31 
ANTENNA ASSEMBLY: 

MX" Zayd ANTENA ASSEMBLY D 10 
MOUNT #1 A 23 1/2" SHOCK “OU! RING 
WHICH ALSO MOUNTS RT-I1O0I/APS*31, LINE OF 
SIGHT STAZILIZED, PROVIDES 150° AND 60° 
SECTOR SCAN FORKARD*LOOQKING AT FAST AND 
SLOW SPEED. CONSISTS OF A GEAR BOX, 
4/4/45 CPR CPR:SLO-1553 
APR. 458 948A 


CONFIDENTIAL 


ROTATING PLATFORM ON 
WilCad IS MOUNTID LECTOR, FEGO AND 
SE2V0 Te2aus uilT AND 2SSARY PLUMZ- 
PNG AND ROTARY JO@LUTS. MOUTTEO ON GEAR 
BOX ASE AZIMUTH MOTOR & AZIMUTH TAKE- 
OFF ASSEMZL1ES. INCLUDES PROVISIONS FOR 
LAZ SYNCHRO. ALSO INCLUDES AM-112/APS-SI. 
HO-16/AP AND AZi¥UTH MOTOR CONTROL ANDO 
INTERCONNECTING WAVE Guide. StZE APPROX 
23 1/2" O1A X 26 1/4" High. wT. 60 LBS. 


AS-287/APS-31 


AS=233/APS-32 AN/APS-32 
‘ 


CONFIDENTIAL 
In aA 23 0/2" 
3 WHICH ALSO MOUNTS 
22 OF SIGHT STAZILIZED, 
PROVIDES 150° & 60° SECTOR SCAN FORWARO- 
LOOKING AT FAST & SLOW SPEEDS. CONSISTS 
OF GEAR BOX, ROTATING PLATFORM WHICH 
4/4/45 CPR: CPRI5L0-1554 
APR. 458 


‘ & AS-233/APS=32 
Siz¥d TOE) CESSS&2Y PLUYBING & 
PSTA2Y Jobst, 
AZ. MOTOR 3 al. BLIES. IN- 
CLLIES PROVISTOuNS FO LAB SYNCHRO. ALSO 
PNCLUOZS A™*1I2/8PS-31, HO-16/AP & Ale 
t*UTH MOTOR CONTROL & IUTERCOUNECTING 
WAVE GUIDE, SAME AS AS*287/APS~-35 EX- 
CEPT OPERATES IN K BA‘ID. WT. APPROX 55 
L@S. Size 23 /2" Dian x 24 t/2" APPROX, 


UAH | HANIATIAIEA, 


Ur 


= 
° 

c 

= 

a 

0 

m 

n 

= 

7 

2 oO 
a 

° 

» 
lan 
m 

m 
mo 


tf 


DAMURRE FIRST ASSIGNED FOR | HAYY DRAWING. 


AS-289/APS-33 AN/APS-33 
AN WA ASSEY3ZL "x" CONFIOENTIAL 
BAND, PENCIL BEAHe MCUNTS ON A HORIZON- 
TAL PLANE WHICH ALSO MOUNTS RT-101/APS~31 
LINE OF SIGHT STABILIZED & CAPABLE OF 
AZUAUTH STABILIZATION ain USEO WITH A 
FLUX-GATE COMPASS. PROVIDES PPI SCAN OR 


- 60° SECTOR SCAN AT FAST & SLOW SPEEDS, 


4/4445 CPR: CPRSSLO-i553 
MAY 45 948A 


CONSISTS OF GEAR B30X, RO- AS-289/APS-33 
TATING PLATFORM ON WHICH IS MOUNTED RE- 
FLICTOR, FEEO,SERVO TORQUE UNIT, NECES= 
SARY PLUVZIENG & ROTARY JOINTS. MOUNTED 
O% GEAR BOK ARE AZIMUTH MOTOR & AZEMUTH 
TAKE-OFF ASSEY3LIES. INCLUDES PROVISIONS 
FOR LA3 SYNCHRO. ALSO INCLUDES 
Av-113/APS-33, HO-16/AP & INTERCONNECT 
ING WAVEGUIDE. SIZE: APPROX: 32" X 

28 1/2" X% 28 3/2". WI. APPROX. 75 LAS. 


AS-289A/APS-33 AN/APS-33 

ANTENNA ASSEMBLY: MX" CONFI DENTAL 
BAND, CSC-SYUAREO BEAM, MOUNTS ON A HOR- 
(ZOUTAL PLANE, ALSO MOUNTS RT-10L/APS-5 
Line OF SIGHT STABILIZED & CAPABLE OF 
AZ. STABILIZATION WHEN USED WITH A FLUX- 
GATE CONPASS. PROVIDES PPI SCAN OR 60° 
SECTOR SCAN AT FAST & SLOW SPEEDS. CON- 
5/15/45 CPR: CPR: 

HAY 45A 948A 


SISTS OF GEAR BOX. RO- AS*239A7KPS-53 
TATONG PLATFORM MOUNTING REFLECTO®, FEED, 
SERVO TORQUE UNIT, KECESSARY PLUMZING. 
MOUNTED ON GEAR BOX ARE AZ. MOTOR & AZ. 
TAKE-OFF ASS'YS. INCLUIES PROVISIONS FOR 
LAB SYNCHRO. INCLUDES AM-113/APS-°33, 
HD-16/AP & UNTERCONNECTING WAVEGUIDE. 
SiZEz APPROX: 32" X 28 1/2" X 28 1/2", 
WI. APPROX. 75 LBS. SAME AS 
AS-289/APS+33 EXCEPT HAS WIDER BEAM. 


AS-290/APS-34 AN/APS-34 

ANTENNA ASSEMBLY: CONFIDENTIAL 
"KR BAND. DESIGNED TO MOUNT ON A HORI- 
ZOUTAL PLANE WHICH ALSO MOUNTS 
RT-39/APS-32 LINE OF SIGHT STABILIZED & 
CAPAZLE OF AZIMUTH STAZILIZEO WHEN USED 
WITH A FLUX-GATE COMPASS. PROVIDES PPI 
SCAN OR GO" SECTOR SCAN AT FAST & SLOW 


4/4/45 CPR: CPRZ5LO-1552 
APR. 453 
SPEEDS. CONSISTS OF A AS-290/APS~34 


GEAR BOX, ROTATING PLATFORM ON WHICH 3S 
MOUNTED REFLECTOR, FEED.SERVO TORQUE 


UNIT & NECESSARY PLUM3ING & ROTARY JOINTS | 


MOUNTED ON GEAR BOX ARE AZ. MOTOR & AZ. 
TAKE*OFF ASSEMBLIES, INCLUDES PROVISIONS 
FOR LAS SYNCHRO. ALSO INCLUDES 
AM-115/APS-33, HD-16/AP & INTERCONNECT - 
ING WAVEGUIDE. SIZE 27" X 28 3/4" X 

28 1/2%. wt. 75 LBS. 


AS=292/APS-158M  AN/APS-I58a 

ANTENA ASSEY3LYs CONFIDENTIAL 
CONSISTS OF AN 3° BY 3° PARAZOLOID SEC 
TiOu REFLECTOR WSTH R.F. HORN FEED, A 
ROTATING JOINT AND DRIVING MECHANISM. 
USED FOR BOTH RECEIVING & TRANSZITTING 
IN THE "X" BAND, THE ANTENNA ROTATES 
THROUGH 360° AT A RATE OF 6 RePoMe IN 
4/\i/4s CPR: 

APR. 45 948A 


AS-292/APS-158M 
EITHER DIRECTION UNDER THE CONTROL OF 
THE OPERATOR. UCLUDES SYICHEO GENERATOR 
TO PROVIDE AZIMUTH INFORMATION. INPUTS 
ARE RoFe POKER FRON RT-S9%/APS=153, 2 
PaaS? SY¥.CHRO OUTPUT FROM A MODIFIED 
AN/APA-14. 115 VOLTS 800 CYCLES, AC ANDO 
28 VOLTS DC. 


cara | OWARTHBERS | AUTAPTNAEEA, 
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AS-298/APS-20A AN/APS-20A 
Au A ASSEMBLY: CONFIDENTIAL 
CONSISTS OF AN 8° BY 3° PARAZ0LOID SEC- 
TIOU REFLECTOR WITH RF. HORN FEED, A 
ROTATING JOINT AND ORIVING MECHANISM, 
USED FOR BOTH RE WVING & TRANSMITTING 
IN THE "S" BAND. THE ANTERHA ROTATES 
THROUGH 360° AT RATES OF 6 & 2 R.P.M. IN 
4/14/45 CAKX: 
APR. 45 


EITHER DIRECTION UNDER AS-298/APS+20A 
THE CONTROL OF EITHER THE OPERATOR OR 
REMOTE CONT20L EQUIPMENT. INCLUDES SYN~ 
CHRO UNIT & SCOTT TRANSFORMER TO PROVIDE 
AZIMUTH PNFORMATION. INPUTS ARE: RF. 
POWER FROM THE RADAR TRANSMITTER 
T+120/APS-20, 3 PHASE SYNCHRO OUTPUT 
FRO’ A MASTER IMODICATOR OF FLUX GATE 
SYSTEM, 120 VOLTS, 400 CYCLES, AC ANDO 

28 VOLTS DC. 


AS-299/AP CONFIDENTIAL 
ANTENNA ASSEMBLY? 

A PICKUP DIPOLE ASSEMBLY CONSISTING OF A 
PAZAZB9LIC REFLECTOR, A DIPOLE, AND OI- 
RECTOR DISK, THE DIPOLE AND DIRECTOR 
DISK ARE HOUSED EN A SYALL CYLIND2ICAL 
PLASTIC CASE WHICH HAS BEEN THREADED TO 
THE REFLECTOR. SIMILAR TO ANTENNA AS- 
4/44/45 Cus CW330-460815 
APR. 45 ISSUE 


1 AS=299/AP 
SEM3LY AS-15/AP EXCEPT THE RF CA3LE 
RG-3/U HAS BEEN REYOVED AND REPLACED BY 
A TYPE TN" JACK. DIESENSIONS? 1 7/8" OLA. 
X 8 7/3" HIGH WITH 4 1/2" OTA, REFLEC- 
TO2. FOX USE WITH ECHO BOX TS-311/uUP. 
PROCURED ON CONTRACT Nxsr-51503 


AS-301/APS-30 AN/APS-30 

AKTENA ASSEMBLY: CONFIDENTIAL 
BX" BAND ANTENNA ASSEMBLY DESIGNED FO 
MOUNT IN A 23 1/2" SHOCK HOUNTENG RENG 
WHICH ALSO MOUNTS RT-1OI/APS*31. UN- 
STAZILIZED, PROVIDED 160° AND 60° SECTOR 
SCAN FORSARD-KOOKENG AT FAST ANO SLOW 
SPEEQS. CO.SISTS OF A BASE ROTATING 
4424445 
APR. 45A 948A 


AS-301/APS-30 
REFLECTOR, FEED AND NECESSAVY PLUMBING 
AND JONSTS. MOUNTED ON CASE ARE AZIMUTH 
MOTOR, TELT KOTOR AND AZIMUTH TAKE-OFF 
ASSEMBLIES. INCLUDES PROVIS{ONS FOR LAB 
SYUCrHRO. ALSO UINCLUDES PRESSURIZING 
UNIT, MOTOR CONTROLS AND INTERCONNECTING 
WAVE GUIDE, SIZE APPROX: 187 DIA. X 22% 
HIGH. WI. 19.5 LBS. 


AS=312CKN-1)/APA-48 AH-APA-480XN-1) 
ANTENNA ASSEM3LY: CONFIOENTIAL 
Corrin, SILVER PLATED. SECTIONALIZEO. 
36" LOWS KX 5/15" DIA, THO SECTIONS: AN- 
TEWKA, 36" & 1/4" DEA. AN INPED. HATCH, 
TRANSFORMER 27" Xx 1 1/2" DIA. HOUNTS ON 
ANTERLA MOUNT AS-1OSCRN-1)/APA-43. CON- 
SiSTS OF A DIPOLE, SUPPORTING HEAD, 
5/18/45 
MAY 45 9250g 


AS-3120XN-1) /APA-48 
UMPZIAUCE MATCHING TRANSFORMER AND 
MOUGTIVG TU3E. OPERATES IN THE FREQUENCY 
RAGS OF 120 TO 135 MC. DESIGNED FOR 
MOUITINS ON FEF AI2C2AFT. PART OF 
HOMING EQUIP “ENT AN/APA-48. TWO AN- 
TENNA ASSEMBLIES AS-SU2CKN-1)/APA-48 
ARe FURNISHED PER EQUIPMENT. 


COMPONENT INDICATOR "AT" 
ANTENNA 


SUNPLE: WIRE, WHIP OR TELESCOPIC, LOOP, 
DIPOLE, ETC. 


AT=3/ARR-3 AN/ARR-3 

ANTENNAS AIRBORNE 
WHIP NYA; ALRCRAFT ACCESSORIES CORP, 
ANTEMNA NO. 800, OR EQUAL. USZ0 WITH BUT 
NOT PART OF: -ANTENUA COUPLING UNIT 
CU-1/ARR-3. : 


2/1/44 cKV:800 
FEB. 44 


AT-3A/ARR-3 AN/JARR-3 

AUTENRAS RESTRICTED 
CO.SISTS OF A WHIP AND HANOLE ASSEMBLY 
WHICH ENCLUDES A RETRACTASLE WHIP AN- 
Tena 39" LOUG, A HOUSING AND DISK 
ASSEMBLY FASTENED TO THE SKIN OF THE 
PLANE AND USED TO HOLD THE ANTENNA WHIP 
SECURELY IN PLACE AND INCLUDES A 
¥2/29/43 CKV: 

MAY 44 


AT-3A/ARR-3 
RECEPTACLE NAVY TYPE CPH-49194 CARHY 
TYPE $O0-239) ALSO INCLUDES A PLUS AND 
HATOLE ASSE“3LY WHICH PLUGS UP THE AN- 
TEVA HOUSING WHEN ANTENNA $S NOT IN 
uss. SAME AS 
AT-3/ARR-3 EXCEPT MOOIFIEO SO THAT IT 
Caw BE EUSERIED ANDO RETNACTED AT HIGH 
SPEEDS. 


BAT-4/ARN-1 MANSARN-T 

ANTENNA RESTRICTED 
wSUSTS OF A DIPOLE APPROX. A HALF 

LENGTH AND A MOUNTING 2RACKET WHICH 

PLACES THE DIPOLE APPROX. 174 WAVE FROM 

Tae BOOY OF THE SHIP. NOSUNAL ENPUT IM- 

PEBASCE GS 15 OHMS. PART OF RADIO SET 


ANSAPNATe (66033) 

1/28/43 CRV2P255327-501 CRY¥2253607SUB8 § 
OCT. 44 & 252401 SUB 3 
#AT~S/ARR-1 FANCARR-J RRi48t34a-F 
ANTENNA RESTRICTED 


STUB TYPE, 174 WAVE LENCTH 12 INCHES 
LONG; MAS UNIVIRSAL MCUNTENGS WITH 909 
RECEPTACLE FOR USE IN CONNECTION WITH 
CASSF~50—1 CABLE. 


V2722762 
MAR. 43 

AT~&/AR CWsWE-233-A C-78C271 043) 
ANTENNA NAS ANACOSTIA 


VHF BAND. CONSISTS OF A TAPzx=9 KuD 
21-778" LOG HAVING A RECEPTACLE FOR USE 
WITH NAVY TYPE ~49195 PLUG & TYPE 
CASSF-50-1 CA3LE. FOR USE WITH BUT NOT A 
PART OF “Cw” TYPE WE-233-A RADIO TRANS 
MITTENG & RECEIVING EQUIPMENT. 

4/15743  CVESs 

MAY 43 


AT-36/APT AIRBORNE 

ANTENNA STUB? CONFIOENTIAL 
A QUARTER -w STUS ANTENNA CONSISTING 
OF A STREANLENED PcENOLIC INPREGHATED 
MAPLE HAST WHICH tS COVERED WITH A SUIT- 
ABLE CO.ISCTIVE BATERTAL. THE EXACT 
SHAPE 1S O3TAINED BY CUTTENG OFF THE TIP 
CSALL ED) OF THE ANTENNA AN-155-A SO 
9/30/43 CAGH: 

FER. 44 


SANE REG 
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AT-36/APT 
THAT THE ACTIVE LENGTH tS 16,5 INCHES 
LOW. IT PROVIDES SATISSACTORY 0 ATION 
Feds 150 TS 220 NC, PNCLYDES A MOUNTING 
FOR HOLDING HAST PERPENDICULAR TO THE 
SHIP. HOUNTENG CONSISTS OF 4 FITTED 
BLOCKS. 2 SIDE PLATES, A PLATE FOR 
RIVETING TO SHIP Aud GROMMET FOR WEATHER 
PROOFING. . 


AT-37/0PT 
ANTENNA STUB: RESTRICTED 

A QUARTER-WAVE STU3 ANTENNA CONSISTING 
OF A ST MLINED PHENOLIC IMPREGNATED 
MAPLE KAST WHICH IS COVERED WITH A SUIT- 
ABLE COw¥sCTIVE MATERIAL. THE EXACT 
SHAPE 1S OBTAINED BY CUTTING OFF THE TIP 
(SHALL ERD) OF THE ANTENNA AN-155-A SO 
9/30/43 CAGHS 


AIRBORNE 


FEB. 44 


AT-37/4PT 
ACTIVE LENSTH IS 22.5 INCHES 
é ATES FROWN t13 TO 150 MC. THe 
A HOINTING FOR. HOLDING THE MAST 
ROICILAR TO T SHIP. THE MOJNTING 
CO:SIST OF FOUR FITTED SLOCKS, THO SIDE 
PLATES. A PLATE FOR RIVETING TO SHIP AND 
GROMMET FOR MEATHER-PROOFING. 


AT-38/APT AIRBORNE 
AN WSA STUS: RESTRICTED 
A QUARTER STJ2 ANTENNA CI .SHSTING 


OF A ST LESED PLEnOlLiC IMPREGNATED 
MAPLE FAST WHICH IS CCVERTD WITH A SYIT- 
ABLE CO.JLCTIVE MATERIAL. THE EXACT 
SHAPE (S O3TAINED BY CUTTINGS OFF THE TIP 
CS"ALC ESO) OF THE ANTENNA AN-195-A SO 
12/30/43 CAGHS 

FIB. 44 


AT*38/4PT 

STH IS 29 INCHES 
93°79 133 HC. IN- 

A MOISTING FOR HOLDING THE MAST 
DICULAR TO TRE SHIP. MOINTING CON- 
SUST OF FOUR FITTED SLOCKS, TWO SIDE | 
PLATES. A PLATE FOR RIVETING TO THE SKIN 
OF THE SHIP AUD A GRINMET FOR WEATHER 
PROOFING. 


THAT THE ACT 


AT+44/PH-1A ANSHPN-TA 
AZIMUTH REFLECTOR: 
A SKIN + ST 


RESTRICTED 
S3ED ALYNENIM ST2IC FRE 

For sts aA CY LIRECAL LECTOR HAVING 

A SEGL-PARAZILIC CROSS-SECTION. SUITABLE 
FOR SHOCK HOSTING IN A HORIZONTAL 
POSITION. OIMEDSIONSs 8 -6" X 40" X 24", 
SUSILAR TO 3UT MOT ANTERCHANGEASLE WITH: 
1/5/44 CRRs CRRZAR96245-1 
WAR. 44 


AT-44/PN-TA 


AZiNUTH REFELECTIR AT-20/MPit-1. USED WITH 


AZiAsTO A WA AS-75/NPU-TA, 


AT-45/4Pi-1A  AN/MPN-IA 

ELEVATION RE TOR; RESTRICTED 
ASKIN + STRESSEO ALUMINUM STK VP Its 
FOULING A CICLENIZICAL REFLECTOR HAVING 
A SEME-PARAZOLIC CROSS-SECTION, SUITABLE 
FOR MOIITING IM A VERTICAL POSITION ON 
SHOCKYOUITS. IT CONSISTS OF Two SECTIONS 


BOLTED TO3cTHER TO FORM A 14 FOOT LEWSTH 


ASSGHED 
IssueD 


W/S/44 CRR: 
MAR. 44 


pate ENON 


CRRIARIGZ61-4 
AND AR96263-12 


ESAT 


NAVSHIPS 900,109 
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AT-4351PH-1TA 
OEMENSTONS: 14°°X 30" X 12%. SIMILAR TO 
BUT NOT JHTERCHANZEABLE WITH? ELEVATION 
REFLECTOR AT-21/4PN-1. USED WITH 
ELEVATION ANTENNA AS-76/MPN-1A 


AT-46/HPN-TA  AU/APN-TA 
SEARCH REFLECTOR: RESTRICTED 
THIS UNIT 1S OF ALUMINUM SSEET AD RIB 


COUSTRICTION, FORMING A REFLECTOR WITH A 


PARABZOLIC CYLENDER AS THE REFLECTING 
SURFACE. THIS REFLECTOR CONCENTRATES THE 
SEARCH BEAM INTO ITS DESIRED CHARACTER- 

1 ASTICS, USED WITH SEARCH ANTENNA 
1/5/44 CRRs CRRZOAR 91803-3 
MAR. 44 , 


AT-46/5PH-TA 
AS-77/5PH-tA. DIMENSIONS: 48" 
MX VCs" X 30". SENILAR TO BIT NOT INTER- 
CHANSEAZLE WITd? SEARCH REFLECTORS: 
AT-US/HPH-1. 


AT-43/UP GENERAL USE 

PICK-UP AITENTAS COTFIOENTIAL 
USID TO PICK YR R F SIGNALS FROM 7X" 
BATI RADAR USEO AS AN ANTENA FOR WAVE- 
METER AND WATT ER CIRCVITS OF RADIO 
FREQUENCY TEST SET TS-135/AP. 


W/27/44 
JAN. 44 


CAKJ: 
MODEL 710 


CAKJ22-S13-A 


COUFIOENTIAL 

FOZ OPERATION AT A 
TRAUSYTTS AN R-F 

sl TO A Yd RADAR BEACON OR SIMILAR 
EQUIPMENT AND RECIIVES THE RESPONSE 
SIGHAL. CONNECTS THRCUCH A COAXIAL CABLE 
WITH CONSOLE RACK MT-189/UPN-1, 
2/2/44 Cin; 
MAR, 45 


AT-51/U 
ANTENNAS 


AN/UPM-1A 

COUFIDENTIAL 
COUSISTS OF A DIPOLE FOR OPERATION AT A 
FeEQSGnCY CF $15 HC. TRA TS AN R-F 
SIGNAL TO A YS RADAR BEACON OR SISTLAR 
EQUEPSENT ANO RECEIVES THE RESPONSE 
SIGNAL, COUUECTS THROUGH A COAXIAL CABLE 
WITH CONSOLE RACK MT-189/UPN-1, 
2/2/44 CH: 


MAR, 45 

AT~52/AP AIRBORNE 
AG tA STUBS CONFIDENTIAL 
A AGE STUB AITEMIA CONSISTING 


AR CO% 


Tok STRIP THE WIDTH 
OF THE ANTENNA HAST, AND A STREAMLINED 
PHEGOLIC (NPRESNATZO BAPLE MAST WHICH 
IS COVERIO HITH A SUITAZLE CONDUCTIVE 
MATER CAL, EFFECTIVE LENSTH OF STUB IS 
2/15/44 

FEB. 44 


AT-52/aP 
16,5". LOWS. SAME AS ANTENNA STUB 
AT+35/AeT EXCEPT OCZS NOT INCLUDE MOUNT- 
buG PROVISIONS. 


[ oHNAARS [rar asrowen rox | RADLRRAYIS, 


AT-53/AP AIRBORNE 

iiua STL3: CONFIDENTIAL 
A QUAITER WATE STUB ANTIUVIA CONSISTING 
OF A DOS TOR STRIP THE WIDTH 


OF THE ANTENNA MAST, AND A STREAMLINED 
PHENOLIC IMPREGNATED MAPLE MAST COVERED 
WiTH A SUITAILE CONDUCTIVE MATERIAL. 
EFFECTIVE LENGTH OF STUB 1S 22.5" LONG. 
2/15/44 

FEB, 44 


AT-53/AP 
SAME AS ANTENHA STUZ AT-37/APT EXCEPT 
DGES WOT LHCLUIE HOGITINSG PROVISIONS. 


.  ATHS4/AP 
iA STUB: CONFIDENTIAL 
ERMAVE STUB ANTENA CONSISTING 

OF A DOS-EAR CONNECTOR STRIP THE WIDTH 

OF THE ANTENNA MAST, AND A STREAMLINED 
PHENOLIC IMPREGNATED MAPLE MAST COVERED 

WITH A SUITABLE CONDUCTIVE MATERIAL. 

WORKING LENSTH OF STUB 1S 29" LONG. SAME 
2/15/44 

FEB. 44 


AIRBORNE 


AT-54/AP 
AS ANTENNA STUZ AT-38/APT EXCEPT DOES 
NOT INCLUDE HOUNTING PROTISTONS. 


AT-61/AXT-§ 9 AN/AXT-5 

ANTENTIAS CONFIDENTIAL 
WIDE BAND 9 VIDEO NITENIA 
COVERING FRE IC1ES FROV BO TO 120 MC, 
DESIGNED TO HOLD CONSTANT INPUT TMPEDANC 
OF 50 ONM OVER A WIDE RAISE OF FREQUENCY 
CONSISTS OF 1/8 WAVE COAXIAL SECTION 
WITH AN 1/8 WAVE EXTENSTION OF THE INNER 


5/4/44 
MAY 44 
AT-G/AXT-5 
CONDUCTOR. 
AT-627APS-3 ANSAPS-3 
A A REFLECTOR: RESTRICTED 


Ha: SUIN, COSICANT SQIARED PATTERN RE- 
FLECTOR FOR USE WITH ANTENA ASSFMBLY 
AS-12/APS-3 ANO AS-12A7APS-3 APPROX. 

VB 1/2" MAX OAL 


$724/44 CPR: 
JULY 44 


CPR:358-3573 


AT-S3/UPM-2 
ANTENUAS RESTRICTED 
CO.SISTS OF A200 5 5/15" LOND WITH A 
COUECTOR TO ATTACH TO WAY 
CEPTACLE. WT, 1 4/2 02. 


AN/UPM-2 


6/5/44 — CANL: 


dun, 44 


CANLSRA-74F-310 


EANHATUEA 


pare | ETE? | eA _| 


CONFIDENTIAL 


Baan Finst assignep ror | GNAYY DRAWING 


AT-65/uUP RESTRICTED 
PICK-UP ANTENNAS 
X BAUD PICKUP ANTENNA: CONSISTING OF 


HORN TO WHICH IS ATTACHED A LENGTH OF 
WAVEGUIDE 1727 X 1" WITH A SPECIAL 
FLANGE AT OWE END. PICK-UP ANTENNA iS 
WART OF TS-7G/APM-3 AND IS USED WHEN 
TS-76/APi-5 1S USED AS A Co#. OSCILLATOR 
6/22/44 Cll CwsB0-12t02-5 
JUN. 44 


aT-65/U8 

WHEN TESTING AND ADJUSTING "X" BAND RE- 
Ceivias OF AUZAPS-4 OR SEMILAR EQUIP= 
MENT. OR AS A PULSED SIGNAL GENERATOR 
FOR OTHER TEST?IHG PURPOSES. HORN HAS A 
GAIN OF APPROXIMATELY 15. PROCURED ON 
NXsa 32197 CONTRACT WITH KESTERN ELEC- 
TRIC CO. NEY YORK, N.Y. 


AT-66/U 

ANTENNAS RESTRICTED 
COsSdSTS OF A 10" LERSTH OF RADIO FRE- 
QUE.CY CASLE RO3B/U WITH RADIO FREQUENCY 
JACK UG=25/U ATTACHED TO ONE ENS. THE 
OTHER END HAS THE METAL BRAID AND RUBBER 
SHEATH REMOVED FOR A OISTASCE OF 6" WITH 
THE DIELECT21C LEFT &N PLACE TO FORM AN 
8/3/45 CBKs: 

MAY 45 930C 


AT-66/U 
(UNSULATED PROZE. PART OF FREQUENCY METER 
TS*179/U AND TS-173/UR. 


AT-68/UP 


CONFIDENTIAL 
TO BE USED wild “X' BAND 
T. HAS A GAIN OF 9 
OVER FULL OPERATING FREQUENCY WHICH IS 
10% OF “X" BAND. TERMINATES IN TYPE N 
FITTING WHICH WiLL MATE WITH UG-24/U 
PLUG. AN OPERATING ACCESSORY FOR 
713044 css CSsRS660159 

JULY 44 


AT-68/UP 
TS-346/UP,. TS-147/UP AND TS-148/UP. 


AT-B81/APX CONFIDENTIAL 
ANTERN 

QUARTER WAVE DIPOLE STUD ANTENNA FOR 
USE WITH RT-8C/APX-12. RECEIVES AND 
TRANSHITS O8 FREQUENCY 123 TO 150 MC. 


AN/APX-42 


10/19/44 CQJ3 
OCT. 44 


AT-84/GNQ-5 
ANTENRAS COUFLOENTIAL 
HALF VE CO-AXIAL TYPE CUT FOR FRE- 
GUENCY 27.75 NC. COUPLED TO RADIO TRANS- 
MitTER T-119/GMS-5 BY A 30 OHM CO-AXIAL 
LINE. 


AS/SMQ-5 


Tish 7/44 
APR. 45 


(ose [arama [Maa 


' 
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AT*85/GMQ°5 
ANTERNAS CONFIDENTIAL 
QUARTER WAVE STUS TYPE DIPOLE, CUT FOR 
FRE@ CY OF 111 HC. PART OF RECEIVING 
AWTEUNA ARRAY AS-223/GMQ-5, 


AN/SNQ-5 


VENT 4S 
NOVe 44 


AT*86/ART+22 ANSART-22 
ANTEGNA 
COAXIAL TYPE BROAD BAND DIPOLE AIRBORNE 
ANTENNA HAS 50 OHM UENPUT IMPEDANCE AKO 
USES TYPE Bh FITTING. DESIGNED TO COVER 
RANGE OF 275 TO 325 MC WITH VOLTAGE 
STANDING WAVE RATIO OF LESS THAN 2 TO I. 
IT 1S OMNLOTRECTIONAL AND DESIGNED TO 
1279/44 CASC; 
JAN. 45 


CONFIDENTIAL 


AT-86/ART-22 
MOUNT ON RUDDER OF T34%-3 AIR- 
CRAFT. WEATHERPROIFED AND GOLD PLATED 
TO WITASTAND CORQSION. SIZE 2 174" DIAW 
X 22" LOWG. WI. 4 LBS. 


AT-87/APX-13 CONFIDENTIAL 
ANTEORNA 

MMa-DURECTIONAL BROAD BANDED ANTENNA 
FROM 50+OU% TRANSMISSION SYSTEM. FOR 
in FREQUENCY RANGE OF 175-215 MC 
STANDING WAVE RATIO WHICH IS LESS 
THAN 1.521. CONSISTS OF A 1/4" ROD, B” 
LONG HELD iN A STEATITE INSULATOR WHICH 
12/9/44 CASC312106 
DEC. 44 


AT-87/APX-13 
US FN TURN SUPPORTED BY A 1" DIAM SLEEVE 
9" LONG. CONVECTION @S MADE THROUGH A 
WATERPROOF TYPE N CONNECTOR. PART OF 
RADAR SET AN/APX-13. USE0 AS A TRANS- 
MITTING OR RECEIVING ANTENNA. WT. 2 LBS. 


AT-98/APS-T3 AL/APS-T3 
REFLECTOR 
GLASS REFLECTOR WITH CONVEX SURFACE TO 
PROVIDE A CSC SQUARED BEAM TO SIMULATE 
REFLECTION OF AN/APS-15 SERIES.ALSO EN- 
CLUDES A TILTABLE REFLECTO? MOUNT. 
MOUNTS ON AIRCKAFT StHULATOR SM-4/APS-T3. 


CONFIDENTIAL 


t2730044 
JAN. 45 


AT-O99fAPS-T3 ANSAPS-T3 
REFLICTER 
GLASS REFLECTC? WITH SLIGHTLY CONCAVE 
SURFACE TO PROVISE A 5° BEAM TO SIMULATE 
REFLECTION OF AL/APS-4. ALSO INCLUDES 
REFLECTOR MOUNT CAPAGLE OF TILT AND NOD. 
BOUNTS ON AIRCRAFT SIMULATOR 
SM-4/APS-T3. 

1273044 

VAN. 45 


CONFIDENTIAL 


AT-1OS%APS-+T3S AN/APS*T3 CONFIDENTIAL 
GLASS REFLECTOR WITH SLIGHTLY CONCAVE 
SURFACE TO FROVIDE A 8° SEAM TO SIMULATE 
REFLECTION OF AUSAPS-3 SERIES. ALSO IN- 
CLUDES REFLECTOR NOUNT CAPASLE OF TILT 
AHD RID. NOURTS OH AIRCRAFT SIMULATOR 
SH-4/7APS-T3. 

V2730044 

VAN. 45 


FIRST ASSIGNED FOR | WALL GRAINS, oak FIRST ASSIGNED FOR | WAY QRAWING, | 


AT-1O3/7APS-15 AN/APS-15 CONFIOENTIAL 
ANTENNAS 

CONSISTS OF A STRAIGHT LENGTH OF *X® 
BAND WAVE GUIDE SLIGHTLY TAPERED AT ONE 
END, MOUNTING A SET CF FOUR DIPOLE 
RADIATORS ENCLOSED §N A PLASTIC CUP TO 
PROVIDE FOR PRESSURIZATION AND TERMINAT=- 
ED ON THE OTHER END BY A SUITABLE CHOKE 
T/17/45 )  CPR2756-1253 

FEB. 45 


AT-103/APS-15 
FLANGE. A MOUNTING FLANGE 1S ALSO PRO- 
VIDED NEAR THIS END. LENGTH APPROX. 
14,454". 


AT-106/UR 
ANTENNAS 
CHROME PLATED ANTENNA 5/16” DIAMETER 
71/2" WHEN C1OSED ANO WHEN EXTENDED 
17, 1/2" RADIART CORP... CLEVELAND OHIO. 
PART NO. 15885-A NODIFIED OR HOFFMAN 
RADIO CORP, LOS ANSELES PART NO. 
38-AOQOA73-1. PART OF FREQUENCY METER 


TS-323/UR 


1/30/45 
JAN. 45 

RT-106/UR 
TS-323/UR. 
AT«ELO/U TS-139/U RESTRICTED 
ANTENSIAS 
QUARTER WAVE ANTENUA MONOPLE, BRASS, 


S{LVER PLATED, LENGTH 3 5/16, 3/78 DIA. 
PART OF AS-287/U WHICH IS PART OF 
TS-189/U. 


2020045 
FEB. 45 


AT*IISCXNIZAP ANSAPHN-33) EP-+331 SPEC. 
ALTERNA’ CONFIDENTIAL 
A DIRECTIONAL POLYCONE ANT OPERATING 
(NA FREQUENCY RANGE OF 2700-3350 MC. 
DESIGNED FOR u (TH LIGHT WEIGHT REA~ 
co: AWO FIXED YaTius ON PLANES. SIZE: 
oe" X 2" OLA, WEIGHT: LESS THAN 2 L3S. 
(NTER CHANGEABLE ELECTAICALLY WITH ANY 
472045 
APR. 45 


AT-ETSCXNCCAP 
BEACON ANTENNA UN THE SANE F 
RANGE. USED Wh AN AAP. ©335 AND SUSTLAR 
Esure TS. MANUFACTURERS MAJESTIC RADIO 
ANO TELEVISION CO. NOas 4516. 


COMPONEN? ENDICATORS *BA® 
BATTERY, PRIMARY TYPE 


B-BATTERLES, BATTERY PACKS, ETC. 


MISES | ANAC RULE Th 


care | MRWAGTHBE? | SANIT 
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AY rE, FIRST ASSIGNED FOR omarng, | 


plays FIRST ASSIGNED FOR | HAM DRAWING | 
BA-235/U 
BATTERY: 


A 13 1/2 VOLT DRY BATTERY, CONSISTING 
GENERALLY OF NINE NO. 6 CEELS IN SERIES. 
MADE OF NON-MAGNETIC MATERIAL THROUGH- 
OUT. SHEETSRASS JACKET. TWO WIRE-LEAO 
TERMINALS EACH ENDING IN LUG. MAXIMUM 
DIMENSIONS: 7 35/16" LONG X 7 15/16" 
1/10/45 

JAN, 45 


BA-235/U 
WIDE X 6 7/8" HIGH, APPROXIMATE WEIGHT: 
23 LOS. NAVY BATTERY 6-3, NODE. 1, 


BA-236/U 
BATTERY: 
A 9-VOLT DRY BATTERY, ORDINARILY CONSIST- 
IHG OF SIX "NO. 6” CELLS. IN SERIES; 
SHEET BRASS JACKET. MADE OF NON-MAGNETIC 
WATERFALL THROUGHOUT. TWO SCREW AND NUT 
TYPE TERMINALS. MAXIMUM DIMENSIONS? 
7 -135/16" LONG X § $/16" WIDE X 6 15/16" 
4/10/45 
JAN. 45 


BA-236/9 

HIGH (BODY) X 7 1/2" HIGH (OVERALL). 
APPROXIMATE WEIGHT: $5 1/2 LOS. NAVY 
BATTERY 8-4, MODE 1, SIMILAR TO BATTERY 
BA-206/U, EXCEPT THAT BATTERY BA-206/U 
DOES NOT HAYE BRASS JACKET, AND ELECTRI- 
CAL REQUIREMENTS DIFFER. 


BA-237/U 

BATTERY: 

A DRY BATTERY CONSISTING OF A 1.5-VOLT 
"aA" UNIT, A 9O-VOLT "BY UNIT, & A 4.5- 
VOLT "C” UNIT WITH A 3-YOXLT TAP. THE "A" 
UNIT ORDINARILY CONSISTS OF 4 "AA™ CELLS, 
IN PARALLEC; THE "B" UNIT OF 60 "NO. 1352 
MINIMAX" CEQALS AS MADE BY THE NATIONAL 
1/9/45 

JAN. 45 


BA-237/0 
IN SERIES, THE "C® 
IN SERIES-PARALLEL. 
12 OZ. NAVY BATTERY 


CARSON CO., OR EQUAL, 
UNIT OF 6 "AA" CELLS, 
APPROXIMATE WEIGHT: 
B-14. 


Ba-238/U 

BATTERY: 

A ORY BATTERY WITH A U.L5-YOLT "A" UNIT, 
AND A $98-704.T "3" UNIT WITH TAPS AT 1450 
VOLTS AND 40.5 VOLTS, THE "A" UNIT ORDI- 
NARILY CONSISTS OF 16 “F" CEALS IN 
PARALLEC, AND THE "B" UNIT OF 152 "8B" 
CELLS IN SERIES. METAL (TERNE OR TIN 


|rnsr ASSIGNED FOR | ONAL GBAMINS. 


DEseRATION 


BA-239/U 
BATTERY: 
A 1355-VOLT DRY BATTERY WITH TAPS AT 73, 
VOLTS ANDO 67.5 VOLTS. 


LIC JACKET. MAXIMUM DIMENSIONS? 
LONG X 2.718" WIDE X 6.920" HIGH. 


PHENOLIC TERMINAL STRIP HAVING 4 SPECIAL 


4/9/45 
JAN. 45 


BA-239/U 
SCREW-TYPE TERMINALS. APPROXIMATE WEIGH 
11 LOS. NAVY BATIERY 6-17. 


BA-240/U 

BATTERY: 

A DRY BATTERY WITH A "B" UNIT OF 90 
VOLTS ANO A "C” UNIT OF 3.0 VOLTS. THE 
"B” UNIT ORDINARILY CONSISTS OF 6O "NO. 
135 MINIMAX" CELLS AS MADE BY THE 
NATIONAL CARBON CO., OR EQUAL, IN SERIE 
THE "C" UNIT OF 2 "AA" CELLS IN SERIES. 
1/9/45 

JAN, 45 


BA-240/U 
MOLDED PHENOLIC CONTAINER WITH MAX! MUM 
DIMENSIONS 3.967" IN DIAM, X 3.082" 
HIGH, S-HOLE SOCKET TER“ INAL. APPROX. 
WI: 12 OZ, WAVY BATTERY B-20, 


BA-241/U 

BATTERY: 

A DRY BATTERY CONSISTING OF 5 UNITS AS 
FOLLOWS: A UNIT 8.5 YOLTS CONSISTING OF 
34 G CELLS IN PARALLLEL, BI UNIT 135 
VOLTS CONSISTING OF 906 4152 MINI-NAX 
CELLS EN SERIES, B82 UNIT 202.5 VOLTS 
CONSISTING OF 135 #165 MIN. -NAX CELLS 
1/17/45 

JAN. 45 


BA-241/U 
IN SERIES, C UNIT 1.5 VOLTS CONSISTS OF 
2AA CELLS tN PARALLEL, S UNIT 12 VOLTS 
CONSISTS OF 8D CELLS IN SERIES. DIMEN- 
SIONS: 6 3/4" X 9 1/2" X 8" WT: 33 LBS. 


BA-242/U 

BATTERY: 

A 3-VOLT DRY BATTERY CONSISTING ORDI- 
NARILY OF 4 "HO. 6" CELLS IN SERIES 
PARALLEL IN A METALLIC JACKET. MAXIMUM 
DIMENSIONS: 5 1/4" LONG X 5 1/4" WEDE X 
6 3/4" HIGH (830D¥) x 7,062" HIGH COVER- 
ALL). STEEL TUBE WITH INNER DIAM. OF 


(T ORDINARILY CON- 
SISTS OF 90 "8B" C&4UtS IN SERIES. METAL~ 
10.446" 


BA-247/U GEN. USE JAN-B-18 
BATTERY: 

BATTERY, DRY, CYLINDRICAL 2 +1716" IN 
DIA. 8 15/16 LIZE6" IN LENGTH. METALLIC 
CASE, TERMINALS: 4 HOLE SOCKET ANDO ONE” 
FLAT SPRING. ORDINARILY CONStSTS OF 30 
HI RM CELLS ¢% PARALLEL 1N [THE A SECTION 
¥e3V¥. AND 75 +1° RM CELLS EN SERIES B 
$419/45 ChBERM-105 


MAY 45 660A 


5 


BA-247/0 


SECTION, 97,5 VOLTS. PART OF RAO!O SET 
AN/CRCO-7. 


tT: 


COMPONENT 
STORAGE 


INDICATOR "6B" 
BATTERIES 


INCLUDES: LEAD ACID, 
EDISON, ETC. 


s 


BB-201/U 
BATTERY: 
t4 VOLT, 7 CELL; CAPACITY 20-25 AMPERES 
AT 28 VOLTS FOR 40 MINUTES. DIMENSIONS 
4 778" X 8% X LO 778". LEAD ACID STORAGE 
BATTERY. WT. 36 LBS. 


GENERAL USE 


3/10/43) CRVEM-255218 
MAK. 44 
BB-275/AM GENERAL USE RE 143A 748A 


PILOT BALLOON BATTERY: 

2 CELL PERCHLORIC ACID BATTERY RATED 3.6 
VOLTS AT 300 MA (2.6V @ 220 MA AFTER 40 
MIN. OPERATION ACROSS A MAZOA 263X-G3% 
BUL@). EACH CELL CONSISTS OF A LEAD PLATE 
A LEAD DIOXIDE GRID, & A GLASS VIAL CON- 
TAINING THE ELECTROLYTE (WHICH MUST BE 
7/26/43 CBR: 

DEC. 44 


BROKEN TO ACTIVATE THE 6B-217/AN 
CELL) ENCLOSED IN A VINYLIDENE CHLORIDE 
{SARAN) PLASTIC CASE. EQUIPPED WITH A 
MiNJATURE SCREW SOCKET. OVERALL DIMEN- 
SionS 7" X 1 478" X 5/8", WEIGHT SOGRAMS 
FOR USE Wiirt FUL DOES NOL InULUVE MAZDA 
TYPE 2635X-G3% BULB. COMMONLY REFERRED 

TO AS "PIBAL” BATTERY. 


“‘BB-223/U 
POWER SUPPLY: CONFIDENTIAL 
CONSISTS OF THREE 2-VOLY 25 AMP-HR. 
BATTERIES CONNECTED tN SERIES TO SUPPLY 
6 VOLTS. BATTERIES LEAKPROOF, WILLARD 
TYPE ER-25C ENCLOSED IN WATERTIGHT CASE, 
vo" x 8" X 3", WI. 10 LBS, UNIT IS POWER 
SUPPLY TO CONTRO BOX C-256/PPQ-1 (BUORD 


Au/PPQ-1 


H 
1/9/45 yada 2/2/45  CAUD: BUORD CAUD: 
JAN. 45 * FEB. 45 MK 12, NOD. O. 
BA-258/U Ba-242/0 BB-223/0 
PLATE) JACKET. MAXIMUM DIMENSIONS: 2680", 1S COAKIAL WITH BATTERY ANDO MK 10 MoD. 02 
6.937" LONG -X 5.374" WIDE X 10.374" PASSES VERTICALLY THROUGH IT. TWO SCREW- . > 
HIGH, SUHGLE TERMINAL (LOCATED ON FRONT AND NUT TYPE TERMINALS. APPROX. WT. TH 
FACE OF BATTERY) CONSISTING OF NAVY TYPE LBS. KAVY BATTERY K-4, 
CA-264 CA3LE ASSEMSL.Y PER NAVY BUREAU OF 
ORONANCE DRAWING 385995, NAVY BATTERY 
B-15. 
ASSIGNED ASSIGHIO 
ISSUED ISSUED 
DATE MAMUCAGTHORS — | SeMHTACTHARE, DATE “SURES 71 BHANSASTUEE DATE MAIVAGTIRNE'S | HANHTOPTRARRS 
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COMPONENT INDICATOR “C* 
CONTROL BOX 


FOR: RADIO, EINTERPHONE, ANTENNA, REMOTE 
ANTENNA TUNING, REEL, ETC. 


¥C-ISARR~1 
CONTROL BOX: RESTRICTED 

SNCLUDES ON-OFF SWITCH, LOCAL-DISTANCE 
SWITCH ANO HOMING-COMHUHICATION SWITCH 
FOR *R~ISARR=1 (-69076) RADIO RECEIVER. 


FANZARR -1 


(232146) 
T2/22742 (CHICCZR) CWSESR-990127 
MAY 43 (czed ISSUE I 
*C-27ARR-2 FAN/ARR -2 
CONTROL UNIT: FOR REMOTE RESTRICTED 


CONTROL OF AN *®R-3ZARR-2X, FR-SASARR-2X, 
RR-4/ARR-2 OR *R-GASARR-2 RADIO RECEIVER, 
HNCLUDES VOLUME CONTROL. OFF-NAV-VOICE 
SWITCH. 6 POSITION TUNING CONTROL. BEAT 
NOTE CONTROL, PHONE JACK & RECEPTACLES 
FOR a CABLE & A MECHANICAL LINKAGE. “AN® 


1425/43 CWwECZR CW2=£S0-990775 
HAR. 45 ES0-696501-i 
*O-27ARR-2 


NUMBER FOR NAVY TYPE -23315. 


C-5/APS-2 AN/APS=2 

REMOTE TUNING CONTROL? 

CONSISTS OF A KNOB AND DIAL IN A SEPA- 
RATE HOUSING WHICH IS CONNECTED TO ONE 
END OF A FLEXIBLE ORIVE SHAFT, THE OTHER 
END OF WHICH IS CONNECTED TO THE CIRCUIT 
TO BE TUNED. AN NOMENCLATURE FOR NAVY 
TYPE ~23ACS. (+23aCS) 
2416743 CPRSSLO-143 
MAR. 43 


C-8/ASQ-3 
CONTROL UNIT 
ENCLUDES ON-OFF SWITCH & ANPLITUDE 
CONTROL 


AN/ASQ=3 


3/16/43 CW2D-163933 
APR.43 
C-12/APS-4 — AN/APS-4 


CONTROL UNIT: CONFIDENTAIL 
INCLUDES POWER SWITCH (WARM-UP, RUN, 
OFF), SCANNER TILT DIAL €-30° TO +10°), 
SEARCHBEACON SWITCH, RANGE SWITCH 4, 20, 
50, 100 NAUTICAL MILES), SEARCH-INTER- 
CEPT SWITCH, RECEIVER GAIN CONTROL, TEST 
SWITCH, WARNING LIGHT, WARNING CIRCUIT 
4/5/43 CH30-151506 CWsBR-11866 
JAN. 45 


C-12/APS-4 

CUT OFF SWITCH, & MANUAL CENTERING 
POTENTIOMETER FOR AFC SYSTEM, SUPPLIED 
WITH A 3 FT CABLE & CONNECTOR FQR 
ATTACHMENT TO A CASLE FROM JUNCTION BOX 
J<S/APS-4 WHICH 1S EQUIPPED WITH A RE~ 
CEPTACLE. APPROXIMATE OVERALL DIMENSIONS 
7-1/8" HIGH CENCLUDENG CASLE FITTING) X 
6" WIDE X 37 DEEP. wT. 3.13 iBS. 
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ATT RA GRO, 
C-12A/APS-4 AN/APS-4 CONFIDENTIAL 


CONTROL UNITS 

INCLUDES POWER SWITCH COFF WARM-UP, RUN), 
SCANNER TILT OVAL ¢(-30~ TO +10%), 

SEARCHBEACON SWITCH, RANGE SWITCH 4, 20, 

50, 100. AND 180 (BEACON ONLY) NAUTICAL 

HILES, SEARCH-INTERCEPT SWITCH, RECEIVER 

GAIN CONTROL, TARGET ALARM, ANO HANUAL 

Vil22744 

DEC. 44 


CHTZASAPS -4 
CENTERING POTENTIOMETER FOR AFC SYSTEM, 
SUPPLIED WITH A 3 FT CA3LE & CONNECTOR 
FOR ATTACHMENT TO A CABLE FROM JUNCTION 
BOX J-S/APS-4 OR J-B4/APS-4 WHICH IS 
EQUIPPED WITH A RECEPTACLE. APPROXIMATE 
OVERALL DIMENSIONS 7 178" HIGH CINCLUD- 
ING CABLE FITTING) X 6" WIDE X 3” DEEP. 
WT. 3.1 LBS. MODIFICATION OF & WILL RE- 
PLACE C-I12/APS-4. 


&C~IS/APA-1 
CONTROL UNIT: RESTRICTED 
(INCLUDES "FOCUS", "BRILLIANCE" AND 
*VERTICAL CENTERING” POTENTIOMETERS AND 
A RANGE SWITCH. THE UNIT IS DESISWED T 
PROVIDE GREATER tNSTALLATION FLEXIBILITY 
THAN WOULD BE POSS3!3LE FF THE CONTROLS 
WERE AN INTEGRAL PART OF THE REPEATER 


4/23/43 CP CPRISK-0764 
SEPT 43 Rev oO 


RAN/APA~1 RE-9035~-A 


#C-15/APA-1 
INDICATOR SINCE IT CAN BE ATTACHED 
OIRECTLY TO THE BNDICATOR WHERE SPACE 
PERMITS OR BE LOCATED SEVERAL FEET AWAY. 
SAME AS NAVY TYPE CPR=25ACY EXCEPT IN- 
CLUOES A THREE WAY RANGE SWITCH FOR AN 
ADDITIONAL RANGE. WT 17602. OVERALL DI- 
MENSIONS 2-3 /2"K3"X7-77/8". 


®C-1SA/APA-1 RE-9035-A 
CONTROL UNIT: RESTRICTED 
INCLUDES "FOCUS", “BRILLIANCE” AND 
"VERTICAL CENTERING” POTENTIOMETERS AND 
A RANGE SWITCH. THE UNIT 1S DESIGNED TO 
PROVIDE GREATER INSTALLATION FLEXIBILITY 
THAN WOULD BE POSSIBLE IF THE CONTROLS 
WERE AN INTEGRAL PART OF THE REPEATER 
4/23/43 CPP: CPR3SK-0764 
JULY 44 REV O 

v 


TANSAPA-E 


WC-TSAZAPA-1 
UNDICATOR S#NCE IT CAN BE ATTACHED 
OIRECTLY TO THE INDICATOR WHERE SPACE 
PERMITS OR BE LOCATED SEVERAL FEET AWAY. 
SAHE AS NAVY TYPE CPR-235ACY EXCEPT IN- 
CLUDES A THREE WAY RANGE SWITCH FOR AN 
ADOITIONAL RANGE. WT 1 LB. 6 OZ. OVERALL 
DIMENSIONS 2 172" X 35" X 7 7/8". SIMILAR 
TO aC-15/APA-1 EXCEPT HASIHPROVEMENTS IN 
CIRCUIT DESIGN. 


C-3 F/APS-3 RE~9075-A 
CONTROL UNIT CONFIDENTIAL 
INCLUDES SEVEN CONTROL SWITCHES, TWO 
POTENTIOMETERS & A TILT METER. THE 
SWITCHES TURN ON THE EQUIPMENT. SELECT 
RANGE DESIRED, SELECT BEACON OR SEARCH 
OPERATION. TURN ON THE HIGH VOLTAGE 
POWER SUPPLY, OPERATE THE TiLT MOTOR, 
4/24/43 CPR; CPRSSLO~-S82 
JULY 43 


ANSAPS~3 


START THE SPINNER, TURN C-177APS~3 
ON THE KAGNETRGON FILAMENT, & CARE FOR TH 
EXPANSIONS OF THE AZIMUTH SWEEP. ONE 
POTENTIOMETER IS USED FOR GAIN CONTROL OF 
THE RECEIVER, THE OTHER IS USED TO ADJUSi 
THE FREQUENCY OF EITHER LOCAL OSCILLATOR 
SHEPHERD TUSE). THE TILT INDICATOR IS A 
300 V OC INSTRUMENT WHICH IS USED TO IN~ 
DICATE THE VERTICAL TILT OF THE ANTENN. 
DISH. 


ASSIGNED 


1SSUED 


C-17A/APS-5 RE-907S5-A 
CONTROL UNITS CONFIDENTIAL 
INCLUDES EIGHT CONTROL SWITCHES, THO 
POTENTIOMETERS & A TILT METER. THE 
SWITCHES TURN ON THE EQUIP. SELECT RANGE, 
SELECT BEACON OR SEARCH, TURN ON H.Y., 
OPERATE TILT MOTOR, START THE SPINNER 
CONTROL SIGNAL DEFINITION, & CARES FOR 
Tlasaa CPR: CPR35L0-582 
JULY 44 


AN/APS-3A 


THE EXPANSIONS OF THE C-T7ACAPS -3 
AZIMUTH SWEEP. ONE POT. 4S USED FOR 
GAIN CONTROL OF RECEIVER, OTHER USED TO 
ADJUST THE FREQ, OF EITHER LOCAL OSCIL- 
LATOR 723 TUZES. THE TILT INDICATOR IS A 
10OV OC METER USED TO INDICATE THE VER- 
TICAL TILT OF THE ANTENNA DISH. SUEMILAR 
TO C-17/APS-3 EXCEPT HAS IMPROVED CIR- 
CUITS & ADDITIONAL DEFINITION SWITCH & 
PROVISIONS FOR MOUNTING TS-116/APS-15. 


C-20/APS-3  AN/APS-3 —- RE-9025~A 
AZIMUTH CALIBRATOR: RESTRICTED 
CONSISTS OF A CALIBRATED POTENTIOMETER 
SIMILAR TO THE AZIMUTH POTENTIOMETER 
WHICH WORKS IN CONJUNCTION WITH THE TwO 
~6V6 TUBE AZIMUTH SWEEP AMPLIFIER IN THE 
RECEIVER & INCICATOR AMPLIFIER. ITS 
FUSCIHON 1S TO HOVE THE VERTICAL LUBBER 
5/24/45 CPR: CPR:SLO-S8S 
JUNE 43 


C-20/APS-3 
LINE ALONG THE HORIZONTAL AXSS OF THE 
CRT TUZES WHEN EXPANDED PRESENTATION JS 
USED. INPUT; APPROX 75 V¥ DC. 


C-20A/TRC-I 
CONTROL BOX; 
A CIRCUIT CONTROL BOX FOR TRANSFERRING 
THE INPUT AND OUTPUT CIRCUITS OF TWO 
RADIO SET AN/TRC-1 TO A SINGLE MICRO- 
PHONE AND HEADSET. DIFFERS FROM 
C-21/TRC-! GN THAT IT IS PROCURED PER 
SPEC. 271-3010 INSTEAD OF SCL-795 AND 
VWi744a 
JUN, 44 


AN/TRO~4 


C-2UA7TRO-8 
INCLUDES MIHOR CHANGES. 


CH24/ARC-5 ANZARC-5 

LOCAL CONTROL UNIT? 

INCLUDES MCW-OFF-CW SHITCH AND GAIN CON- 
TROL. MOUNTS ON FACE OF RECEIVERS OF RAT 
RAV, ARA AND AN/ARC-5 EQUIPMENTS EXCEPT 
R-28/ARC-5. "AN" OESIGNATION FOR NAVY 
TYPE -25194. 


TIVIas CBY 364354 
JULY 43 
C-25/ARC-S AN/ARC-S 


CONTROL UNITS: 

FOR REMOTE CONTROL OF ANTENNA-LOOP 
SWITCH OF RECEIVERS R-235/ARC-5 AND 
R-24/aRC-S. INCLUDES SWITCH HANDLE AND 
CONNECTION FOR MECHANICAL LINKAGE, 


TAVIS CBY: 
JULY 43 
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C-26/ARC-5 ANZARC-5 

CONTROL UNIT CH REC) 

FOR REMOTE CONTROL OF ONE RECEIVER, 
EITHER R-23/ARC-S OR R-24/ARC-5, UN RECEPTACLES FORCABLES TO MODULATOR 
CLUDES CW-4CW, VOLUME, AND TUNING CON- MD-77ARC*5 AND VHF TRANSMITIER & RE- 
TROLS, ANO RECEPTACLE FOR CONTROL CABLE. CEIVER. FATS MOUNTING PLATE MT-8O0/ARC-S. 
PROVIDES FOR READY ATTACHMENT OF TUMING 

DIAL 10-257ARC-5 OR 80-26/ARC-5. FITS 

7EVs43 CBT: 

JULY 43 


C-S0/ARC-5 


RECEIVER. T-23/ARC-5 AND R-28/ARC-5~- HAS 


C-26/7ARC-5 C-30A/ARC-5 AN/ARC-5 

TRANSMITTER CONTROL UMIT: RESTRICTED 
FOR REMOTE CONTROL OF F-23/ARC-5 & UP TO 
THREE OTHER TRANSMITTERS OF AN/SARC-S. 
ONE FACE CONTAINS TRANSNITTER ON-OFF 
SwiTCH, ROTARY VHF CHANNEL SELECTOR 
SWITCH LABELED A-B-C-0, ROTARY SELECTOR 
SWITCH LABELED 1-2-3-4 FOR ONE VHF & UP 
3/17/44 = =CBY: 


MOUNTING PLATE *HT-4/ARR-2. 


MAR. 44 
C-277ARC-S ANJARC-5 TO THREE LF-MF-HF C-3OA/ARC-S 
CONTROL UNIT (1 REC: * TRANSMITTERS. ON TOP SURFACE HAS A 3- 


FOR REMOTE CONTROL (LOCK TUNING) OF ANY 
ONE RECEIVER OF THE ANSARG=5 EQUIPMENT 
EXCEPT R-235/ARC-5 AND R-24/ARC-5. IN- 
CLUDES HEADSET SWITCH, VOLUME CONTROL & 
RECEPTACLE FOR CONTROL CABLE. THE VOLUME 
CONTROL CONSISTS OF A DOUBLE POTENT:0- 


POSITION ROTARY SWITCH FOR SELECTING CW- 
MCW OR VOICE TRANSMISSION. BOTTOM SURFACE 
HAS 2 RECEPTACLES: ONE 12 PRONG CONNECTS 
TO VHF TRANSMITTER-RECEIVER, ONE 18 
PRONG CONNECTS TO MODULATOR MD-7/ARC-Se 
MECHANICALLY AND ELECTRICALLY INTER- 


Tessas cers cBY:98650 CHANGEABLE WITH C-3O0/ARC-S. WT. 0.7 LB. 
MAR. 44 FITS MT-~80/ARC-5. 
C-277ARC-5 C-31/APS-2 AN/APS-2 RE-9072-A 


SERVO UNIT: SECTOR SCAN RESTRICTED 
SERVO UNIT: PERMITS POSITION CONTROL OF 
ANTENNA ASSEMBLY AS-5/APS-2 

WHEN USED $N CONNECTION WITH CONTROL ONIT 
C-32/APS-2. CONSISTS OF A G.E. TYPE 
2J1D1 SELSYN WHICH REQUIRES 12 V, 400 TO 


METER WHICH HAY BE CONNECTED TO CONTROL 
RF GAIN OR AUDIO LEVEL. WAS A REVERSABLE 
DESIGNATION PLATE TO INDICATE WHICH CIR} 
CULTS ARE CONNECTED. FITS MOUNTING PLATES 
(1 UNIT) MT-787ARC-5 OR (2 UNITS) 


HT -79/ARC-5, 240C CY FOR EXCITATION,& A GEAR REDUC- 
7/1/43 Qu: 
OCT. 43 

C-28/aRkC “5 ANSARC-S C-31/APS-2 


CONTROL UNIT? 

FOR REMOTE CONTROL OF CRYSTAL FREQUENCY 
GENERATOR O-4/ARC~5. FITS MOUNTING (1 
UNIT) MT-78/ARC-5. OR (2 UNITS) 
MT-797ARC-S. 


TION BOX TO PROVIDE THE SAME ROTATION 
FOR THE SELSYN AS THE ANTENNA ASSEMBLY. 
FOR USE WITH BUT NOT A PART OF CONTROL 

LUNET C-32/APS-2. 


THVWAS CBY:9596 
MAR. 44 


C-297ARC-5 ANSARC-5 C-32/APS-2 AN/APS-2 RE-9072-A 
TRANSMITTER CONTROL UNITS CONTROL UNIT: RESTRICTED 
FOR REMOTE CONTROL OF ONE TO FOUR TRANS- SECTOR SCAN CONTROL UNIT; PROVIDES RE- 
MITTERS OF THE AN/ARC-5 EQUIPMENT EXCEPT MOTE AZIMUTH CONTROL FOR ANTENNA ASS- 
VHE TRANSMITTER T~23/ARC-5. INCLUDES EMBLY AS-S/APS-2 60 PERMIT 

POWER SWITCH EMISSION SWITCH, TRANSMITTER SCANNING OVER A SECTOR RATHER THAM THE 
SELECTOR SWITCH AND A RECEPTACLE FOR ENTIRE 360°. "HE wivTH Or THE SECTOR MAY 
CABLE TO MODULATOR MD-7/ARC-5. FITS BE ADJUSTED WITHIN THE RANGE OF 10° TO 
We sas CBYs 7/0/43 CQus 

JAN. 44 OCT 43 


C-29/ARC-5 c-32/aPS~2 


140° AND THE CENTER OF THE SECTOR MAY BE 

MOUNTING PLATE MT-80/ARC-5. NAVY TYPE TRAINED TO ANY POSITION WITHIN THE 360° 

23369- AZIMUTH, THE UNIT CONSISTS OF A TYPE 
-2050 THYRATRON TUBE PLUS RELAYS AND 
ASSOCIATED COMPONENTS WHICH CONTROL THE 
POLARITY OF THE POWER TO THE AZIMUTH 
DRIVE MOTOR. INPUT 115/1/400-2400. FOR 
USE WITH BUT NOT PART OF C-31/APS-2 
SERVO UNIT. 


C-35/APS-15 AN/APS-1T5S 
CONTROL UNITS 

A CONTROL UNET AUXILIARY TO THE RECEIVER- 
TNDECATOR R-36/APS-15. PROVIDES ALL 
CONTROLS FOR ANTENNA ASSEMBLY AS-I8/APS 
SUCH AS SECTOR SCAN, AZIMUTH & TILT 
STABILIZATION, ETCZALSO INCLUDES 21- 


C-SO/ARC-5 = AN/ARC-5 CONFIDENTIAL 
TRANSMITTER CONTROL UNIT? 

FOR REMOTE CONTROL OF T-23/ARC-5 AND UP- 
TO TWO OTHER TRANSMITTERS OF THE AN/ARC-S 
EQUIPMENT. INCLUDES EMISSION SWIIUn Anu 
SEVEN PUSH BUTTONS FOR CONTROL OF POWER 
AND SELECTION OF ANY TRANSMITTER AS WELL 
AS CHANNEL SELECTIONS OF TRANSKITTER ANO POSITION SEARCH-BEACON SWEEP DELAY 
701/43 CBY: 5/15/43 CPR 


SULY 43 . assignyp | DEC. 43 


ASSIGNED 
$$SUED ISSUED 


C-33/APS-158 
SWITCH FOR RANGE UNIT CP-S/APS-15. 
FATS MOUNTING BASE NT-1237APS-15. 


C-S3A/APS-15 AN/APS-15 

CONTROL UNITS CONFIDENTIAL 
A CONTROL UNIT AUXILIARY TO THE RECEINVER- 
INDICATOR R-16/APS-15. PROVIDES ALL 
CONTROLS FOR ANTENNA ASSEMBLY AS-tB/APS 
SUCH AS SECTOR SCAN, AZIMUTH & TILT 
STABILIZATION, ETC; ALSO INCLUDES 2t- 
PQSITION SEARCH-BEACON SWEEP DELAY 
32/9/43 CPR: 

DEC. 43 


C-S3A/APS-15 
SWITCH FOR RANGE UNIT CP-5/APS-1£5 AND 
PROVISION FOR ECHO BOX SWITCHING. FITS 
MOUNTING BASE MT-123/APS-15. SIMILAR 
TO C-33/APS-15. EXCEPT FOR PROVISION FOR 
ECHO BOX SWITCHING, 


&C-35/ARR-2A AN/ARR-2A 

CONTROL UNIT RESTRICTED 
CONTAINS OFF-NAV-VOICE SWITCH, SENSITIVI- 
TY CONTROL, PITCH CONTROL, 6 POSITION 
ROTARY CHANNEL SELECTOR SWITCH, HEADSET 
JACK & TWO CABLE RECEPTACLES, SAME AS 
&C-2/ARR-2 EXCEPT AS FOLLOWS: MECHANICAL 
LINKAGE OUTLET REPLACED 6Y CABLE RECEP- 
2/14/43 Ce 

SEPT. 44 


TACLES HEADSET JACK MOVED &C-35/ARR-28 
FROM BOTTOM TO FACE; TUNING CRANK & 
GEARS REPLACED BY 6-POSITION ROTARY 
SWITCH. FOR USE WITH ®AN/ARR-2A OR 
AN/ARR-2AX WHEN ELECTRIC TUNING CONTROL 
HCO-36/ARK-2AX OF ®C-37/ARR-ZA 1S MOUNTED 
ON FACE OF KnQ1O RECEIVER RR-S/ARR-2X OR 
WR-4/ARR-2. FETS MOUNTING PLATE 
RHT=4/ARR-2 


RC-36/ARR-2AX WAN/ARR-2AX 

ELECTRIC TUNING CONTROL RESTRICTED 
TUNING DEVICE, BOLTS TO FACE OF RADIO 
RECEIVER &R-S/ARR-2X & R-3A/ARR-2K & 
CONNECTS MECHANICALLY TO MECHANICAL LINK- 
AGE OUTLET THEREON. CONTAINS 13 VOLT DC 
ELECTRIC MOTOR, GEARS, ETC,, PROVIDES 
ELECTRICAL COIN LIEU OF MECHANICAL) 
7/34/43 CW; CWZESNX-9904 25 
HAR. 45 


RC-36/ARR-2AX 
SELECTION OF ANY ONE OF THE SIX PRESET 
CHANNELS. HAS OUTLET FOR CONTROL CABLE. 
SAME AS ELECTRIC TUNING CONTROL 
WC-37/ARR-2A EXCEPT FOR OPERATING VOLT~ 
AGE. 


BC-37/ARR-2A  WAN/ARR-2A 

ELECTRIC TUNING CONTROL RESTRICTED 
TUNING DEVICE, BOLTS TO FACE OF RADIO 
RECEIVER @R-4/ARR-2 & G@R-4A/ARR-2 CON- 
NECTS MECHAKICALLY TO MECHANICAL LINKAGE 
OUTLET THEREON. CONTAINS 26 VOLT DC 
ELECTRIC MOTOR, GEARS, ETC., PROVIDES 
ELECTRICAL CIN LIEU OF MECHANICAL) 
7/V4/43 CwrD-152541 CwZESKXX-990825 
HAR. 45 
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BC-37/ARR-2A 
ELECTION OF ANY ONE OF SIX PRESET 
HANNELS. HAS OUTLET FOR CONTROL CABLE. 
AME AS ELECTRIC TUNING CONTROL 
C-36/ARR-2AX EXCEPT FOR OPERATING VOLT- 
GE, 


C-38/ARC-5 AN/ARC/5 
MAIN. CONTROL UNIT: USED TO RESTRICTED 
COORDINATE ARByHAN/ARR-2, AN/ARC-1, 
AN/ARC-4 &/OR KL-7 EQUIPT WITH AN/ARC-5 
IN VSB & VTB AIRCRAFT, CONTAINS: HEAD- 
SET VOLUME CONTROL; 4 HEADSET SWITCHES 
(2 MHF, 1 VEE, 1 HAV) FOR SWITCHING RE- 
CEIVERS IN & OUT; MIKE SWITCH CICS-VHF- 
7/14/43 CBY: 

SEPT 43 


MHF); A TUNING MECHANISM, C-38/ARC-5 
A RF GAIN CONTROL, A PITCH CONTROL, & A 
MECHANICAL LINKAGE RECEPTACLE FOR 
BR-4/ARR-2; & A CABLE RECEPTACLE FOR 
CONNECTION TO JUNCTION BOX J-17/ARC-5. 
FITS HOUNTING PLATE MT-98/ARC-6, 


C-39/ARC-S  AN/ARC-5 
AUXILIARY CONTROL UNIT: 

USABLE WITH MANY AIRCRAFT EQUIPMENTS, 
CONTAINS ONE EACH OF THE FOLLOWING CON- 
TROLS: LEVEL SETTER, FOR CONTROL OF 
HEADSET VOLUME; MIKE SWITCH ‘CICS-VHF- 
MHF), FOR SWITCHING MIKE TO VARIOUS CIR- 
CUITS; MIKE JACK; HEADSET JACK; CABLE 
7/14/43 CBY: 

Oct, 44 


C-39/ART-5 
RECEPTACLE, FOR CONNECTION TO GUN 
SWITCH; CA83LE RECEPTACLE, FOR CONNECTION 
JUNCTION BOX J-17/ARC-5;3 TERMINALS, FOR 
CONNECTION TO MASK MIKE, FITS MOUNTING 
PLATE MT-80/ARC-5S. &NPUTS 28¥ OC. 


. 


C-42/ARC-5 AN/SARC#S SIGNAL CORPS 
CONTROL UNIT: 274-1176 

FOR REMOTE CONTROL OF RECEIVER 
R-28/ARC-5 OR BC-942-A, CONTAINS HEADSET 
SWITCH, MVC-OFF-AVYC SWITCH, VOLUME CON- 
TROL, CABLE RECEPTACLE, AND TWO HEADSET 
JACKS, FITS MOUNTING PLATE ®MT-4/ARR-2. 
"AN™ DESIC. FOR CONTROL BOX BC-1183-A 
7/19/43 CW 

AUG 43 


C-43/ARC-5 AN /ARC-5 SIGNAL CORPS 
CONTROL UNIT: 279-1176 

FOR REMOTE CONTROL OF THREE RECEIVERS OF 
THE AN/ARC-5 EQUIPMENT (ONE R-28/ARC-5 
OR BC-942-A AND TWO R-20/ARC-5 TO 
R-24/ARC-5, BC-453-A, BC-454-A, BC-455-A 
BC-942-A, BC-946-A, =46104, ~46105, 
746106, -46129, OR -46145. CONTAINS 
7/19/43 CW: 

AUG. 43 


C-43/ARCH5 
THREE SETS OF CONTRCLS, ONE SET IDENTI- 
CAL TO C-42/ARC-5 OR BC-1183-A, AND TWO 
SETS IDENTICAL TG -23261 OR BC~-473A, 
FITS. MOUNTING PLATE MT-98/ARC-5. “AN” 
DESIGNATION FOR RADIO CONTROL UNIT 
BC-944-A, 
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Cr44/ARCH4 ANZARC-1 

AUDIO OUTPUT BOX: 

INTENDED FOR USE @N PAIRS TO FURNISH 
INDIVIOUAL HEADPHONE CONTROL. CONTAINS 
AUDIO “ON-OFF” SWITCH & VOLUME CONTROL, 
& A HEADPHONE JACK. CONNECTS TO THE 
RADIO TRANSMITTER-RECEIVER RT-18/ARC-1 
VIA THE JUNCTION BOX J-21/ARC-1. HOUSED 
7624743 CWS CWs 

AUG. 43 D-153594 BO-31714 


C-44/ARC-1 
IN BOX 3" X 2-374" X 2". WEIGHT APPROX- 
IMATELY 0.6 POUNDS. 


C-45/ARC-1 AN/ARC$I 

CONTROL UNITS RESTRICTED 
CONTAINS A 9 POINT FREQUENCY SELECTOR 
SWITCH: A CHANNEL SWITCH FOR SELECTING 
FIXED OR VARIABLE FREQUENCY CHANNELS, OR 
BOTH; AND AN “ON-OFF” SWITCH FOR THE 
ENTIRE EQUIPMENT. CONNECTS TO THE RADIO 
TRANSMITTER-RECEIVER RT-I18/ARC-§ VIA THE 
724443) CWSD-151695 CW3B0-31713 
AUG. 43 


C-45/ARC-1 
JUNCTION BOX J-2t/ARC-1. HOUSED IN BOX 
4-178" X 2-374" X 2%, WEIGHT APPROXI- 
MATELY 8 POUNDS. 


C-46/APS-6 AN/APS-6 CONFIDENTIAL 
CONTROL UNIT: 

CONTAINS: ONE COMBINATION MASTER “ON- | 
OFF" AND RANGE SELECTOR SWITCH, A TRANS- 
HITTER SWITCH FOR HIGH VOLTAGE SUPPLY. 
ONE CONTROL FOR AFC SWITCH AND MANUAL 
TUNING, AND ONE GAIN CONTROL. ALSO IN- 
CLUDES A RADAR-BEACON SWITCH. 

7/24/43 CAY: 

JAN. 45 


C-47/APS-6 AN/APS~-6 
AUXELEARY CONTROL UNITS CONFIDENTIAL 
CONTAINS A PATTERN CHANGE SWITCH (SEARCH 
TO GUN AIMING) AND,A SEA RETURN SUP- 
PRESSOR CONTROL. 


TI24f43 CAY? 
AUG. 43 


€-48/ARC-5 AN/ARC-5 

AUXILIARY CONTROL UNIT 

USABLE WITH MANY AIRCRAFT EQUIPMENTS, 
CONTAINS ONE EACH OF THE FOLLOWING CON- 
TROLS: LEVEL SETTER, FOR CONTROL OF 
HEADSET VOLUME; MICROPHONE SWITCH 
CICS-VHF-MHF),FOKR SWITCHING MICROPHONE 
TO VARIOUS CIRCUITS; MICROPHONE JACK; 
7/27/43 CW: 

Oct.’ 44 


C-48/ARC-5 
MASK MICROPHONE-HAND HICROPHONE SWITCH; 
MEADScT JACK; CA3LE RECEPTACLE, FOR 
CONNECTION TO JUNCTION BOX J-17/ARC=5; 
TERMINALS, FOR CONNECTION TO MASK MICRO- 
PHOHE. FITS MOUNTING PLATE MT-80/ARC-5. 
enPUT 28¥ DC. 


CeSESARC -4 AN/ARC-4 

CONTROL UNIT? RESTRICTED 
CONTAINS A 4 POSITION CHANNEL SELECTOR 
SWITCH, PG-SOTH-PP SWITCH, VOLUME 
CONTROL, MIKE JACK; 2 HEADSET JACKS, AND 
RECEPTACLE FOR CABLE TO JUNCTION BOX 
J-23/ARC-4. FITS MOUNTING PLATE 
MT-8O/ARC-5S. DIMENSIONS: 4-1/8" X 2 374" 
7428/43 CHE39A 

AUG 43 


CoSESARC-4 
X 2 3/2", WEIGHING APPROX, 0.8 POUNDS. 


C-S2/ARC-4A ANSARC-4A . 

CONTROL UNIT? RESTRICTED 
PROVIDES POWER SWITCH. 4 POSITION 
CHANNEL SELECTOR SWITCH, "PG-BOTH-PP” 
SWITCH, RECEPTACLE FOR CABLE TO JUNCTION 
BOX J-I17SARC-5, DIMENSIONS: 4-178" X 
2-374" X 2: 342", WEIGHING APPROX, 0.8 LB 
FITS MOUNTING PLATE MT~80/ARC-5. 

7428043 CWS 


JuN. 43 
C-53/APX-1 AN/APX=1 
AUXILIARY CONTROL UNIT: CONFIDENTIAL 


PROVIOES REMOTE CONTROL OF "G" BAND FUNC- 
TION OF ASSOCIATED EQUIPMENT. CONTAINS 

3 POSITION SWITCH, "ON-OFF", MOMENTARY 
CONTACT, & 2 POSITION FUNCTIONAL SELEC- 
TOR SWITCH, ALSO CONTAINS JACK FOR KEYINC 
"G" BAND SIGNAL, 

8/14/43 CHZzA-9006 

SEPT 43 CCT:CZR: 


C-S4/APX~4 AN/APX-1 

CONTROL UNIT? RESTRICTED 
INCLUDES "ON-OFF" SWITCH, EMERGENCY 
SwWiTCH (FOR TRANSMISSION OF EMERGENCY 
SIGNAL), PHONE JACK FOR MONITORING, & 3 
RECEPTACLES (FOR CA8LES TO POWER SUPPLY, 
PILOT'S CONTROLS, & ASSOCIATED RECESVER- 
TRANSMITTER). MOUNTED ON SECURING PLATE 
8/14/43 CHZ:A-9002 
SEPT 43 


HT-109/APX-1 ALONG SIDE OF C-54/APX-t 
SELECTOR UNIT C-S5/APX-t. THE TWO UNITS 
ARE REFERRED TO AS THE CONTROL & SELEC- 
TOR UNIT ASSEMBLY WHICH PROVIDES REMOTE 
CONTROL OF THE SET. THE COMPONENTS (AS 
WELL AS THE UNIT AS A WHOLE) ARE INTER= 
CHANGEABLE WITH CORRESPONDING COMPONENTS 
OF NAVY TYPE -23A8G CONTROL UNIT. 


C-55/APX-1 AN/APX-1 

SELECTOR UNITS: RESTRICTED 
INCLUDES A 6 POSITION ROTARY SWITCH BY 
WHICH THE OPERATOR MAY CHOOSE ANY ONE OF 
6 CODE COMZINATIONS. A 5 CONTACT RECEP- 
TACLE 3S ALSO PROVIDED FOR CABLE TO 
ASSOCIATED RECEIVER-TRANSMITTER. MOUNTED 
ON SECURING PLATE HT-109/APX-1 ALONG 
8/14/43 CHZ2A-9001 
SEPT 43 


S1!O0E OF CONTROL UNIT C-55/APX-1 
C-54/APX-1, THE THO UNITS ARE REFERRED 
TO AS THE CONTROL & SELECTOR UNIT ASSEM~ 
BLY WHICH PROVIDE RENOTE CONTROL OF THE 
SET. THE COMPONENTS CAS WELL AS THE UNIT 
AS A WHOLE) ARE INTERCHANGEABLE WITH 
CORRESPONDING COMPONENTS OF NAVY TYPE 
-23A8H SELECTOR UNIT. 


ATE MARTE | GANMIACTHN | 
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C-5S6/APX-2 AN/APX~2 

OPERATOR CONTROL UNIT: CONFIDENTIAL 
CONTAINS CODE SELECTOR SWITCH, INTERRO- 
GATOR SWITCH, VOLUME CONTROL, FUSES, & 
PILOT LAMPS. OPERATES ON 115/1/400-2400, 
150 WATT CIRCUIT & 26V DC 24 WATT CIR- 
CUIT. ALSO SERVES AS A JUNCTION BOX FOR 
INTERCONNECTING THE VARIOUS UNITS OF THE 
8/14/43 CHZ2A-2167 

WAY 44° CCT:CWQ:CWSs 


C-56/APX-2 
EQUIPMENT. 


C-56A/APX-2 AN /APX=2 

OPERATOR CONTROL UNITS CONFIDENTIAL 
CONTAINS CODE SELECTOR SWITCH, INTERRO- 
GATOR SWITCH, YOLUME CONTROL. DOUBLE 
POLE RELAY, FUSES, & PILOT LANPS. 
OPERATES Ua 115/1,400-2400, 150 WATT 
CinCuil & 26V OC 24 WATT CIRCUIT. ALSO 
SERVES AS A JUNCTION BOX FOR INTERCON- 
8/26/44 CHZ:A-3064 

SULY 44 CCIZCNQSCNS: 


C-S6A/APX-2 
NECTING THE VARIOUS UNITS OF THE EQUIPT~ 
MENT. SAME AS AND INTERCHANGEASLE WITH 
C-56/APX-2 EXCEPT INCLUDES §N ADDITION 
A DOUBLE POLE RELAY. 


C-S7/APX-2 AN/APX-2 

PILOT CONTROL UNIT: CONFIDENTIAL 
CONTAINS 3 POSITION MASTER SWITCH WHICH 
CONTROLS 26V OC POWER TO RELAYS & GEN- 
ERATOR FIELD, & 115V AC TO TRANSPONDER. 
ALSO SELECTS VARIOUS OPERATIONAL FUNC- 
TIONS, 3 POSITION "G" BAND CONTROL 
SWITCH. 3 POSITION INTERROGATOR CONTROL 
8/14/43 CHZ2A-2157 

SEPT 43 CCTsCwQ:CwSs 


C-S7/APX-2 
SWITCH, GAIN CONTROL, & DESTRUCTOR 
SwtTCH. 


C-S7ASAPX-2 AN/APX-2 BU AER=980-SK 
PILOT CONTROL UNITS CONFIDENTIAL 
CONTAINS 3 POSITION MASTER SWITCH WHICH 
CONTROLS 26V DC POWER TO RELAYS & GEN- 
ERATOR FIELD. & 115V AC TO TRANSPONDER. 
ALSO SELECTS VARt(OUS OPERATIONAL FUNC- 
TIONS, 3 POSITIUN "G" BAND CONTROL 
SwWIhTCH, 3 POSITION ENTERROGATOR CONTROL 
3/43/44 
MAY 45 


C-S7ASAPX -2 
SWITCH, GAIN CONTROL, & DESTRUCTOR 
SWITCH. SAME AS C-S7/4PX-2 EXCEPT ADAPT- 
ED FOR MOUNTING ON CONTROL PANEL OF AIR- 
CRAFT. PER BU AER SPEC. EP-133~ SIZE 
4 V42" X& 6%, 


CANCELLED USE C-114/APX-2 


ASSIGNED 


RIGA | 


C-573/APX-2 AN/APX-28 : 

PILOT CONTROL UNIT: RESTRICTED 
CONTAINS & POSITION MASTER SWITCH WHICH 
CONTROLS 28V DC POWER TO RELAYS AND GEN- 
ERATOR FIELD, AND 115¥ AC TO TRANSPON= 
OER. ALSO SELECTS VARIOUS OPERATIONAL 
FUNCTIONS: 3 POSITION "G" BAND CONTROL 
SwiTCrt ANO CONTROL SWITCH FOR 


4/23/45 
APR. 45A 918 

C-578/APX-2 
TN-103/APX; 3 POSITION INTERROGATOR 


CONTROL SWITCH, GAIN CONTROL AND DES- 
TRUCTOR SrITCH. PART OF AN/APX-28,. SIMI- 
LAR TO C-S7A/APX-2 EXCEPI Fur CIRCUIT 
MODIFICATIONS. 


C-S8/APT-1 
CONTROL UNIT? RESTRICTED 
INCLUDES PLATE & FILAMENT SWITCHES, 
POWER INDICATING LIGHT, 200 MA DC INDI~ 
CATING INSTRUMENT TO PERMIT PROPER TUN~ 
ING, AND A POTENTIOMETER TO VARY THE OUT 
PUT OF RADAR TRANSMITTER T-28/APT~1. 
FITS MOUNTING BASE MI-114/APT-1, 


AN/APT=1 


8/20/43 CGM: CGM: 7250255 
SEPT 43 REV O 
C-S9/APT-3 AN/APT-3 

POWER CONTROL UNIT: RESTRICTED 


POWER CONTROL UNIT; INCLUDES A TRANS- 
WITTER POWER SWITCH AND A POWER INDICAT- 
ING LIGHT. FITS MOUNTING FT-228-A OR 
MOUNTING PLATE MT-80/ARC-5. 


8/21 743 
Nov. 43 


CGM: 


C-G2/7ARN-9 AN/ARN*9 
CONTROL UNITS 

CONTAINS A 6 POLE, 3 SECTION, S POSITION. 
SWITCH POSITIONS MARKED "OFF", “CRUISE”, 
"APPROACH", “LAND”, AND "TEST". A 
THIRTEEN CONTACT RECEPTACLE IS PROVIDED 
FOR CA8LE TO JUNCTION 60X J-3S27ARN-9, 
FITS MOUNTING PLATE MT-I26/ARN-9. 


RESTRICTED 


9447435 CDE: COESDI9I7A 
SEPT 43 
C-63/ASQ-3A AN/ASQ~3A 


CONTROL UNIT? CONFIDENTIAL 
INCLUDES ON-OFF SWITCH, AMPLITUDE CON- 
TROL, FREQUENCY SELECTOR SWITCH, BALANC- 
ING ADJUSTHENTS, AND IWDICATOR DIALS. 


8/28/43 Cur 
SEPT 43 


C-68/APA-12 ANZAPA-12, 13 

CONTROL UNIT? RESTRICTED 
INCLUDES DOUBLE WAFER ROTARY SWiTCH FOR 
ADJUSTING THE SECTOR SCAN ANO SECTOR 
WIOTH JIN ANY INTEGRAL MULTIPLE OF 30° 
BETHEEN 60° AND 330° AND WAFER ROTARY 
"ON-OFF" SWITCH FOR SELECTING SECTOR 
SCANNING OR CONTINUOUS ROTATION OF 
9421443 CPR: 
OEC..44 CAPP3 


C-68/APA-12 
ANTENNA UNIT. THE CONTACTS ARE ORIJENTAT- 
EO SUCH THAT THE SMALLEST FORAARD SCAN 
WILL BE *15°. ALSO INCLUDES A 16 TERMINAL 
CONNECTOR. 


C-69/ALAS2 AN/AIA=2 

MASTER CONTROL UNITS RESTRICTED 
INCLUDES 9 SWITCHES WHICH WILL CONNECT 
THE OUTPUTS OF UP TO 9 RADIO RECEIVERS 
TO ASSOCIATED JACK BOXES;AN ISOLATION 
AMPLIFIER TO PREVENT CROSS TALK; TWO 
HEADSET JACKS; ONE MICROPHONE JACK: A 
THREE POSITION ROTARY SWITCH FOR "ICS", 
9/28/43 CTE: 

FEB. 44 CZL: 


"MHF, AND "VHF"; & A C-69/A1A-2 
SWITCH TO CONNECT THE SYSTEM FOR "VHF® 
TRANSMISSION. WITH CONTROL SWITCH SET 
"ICS" & MICROPHONE SHITCH PRESSED-TO-TALK 
ALL CONTROL UNITS ARE AUTONATICALLY 
THROWN ON "ICS". DIMENSIONS 9 3/8" X 
713/16" x 3 3/8". 


C-69A/AILA-2A AN/AIA-2A8 BUAER M-661 
MASTER CONTROL UNIT: RESTRICTED 
IN- 


CLUDES (1) 9 TOGGLE SWITCHES TO PROVIDE 
PILOT, CO-PILOT AND RADIO OPERATOR WITH 
INDIVIOUAL SELECTION OF ANY OWE OR ANY 
COMBINATION OF 9 RADIO RECEIVER OUTPUTS; 
(2) ROTARY SWITCH TO SELECT AND CONTROL 
8/29/44 CLL: BUAERTE-9S5 
DEC, 44 CTE: €-956 


C-GSA/ATA-2A 
VOICE TRANSMISSION OVER ANY ONE OF 3 
RADIO TRANSMITTERS & AM-40/AIC; (3) 
VOLUME CONTROL; (4) RANGE SWITCH TO SE- 
LECT "RANGE", "VOICE", OR "BOTH"; (5) 
TOSGLE SWITCH TO CONTROL TRANSMISSION 
OVER THE VHF TRANSMITTER BY CREW MEMBERS. 
INPUT: 12¥ DC, 250¥ DC. INTERCHANGEABLE 
WITH AND SUPERSEDES C-69/AIA-2, PART OF: 
AN/ALA=2A, 


C-70/AlA-2 AN/ALA-2 

STATION CONTROL UNIT: RESTRICTED 
INCLUDES TWO 12 PIN RECEPTACLES FOR CON- 
NECTION TO JUNCTION BOX J-36/AIA-2 & AN- 
OTHER STATION CONTROL UNIT; AUDIO VOLUME 
CONTROL; MICROPHONE & HEADPHONE JACKS: 
26V¥ DC CONTROL RELAY (WHICH AUTOMATICALLY 
CONNECTS UNIT TO "ICS" WHEN ANY OTHER 
9/28/43 CTE: 

FEB, 44 CZL: 


OPERATOR SET ON "ICS" HAS C-7O/AIA-2 
PRESSED TO TALK) ; & 3 POSITION CONTROL 
SWITCH, MARKED "ICS CREW", "ICS ALL" & 
"RADIO. WITH CONTROL SWITCH SET AT 

"ICS ALL" & MICROPHONE SWITCH PRESSED TO 
TALK, ALL CONTROL UNITS ARE AUTOMATICALL 
THROWN ON "ICS"; WHEN ON "ICS CREW" ONLY 
STATION CONTROL UNITS ARE AFFECTED. 
OIMENSIONS 9 5/16" X 4 7/8" xX 3 3/8", 


C~70A/ATA-2A  AN/AIA~24 BUAER M-661 
STATION CONTROL UNIT? RESTRICTED 
STATION CONTROL UNIT (STATION BOX) IN- 
CLUDES (1) ONE ROTARY SWITCH TO SELECT 
AND CONTROL VOICE TRANSMISSION OVER 
INTERPHONE AMPLIFIER ANO VHF TRANSMITTER, 
THUS PROVIDING INTERPHONE COMMUNICATION 
TO ALL CREW MEMBERS OR TO CREW MEMBERS 
8/30/44 C2L: BUAERSE-951 
JAN. 45° CTE: —-954 


OTHER THAN THE PILOT. C-70A/ALA=2A 
CO-PILOT AND RADIO OPERATOR. (2) ONE 
INTERPHONE VOLUME CONTROL, (3) ONE RADIO 
LEVEC VOLUME CONTROL. POWER SUPPLY: 28V 
OC AT 0.1} AMP. DIMENSIONS: 9 5/76" X 

§ 3/8" xX 3 3/8", WT: 1.93 L8S. INTER- 
CHANSEA3LE WITH AND SUPERSEDES 
C-7O/A1A-2,. PART OF: AN/AIA-2A. NOQAS 
3555 BENDIX AVIATION CORP. NOAS 3535 


MEUAGHAR® | SANHIACTRAERA, 
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C-TOB/ASA-2 = AM/ATA-2A = BUAER' 9138 
STATION CONTROL UNIT? RESTRICTED 
METAL CONTROL BOX, SIZE WITH PLUGS 
47/8" X 9 5/16" X 3 3/8". CONTAINS 
RECEPTACLES FOR CONNECTION TO JUNCTION 
BOX AND ANOTHER STATION CONTROL BOX. HAS 
A STEP TYPE VOLUME CONTROL FOR ICS AND A 
CONTINUOUSLY VARIABLE RADIO LEVEL CON- 
8/30/44 C2L: 

SEPT. 44 CIE: 


0-708 /AtA-2 
TROL. ALSO HAS MICROPHONE AND HEADPHONE 
JACKS. RELAY SWITCHES VOLUME CONTROL. 
PART OF AH/AIA-2A. 


REQUIRES 26¥ DC. AT 0/4 
AMP. FOR RELAY. SIMILAR TO C~70A/ANA-2A 
EXCEPT FOR VOLUME CONTROL AND IMPROVE- 
MENTS. 


C-73/APS-2F AN/APS -2F 

CONTROL UNIT? CONFIDENTIAL 
CONTAINS SWITCHING PROVISIONS FOR SECTOR 
SCAN ASSEMBLY AN/APA-12 OR AN/APA-13, 
PrAnTOm TARGET. PZ UMUTH 

STABILIZATION ASScMBLY AN/APA-#4 AND 

VAL T-SIASILAZAI ION ASSEBLT AN/SAPA-1S. 
ALSU CUSFAENS AFC POlENTIOMETER, AFC 
10/14/43 CPR: 

MoV. 43 


C-73/APS-2F 
MANUAL SWITCH AND ZERO SET MAGNESYN UNIT 
FOR AZIMUTH STABILIZATION ASSEMBLY 
AMJAPA-14 


C-74/APS-T1 aM/aPs-Ti 

TILT CONTROL? 

IRCLUDES RELAYS & MOTOR WITH GANGED PO- 
TENTIOMETER WHICH AFFECT THE OPERATION 
OF ASSOCIATED GATES IN MODULATOR 
MD-14/APS-TI. MOUNTS $N CONSOLE CABINET 
CY-S9/APS-T1. 


10/23/43 CEX: 
JULY 44 


C-75/APS-TI aN/APS-Tt 

CONTROL UNIT: CONFIDENTIAL 
INCLUDES MAIN CONTROLS FOR OPERAS ION OF 
EQUIPMENT AND CONTROLS FOR INTRODUCING 
WIND DRIFT, COMPASS COURSE & AIR SPEED 
INTO OPERATION OF MAP CARRIAGE 
MX-46/APS-TH. 


10/23/43 CLP: 
oct. 43 


C-85/APT-3 AN/APT-3 

CONTROL UNITS: RESTRICTED 
CONTROL UXT CONSISTS OF ON-OFF POWER 
SWiTCH, MODULATION INDICATING LAMP AND 
AMPHENOL PLUG 97-5105-20-4P FOR CONNECT- 
ING DIRECTLY TO PANEL OF RADAR TRANS- 
MITTER T-27/APT-3. APPROX, SIZE 1 1/2" X 
2:172" X 4" OVERALL. PART OF RADAR SET 
11/23/43 CGM: 

WOV. 43 


C-BS/APT-3 
AW/APT-3 AND AN/SPT-3. USED BY WAVY ONLY 


MESES BAAARATTAAL 
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C-87/ART-43 = AN/ART-43 

CONTROL UNIT: RESTRICTED 
PILOTS CONTROL UNIT CONSISTING OF: 
CHANNEL SELECTOR SWITCH, EMISSION SE- 
LECTOR SWITCH (CW, MCW, VOICE, OR OFF), 
MICROPHONE JACK, TELEGRAPH KEY, PLUG FOR 
CABLE TO TRANSMITTER T-47/ART-13 AND 
INDICATOR LAMP. SIZE 3 3/8" X 3 14/16" X 
12/7/43 COLSSEAN~1 COLZKEI33C 
SEPT. 44 


C-SIZATA-2 
OF SNTERPHONE RADIO CONTROL ASSEMBLY 
ANJAUA~26 


C-87/ART-13 C-92/APA-5 AN/APA-S CONFIDENTIAL 
RANGE TRACKING UNIT? 
CONTAINS TRACKING CONTROL, POSITION CON- 
TROL AND ALL OTHER CONTROLS MANIPULATED 
BY BONBARDIER OURING THE BOKGING RUN. THE 
SIZE 4S APPROX.6 5/8" X 5 144" X 4 174" 
AND THE 4T. APPROX. 2 3/4 LBS. PART OF 
SNDICATOR EQUIPMENT ANJSAPA-5, 
12/28/43 CFN:ML-300790- 


6 1/4". WEIGHT 1.4 LBS. 


JAN. 45 
C-8E/ART-13 ANSART-43 C-94/MPN-1A AN/APN-1A 
POWER CONTROL UNIT3- RESTRICTED CONTROL UNIT: RESTRICTED 


CONTAINS STARTING RELAY AND A BAROMETRIC 


FRONT PANEL AND ANGLE FRAME COnwSSRUCTION. 
SWITCH WHICH AUTOMATICALLY REDUCES THE 


CONTAINS THE NECESSARY METERING CIRCUITS 


OUTPUT FROM 1150 V TO 750 V WHEN ALTITUDE FOR THE TRANSMITTER TUBES, CHANNEL A & B 
#S REACHED WHERE PRESSURE tS LESS THAN SWITCHING CONTROL, INTERLOCK AND OVER- 
10.72" MERCURY. CONSISTS OF BOX TO PRO- LOAD RELAYS, AND START-STOP SWITCHES FOR 
VIDE MOUNTING FOR DYNAMOTOR DY-11/ART-15 THE RADIO SET. DIMENSIONS 197 X 8 3/4" X 
12/7/43 COL: COLSK35S2E V/9/44 CRR:” CRRz ARIG223-1 


JAN, 44 MAR, 44 


C-8B/ART-43 
COR DY-IZ2/ART-13) WETH THE FOLLOWING EX- 
TERNAL PROVISIONS: 1 AMP (250 V) FUSE, 
DYNAMOTOR INPUT RECEPTACLE. AND DYNAMOTOF 
OUTPUT RECEPTACLE, DiNcnSIONSs 3 1/4" X 
6 7/8" X Vl 4/8" WEIGHING 8.5 LBS. 
WAVY MODEL 23333 OF NAVY HODEL ATC. 


C-94/RPN-TA 
20 1/2". POWER INPUT: T17 V. AC, 50/60~. 
SIMILAR FO BUT NOT INTERCHANGEABLE WITH 
CONTROL BOX C-6I/HPN-1, 


CANCELLED 


C=89/APA-5 AN/APA-5S 

CONTROL BOX: CONFIDENTIAL 
CONTAINS AUTOMATIC COMPUTER CIRCUITS TO 
SET IN SLANT-RELEASE RANGE, ON-OFF 
SWITCH, CONSTANT-SPEED MOTOR WHICH 
DRIVES RATE POTENTIOMETER & 2 PHASE 60 
CYCLE ALTERNATOR TO SUPPLY VOLTAGE TO 
AUTOMATIC COMPUTER, AND ALL OTHER CON- 
92/21/43 CEN3300791-1 
WAR. 435A 


C-95/MPN-1A AN/HPN-1A 

OBSERVER’S CONTROL BOX: 

BOX CONSTRUCTION. CONTAINS THE NECESSARY 
CIRCUITS TO SUPPLY AUDIO AND MICROPHONE 
OUTLETS TO THE WINDOW OBSERVER IN PARL~ 
LEL WITH THE CONTROLLER'S CIRCUIT. 
ARRANGED SO THAT THE OBSERVER CAN EXER- 
CISE PRIORITY OVER THE CONTROLLER §N THE 
W/S/44 CRR: 
MAR. 44 


C-B89/APA-5 
TROLS NOT OPERATED DURING BOMBING RUN 
ExCerT TnOSE ON INDICATOR. CONTAINS 
1-6AG7, 3-6AGS AND 5-6SL7GT VACUUM TUBES, 
SIZE 1S APPROX. 20 3/8" X 12 3/8" X 
@ 3/8" AND WEIGTH IS APPROX. 38 LBS. 
PART OF INDICATOR EQUIPMENT AN/APA-5, 


C-9S/NPN-TA 
OPERATION OF THE COMMUNICATION TRANS- 
MITTER. ALSO CONTAINS SWITCH FOR CON- 
NECTION TO INTERPHONE COMMUNICATION 
SYSTEM. DIMENSIONS: 3" X 6" X 6". POWER 
OUTPUT: 12 V DC. 


C-90/APA-5 = AN/APA-5 RESTRICTED C-101/ARD-~3 AN/ARD-3 RE 13A860A 
ANTENNA CONTROL BOX: 


' CONTROL BOX: RESTRICTED 
CON TALUS, SELECTOR. SHAT CHLT OU CONTROL INCLUDES SWITCHES AND FUSES FOR CONTROLL- 
ROTARY OR SECTOR SCAN OF ANTENNA, TO BE 

ING POWER SUPPLY TO RECEIVER R-67/ARD-3 
PLACED ADJACENT TO RAOAR OPERATOR IN 

. ' AND ANTENNA POSITION INDICATING ASSEMBLY 

PLANE. SIZE APPROX. 3 5/8" X 2 5/8" X RET TAP RE SeU ALSO LHCLUBLS PROT TOT ONG 
2.1/2" AND WT. 1S APPROX. 8/4 POUND. Eda Se idiaico LACEY relen 

FOR MOUNTING TRANSFORMER WHICH IS A PART 
OF 10-61/APA-24, 


12/21/43 CFNsML-300800-1 2/7/44 > ~— CAKS: 


MAR, 45 FEB. 44 
C-91/ASA-2 ANJALA-2 Noas-2340 *C-1027ARR-2 AN/ARR-2 
CONTROL BOX: RESTRICTED CONTROL BOX: 


CONTAINS TWO CONTROLS FOR SENSITIVITY 
CONTROL FOR TWO RANGE RECEIVERS AND TWO 
ON-OFF SWITCHES FOR TWO MARKER BEACON 
RECEIVERS OF RADIO RECEIVING EQUIPHENT 
AK/ARN-8 TYPE. DESIGNED TO MOUNT ON 


CONTAINS TWO POSITION SWITCH MARKED 
"PILOT" AND “OBSERVER” FOR TRANSFER OF 
CONTROL OF *R-3/ARR=-2 ANS *C~36/ARR=2X 
OR *C-37/ARR~2A FROM PILOT TO OBSERVER 
AND VICE VERSA. INCLUDES 8~CONTACT RE- 


THROTTLE QUADRANT OF PB AIRCRAFT. PART CEPTACLE A.ReC. NOw 64138 FOR CONNECTION 
12/18/43 C2L: 2/8/44 
DEC. 43 FEB. 44 

ee care | MAWRAGTRSS | RANHRATTIREA | 


CONFIDENTIAL NAVSHIPS 900,109 
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@c_102 /ARR-2 
TO R-3/ARR~2X OR R~4/ARR-2, 8-CONTACT 
RECEPTACLED FOR CONNECTION TO C-~36/ARR~ 
2X OR C~37/ARR-2A ON THE LOWER SIDE; OW 
LEFT SIDE HAS TWO 8-CONTACT RECEPTACLES 
FOR CONNECTION TO PILOTS CONTROL BOX AND 
ON RIGHT SIDE TWO 8-CONTACT RECEPTACLES 
FOR CONNECTING OBSERVERS CONTROL BOX. 
SIZE 3 3/8"XS 1S/52°X35". WT. APPROX. 
1.25 LBSe FITS MIG. PLATE *HT-4/ARR-2, 


C-106/APA-16 AW/APA-16 

CONTROL UNIT: CONFIDENTIAL 
CONTAINS AN ELECTRICAL COMPUTER FOR 
AUTOMATICALLY DETERMING BOMB RELEASE 
POINTS AND THE NECESSARY CALIBRATING AND 
ADJUSTMENT CONTROLS, POWER OBTAINED FROM 
RANGE MARKER UNIT SW-12/APA-86. INCLUD- 
ES AM OUTLET PLUG FOR SUPPLYING 115V AC, 
2/21/44 Cusx66i728 CusdXXx-48 1930 
MAY 44 


C-106/APA-16 
400 TO 1800~ TO A TS-102/AP CALIBRATOR. 
WT. APPROX. 11 1/2 LB. MOUNTS ON MOUNT- 
ING BASE MT-209/APA7I6. SIMILAR TO CON- 
TROL UNIT C-6/APQ-5 EXCEPT INCLUDES 
CALIBRATING CONTROLS. 


C-114/APX AN/APX-2 BU AER:9B80-SK 
PILOT CONTROL UNIT: CONF IDENTSAL 
CONTAINS S POSITION MASTER SWITCH WHICH 
CONTROLS 26¥ DC AND 135V AC POWER TO 
EQUIPMENT. ALSO SELECTS WARIOUS OPER- 
ATIONAL FUNCTIONS, 3 POS?tTION "G" BAND 
CONTROL SWITCH, 3 POSITION INTERROGATOR 
CONTROL SWITCH, GAIN CONTROL, 6 
3/8/44 Cuz: CHZsa-3091 
JULY 44 


C-114/APX 
DESTRUCTOR SWITCH. SAME AS C-S7/APX-2 
EXCEPT AOAPTED FOR MOUNTING ON CONTROL 
PANE OF AIRCRAFT. PER BU AER SPEC. 
EP-133. SIZE 4 $42" X 67 X 35". 


C-TISSARC-4 AR/ARC-1 

CONTROL UNIT: RESTRICTED 
FOR CONTROLLING TRANSMITTER-RECEIVER 
RT-18/ARC-1. HAS 9-POSITION ROTARY 
FREQUENCY SELECTOR SWITCH, 35-POSITION 
ROTARY SWITCH FOR SELECTING MAIN OR 
GUARD CHANNELS OR FOR MONITORING BOTH, 
AND INCLUDES AN-3102-20-1P RECEPTACLE 
3/14/46 CW 

APR. 44 


C-FISSARC-1 
FOR CONNECTION TO TRANSNITTER-RECEIVER 
RT-18/ARC-1, ALL HOUNTED ON A PANEL 
2.174" X 6" AND DESIGNED TO MOUNT 8H 
CONTROL PANEL OF AIRCRAFT. ELECTRICALLY 
EQUIVALENT TO C-45/ARC-1 EXCEPT FOR 
OMISSION OF ON-OFF POWER SWITCH. DI- 
MENSIONS 6" X 2 444" X 6 9/52". WEIGHT 
1 POUND. 


HC-TEG/ARR-2A BAN/ARR-2A 

CONTROL UNITS RESTRICTED 
FOR CONTROLLING @AN/ARR-2A OR BAN/ARR-2AX 
EQUIPMENT. HAS SENSITIVITY CONTROL, 
COMBINED VOICE-NAY AND PITCH (BFO) CON- 
TROL. G-POSITION CHANNEL SELECTOR 
SWITCH AND AN/3102-20-27P, POS 8 RECP- 
TACLE ALL MOUNTED ON A PANEL 

3/14/44 Cie -1d2442 Cw sESO-990783 
ROV. 44 


NAVSHIPS 900,109 
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RO-TTG/ARR-ZA 
2 1/4" X 6" DESIGNED FOR MOUNTING ON 
CONTROL PANEL OF AIRCRAFT, 
WITH ONE Pius AN-3106-20-27S, POSITION 
8, AND ONE CA3LE CLAMP AN-3057-1f2. 
ELECTRICALLY EQUIVALENT TO CONTROL UNIT 
WC-35/ARR-2A EXCEPT FOR OMISSION OF 
WEADSET JACK, DIMENSIONS 6” X 21/4" X 
6 8$/2™. WEIGHT 0.9 POUNDS. 


C-119/APX 
CONTROL UNIT: RESTRICTED 
CONTROL UNIT FOR USE ON INSTRUMENT BOARD 
CONSISTS OF TOSGLE SWITCH ("G" BAND) 8 
POS. ROTARY SWITCH (CODE SELECTOR) PUSH 
BUTTON SWITCH CAU0IO TEST), TOGGLE 
SWITCH (DESTRUCTOR), PHONE JACK AND A 
RECEPTACLE AN~3102-22-30°, WITH 
3/27/44 BU AER E-307 
BPR. 45 


AW/APX=1 


C-179/APX 
AN~3106-22-30S PLUG. MOUNTED OR STANDARD 
2 UNIT CONSOL PANEL. SIZE: 2 1/4" xX 6". 


C-899ASAPX-0 = ANSAPX-18 
CONTROL UNITS RESTRICTED 
CONTROL UNIT FOR USE ON fNSTRUMENT CON- 
SOLE BOARD. CONSISTS OF: TOGGLE SWITCH 
FOR "G" BAND AND TN-TOS/APX; EIGHT 
POSITION ROTARY SWITCH FOR CODE SELECTOR, 
DESTRUCTOR SWITCH. PHONE JACK, AND A RE- 
CEPTACLE AN-3102-°22-30P WITH AN-3106-22- 
4723745) CHZ: 

APR. 45A 948 


C-TTQASAPX-1 
30S PLUG. MOUNTED ON STANDARD TWO UNST 
CONSOLE PANEL: 2 1/4" X 6". PART OF 
ANJAPX-2B8. SiMILAR TO C-1IS/APX-1I EXCEPT 
THAT “G" BAND TOGGLE SWITCH 1S MOOIFIED 
TO ALSO GIVE CONTROL OF TUNING UNIT 
TM-1O3/APX. 


C-120/GPS-Tt AN/GPS-T1 
CONTROL PANEL: 

MOUNTS THE CONTROLS FOR WIND VELOCITY, 
WIND DIRECTION AIRCRAFT COURSE. SPEED, 
WEIGHT-RAMGE, IFF AND FADE. ALSO HAS A 
BrARING TNOICATOR, SIZE APPROX, 6” X 28" 
ALSO INCLUDES SWITCHES FOR 110 ¥, SUPPLY 
TO OSCILLATOR O-21/GPS-TI AND TO 

3/27/44 

JULY 44 


RESTRICTED 


C-120/GPS-¥1 
RECTIFIER POWER UNIT PP-83/GPS-TI. ALSO 
UNCLUDES SERVICE AOJUSTMENTS FOR 
SIMULATOR UNIT HX-169/GPS-T1, 


c-121/aPp 
CONTROL BOX: RESTRICTED 
CONTROL BOX CONTAINING 1} RED (MINIMUM) 
AND 1 GREEN LIGHT (SEARCH) TO INDICATE 
EXTENT OF ATTENUATION, PUSH BUTTON FOR 
SETTING THE EQUIPMENT IN MOTION AND 
ON-OFF SWITCH, ALSO INCLUDES 2 "AM" RE- 
CEPTACLE AN-3106-14S5-5S AND 
3/24/44 CAKX: CAKX318-589 
WAR. 44 


AM /APA-22 


peachy FIRST ASSIGNED FOR | On APE RROXHISH | 


FURNTSHEC 


C-321 /aP 
AW-3102-14S-1P. WT. | LB. 1 0Z. SIZE 5% 
X 2 2/s6" x 4 7/8". 


C-122/APS-4 an/APS—4 
CONTROL UNITS: CONFIDENT Tat 
INCLUDES POWER SWITCH (OFF, HULD 3 HIN., 
RUN) SCANNER TILT DIAL (-30° TO #109), 
RADAR BEACON SWITCH, RANGE SWITCH, 
(4,20,50,100 & 180 NAUT. MILES (BEACON 
ONLY), SEARCH INTERCEPT SWITCH, RECEIVER 
GAIN CONTROL, TARGET ALARM, MANUAL CEN- 
3/24/44 BUR. AERO SPEC. 

JAN. 45 WAVAER-EP-133 


TERING POTENTIOMETER FOR C-122/APS-4 
AFC SYSTEM, SUPPLIED WtTH AN-3102-28-16P 
RECEPTACLE AND AN-3106-28-16S PLUG FOR 
ATTACHMENT TO A CABLE FROM JUNCTION BOX 
J-S/JAPS+4 OR J-B4/APS-*4. SWITCHES, PARTS 
AND CONTROL WILL BE MOUNTED ON A § UNIT 
PANEL (6" X 5 5/8"). SUMILAR TO 
C-12A/APS-4 EXCEPT FOR MOUNTING ON STD. 
AIRCRAFT CONSOLE CONTROL PANEL. 


C-123/ARC-5 WAV AER EP-133 
CONTROL PANEL: RESTRICTED 
THIS UNIT CONSISTS OF A STANDARD 2 UNIT 
CONSOLE PANEL 2 1/4" X 6" ON WHICH IS 
MOUNTED ONE 4 POSITION SELECTION SWITCH 
FOR VHF TRANSMITTER AND RECEIVER CHANNEL’ 
€A.8,C,0 POSITION). INCLUDES A 4 PIN 
TYPE AN-3106-20-27S PLUG. 
arsed 
APR. 44 


AN/ARC-5 


C-1247ART-15  ANZART-13 RESIRICTED 
CONTRO. PANE. WAVAERSEP-153 
THIS UNIT CONSISTS OF STD. 2 Unit. COn- 
SOLE PANE@. ON WHICH IS MOUNTED 11 
POSITION SWITCH FOR SELECTING ANY ONE OF 
11 CHANNE@.S OF XMTR AND 1-ON-OFF tNDi- 
CATOR LIGHT. DIMENSIONS 2 174" X 6", 


34307448 
APR. 44 


C-t25/4RE-5 
CONTROL PANEL 
CONTROL PANEL FOR AN/ARC-S¢ THES UNIT 
CONStST AT A STD 3 UNIT CONSOLE PANEL 
3.378" X 6" ON WHICH MOUNTS A CRANK 
TYPE GEAR TUNING CONTROL FOR AN/ARC-5 
RECEIVER UNIT AND CONNECTING LINKAGE, A 
VARIABLE RECEIVER SENSITIVITY CONTROL, 


AN/ARC-5 RESTRICTED 


3/30/44 CBYs NAVAERS 
APR. 44 EP-133 
C-82S/ARC-5 


AMD A 8 PIN ARC TYPE 46418 RECEPTACLE. 
PART OF AN/ARC-S SSMILAR TO C-26/ARC-5. 


C-126/ARC . GEN. USE 
CONTROL PANES 

COMPOSITE TRANSMITTOR SELECTOR AND RE- 
CEIVER MIXING PANEL; UNIT CONSISTS OF a 
STANDARD 3 UNIT CONSOLE PANEL. ON WHICH 
1S MOUNTED A 3 POSITION SwITCH (2 FOR 
TRANSMITTER SELECTION, 1 FOR INTERCOM. 


SYSTEM) 2 LIMITED RANGE HLF. SENSITIVITY 
3/30/44 


APR. 44 


MAYVAERSEP-433 


MOTE SATE 


CONFIDENTIAL 
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* RAL FIRST ASSIGNED FOR | AVY DBAWING 
C-T2EfART 


CONTROLS AND 3 GH-OFF AUDIO SWITCHES FOR 
RECEIVERS, ALSO INCLUDES ONE AN-3102-22- 
34P RECEPTACLE ANO ONE AN~3t06-22-84S 
PLUG... PANEL DIMENSIONS, 3 3/8" X 6". FOR 
USE IN VTB, VSB, AHD VF AIRCRAFT. 


C-1277ARC GEN. USE NAVAERS 
CONTROL PANEL Ep-133 

CONTROL PANES. - THIS UNIT CONSISTS OF A 
STD. 2 UNIT CONSOLE PANEW. ON WHICH IS 
MOUNTED A MASTER AUDIO VOLUME CONTROL ANC 
A MASTER RADIO SWITCH, INCLUOES ONE 
AN-$102-+20-8P RECEPTACLE AND OWE AN-31306 
20-8S PLUG. FOR USE WITH NAYY SYSTEHS, 
3/5044 

APR. 44 


C-9277ARC 
VIB, VSB, AND VF. DIMENSIONS 2 1/4" X 6%. 


C-TST/AR ARZARC-5 
SELECTOR UNIT? 

A UNIT FOR PILOT SELECTION OF ANY ONE OF 
SIX PRE-SELECTEO FREQUENCY CHANNELS. 
CONSISTS OF A SELECTOR UNIT FOR COUPLING 
TO THE CONTROLLED DEVICE AND A SIX 
POSITION REMOTE CONTROL SWITCH. USED 
WITH AN¢ZARC-5 ANDO NAVY MODEL ARA. FIRST 
4/14/44 CANES 

SEPT. 44 


C-431/A8R 
PROCURED ON CONTRACT NOas 1674. FOR SELF 
WINDING CLOCK CO. 205 WILLOUGHBY AVE. 
BROOKLYN. N.Y. 


C-TSTALAR AN/ARC-5 

SELECTOR UNITS 

SELECTOR UNIT = A UNIT FOR PILOT SELEC- 
TION OF ANY OME OF SIX PRE-SELECTED FRE- 
QUENCY CHANNELS. CONSISTS OF A SELECTOR 
UuIT FOR COUPLING TO THE CONTROLLED DE- 
VICE AND A SIX POSITION REMOTE CONTROL 
SWITCH WITH A MULTIPLE CONDUCTOR CABLE 
1416/45 CANE 

JAN. 485 


C-TSTAZAR 

WITH PLUG FOR CONNECTION TO RECEPTACLE 
ON SELECTOR UNIT. USED WITH RADIO EQuUIP- 
MENT AN/ARC*5. SAME AS C-834/AR EXCEPT 
SUBSTITUTES AN ELECTRICAL GOVERNOR IN- 
STEAD OF A MECHANICAL CLUTCH WHICH AL- 
LOWS UNLIMEtTED FREQUENCY CHANNEL SELEC- 
TUOM. FIRST PROCURED ON NOas-4982. 


C=135/ARCo4 ANZARC-4 NAVAER-EP-133 
CONTROL PANEL: . RESTRICTED 
CONTROL PANEL - 2 UNIT STANDARD CONTROL 
ON WHICH @S MOUNTED A 4 POSITION SELECT- 
OR SWITCH FOR SELECTING 4 VHF TRANS-REC 
CHANNELS OF THE AN/ARC-4 TRANS-REC AND A 
3 POSITION SWITCH FOR SELECTING RECEIVER 
CHANNELS - PLANE TO PLANE, PLANE TO 
4421044 
APR. 44 
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C-1337ARC-4 
GROUND. PLAHE TO PLANE WITH PLAHE TO 
GROURO. SUHILAR TO BUT HOT SNUTERCHANGE - 
ABLE WITH C-5I/ARC-4 OR C-H2/ARC-4. 


C-T37/ARC WAVER-EP-133 
CONTROL PANEL: 

COMPOSITE TRANS. SELECTOR & RECEIVER 
MIXING PANEL, THIS UNIT COKXSISTS OF A 
STD. 3 UNIT CONSOLE PANEL ON WHICH US 
MOUNTED 3 POSITION SWITCH (2 XMTR. 
SELECTION & 1-1CS) ONE LIMITED RANGE 
H.F. SENSITIVITY CONTROL & 2 ON-OFF 
5/4/44 
MAY 44 


C-137/ART 
SWITCHES FOR RECEIVERS AND 1 AN-3102-22- 
14P RECEPTACLE AND | AN3106-22-14S PLUG 
GENERAL PURPOSE SYSTEM CONTROL FOR VIB, 
VSB, AND VE ASRCRAFT. 


\ 

C-138/AXS-1 AN /AXS~1 
AMPLIFIER-CONTROL UNIT: CONFIDENTIAL 
MASTER CONTROL UNIT TO CONTROL CAMERA 
ADJUSTMENTS ANO TO CONTROL LEVELS OF 
OUTPUT VOLTAGE FED TO VIDEO TRANSMITTER 
ALSO CONTROLS SWITCHING OF CONVERSION 
UNIT PH-536/AXS-1 OR PH-537/AXS-1 ANO 
MONITOR SWITCHING (BOTH CONVERSION UNITS 
5/4/44 
MAY 44 


C-138/AXS-1 
& INPUT & OUTPUT OF VIDEO TRANSMITTER). 
INCLUDES AMPLIFIER CIRCUIT FOR AMPLIFYING 
AND CONTROLLING GAIN OF THE OUTPUT OF 
CONVERSION UNIT PH-536/AXS-1 OR 
PH-537/AXS-1, ALSO MIXES SYNCHRONIZING 
SIGNAL FROM SYNCHRONIZING GENERATOR WITH 
CONVERSION UNIT OUTPUT. 


C-145/APG ANJAPG-4 RESTRICTED 
CONTROL BOX: 

PANEL AND CONTROL BOX CONSISTING OF "ON- 
OFF™ COMZiNED RADIO SILENCE AND SAFETY 
SWITCHES AND BUFFER RELAY. ALSO INCLUDES 
TWO INDICATOR LIGHTS, RED AND AMBER--RED 
TO INDICATE EQUIPMENT IS IN FULL OPERAT- 
(ON & AMBER TO INDICATE A RELEASE, 
5/6/44 

OCT. 44 


SUPPLIED C-1417APG 
WITH ASSOCIATED CONNECTORS AND CABLE 
CLAMPS. USED WITH BUT NOT PART OF 
ANSAPG-4. : 


C+ 41A/APG AN/APG~4 RESTRICTED 
CONTROL BOX: 

CONTROL BOX CONSISTING OF "ON-OFF" COM- 
BINEO RADIO SILENCE AND SAFETY SWITCHES 
AND BUFFER D.P.S.T. RELAY. ALSO INCLUDES 
TWO INDICATOR LIGHTS, RED AND AMBER--RED 
TO INDICATE EQUIPMENT 1S IN FULL OPERAT- 
10N & AMBER TO INDICATE A RELEASE, 
5/6/44 , 

OCT..444 


ASSIGNED 
IssuED 


C-147a/ APG 
SUPPLIED WITH ASSOCIATED CONNECTORS AND 
CABLE CLAMPS. USED WITH BUT NOT PART OF 
AN/APG-4. DESIGNED FOR MOUNTING ON PANEL 
OF SA-28/APG, SIZE 3 UNITS ¢ 3 3/8" X 
6"). SIMILAR TO AND WILL REPLACE 
C-141/APG. 


C-148/APA~30 AN/APA-30 

CONTROL UNITS: CONFIDENTIAL 
CONTAINS OPERATIONAL CONTROLS AS FOLLOWS: 
POWER SWITCH, START SWITCH FOR TRACKING 
MOTOR IN SERVO SIGHT UNIT CK-I9/APA-30, 
SLEW SWITCH CIN, OFF, OUT USED TO GIVE 
FASTER DISPLACEMENT CORRECTION) AND 
TRACKING KNOBS. SIZE APPROX. 4 3/4" X 
$/20/44 

MAY 44 


C-1468/APA-30 
5 3/4" X 5S". WT. 5 LBS, INPUT: tI5V/10/ 
400-2400~ @ I10W: & 26¥ DC @ 25W. MOUNTS 
ON MOUNTING PLATE MT-271/APA-30 BY MEANS 
OF SNAP SLIDES. 


C-151/APS-15A AN/APS-T5A 
CONTROL UNITS CONFIDENTIAL 
A CONTROL UNIT AUXILIARY TO THE RECEIVER- 
INDICATOR R-78/APS-15A. PROVIDES ALL . 
CONTRULS FOR ANTENNA ASSEMBLY AS-18/APS 
SUCH AS SECTOR SCAN, AZIMUTH & TILT 
STABILIZATION, ETC; ALSO INCLUDES 21- 
POSITION SEARCH-BEACON SWEEP DELAY 
6/14/44 CPR: CPR3SLO0-1303 
AUG. 44 


C-T5I/APS-15A 
SWITCH FOR RANGE UNIT CP-11/APS-I5A. 
FITS MOUNTING BASE MT-1235/APS-35 OR 
MT-I74/APS-2F. SIMILAR TO BUT NOT INTER- 
CHANGEABLE WITH C-33/APS-05 AND 
C-33A/APS-15. HAS CIRCUIT CHANGES TO 
ADAPT #T FOR USE WITH RE-14/APA-14A, 


‘ 


C-154/TPS-1B 

CONTROL BOX: CONFIDENTIAL 
CONTAINS VARIACS, SWITCHES, RELAYS AND 
FUSES FOR CONTROLLING THE POWER SUPPLIES 
TO THE VARIOUS PARTS OF THE RADAR UNDER 
TEST AND A TRIGGER CIRCUIT FOR PROVIDING 
TRIGGER PULSES FOR THE SWEEP AND RANGE 
MARKER OF THE RADAR WITHOUT USING THE 
6/50/44 Cwrx66512C CWsBXX-409783 
ROV. 44 


C-154/TPS-18 
RADAR TRANSMITTER. POWER SUPPLY 115V/16/ 
400~ & 27 V DC, SIZE 17 5/8" X 12 3/4" x 
18 3/4". WI. APPROX. 80 LBS. 


C-I56/ARC-18 AN/ARC-18 

CONTROL UNIT: RESTRICTED 
INCLUDES A 10 POSITION ROTARY SWITCH FOR 
SELECTING CHANNEL REQUIRED FOR RECEPTION 
AND RETRANSMISSION ON ANY ONE OF TEN 
CHANNELS. ALSO INCLUDES ON-OFF TOGGLE 
SWITCH, FOUR INDICATING LAMPS TO INDI- 
CATE WHICH RECEIVER IS OPERATING ANDO 
7/14/44 D0-152683 BO-43518 

APR. 45 
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C-1S6/ARC-18 

WHICH TRANSMITTER #£S RELAYING, A TWO- 
POSITION SWITCH MARKED “1-OFF-2" FOR 
SELECTING THE DESIRED RT-18/ARC-1, TWO 
AN-3102-20-1P (OWE POS. 4) RECEPTACLES 

FOR CONNECTION TO TWO RT-I8VARC-I. 
AND ONE AN-3102-20-1S TO CONNECT 140 
RE-1SZ7ARC-18, AND MECROPHONE & HEADSET 
JACK. OVERALL SIZE 6 344" X 5 578" X 
3 5/16". WI., 1.9 LBS. 


C-157/AaP 
CONTROL BOX: 
CONTROL BOX CONSISTING OF A METAL 8OX OF 
APPROX. 4" X 4" X 3" CONTAINING FOUR 
POTENTIOMETERS AND A 4 POSITION ROTARY 
SWITCH. PERMAMENTLY INSTALLED IN ANY 
AIRCRAFT. WHEN USED WITH MILLIMETER 
TS-60/U AND PICK-UP ANTENNA ASSEMBLY 
7/80/44 CAGW: 

JULY 44 


ATRBORWKE 


€-157/aP 
AT-168/AP CONTROLS AMOUNT OF CRYSTAL 
CURRENT OUTPUT OF AT-168/AP THAT IS IN 
DICATED ON TS-60/U., THEREBY USED TO 
MEASURE POWER OUTPUT OF RADIO EQUIPMENT. 
MAY BE USED WITH 4-AT-168/AP PICK-UP 
ANTENNA ASSEMGLIES 1F INSTALLED IM ONE 
AIRCRAFT. 


C-16O0/GPS-T&A AN/GPS-TIA 

CONTROL PANEL: 

MOUNTS THE CONTROLS FOR WIND VELOCITY, 
WIND DIRECTION, AIRCRAFT COURSE CLABELED 
"AIRCRAFT TURN"), AIRCRAFT SPEED, HEIGHT 
RANGE, &FF AND FADE. ALSO JNCLUDES LEAD- 
ENG INDICATOR AND SWITCHES FOR 110V. 
SUPPLY TO OSCILLATOR 0-24/GPS-TIA AND 
7126044 

JULY 44 


C-TE0/GPS-TiA 
TO RECTIFIER POWER UNIT PP-1S7/GPS-TIA. 
DIMENSIONS 6" X 19" CAPPROX.). SIMILIAR 
TO CONTROL PANEL C-120/GPS-TI BUT NOT 
UUTERCHANGEABLE. 


C-167/APS-TIA AN/APS-TIA 
TILT CONTROL: 
INCLUDES MOTOR WITH LIMIT SWITCHES 
DRIVING GANGED POTENTIOMETERS. CONTROLS 
“TILT SIMULATION GATES IN MODULATOR 
MO-37/APS-TIA AND SIMULTANEOUSLY 
OPcRATES TILT NETERS IN ASSOCIATED RE- 
CESVER-INOICATORS.MOUNTS IN MODULATOR 
8/4/44 CEX: 
AUG. 44 


C-f67/APS-TlA. 


MD-37/APS-TIA,. SIMILAR TO BUT WOT 
IMCERCHANGEA3LE WITH C-74/APS-TIA. 


C-t6B/APS-T2 ANSAPS-T2 
TILT CONTROL: CONFIDENTIAL 
INCLUDES MOTOR WITH LEMIT SWITCHES DRIV- 
UNG GANGED POTENTIOMETERS AND ALSO Dt- 
RECTION INDICATING RHEOSTAT. CONTROLS 
TILT StMULATION GATES tN MODULATOR 
WO-37/APS-T2 AND SIMULTANEOUSLY OPERATES 
TILT INDICATOR IN SCR-717B OR TILT METER 
8/4044 ORK 
AUG. 44 


SAAR 
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C-168/APS-T2 
UN SCR 717A TO SHOW ANGLE OF SIMULATED 
TELT. MOUNTS &N MODULATOR MD-37/APS-T2. 


C-1717APA~1 
CONTROL BOX; 
CONTROL UNIT CONSISTING OF A CONSOLE 
MOUNTING TYPE METAL BOX 6" X 2 174" X 


RANSAPA-1 RESTRICTED 


6 142" CONTAINING FOCUS. BRILLIANCE. VER- 


TICAL CENTERING POTENTJOMETERS AND A 
RANGE SWITCH. THIS UNIT tS DESIGNED FOR 
MOUNTING ON THE CONSOLE #N THE PILOT’S 
T2844 

AUG. 44 


z C-I7TSAPA-1 
COCKPIT ELECTRICALLY IDENTICAL TO THE 
RC-ISAZAPA-1 AND ELECTRICALLY INTER- 
CHANGEABLE WITH &C-IS/APA-1 AND 
BC-ISA/APA-t BUT NOT MECHANICALLY INTER- 
CHANGEABLE WITH THESE CONTROL UNITS. 


C-172/AIC-4 AN/AIC~4 

PILOT'S CONTROL UNIT: 

FOR USE OF PILOT ON CARRIER BASED AIR- 
CRAFT. PROVIDES: (1) THREE TOGGLE 
SWITCHES TO CONTROL THE OUTPUT FROM EACH 
OF THREE RADIO RECEIVER OUTPUTSCNORKAL- 
LY TWO HF AND ONE VHF) (2) ONE ROTARY 
SWITCH PERMITTING SELECTION OF ICS, VHF 
8/4/44 = CMX: 
WwoV, 44 


TRANSMITTER OR HF TRANS- C-172/A1C-4 
MITTER (3) ICS VOLUME CONTROL (4) RAOIO 
VOLUME CONTROL (5) TWO HF RECEIVER SEN- 
SITIVITY CONTROLS (6) EMERGENCY SWITCH 
WHICH DISCONNECTS THE AMPLIFIER UNIT AND 
PERMITS CONTROL UNIT TO BE USED ALONE 
tF SWITCH IS SAFETY WIRED TO EMERGENCY 
POSITION. MOUNTS ON MT-98/ARC~5. POWER 
SUPPLY 2av DC @ .1 A, SIZE: 5 7/8” X 
7:1/4" X% 5 1/4". WT. 2.8 LBS. 


S-175/AIC-4 AN/AIC-4 

STATION CONTROL UNIT? RESTRICTED 
STATION CONTROL UNIT FOR USE BY CREW 
MEMBERS OTHER THAN PILOT AND RADIO 
QPERATOR IN HULTI-PLACED CARRIER BASED 
AIRCRAFT. PROVIDES; ¢€I) ONE D.P.0.T,. 
TOGGLE SWITCH FOR SELECTING EITHER ICS 
OR VHF RADIO TRANSHITTER €2) ICS VOLUME 
8/4/44 

NOV. 44 


C-173/AIC-4 
CONTROL ¢€3) RAD?O VOLUME CONTROL. 
DESIGNED TO MOUNT ON MT-80/ARC-5 MOUNT~ 
ING PLATE. POWER SUPPLY: 28¥ DC AT Q.! 
AMP. SIZE: 4 1/8" X 5 3/4" X 3 1/4", 
WEIGHT: 81.2 LBS, PART OF: AN/AIC-4. 


C-174/A1C-4 = AN/AIC-4 RESTRICTED 
OPERATOR'S CONTROL UNIT 

RADIO OPERATOR'S CONTROL UNIT FOR USE BY 
RADIO OPERATOR ON NULTI-PLACED CARRIER 
BASED AIRCRAFT. PROVIDES: C1) ONE SELEC- 
TOR SWITCH FOR SELECTING THE OUTPUT FROM 
TWO HF AND VHF RADIO RECEIVERS, AND OFF 
POSITION (2) ONE SELECTOR SWITCH FOR 
11/30/44 

NOV. 44 


C-174/A1C-4 
SELECTING ICS, VHF RADIO TRANSMITTER OR 
HE TRANSMITTER €3) ICS VOLUNE CONTROL 
(4) RADIO VOLUME CONTROL. DESIGNEO TO 
MOUNT ON MT~80/ARC-5 MOUNTING PLATE. 
POWER SUPPLY: 28 V DC AT 0.1 AMP, SIZE: 
41/8" x 5 3/4" X 3 1/4", WEIGHT: 1.4 
LBS. PART OF AN/AIC-4, 


C-T837ARR-18 ANSARR-18 
CONTROL UNIT: 
CONTROL UNIT CONTAINING FOLLOW UP KNOB, 
METER FOR FREQUENCY INDICATION; CW, MCW 
SWITCH, 8 POSITION SELECTOR SWITCH FOR 
AUTOMATIC FREQUENCY SELECTION. SIZE: 

6 UNIT CONSOLE CONTROL 5 5/8” X 6". DE- 
SIGNED FOR INSTALLATSON ON CONSOLE OF 
8/9744 CGPT 

AUG. 44A 


CONFIDENTIAL 


C-FBS/ARR-48 
AIRCRAFT. 


C-1B4/ARR-18 AN/ARR-18 
CONTROL UNITS 

CONTROL UNIT INCLUOING FOLLOW UP KNOB, 
METER FOR FREQUENCY INDICATION, LOOP 
SWITCH FOR SWITCHING FROM LOOP ANTENNA TO 
RANGE ANTENNA, CW & MCW SWITCH, SENSITIY 
HTT CONTROL AND 8 POSITION SELECTOR 
SWITCH FOR AUTOMATIC FREQUENCY SELECTION. 
8/19744 CGP: 

AUG. 444 


CONFIDENTIAL 


C-IB4/ARR-18 
DESIGNED FOR MOUNTING 2N CONSOLE OF AiR- 
CRAFT. SIZE: S UNIT CONSOLE CONTROL 
5 578" X 6". 


C-186/TPS-1B AN/TPS-38 
RECENVER-CONTROL ASSEMBLY: CONFIDENTIAL 
CONSISTS OF RADAR RECEIVER R-87/TPS-18, 
MANUAL DRIVE UNIT MX-192/TPS-1B RECTI- 
FER JUNCTION BOX PP-91/TPS-18 AND TEST 
SET TS-172/UP. THESE UNITS WHEN ATTACHED 
TOGETHER FORM A SECTION OF THE TOWER 
ASSEMBLY OF AN/TPS-IB. 
8/29/44 CWEX-6617IF 
DEC. 44 


CwlSL-418490 


C-188/aRT-13 
CONTROL BOX: 

PILOT'S CONTROL BOX, 

CONTAINING A 3 GANG, £0 POSITION 

ROTARY SWITCH. USED TO SIMULTANEOUSLY 
SELECT 10 AN/ART-13 TRANSMITTER CHANNELS 
AND 6 AN/ARC-S RECEIVER CHANNELS THRU USE 
OF SELECTOR UNIT C-131/AR ATTACHED TO 
8/31/44 COLS3I4N-4 COL2592-0345-003 
MOV. 44 


RESTRICTED 


C-#88/ART-13 

R-26/ARC-5. USED WITH AN/ART-13 AND 
AN/ARC-5. FOR USE iN VIB-Y¥SB 
MAVAL AIRCRAFT. 

SIMILAR TO C-87/ART-13 
BUT NOT ELECTRICALLY OR MECHANICALLY 
INTERCHANGEAQLE, WEIGHT: | LB. PROCURED 
ON CONTRACT NXsa~-8i392 FROM COLLINS 
RADIO CO. 
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C-189/ART-13 
CONSOLE CONTROL BOX: RESTRICTED 
PILOT'S COWTROL BOX, COBSOLE MOUNTING 
TYPE 

CONTAINING A 3 GANG, 30 POSITION 
ROTARY SWITCH, USED TO SIMULTANEOUSLY 
SELECT 10 AN/ART-13 TRANSNITTER CHANNELS 
AND & AN/ARC-5 RECEIVER CHANNELS THRU 
@/31/44 COLZ3t4N-5 COL:502-0447-003 
mov. 44 


C-489/ART-13 

USE OF SELECTOR UNIT C-131/AR ATTACHEO 
TO R-26/ARC-5. USED WETH AN/ART-13 AWD 
AN/ARC-5. FOR USE IN VIB-¥SB 
WAVAL ALRCRAFT. 

SIMILAR TO C-124/ART-t3 
BUT NOT ELECTRICALLY OR MECHANICALLY 
INTERCHANGEABLE. WEIGHT 1 1/4 LBS, PRO- 
CURED ON CONTRACT NXsa-81392 FROK 
COLLINS RADIO CO. 


C-200/ASG-10 ANSASG-10 RESTRICTED 
CONTROL BOX . 

PiLOT*S CONTROL BOX CCONSOLE MOUNTING), 
CONSISTING OF GYRO CAGING SWITCH, ALTI- 
METER SELECTOR SWSTCH, TEST SWITCH, MPI 
ADJUSTMENT AND STICK LENGTH OFFSET CON- 
TROL. USED §N CONTROL AND ADJUSTMENT OF 
AN/ASG-10. MAY BE USED ALTERNATELY WITH 
10/12/44 CMXs 

OCT. 44 


C-2007ASG-40 
C+203/ASG-10. WEIGHT: 0.8 LBS. SIZE: 
3174" x 5 378" X 6". PROCUREMENT 
THROUGH BY ORD CONTRACT NO. OSRD L/I 
4745. MADE BY THE NAGNAYVOX CO. 


C-200A/ASG-10 AN/ASG-108 SPEC: EP-153A 
CONFROL BOX: RESTRICTED 
CONTROL BOX CCONSOLE MOUNTING) FOR USE 
BY PILOT IN CONTROL AND ADJUSTMENT OF 
COMPUTING SET AN/ASG-I0A. CONSISTS OF 
GYRO CAGING SWITCH, TEST SWITCH, STICK 
LENGTH OFFSET CONTROL AND BOMB-ROCKET 
SWtTCH. SIZE: 6" X 3 378" X 3 25/52". 
2423745 CHX: 

FEB. 45 


C-200A7ASG~10 
WEIGHT: # LB. PART OF: AN/ASG-S0A. St- 
WILAR TO AND SUPERSEDES C-200/ASG-10. 
FUNCTIONALLY UNTERCHANGEABLE WITH 
C-203A/ASG-10. CONTRACTS NOrd 7773 AND 
OEMsr 1417 WITH MAGNAVOX. 


C-2037ASG-1T0 


CONTROL BOX 

PILOT'S CONTROL BOX (SURFACE MOUNTING) 
CONSISTING OF GYRO CAGING SWITCH, ALTI- 
METER SELECTOR SWITCH. TEST SWITCH, MEAN 
POWER IMPACT ADJUSTMENT AND STICK LENGTH 
OFFSET CONTROL. DESIGNED FOR SURFACE 
MOUNTING ON AN EASILY REMOVABLE MOUNTING 
10412444 CHXs 

oct. 44 


AN/ASG-10 RESTRICTED 


C-203/ASG-10 
PLATE. THIS UNIT 8S USED IN CONTROL AND 
ADJUSTMENT OF ANSASG-10, WEIGHT: 1.4 
LBS. SIZE: 5" X 3 3578" X 6", MAY BE 
USED ALTERNATELY WITH C-200/ASG-t0. USED 
AS PART OF AN/ASG-10. PROCUREMENT: 
THROUGH BU ORO CONTRACT NO. OSROD L/I 
4745. MADE BY THE MAGNAVOX CO. 


oA First ASsiGnto Fon | oan | 


C-203A/ASG-10 AN/ASG-tOA SPEC EP-133A 
CONTROL BOX; RESTRICTED 
CONTROL BOX (SURFACE MOUNTING) FOR USE 
BY PtLOT §N CONTROL AND ADJUSTMENT OF 
COMPUTING SET AN/ASG-10A. CONSISTS OF 
GYRO CAGING SWITCH, TEST SWITCH, STICK 
LENTH OFFSET CONTROL AND BONB-ROCKET 
SWITCH, DESIGNED FOR SURFACE MOUNTING 
2723/45 CMX3 
FEB. 45 


C-203A/ASG-10 
ON AN EASILY REKOVABLE MOUNTING PLATE. 
SiZE3 6" X 3 3/8" X 3 25/32". WEIGHTS 
1 LB. PART OF: AN/ASG-10A. SIMILAR TO 
ANO SUPERSEDES C-203/ASG-10. FUNCTEIONAL- 
LY INTERCHANGEABLE WITH C-200A/ASG-10. 
CONTRACTS NOrd 7779 AND OEHsr 1417 WITH 
MAGNAVOX. 


c-2077a10 GEN. USE RestRicTED 
AUTOMATIC GAIN CONTROL? 

tNSTALLATION: AMRBORNE TYPE EQUIPMENT? 
ENTERPHONE PURPOSE: TO CONTROL THE GAIR 
OF THE AM-40/AIC INTERPHONE AMPLIFIER, 
THIS UNIT CONSISTS OF AN ANEROIO BELLOWS 
MECHANICALLY CONNECTED TO A 4 POINT TAP 
SWITCH. WHEN THE SWITCH IS CONNECTED 
10/18/44 

oct. 44 


INTO THE CIRCUIT OF C-207/aIC 

THE AM-40/AIC AMPLIFIER, THE GAIN OF THE 
AMPLIFIER IS ADJUSTED TO COMPENSATE FOR 
ALTITUDE LOSSES IN THE ASSOCIATED MICRO- 
PHONE AND HEADPHONES. CHANGES IN AIR 
PRESSURE OBTAINED AT VARIOUS OPERATING 
ALTITUDES AUTOMATICALLY CAUSE THE SWITCH 


MECHANISM TO CHANGE STEPS, & THUS CHANGE 


THE GAIN OF THE AMPLIFIER UNIT. SIZE: 
15/8" & 3 7/8" X 2 3/4". WI. 3 8/2 OOZ. 


C-21375Q-5 AN/GMQ-5S 
ANTENNA CONTROL UNIT? 
PROVIDES DC CONTROL ‘VOLTAGE FOR PROPER 
POSITIONING OF ANTENNA ASSEMBLY 
AS-223/GMQ-5 CONSISTS OF & THREE STAGE 
BALANCED DC AMPLIFIER. OPERATES FROM OC 
POTENTIALS OBTAtNED FROM RADIO RECEIVER 
R-143/GMQ-5 THROUGH ANTENNA SWtTCH 
11728744 CFL: 

MAR. 45 


CONFIDENTIAL 


UNIT SA-S7/GHQ-5. C-2t3/GNQ-5 
CONTROLS ANTENNA ORIVE ASSEMBLY 
PU-73/GMQ-5 TO AUTOMATECALLY TRACK AIR- 
BORNE RECEAVER TRANSMITTER RT-81/AM OM 
FLIGHT. 


CH2V4/APX~6 ANSAPX~-6 

MAIN CONTROL UNIT? RESTRICTED 
CONTAINS THE FOLLOWING CONTROLS: ROTARY 
SWITCH WITH POSITIONS. OFF, LOW, ON, 
EMERGENCY, THREE POSITION SWITCH, 
(MARKED Pi) TWO POSITION SWITCH (MARKED 
FLI) AND SWITCH MARKED “DESTRUCT™. ALSO 
INCLUDES MONITOR JACK & NECESSARY 
1422744 . 

HOV. 44 


C-2447APX-6 
CONNECTORS. 


ASSIGNED 


IssusD 


C-29S/APX-6 ANSRPX-6 

FREQUENCY CONTROL UNIT? RESTRICTED 
CONSISTS OF FOUR 12 POSITION ROTARY 
SWITCHES FOR REMOTELY SETTING UP ANY THO 
OF 12 POSSIBLE TRANSHITTER AND RECEIVER 
FREQUENCIES IDENTIFIED AS A OR B. 
SELECTION OF CHANNEL A OR B IS MADE BY 
THE T & R SWITCHES ON CODE CONTROL UNIT 
W9s22144 

NOV. 44 


C-ZESSAPZ-§ 
C-246/APX-6. ALSO INCLUDES NECESSARY 
CONWECTORS~ . 


C-ZEGSAPX HE AWN/APX <6 
CODE CONTROL UNIT: RESTRICTED 
CONTAENS THE FOLLOWING CONTROLS: a TES 
POSITION ROTARY SWITCH FOR CODE SéLeCc- 
TIONS ANO THREE TWO POSITION SWITCHES 
LABELED CT AND R FOR SELECTING CODE, AND 
TRANSMITTER AND RECEIVER FREQUENCY+ ALSO 
INCLUDES NECESSARY CONNECTORS. 

W1022444 

wov. 44 


C-217/APS-20 AN/JAPS-20 CONFIDENTIAL 
CONTROL-INDICATOR UNIT: 

PROVEDES THE FOLLOWING FRONT PANEL CON- 
TROLS: MAIN POWER ON-OFF, ANTENNA COW- 
TROL, RECEIVER TUNING AND GAIN, ON-OFF 
FOR ANTI-CLUTTER CIRCUITS AND ON-OFF FOR 
AM ASSOCIATED RADAR RELAY TRANSMITTER. 
ST ALSO MOUNTS 3 INDICATORS MAGM PPL, 
11/23/44 CAEY: 

DEC. 44 


DELAYED PPi AND TYPE C-207/APS-20 
A INDICATOR. EACH WITH CRT ADJUSTMENTS 
AND SELECFION SWITCHES FOR SWEEPS, TRIEG- 
GERS, ETC. #tNCLUDES SWEEP CIRCUITS AND 
RANGE MARKERS FOR THE TYPE A SND. SNPUTS 
ARE: 120¥ 400~ 6.3¥. AC: 28¥ DC; PLUS 
450v; PLUS 3$00¥ C(REG.) PLUS 225¥ AND 
-105v. DIMENSIONS: 20 142" X 24 142" X 
12". WT.: 90 LBS. 


C-218/APS-20 AN/SAPS-20 CONFIDENTIAL 
CONTROL-METER BOX 

MODULATOR CONTROL AND METER BOX ~ PRO- 
VIDES THE FOLLOWING CONTROLS: ON-OFF 
SWITCH FOR BLOWERS AND FILAMENTS, A PUSH 
BUTTON TO APPLY HIGH VOLTAGE TO THE MOD~ 
ULATOR MD-53/APS-20 AMD A PUSH BUTTON 
CONTROL FOR CR&YSTAL SHUTTER. iT ALSO 
13/23/44 CASG: 
BEC. 44 


C-248/7APS-20 
ENCLUDES AC VOLTMETER FOR #20 VOLTS AC 
LINE TO COMMON OF EACH OF THREE PHASES. 
MAGNETRON FILAMENT TRANSFORMERS PREMARY 
VOLTAGE, OC VOLTMETER FOR 28 VOLTS DC 
AND DC MILLEAMETER FOR MAGNETRON CURRENT 
AND RECTEFSER CURRENT MEASUREMENTS. 
DEHENSIONSs 10" X 67 X 6". WI. 10 LBS. 


C-219/APS-20 AR/APS -20 RESTRICTED 
ANTENNA CONTROL 

ANTENNA CONTROL - PROVIDES RELAY CONTROL 
FOR GOVERNING THE ROTATION OF THE ANTEN~ 
NA. CONTACTORS ARE SO INTERCONNECTED 
THAT REVORSAL OF THE ANTCHNA MOTOR US 
POSSIBLE FROM THE REMOTE CONTROL STATION 
WHEN THE ANTENNA CONTROL SWITCH ON THE 
31/23/44 CAEVS11333 

BEC. 44 B-ddb ssa 


UAC | SRANALACTUL A 
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C-249/APS-20 
CONTROL INDICATOR UNST C-287/APS-20 4S 
(NM THE LATCHED POSITION. INPUTS ARES 26 
VOLTS OC, AND OPERATING VOLTAGES FROM 
CONTROL ENDICATOR UNIT C-2t77APS-20 AND 
ASSOCIATED RADIO CONTROL RECEIVER. 


Ce2T9IA/APS-20 AR/APS-20A RESTRICTED 
ANTENNA CONTROL? 
ANTENNA CONTROL - PROVIDES RELAY CONTROL 
FOR GOVERNING THE ROTATION OF THE ANTEN- 
NA. CONTACTORS ARE SO INTERCONNECTED 
THAT REVERSAL OF THE ANTENNA MOTOR IS 
POSSIBLE FROM THE REMOTE CONTROL STATION 
WHEN THE ANTENNA CONTROL SWITCH ON THE 
4/14/48 CG: 
APR. 45 


C-219K/APS-20 
CONTROL [NOICATOR OWIT C- JAPS-20A 3S 
LN THE LATCHED POSITION. INPUTS ARES 28 
VOLTS OC. AND OPERATING VOLTAGES FROM 
CONTROL INDICATOR UNIT Ce JAPS-20A4 AND 
ASSOCIATED RADIO CONTROL RECESVER. SIimt- 
LAR JO C-219/APS-20 EXCEPT HAS IMPROVED 
COMPONENTS. 


C-220/APA-SA AN/APA-SA = - RESTRICTED 
ANTENNA CONTROL BOX? 

CONTAINS SELECTOR SWiTCH TO CONTROL 
ROTARY OR SECTOR SCAN OF ANTENNA. TO BE 
PLACED ADJACENT TO RADAR OPERATOR IN 
PLANE. SIZE APPROX. 3 578" xX 2 5/8" X 

2 472° AND WI. IS APPROX. 374 POUND. 
SABE AS C-SOSAPA-5 EXCEPT THAT TILT CON- 
ts725744 CFNSB-303492 
MAR. 45 


: C-2207APA-SA 
TROL SWITCH HAS BEEN DELETED AND CIRCUIT 
CHANGES. 


C-222/APX-13  AN/APX-13 CONFIDENTIAL 
CONTROL UNIT: 

CONTAINS ON-OFF A BAND-G BAND INTERRO~ 
GATOR SWiTCH, AC POWER SWITCH, RECEIVER 
GAIN CONTROL AND LIGHT, MONITOR LIGHT, 
HIGH VOLTAGE SWITCH, VIDEO ROUTING 
SWITCH AND FUSES, DIMENSIONS 8” X 6° X 
3", wT. 6 LBS. 
12/9/44 CLP: 
DEc. 44 


CLP 361173568 


C-22S/ARQ-10 ANZARQ-10 CONF IDENTiAL 
CONTROL UNIT 

CONTROL. UNIT FOR RENOTE TUNING OF POWER 
AMPLIFIER AM-80/ARQ-10 AND RADIO SET 
AN/ARQ-10. MOUNTS ON ONE UNIT SAR RACK. 
DIHENSIONS: 10" X 10" X 13". NORC EXPER- 
(MENTAL CONTRACT FRON FEDERAL TELEPHONE 
& RADIO CORP. USED WITH BUT NOT PART OF 
320035744 CFI: 
DEC. 44 


C-2235/ARQ-10 
AH /ARQ-10. 


CANCELLED 6/22/45 
USE CONTROL UNIT 
C-236/ARA-15 INSTEAD. 


Army-Navy Designations 
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C-225/FPN-1 
CONTROL UNITS 
UNIT US OF FRAME AND PANEL CONSTRUCTION 
AND CONTAINS THE WECESSARY METERENG CIR- 
CUITS FOR EITHER THE SEARCH OR THE PRE- 
CISION SYSTEM TRANSMITTER TUBE PLUS AN 
ENTERLOCK FOR THE TWO SYSTEMS, TIME DE- 
LAY RELAYS AND A CONTROL KNOB OF HY 
12422744 CRR: 


CONF EDERTTAL 


DEC. 44 

C~225/FPN-{ 
YARLAC. 
C-232/APS-6 AN/APS-6 CONFIDENTIAL 


CONTROL UNIT: 

A 3 UNIT STANDARD CONSOLE PANE. CONTAIN- 
{NG ONE COMBINATION MASTER "ON-OFF™ AND 
RANGE SELECTOR SWITCH, A TRANSMITTER 
SWITCH FOR HIGH VOLTAGE SUPPLY, ONE 
CONTROt FOR AFC SWITCH AND MANUAL TUNING, 
AND ONE GAIN CONTROL. ALSO IWOLUDES A 
1/9/48 CGZ3 

JAN. 45 


C-232/aPs-¢ 
RADAR-BEACON SWITCH. DIMENSIONS, 6" X 
3.3/8". SIMILAR TO C-46/APS-6 EXCEPT 
DESIGNED FOR CONSOLE MOUNTING. FIRST 
PROCURED ON NXSa-87721, 


C-233/ARR-28 AN/SARR-2B8 CONF EDENT&AaL 
CONTROL UNIT 

CONTAINS SENSIVEITY CONTROL. OFF-NAY- 
VOICE SWITCH, 10 POSITION CHANNEL SELEC- 
TOR SWITCH, BEAT WOTE CONTROL, PHONE 
JACK, AND CABLE RECEPTACLE. USED FOR RE- 
MOTE CONTROL OF RADIO RECEIVER 
R-147/ARR-2B8. MAY BE USED TO REPLACE 
1716745 

JAM. 45 


C-2337ARK-28 
CONTROL BOX C-2/ARR-2 OR 
CONTROL UNIT C-35/ARR-2 OR C-1EE/ARR-2A. 


C-2356/ARA-1S AMSARA-53 CONFIDENTIAL 
CONTROL UNIT: 

REMOTE TUNING CONTROL USED WITH 
AM-BOSARA-15 AND AM-SG/ARA-13. COH- 
NECTS TO RT-SIZARQ-10 AND RI-52/ARQ-10, 
AND RECEIVES (TS POWER FROM THE AMPLIFIES 
UNIT. CONTROLS THE AMPLIFIER PLATE TUN- 
ING, ANTENNA LOADING ANDO ANTENNA COUPL- 
1420748 

JAM. 454 


C-23567ARK-13 
(NG, USING A SWITCH TO SELECT THE RES- 
PECTIVE CLUTCH ON THE ANPLIFIER MOTOR 
ORIVING MECHANISM. HAS METER TO @NDICATE 
THE AMPLIFIER PARAMETERS. HAS SELSYN 
UNDICATOR SHOWING ANGULAR DISPLACEMENT 
OF AMPLIFIER PLATE TUNING CONDENSER, 
SIZE: ONE ATR BOX, 10" xX 10" X 10". 
PART OF ANZARA-33., 


SG: [rast assionen roe | oRATLERHN | 
C263 /APX AW/KPL~-2 


PILOT CONTROL UNIT: RESTRICTED 
PILOT*S CONTROL UNIT - PERFORMS SAME 
FUNCTION AS PILOT CONTROL UNIT 
C-#t4/APX-2 EXCEPT FOR USE 1M SINGLE 
PLACE PLANES AND HAS ADDIFIONA SWITCH 
FOR CODE SELECTION. CONTAINS THE FOLLOW- 
tNG: MASTER SWITCH, INTERROSATOR SWITCH, 
1423/45 

Jan, 45 


C-241 /RPX 
"GY BAND SWIITH, PILOT'S GAIN CONTROL, 
CODE SERECTOR SWITCH, AND DESTRUCT 
SWITCH, SIZE: (4 UNIT PANEL) 4 2/2" X 6° 
X 3 35/16", WEIGHT: APPROX. 1.75 28S, 
PARI OF an/APK-2. 


C-Z2462/K1C-4 an/atc—4 

PILOT*S CONTROL UNIT? RESTRICTED 
PILOT'S CONTROL UNIT MOUNTED ON A 3 UNIT 
CONSOLE PANEL. SIMSLAR TO C-872/AIC-4 
EXCEPT THAT OMLY 2 CONTROV TOGGLE SHITCH- 
ES ARE PROVIDED, THE SONO-BOUY SWITCH 
HAVING BEEN OMITTED. FOR USE AS MTER~ 
WATE TO C-172/AIC-4, DESIGNED 

9/23/45 

Jan. 45 


C-2a2/R1C-4€ 
FOR CONSOLE CONTROL UNITS. POWER SUPPLY 
28V DC AT 0.1 AMPS, SIZE: PANEL - 3 3/8* 
X 6" X 6 1/2" WEIGHT: APPROX, 2.8 LBS. 
PART OF AN/ASC-4. MANUFACTURER MAGNAVOX 
CO., FORT WATME, m0. 


CH243/ARC-2 AN/ARC-2 
CONTROL BOX: 

CONSISTS OF AN 8 POSITION ROTARY SWITCH 
FOR SELECTION OF A PRESET FREQUENCY 
CHANNEL, A 2 POStTION REMOTE - LOCAL 
SwMtTCH USED FOR REMOTE TUNING OF 
TRANSMETTER RECEIVER RT-SE/ARC-2, A VOL- 
UME CONTROL. LIMITED RANGE SENSITIVITY 
W427745) Corse 

HAR. 45 


RESTRICTED 


C-243/ARC-2 
CONTROL AND A 3 POSITION EMISSION SWITCH. 
WEIGHT: t 1/2 L8s. 


C-244/ARC-2 
CONTROL BOX; RESTRICTED 
CONSISTS OF AN 8 POSITION ROTARY SWITCH 
FOR SECECTION OF A PRESET FREQUENCY 
CHANNEL AND A 2 POSITION REMOTE-LOCAL 
SWITCH TO PERMIT REMOTE TUNING OF 
TRANSMITTER RECEIVER RT-S9t7ARC-2. 
OIMENSIONS: 3 4/2" X 4 172" xX 2" 
1426445 
FER, 45 


AN/ARC-2 


C~244/ARC-2 
WEIGHT: § %/4 LBS. 


cave | SQRWAGUIREY? | AANHEACTRRNE A 
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ee a a 
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C-245/ARC-2°  AN/ARC-2 

CONTROL. PANEL: 

CONSISTS OF AN 8 POSITION ROTARY SWITCH 
FOR SEGECTION OF A PRESET FREQUENCY 
CHANNEL ANO A 2 POSITION REMOTE-LOCAL 
SWITCH TO PERMIT REMOTE TUNING OF 
TRANSHUTTER RECEIVER RT-9IFARC~2. DIMEN- 
SIONS: 6" X 2 tv4". WT. 3.3 LBS. 

1/26/45 COL: ° : 

FEB. 45 


C-247/UPX 
CONTROL BOX: CONFIDENT Lan. 
CONTROLS REMOTELY THE FOLLOWING FUNC- 
TIONS OF THE ASSOC. FNTERROGATOR - RE~ 
SPONSOR: POWER LEVEL MARKED "POWER™ 
MHIGH™ = "LOW"; OVERLOAD RESET; RESPONSOF 
GATE LENGTH MARKED “GATE", "LONG", 
"SHORT"; RESPONSOR SWEPT GTC (GAIN TIME 
1/26/45 
RAY 46 


GEW. USE 


c-247/8 
CONTROL) CHARACTERISTICS MARKED "AIR- 
SEARCH" - "SURFACE SEARCH"; G.T.C. AND 
GATE CIRCUIT “ON - OFF"; AND RESPONSOR 
GAIN CONTROL. SIZE APPROX. 3” X 3" X 6", 


CANCEL 6/26/45 
USE REMOTE CONTROL BOX C-307/CPX-1. 


C-248/UPX RY-12/UPX CONFSDENTIAtL 
AUDIO. DECODER CONTROL BOX: 

CONTROLS THE FOLLOWING FUNCTIONS OF AU- 
D010 DECODER RANGE UNIT KY¥-82/UPX; WEOTH 
OF STROBE, AMPLITUDE OF STROBE, LOCATION 
OF STROBE, & PULSE WIDTH DISCRIMINATION, 
ALSO SNCLUDES JACK FOR HEADSET OR LOUD- 
SPEAKER AT WHICH OUTPUT ¢S DELIVERED, 
VS26765 


JAN. 45 
C~248f/0PX 
SIZE APPROX: 35° X 3" X 6". 
C-250/uPxX GEM. USE 
CHALLENGE CONTROL BOX: CONFIDENTIAL 


CONTROLS CHALLENGING FUNCTION OF INTER- 
ROGATOR ~ RESPONSOR. INCLUDES MODE 
SWITCH FOR SELECTING TIFF, Pi AND PLI 
WHTH PILOT LIGHTS FOR EACH POSITION & 
CHALLENGE SWITCH FOR CONTROLLING ACTION 
OF INFERROGATOR RESPONSOR. SIMtLAR TO 
1/26/45 

JAR. 45 


C-250/uPx ” 
CHALLENGE CONTROL BOX C-249/UPX EXCEPT 
DOES NOT INOLUOE IFF GAIN CONTROL. SIZE 
aPppROX: 3" X 3" X 6". , 


C-251/UPX GEN USE : 
CHALLENGE CONTROL BOX: CONFIDENTIAL 
CONTROLS CHALLENGING FUNCTION OF INTER- 
ROSATOR - RESPONSOR. INCLUDES IFF GAIN 
CONTROL FOR ASSOC. COORDINATOR AND MODE 
SWITCH FOR SELECTING IFF, Pl, PLI WITH 
PILOT LIGHTS FOR EACH POSITION. SIMILAR 
FO CHALLENGE CONTROL BOX C-243/UPX 
8/26/45 
SAN, 45 


oaTe 


MANUAGTARES | 


snes [| ears | Myrdetyaer 


0-253 Juve 
EXCEPT DOES NOT SNOLUDE CHALLENGE SWITCH. 
SIZE APPROX: 35" X 3" X 6". 


c-262/0Px GEN. USE 

CHALLENGE CONTROL BOX: CONFIDENTIAL 
CONTROLS CHALLENGING FUNCTION OF (NTER- 
ROGATOR - RESPONSOR. INCLUDES MODE 
SWITCH FOR SE@ECTING IFF, Pb AND PLI 
WITH PILOT LIGHTS FOR EACH POSITION. 
SIMILAR TO CHALLENGE CONTROL BOX 
C-249/UPX, C-250/UPX, AND C~251/UPX 
1/26/45 

SAN. 45 


c-252/UPx 
EXCEPT HAS OMLY MOOE SWITCH. SIZE APPROX: 
3" x 3" x 6", 


C-256 /APS-3 
CONTROL UNIT 
CONTROR. UNIT FOR REPEATER INDICATOR 
§D-114/APS-3. INCLUDES KNOB TYPE POTEN- 
TIOMETERS FOR BRILLSANCE AND FOCUSING 
ADJUSTMENTS EQUIPPED WITH MARKED CONTROL 
KNOBS & CONNECTOR, TOGETHER WITH A OE- 
TACHAGLE 2 1/4" CONSOLE TYPE CONTROL 
2/35/45 
FEB. 45 


AR/APS-3 


C-255/4PS-3 
PANEL.BOX APPROX: 3 3/2" LONG X 2" WIDE 
X 1 3/4" DEEP. OVERALL DEPTH #S 3 1/2", 
USED WITH REPEATER INDICATOR 
bO-$ 44 /APS-3. 


C-263/APX-7 
CONTROL BOX: 
SHEET METAL CONTROL BOX INCLUOING SWITCH 
FOR TWO SPEED ROTATION SELECTION, EITHER 
“RIGHT™ OR "LEFT", AND CENTER “STOP™ 
POSITION. ALSO INCLUDES ANTENNA POSITION 
INDICATING DEVICE. USED WITH ANTENNA AS- 
SEMBLY AS-220/7APX-7. SIZE APPROX: 
2713745 
KPR. 45A 


AN/SAPX-7 


: C-263/APX-7 
3" X 5" X 3". WEL APPROX ¥ 3/2 LBS. 
BRITISH REF. NO. 110LB/61. 


C-266/ARC-19 AN/ARC-19 CONFIDENTIAL 
CONTROL UNIT? 

DIMENSIONS 5 7/8" xX & 3/4" X 3 1/2", 
WEIGHT 3 LBS. FITS MOUNTING PLATE SIG. 
CORPS. TYPE FT=240A W.E. CO. TYPE, 
ARC-6831. PERMITS OPERATION ON GUARD 
FREQUENCY AND/OR ANY OF 875 MAIN FRE- 
QUENCIES. HAS 3 ROTARY SWITCHES (11-POS, 
2/26/45 Cw: 
FEB. 45 


SHANK TATU 


CONFIDENTIAL 


. t-266/aRt-19 
7-POS, AND t2-PO0S> FOR MAIN FREQUENCY 
SELECTION, 3-POSITION MAIN-~BOTH-GUARD 
SWITCH, 2-POSITION POWER SWITCH. 2-PO0- 
StTION VOICE-KEY SWITCH, AND AN RECEP- 
TAQLES FOR CONNECTION TO TRANSMETTER- 
RECEIVER RT~96/ARC-19. 


C-267/ARC-19 AN/ARG-19 
CONTROR UNIT? 

OUMENSIONS § 7/8" xX 5 3/4" X 3 8/2". 
WEIGHT 3 LBS. FITS MOUNTING PLATE 

SIG. CORPS TYPE FT-240A WE. CO. TYPE 
ARC-6831., PERMITS OPERATION ON GUARD 
FREQUENCY AND/OR ANY OF 9-PREDETERMINES 
HAIN FREQUENCIES. HAS 9-POSITION ROTARY 
2/26/45 Cs 

FEB, 45 


CONFIDENT tat. 


C-267/KRC-49 
SWITCH FOR MAIN FREQUENCY SELECTION, 
3-POSITION MAI N-BOTH=GUARD SWITCH, 2-P0- 
SITION POWER SWITCH, 2-POSITION VOICE- 
KEY SWITCH, AN RECEPTACLES FOR CONNEC~ 
TION TO TRANSMITTER-RECEIVER RT-96/ARC-19 
AND INTERNAL CONNECTIONS FOR SEC.ECTING 
THE 9 MAIN FREQUENCIES. 


. 


C-2687KRC-19 AN/ARC-19 
CONSOLE CONTROL UNITS 
OIMENSIONS 6 X 4 172 X Se WEIGHT 3 LBS. 
FOTS CONSOLE CONTROL PANEL. PERMITS QPER- 
ATION ON GUARD FREQUENCY AND/JOR ANY OF 

9 PREDETERMINED MAIN FREQUENCIES. HAS 
9-POSITION ROTARY SWITCH FOR MAIN FRE- 
QUENCY SELECTION, 3-PCSITION MAIN-BOTH- 
2726/45 
FEB. 45 


CONFIDENTIAL 


C-268/ARC-19 
GUARD SWITCH, AN RECEPTACLES FOR CON- 
NECTION TO TRANSMITTER-RECEIVER 
RT-96/ARC-19, AND INTERNAL CONNECTIONS 
FOR SELECTING THE 9 MAIN FREQUENCIES. 


C-269/ASG-108 AN/ASG-10 SPEC: EP-282 
CONTROL BOX: CONFIDENTIAL 
CONTROL BOX (SURFACE MOUNTING) FOR USE 
BY PILOT UN CONTROL ANO ADJUSTMENT OF 
COMPUTING SET AN/ASG-10B. CONSISTS OF 
NECESSARY CONTROLS AND SWITCHES. WESGHT?: 
12 OZ. PART OF AN/SASG-10B. FUNCTIONALLY 
INTERCHANGEABLE WITH C-270/ASG-10. 
2723745 CHX: 

FEB. 45 


C~270/ASG-108 AN/ASG-10 SPECS EP-282 
CONTROL BOX: CONFIDENTCAL 
CONTROL BOX (CONSOLE MOUNTING) FOR USE 
BY PILOT §N CONTROL AND ADJUSTMENT OF 
COMPUTING SET AN/ASG-10B8. CONSISTS OF 
NECESSARY CONTROLS AND SWITCHES. WEIGHT: 
12 OZ. PART OF AN/ASG-108. FUNCTCONALLY 
(INTERCHANGEABLE WITH C-269/ASG-10. 
2723/45 CHX: 

FEB. 45 


C-280/APG-17 AN/APG-17 
CONTROL UNIT: 

PROVIDES MASTER ON-OFF SWITCH, ON-OFF 
INDICATOR LIGHT. RANGE LEAD CONTROL, 
SAFETY SWITCH, AND PILOT WARNING INDICA~ 
TOR LIGHT. HOUSED IN A STANDARD “AN® 
CASE. WT. } LBL 


CONFIDENTIAL 


3/14/45 
MAR. 45 


PACHOS BAANABRCTRUE 


NAVSHIPS 900,109 
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C-282/APS-19 AN/APS-19 948AC 

CONTROL 80x: CONFIOENTIAL 
INCLUDES TUNING ANO FUNCTION SELECTING 
CONTROLS: 3 TOGGLE SWITCHES, ONE FOR 
RADAR OR BEACON, ONE FOR TRANSMITTER 
"ON" OR "STANDBY", ANO ONE FOR FAST OR 
SLOW SCAN; A FOCUS AND BRILLIANCE CON- 
TROL AND OVERHEAT tNDICATOR, A SWITCHING 
3/23/45 Sz 

MAR. 45 


UNIT WHICH SELECTS BEACON» C-282/APS-19 
SEA SEARCH AND COMBINED ALR SEARCH AND 
INTERCEPT AT VARIOUS RANGES; SEA SEARCH 
US INDICATED N 100-S0-5 NAUTICAL MINES, 
BEACON IN 125-50-5 NAUTICAL MILES AND 
INTERCEPT IN 10-5~2 NAUTICAL MELES OF 
WHICH THE 10-5 MILE RANGE IS USED FOR 
AUR SEARCH AND THE 2 MILE FOR INTERCEPT. 
DUHENSIONS 4 5/16" X & 1/16" X 6". 


C-283/APA-16°TI 
THYRATRON CONTROL UNITS 
CONTROLS SPEED OF BOMBER SEMULATOR 
SH-37/APA-16-TT BY MEANS OF THYRATRON 
TUBE VOLTAGE CONTROL OF MOTOR SPEED. IN- 
CLUOES SELSYN TRANSMITTER, MOTOR BRAKING 
RELAY & "BOMB RELEASE” RELAY. INPUT FROM 
JUNCTEON BOX J-E6I/APA-16-TI, 115V/60 
3/26/45 CaOw: #9 

MAR. 45 


CONFIDENTIAL 


C-2837APA-16-TH 
CYCLES. SIZE OF UNIT, 8" X #7" X 9". WT. 
tS Les. 


C-284/APS-6-T3 
CONTROL PANEL: 
CONTROL PANEL CONSISTING OF FOUR SETS OF 
POTENTIOMETERS, AND ASSOCIATED DIALS FOR 
CONTROLLING, INDICATING ANO TRANSMIT- 
TING INFORMATION (DETERMINED BY THE IN= 
STRUCTOR) AS TO TARGET AZIMUTH, ELEVA- 
TION, SLANT RANGE ANO FIGHTER‘S ALTITUDE 
4/2/45 CATYs CaTYs 
APR, 45 


CONFIDENTIAL 


C +284 /APS-6-T3 
TO SIGNAL SIMULATOR SM-6/APS~-6-TI; A 
SELSYN TRANSMITS INFORMATION ON FIGHTER’S 
BANK TO SIGNAL SIMULATOR. CONTROL PANEL 
HAS ATTACHED TO 4T THE MAIN SUPPORTING 
BENCH FOR AN/APS-6 RADAR EQUIPMENT, 
JUNCTION BOX J-IGO/APS-6-T3 AND SIGNAL 
SIMULATOR SM~6/APS-6-Tl. 


C=285/A 
CONTROL SOX: RESTRICTED 
CONTROL BOX MOUNTED IN COCKY4S OF vr, 
VT, OR WSB AIRCRAFT. USED FOR CONTROL- 
LING SPEED. STARTING AND STOPPING OF 
TAPE PULLER PU-91/A. CONSISTS OF: RHEO- 
STAT, OFF-ON SWITCH, FUSE, SPARE FUSE, 
SPEED CONTROL DIAL AND SNOICATING LIGHT. 
3424745 X4-81-1 

MAR. 45 


C-2857A 
INDICATING LIGHT GOES ON AND OFF AS EACH 
PACKAGE OF “wWwINGOW" 1S EJECTED. StZE: 
4374" x 6" X 3 142". WEIGHTS 1 LB. PART 
OF MX-356/A WINDOW DISPENSER. COLUMBEA 
AURCRAFT CORP. NOas 5461. NOAS 6192. 


Army-Navy Designations 
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C+287/APS-20 AN/APS-20 RESTRICTED 
SENSITIVITY TIME CONTROL: 

USED TO VARY IF GAIN OF RECEIVER 
R-142/APS-20 AS A FUNCTION OF TIME. THIS 
WILL DECREASE RECEIVER GAIN AT CLOSE 
RANGES. CONTROL. CONSISTS OF A CLAMPING 
CIRCUIT TRIGGERED BY THE MODULATOR 
TRIGGER AND DRIVING A CATHODE FOLLOWER. 
3/3145 CAEN: CAEV: 
APR. 45 


C-287/aPS-20 
HAS SENSITIVITY CONSTANT CONTROL SWITCH. 
RECEIVES POWER FROM RECTIFIER TIMING 
CENTRAL TO-3/APS-20 AND FROM RECEIVER 
R-#42/APS-20. SIZE 37 X 3" X 6". NTL, 
4 LBS. PART OF AN/APS-20. 


C=289/APS-31 AN/APS-31 CONFIDENTIAL 
CONTROL UNITS 

PROVIDES OPERATING CONTROLS FOR AN 
AN/APS~31 OR AN/APS~33 SYSTEM. HAS CON- 
TROLS FOR POWER, GAIN, TUNING, GYROSCOPE 
CAGING, RELATIVE-TRUE BEARING, ANTENNA 
TILT, AZIMUTH MARKER, VARIOUS SWEEP DE- 
LAYS, ANTENNA SCAN AND SPEED, RANGE, 
4/3/45 CPR: CPR2SLO-1548 
APR. 45A 948A 


C-289/aPS-31 
PULSE LENGTH, AND ANTI-CLUTTER, AND ME- 
TER FOR LINE VOLTAGE, HAGNETRON AND CRYS- 
TAL CURRENTS. WILL MOUNT BY SNAP SLIDES 
ON MOUNTING PLATE MT-444/APS-31. SIZE: 
APPROX. F2-1/8 X WO-1/2 X 4-7/8. WT. 
APPROX. 10 LBS. 


C+290/APS-32 ANSAPS-32 CONFIDENTIAL 
CONTROL UNIT: 
PROVIDES OPERATING CONTROLS FOR 
AN/APS~32 OR AN/APS-34 SYSTEM, HAS CON- 
TROLS FOR POWER, GAIN TUNING, GYROSCOPE 
CAGING, RELATIVE-TRUE BEARING, ANTENNA 
TILT, AZIMUTH MARKER, VARIOUS SWEEP DE- 
LAYS, ANTENNA SCAN AND SPEED, RANGE, 
4/2/45 CPR: CPR: 
APR. 454 948A 


C-290/aPS-32 
PULSE LENGTH; AND HAS A METER FOR LINE 
VOLTAGE, MASNETRON AND CRYSTAL CURRENTS; 
AND HAS A LIGHT FOR USE WHEN MANUAL TUN- 
ING. WILL MOUNT BY SNAP SLIDES ON MOUNT- 
ING PLATE MT-444/APS~31, SIZE: APPROX. 
12-1/8 xX 10 1/2 X 4-7/8. WT. APPROX. 10 
Les. 


C-294/APS-20A AN/APS 20A CONFIDENTIAL 
CONTROL-INDICATOR UNIT? 

PROVIDES THE FOLLOWING FRONT PANEL CON- 
TROLS: MAIN POWER ON-OFF, ANTENNA CON- 
TROL, RECEIVER TUNING AND GAIN, ON-OFF 
FOR ANTI-CLUTTER CIRCUITS ANO ON-OFF FOR 
AN ASSOCIATED RADAR RELAY TRANSVITTER, 
IT ALSO MOUNTS 3 INDICATORS: MAIN PPI, 
4/14/45 CG: 
APR. 45 


OELAYEDO PPI AND TYPE C-294/aPS-20A 
"A" ENDICATOR, EACH WITH CRT ADJUSTMENTS 
AND SELECTION SWITCHES FOR SWEEPS, TRIG- 
GERS, ETC. INCLUDES SWEEP CIRCUITS AND 
RANGE MARKERS FOR THE TYPE "A" IND. IN 
PUTS ARE: 120V 400~, 6.3V¥. AC; 28V DC; 
PLUS 450V; PLUS 500V CREG.) PLUS 225V 
AND =~10SV, SIMILAR TO SUT NOT INTER- 
CHANGEABLE WITH C-2t7/APS-20 SINCE USE 
OIFFERENT CONNECTORS AND MOUNTING. 


bars EAC SUSOFTU 
NAVSHIPS 900,109 


care [SWiSH] ATT, 
CONFIDENTIAL 


C-295/APS~20A AN/APS-20A CONFIDENTIAL 
CONTROL-METER BOX: 

MODULATOR CONTROL AND METER BOX- PRO- 
VIDES THE FOLLOWING CONTROLS: ON-OFF 
SWITCH FOR BLOWERS AND FILAMENTS, A PUSH 
BUTTON TO APPLY HIGH VOLTAGE TO THE MOD- 
ULATOR MD-53/APS-20 OR MO-S3A/APS-20, IT 
ALSO INCLUDES AC VOLTMETER FOR 120 VOLTS 
4/14/45 CG: 
APR. 45 


AC LINE TO COMMON OF C-295/APS~-20A 
EACH OF THREE PHASES, MAGNETRON FILA- 
MENT TRANSFORMERS PRIMARY VOLTAGE, OC 
VOLTMETER FOR 28 VOLTS DC AND DC MELLI-~ 
AMMETER FOR MAGNETRON CURRENT AND RECTI- 
FIER CURRENT MEASUREMENTS. SIMILAR TO 
C-218/APS-20 EXCEPT FOR REMOVABLE OF 
MODULATOR TRIGGER JACK, 


C-296/ASH 
CONTROL-RELAY 80x: 
CONTROL-RELAY BOX SPECIFICALLY USED IN 
JB-2 AERCRAFT IN CONJUNCTION WITH RADIO 
SET AN/ARW-3 FOR "TYING-IN" THE FOLLOW- 
(NG EQUIPMENTS: AN/ARW-17, AN/APN=33, 
AUTOMATIC PILOT JACK & HEINTZ CORP, MO- 
DEL .uH-8200, VEEDER-ROOT TYPE COUNTER 
4/17/45 
APR. 45A 


CONFIDENTIAL 


JACK & HEINTZ CORP. MODEL C-296/ASW 
JH-8516 & COMPASS MOTOR DRIVE UNIT. BY 
MEANS OF AN/ARW-17 & CONTROL-RELAY BOX 
THESE EQUIPMENTS ARE CONTROLLEO, 
AN/ARW*17 BEING LOCATED OTHER THAN IN 
JB-2 AERCRAFT. POWER REQUIREMENTS: 24¥ 
OC FURNISHED BY 2 DELCO 9AC IN SERIES 
BATTERIES LOCATED IN AIRCRAFT. StZE: 
APPROX. 12" X 67 X 3", WEIGHT? APPROX. 4 
LBS. USED WITH PU-9S5/ASW. 


C-297/APS-30 AN/APS-30 

CONTROL UNIT: CONFIDENTIAL 
PROVIDES OPERATING CONTROLS FOR AN 
AN/APS-30 SYSTEM. HAS CONTROLS FOR POWER 
GAIN, TUNING, ANTENNA TILT, AZIMUTH 
MARKER, VARIOUS SWEEP DELAYS, ANTENNA 
SCAN AND SPEED, RANGE, PULSE LENGTH, AND 
ANTI-CLUTTER, ALSO HAS METER FOR LINE 
4/24/45 
APR. 45A 948A 


C-297/APS-30 
VOLTAGE, MAGNETRON AND CRYSTAL CuRENTS. 
WILL MOUNT BY SNAP SLIDES ON MOUNTENG 
PLATE MT-444/APS-31, SIZE: APPROX. 
V2. 1/8" x 10 1/2" x 4 7/8" WI. APPROX. 
to tas. 


C-299/7APN-11 AN/APN-1T 

CONTROL UNIT: CONFIDENTIAL 
CONTROL UNIT, CASE OF CAST ALUNINUM WITH 
BLACK CRINKLE FINISH; CONTROLS 1tS¥ AC, 
24V OC INPUT FROM TRAHSMITTER-RECEIVER 
RI-93/aPH-tt; SIZE 4" WEDE X 3" HIGH X 

2 1/2" DEEP. WT., | LB. 8 O2Z.; CONTRAC- 
TOR AND M'FR, RCA VICTOR CORP OF RCA, 


4/28/45 CRV: CRV3M438942 
APR. 45 918 
OWG. NO. C-299/KPN-¥1 


CRVEM438942; CONSISTS OF ONE THREE-POSI- 
TION SWITCH - "OFF+ONE MIN, WARMUP-ON*, 
ONE DIMMER TYPE PILOT LIGHT AND FOUR 
FUSES (ONE SPARE); HAS TWO CONNECTORS AT 
BOTTOM OF CASE, ONE INPUT, THE OTHER FOR 
RT-93/APN-11 CONNECTION; UNIT IS MOUNT- 
EO ON BRACKETS. PART OF RADAR BEACON 
ANZAPN-LI, 


MCAGTAES | SANIT | 


[oR Yrs asm vox | anata | 


C-303/ARu 
CONTROL UNITS CONFIDENT Eat 
CONTROL UNIT, 

ALUMINUM ALLOY RATER SALS 
BLACK CRACKLE FUNISH. USED FOR Filunt 
CONTROL OF JB-2. POWER INPUTS 28¥ OC AT 
$0 AMPS. SIZE 31" X 6” X 7". CONSISTS 
OF SWITCHES & D&@AL SELECTOR; PER SUAER 
4750745 
MAY 454 BUAER 


SPEC EP-349; INDIVID- C-3O37ARW 
UALLY PACKES, USED TO UNSTEATE CONTROL 
OF ANY ONE OF 3 JB8-2°S §N FLIGHT. ALSO 
PROVIDES OPERATING CONTROL OF TRANSNIT- 
TING EQUIPMENT FROM A CENTRAL POSITION. 
USED WitTH BUT KOT PART OF JUNCTICN BOX 
B-174/ARW.PAWEL §S MARKED: L-RCLFFI- 
RIGHT); TURN; DIVE; BEACON; FILAMEKT-ONS 
PLATE OW; AMPLIFIER-ON; KEYED CONTINUOUS 
SELECTOR; 1.2.3. 


co-772 StG. CORPS 

cords 

CONSISTS OF AW IRDEFINITE LENGTH OF 
CORDAGE COQ-322 TERMINATED ON ONE END BY 
PLUG "CHU" TYPE 7506 AND AT THE OTHER 
ENO BY PLUG “CHU" TYPE 9940. LENGTH TO 
BE AS SPECIFIED, 


1N435742 CPR23S8-4637 
SEPT 43 


C0-800-4 S16. CORPS 

corp: 

CONSISTS OF AM INDEFINITE LENGTH OF 
CABLE WC-549-C) (NAVY TYPE CASSF-50-5) 
TERMINATED AT EACH END §N PLUG PL-259 
CNAYY TYPE -49195) AND ADAPTER H-359 
CNAVY TYPE -49192) SARE AS CD-800 EXCEPT 
ONE ADAPTER M-559 HAS BEEN ADDED AT EACH 
6/19/43 CPR:358-4354 

SEPT 43 CPRS358-4355 


CD-800-A 
END FOR A RIGHT ANGLED INSTALLATION. ONE 
USED BETWEEN CODER KY-«/CPN-3 AND FRANS- 
MITTER T-8/CPN-3 AND ONE USED BETWEEN 
MONITOR ID-23/CPN-35 AND TRANSNITIER 
T-=B/CPN-3. 


COMPONENT IMOSCATOR “CC® 
RF CABLES WITH FITTINGS 


INCLUDES: RADtO FREQUENCY CABLES, 
TRANSMISSION LIWES, 
WAVE GUIDES, 
ETC, WITH TERMINALS. 


NOTES “SEE COMPONENT INDICATOR "RG" 


0G-1/APS-S AN/APS-3 

RADIO FREQUENCY LINES CONFIDENTIAL 
CONSISTS OF A PIECE OF 1* X 1/2" RECT- 
ANGULAR TUBING WHICH EXTENDS FROM 
ANTENNA ASSEMBLY AS-12/APS-3 TO TRANS- 
MITTER-CONVERTER RT~10/APS-3. PROVIDES, 
SAME FUNCTION AS KF LINES: CG-2/APS-3 
AND CG-3/APS-3 BUT HAS A DIFFERENT SHAPE. 
7/19/43 CPR: 

SEPT 43 


CG-1 /APS-3 
FOR INSTALLATION SH TBY-3 AIRCRAFT. 
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CG-2/aPs-3 AW/APS-3 

RAD10 FREQUENCY LINES CONFIDENTIAL 
CONSISTS OF A PIECE OF I™ X 1/2" RECT~ 
ANGULAR TUBING WHICH EXTENDS FROM 
ANTEWNA ASSEMBLY AS~-42/APS-3 TO TRANS- 
MITTER-CONVERTER RT-10/APS-3. PROVIDES 
SAME FUNCTION AS RF LINES CG-1/APS-3 
AND CG-35/APS-3, BUT HAS A DIFFERENT 
7/19/43 CPR: 
SEPT 43 


€G-2/aPs-3 
SHAPE. FOR INSTALLATION IN PV-2 AIER- 
CRAFT. 


CG-3/APS-3 AW/APS-3 

RAD tO FREQUENCY LINES CONFIOENTIAL 
CONSISTS OF A PIECE OF 1° X 1/2" RECT- 
ANGULAR TUBING WHIGH EXTENDS FRON 
ANTENNA ASSEMBLY AS-#2/APS-3 TO TRANS- 
MITTER-CONVERTER RT-10/APS~3. PROVIDES 
SAME FUNCTION AS RF LINES CG-1/APS-3 
AND CG-2/APS-3 BUT HAS A DIFFERENT 
7/19/43 CPR: 

SEPT 43 


-CG-3/APS-3 
SHAPE. FOR SNSTALLATION Ii TGF AND TSM 
AIRCRAFT. 


. CG-36/APS-3 ANJAPS -3 
RADSO FREQUENCY LINE= CONFIDENTIAL 
CONSISTS OF RECTANGULAR WAVE GUIDE 
0.505" X $.005" WITH CHOKE AND COUPLING 
FLANGES OVERALL LENGTH 4.875". FOR IN- 
STALLATION ON PBN, PBY-S, PBJ, PBY. AND 
A-30-C AIRCRAFT. 


tost5/43 CS: CPR3358-7336 
DEC. 43 CPR3358-7336 REV @ 


CG-37/APS-3 AN/APS-3 

RADIO FREQUENCY LiWEs CONFIDENTIAL 
CONSISTS OF RECTANGULAR WAVE GUEOE 
0.505" X $2005" WETH CHOKE AND COUPLING 
FLANGES. OVERALL LENGTH 10". FOR INSTAL- 
LATION GN ASO AIRCRAFT. 7 


CANCELLED 
10/15/43 CSs 
DEC. 43 CPR3358-7377 CPR2358-7336 


CG-40/TPS-1 te"-") ausTys-1 

Cord: 

A SUNGLE CONDUCTOR COAXIAL CABLE, LENGTH 
AS SPECIFIED, NO. 16 0.D. 0.495" MAOE UP 
OF 89 STRANDS 0.0017" WERE, SHIELDED, 
OVER INNER CONOUCTOR 0.0515" WALL CONDUCT 
ENG RUBBER; 0.094" WALL SNSULATING, 
RUBBER; A SECOND 0.015" WALL CONDUCTING, 
/i/as CWs0-164189 CW3B8-4105041-31 
sam. 45 


‘ 


CG-s0/TPS-t C6°-*) 
RUBBER; COPPER SHIELD AND NEOPRENE 
JACKET, CORD IS RADE UP OF RF CABLE 
RG-64/U AND SPECIAL W. E. CO. CONNECTORS 
Ay EACH ENO. e 


BANHEATTRUNER A 
CONFIDENTIAL 


en ee 


CG-40/TPS-3€12*-9) AKSTPS-1 
CORD: 
SINGLE CONDUCTOR COAXIAL, CABLE, LENGTH AS 
SPECIFIED, NO. 16 0.0. 0.495" MADE UP OF 
19 STRANDS 0.0017" WIRE, SHIELDED. OVER 
INNER CONDUCTOR, 0.015" WALL CONDUCTING 
RUBBER; 0,094" WALL INSULATING RUBBER, A 
SECOND 0.015" WALL CONDUCTING RUBBER; 
8/i/4a4 CW3D-164189 CW:B-415049-61 
SAN, 45 


CG-40/TPS-1¢12+-") 
COPPER SHIELD AND NEOPRENE JACKET. CORD 
bS MADE UP OF RF CABLE RG-64/U AND 
SPECIAL MW. E. CO. CONNECTORS AT EACH END. 


CG-557UC-*-*) 

CORD: 

CONSISTS OF A LENGTH CLENGTH TO BE 
SPECIFIED) OF RADIO FREQUENCY CABLE 
RG-8/U EQUIPPED WITH 2 RADIO FREQUENCY 
PLUG UG+21/U~. PART OF FREQUENCY WATT~- 
METER TS-70/AP, TS-87/AP AND TS-L73/UR. 


YESS 444 
RAY 45 930C 


CG*56/U(-"-") 

CORD: 

AN ADAPTER CORD CONSISTING OF AN UNDEFI- 
RITE LENGTH (LENGTH TO BE SPECIFIED) OF 
RADIO FREQUENCY CABLE RG-8/U EQUIPPED 
WITH RADIO FREQUENCY JACK UG-23/U ON ONE 
END ANDO PLUG PL-259 ON THE OTHER END. 
PART OF RADCO FREQUENCY WATTMETER 
2708746 

WAY 45 930C 


CG-56/UT~-*-"™) 
TS-87/AP AND TS-¥73/UR. 


cG-72/0 GENERAL USE 

COAXIAL CABLES 
COAXIAL PATCHING CORD - CONSISTS OF 10 
FT. OF COAXIAL RADIO FREQUENCY CABLE 

RG -8/U, INSULATED, SHIELDED, 
AND NEOPRENE JACKETED WITH A CW20-166393 
PLUG ON EACH END. 70 BE USED WITH THE 
TS-34/AP OSCILLOSCOPE AS A PATCH CORD 
2/24/44 Cus CW2B-410448-1 
MAY 44 


cG-72/0 
FOR SIGNAL INPUT JACK AND EXTERNAL SYNC. 
JACK TO EQUIPMENT BEING TESTED WHERE 
SUCH EQUIPMENT 4S PROVIDED WITH SUITABLE 
JACKS TO FIT 0-166393 PLUGS. PART OF: 
OSCILLOSCOPE TS-34/AP. 


cG-87/d GENERAL USE 

SLOTTED SECTION: CONFIDENTIAL 
SLOTTED WAVEGUIDE SECTION & PROBE AS-- 
SEMBLY - CONSIST OF SLOTTED SECTION OF 
RADIO FREQUENCY LINE RG-52/U TERMINATED 
AT ONE END WITH CHOKE FLANGE AND OTHER 
EWOD WITH CHOKE COUPLING AND A GEAR DRIVE 
PROBE ASSEMBLY WITH CRYSTAL AND HOLDER 
3/15/44 CPK: Crk 343-5382 
RAY 44 


SA 
NAVSHIPS 900,109 
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AAT, [resr assionem ron | WAAR AMAR, 
t-s7/¥ CG-92/BL6 FI-"2 = TS-14/aP 


AND FITTED MSTH NAVY TYPE 49194 COR~ 
NECTOR FOR ATTACHING SYNC CABLE FROM 
PROBE ASSEMZLY TO AMPLIFIER. PART OF 
TS-12/AP CUNIT 2) SIZE 6 1/32% x 3 3/8° 
44 4/26". wT. 1 08 5 OZ. 


corp: 

CABLE ASSEMBLY---CONSISTS OF RG-9/U 
CABLE EQUIPPED AT EACH END WITH A 
UG-24/U CONNECTOR (NAYT TYPE 49284 
CONNECTO@) OR UG-21/U. TO BE USED WITH 
AR PART @F TS-13/AP AND TS-14/AP. 


a(efee Ou: 
SEPT. 48 


cG-83/U GER.USE 
TERMINATIWG SECTION 
TERMINATING SECTION---COMSISTS OF A 
LENGTH OF RADIO FREQUENCY LINE RG-52 78 
WITH A 4" BUILT UN RESISTOR STRIP AND 
TERMINATED ON ONE END WITH A WETAL CaP 
AND ON THE OTHER END WITH A FLANGE 
COUPLING. TO BE USED TO ABSORB &.F. 
3/15/44 CPK CPK5435-5385 
Ray 44 


CONFIDENTIAL CG-32/0(25 FT-*) 


CORD: 

CABLE ASSEMBLY---CONSISTS OF RG-9/8 
CABLE EQUIPPED AT EACH END WITH A 
UG-24/U CONNECTOR (NAVY TYPE 49284 
CONNECTOR OR VG-21¢U FO BE USED AxD 
PART GF TS-154aP AND TS-14/4P, 


TS-146/aP 


4afalaa cis: 
aUG.44 


co-s8/0 
ENERGY AND PREVENT RADIATION. PART OF 
TS-127AP CUNIT 2).SIZE 1 3/4" MAX DEAL X 
& 3/32" LONG. MI. 8 OZ. 


€G-97/aP 
ABSORBER UNIT? CONFIDENT FAL 
R.F. POWER ASSORPTION UNIT FOR “S" BAND 
USE. CONSISTS OF @.F. LINE LOADED WITH 
SAND AND AQUADAG WITH SUITABLE COOLING 
_FUMS. wT, 1 08. 6 OZ. SIZE 9 1/32" Xx 
2172" x2 8/2". 


AM /aPa-22 


3/24/44 CAKX: CAKX3 9-677 
MAR. 44 
CG-89/8 GEM. USE RESTRICTED CG 106/¢ TS-14/4P 
CORO: CORD: 


SYNC. CABLE ASSERBLY--~--CONSISTS OF 3 
FEET 6 UNCHES OF RG-LI/U COAXIAL CABLE 
FITTED WITH A WAVY TYPE 49195 CONNECTOR 
OM EACH END. PART OF TS-12/AP CUNIT 2) 
ui. 8 OZ. 


CABLE ASSEMBLY~--CONSISTS OF 25 FT. OF 
RG-9/U CABLE EQUIPPED AT EACH END wIitt 
A UG~-24/U CONNECTOR CNAVY TYPE 49284 
CONNECTOR). TO SE USED WITH AND PART OF 
TS-14/aP. 

CANCELLED S/19/44 
3/15/44 CPK 
WAY 44 


4/4/44 CMs 
MAY 44 


€G-90/08 GEN.USE 
ADAPTER SECTION: 
WAVEGUIDE ADAPTER SECTIONS CONSISTS OF 
A SECTION OF RADIO FREQUENCY LENE 
RG-52/U TERMINATED IN A CHOKE UG-40/U 


CONFIDENTIAL CG-107/U(3 FT-6") 
CORO: 

CABLE ASSEMBLY. CONSISTS OF AM UNDETER- 
MINED LENGTH OF R35-8/U CABLE EQUIPPED AT 
EACH END WITH A NAVY TYPE 49195 CONNECT- 


Ts-14/aP 


ON EACH END, PART OF TS-t2/AP CUNIT 2) OR, (SIGNAL CORPS TYPE PL 259-A), LENGTH 
SIZE: WAX DIA. 1 3/4" X 3 55/26" LONG OF CA3LE TO BE SPECIFIED 1N NOMENCLATURE. 
wt. 11 02. USED WITH AND PART OF TS-14/AP AND 
3/18/44 CPK CPK 43-5587 6/27/44 Cus 

RAY 44 WAY 44 - 
cc-91/8 GEN. USE RESTRICTED CG-t07/UC3 FT-6% 
CORDS AN/CPE-6. 


SYNC CABLE ASSEMBLY: CONSISTS OF S1X FT, 
LENGTH OF RG-39/U COAXIAL CABLE 
FITTED wiTH NAVY TYPE 49195 CONNECTORS 
On BOTH ENDS. DESIGNATED AS CABLE “E" OF 
AN/APM-46 BENCH TEST EQUIPMENT WHEN TEST- 
ING AN/APS-3, SA, PART OF TS-13/AP AND 
3/14/44 CPK 
NOV. 444 


CG-t07/UC6 FT.) TS-t4/4P 


CORD: 

CABLE ASSEMBLY. CONSISTS OF AN UNDETER- 
MINED LENGTH OF RG-8/U CABLE EQUIPPED at 
EACH END WITH A NAVY TYPE 49195 CONNECT- 
OR. (SIGNAL CORPS TYPE. PL 25£-A). LENGTH 
OF CABLE TO BE SPECIFIED §N NOMENCLATURC. 
USED WITH AND PART OF TS-34/AP,. 

4/4/44 Cus 


cG-9179 
AN/APM-46. WT. 12 OZ. FOR OTHER THAN 6° 
LENGTHS USE CG-80/APQ-7(-"-"). 


MAY 44 
CG-92/9 GER. USE RESTRICTED CG-107/0C1S FT.-") TS-14/AP 
CORD: CORD: 


R.F.CABLE ASSEMBLY: CONSISTS OF 6 FEET 
OF RG-9/U COAX CABLE FITTED WITH UG-24/U 
CONNECTORS ON EACH END. PART OF TS-I3/AP 


CABLE ASSEMBLY. CONSISTS OF AN UNDETER 
MINED CENGTH OF RG-s/u CABLE EQUIPPED AT 
EACH END @ITH A NAVY TYPE 49195 CONNECT - 
QR. (SIGNAL CORPS TYPE PL 259-A). LENGTH 
OF CABLE 10 BE SPECIFIED IN NOMENCLATURE 


SED WITH AND PART OF JIS-14/4P AND 
3/17/44 CPK 44444 Cus 


WAR. 44 MAY 44 


ASSIGNED 
(ssuED 


CG-107/0C15 FT-*) 
AM/CPN-6. 


CG-ITI/TPS-18(6°-") ANSTPS-18 
COMBINATION CABLE: 

SPECIAL COMBINATION CABLE CONTAINS 4 
COAXIAL CABLES AND 23 SINGLE CONDUCTORS, 
LENGTH AS SPECIFIED TERHIWATED AT EACH 
END OM WESTERN ELECTRIC CONNECTOR 
D-165644 CONNECTS BETWEEN RECTIFIER 
JUNCTION BOX FP-9I/TPS-168 AND tnNOICATOR 
44\7/44 CW3B-455041-50 Cu: 

MOV. 44- 


CG-111/TPS-18(6°-") 
UNIT I0-84/TPS-18. A COVER ASSEMBLY MAY 
BE USED BUT 1S NOT PROVIDED AND MUST 
BE SPECIFIED iF DESIRED. 


CG-1T1/TPS-tE(50° 
COMBINATION CABLE: 

SPECIAL COMBINATION CABLE CONTAINS 4 CO- 
AXIAL CABLES AND 23 SINGLE CONDUCTORS, 
TERMINATED AT EACH END tM WESTERN 
ELECTRIC CONNECTOR D-165644 CONNECTS BE- 
TWEEN RECTIFIER JUNCTION BOX PP-9I/TPS-IB 
AND UNDICATOR UNIT 41D-84/TPS-$B USED WHED 
4/17/44 Cus8-415041-9 

foct. 44 


ANSTPS -16 


CG-191/TPS-FB050°-") 
10-84/TPS-1B8 8S USED iM A REMOTE 
LOCATION. 


CG-IT6/APS-15 AN/APS-1S 
WAVE SELECTOR: \ 
CONSISTS OF A RIGHT ANGLE BEND OF 
1 X b/2" WAVE GUIDE TERMINATED IN SUtT- 
ABLE COUPLING FLANGES WHICH 1S COUPLED 
THROUGH TWO SMALL HOLES TO A SMALL WAVE 
GUIDE CAVITY. PERMITS A DEFINITE AMOUNT 
OF R.F. ENERGY TO LEAK INTO THE OUTPUT 
5/2/44 CPR: CPR2756-1014 
May 44 


CONFIDENTIAL 


CG-116/APS=15 
PROSE SECTION WHICH IS A PART OF THE 
SMALL WAVE GUIDE CAVITY, USED WHERE A 
SMALL AMOUNT OF R.F. ENERGY IS REQUIRED 
AS FOR TEST PURPOSE. APPROX. SIZE 
10 3/4" X 7 1/4". USED FOR INSTALLATIONS 
IN TYPE C, D AND E AIRCRAFT. 


CG-119/UC3 FT-6 IND 
CORD: 
COAXIAL RADIO FREQUENCY CABLE RG-8/U 
WITH A SELECTOR MALE TYPE "N™ OR NAVY 
TYPE 49195 FITTING AT EACH END. LENGTH 
TO BE SPECIFIED. 


AN /CPN-6 


CANCELLED 5/27/44 
5/9/44 


MAY 44 


CGG: 


cave | MARHARTHBRTS | SUANHTACTHNEEA DATE YATE? | ANITA, 


DATE MRURAT | AANAFRUA_| 
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CG-124/APS-15A AN/APS-15A 
WAVE SELECTOR: CONFIDENTIAL 
CONSISTS OF A SLIGHTLY BENT PIECE OF 
WAVE GUIDE I" xX £/2", TERMINATED IN 
SUITABLE COUPLING FLANGES ANO COUPLED 
THROUGH TWO SMALL HOLES TO A SMALL WAVE 
GUIDE CAVITY. ATTENUATION FROM PRIMARY 
GUIDE TO OUTPUT PLUG OF SMALL WAVE GUIDE 
S/t2/44 CAPL: CPR S5LO- 1404 
JAN. 45 


CG-F247APS-154 
CAVITY 1S 20 DB 41.5 DB. USED WHERE A 
SMALL AMOUNT OF RF. ENERGY IS REQUIRED, 
GSED IN INSTALLATIONS IN TYPE 6B AIRCRAFT. 
SIMILAR TG CG-1IG/APS-15 IN FUNCTION 
EXCEPT DESIGNED FOR TYPE B ATRCRAFT EN- 
STEAD OF TYPE C, D AND E. OVERALL LENGTH 
$6,149". WI. 1.3 LBS. 


CG-14878 GENERAL USE 

TRANSMISSION LINES S 
RADIO FREQUENCY CABLE ASSEMBLY CONSISTING 
GF 6 FEET OF RG-25/U CABLE AND TWO TYPE 
UG-34/U CONNECTORS. TO BE USED AS A HiGH 
VOLTAGE PULSE CABLE FOR BENCH TESTING OF 
ANZAPS-3 AND ANZAPS-GA RADAR. 


6/9744 
Ct. 44 


cG-15070- AN/APH-3,3A RESTRICTED 
CORD: 
CABLE ASSEMBLY? CONSISTING OF 6 FT. OF 
RG-5S/U RF. CABLE EQUIPPED WITH #159 
ZIERICK TERMINAL ON ONE END AND A UG-85/U 
R.F. PLUG, OR EQUIVALENT, AT OTHER END. 
ATTACHED TO HAIN LEAD #S A 3 17/2" LEAD 
ALSO EQUIFPED wiTm A GI69 ZHERICK FER- 
6722444 Cus Cws80-29377-1 
SUN. 44 


CG-1590/0 
WENAL TO FORM A Y CONNECTION. CABLE AS- 
SEMBLY IS PART OF TS-76/APM-3. USED TO 
CONNECT XTAL CURRENT JACK ON AN/APS-4 TO 
O-1 MILLIAMETER FOR MEASURING MAGNETRON 
AND MODULATOR CURRENTS. PROCURED ON 
WXsa 32197 CONTRACT WITH WESTERN ELEC- 
TRIC CO., NEW YORK, N.Y. 


CG-162/UC-"-") GEN USE 

TRANSMISSION LINES CONFIDENTIAL 

A SECTION OF FLEXIBLE WAYE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE D!- 
MENSIONS ARE 420" X 2170". THE LENGTH 
OF THE GUIDE, FLANGE FACE TO FLANGE FACE, 
TO BE SPECIFIED. EACH PLAIN FLANGE END 


6/30/44 
JULY 44 

CG-162z/UC-*-") 
MATES WITH A UG-116/U CHOKE FLANGE. 


CG-163/0C-"-") GEN USE 
TRANSMISSION LINES CONF IDENTHAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END, THE NOMINAL INSIDE WAVE GUIDE DI- 
MENSIONS ARE .420" X .170", A SYNTHETIC 
RUSBER JACKET COVERS THE WAVE GUIDE AND 
PERMITS PRESSURIZATION. THE LENGTH OF THI 
6/50/44 
JULY 44 


4-31 


= SE [rise ASSIGNED FOR HG | 


CG-163/UC-*-") 
GUIDE FLANGE FACE TO FLANGE FACE, TO BE 
SPECIFIED. EACH PLAIN FLANGE END MATES 
With A UG-116/U CHOKE FLANGE. 


CG-164/UC-*-*) GEN USE 

TRANSMISSION LINE: CONFIDENTIAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
ENO. THE NOMINAL INSIDE WAVE GUIDE Dt- 
MENSIONS ARE .900" X .400". A SYNTHETIC 
RUBBER JACKET COVERS THE WAVE GUIDE AND 
PERMITS PRESSURIZATION. THE LENGTH OF 
6/30/44 

JULY 44 


CG-164/UC-"-") 
THE GUIDE, FLANGE FACE TO FLANGE FACE, 
TO BE SPECIFIED. EACH PLAIN FLANGE END 
RATES WITH & UG-40/U CHOKE FLANGE. 


CG-16S5/UT-"-") GEN USE 

TRANSMISSION LUNES CONFIDENTIAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE DIt- 
MENSIONS ARE 1.322" X .497". THE LENGTH 
OF THE GUIDE, FLANGE FACE TO FLANGE 
FACE. TO BE SPECIFIED. EACH PLAIN FLANGE 


6/30/44 
SULY 44 

- CG-165/UC->-") 
END MATES WITH A UG-40/U CHOKE 
FLANGE, 


CG-166/UC-*-") GEN USE 

TRANSMISSION LINE: CONFIDENTIAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE DI- 
MENSIONS ARE 1.122" X .497". A SYNTHETIC 
RUBBER JACKET COVERS THE WAVE GUIDE AND 
PERMITS PRESSURIZATION. THE LENGTH OF TH 
6/50/44 

July 44 


CG-166/UC=*-") 
GUIDE, FLANGE FACE TO FLANGE FACE, TO BE 
SPECIFIED, EACH PLAIN FLANGE END MATES 
WiTH A UG-40/U CHOKE FLANGE. 


CG-167/UC-"-") GEN USE 

TRANSMISSION LINE: CONFIDENTIAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE D1- 
MENSIONS ARE 4.872" X .872", THE LENGTH 
OF THE GUIDE, FLANGE FACE TO FLANGE FACE, 
TO BE SPECIFIED. EACH PLAIN FLANGE END 
6/30/46 


July 44 ASSIGNED 
ISSUED 


cG-167/0t=7-") 
MATES WITH A 2" XT" CHOKE FLANGE. 


CG-168/UC-"-") GEN USE 

TRANSMISSION LINE: CONFIDENTEAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE D01- 
MENSIONS ARE 1.872" X .872". A SYNTHETIC 
RUBBER JACKET COYERS THE WAVE GUIDE AND 
PERMITS PRESSURIZATION. THE LENGTH OF 
6/30/44 

JULY 44 


CG-168/UT+* -*) 
THE GUIDE, FLANGE FACE TO FLANGE FACE, 
TO BE SPECIFIED. EACH PLAIN FLANGE END 
MATES WiTH A 2" X 3° CHOKE FLANGE. 


CG~169/8(-*-") GEN USE 
TRANSMISSION LINES CONFIDENTIAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAGN FLANGE COUPLINGS ATTACHED TO EACH 
ENO. THE NOMINAL INSIDE WAVE GUIDE OI- 
MENSIONS ARE 2.840" X 1.340". THE LENGTH 
OF THE GUIDE, FLANGE TO FLANGE, TO BE 
SPECIFIED. EACH PLAIN FLANGE END MATES 


6/30/44 
JULY 44 

CG-T59/U{=7-%) 
With A UG-66/U CONTACT COUPLING. 


CG-170/UC-"-") GEN USE 

TRANSMISSION LINE: CONFIDENTIAL 
A SECTION OF FLEXI8LE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE DI- 
MENSIONS ARE 2.840" X 1.540", A SYNTHE- 
TIC RUSBER JACKET COVERS THE WAVE GUIDE 
AND PERMITS PRESSURIZATION. THE LENGTH 
6/30/44 

JULY 44 


CG-170/uUC-*-") 
OF THE GUIDE, FLANGE TO FLANGE, TO BE 
SPECIFIED. EACH PLAIN FLANGE END MATES 
WITH A UG-66/U CONTACT COUPLING. 


CG-174/APS-3A AN/APS-SA 

TRANSMLSSION LINES CONFIDENTIAL 

TRANSKISSiON LINE, DOUBLE BEND, CONSIST- 

ING OF RG-52/U TERMINATED AT EACH END IM 

A FLANGE CPHILCO PART NO. 258-8842). 

ALSO INCLUDES FLEXIBLE CORRUGATED TRANS- 

MISSION LUNE 3 172% LONG, DESIGNED FOR 

PRESSURIZATION. DESIGNED FOR INSTALLATION 

715744 CPR: CPR3756-13575 
JULY 44 


SETAE 


DATE 


RETIN 


RESTS | San | 


CONFIDENTIAL 


pare | MARMAGTHAN'S | AANTAP RUA 
NAVSHIPS 900,109 
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“CG-174/A0PS~3A 
UM "AIRCRAFT A". 


CG-I75/APS-3A AR/APS-3A 

TRANSMISSION LINES CONF IDERTUAL 
TRANSMISSION LING CONSISTING OF A SHORT 
PIECE OF RG-52/U TERMINATED AT EACH END 
tN A FLANGE C(PHILCO PART NO. 258-8842). 
UNCLUDES A SHORT PIECE 3 172", OF 
FLEXIBLE CORRUGATED. TRANSMISSION LINE DE- 
SIGNED FOR PRESSURIZATION. DESIGNED FOR 
W4S444 CPR: CPR2756-1374 
JULY 44 


: CG-1F5/APS-3A 
INSTALLATION UN "AIRCRAFT E” LENGTH 
6-285". 


CG-i767AP GEN USE 

OIRECTIONAL COUPLERS CONFIDENTIAL 
CONSISTING UF AS” LENGTH OF WAVE GUIDE 
RG-S2/U TO WHICH IS ATTACHED A PRESSU- 
RIZED PROBE. WAVE GUIDE SECTION EQUIPPED 
WiTH TWO UG-40/U CHOKE COUPLINGS AND A 
UG-25/U R.F. JACK. ALSO PROVIDED ARE TWO 
UG-39/U COVER PLATES USED ¢N CHOKE 
141444 css CS 55660248 

AUG. 44 


CG-176/EP 
JOUNTS. THE PROBE TAP IS ABOUT 20 db 
DOWN FROM MAIN WAVE GUIDE POWER LEVEL 
WITH DISCRIMINATION OF 1S db. PURPOSE: 
COUPLING UNIT TO MEASURE POWER OF Xa 
BAND EQUIPMENT. MAY BE CONNECTED BETWEER 
ANTENNA AND TRANSMITTER OR AT END OF 
ANTENNA INTO FREE SPACE. SFG. PER M.S.T- 
OWG: B-1072-A. 


CG-377/Ut"-6") 

CORD: 

CABLE ASSEMBLY - CONSISTS OF A LENGTH TO 
BE SPECIFIED OF RADIO FREQUENCY CABLE 
RG-S9/U TERMINATED AT ONE END WITH NAVY 
TYPE 49194 CONNECTOR AND NAVY TYPE 49193 
RECEPTACLE HOOD AND TERMINATED AT THE 
OTHER END WITH AMPHENOL TYPE 80-81 CON- 
7/3/44 

WOV. 44 


CG-177/UC* - 6") 
NECTOR. PART OF MK-30/AP. USED WETW 
TS-1024ae. 


CG-179/UT-"-") GEN USE 
TRANSHISSION LINES CONFIDENTIAL 
A SECTION OF FLEXIBLE WAVE GUIDE WITH 
PLAIN FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL INSIDE WAVE GUIDE Dt- 
MENSIONS ARE .900 X .400. THE LENGTH OF 
THE GUIDE. FLANGE FACE 7.0 FLANGE FACE TO 
BE SPECIFIED. EACH PLAIN FLANGE END 
7/ii/as 
JULY 44 


NAVSHIPS 900,109 


CG-879/UC-°-*) 
MATES MATH A 8G-€8/U CHOKE FLANGE. 


CG-181/KPR-40 AR/APN-40 

TRANSMISSION LINE? 

FLEXIBLE WAVE GUIDE - CONSISTING OF 18” 
FLEXIBLE WAVE GUIDE (TITEFLEX GUI0E) 
EQUIPPED WITH SPECIAL FLANGE ON ONE END 
AND A SPECIAL CHOKE ON OTHER END. CON- 
WECTS ANTENNA 10 TRANSMITTER UMIT. DE- 
SIGNATED AS CABLE NO. 20 OF 

719444 cays CAs P7781787 
AUG. 44 


CG-181 7APN-40 
ANZAPM-40 BENCH TEST EQUIPMENT WHEN TEST- 
NG ANZAPS -6. PART OF 
AN/APM-40. FIRST #ROCURED FROM WESTING- 
HOUSE ELEC. & MFG, CO. CONTRACT NO. 
Wx8a 43664. 


CG-182/APR-40 AN/APH-40 

FRANSMISSION LINE: 

FLEXIBLE WAVE GUIDE - CONSISTS OF 18° 
OF FLEXIBLE WAVE GUIDE (TITEFLEX GUIDE) 
EQUSPPED WITH A UG-39/U AND 

A UG-40/U CHOKE. CONNECTS ANTENNA 
TO TRANSMSTTER UNIT. DESIGNATED AS CABLE 
NO. 89 OF AN/APM-40 BENCH TEST EQUuIP- 
TI9S44 CAYs CAYIN7414557 
QCtT. 44 CYE: 


CG-182/APN-40 
MENT WHEN TESTING AN/APS-6A EQuIP- 
MENT. PART OF AN/APH-40. FIRST PROCURED 
on WESTINGHOUSE ELEC. & MFG. CO. 
COWTRACT RO. NX8a49664 AND ENGINEERING 
AND RESEARCH CORP. CONTRACT WOaa-4307. 


CG-185/APH-40 AN/APH-40 

TRANSMISSION LINES 

CORD - CONSISTING OF 37 FEET OF 
RG-15/U CABLE FITTED WITH Vu-2467U 
PLUGS. CONNECTS TRANSHITTER CONVERTER 


. UNIT TO RECEIVER AMPLIFIER UNIT. DESIG- 


RATED AS CABLE NO. 15 OF RADAR TEST AS- 
SEMBLY ANSAPM-40 BENCH TEST EQUIPMENT 
719444 CAYs CAVSP7713359 
SULY 44 


CG-185/APH-40 
WHEN TESTING AN/APS-6, 6A EQUIPMENT. 
PART OF RADAR TEST ASSEMBLY AN/APM-40, 
FIRST PROCURED FROM WESTINGHOUSE ELEC. @ 
MFG, CO. ON CONTRACT NO. NXSa 49664. 


CG-I86/TPS-iBC3'-") AN/TPS-1B 
TRANSMISSION LINE? 
CONSISTS OF RF CABLE RG-8/U LENGTH AS 
SPECIFIED, WITH NAVY TYPE 49195 CARMY 
TYPE PL*259-A) CONNECTOR AND NAVY TYPE 
49192 ELBOW AT EACH END. AMPHENOL 83-18C 
CAP AND CHAIN MAY BE USED ON EACH END 
OF THIS CORD BUT ARE NOT INCLUDED AND 
B/bs44 Cw2B-415041-3 Cws 
WOV. 44 


veh 


oWAFESRAN, 


CG-186/TPS-¢Bt3°-") 
MUST BE SPECIFIED IF DESIRED. 


CG-186/TPS-I6C6'~") AN/TPS-t8 
TRANSMISSION LINES 

CONSISTS OF RF CABLE RG-8/U LENGTH AS 
SPECIFIED, WITH NAVY TYPE 49195 CARNY 
TYPE PL-259-A) CONNECTOR AND NAVY TYPE 
49192 ELBOW AT EACH END, AMPHENOL 83-18C 
CAP AND CHAIN WAY BE USED ON EACH END, 
BUT ARE NOT INCLUDED AND MUST BE 

8/1/44 CW3BA-409427 CW: 

Wov. 44 BA-409427-2 


CG-186/TPS~18C6"-") 
SPECIFIED tf DESIRED. 


CG-187/TPS-16 AN/TPS-1B 

TRANSMISSION LINE: 

CONSISTS OF RF CABLE RG-8/U 3° LONG, RF 
JACK UG-147U AT ONE END. RF PLUG UG-$2¢U 
AT THE OTHER END. ONE END IS PROVIDED 
WITH AN AMPHENOL 63-1AC CAP AND CHAIN 
AND THE OTHER END IS PROVIDED WITH AN 
AMPHENOL 83-#BC CAP AND CHAIN. 

811044 

AUG. 44 


CG-t8B/TPS-1B AN/TPS-1B 

TRANSMISSION LINES 

CONSISTS OF RF CABLE RG-8/0 3° LONG WITH 
RF PLUG UG-t2/U AT EACH END. AN AMPHENOL 
83-18C CAP AND CHAIN JS PROVIDED AT EACH 
End. 


BL 44S CW: 
AUG. 44 


Cw3B-4t5041-2 


CG-189/TPS-1B AN/TPS-1B 

TRANSMISSION LINE? 

CONSISTS OF RF CABLE RG-87U. 5° 3" tonG 
WITH RF PLUG UG-l2¢u AT EACH END AND 


AMPHENOL 83-168C CAP AND CHAIN AT ONE 
END. 


841044 Cus 


Cw3B-415041-1 
AUG. 44 


CG-226/UC(-"-*) 
TRANSMISSION LINES 
FLEX{BLE WAVE GUIDE ASSEMBLY. NOMINAL 
GUIDE SIZE 3" X 1 142". CONSISTS OF A 
LENGTH OF GUIDE SPECIFIED IN FT. & 
INCHES WITH A UG*S3/U AT ONE END AND A 
UG-S4/U AT OTHER END. OOES NOT HAVE A 
SYNTHETIC RUBBER JACKET. 
2710745 
FEB. 45 


GEN USE 


TETEFLEX 
B-48004 


rs 
CG-250/APS-15A AN/APS-ISA ‘ 

TRANSMISSION LINE: CONFIDENTIAL 

INTERCONNECTING RF LINE 90° TWIST, 3° X 

t/2", TERMINATED WITH SUITA3LE COUPLING 

FLANGES PROVIDED WITH A PRESSURIZING 

VALVE, USED FOR “AIRCRAFT B™ INSTAL- 

RATIONS OF AN/APS-15 SIZE APPROX: 4.995" 

LONG xX 4” HIGH CIMCLUDING SPACE REQUIRED 

10/5/44 

JAN. 45 


CONFIDENTIAL 


DATE ME AEON SEE 


[AALS [ruse stout vo | SR | 


CG-250FAPS-154 
FO REMOVE VALVE COVER). 


CO-251/APS-1SA AN/APS-ISA 
TRANSMISSION LINES __CONFIDENTEAL 
9 SECTION RF LINE I™ X 8/2" FERHENATED 
BY SUITAGLE COUPLING FLANGES. USED FOR 
PALRCRAFT B" INSTALLATIONS OF AN/APS-15 
EQUIPMENT. LENGTH APPROX 25 8/8" X 
& 3/2" HIGH. 


r0/S/44 
san. 45 


CG-256/8 
coro 
CONSISTS OF 3 1/2" OF RG-S/U EQUIPPED 
WiTm A UG-9/U AT EACH END, 


Ts-296/UP 


30/34744 CW26-435494 
OCT. 44 


CG-25778 
coro 

A 6° LENGTH OF RG-9/U R.F. CABLE 
EQUIPPED WITH A UG-12/U PLUG AT EACH 
cm. 


Ts-295/0P 


HOSE4/44 CHSB-4355495 cus 
OCT. 44 


CG*Z61/UCE'-*) GEM. USE RESTRICTED 
CORD 

TRANSMISSION LINE USED ON MK 20 MOD. O 
AND MOD. 1. CARRIES L BAND SIGNALS AS A 
GENERAL PURPOSE PATCHING CABLE. CABLE JIS 
6° OF RG-8/U WITH UG-I12/U CONNECTORS ON 
EACH END. PROCURED ON CONTRACT NOW 
NORD-3456 FROM WE. CO. 
10/19/44 CANCELLED 

OCT. 44 WI2744 


CW3BA-4335602 


CG-262/ULS"-") GEN. USE 
cord 
TRANSMISSION LINE USED ON MK 20 MOD. O 
AND MOD. 1. CABLE IS A LENGTH CAS SPEC- 
SFIED? OF RF CABLE RG-8/U WITH UG-1278 
CONNECTORS ON EACH END. 
CARRIES L BAND SIGNALS AS A 

GENERAL PURPOSE PATCHING CABLE. FIRST 
VO719744 CWSBA-4335602-2 CW 

MOV. 44 


CG-26270C6*-") 
PROCURED ON CONTRACT RO. NORD-3456 FRON 
MoE. COW . 


CG*262/UC10°-*) GEN. USE 
Coro 
TRANSMISSION LINE USED ON MK 20 MOD. O 
AND MOD. 1. CABLE IS A LENGTH AS SPEC- 
FIED OF RF CABLE RG-8/U WITH UG-12/U 
CONNECTORS ON EACH END. 

CARRIES &L BAND SIGNALS AS A 
GENERAL PURPOSE PATCHING CABLE. FIRST 
10419444 CW2BA-4335602 Cus 
NOV. 44 


SUGGS 
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: CG-262FUCt0"-") 
PROCURED OX CONTRACT HO. NORD-3456 FROM 
WE. CO. NO LONGER TO BE PROCURED. USE 
6G-99/aPC-*-") 


CG-26370C35° -89) 

CORD 

TRANSMISSION LINE USED ON AK 20 ARD ROD. 
@ AND MOD. ¥~- CARRIES VOLTAGES FROM THE 
F UNSTS OF THE RADAR TO THE PRECISION 
MODEL 856 VOLTMETER. CONSISTS OF A 
LENGTH CAS SPECIFIED) OF RF CABLE RG-8/9 
WITH -49190 CONNECTOR ON ONE END AND 
10409444 Cu28L-435603 Cus 

WOvV. 44 


CG -2637UC3°-89) 
TWO PROME TIPPED 4" WIRES OM THE PRO- 
CURED ON CONTRACT NO. MORD-3456 FROM 
MoE. CO. 


CG-26470¢6" -*) 

corD ; 

TRANSMISSION LINE USED ON MK 20 MOD. 3. 
CARRIES #F SIGNALS AND RUNS FROM THE 
RADAR INDICATOR TO THE MODULATOR. CON- 
SISTS OF A LENGTH (AS SPECIFIED) OF RF 
CABLE RG-8/U CABLE WITH -49195 CONNEC- 
TORS (REO) ON EACH END. PROCURED ON CON- 
10739744 CW2BA-433605 Cu: 

WOV. 44 


CG-2647UCE* =") 
TRACT NO~ HORD-3456 FROM WE. CO. 


co-z6sse 

Coro 

TRANSMISSIOM LINE USED OM MK 20 MOD. 1. 
CONSIST OF 6° OF RG-8fU CABLE WITH 
-49195 CONNECTORS (GREEN) ON EACH END. 
SAME AS CG-264/U EXCEPT THAT IT RUNS 
FROM THE RADAR INDICATOR TO THE RECEIVER 
AND 4TS CONNECTORS ARE PAINTED GREEN. 
t0719744 CANCELLED CusBA-4335605-2 
OCT. 44 573744 


€G-265/0 
PROCURED ON CONTRACT WO. NORD-3456 
ERon Wee. CO. 


CG-266/UCE*-6 872") 
CORD 

PROVIDES A CONNECTION FROM THE STANDING 
WAVE METER TS-150/UP TO THAT PORTION OF 
RADAR TRANSMISSION LINE OCCUPIED BY THE 
MAGNETRON ON MARK 20 MOD. Ie AN/STPS-1B 
AND AN/CPS~-5 RADARS. JT CONSISTS OF A 
1 5/8" COAXIAL TRANSMISSION LUNE 
10/19/44 CWeX-66598C CW38-409522 
WOov. 44 


4-33 


arma, | 


CG-266/UCI*°-6 1727) 
(LENGTH AS SPECIFIED) WITH A COUPLING AT 
ONE END TO CONNECT TO TS-i30/UP AND AR- 
RANGEMENTS AT THE OTHER END TO ENTER 
THE RADAR TRANSMISSION LINE JN PLACE OF 
THE MAGNETRON. FIRST PROCURED ON CON- 
TRACT NO. NORD-3456 FROM WE. COW 


CG-267/UCI*-7 5487) 

CORD 

PROVIDES A CONNECTION FROM THE STANDENG 
WAVE METER TS-#30/UP TO THAT PORTION OF 
THE MARK 20 MOD. O RADAR COAX#AL TRANS- - 
MISSION LUNE WHERE THE MAGNETRON 9S CON- 
NECTED. CONSISTS OF A 1 5/8" COAXIAL 
TRANSMISSION LINE LENGTH CAS SPEC IFIED) 
10409444 CwSX-66598A CW :380-409765 
NOV. 44 


CG-2577009%-7 SFE% 
WITH A COUPLING AT ONE END TO CONNECT TO 
TS-130/UP AND ARRANGEMENTS AT THE OTHER 
ENO TO ENTER THE MOD. O TRANSMISSION 
LENE 1M PLACE OF THE MAGNETRON. FERST 
PROCURED ON CONTRACT NO. NORD-$456 FRON 
MoE. CO. 


CG-2587BC° -67) 

CORD 

THIS CORD PROVIDES A CONNECTION FROM THE 
STANDING WAVE METER TO THE DIPOLES OF 
THE MARK 20 MOD. O ANTENNA ¢T CONSISTS 
OF A COAXIAL TRANSMISSION LENE LENGTH 
(AS SPECHFIED) WITH 1 878" COUPLING OW 
OWE END TO FIT STANDING WAVE METER 


10420744 Cw3x665988 Cw380-409920 
MOV. 44 
TS-307UP AND A CG-268/0T* -6*) 


778" COUPLING ON THE OTHER END TO FET 
THE ANTENNA CONNECTIONS. PROCURED O” 
CONTRACT WOKD-34S56 FROM WE. COW 


CG-286/APS-20 AR/APS-20 RESTRICTED 
TRANSMISSION LINES 

CONDUCTS RF TRANSMITTED POWER TO ANTENNA, 
USED IN SERIES WITH 90 DEGREES TwtST 
WAVE GUIDE AND FLEXIBLE WAYE GUIDE, COR- 
POSED OF A SECTION OF WAVE GUIDE CON- 
TAINING A 90 DcUREE BEND IN THE WH PLANE 
AND A 60 DEGREE BEND IN THE E PLANE, 
$2/9/44 CAKX: CAKX324-700 
DEC. 44 


CG-286/APS-20 
HAS AN S BAND CHOKE OW EACH END. DIMNEN- 
SIONS: 15" X 8" X 6%. WEIGHT: 9 35/4 LBS. 


CG-287/uP AR/APS-20 RESTRICTED - 
TRANSMISSION LINE: 

CONDUCTS RF TRANSMITTED POWER TO ANTENNA, 
USED IN SERIES WITH WAVE GUIDE AND 90 
DEG. TWIST WAVE GUIDE. COMPOSED OF SPIRAL 
WOUND FLEXIBLE S BAND GUIDE COATED WITH 
WEOPRENE. HAS S BAND WAVE GUIDE FLANGES 
ON EACH END OF 4 FT. SECTION, DESIGNED 
12/9/44 CAKX: CAKX218-726 


OEC. 44 
TL aera | 


SEE 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-34 
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on eSNG 


CG-287/0P 
FOR PRESSURIZATION, DIMENSIONS: 48" X 
6" X 6", WEIGHT: 9.1 LBS. 


CG-288/APS-20 AN/APS*20 
TRANSMISSION LINES 
CONDUCTS RF TRANSMITTER POWER TO ANTENNA, 
USED IN SERIES WITH FLEXIBLE WAVE GUIDE 
AND DOUBLE-8END WAVE GUIDE. COMPOSED OF 
A SECTION OF S BAND WAVE GUIDE. CONTAIN- 
ING A 90 DEGREE TWiST AND HAVING A S BANE 
CHOKE AT EACH END. DIMENSIONS: 70" X 6" 
12/9/44 CAKX: CAKX324-698 
MAR. 45 948A 


RESTRICTED 


CG-288/APS-20 
X 6". WEIGHT 20 LBS. 


CG-307s/UP AN/APS-20 
TRANSMISSION LINE 

A RIGHT ANGLE "S" BAND WAVE GUIDE TRANS- 
MISSION LINE USED TO CONDUCT RF ENERGY 
AROUND A SHARP $0° CURVE CORNER. BEND ¢S 
FORMED OF TWO 45° BENDS VERY CLOSE TO- 
GETHER ANO 1S @N THE E PLANE. WAVE GUIDE 
(S EQUIPPED WITH CHOKE AND FLANGE 

172745 CasZe 

JAN 45 


CONFIDENTIAL 


CG-307/UP 
COUPLINGS. S{ZE: 6" X 8° X 9%. WEIGHT: 
11 £68. USED WITH AN/APS-20 AND CAN BE 
USED WITH ANY SS" BAND RADAR EQUIPHENT. 


CG-308/UC*-3 1/27) GEN USE 
TRANSMISSION LINE: 

CONSSSTS OF A LENGTH CAS SPECIFIED) OF 
RAD1O FREQUENCY CABLE RG-5S/U TERMINATED 
AT ONE END WITH PLUG UG-9/B AND AT THE 
OTHER ENB BY JACK UG-10/U. 


1/4/45 Cu: 
VAN. 45 


CW:sB80-41 5007-35 


CG-308/UCI1*=9") AN/TPS-1B 

TRANSMISSION LINES 

CONSISTS OF A LENGTH CAS SPECIFIED) OF 

RADLO FREQUENCY CABLE RG-5/U TERMINATED 
AT ONE END WETH PLUG UG-9/U AND AT THE 

OTHER END BY JACK UG-10/U. 


1/8745 Cw: 
JAN. 45 


CW280-411007-5 


CG-309/TPS-IB AN/TPS-1B 

TRANSMISSION LINE: 

CONSISTS OF A LENGTH OF RADIO FREQUENCY 
CABLE RG-5/U 18 INCHES LONG TERMINATED 
AT EACH END BY PLUG UG-9/U WHICH ARE 
HERD FN PLACE 8Y MEANS OF A RETAINING 
WLOCK WE CO. BO-411010~1. 


t/4/4s Cy: 
JAN. 45 


CW>B0-411007-1 


“BAEHSEES 


NAVSHIPS 900,109 
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CG-S10/TPS-1BC°-6 2/4") 

TRANSMISSION LINES 

CONSISTS OF A LENGTH CAS SPECIFIED) OF 
RADIO FREQUENCY CABLE RG-55/U EQUIPPED 
AT ONE END WITH A NAVY TYPE 49194 JACK, 
HOOD UG-106/U, AND W.E. CO. TYPE BA- 
433561 ADAPTER. OME END IS FREE. 


RAMAN 


/afas Cus 
JAN. 45 


CWrRL-433560 


CG-310/TPS-tBC°-7 1/4") 

TRANSMISSION LINE: 

CONSISTS OF A LENGTH CAS SPECIFIED) OF 
RADIO FREQUENCY CABLE RG-55/U EQUIPPED 
AT ONE END WITH A WAVY TYPE 49194 JACK, 
HOOD UG-106/U, AND W.E. CO. TYPE BA- 
433561 ADAPTER. ONE END IS FREE. 


1/4/45 cus 
JAW. 45 


CW:8L-435560-2 


CG-StO/TPS-1BC8 3/4 7%) AR/TPS-18 
TRANSMISSION LINES 
CONSISTS OF A LENGTH CAS SPECIFIED) OF 
RADIO FREQUENCY CABLE RG-S55/U EQutPPED 
AT ONE END WITH A NAVY TYPE 49194 JACK, 
HOOD UG-106/U, AND WE. CO. TYPE BA- 
433561 ADAPTER. ONE END 1S FREE. 


1/5745 Cus 
Jane 45 


CW sBL -433560-3 


CG-S1T/UC-F5") AR/TPS-T8 
TRANSRISSION LINES 

CONSISTS OF A LENGTH CAS SPECIFIED) OF 
RADIO FREQUENCY CABLE RG-5/U TERMINATED 
AT EACH END WITH RF PLUG UG-3/U. 


4/5/45 
JAM, 45 


CUSB0-4t09T8-4 


CG-Stt/UCZ"-17%) AN/TPS-16 

TRANSMISSION LINES 

CONSISTS OF A LENGTH CAS SPECIFIED) OF 
RADIO FREQUENCY CABLE RG-S/U TERMINATED 
AT EACH END WITH RF PLUG UG~9/¥. 


1/5/45 
Jaws 45 


CW 3B0-410918-5 


CG-318/ 
Coro: 
CONStSTS OF TWO 38 GAUGE STRANDED (W 
SULATED WIRE TERMINATED AT ONE END WITH 
TwO ALLIGATOR CLIPS, AT OTHER END BY A 
49195 UNF PLUG WITH A REDUCING ADAPTER 
THREADED INTO THE CABLE END. THE 49295 


GER USE | 


PLUG 1S PERMANENTLY CONNECTED TO A 49491 


2710445 
BAR. 45 


CG-S5t80 
ADAPTER. USED FOR CONNECTING TS-1027AP 
TO RANGE UNIT FOR CALIBRATION PURPOSES. 


CG-352/0C-"-") GEN. USE 
cords 
CORD CONSISTS OF A LENGTH TO BE SPECI- 


FLED OF R.F. CABLE RG-58/U TERMINATED AT 


EACH END WITH ADAPTER UG-175/U AND NAVY 
TYPE RECEPTACLE 49395 OR EQUIVALENT. 


2722745 
FEB. 45 


BEANS UA 


CONFIDENTIAL 


pengh ation FIRST ASSIGMED FOR 


CG-333/UC-"-") GEN. USE 
TRANSMISSION LENEs 
PLEXIBLE WAVE GUIDE ASSEMBLY. NOMTRAL 
GUIDE SIZE 3" xX 1 3/2". CONSISTS OF A 
LENGTH OF GUIDE SPECIFIED tM FT. & 
SNCHES WITH A UG-53/U AT ONE END AND A 
UG-54/U AT OTHER END. DOES MOT HAVE & 
SYNTHETIC RUBBER JACKET. ; 
2/10/45 
mas, 45 


eGR 


TITEPLEX 
8-48004 


CG-334/UC-"-") GEN USE 

TRANSMISSION LUNES 

A SECTION OF FLEXIBLE WAVE GUIDE WITH 
CHOKE FLANGE COUPLINGS ATTACHED TO EACH 
END. THE NOMINAL tNMSIDE WAVE GUIDE Di- 
MENSIONS ARE 1,922 X 2477. A SYNTHETIC 
RUBBER JACKET COVERS THE MAVE GUIDE ANO 
PERMITS PRESSUREZATION. THE LENGTH OF 
3/3/45 

MAR. 45 


: CG-338/UC-*-™) 
THE GUIDE, FLANGE FACE TO FLANGE FACE, 
TO’ BE SPECIFIED. EACH END HATES WITH A 

‘UG-51/U PLAIM FLANGE. 


CG-S43/APS-3A ANSAPS-3A 

TRANSMISSION LINE: CONFIDENTIAL 
TRANSHISSION LINE CONSISTING OF A SHORT 
PIECE OF RG-52/U TERMINATED AT EACH END 
ON A FLANGE CPHILCO PART NO. 258-8842). 
bMCLUDES & PIECE, 3 1/2" LOXG, OF 
FLEXIBLE CORRUGATED TRANSMISSION LENE 
DESIGNED FOR PRESSURIZATION. DESIGNED 
3710745 7 

MAR. 454 


CG-SETSAPS~-SA 
FOR INSTALLATION ft TAIRCRAFT 0”. USED 
TO CONNECT AS-179/APS-3A TO RT-ROASAPS-3§ 
USING MT~927APS-3. 


CG-342fu-"-14%) AN/APS-26 RESTRICTED 
TRANSMISSION LINE: Raw. LAG. 

A WENGTH OF RG-48/U WAVE GUIDe TEKMINAT~ 
ED AT ONE END IN CHOKE FLANGE 8G-200/0 
AND OTHER END IN PLAIN FLANGE UG~214/U, 
LENGTH TO BE INDICATED tN NOMENCLATURE 


ASSIGNMENT. SIZE: 6° X 6 X 14". MTL 
8 LBs. 


3/16/45 CAKK: 


MAR. 454 BUAER 


CG-343/UC-"-") GER. USE  950G 
TRANSMISSION LUNE: RESTRICTED 
FLEXIBLE WAVE GUIDE ASSEMBLY. CONSISTS 
OF A LENGTH OF RUBBER JACKETED FLEXIBLE 
WAVE GUIDE WITH A UG-1S0/U CONTACT TYPE 
COUPLING AT EACH ENO, THE LENGTH FLANGE 
FACE TO FLANGE FACE IS SPECIFIED IW 
INCHES. NOMINAL INSIDE DIMENSIONS OF 
3/17/45 

MAR. 45 


CG-343/uUt-"-*) 
GUIDE ARE §.572 X 2622. 


a 
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CG-350/UC-*-") GEN. USE 
TRANSMISSION LINES 

A LENGTH OF FLEXI3LE WAVE GUIDE HAVING 
NOMINAL INSIDE DIMENSIONS OF 2 3/4" X 
3/8". EACH END HAS A WAVE GUIDE COUPLING 
S¢tMTLAR TO THOSE SHOWN ON BELL LABS. 
ORAWING ES681080-2 AND ES681080-1. THE 
LENGTH FLANGE FACE 10 FLANGE FACE IS 
3/24/45 TITEFLEX 
MAR. 45A 930G 68-49001 


CG-350/UC-"-9) 
SPECIFIED IN INCHES. THIS GUIDE IS IN~ 
TENDED FOR USE WITH WESTERN ELECTRIC 
TRANSMISSION LINES COMMONLY KNOWN AS 
“TICKET TUBING". 


CG-358/0UC3"-") TS-295/UP 

CORD: 

A LENGTH OF RF CABLE RG-21/7U EQUIPPED AT 
ONE ENO WITH RF PLUG UG-9/U AND AT THE 
OTHER END WITH RF SACK UG-1i/U. LENGTH 
TO BE SPECIFIED. 


4/18/45 
APR. 45 


CG-359/UL-"-") 

CORD: 

A SINGLE CONDUCTOR COAXIAL CABLE, LENGTH 
AS SPECIFIED, RG-9/U WHICH IS TERMINAT-~ 
ED AT EACH END BY RF PLUG UG-2TA/U. 

FOR USE WITH AS-299/AP, PROCURED ON 
CONTRACT NXsr-51503. 


4/18/45) CW: CWsBA-4608 
APR. 45 ISSUE I 


CG-370/UC-"=") 
TRANSMISSION LINES 

A FLEXIBLE WAVE GUIDE CONSISTING OF A 
RECTANGULAR FLEXIBLE TUBE FORMED OF 
WOUND METAL TAPE SOFT SOLDERED TOGETHER. 
TERMINATED AT ONE END WITH PLAIN FLANGE 
WHICH WILL MATE WITH RADIO FREQUENCY 
COUPLING UG-117/U AND AT THE OTHER END 
5/5/45 

MAY 45 930G 


CG-370/UC~*-") 
WITH A CHOKE FLANGE WHICH WILL RATE 
WITH RADIO FREQUENCY COUPLING UG-1136/U. 
A RUBBER JACKET IS MOLDED OVER THE 
ENTIRE TRANSMISSION LINE. USED WITH BUT 
NOT PART OF RADIO FREQUENCY LINE 
RG~-S3/U. RG-66/U. MATER AL: BRASS, SEL- 
VER PLATED. 


CG-374/UC-'-"> 

TRANSMISSION LINES 

CABLE ASSEMBLY, RF, FLEXIBLE TYPE. 

LENGTH OF LINE, FLANGE-FACE TO FLANGE- 

FACE TO BE SPECIFIED. OUTER CONDUCTOR: 

WOUND, SILVER-PLATED BRASS STRIP. 
CONSISTS OF A LENGTH OF RECTAN- 

GULAR FLEXIBLE TUBING COVERED BY A NEO- 

5/23/45 

MAY 458 930G 


CG-374f/UC-*-") 
PRENE JACKET. & UG-150/U FLANGE. COUP- 
LING 1S PERMANENTLY ATTACHED AT EACH 
END. NOMINAL INSIDE DIMENSIONS OF TUB- 
UNG: 1 1/2" xX 3/4". DESIGNED FOR USE 
WITH TRANSMISSION LINE RG-8O0/U. 


COMPARATORS “CH 


ANALYZES OR COMPARES TWO OR MORE INPUT 
SIGNALS 


CMTSASQ-2 ANZASQ*2 

COMPARATOR: CONFIDENTIAL 
A SET BOX WHICH RECEIVES THE Oulrut 
SIGNALS OF TWO DETECTING EQUIPMENT 
ANZASQ-1t OR SINGLE MARK Vi UNITS AND 
UMTEGRATES THEM. 


1/29/43 CLUs 


AUG. 43 
CH-2/7ASQ-28 AN/ASQ-2 CONFIDENTIAL 
COMPARATOR: ELECTRONIC 


COMPARATOR UNIT - FOR USE WITH 
AN/ASQ-2B8C ENSTALLATIONS IN LeToAe FOR 
THE AUTOMATIC DROPPING OF FLARES AND 
BOMBS. THIS UNET RECELVES THE OUTPUT 
SIGNALE FROM TWO AN/ASQ-1 OR TA EQUIP- 
MENT COMPARING THE SIGNALS. THE UNIT 
2724144 

MAR. 44 


7 CM-27ASQ-28 
COMBINES THE SIGNALS WITH RESPECT TO RE- 
LATI£VE ANDO ABSOLUTE AMPLITUDE CONTROLL- 
ING THE RELEASE OF BOMBS AND FLARES. 
THIS UNIT &¢S SIMILAR TO CM-3/ASQ-2 EXCEP 
THAT THE FREQUENCY RESPONSE AND TIME DE- 
LAY CIRCUITS HAVE BEEN MODIFIED TO PRO- 
WViDE FOR SLOW SPEED OPERATION IN L.T.A. 
SNSTALLATIONS~ 


CH-S/APS*6-TI ANSAPS-6-TE 

ALTATUDE DIFFERENTIAL UNITS 

ALTITUDE DéFFERENTOAL UNIT WHICH IS 
ORIVEN BY ALTITUDE TRANSMISS¢ON UNIT 
MX-422/APS-6-TI AND BY CONTROL UNIT LO- 
CATED ON TABLE FN-7/APS-6-TI, TAKES 
THE DIFFERENCE OF ALTITUDE OF THESE TWO 
AND FEEDS THE TARGET SIMILATOR 

1424/45 CATYS 

JAN. 45 


CM-S/APS-6-T! 
SU-7/APS-G6-TI. PART OF GA-15/APS-6-T1 


COMPONENT INDICATORS "CH* 
COMPENSATORS, REGULATORS 


ELECTRICAL AND/OR MECHANICAL COMPENSAT- 
ING OR REGULATING APPARATUS 


CN-4/APA-t4 AN/APA-14 

AZIMUTH DIFFERENTIAL UNIT: RESTRICTED 
CONSISTS OF A TORQUE UNIT, DIFFERENTIAL 
GEAR, SELSYN, & SECTOR SCAN SWITCH. THE 
DIFFERENTIAL GEAR IS DIRECTLY COUPLED TO 
THE TORQUE UNIT & SELSYN AS WELL AS AN 
ASSOCIATED ANTENNA ASSEMBLY #AS-17/APS 
OR AS-18/APS. THE DATA TRANSMITTED FROM 
9/21/43 CPRS 
Sept 43 


7 


ASSIGNED 


ISSUED 


THE SELSYN PROVIDES CN-4/APA-16 | 
COMPENSATION OF AIRCRAFT DIRECTION WITH 
RESPECT TO MAGNETIC NORTH. THE SECTOR 
SCAN SWITCH PROVIDES LIMIT CONTACTS FOR - 
SCANNING OF A SECTOR OF ANY INTEGRAL 
MULTIPLE OF 30° UP TO A MAXdMUM OF 330° 
WHEN CONNECTED TO ASSOCIATED CONTROL UNJ1 
THROUGH RELAY RE-S/APA-23. THE CONTACTS 
ARE ORIENTED SUCH THAT THE SMALLEST FOR~ 
WARD SCAN WILL BE 15°. 


CN-S/APA-15 AN/APA-15 
GYRO TORQUE UNIT: RESTRICTED 
PROVIDES UP TO 430° COMPENSATION (WITHIN 
ANTENNA TILT LIMITS) FOR CHANGES IN TILT 
ANGLE OF ANTENNA ASSEMBLY #AS-S7A/APS OR 
AS-18A/APS DUE TO VARIATION IN ANGLE OF 
PLANE WITH RESPECT TO THE EARTHS SURFACE. 
UNCLUDES A GYROSCOPE WITH A CAGING 
8/25/43 CPO: CPRSSLO-925 
BSULY 44 


MECHANISM & A TORQUE UNIT CN-S/APA-15 
WITH 2 ASSOCIATED TILT RODS. INFORMATION 
FRIM THE GYRO SELSYN IS TRANSMITTED TO 
SERVI AMPLIFIER AM-21/APA-15 WHICH RE- 
TURNS SUFFICIENT POWER TO OPERATE TIRQUE 
UNIT TO MAINTAIN DESIRED TILT ANGLE. 
SIGNAL OUTPUT .1 Y PER DEGREE. FITS 
MOUNTING BASE MT-131/APA-15. SIZE? 

1S 11764" X 6 174" X 5 15716". WT. 

13 Les ft OZ, 


CN-B/APA-8 AN/APA-38 

POTENTIOHETER ASSEMBLY. RESTRICTED 
REGULATES SWEEP VOLTAGE TO INDICATE AZI- 
MUTH INFORMATION ON INDICATOR §D-3/APQ>-5. 
CONSISTS OF POTENTIOMETER G E 251X395 OR 
EQUAL WITH GEARING MOUNTED ON A SPECtAL 
TAPERED SHAFT. MOUNTS ON ANTENNA 
ASSEMBLY AS-12/APS-3. 

Hh/2/43  CPRe 

NOV. 43 


CN-3/APA-19 AN/APA-U9 

POTENTIOMETER ASSEMBLY? RESTRICTED 
REGULATES SWEEP VOLTAGE TO INDICATE AZI- 
MUTH INFORMATION ON INDICATOR 10-35 /APQ-5. 
CONSISTS OF POTENTIOMETER G.E 251X95 OR 
EQUAL WITH GEARING MOUNTED ON A SPECIAL 
TAPERED SHAFT. SAME AS CN-8/APA-18 EX- 
CEPT FOR OIFFERENT GEARING AND SHAFT 
t4/2/43 CPR: 

NOV. 43 


CN-9/APA-49 
COMNECTION. + 


CN-12/MPN-1A AN/MPN-3A 

SWITCHING REGULATOR UNITS: 

THIS UNIT 1S OF WELDED STEEL CONSTRUC- 
TiON, WEATHER AND SPLASH PROOF. IT CON- 
TAINS A TRANSFORMER AND AUTOMATIC VOLT- 
AGE REGULATOR. SIMILAR TO VOLTAGE REGU- 
LATOR UNIT CN+3/MPN-1. FOR USE ON COM- 
HERICAL SUPPLY LINES OF EITHER 200 V OR 
1/45/44 CRRs CRRSARIG224 
JAN, 44 


CN-12/MPN-1A 
tio VAC. IT ALSO CONTAINS SWITCHING 
HEANS FOR APPLYING MOTOR GENERATOR OR 
COMMERCIAL LINE POWER TO THE LOAD. POWER 
tNPUT: 437 V AC. 15 KVA FROM M.G. SETS, 
105-25 VW. AC OR 210-250 Ve. AC FROM 
COMMERCIAL LINES, DIMENSIONS: 24 X 36 X 
60 INCHES. 


MARMOT S SUNARE RUE 


care | RUARIHRRS | RANATATTURERA 
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CH-1ZA/MPN-S3A AN/MPN-8A 

SWITCHING REGULATOR UNITS 

THES UNIT IS OF WELDED STEEL CONSTRUC- 
THON, WEATHER AND SPLASH PROOF. IT CON- 
TAINS A TRANSFORMER AND AUTOMATIC VOLT- 
AGE REGULATOR. FOR USE ON COMMERICAL 
SUPPLY LINES OF EITHER 220 V OR IIOV AC, 
1T ALSO CONTAINS SWITCHING MEANS FOR 
18/4/44 CRR: CRRER-97250 
HOY. 44 


CR-1Z2A/MPN-TA 
APPLYING MOTOR GENERATOR OR COMMERCIAL 
LINE POWER TO THE LOAD. POWER INPUT: 
V17¥ AC, tS KVA FROM M.G. SETS, 115/220¥ 
AC FROM COMMERCIAL LINES. DIMENSIONS: 
24 X% 36 X 60 INCHES. USED WHEN DIESEL 
MOTOR GENERATOR UNITS ARE USED AS A 
PRIMARY POWER SUPPLY. SIMILAR TO 
CN-12/MPN-1A EXCEPT USES ¥2 WIRE IN 
PLACE OF #4, 


CN-13/AP AN/APS-4 

CONDENSER COMPENSATOR UNIT: 

CONS!STS OF A CONDENSER UNIT HAVING SEC- 
TIONS OF 4/4/2/1 MED. CAPACITY, RATED AT 
6O0V DC. WORKING. FREQUENCY RANGE 400- 
2400 CPS. UNIT WILL INCLUDE A NAVY TYPE 
"a" CONDENSER BOX FITTED WITH 2 EA, 3/4" 
AMPHENOL TYPE AN-3064-12 BOX CONNECTORS 
3/17/44 
HAR, 44 


AND AMPHENOL TYPE CN-1S/AP 
AN-35066 LOCK NUTS. PROVISION IS MADE 
ACCORDINGLY FOR ABOVE CONDENSER SECTIONS. 
Tits BOA COuNcECIORS PROVIDE CONNECTION 
BETWEEN THE RADIO SET AND THE RELATED 
POWER SUPPLY SYSTEM. EACH SET OF CONDEN- 
SER MOUNTINGS WILL BE CONNECTED TO 
TERNINALS, OVERALL DIMENSIONS, EXCLUSIVE 
OF MOUNTING EARS AND CONDUIT CONNECTORS 
ARE S" X 5" X 6". WI. UNDER 6 LBS. 


CN-14/AS9 
COMPENSATOR: 
CONSISTS OF A SECTION OF 378" DIA 6” 
LENGTH, 36% COBOLT STEEL CORE ROD, 
MOUNTED BETWEEN TWO BAKELITE BLOCKS 
$ 15716" SQUARE. THE ROD IS WOUND WITH 
2380 TURNS OF #23 AWG. APPROX., ENAMELED 
SINGLE COTTON COVERED MAGNET WIRE. COILS 
4021044 
APR. 44 


GENERAL USE 


CN-147ASQ 
SUPPLIED WITH BRASS MOUNTING ANGLE 8” 
LONG & | 15716" X 4 25716". USED TO 
COMPENSATE FOR AIRCRAFT PERMANENT 
MAGNETIC FIELD. tT IS USED IN GROUPS OF 
3 FOR A SINGLE MeA.0. EQUIPMENT AND 
GROUPS OF & FOR OUAL EQUIPMENTS. 


CH-1B/APA-14A AR/APA-14A RESTRECTED 
AZIMUTH DIFFERENTIAL UNITS: 

CONSISTS OF A TORQUE UNIT. DIFFERENTIAL 
GEAR. SELSYN, & SECTOR SCAN SWITCH. THE 
DIFFERENTIAL GEAR IS DIRECTLY COUPLED TO 
THE TORQUE UNIT & SELSYN AS WELL AS 
RAS-17/APS  ¢ AS-IB/APS OR AS-IB8A/APS. 
THE DATA TRANSMITTED FROM THE SELSYN 
5/12/44 CPR: 

RAY 44 


PROVIDES COMPENSATION OF CN-18/APA-14A 


AIRCRAFT DIRECTION WITH RESPECT TO MAG- 
NETIC NORTH. THE SECTOR SCAN SWITCH PRO- 
YIOES LIMIT CONTACTS FOR SCANNING OF A 
SECTOR OF ANY INTEGRAL MULTIPLE OF 30° 
UP TO A MAXIMUM OF 330° WHEN CONNECTED 
TO ASSOCIATED CONTROL UNIT THROUGH RELAY 
RE-S/APA-13,. SIMILAR TO CN-4/APA-i4 EX- 
CEPT SELSYN HAS LOW IMPEDANCE WINDING. 


NAVSHIPS 900,109 
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CN-19/APA-30 AN/APA-30 

SERVO SIGHT UNIT; CONFIDENTIAL 
FURNISHES TO PILOT A CONTINUOUSLY 
CORRECTED SIGHT ANGLE FOR WEAPON FIRE AT 
RANGES FROM 6000 YDS TO 200 YDS. INCLUDcS 
SERVO UNIT AND BALLISTIC CAM, MOTOR AND 
TACHOMETER (PERMANENT MAGNET GENERATOR), 
RANGE POTENTIONETER 180° CAM AND 

6/20/44 

MAY 44 


CN-19/APA-30 
SWITCHETTE FOR STOPPING RANGE MOTOR AT 
6COO YDS AFTER A CYCLE. INPUT 26¥ DC 
FROM EXTERNAL POWER SOURCE. SIGHT IS TO 
BE GFE. WI. APPROX. 9 LBS. 


CN-Z1/APA-15A  ANSAPA-15A 

GYRO TORQUE UNIT: RESTRICTED 
PROVIDES UP TO +30° COMPENSATION (WITHIN 
ANTENNA TILT LIMITS) FOR CHANGES IN TILT 
ANGLE OF ANTENNA ASSEMBLY RAS-17A/APS OR 
AS-I8A/APS WITH RESPECT TO VERTICAL. 
ENCLUDES A GYROSCOPE WITH A CAGING 
MECHANISM & A TORQUE UNIT WITH 2 ASSOC- 
7/8044 CPRz5L0-925 
JULY 44 


GATED TILT RODS. ENFOR- CN-217APA-15A 
MATLON FROM THE GYRO SELSYN IS TRANSMITT-~ 
ED TO SERVO AMPLIFIER AM-21/APA-15 WHICH 
OPERATES TORQUE UNiT TO MAINTAIN DESIRED 
TILT ANGLE. SIGNAL OUTPUT .} V PER DE- 
GREE. FITS MOUNTING BASE MT-13t/APA-15. 
SIMILAR TO CN-S/APA-45 EXCEPT MAGNETIC 
ERECTION SYSTEM IS REMOVED, GYRO ERECTS 
WHEN HOUSING IS ROTATED. INPUT FROM 
PU-14/APA-15: 115737400~ 


CN-25/UPA-1 
ATTENUATOR: CONF IDENTtAL 
A VIDEO FREQUENCY ATTENUATOR TO ATTENU- 
ATC WIDEO FREQUENCY VOLTAGES 10 PREVENT 
OVER-DRIVING OF THE SYNCHROSCOPE 
TS-28/UPN. FREQUENCY COMPENSATION 1S 
EMPLOYED. CONTAINED IN ALUMINUM ALLOY 
HOUSING 1" X 1" X 5 1/8" LONG WITH NAVY 
10/9/44 
oct. 44 


AN/UPA-1 


CN-25/UPA-1 
TYPE CONNECTORS 49194 AND 49395 AT EACH 
END RESPECTIVELY. PART OF DETECTOR 
AMPLIFIER ASSEMBLY AN/UPA-%, USED 
BETWEEN AN/UPA~1 AND TS-28/UPN. 


CN-30/U 
ATTENUATOR? 
CONSISTS OF A COAXIAL STRUCTURE APPROX. 
578" DIA, X 2 172", WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER. BUILT INTO THIS STRUCTURE IS A 
Pl NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD tS RATED AS FOLLOWS: NORMAL 
10/50/44 CWsxX-66445-8 
NOV. 44 


GEN. USE 


CN-30/U 
VALUE 10 db. CLASS Aw LOSS: PLUS OR 
MINUS 172 db. STANDING WAVE RATIO: PLUS 
OR MINUS 1 142 dbe 


CONFIDENTIAL 


[ axonsastinisa | [sare Tena 


CN-31/70 GEN. USE 

ATTENUATOR? 

CONSISTS OF A COXIAL STRUCTURE APPROX. 
578" DIA. X 2 1/2", WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER. BUILT INTO THIS STRUCTURE IS A Pl 
NETWORK OF CARBON DEPOSITEO RESISTORS. 
THE PAD IS RATED AS FOLLOWS: NORMAL 
10730744 CusX-66445-F 

NOV. 44 


CN-3ISU 
VALUE 4 db. CLASS B, LOSS: PLUS OR MINUS 
| db. STANDING WAVE RATIO: PLUS OR MINUS 
3 db» 


CN-32/U GEN. USE 

ATTENUATOR? 
CONSISTS OF A COAXIAL STRUCTURE APPROX. 
548" Dia. X 2 172". WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER. BUILT INTO THIS STRUCTURE IS A PI 
NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD 1S RATED AS FOLLOWS: NORMAL 
10431744 CW3X-66445-G 

NOV. 44 


CN-3$27U 
VALUE 6 db. CLASS B, LOSS: PLUS OR MINUS 
1 db. STANDING WAVE RATIO; PLUS OR MINUS 
3 db. 


CN-337U GEN. USE 

ATTENUATOR? 

CONSISTS OF A COAXIAL STRUCTURE APPROX. 
S78" DiA. X 2 172", WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER, BUILT INTO THIS STRUCTURE IS A Pt 
NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD IS RATED AS FOLLOWS: NORMAL 
10731744 CWsX-66445-H 

NOV. 44 % 


CN-33/U 
VALUE 8 db. CLASS B, LOSS: PLUS OR MINUS 
1/2 db. STANDING WAVE RATIO: PLUS OR 
MINUS 2 db. 


CN-34/0 GEN. USE 
ATTENUATOR? 


“CONSISTS OF A COAXIAL STRUCTURE APPROX. 


678" DIA, X 2 142", WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT FHE 
OTHER, BUILT INTO THIS STRUCTURE IS A PI 
NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD iS RATED AS FOLLOWS; NORMAL 
VO/31744 CwsX-66445~-0 

NOV. 44 


CN-34/U 
VALUE 10 db. CLASS 8, LOSS: PLUS OR 
MINUS 172 db. STANDING WAVE RATIO: PLUS 
OR MiNUS 2 db. 


3 


[ _oRAETARR Jews asc vor | cimeanttt | 


CN-35/0 GEN. USE 

ATTENUATOR? . 

CONSESTS OF A COAXIAL STRUCTURE APPROX. 
5/8" pla. X 2 1/2". WITH ANN TYPE PLUG 
AT ONE END AND AN W B¥PE JACK AT THE 
OTHER. SUILT SNTO THES STRUCTURE #S A Pt 
NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD iS RATED AS FOLLOWS: NORMAL 
VOS31144 CWSX-66445-°K 

NOV. 64 


CN-3570 
VALUE 12 db. CLASS B. LOSS: PLUS OR 
MINUS 172 db. STANDING WAVE RATIOS PLUS 
OR MENUS 2 db- 


cn-36/0 GEN. USE 

ATTENUATOR: 

OONSISTS OF A COAXIAL STRUCTURE APPROX. 
6/8" DIA. X 2 1/2", WITH AN & TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER, BUILT INTO THIS STRUCTURE IS A PA 
NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD IS RATED AS FOLLOWS: NORMAL 
10/31/44 CWzX-66445-L 

wOV. 44 


: cu-36/9 
WaLVE 14 dB. CLASS &, LOSS: PLUS OR 
WINUS 1/2 dd, STANDING WAVE RATIO: PLUS 
GR MINYS 2 db. 


Cu-377/0 GER. USE 

ATTENUATOR 

CONSISTS OF A COAXIAL STRUCTURE APPROX. 
6/8" OA, X 2 t/2", WITH AM NW TYPE PLUG 
At OME END AND ANN TYPE JACK AT THE 
OTHER, BUILT INTO THES STRUCTURE IS A Pt 
METWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD IS RATED AS FOLLOWS: NORMAL 
10/31/44 CWsXx-66445-4 

Wov. 44 


cn-37/0 
VALUE 16 db. CLASS 8, LOSS: PLUS OR 
MINUS 1/2 db. STANDING WAVE RATIOS PLUS 
@X Mines 2 db. 


cu-33/0 GEN. USE 

ATTENUATOR: 

CONSISTS OF A COAXIAL STRUCTURE APPROX. 
5/8" DIA. X 2 1/2", WITH AN W TYPE PLUG 
At ONE END AWD AWN TYPE JACK AT THE 
OTHER. BUILT INTO THIS STRUCTURE 1S A PI 
NETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD 1S RATED AS FOLLOWS: NORMAL 
90/31/44 CWsX-66445-m 

WOW. 44 


cu-33/0 
VALUE 18 db. CLASS 6, LOSS: PLUS OR 
MINUS 1/2 dd. STANDING MAYE RATIOS PLUS 
OR Minus 2 db. 


[oars] *RuEARTHBEE® 
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Cu-39/8 GEN. USE 

ATTENUATOR: 

CONSSSTS OF A COAXIAL STRUCTURE APPROX. 
$/8" OLA. X 2 1/2", WITH AN N TYPE PLUG 
AY ONE END AND AN N TYPE JACK AT THE 
OTHER. SUILT INTO THIS STRUCTURE IS A PI 
WETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD IS RATED AS FOLLOWS: NORMAL 
10/38/44 CW2x-66445-P 

MOV. 44 


cu-39/0 
VALUE 20 db. CLASS B. LOSS: PLUS OR 
MINUS 1/2 db, STANOING WAVE RATIO: PLUS 
OR MINUS edb. 


cn-40/0 GER. USE 

ATTENUATOR: 

CONSISTS OF A COAXIAL STRUCTURE APPROX. 
6/8" DUA. X-2 1/2", WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER. BUILT INTO THES STRUCTURE IS A PI 
WETWORK OF CARBON DEPOSITEO RESISTORS. 
THE PAO IS RATED AS FOLLOWS: NORMAL 
10/30/44 CWSX-66445-R 

MOV. 44 


cn-60/v 
VALUE 30 db. CLASS 8. LOSS: PLUS OR 
MINUS 1 db, STANDING WAVE RATIG: PLUS OR 
MbMUS 3 db. 


cu-at/o GEN. USE 

ATTENUATOR: 

CONSISTS OF A COAXIAL STRUCTURE APPROX. 
5/8" OlA. X 2 8/2", WITH AN N TYPE PLUG 
AT ONE END AND AN N TYPE JACK AT THE 
OTHER. BUSLT INTO THIS STRUCTURE IS A PI 
WETWORK OF CARBON DEPOSITED RESISTORS. 
THE PAD (S RATED AS FOLLOWS: NORMAL 
30/34/44 CW2X-66445-S 

MOv. 44 


CN-4t/t 
VALUE 10 db. CLASS 6. LOSS: PLUS OR 
MINUS 1/2 dbs STANDING WAVE RATIO: PLUS 
OR MINUS 2 db. SAME AS CN-34/U EXCEPT 
THAT A PLATE HAS BEEN ADDED TO THE JACK 
END TO ALLOW THE PAD TO GE MOUNTED OW A 
PAMEL. 


CH-45/UP ANSAPS-20 RESTRICTED 
ATTENUATOR 

USED TO DECREASE THE YOLTAGE PULSE AP- 
PLtEO TO HIGH POWERED "S" BAND MAGNE - 
TRONS SO AS TO PERMIT SEASONING OF THE 
MAGNETRON. CONSISTS OF 2 CONNECTORS, AND 
4 RESISTORS, 10 OHMS EACH, CONNECTED IN 
SERVES PARALLEL TO GIVE TOTAL RESISTANCE 
4274s 

JAN 45 


CN-45/UP 
OF 10 OHMS. StZE: 8" X 9" X TS". WEIGHT: 
10 LBS. USED WITH AN/APS-20, 


CN-46/U TS-182/UP RESTRICTED 
ATTENUATOR 

RF. ATTENUATOR TO ATTENUATE FREQUENCIES 
{N THE 100 TO 300 MC. RANGE BY 20 Gb 
USES NAVY TYPE -49194 AND -49195 CON- 
NECTORS AT THE ENDS. IMPEDANCE 1S 50 
OHMS. CONSISTS OF A NETWORK OF CARBON 
RESISTORS CONTAINED #N A SHIELDED METAL 
1413785 

JAN. 45 


cH~46 79 
HOUS (NG. 


CN-47/APS-6-T! AN/APS-6TE 

ATTITUDE CORRECTION UNIT: 

ATTITUDE CORRECTt(ON UNIT FOR THE PITCH, 
BANK AND TURN OF THE LINK TRAINER 
SM-5/APS-6-TI SO AS TO CORRECT THE 
RELATIVE GEOGRAPHIC tNFORMATION. ACCUR- 
ACY OF THIS UNIT TO BE WITHIN 45% WITHIN 
LUMITS OF +45% BANK AND +25% PITCH OR 
W/24745) CATYS 

JAN. 45 


CN-47/APS~6-T) 
ANY COMBINATSON THEREOF. 
WEIGHT APPROX.: 14 14/2 LBS. 


CN-SI/APS-31 AN/APS-31 
GYROSCOPE UNIT: 

CONSISTS OF A TWO-AXIS GYROSCOPE, TWO 
SYNCHRO TAKE-OFFS, ERECTION SYSTEM, CAG- 
ING MECHANISM, AND MOUNTING PLATE AD- 
JUSTABLE IN AZIMUTH ALL CONTAINED IN A 
WEATHER=PROOF PLASTIC HOUSING. USED TO 
DELIVER INFORMATION TO THE ANTENNA 
4/3/45 CPR: CPR:SLO-1537 
APR. 453 : 


CN~57/APS-31 
STABILIZATION SYSTEM WHEN THE MOUNTING 
BASE DEPARTS FROM HORIZONTAL. SIZE: 
APPROX. 9-1/8" X 12-5/8" X 7-5/8". WTe 
APPROX. 9.7 LBS. 


COMPONENT INDICATOR “CP” 
COMPUTER 


BASIC COMPONENT OF ELECTRONIC EQUIPMENT. 


CP-2/ASQ-1 AN/ASQ-1} 

COMPUTERS CONFIDENTIAL 
AUTOMATIC RELEASE MECHANISM, AN ELEC=- 
TRONIC DEVICE WHICH AUTOMATICALLY DETER- 
MINES THE APPROPRIATE TIME TO RELEASE 
BOMBS OR FLARES. RECEIVES DRIVING SIGNAL 
FROM ANSASQ-1 OR AN/SASQ-1A_. FIRST PUR- 
CHASED UNDER CONTRACT OEMsr-20 
617743 CLUs 
AUG. 43 


SRST BRANIEAT TUE ch 


CONFIDENTIAL 


pare ARUN? | AATATTUNA | 


NAVSHIPS 900,109 


: 
{ 


4-38 Army-Navy Designations 


[7 GRRE [ras assowso ror | AEH. | [aR [ras asromee von | SRN, | BENGE, [rast assioneo ron | oAMERIMHGN _| 


CP-10/APS-15A AN/APS-15A 

COMPUTER: CONFIDENTIAL 
A MECHANICAL CORRELATOR OF SLANT RANGE . A DEVICE FOR SETTING UP A VOLTAGE PRO- 
AND ALTITUDE. CONSISTS OF A ORUM WITH PORTIONAL TO SLANT RANGE FOR BOMB RE- 
ASSOCIATED CHART, A RANGE POTENTIOMETER LEASE. CONSISTS OF A POTENTIOMETER 
GEARED TO THE DRUM, A SECOND POTENTIO- OIFFERENTIALLY GEARED TO AN ALTITUDE 
METER (ALTITUDE) GEARED TO AM INDEX KNOB AND GROUND SPEED KNOB. ALSO IN- 
MARKER WHICH MOVES PARALLEL TO THE AXIS CLUDES OPEN CENTER CONTROL AND ILLUMINA- 
8715/43 CAEW: 3/23/44 CPR: 

OCT. 43 BPR. 44 


CP-3/APS-15 AN/APS-16 
COMPUTER: RESTRICTED 


CP-3/APS-15 
OF THE DRUM, A ROUSING WITH VIEWING 
WINDOW, AND LAMP OPERATED BY 6.3 ¥ DC AT 
15 WA WITH CONTROL RHEOSTAT. FITS 
WOUNLING BASE MIE-123/APS-1S. 


CP-1TO/APS-1SA 
TION CONTROL. ALTITUDE CONTROL IS LOCK-, 
ED WHEN GROUND SPEED CONTROL IS MOVED 
FROM ITS ZERO POSITION. SIMILAR IN 
FUNCTION ONLY TO COMPUTER CP-3/APS-15. 
SIZE APPROX.77 15416" X 7 172" X & 172". 
wT. 10 172 LBs. 


CP-3A/APS-15 AN /APS-15 

COMPUTER: RESTRICTED 

A MECHANICAL CORRELATOR OF SLANT RANGE 
AMD ALTITUDE. CONSISTS OF A ORUM WITH 
ASSOCIATED CHART , A RANGE POTENTIOMETER 
GEARED TO THE DRUM, A SECOKD POTENTIO- 
METER CALTITUDE) GEARED TO AM INDEX 


CP-18/APS-1SA AN/APS-IS5A 

RANGE UNIT? CONFIDENTIAL 
PROVIDES PRECISION TIMING CIRCUITS & 
CONTAINS THE FOLLOWING: MASTER TIMING 
OSCELLATOR, PRECISION DELAY CIRCUITS 
ONE FOR OPEN CENTER VARYING FROM -60 TO 
+60 MICROSECONDS, ONE FOR RANGE VARYING 
MARKER WHICH MOVES PARALLEL TO THE AXIS FROM 6 TO 180 MICROSEC, ONE A DISCRIMI- 
8/18/43 CAEu: 3/22/44 CPR: 
APR. 44 Man. 45 


CP-3a/aPs-15 
OF THE DRUM, A HOUSING WITH VEIWING MATOR CIRCUIT ADJUSTABLE IN 20 STEPS TO 
WENDOW, AND LAMP OPERATED BY 6.3 V DC AT 10-200 MILES, POWER SUPPLY, AND BLOWER 
15 MA WITH CONTROL RHEOSTST. FITS MOUNT- MOTOR. INPUT: 1135/1/400-2400 AC AND 26V 
UNG BASE MT-123/APS-15. SAME CP-3/APS-15 OC. FROwS PANEL CONTAINS CONTROLS AND 2 
EXCEPT RANGE KNOG INCLUDES VERMIER. PIN JACKS. FILS MOUNTING BASE fHf-55/UR. 
SIMILAR TO CP-S/APS-15 AND CP-SA/APS-15 
EXCEPT FOR CIRCUIT CHANGES. WT. APPROX. 
19 1/2 LBs. 


CP-TT/APS-15A 


CP-S/APS-15 AN/APS-15 CONFIDENTIAL 
RANGE UNIT: 

PROVIDES PRECISION TIMING CIRCUITS WEC- 
ESSARY FOR HIGH ALTITUDE BOMBING FUNC- 
TION OF ANSAPS-15. CONTAINS THE FOLLOW- 
ING: MASTER TIMING OSCILLATOR, PRECISION 
DELAY CIRCUIT FOR ALTITUDE VARYING FROM +60 MICROSECONDS, ONE FOR RANGE VARYING 
3 TO 60 MICROSECONDS, ANOTHER PRECISION FROM 6 TO 180 MICROSEC, ONE A DISCRIAI- 
9/1/43 CPR: 1/26/45 CPR: 

oct. 43 MAR. 45 


CP-1TA/APS-1SA AM/APS-T5A 

RANGE UNIT? CONFIDENTIAL 
PROVIDES PRECIStON TIMING CIRCUITS &@ 
CONTAINS THE FOLLOWING: MASTER TIMING 
OSCILLATOR, PRECISION DECAY CIRCUITS: 
ONE FOR OPEN CENTER VARYING FROM -60 TO 


CP-S/APS-18 CP-1TA/APS-ISA 
DELAY CIRCUIT FOR RANGE VARYING FROM NATOR CIRCUIT ADJUSTAGLLE IN 20 STEPS TO 
6 TO 180 MiCROSECONDS. A DISCRIMINATOR 10-200 MILES, POWER SUPPLY, AND BLOWER 
PRECISION DELAY CIRCUIT ADJUSTABLE im MOTOR. INPUT: 115/1/400-2400 AC AND 26V 
20 STEPS TO 10-200 MILES. RANGE CALI- OC. FRONT PANEL CONTAINS CONTROLS AND 2 
BRATING CIRCUIT, POWER SUPPLY, AND PIN JACKS. FITS MOUNTING BASE ®HT-61/UR, 
BLOWER MOTOR. 115/1/400-2400 AC AND 26 ¥ DIMENSIONS: 24.172" X 8B 1/2" X 7 1068". 
DC FRONT PANEL CONTAINS CONTROLS ANO : WT. APPROX. 
NEON LIGHT FOR CALIBRATION. FITS MOUNT- 19 1/2 LOS. SIMILAR TO CP-11/APS-15A 


UNG BASE RMT-SI/UR. EXCEPT FOR CIRCUIT IMPROVEMENTS. 


CP-SA/APS-15 AN/APS-85 

RANGE UNIT: CONFIDENTIAL 
PROVIDES PRECISION TIMING CIRCUITS NEC- 
ESSARY FOR HIGH ALTITUDE BOMBING FUNC- 
TION OF AN/APS-15. CONTAINS THE FOLLOW- 
ING: MASTER TIMING OSCILLATOR, PRECISION 
DELAY CIRCUITS: ONE FOR ALTITUDE VARYING 
FROM 3 TO 60 MICROSECONDS, ONE FOR RANGE 
3/3/44 CPR: 

WAR. 44 


CP-1RAMZAPS-15A AN/JAPS-15AM 

RANGE UNITS CONFIDENTIAL 
PROVIDES PRECISION TIMING CIRCUITS & 
CONTAINS THE FOLLOWING: MASTER TIMING 
OSCILLATOR, PRECISION DELAY CIRCUITS: 
ONE FOR OPEN CEXTER VARYING FROM -60 TO 
+60 MICROSECONDS. ONE FOR RANGE VARYING 
FROM 6 TO 180 MICROSEC. ONE A DISCRIMI- 
3710745 CPR: CPRSSLO-1647 
HARe 458 


CP-SA/APS-15 CP-1TAMZAPS-15A4M 
VARYING FROM 6 TO 880 MICROSEC, ONE A NATOR CIRCUIT ADJUSTABLE IN 20 STEPS TO 
DISCRIMINATOR CIRCUIT ADJUSTABLE IM 20 10-200 MILES, POWER SUPPLY, AND BLOWER 
STEPS TO 10-200 MILES, RANGE CALIBRATING , MOTOR. INPUT? 115/417400-2400 AC AND 26V 
CIRCUST, POWER SUPPLY, AND BLOWER MOTOR. OC. FRONT PANEL CONTAINS CONTROLS AND 2 
115/1/400-2400 AC AND 26V DOC. FRONT PIN JACKS, FITS MOUNTING BASE @MT-51/UR. 
PANEL CONTAINS CONTROLS AND NEON ‘LIGHT WT. APPROX. 19 1/2 LBS. SIMILAR TO 
FOR CALIGRATION. FITS MOUNTING BASE CP-I1TA/APS-15A EXCEPT HOCEFSED FOR 
RMT-51/UR. SAME AS CP-5/APS-1S EXCEPT CIRCUIT CHANGES TO EnAale USE WITH 
IMCLUDES PIN JACK ON FRONT PANEL. assignea | AN/APS-I5AM. 


Cp-12/APA-30 AN/APA-30 

COMPUTING UNIT: CONFIDENTUAL 
CONTAINS THE NeCESSARY ELECTRONIC CIR- 
CUITS TO PERMIT ACCURATELY POSITIONING 
THE RANGE MARKER ON THE INDICATOR OF THE 
PARENT RADAR ACCORDING TO INFORMATION 
EXTERNALLY SUPPLIED AS TO CORRECT RELEAS! 
RANGE FOR. BOMBING. INCLUDES BOMB -GUNFIRE 
§/20/44 

MAY 64 


CP-12/APA-36 
SWITCH ANO RANGE KNOB (CALIBRATED O TO 
18,000 FT), SIZE APPROX. 5 3/4" XS 3/4% 
X 5", WT, | LB. MOUNTS BY MEANS OF SNAP 
SLIDE FASTEKERS TO CONTROL UNIT 
C-148/APA-50, 


CP-IS/ASG-10 AN/ASG-10 CONFIDENTIAL 
COMPUTER UNIT 

COMPUTER UNIT WHICH CONSISTS OF RC*TIA- 
ING NETWORK, THYRATRON TUBE AND RELAYS, 
POWER SUPPLY AND ELECTRONIC CONVERSION 
CIRCUITS FOR ADAPTATION WITH ALTIMETER 
1D-1T2/ASG-10 AND AN/SAPN-1 RADIO ALTI- 
METER, THIS UNIT IS AN ELECTRO-MECHANICAL 
10412744 CHXs 

OCT. 44 


DEVICE FOR THE AN/ASG-10 CP-15¢ASG-10 
COMPUTING SET FOR THE MEASUREMENT OF 
TINE INTERVAL DURING PREDETERNINED POR- 
TION OF RANGE TO TARGET AS INDICATED BY 
ALTIMETER UNIT AND CORRECTED BY DIVE 
ANGLE COMPENSATOR UNIT. WEIGHT: 24 LBS. 
REQUIRES 26 1/2 VOLTS OC AT 4 @MPS. 
USED AS PART OF AN/ASG-10. PROCUREMENT 
THROUGH 3U ORO CONTKACT HO. OSRD idl 
4745. 


CP-15A/ASG-10 AN/ASG-10A SPEC: EP-281 a 
COMPUTERS CONFI DENTOAL 

COMPUTER UNIT WHICH US AN ELECTRO- 
MECHANICAL DEVICE FOR THE MEASUREMENT OF 
TIME INTERVAL DURING PREDETERHINEO POR- 
TION OF RANGE TO TARGET AS #NODICATED BY 
ALTIMETER UNIT 10-1t27ASU+10 AND CORRECT- 
ED DIVE ANGLE COMPENSATOR MX-329/4SG-10. 
2/23/45 = CMXs 
FEB. 45 


(NCLUDES VELOCITY AD- CP-TSAZASG-#0 
JUSTMENT, BOMB BALLISTIC ADJUSTMENT, 
ROCKET BALLISTIC ADJUSTMENT, MP4 CMEAN 
POINT IMPACT) ADJUSTMENT (B80MBS), MPI 
ADJUSTMENT CROCKETS). POWER REQUIREMENTS; 
28v DC AT 5S AMPS. StZE: FORM FACTOR BIB 
WEIGHT: 25 LBS. PART OF AN/ASG-1IOA- 
SUPERSEDES CP-15/ASG-10 & SIMILAR TO IT 
EXCEPT Oc SIGNED FOR FIRING ROCKETS AS 
WELL AS BOMBS & TORPEDOES. 


CP-(8/ASG-108 AN/ASG-10B SPEC: EP-282 
COMPUTER: CONFIDENT AL 
COMPUTER TO MEASURE ALL VARIABLES AND 
PROVIDE MEANS FOR INTRODUCING NECESSARY 
CONSTANTS FOR COMPUTATION OF AUTOMATIC 
BOMB, TORPEDO OR ROCKET RELEASE IN GLIDE 
OR OIVE BOMBING. PROVIDES MEANS OF HEA- 
SURING ALTITUDE, DIVE ANGLE AND TIME 
2423745 CHX: 

FEB. 45 


CP-187ASG-108 
INTERVAL. POWER REQUIREMENTS: 28V OC AT 
6 AMPS. WEIGHT 30 LBS. PART OF 
ANZASG-108, 


ASSIGNED 
(SSUED 
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CP-20/APG-17 AN/APG-17 RE T6R9 
COMPUTER-POWER UNIT? CONFIDENTIAL 
ACCEPTS SIGNAL FROM TRANSMITTER RECEIVER 
UNIT RT-98/APG-17, CALCULATES TIME ELE- 
MENT FOR RELEASING AN ORDANANCE MISSLE 
AND ACTUATES MISSLE RELEASE MECHANISH 
ALSO FURNISHES 300V DC, 120 MILS FROM 
BUILT-IN DYNAMOTOR FILTER ASSEMBLY TO 
3/14/45 
Bar 45 


CP-20/8PG-17 
TRANSMITTER-RECEIVER RT-98/APG-t7. EN- 
BUT 27¥. DC, 5 AMPS. MOUNTS ON MOUNTING 
BASE BI-430/APG-17, OVERALL SIZE, 
7 5/8" X £0 $48" X 12 9/16". WT. 35 LBS. 


CRYSTAL ONITS "CR® 


CRYSTAL §8 CRYSTAL MOLDER 


CR-7E/U 
CRYSTAL UNIT 
CRYSTAL UNIT CONSISTING OF A PIEZOELEC- 
TRIC ELEMENT MOUNTED IN A HERMETICALLY 
SEALED HOLDER PER FEDERAL EXPERIMENTAL 
ONIT 129A, FREQUENCY TOLERANCE + .007% 
OVER THE E TEMPERATURE RANGE OF + 50°C 
TO + 90°C WITH t ,004% SPECIFIED FOR 
1O/19444 . 
OCT. 44 


GENERAL USE 


CR-7E0 
+ 75°C USING THE AN/TSM-1 TEST SET. 


COMPONENT INDICATORS 
COUPLING UNITS 


"cy" 


SPECIAL SMPEDANCE MATCHING OR 
COUPLING DEVICES 


CU-1 /ARR-3 WH /ARR-3 
ANTENNA COUPLING UNIT? RESTRICTED 
BOX, HOUSING A COtL AND TUNING CONDENSER; 
FOR MATCHING THE ANTENNA TO THE TRANS- 
MISSION LINE HAS AN ANTENNA TERMINAL, & 
GROUND TERMIRAL AND RADIO FREQUENCY 
TRANSMISSION LINE TERMTNALS AND ALSO HAS 
A BAKELITE KNOB FOR ADJUSTING THE TUNING 
2/16/44 

FEB. 44 


CU-t JARR-3 
CONDENSER. 


ASSIGNED 


4-39 


A AaRAG FIRST ASSIGNED FOR [ On ERPS 


y 


RCU-27APNHS 
COUPLER: RESTRICTED 
SMALL METAL BOX CONTAINING NECESSARY 
INDICATORS, CAPACITORS. SWITCHES AND 
TERMINALS FOR MATCHING RADIO RECEIVER 
&R~9/APN-4 TO EXTHER A LOOP ANTENNA OR 

A TRAILING WIRE ANTENNA."AN” DESIGNATION 
FOR MATCHING UNIT MC-453-(). 

3/24/43 CPR: 

SEPT 43 


RANSAPN-4 


CU~7 FAPS-2 
COAXIAL LINES 
CONSISTS OF A 7/8" STUB SUPPORTED, COAX~ 
(AL, 50 OHM, PRESSURIZED RF TRANSMISSION 
LINE EXTENDING FROM TRANSHITTING TUBE & 
DUPLEXER TO JOINT AT EDGE OF MODULATOR 
BASE. PERFORMS SAME FUNCTION AS COAXIAL 
LINE CU-8/APS-2A EXCEPT DIFFERS IN SHAPE. 


AN/APS-2 


B/15/43  CSXSCYTs CPR: SWD-44 27904 
JUNE 43 CPR: $W0-45 2905 
CU-8/APS-2A ANM/APS-2A 


COAXIAL LINE: CONSISTS OF 

A 2/8"STUB SUPPORTED, COAXIAL, 50 OHM, 
PRESSURIZED, ReFe TRANSMISSION LINE EXT~ 
ENDING FROM TRANSMITTING TUBE & DUPLEXER 
TO THE JOINT AT EDGE OF MODULATOR BASE, 
PERFORMS SAME FUNCTION AS COAXIAL LINE 
CU-?/APS-2 EXCEPT HAS DIFFERENT SHAPE. 


5/15/43 CSX:CYT CPR:SWD-43 
JUNE 43 PART Z905, 2308 
cU-9/APS-2 AN/APS-2 


COAXIAL LINES 

CONSISTS OF A 7/8" STUB SUPPORTED, 
COAXIAL, 50 OHM, PRESSURIZED ReF. TRANS- 
MISSION LINE WHECH EXTENDS FROM THE 
JOINT AT THE EDGE OF THE MODULATOR BASE 
TO THE ROTATING JOINT ON THE AS-5/APS-2 
ANTENNA ASSEMBLY. PERFORMS SAME 

5/15/43 CSX2CYT CPR3SWD-44 

JUNE 43 PART 23906, 2602 


cu-9/APS-2 
FUNCTIONS AS COAXIAL LINES CU-10/APS-2A 
AND CU-11/APS-2B EXCEPT HAS A DIFFERENT 


SHAPE. 
* 


CU-10/APS-2A 
COAXIAL LINE: 
CONSISTS OF A 2/8" STUB SUPPORTED, 
COAXTAL, 50 OHM, PRESSURIZED RoF. TRANS- 
MISSION LINE WHICH EXTENDS FROM THE 
JOINT AT THE EDGE OF THE. MODULATOR BASE 
TO THE ROTATING JOINT ON THE AS-5/APS-2 
ANTENNA ASSEMBLY. PERFORMS SAME FUNCTION 
5/18/43 CSX:CYT CPR:SWD-43 
JUNE 43 PART 2906, 2907 


AN/APS-2A 


CU-TO/SAPS-24 
AS COAXIAL LINES CU-9/APS-2 AND CU-15/ 
APS=28 EXCEPT HAS A DEFFERENT SHAPE. 


CU-tt/APS-28 
COAXIAL LINES: 
CONSISTS OF A 7/8" STUB SUPPORTED, 
COAXIAL, $0 OHM, PRESSURIZED RF. TRANS-~ 
MISSTON LINE WHICH EXTENDS FROM THE 
JOINT AT THE EDGE OF THE MODULATOR BASE 
TO ROTATING JOINT ON THE AS~5/APS-2 
ANTENNA ASSEMBLY. PERFORMS SAME FUNCTION 
5/15/43 CS<:CYT CPRiSWO-45 
JUNE 43 PART Z910, 29 QAssicne 


AN/APS~2B 


CU-It/APS-28 
AS COAXIAL LINES CU-9/APS-2 AND CU-t0/ 
APS-2A EXCEPT HAS A DIFFERENT SHAPE. 


CU-12/APS~2C 
COAXIAL LINE 
CONSISTS OF A 7/8" STUB SUPPORTED COAX- 
TAL, 50 OHM, PRESSURIZED RF TRANSMISSION 
LINE WHICH EXTENDS FROM THE JOINT AT THE 
EDGE OF THE MODULATOR BASE TO THE ROTA- 
TING JOINT ON THE ANTENNA ASSENBLY 
WAS-13/APS. PERFORMS SAME FUNCTIONS AS 
2/15/43 CSXsCYTs CPR348-1328E 
AUG. 43 348-152968 


AN/APS=2C 


COAXIAL LINES CU-9/APS-2, CU-12/APS-2C 
CU-10/APS-2A, & CU-11-APS-2B EXCEPT RAS 
A DIFFERENT SHAPE. CONSISTS OF TWO SEP~ 
ARASLE PARTS, CPR TYPES Z9!2 & Z913. 


CU-13/APX~1 AN/APX-1,2 

ANTENNA COUPLING UNIT: CONFIDENTIAL 
PROVIDES COUPLING BETWEEN BOTH “A™ & "G" 
BANDS OF ASSOCIATED EQUIPMENT & A COMMON 
ANTENNA, ATTACHED DIRECTLY TO ANTENNA 
TERMINALS OF TRANSPONDERS & HAS COAXIAL 
CABLE CONNECTOR FOR ANTENNA CABLE. 


CHZ2A-2348 
CCTSCWHQsCWSSCZR: 


8/14/43 
SEPT 43 


CU-I3ACAPX-1  ANSAPX-1,2 
ANTENNA COUPLING UNIT: 
PROVIDES COUPLING BETWEEN BOTH “A™ & "G" 
BANDS OF ASSOCIATED EQUIPMENT & A CONMON 
ANTENNA. ATTACHED DIRECTLY TO ANTENNA 
TERMINALS OF TRANSPONDERS & HAS COAXIAL 
CABLE CONNECTOR FOR ANTENNA CABLE, 
IDENTICAL TO ANTENNA COUPLING UNIT 
T/V8/44 CHZ: 

JULY 44 CCTICWQ:CWS:CZR: 


CONFIDENTIAL 


CU-FSASAPX-1 
CU-13/APX-t. EXCEPT FOR REARRANGEMENT OF 
ELECTRICAL CUNNECIFGNS $0 Gi¥E BETTER 
UmrcvaNtCe MATCHING, 


CANCELLED (NOT USED) 
8/7/44 


CU-IG/APS-2F 

COAXEAL LINES CONFIDENTIAL 
CONSISTS OF A 7/8" STUB SUPPORTED, 
COAXIAL, 50 OHM PRESSURIZED RF TRANS- 
MISSION LINE EXTENDING FROM TRANSMITTING 
TUBE AND DUPLEXER TO JOINT AT EDGE OF 
MODULATOR BASE. SAME AS CU-7/APS-2 EXCEPT 
THAT TAKE OFF PROVISION HAS BEEN ADDED 
TOstasas CSXSCYT 

OCT. 43 


CU-1G/APS-2F 
SO THAT CRYSTAL MIXER FOR AFC CAN BE 
ATTACHED. 
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RCU-17/APS BAS-17/APS 

ROTATING JOINT? RESTRICTED 
"S"BANO ROTATING JOUNT WITH SLIP RINGS. 
USED WITH ANTENNA ASSEMBLY AS~17/APS 
TO PROVIDE FACILITIES TO COUPLE POWER 
FROM PU-14,;APA~15 TO OTHER UNITS OF TILT 
SIABILIZATION ASSEMBLY AN/APA-IS, 


9/24/43 CPR: 
SEPT 43 


CU-18/APS 
ROTATING JOINT? RESTRICTED 
"xX" BAND ROTATING JOINT WITH SLIP RINGS. 
USED WITH ANTENNA ASSEMBLY AS-18/APS TO 
PROVIDE FACILITIES TO COUPLE POWER FRON 
PU-14/APA-15 TO OTHER UNITS OF TILT 
STABILIZATION ASSEMBLY AN/APA-15, ALSO 
CONTAINS THERMOSTATICALLY CONTROLLED 
9/24/45 CFR: 

WAY 44 


AS-1B/APS 


CU-18/APS 
MEATER FOR MAINTAINING CONSTANT TEMPER A~ 
TURE AT HIGH ALTITUDE CONDITIONS. 
(NPUT 26V DC. 10 HEATER, 


CU-20/APN AN/APN-1 

TMPEOANCE ADAPTERS 

CONSISTS OF A SHORT COAXIAL CABLE AND 
CONNECTORS TO PROVIDE AN IMPEDANCE RATIO 
OF 50 TO 72 OHMS. PERMITS USE OF TEST 
SET TS-10/APN WITH ALTIMETER EQUIPMENT 
AYB-1, AYD & AYD-1. 


10/25/43 CRY3TX-2502-S501 M-249215 
OcT. 43 


CU-217APA-18 AN/APA-1$8 

ADAPTER COUPLING: RESTRICTED 
COUPLING BETWEEN RECEIVER-ANPLIFIER 
R-18/APS-3 AND VIDEO CORD OF INDICATOR 
1D-3/APQ-5 TO PROVIDE A VOLTAGE DIVISION 
OF APPROXIMATELY 1 TO 10. ATTACHED 
DIRECTLY TO FRONT PANEL OF RECEIVER- 
AMPLIFIER R-1B/APS-3. CONSISTS OF TWO 
V1/2/43 CPRS 

NOV. 43 


CU-21/APA-18 
RESISTORS IN A STRAIGHT CYCLINOREICAL 
METAL HOUSING WITH STANDARD SELECTAR 


PLUG AN49194 ON ONE END AND CORRESPOND- 
tnG SOCKET AT OTHER END. 


CU-24/ART-03 AN/ART-13 

ANTENNA SHUNT CAPACITOR: RESTRICTED 
CONSISTS OF THREE LARGE CAPACITORS 25 
MMF EACH WITH TERMINALS MOUNTED ON A 
SMALL MOUNTING PLATE. THIS UNIT IS USED 
TO PERMIT TUNING OF THE OUTPBT CIRCUIT 
FOR FREQUENCIES OF 2000-3000KC BY GIVING 
ADOITIOWAL CAPACITY TO THE ANTENNA FOR 
12/7/43 COL7195D-1 COL:5004232008 
OCT. 44 


RATCHING CU-24/ART-13 
TRANSMITTER OUTPUT IMPEDANCE. DIMENSIONS 
4 t/a" x 6" x 37/8" CINCLUDING 
TERMINALS). WEIGHT 1.6 LBS. EACH CAPACI- 
TOR RATED t0,000V. EFFECTIVE TEST. 0.01/ 
0.3/1.0/3.0 AMPS AT 100/300/1000/3000 Kc. 
DESIGNED TO OPERATE IN TEMP. RANGE OF 
-40°C TO +50°C, 95% MAX HUMIDITY. NAVY 
TYPE 481628. 


CU-25/ART-13 AN/ART-S3 

ANTENNA LOADING COIL: RESTRICTED 
PROVIDES INDUCTANCE TO RESONATE THE 
ANTENNA. INCLUDES THE FOLLOWING: 13 


CU-29/KPN-5A 
FORMS THE VARIABLE PORTION OF A VOLTAGE 
DIVIDER, ITS OUTPUT VOLTAGE YARIES wit 
THE POSITION OF THE RADIATED ANTENNA 


* POSITION FREQUENCY SWITCH (€200~-600KC) BEAN. POWER INPUT I-MEGACYCLE POWER. 


AND FINE ADJUSTMENT MINEMUM PA, PLATE 
CURRENT SWITCH AND LOCK, TERMINALS FOR 
TRANSMITTER. ANTENNA AND GROUND. 
12/7/43 COL3180H-3 COLSK-359-€ - 
AUG. 44 


‘DIMENSIONS: 8" X 4" X 6". SIMILAR TO BUT 
NOT INTERCHANGEABLE WITH: COUPLING UNIT 
CU-T4/NPN-1, 


CU-25/ART-13 
SIZE 9 3/8" X 10" X 1) 11/86". WT. 9.7 
LBS. OPERATES IN TEMP. RANGE OF -40% TO 
+50°C. DESIGNED TO OPERATE AT MAX. 
HUMIDITY OF 95% AND TO WITHSTAND 
ACCELERATION OF 10G. NAVY TYPE 47281. 


CU-30/APN-4 = AN/APN-4 

IMPEDANCE MATCHING NETWORK:RESTRICTED 
CONSISTING OF 4 COILS AND A F3XEO CON- 
DENSER HOUSED IN METAL BOX APPROX. 4" X 
6X4 ET Wittl S#ITCH CONTROL, LINK ADJUST- 
MENT FOR SWITCHING TO ALTERNATE COJL AND 
ADJUSTMENT SCREWS TO ADJUST INDUCTANCE 
OF COILS. THERE WILL BE FIVE TERMINALS 
1/7/44 

JAN. 44 


CU-26/ART-13 AN/ART-13 

ANTENNA LOADING COIL: RESTRICTED 
PROVIDES INDUCTANCE TO RESONATE THE 
ANTENNA. INCLUDES THE FOLLOWING: 7 

POSITION FREQUENCY SWITCH (500-1S500KC) 
AND FINE ADJUSTMENT sMINIMUM PA, PLATE 
CURRENT SWITCH AND LOCK, TERMINALS FOR 
TRANSMITTER .ANTENNA AND GROUND. SIZE 4” 
12/7/43 COLSI80H-2 COLsK412D0 
SEPT. 44 * 


CU-SO/APH-4 
ON BOX, 2 FOR INPUT, 2 FOR OUTPUT, AWD 
ONE FOR GROUND. TO BE CONNECTED BETWEEN 
RECEIVER INPUT AND ANTENNA FOR MATCHING 
PURPOSES. TO BE USED WITH R-3/APN-4 ON 
PATROL TYPE AIRCRAFT FOR MATCHING COM- 
MUNICATION ANTENNAS. 


CU-26/ART-13 
X 7" X¥ 7.3/4", WEIGHT 3.4 LBS. OPERATES 
IN TEMP. RANGE OF -40°C TO #50°C. DE- 
SIGNED TO OPERATE AT MAX. HUMIDITY OF 
95% AND TO WITHSTAND ACCELERATION OF 
10G. NAVY TYPE 47282. 


CU~3IZA AERBORNE 

IMPEDANCE MATCHING NETWORK: RESTRICTED 
CONSISTING OF AN INDUCTANCE HOUSED IN A 
METAL BOX APPROX, 4" X 4" X 4 FT. WITH A 
FIXED LENGTH OF RG-8/U CABLE & AN AC- 
COMPANYING PLUG. THE CABLE WILL, CONNECT 
THIS UNIT TO BC-1182A RECEIVER, MOUNT- 
ING ON THE BOX WILL BE AN SNPUT PLUG TO 
1/7/44 

dan. 44 


CU-27/SPR-1 AN/SPR-1 
IMPEDANCE MATCHING NETWORK 
BROADBAND HATCHING NETWORK. 300 TO 1000 
MC. FOR CONNECTING BALANCED TO UN- 
BALANCED LINE. CONNECTS TWO RG-8/U 
CABLES TO ONE RG~8/U CABLE. USED WITH 
ANTENNA ASSEMBLY AS-S57/SPR-3 WT. 7.75 
LBS, 
$2/29/43 CGG:69B1-O35772 CGG:69B1-03772 
APR. 45 


RESTRICTED CU-ST/A 


CONNECT UNIT TO IMPEDANCE MATCHING NET- 
CU-30/APN-4 AND AN ADJUSTMENT FOR 
VARTING INDUCTANCE OF COILS. THIS UNIT 
WILL BE USED TO MATCH THE IMPEDANCE 
MATCHING NETWORK CU-30/APN-4 TO 

TO THE BC-1182A RECEIVER, 


CU-28/NPN-1A  AN/MPN-1A 

ANGLE COUPLING UNIT: RESTRICTED 

THSS UNIT 1S OF BOX-TYPE CONSTRUCTION 

SUITABLE FOR MOUNTING ON THE PRECISION 
ANTENNA. IT CONTAINS THE 1 MEGACYCLE ANTENNA ASSEMBLY AS=17A/APS, INCLUDES 
OSCILLATOR & RECTIFIER CIRCUITS ASSOCI- HIXER FOR AFC AND TR UNST AND SIGNAL 

ATED WITH THE ANGLE COUPLING CAPACITOR. MIXER. 

§TS OUTPUT VOLTAGE MODULATES THE AMPLs- 

1/9/44 CRRt CRRSAR9G194-1 2/29/44 CPRz358-8183 

MAR. 44 FEB. 44 


CU-35/APS-2G AN/APS-2G 

COAXIAL LINE: CONFIDENTIAL 
CONNECTING R F LINE (DUPLEXER) BeiwccN 
MAGNETRON OF TRANSMITTER T-64/APS-2G AND 


CU-28/4PN-4A 
TUDE OF THE SWEEP AMPLIFIER PULSE OUT- 
PUT. POWER INPUT: 817 VOLTS A-C AND 
tO2V, 300V AND 500 VOLTS DC. DIMENSIONS? 
67 X 8" X 10". SIMILAR TO BUT NOT INTER- 
CHANGEABLE WITH: ANGLE COUPLING UNIT 
CU-14/MPN-1. 


CU-36/ASQ-2 = AN/ASQ-2 
SIGNAL GENERATOR - 
SWITCH UNITS 
RECORDER SWITCH BOX & SIGNAL GENERATOR 
THIS UNIT PROVIDES MEANS FOR CONNECTING 
A RD-4/ASQ RECORDER TO ANY ONE OF THE 
THREE OUTPUTS OF AN AN/ASQ-2 SERIES IN- 
STALLATIONS, IN ADDITION, A SWITCH IS PRO 
3/7/44 
MarR. 44 


CONFIDENTIAL 


CU-29/MPN-1A AN/MPN-1A 
ANGLE COUPLING CAPACITOR: 
BOX TYPE CONSTRUCTION HAVING REMOVABLE 


CU-36/ASQ-2 
VIDED TO DISCONNECT REMOTE METERS DURING 
ADJUSTMENT OF EQUIPMENT. THE UNIT ALSO 
COVER. IT CONSISTS OF A VARIABLE AIR CONTAINS AN ELECTRICAL CIRCUIT FOR SUP- 
CAPACITOR WHOSE ROTOR PLATES ARE CAPABLE PLYING A SHAPED SIGNAL SIMULTANEOUSLY TO 
OF MOTION OVER APPROXIMATELY A 30-0EUREE THE INPUTS OF BOTH CHANWELS OF AN 
RANGE. THE ROTOR IS COUPLED TO THE PRE- AN/ASQ-2 INSTALLATION. THIS UNIT WILL BE 
CISION ANTENNA SCANNER AND THE UNIT USED WITH CM-1/ASQ-2 OR CM-2/ASQ-2B AND 
1/5/44 CRRs CRRSAR96194-1 WILL-BE PART OF AN/ASQ-2, DESIGNED FOR 
RAR. 44 HTA AND LTA INSTALLATION. 
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CU-37/ASQ-28 AM/ASQ-28 

ADAPTER UNIT: CONFIDENTIAL 
AN ADAPTER UNIT CONSISTING OF A RECORDER 
SWITCH BOX AND SIGNAL GENERATOR - THIS 
UNIT PROVIDES MEANS FOR CONNECTING A 
RD-4/ASQ TO ANY ONE OF THREE OUTPUTS OF 
AN AN/ASQ-3 INSTALLATION, IN ADDITION, A 
SWITCH BOX IS PROVIDED TO DISCONNECT 
2/24/44 CANCELLED 4/20/44 

APR. 44 


CU-37/ASQ-28 
REMOTE METERS DURING ADJUSTMENT CF 
EQUIPMENT. THE UNIT ALSO CONTAINS AR 
ELECTRICAL CIRCUIT FOR SUPPLYING A SHAP- 
ED SIGNAL SIMULTANEOUSLY TO INPUTS OF 
BOTH CHANNELS OF AN AN/ASQ-28 THIS UNIT 
WILL BE USED WITH CM-2/ASQ-28 & WILL BE 
PART OF AN/ASQ-28 DESIGNED FOR LTA IN- 
STALLATION, SIMILAR TO BUT NOT UNTER- 
CHANGEABLE WITH CU-36/ASQ-2. 


CU-39/APA-22 AN/APA-22 

ADAPTER UNIT: CONFIDENTIAL 
CONNECTS THE ANTENNA OUTPUT OF THE 
AN/APA-22 TO THE ANTENNA INPUT CON- 
NECTION OF AN/APS-2 SERIES EQUIPMENT IW 
CONJUNCTION WITH EXISTING TRANSMISSION 
LINE. CONSISTS OF 7/8" STUB SUPPORTED 
COAXIAL LINE FOR "S" BAND USE. DOUBLE 
3/24/44 CAKX CAKX-12-586 
HAR, 44 


CU-39/APA-22 
RIGHT ANGLED BEND WITH DIMENSIONS OF 
6 3/8" X 4 7/16" X 3 25/52". WT. 14 OZ. 


CU-40/APA-22  BN/APA-22 
ADAPTER UNIT: CONFIDENTIAL 
COUPLES ASSORZER UNIT CG-97/AP AT RIGHT 
ANGLES TO POWER DIVIDER UNIT RF-23/AP 
SUPPLYING NECESSARY IMPEDANCE MATCH. 
CONSISTS OF 7/8" STUB SUPPORTED COAXIAL 
LINE FOR “S" BAND USE DIMENSIONS 3 1/16" 
x 3 13/16" X 1 3/8". WT. 10 OZ. 


3/24/44 CAKX CAKX-9~676 
MAR, 44 
CU-48/GPS-T1 AN/GPS-T! CONFIDENTIAL 


COUPLING TRANSMISSION UMITs 

CONSIST OF FRAMEWORK & GEAR WHICH ENGAGES 
THE .YOKE GEAR OF THE PPI UNIT OF SCR $88, 
POTENTIOMETER FOR INDICATING POSITION 

OF PPi SWEEP AND MOTOR FOR DRIVING THE 
PP. YOKE iM LIEU OF ANTENNA DRIVE. 
TRANSHITS PPI DATA TO THE SiMULATOR UNIT 
3/27/44 

MAY 44 


CU-4t/CPS-T1 
MX -169/GPS-Ti+s 


CU-47/GPS-TI AN/GPS-11 CONFIDENTIAL 
COUPLING TRANSMISSION UNIT? 

CONSIST OF FRAMEWORK & GEAR WILICH ENGAGES 
THE YOKE GEAR OF THE PPI UNIT OF SCR 827, 
POTENTIOMETER FOR SNOICATING POSITION OF 
PPt SWEEP. TRANSMITS PPi DATA TO THE SIM- 
ULATOR UNIT HX-169/GPS-TI. 


548744 
RAY 44 


pare | MaEASTHAEE'S | 
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CU-48/4RA-6 AN/ARA-6 

COUPLING TRANSFORMER UNITS RESTRICTED 
DESIGNED FOR COUPLING R-8/ARN-8 TO AN 
ANTENNA WITH A CAPACITANCE OF 50 TO 125 
MACRO-MICROFARAD AND ALSO A TWISTED PAIR 
OF R.F. CABLE €10023 LEADING TO COUPLING 
TRANSFORMER UNIT CU-49/ARA-6 WHICH EN 
TURN COUPLES TO R-23/ARC-5. A 

6/7/44 

JUN. 44 


CU-$8/ARA-6 
DUAL TRANSFORRER WITH ONE PRIMARY OF 
8 TURNS COUPLED TO SECONDARY OF 8 TURNS 
AND A PRIMARY OF 600 TURNS WITH TAP 80 
TURNS FROM GROUND COUPLED TO A SECONDARY 
OF 74 TURNS TUNED BY A .004 MICRO 
FARAD CONDENSER, HOUSED IW AN Ak. CASE 
boasz" x2" x 3 5/8". 


CU-49/ARA-6 AN/ARA-6 

COUPLING TRANSFORMER UNIT: 

(RON CORE TRANSFORMER UNIT USED TO COUPLE 
R-23/ARC-5 TO 100 OHM R.F. CABLE (TWIST- 
ED PAIR). PRIMARY HAS 74 TURNS TUNED BY 
A 0.004 MICROFARAD CONSENSER. 

HOUSED IM AW AL. .CASE § 1/2" X 2" X 

2 fz", 

6/7/44 

JUN. 44 


CU-S3/APA-26 AN/APA-26 
ADAPTER UNIT? 

CONNECTS THE ANTENNA OUTPUT OF THE 
AN/APA-26 TG THE ANTENNA INPUT OF 
AN/APS-2 IN CONJUNCTION WITH EXISTING 
TRANSMISSION LINE. CONSISTS OF 7/8" STUB 
SUPPORTED COAXIAL LINE FOR “S" BAND USE. 
DOUBLE RIGHT ANGLED BEND WITH DIMENSIONS 
6427744 CAKX: CAKX312-614 
SUN. 44 


CONF IOENT IAL 


CU-5S3/APA-26 
OF & 174% X 4 144" X 3 7/8" OVERALL. 
WI. APPROX J LB. 


CU-S5S4/APA-26 AN/APA-26 
ADAPTER UNIT? 

CONNECTS THE ANTENNA OUTPUT OF THE 
AN/SAPA-26 TO THE ANTENNA INPUT OF 
AN/APS-2C. 2E OR 2F €N CONJUNCTION WITH 
EXISTING TRANSMISSION LINE. CONSISTS OF 
7/8" STUB SUPPORTED COAXIAL LINE FOR “S" 
BAND. USE. DOUBLE RIGHT ANGLED BEND WITH 
6/27/44 CAKX: CAKX 542-8156 
SUN. 44 


CONFIDENTIAL 


CU-54/APA-26 
OIMENSION OF 6 378° X 5 378° X 1 778". 
WI. APPROX. 1 LB. 


CU-SB/GPS-TIA AN/GPS-TIA CONFIDENTIAL 
COUPLING TRANSMISSION UNITE: 

CONSISTS OF FRAME WORK ANO GEAR WHICH 
ENGAGES THE YOKE GEAR OF THE PPI UNIT OF 
SCR527, AND POTENTIOMETER FOR INDICATING 
POSITION OF Fite Pri SwktP. TRANSMITS PRA 
DATA TO SIMULATOR UNIT MX-264/6PS-tUA. 
SiMILIEAR TO CU-47/GPS-TI EXCEPT POTEN- 
7126744 
JULY 44 


ASSIGNED 
ISSUED 


CU-S8/GPS-TIA 
TIOMETER HAS DEAD SPOT OF 3° SMSTEAD OF 
$°. 


CU-~72/APS-158 AN/APS-15B CONFIDENTIAL 
DIRECTIONAL COUPLER: 

CONSISTS OF A SHORT SECTION OF t* X 1729 
WAVE GUIDE. BENT AT APPROXIMATELY A 30° 
ANGLE TERMINATED iN SUETABLE COUPLING 
FLANGES ANDO COUPLED THROUGH TWO SMALL 
HOLES TO A SMALL WAVE GUIDE CAVITY. AT- 
TENUATION FROM PRIMARY GUIDE TO OUTPUT 
9727/44 CPR3756-1110 
SEPT. 44 


CU-72/APS-158 
PLUG OF SMALL WAVE GUIDE CaviTY iS 20 db 
1 db. USED WHERE SMALL AMOUNT OF RF 
ENERGY JS REQUIRED FOR TEST EQUIPMENT. 
S4ZE APPROX. 9.526" X 3-858" X 2.262". 


CU-73/APS-15A AN/APS-ISA 

OSRECTIONAL COUPLER: CONF IDENTYAL 
CONSISTS OF A RIGHT ANGLE BEND OF 1" X 
1/2" WAVE GUIDE TERMIRATED #® SUITABLE 
COUPLING FLANGES WHICH IS COUPLED 
THROUGH TWO SMALL HOLES TO A SMALL WAVE 
GUIDE CAVITY. ATTENUATION FROM PRIMARY 
GUIDE TO OUTPUT PLUG OF SMALL WAVE 
10/2/44 

OCT. 44 


CU-75/APS~154 
CAVITY 1S 20 db + 1.5 db. USED WHERE 
SMALL AMOUNT OF RF ENERGY US REQUIRED 
FOR TEST PURPOSES. APPROX. SIZE: 10 3/4” 
X 7 1/2", SiMtLAR TO CG-116/APS-E5 
EXCEPY FOR CHANGE IN LOCATON OF SMALL 
WAVE GUIDE CAVITY. 


CU-78/uP GEN. USE CONFIDENTIAL 
DIRECTIONAL COUPLER: 

CONSISTS OF A SECTION OF WAVE GUIDE 

5/8" X 3 1/4" TERMINATED IN SUS TABLE 
COUPLING CLAMPS COUPLED THROUGH THREE 
DEFINITE SIZE OPENINGS TO A SMALL PIECE 
OF wAvE GUIDE TERMINATING IN TWO TYPE 

N JACKS FOR USE WITH SI OHM COAX TRANS- 
10/22/44 CisxX-66362A CW2BL-409643 
NOV. 44 


CU-78/uP 
RISSTONW LINE. THE JACKS ARE USED TO 
COUPLE TO DIRECT AND REFLECTED POWER 
INDICATOR, COUPLING LOSS: 26 1/2 db. 
DIMENSIONS APPROX, 6 1/2" X 4 1/8" X 
41/8". WEIGHT 2 3/4 LBS. 


Cu-79/uUP GEN, USE 
DIRECTIONAL COUPLER: 
CONSISTS OF A SiUCIION OF WAVE GUIDE 

6/e" Xt 2/4" TERMINATED IN SUTTABLE 
COUPLING FLANGES COUPLED THROUGH THREE 
Vir INtde SIZE OPENINGS T@ A SMALL PIECE 
OF wAVE GUIDE TERMINATED IN TWO TYPE & 
JACKS FOR USE WITH SI OHM COAX. TRANS - 
11/22/48 CWsX-663628 Cw:BL-409543 
NOV. 44 
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CONFIDENTIAL 


NAVSHIPS 900,109 


4-42 


vedehuTion 


FIRST ASSIGNED FOR | HAYS RAWING. 


¢u-79/0P 
MISSION LINE. THE JACKS ARE USED TO 
COUPLE TO DIRECT AND REFLECTED POWER 
INDICATOR. COUPLING LOSS: 20db. DIRER- 
SIONS 6 1/2" X 4 1/8" X 4 1/8". WEIGHT: 
2 3/4 Las, 


CU-8nsUP osu-< CONFIDENTIAL 
DIRECTIONAL COUPLER: 

CONSISTS OF A SECTION OF WAVE GUIDE 
2.778" X 3/8" TERMINATED IN SUITABLE 
COUPLING FLANGES COUPLED THROUGH A 
DEFINITE StZE OPENING TO A SHALL PIECE 
GF WAVE GUIDE TERMINATED IN ONE TYPE 
JACK FOR USE WITH 51 @HM COAX. TRANS- 
0025/44 MITSA-32023-A 
EER. 45 


Cu-sr/UP 
MISSION LINE. TRE JACK &S USED TO COUPLE 
TO DIRECT POWER INDICATOR. COUPLING 
LOSS: 20db. DiMENSSONS 378" X 2 778" X 
8" WEIGHT: APPROX. 4.5 LBS. 
CANCERLED 2/2/45. RESAGGIGNED -47AAP. 


CU-82/APS-20 AN/APS-20 CONFIDENTIAL 


DUPLEXER: | 
USED TO PROVIDE ADEQUATE RECEIVER PRO- 
TECTION DURING IKANSMIVTING PERIOD. PRO- 


VIDES FOR RECEPTION OF REFLECTED SIGNAL 
WITH MENIMUM LOSS OF POWER, PROVIDES 
MEANS FOR MONITORING TRANSMITTED POWER. 
(NCLUDES ANTI-T.R, PRE-T.R. AND TLR, 
12/9/44 CAKX: 36-6 

DEC. 44 


CU-62/APS-20 
CRYSTAL GATE. DIRECTIONAL COUPLER A.F.C. 
MIXER AND SIGNAL MIXER. HAS ADJUSTMENTS 
FOR LOCAL OSCILLATOR COUPLING AND T.R, 
AND ANTI-T.R. TUNING. DIMENSIONS, 15" X 
15" xX 8". WI. 27 LBS. OPERATES AT 28V¥ DC 
AT 200 MA AND 450V DC AT 150 MA FROM RE- 
CEIVER R-142/APS-20. 


CU-83/0P GEN USE 
DIRECTIONAL COUPLER 
CONSISTS OF A SECTION OF WAVE GUIDE 
1072" xX 3" TERMINATED IN SUITABLE CouP- 
LUNG FLANGES. COUPLED THROUGH A OEFU(NEtTE 
SIZE OPENING TO A SHALL PIECE OF WAVE 
GUIDE TERMINATED {N ONE TYPE N JACK. 

FOR USE WITH $1 OHM COAX. TRANSMISSION 

12716744 HUT SA-1E2 80-4 
DEC. 46 


CONFIDENT SAL 


cu-83/uP 
LUNE. THE JACK MAY BE USED FOR COUPLING 
TO DIRECT POWER INDICATOR OR ECHO BOX. 
COUPLING LOSS: 27 db. 


CU-89/UP 
OIRECTIONAL COUPLER? 
CONSISTS OF A SECTION OF TRANSMISSION 
LURE, COUPLED 20 db DOWN TO A NAVY TYPE 
w JACK. THE DIRECTIONAL COUPLER IS DE- 
SiGNEO TO BE SUBSTITUTED FOR A SECTION 
OF TRANSHISSION LINE LOCATED NEAR THE 
TRANSNITTER. FOR USE WITH MK 12 EQUIP- 
145745 
JAN. 45 


CONFIDENTIAL 


Army-Navy Designations 


HAI HARRI 


ocean 


FIRST ASSIGNED FOR 


OF TRAHSH 


cu-s970P 
MENT. THE JACK {S AN RF TEST POINT USED 
FOR COUPLING INTO AN ECHO BOX, WATTNETER 
OR OTHER RF TEST EQUIPMENT. 


cu-98/8 GEN USE 

OUPLING TRANSFORMER: 
AN RF MATCHING TRANSFORMER 

OR FREQUENCY RANGE 60 TO 450 MC. TO 

ATCH FROM TWIN CONDUCTOR RF CABLE HAY- 

1G A CHARACTERISTIC tMPEDANCE OF 35 

duS TO COAXIAL CABLE HAVING A CHARAC- 

ERISTIC IMPEDANCE OF 52 OHMS. SIZE: 

15/48 

AM. 45 


RESTRICTED 


cv-91/0 
39/16" LONG; 2.15" DIA. WEIGHT: 2 8/2 
LBS, PART OF ANTENNA ASSEMBLY AS~-242/A. 


Cu-35/UP GEN USE 
OFRECTIONAL COUPLER: 
CONSHtSTS OF A SECTION OF 4 572" x 3° 
WAVE GUIDE COUPLED 34 DB DOWN TO A WAVY 
TYPE "N" JACK. DESIGNED TO BE SUBSTITUT- 
ED FOR A SECTION OF WAVE GUIDE LOCATED 
NEAR THE RADAR. OPERATES IN S SUB W 
BAND. DIMENSIONS: 4 374% X 2 54/4°X 
2710745 CwsxX-66510A 
FEB. 45 


CONF EDENT SAL 


CU-95/UP 
2 672%. WI. t 172 LB. USED TO PROVIDE 
A DEFINITE AMOUNT OF RoF. ENERGY FOR 
TEST PURPOSES. 


CU-LOS/APA-07 AN/APA-S7 RE 16A 13 
(INJECTOR ADAPTERS CONFEDENTIAL 
CONStSTS OF A SO OHM CONCENTRIC LENE AND 
A HIGH IMPEDANCE ARM THROUGH WHICH OC 
VOLTAGE #S IMPOSED ON THE CENTER CON- 
DUCTOR OF THE LINE TO OPERATE AN ANTEN- 
WA RELAY OF ANTENNA ASSEMBLY 
AS-1867APA-17. CENTER CONDUCTOR IS CAPA- 
3727745 CANB: 

APR. 45 9250 


CU-fOTSZAPA-07 
CITIVELY BROKEN. T-SHAPED OUTER CONDUC- 
TOR HaS RECEPTACLES UG-S8/U AT EACH OF 
3 OUTLETS OF THE T. DIMENSIONS, 6-5/8" 
LONG BY 1" WIDE BY 2-3/4" HIGH. WT. J 
Ls. 


CB-102/u AN/URK-1 BU AER 
MATCHING NETWORKS RESTRICTED 
AN tHPEDANCE MATCHING NETWORK, FOR USE 
UN MAKING SENSITIVITY CHECKS ON AN/SCRT-4 
SONOBCLY EQUIP4ENT BY MATCHING aUdtO 
GENERATOR HEWLETT-PACKARD 205AG TO SONO- 
BOUY SNPUT. CONSISTS OF: RESISTOR NET- 
WORK, RI 500 OHMS -10% 10 WATTS, R2 
3724745 
MAR. 45 


NAVSHIPS 900,109 


€8-102/0 
0.224 OHMS -10%; 2 CONDUCTOR CABLE 20° 
LONG; 2 TELEPHONE JACKS. CONTAINED #8 A 
METAL BOX 47 X 4% X 4%. PART OF AN/URH-1 
TEST SET. USED WITH ANSCRI-4. GEOPHYSH- 
CAL SERVICES §NC. NOas 5425. WEIGHT: 
1142 LBS. 


CU-10770 ANJAPQ-t5 

MATCHING NETWORK: RESTRICTED 
MATCHING NETWORK TO PROPERLY TERMINATE 
ANZAPQ-15 EQUIPMENTS IN SO OHMS WHILE 
BEING TREGGEREO BY A SIGNAL GENERATOR 
(SUCH AS GR-604) AND TD PROVIDE TERMI- 
MALS BY WHICH THE AN/APO-15 OUTPUT CAN 
BE SIMULTANEOUSLY MEASURED WITH A STAND- 
47V1745) «CFTs 

WAY 45A BUAER 


ARD VACUUM TUBE VOLT- cu-10770 
METER, CONSISTS OF: 2 UG-224U TYPE JACKS, 
3 GENERAL RADIO COAXIAL JACK TO MATE : 
WtTH OUTPUT CABLE OF GR-804-C-S2, 2 PIN 
JACKS, 1 40 OHM ¢44 WATT AND 190 OBM 174 
WATT + SOS RESISIORS. ONE 2" xX 2" X 2" 
CASE, ANO 3 FT. &G-8/U CABLE TERMINATED 
€N UG+28/U PLUGS AT BOTH ENDS. WEIGHT: 
174 LB. USED WITH ANZAPQ-15. FEDERAL 
TELEPHONE LABORATORIES. 


CU-4TSZAPG-17 = ANSAPG-17 
COUPLER-RECTIFIER?: CONFIDENTIAL 
COUPLING UNIT, BRASS, SILVER PLATED. 
@MPUT: 1500 mC.25 MC. 3" LONG X 1 35/4" 
DEAM, UNET COUPLES TRANSMITTER-RECEIVER 
RI-93/APG-17 WITH AN OSCILLOSCOPE FOR 
CHECKENG LINEARITY OF SWEEP, CONSISTS OF 
A RESONANT CAVITY TUNED TO 1500 MC. AND 
5710745 
May 45 


ve CU-TISSAPG-87 
#NCLUDES A CRYSTAL RECTIFIER WITH RE~ 
PLACEABLE CRYSTAL.USED WETH BUT ROT PART 
GF RADAR SET AR/APG-17. 


CU-12S/0P RAVY SC.SK,SA & SR CS-229 
DIRECTSONAL COUPLER: CONFIDENTIAL 
COUPLING UNIT, COAXIAL, COPPER; POLY- 
STYRENE BEAO SPACERS. GRAY PAtwTED. AT- 
TACHED TO TRANSMISSION LINE KG-46/U, 
LENGTH APPROX. 7 1/2" OVERALL, 1 5/8" 
0.0. HRSERTED IM 
TRANSMISSION LINE RG-46/U. 

5/25/45 CUO: 
MAY 454 930C 


Cy-15 /UP 

CONSISTS OF 
A SECTION OF COAXIAL TRANSRIESSION LENE 
RG-46/U COUPLED 25 db DOWN #nTO A TYPE 
NW JACK. DIRECTIVITY: 20 db. USED WiTH 
BUT NOT PART OF NAVY RADAR EQUIPMENTS 
SC, SA, SK & SR. 


COMPONENT EMDECATOR "CY® 
CONVERTER CELECTRONIC) 


DETECTORS ANDO OTHER ELECTRONIC APPARATUS 
FOR PHASE OR FREQUENCY CHANGING, OR 
CHANGING D.C. TO A.C. 


SAH SRANHSACRUAE GR 
CONFIDENTIAL 


DATE MTSE SOMATA | 


CV-17ASQ-3 ANZASQ-3 
CONVERTER CONFIDENTIAL 

CONSISTS OF DETECTORS, FREQUENCY HULTI-~ 

PLIERS, FILTERS, RECTIFIER, BALANCER AND 
AMPLIFIERS. FOR USE IN 28 VOLT PLANES. 


BtGS43 CHsD-4639351 
APR. 43 


CV-3/ASQ-3A AN/ASQ-3A 

CONVERTERS CONFIDENTIAL 
CONSISTS OF DETECTORS, FREQUENCY MULTI- 
PLIERS, FILTERS, RECTIFIER, STATIC AND 
OYNAMIC RESPONSE CIRCUITS, BALANCER AND 
AMPLIFIERS. FOR USE IN 26 VOLT AIRCRAFT. 


8/28/43 Cus 
SEPT 43 


CV-4/ARN-TE AN/ARN-TH 
PHOTO-CELL ASSEMBLY: CONFIDENTIAL 
ENCLUDES A SPECHALLY CALIBRATED PHOTO 
ELECTRIC CELL PREMOUNTED WITH ASSOCIATED 
PREAMPLIFIER AND A RECEPTACLE FOR CON- 
NECTION TO RECEIVER AMPLIFIER OF TRANS- 
WITTER RECEIVER RT-33/ARW-Tis MOUNTS ON 
STANDARD LINK CRAB. 

10/21/43 CAET: 

OCT. 43 


CY-S/ARN-TI ANZARN-TI 

DIRECTION FINDER SIMULATOR :CONFIDENTIAL 
InClLupeS A PROJECTOR LamP CEXCITED AND 
MODULATEO BY PONER FROM OSCILLATOR ANDO 
TRANSMITTER AMPLIFIER OF TRANSMITTER RE- 
CELVER RT-33/ARN-TIDAND A TRANSPARENCY 
CTO PROVIDE PEAK AND NULLIwWHICH IS ROTA- 
TED BY A SYNCRO RECEIVER TO SIMULATE A 
10/21/43 CAET: 

OCT. 43 


CV-S/ARN-T1 
MANUALLY OPERATED BILATERAL DIRECTION 
FINDER LOOP. ALSO INCLUDES CABLE AND 
RECEPTACLE FOR ATTACHNENT TO TRANSMITTER 
RECEIVER RT-33/ARN-TI AND A CABLE TO 
SLIP RINGS OF LINK TRAINER. FITS HOUNT- 
ENG FRAME MT-142/ARN-Tie 


CV-6/ARN-TI AN/ARN-TI 

RADIO BEACON SIMULATOR: CONFIOENTIAL 
INCLUDES A PROJECTOR LAMP CEXCITED & 
MODULATED BY POWER FROM OSCILLATOR & 
TRANSMITTER AMPLIFIER OF TRANSMITTER RE- 
CEIVER RT-33/ARN-TI); A TRANSPARENCY 
WHICH ROTATES AT THE RATE OF 2 RPM AND A 
CODED KEYING DEVICE. USED TO SIMULATE THE 
tOs2t/43 CAETS 

OCT. 43 


OPERATION OF NAVY MODEL CV-6/ARN-T1 

YE OR YG BEACONS TO TRAIN OPERATORS IN 
THE INTERPRETATION & USE OF SUCH SIGNALS 
WHEN RECEIVED ON RADIO SET tAN/ARR-1(Z268 
SERVES) ,@AN/ARR-20ZBXSERLESIETC. ALSO IN- 
CLUDES CABLE & PLUG FOR CONNECTION TO RE- 
CEIVER TRANSMITTER RT-33/ARN-TI,A VOLUME 
CONTROL CABLE & INTERCOAMAUNICATION CABLE 
FOF ATTACHMENT TO SLIP RINGS OF LINK TRA- 
INER. FITS MOUNTING FRAME MT-142/ARN-TIe 


CY-7/APS-T1 AN /APS-T1 
PHOTO MULTIPLIER: CONFIDENTIAL 
CONSISTS OF PHOTO MULTIPLIER TUBE -931 
AND CONDENSING LENSE ASSEMBLY WHICH CON- 
VERT LIGHT ENERGY INTO ELECTRICAL ENERGY 
& AMPLIFY THE SIGNAL TO USEA3LE LEVEL. 
INCLUDES A MOUNTING FRAME WHICH BOLTS TO 
BACK OF CONSOLE CABINET CY-59/APS-TI & A 
10/23/43 CEX: 
OCT. 43 


Cs ar 


fa} BARNES 


Army-Navy Designations 


DEAE. [ase assonen vox | APEGRAMN | [aR [rar assionen von | AAMEMAYRGN | 


4-43 


CV-7/aPS-TI 
RECEPTACLE FOR CONNECTION TO CABLE FROM 


_ VIDEO AMPLIFIER OF MODULATOR 


MD-14/APS-TI. 


CV¥-8/APS-TI = AN/APS~T1 

SCANNERS CONFIDENTSAL 
INCLUDES A CATHODE RAY TUBE PLUS SYNCRO 
UNITS, GEARS & DIFFERENTIAL WHICH DRIVE 
A MAGNETIC YOKE AT THE RATE OF 12 OR 25 
RPM TO PROVIDE A WEDGE SHAPED PATTERN 
SIMULATING THE RADIATION PATTERN OF A 
RADAR ANTENNA ON THE CATHODE RAY TUBE. 
10/23/43 CAEZ: 

Oct. 43 


CV¥~8/APS-TI 
MOUNTS 1M CONSOLE CABINET CY~S9/APS-TI. 


CY-11/UPN-1 = AN/UPM-1 

DIODE HEAD: CONF IDENTHAL 
PASSES R F SIGNAL INTO INPUT JACK OF Y¥ J 
BEACON & SIMILAR RADAR EQUIPMENTS & BE- 
TECTS TRANSMITTED SIGNALS OF THESE 
EQUIPMENTS & SENDS A VIDEO SIGNAL TO 
CONSOLE RACK MT-189/UPM-1, SIZE APPROX. 
5" xX 7" X 2", WT. APPROX. 2 LBS. 

1/24/44 CHC: 

MAR. 45 


CY-12/APR-6 AN/APR-G6 CONFIDENTIAL 
MIXER ASSEMBLY: 

CONSISTS OF AN IN-21 CRYSTAL RECTIFIER 
MOUNTED IN A RECTANGULAR WAVE-GUIDE SEC- 
TION OF INNER DIMENSIONS, 7/8" X 1-31/32" 
WHICH FITS THE BASIC OSCILLATOR CAVITY 
OF RADAR SET AN/APR-5 AND RADAR SET 
AN/APR-63 AND A 3" WAVE-GUIDE EXTENSION 
5/1144 

HAY 44 


CV-12/APR-6 
SECTEON OF SAME INTERNAL DEtHMENSIONS TO 
WHICH THE FLEXIBLE WAVE-GUIDE ANTENNA 
SYSTEM IS CONNECTED. IT tS USED FOR THE 
FREQUENCY RANGE OF 3000 TO 6000 MC. PRO- 
CURED ON CONTRACT NX33-27588 AND 
MXer-355353. 


CV-E2A/APR-6 AN/APR-6 CONFIDENTIAL 
MIXER ASSEMBLY: 

CONSISTS OF AN IN-21 CRYSTAL RECTIFIER 
MOUNTED IN\A RECTANGULAR WAVYE-GUIDE SEC- 
TION OF INNER DIMENSIONS, 7/8" x 1 31/32" 
WHICH FITS THE BASIC OSCILLATOR CAVITY 
OF RADAR SET AN/APR-S ANO RADAR SET 
AN/APR-6; AND A 3” WAVE-GUIDE EXTENSION 
vaglasaa 
NOV. 44 


CV-T2A/APR-6 
SECTION OF SAME INTERNAL DIMENSIONS TO 
WHICH THE FLEXIBLE WAVE-GUIDE ANTENNA 
SYSTEM 1S CONNECTED. #T 1S USED FOR THE 
FREQUENCY RANGE OF 3000 TO 10000 mC. 
SIMILAR TO CV-12/APR-6 EXCEPT HAS ADDED 
IMPEDANCE MATCHING SECTION, ATTENUATOR 
& REVERSED CRYSTAL. 


“| saNnRArTtE A 


CHAYY TRE FIRST ASSIGNED FOR | oAaARG | 


CY-13/APR-S = AR/APR-5 CONFIDENTIAL 
MIXER ASSEMBLY: 

CONSISTS OF AN tH-21 CRYSTAL RECTIFIER 
AND R-F CHOKE, MOUNTED IN A HOUSING WHICH 
FITS THE BASIC OSCILLATOR CAVITY OF RADAR 
SET AN/APR-S AND RADAR SET AN/APR-6. IT 
1S USED FOR THE FREQUENCY RANGE OF 4000 
TO 3100 MC. RECEPTACLES ARE PROVIDED 1M 
S/li/aa 

HAY 44 


C¥-T3/APR-5 
THE HOUSING FOR ANTENNA SIGNAL INPUT ABD 
INTERMEDIATE FREQUENCY SIGNAL OUTPUT. 
PROCURED ON CONTRACTS NX8s-27588 AND 
RXisr~35553. 


CY-IS/APS-TIA  AN/APS-TIA 

SCANNERS CONFIDENTIAL 
INCLUDES A CATHODE RAY TUBE, SYNCHRO 
UNITS, GEARS, A OFFFERENTIAL, SWITCHES, 
RELAYS AND MOTOR DRIVEN DEFLECTION YOKE. 
PROVIDES: LIGHT SOURCE FOR SCANNING MAP, 
180° MOTOR REVERSAL FOR OPERATION WITH 
AN/APS-3, VOLTAGE FOR DRIVING INDICATOR 
8/4/44 CAEZ: 

AUG, 44 


CV-IS/APS-TIA 
SWEEPS IN AN/APS-2 SERIES EQUIPMENT OR 
‘AN/APS-3 SERIES. ALSO CONTAINS RESISTORS 
ANO RELAYS FOR CONTROLLING YOKE ROTATION 
WHEN USED WITH AN/APS-2 SERIES EQUIPMENT, 
MOUNTS IN CY-59/APS-TI, SIMSLAR TO BUT 
NOT tNTERCHANGEAGLE WITH CY¥-8/APS-Tl. 


CV-16/APS-T2 AN/APS-T2 

SCANNER? CONFIDENTIAL 
INCLUDES A CATHODE RAY TUBE, SYNCHRO 
UNITS. GEARS, DIFFERENTIAL, CAMS, SWITCH 
ES, RELAYS AND MOTOR DRIVEN DEFLECTION 
YOKE. PROVIDES (3) LIGHT SOURCE FOR 
SCANNING MAP, (2) 180° BLANKING WHEN 
OPERATING WITH SCR-71/A, (3) VOLTAGES 
8/4/44 CEX: 

AUG. 44 


CY-1G6/APS-T2 
FOR DRIVING INDICATOR SWEEPS IN 
SCR-717A & B. MOUNTS tN CY-SO/APS-TI. 


COMPONENT INO'SCATORS “"CH® 
COVER 


FIELO PROTECTIVE COVERS FOR PROTECTING 
EQUIPMENT FROM OUST AND WEATHER 


CW-2/ARC-5 ANSARC-5 

CAP: 

FOR COVERING UNUSED 2-, 3-, 6-4 5-5 OR 

8 CONDUCTOR RECEPTACLES ("CBY" TYPES: 
6485, 5844, 7023. 5577 AND 6418 RESPEC 
TIVELY) OF RAT, RAV, ARA. ATA, ®AN/JARR~2 
& ANSARC-S. THREAD 1-5/52" X 20. 


THEA CBYsS3t9 
SEPT 43 


CONFIDENTIAL 


VAGUE? | aT] 


NAVSHIPS 900,109 


4-44 


[GRA [ase asstowen von | ATCA | [aaa AAR, [ease assvoneo rox | wana, | [Sena 


Army-Navy Designations 


CW-3/APR-2 
COVER 

A STREAMLINED PLEXIGLASS PROTECTIVE 
COVER FOR ANTENNA ASSEMBLY AS-26/APR~-2. 
OVERALL SIZE APPROXIMATELY 20” LONG X 
9"(AT BASE.WIDE X 8-1/4" HIGH. USED FOR 
WIND & i€c FKUSECTION, USED WITH BUS NOT 
A PART OF ANTENNA ASSEMBLY AS-26/APR-2. 
7/31/43 CAGH2303 CFH:M-501-CI 
MAY 44 


AN/APR~-2 


CW-3/APR-2 
FORMERLY DESIGNATED COVER MC-466-(). 
BECAUSE OF FLAT BASE SUITABLE FOR A WIDE 
VARIETY OF INSTALLATIONS. 


CW-4/ARC-5 AN/ARC-5 

CAPs 

METAL CAP FOR COVERING UNUSED 2,3 AND 4 
PIN RECEPTACLES OF AN/ARC-5 EQUIPMENT. 


9/22/43 CBY39375 
SEPT 43 


CW-S/ARC-5 AN/ARC-5 

CAPs : 

METAL CAP FOR COVERING UNUSED 12 AND 18 
PEN RECEPTACLES OF AN/ARC-5 AND ATA/ARA 
EQUIPMENTS. THREAD 1-19/32 X 20. 


9/22/43 CBY35367 
SEPT 43 


BCH B/ARR-2 
SLIP COVER: 
PROVIDES PROTECTION FROM DUST & WEATHER 
FOR TEST OSCILLATOR RTS-24/ARR-2. MADE 
OF 8 OZ KHAK! BROWN TREATED DUCK & 
MILITARY BROWN LEATHER, SIZE APPROX. 

7 3/8" X 8 1/4" & 10 1/8". 


BAN/ARR-2 


10/25/43 CW: 
MOY. 43 


CWSBO-318%2 
ISSUE 5 


RCW-BACARR-2 AN/ARR-2 

SLIP COVER: 

PROVIDES PROTECTION FROM DUST & WEATHER 
FOR TEST OSCILLATOR #TS-24A/ARR-2 MADE 
OF 8 OZ. KHAKi BROWN TREATED DUCK & 
MILITARY BROWN LEATHER. SIZE APPROX. 

7 3/8" X 8 1/4" X 10 178". SAME 
RCW-B/ARR-2 EXCEPT THAT #T HAS 

10/25/43 CWlB0-41004 CW2B0-41004 
JULY 44 


WCW-BA/SARR-Z 
ADDITIONAL OPENINGS TO ALLOW ACCESS 
J@ ADDITIONAL RECEPTACLE AND 2 ADDITIONAL 
oma TCHES. 


CwWw-18/AP 
ANTENNA COVER: 
PLEXIGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS-67/APQ-28 FOR PROTECTION AGAINST 
WEATHER AND AIR STREAM, BECAUSE OF FLAT 
BASE MAY BE. USED FOR MANY INSTALLATIONS. 
FASTENED WITH GASKETS & BOLTS TO SKIN OF 
SHIP. S1ZE APPROX. 26" X 12" X 9". PART 
11/25/43 CAGW:268 CAGW3268 
May 44 


[_oare | *SRARHBI? | aa AMTACHURET A 


AR/APQ-26 


FIRST ASSIGNED FOR | WAL GFAWINS 


Cw-18/aP 
OF AN/APQ-28. 


CW-21/APS-3 AN/APS-3 
RADAR NACELLES 
ALUMINUM, STREAMLINED, CONE SHAPED 
HOUSING FOR AS-I2/APS-3 ANO RT-1O0/APS<3. 
CONTAINS PROVISIONS FOR MOUNTING BASE 
MT-140/APS-3. APPROX. SIZE 24% DIA. AT 
WIDE END X 50 3/44" LONG. USED WITH BUT 
NOT PART OF MT-140/APS*3. FIRST PROCURED 
12/11/43 
DEC. 43 


NAF 3600159 


CW-21/APS-3 
ON PROJECT ORDER NAF 2262-44. 


CW-22/A 
RADOME? 
POLYSTYRENE DOME, .06" THICK, 23.8 DIA X 
23.5" LONG APPROX. USED TO COMPLETE THE 
HOUSING WITH RADAR NACELLE CW-2t/APS-3 
FOR AS-12/APS~-3 AND RT-tO/APS-3. FIRST 
PROCURED ON PROJECT ORDER NAF: 262-44 


AIRCRAFT WAFSG600159 


T2/04 143 
DEC. 43 


CW-22A/A 
RADOMEs 
RADAR ANTENNA DOME; CONSTRUCTED OF DOW 
CHEMICAL CO. MATERIAL NUMBER Q 274 OR 
ITS EQUIVALENT. APPROX SIZE; .06" THICK 
23.8" DIAMETER X 23.5" LONG. USED TO 
COMPLETE THE HOUSING WITH RADAR NACELLE 
CW-21/APS-3 FOR ANTENNA ASSEMBLY 
6/12/44 
SUN. 44 


NAF 48724 


CW-220/a 
AS~12/APS-3 AND TRANSMITTER-CONVERTER 
RT-10/APS-3. THE RADOME HAS IDENTICAL 
ELECTRICAL AND MECHANICAL CHARACTERISTICS 
AND SIZE TO RADOME CW-22/A EXCEPT CON- 
STRUCTED OF A DIFFERENT MATERIAL IN ORDER 
TO RAISE THE SOFTENING TEMPERATURE OF 
THE MATERIAL FROM 160 DEGREES FAHR. TO 
ABOVE 200 DEGREES FAHR. 


CW-24/UPM-1 
OUST COVER: 
PROVIDES PROTECTION FOR & FITS CONSOLE 
RACK MT-189/UPM-I. INCLUDES REMOVABLE 
FRONT PANEL COVER. 


AN/UPM-1 


1/24/44 CHC: 
MAR. 45 


CW-27/70 GEN. USE 
CONNECTOR COVER 


CAP AND CHAIN ASSEMBLY WITH SHORTING 
PEN. PROVIDES A PROTECTIVE COVER TO 
KEEP FOREIGN MATTER FROM THE OPEN END 


OF UG-89/U, UG-90/U AND UG-185/U. BAYONE: 


LOCKING. S(MILAR TO CW-125/U EXCEPT HAS 


PIN TO SHORT JACK WHEN COVER IS INSERTED 


2/24/45 SPERRY 
FEB. 45 


RS24286 


NAVSHIPS 900,109 


pare | MANBARTH RIN SWOT 


CW-28/AP 
ANTENNA COVER: 
PLEXIGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS=26/APR-2 FOR PROTECTION AGAINST 
WEATHER AND AIR STREAM, USED FOR PB4Y-2 
INSTALLATION, FASTENED WITH GASKETS & 
BOLTS TO SKIN OF SHIP. USED FOR STARBOAR 
INSTALLATIONS. PER CONSOLIDATED AIRCRAFT 
2/10/44 
FEB. 44 


AN/APR-2 


Cu-z78/aP 
OWG. 1008401. SIRILAR TO CW-29/APR-2 
EXCEPT OPPOSITE HAND. 


Cw-29/aP 
ANTENNA COVER? 
PLEXIGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS~26/APR-2 FOR PROTECTION AGAINST 
WEATHER AND AIR STREAM. USED FOR PBSY~2 
tNSTALLATION. FASTENED WITH GASKETS AND 
BOLTS TO SKIN OF SHIP. USED FOR PORTSIDE 
INSTALLATIONS. PER CONSOLIDATED AIRCRAFT 
2/10/44 CONSOLIDATED 
Fes. 44 AURCRAFT 1008401 


AN /APR-2 


Cu-29/4KP 
DWG. 1008401. SIMILAR TO CW-28/APR-2 
EXCEPT OPPOSITE HAND. 


CW-30/A 
RADOME: 
POLYSTYRENE HOUSING 35 1/4" DIA. X 
41°5/8" LONG WITH DOME HAVING DIAMETER 
OF 17 1/2" AT CLOSED END. USED FOR HOUS- 
ING FOR ANTENNA ASSEMBLY AS-18A/APS, 
FIRST PROCURED ON NAF CONTRACT N-2885 
-19241 AND 19519 AND NOas-2613 FRON 
2/9/44 
MAR. 44 


GENERAL USE RAF:0S38 


CH-30/4 
VIRGINIA LINCOLN CO. 


CW-30A/A 
RAQOME: 
FIZER GLASS SKINS WITH RUBBER CORE 
HOUSING,35 1/4" OIA. X 41 5/8" LONG WITH 
DOME HAVING DJAMETER OF 17 1/2" AT CLOSE 
END. USED FOR HOUSING FOR ANTENNA ASSEM- 
BLY AS=18A/APS. 


GENERAL USE NAF:0538 


9/26/44 
SEPT. 44A 


CW-3OAK/A 


SIMILAR TO CW-30/A EXCEPT STURDIER CON- 
STRUCTION AND MAY BE USED OVER WIDER 
TEMP. RANGE. 


pare MBEINATION > 


SACI | 


CONFIDENTIAL 


eA Toh FIRST ASSIGNED FOR | WAVY PRAWING | 


Cust fae AIRBORNE 

ANTENRA COVER? 
PLEXIGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS-67/APQ-28 FOR PROTECTEON AGAINST 
WEATHER AND AER STREAM. USED FOR STAR- 
BOARD INSTALLATION ON PB4Y-2 AIRCRAFT. 
FASTENED W3TH GASKETS AND BOLTS TO SKIN 
OF SHEP. SIZE APPROX. 26" LONG X 12" 


2/14/44 CANFIELD CONSOL DATED 
FEB. 44° ASRCRAFT 1008400 
cu-3t sar 


DEEP xX 9" MIDE AT SASE. 


CW-32/AP AIRGORHE 

ANTENNA COVER: 

PLEXIGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS-67/APQ-28 FOR PROTCETIOM AGAINST 
WEATHER AND AIR STREAM. USED FOR PORT 


UNSTALLATION ON PB4Y-2 AIRCRAFT, FASTENED 


WITH GASKETS AND BOLTS TO SKIN OF SHIP. 
SIZE APPROX. 26" LONG, 12" DEEP AND 9” 


2/14/44 CANFIELD CONSOLIDATED 
FEB. 44 AIRCRAFT 1008400 
cCu-32/xP 


WIDE AT BASE. 


CH-43/A4 AN/APS -3 
RADOME : 

PHENOLIC BONDED FABRIC DOME, 23-8" DIAN. 
BY 25,5" LONG APPROZIMATES.Y, USED TO 
HOUSE AS-12/APS-3 ANO RT-1O/APS-3. THIS 
tS SUMILAR EN SIZE AND SHAPE TO 

CM-22/A BUT IS CONSTRUCTED OF MATERIAL 
WHICH US OF GREATER SHOCK RESiSTANT 
3/21/44 CG: GRUMMAN AL RCRAFI 
WAR. 44 45010 


QUALITY CW-43/4 

THEN THAT OF CWw-22/A BUT IS INFER‘OR 
EGECTR:CALLY. FOR USE WiTH PBJ Ai RCRAFT 
UNSTALLATIONS. FIRST PROCURED ON CON: 
N@as 29393. 


Ci-44/4PT GEN. USE 

ANTENNA COVER: 

A STREAMLINED HOUSING FOR ANTENRA AS- 
SEMBLY AS-GSVAPT. D&IMENSIONS: 

277 xX 12" X 6 842%. JNCLUDES NECESSARY 
GASKEIS. 


TT20FSS 
SULY 44 


CW-467APR-4S ANSAPR-4 

ANTENNA COVER: 

CONSISTS OF A PLEXIGLASS HOUSIWC FOR AM- 
TEWNA AT-497APR-4. DIMENSIONS? 

oy x 31 078" X 12 5/8". NOTES NOT IMTER- 
CHANGEABLE WITH ANTENNA COVER 
Cw-337APR-4. 
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wow -51/UR GENERAL WSE RA I10F 285E 
COVER: 

COVER FOR A STANDARD "1/2" UNIT RACK 
HAVING DIMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA SOF 285, FITS CHASSIS 
&MX-51/UR & HOUNTS ON MOUNTING BASE 
RAT“52/UR. 


6/20/43 
AUG. 43 


#Cw-52/08 
COVER: 
COVER FOR A STANDARD "1" UNIT RACK 
WAVING DIMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA 1OF 285, FITS CHASSIS 
RMX-52/UR & MOUNTS ON MOUKRTING BASE 

BHT -52/UR~ 


GENERAL USE RA FOF 285E 


5/20/43 
AUG. 435 


BCW-53/0R 
COVER: 
COVER FOR A STANDARD "1-1/2" UNIT RACK 
HAVING DIMENSIONS IN ACCORDANCE WITH 
WAVY DRAWING RA 10F 285. FITS CHASSIS 
MX-53/UR & MOUNTS ON MOUNTING BASE 


GENERAL USE RA IOF 285E 


RHT-53/UR. . 
6/20/43 

AUG. 43 

#CW-64/0R GENERAL USE RA JOF 285E 


COVERS 

COVER FOR A STANDARD "2" UNIT RACK 
HAVING DIMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA 10F 285. FITS CHASSIS 
&HX-54/UR & MOUNTS ON MOUNTING BASE 
RMT-S4/UR. 


5/20/43 
AUG. 43 


#CW-62/UR 
COVER: 
COVER FOR A STANDARD "1" UNIT RACK 
HAVING DIMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA 1OF 285, -FITS CHASSIS 
RMX-62/UR & MOUNTS ON MOUNTING BASE 
MT-52/UR, 


GENERAL USE RA 10F 285E 


5/20/43 
AUG. 43 


#CW-63/UR 
COVER: 
COVER FOR A STANDARD "1X" UNIT RACK 
HAVING DIMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA 10F 285. FITS CHASSIS 
#HX=63/UR & MOUNTS ON MOUNTING BASE 
#NT-53/UR. 


GENERAL USE RA IOF 285E 


5/20/43 
AUG. 43 


#CW-64/UR 
COVER: 
COVER FOR A STANDARD "2" UNIT RACK 
HAVING DIMENSIOWS IN ACCORDANCE WITH 
NAVY DRAWING RA TOF 285. FITS CHASSIS 
#MX~64/UR & HOUNTS ON MOUNTING BASE 
RMT=54/UR. 


GENERAL USE RA IOF 285E 


$/20/43 
AUG. 43 


RCW-73/UR 
COVER: 
COVER FOR A STANDARD "1%" UNIT RACK 
HAVING DIMENSIONS §!N ACCORDANCE WITH 
WAVY DRAWING RA 1OF 285, FITS CHASSIS 
#MX-73/UR & MOUNTS ON MOUNTING BASE 
&MT-53/UR. 


GENERAL USE RA OF 285E 


SHA FIRST ASSIGNED FOR | ORAMLSRAYING, 


WCW-74/UR GENERAL USE RA 10F 285E 
COVER: 

COVER FOR A STANDARD "2" UNIT RACK 
HAVING DIMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA IOF 285. FITS CHASSIS 
RHX-74/UR & MOUNTS ON MOUNTING BASE 
RMT ~-54/UR. 


5/20/43 
AUG. 43 


BCW-84/UR 
COVER: 
COVER FOR A STANDARD "2" UNIT RACK 
HAVING OLMENSIONS IN ACCORDANCE WITH 
NAVY DRAWING RA 1OF 285. FITS CHASSIS 
®NX-84/UR & MOUNTS ON MOUNTING BASE 
#HT-54/UR. 


GENERAL USE RA TOF 285E 


6/20/43 
AUG. 43 


CM-S5 JAP AN/APR-S 

ANTENNA COVER: 

PLEXIGLASS HOUSING FOR ANTENNA ASSEMSLY 
AS-44/7APR-5 OR AS-125/APR FOR PROTECTION 
AGAINST WEATHER AND AIR STREAN. USED FOR 
PB4Y-2 INSTALLATION. FASTENED WITH 
GASKETS & BOLTS TO SKIN OF SHIP MOUNTS 
EdTHER PORT OR STARBOARD SIDE. 

aslaras 

Jun. 44 


Cw-917AP 
12" LONG, 4" HIGH AND 10" WIDE. 


CW-92/AP ANZAPR-S 

ANTENNA COVER: 
PLEXIGLASS HOUSING FOR ANTENNA ASSENBLY 
AS-44/7APR-5 OR AS-I125/APR FOR PROTECTION 
AGALNST WEATHER AND AIR STREAM. FASTENED 
WITH GASKETS AND BOLTS TO SKIN OF SHIP. 
HAS A FLAT BASE FOR EITHER PORT OR STAR- 
BOARD INSTALLATION. DIMENSIONS £2” LONG, 
4/14¢4% CAGH: 

JUN. 44 


CW-92/AP 
4" HIGH AND 107 WIDE. 


CW-S3/AP ANZAPA-17 
ANTENNA COVER? 

FIBERGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS-108/APA-17 & AS-IO8A/APA-37 FOR PRO- 
TECTION AGAINST WEATHER AND AIR-STREAM, 
DIMENSIONS APPROX. 34” LONG. 24" WIDE 
AND 15" DEEP. 


4ITTING CAGW: 
APR. 44 
CW-96/AP GENERAL USE 


ANTENNA COVER? 

PLEXIGLASS HOUSING FOR ANTENNA ASSEMBLY 
AS-124/APR FOR PROTECTION AGAINST WEATHER 
ANO AIR STREAM. USED FOR PB4Y-2 AIRCRAFT 
INSTALLATION. FASTENED WITH GASKETS AND 
BOLTS TO SKIN OF SHIP. USED FOR STARBOARD 
INSTALLATION, S#tMELAR TO CwW-97/AP EXCEPT 


rors exc: vibes Soul inate 
eas ISSUED 
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CW-96/AP 


OPPOSITE WAND. 


Cu-97/aP 
ANTENNA COVER: 
PLEXIGLASS HOUSING FOR ABTENNA ASSEMBLY 
AS-124/APR FOR PROTECTION AGAINST 
WEATHER AND AIR STREAM. USED FOR PB&Y-2 
AURCRAFT UNSTALLATION. FASTENED WITH 
GASKETS AND BOLTS TO SKIN OF SHIP, USED 
FOR PORTSIDE INSTALLATION. SIMULAR TO 
$/30/44 
Ray 44 


GENERAL USE 


Ce-s7/ar 
CW-96/AP EICEPT OPPOSITE HAND. 


cw-987S 
ANTENNA COVERS 
POLYSTYRENE BLISTER ANTENNA COVER FOR 
AS-44/APR-S DOME SHAPED WESTH DEARETER OF 
APPROX 8” X S“ HIGH. MOUNTS TO A GROUND 
PLANE SURFACE. USED ¢™ SHIPBOARD @NSTAL- 
LATION, MANUFACTURED ON CONTRACTS WXSPr 
353535, Mise -27588 WITH GALVIN MFG. CO. 
6420444 CaGus 

JUN. 44 


SWIPBORRD 


Cw-104/aP 
ANTENNA COVER: 
ANTENNA COVER - FIBREGLASS FOR HOUSING 
FOR ANTENNA ASSEMBLY AS-106/APA-17 FOR 

+ PROTECTION AGAJNST WEATHER AND AIR 
STREAM. APPROX. DIMENSIONS 22” DIAMETER 
AND 14" DEEP, WILL BE USED ON PB4Y-1 
AIRCRAFT. USED WITH BUT NOT PART OF 
7/10/44 ‘ 

JuLy 44 


AIRCRAFT 


c¥-toe/ar 
RADAR DIRECTION FINDING ASSEMBLY 
AN/APA-17, MADE 6Y VIRGINIA LINCOLM CO. 


cu-123/0 GEM, USE 

CONNECTOR COVER: 

CAP AND CHAIN ASSEMBLY. PROVIDES A PRO- 
TECTIVE COVER TO KEEP OUT FOREIGN MATTER 
FROM THE OPEN END OF UG-89/U. UG-90/U 
ANO UG-185/U. BAYONET LOCKING. 


trsrosas 
FEB. 46 


Cw-129/aP 

RADOME: 

RADOHE - PLEXIGLASS HOUSING WITH FLAT 
BASE FOR ANTENNA ASSEMBLY AS-124/APR FOR 
PROTECTION AGAINST WEATHER AND AIR 
STREAM. FLAT BASE IS MADE TO FIT SKIN 

OF SHIP BY USE OF FAIRING. SIZE2 APPROX. 
20" x 1b t72" X 7". WEIGHT: APPROX. 2 
146745 

JAN. 45 


{ DATE MARUEALTHBER'S SEMIATUE A 
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CW-$297AP 
LBS. SIMILAR TO ANTENNA COVER CW-967ARP 
EXCEPT FOR FLAT BASE. USED WITH 
AS-E247APR. 


CW-144/APS-19 AN/APS-89  948AC 
WACELLE: 

WOLLOW ALUMINUM SHEET ENCLOSURE SHAPED 
LIKE AN ELONGATED TEAR DROP PROPERLY 
BRACED INSIDE TO HOLD RADAR COMPONENTS 
AND TQ wifaStANO AbK LOADS. DEStGNcD FOR 
MOUNTING ON MK 51 BOMB RACK. FRONT IS A 
STD. 24” RADOME. DIMENSIONS: 96" LONG X 
3/23/45 

MAR. 454 


CW~844/APS-4 
24" DIA. WI. APPROX. 35 LBS. RADOME AND 
REAR QUARTER OF THE NACELLE ARE DETACH- 
ABLE. 


CW-147/MPN-1A 
RADOME: 

A RADOME, DESIGNED TO ENCLOSE THE 
AN/MPN-TA SEARCH ANTENNAREFLECTOR 
AT-46/MPN-1A & ANTENNA ASSEMBLY 
AS-77/MPN-UVA.WITH A MINIMUM OF REFLECT- 
HON AND ATTENUATION FOR THE Se BAND OF 
FREQUENCIES AND CAPABLE OF WITHSTANDING 
4/9/45 9478 

APR. 45 


CONFIDENTIAL 


CW-147/MPN-UA 
WINOS UP TO 150 MILES PER HOUR. IT ¢S 
CYLINDRICAL ‘IN SHAPE, APPROXIMATELY 
S FEET IN OIMENTER X 9° HIGH, AND CAP~ 
ABLE OF BEING INSTALLED ON THE AN/HPN-TA 
EQUIPMENT. 


CW-148/APS-20 AN/APS-20,20A SPECS5-333 
RADOME: RESTRICTED 
AW ALKYO RESIN AND FIBERGLASS HOUSING 
FOR ANTENNA ASSEMBLY AS-2357/4P35-20 FOR 
PROTECT¢ON AGAINST WEATHER AND AIR- 
STREAM. MOUNTED ON BELLY OF AIRCRAFT BE- 
TWEEN LANDUNG WHEELS; FASTENED TO SKIN 
BY MEANS OF GASKETS aND BOLTS. FOR IN- 
4710745 ‘ WAF GOIO0I9 
APR. 454A BUAER 


CW-148/APS=20 
STALLATION ON TBM-3 AIRCRAFT. SIZE: 356” 
xX 96" x 144%. WEIGHT: 260 LBS. USED WITH 
ANZAPS~20, 204. MANUFACTURER: VIRGINOA 
LENCOLN CORP... MARIAN, VA. NOAS 6278. 


Cw-149/aP SPECIR-42 
RADOME: RESTRICTED 
A HONEYCOYS FIBERSLASS HOUSING FOR AN- 
TENNA ASSEWBLY AS-237/APS-20 FOR PRO- 
TECTION AGAINST WEATHER AND AIR STREAM, 
USED WITH "X" AND "S" BAND AIRBORNE RA- 
DARS, BELLY INSTALLATION, SIZE: 3° X 8° 
X U2 . WEAGHT: 192 LBS. USED WITH 
4/24/45 NAF #601153 
APR. 454 BUAER 


ee a | 


AN/AFS -20,20A 


SEARS TU 


CW-149/aP 
An/APS~20,-20A8, -T5SAM. SUPERSEDES 
CW-148/APS-20. VIRGINIA LINCOLN CORP., 
WARIAN VA, 


CW-150/AP 
RADOME: 
HOUSING. ANTENNA, HYCAR (3.F. GOODRICH 
SYNTHETIC) AND LAMINATED PREROLIC FAGRIC 
ANTENNA HOUSING FITS OVER ANTENNA DI- 
POLE. STRUT-SHArcu WITH CHORDS 1 $/8" 
AND 4 1/2", 11 0/2" LONG. WT., 3 LBS. 
MADE BY RCA-VICTOR, ALUMINUM PLATE AT 
4/28/45 
APR. 45 ote 


AN/APN-11 RESTRICTED 


CW-1S0/AP 
BOTTOM OF RADOME BOLTS TO METAL ATTACH- 
UNG PLATE OF ANTENNA, USEO WITH ANTENNA 
ASSEMBLY AS~306/APN-11, 


COMPONENT INDICATOR “CX® 
Coro 


ENTERCONNECTING CORDS COMPLETE WITH 
PLUGS OR OTHER TYPE TERMINALS 


CX-3/ARC > H-1/AR 
corD 

CONSISTS OF A DOUBLE CONDUCTOR RUBBER 
COVERED CORDAGE 9/32" OUTSIOE DIA WITH 
RR2215284-2 JACK (JK-26) ON ONE END & 
RR23136-1 PLUG (PL-55) ON THE OTHER END. 
TYPE NUMBER TO INCLUDE LENGTH IN FEET 
(-FT) OR INCHES (-IN2 AS SPECIFIED. 
3/20/43 CQF: CQF: GA-2 
APR. 43 


CX-3/RROD 
ORIGINALLY SUPPLIED AS CX-S/AR(SFT). 
FOR USE WITH BUT NOT A PART OF H—I/AR. 


CX-9/CPH-3 
CORD: 

A 30 FT. DOUBLE SHIELDED TRANSMISSION 
LUNE, CABLE WC-549-(€), WITH “CPR” PART 
NUMBER 398-3512 TYPE "N" PLUG ASSEMBLIES 
AT EACH END. USED FOR INTERCONNECTING 
MAST HEAD AS-S3/CPN-3 AND RADIO RECEIVER 
R-1ISCPH-3, 
6411743 CPR2358-4077 
SEPT 43 


AN/CPHN-3 


CX-10/CPN-3 AN/CPN-3 

CORD: 

AN RF TRANSMISSION LINE CONSISTING OF 
30 FEET OF RMA-10 FLEXIBLE CA3LE, “CPR® 
PART NUMBER 4697-1320; WITH A CONNECTOR, 
"CPR" PART NUMBER 358-3704 AT EACH END, 
USED FOR INTERCONNECTING MAST HEAD 
AS-S/CPN-3 & RADIO TRANS T-8/CPN-3. 
6710743 CPRz358-4312 
SEPT 43 


ARREAEHAE?  | AANA | 
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[sth [rust sssonen von | HRA | 
CX-17/CPN-3 = AN/CPN-3 CX-34/GRM-1 -212938-! ON ONE END CX-427AR() 
NTERCONNECT ING CABLES SAME AS ARMY CORD CD-746 EXCEPT USES CBY AND A SIGNAL CORPS JACK JK-48 ON OTHER 
8 FT #16 DOUBLE CONDUCTOR RUBBER TYPE 6964, 6966 & ARMY PLUG PL-181 IN END. NORMALLY SUPPLIED IN 3 FT, 5 FT, OR 


O¥ERED TYPE "S" POWER CORD 

WITH ONE TWIST LOCK 
ALE PLUG "CHU" 7507 ON ONE END & A 
cCEPTACLE Bux ASSEMBLY WITH THREE OUT- 
sTS On THE OF HER END. RECEPTACLE BOX 
16/43 CPR°558-4308 


PLACE OF ONE PL-154 & TWO PL-i51. 


EC. 43 
INCLUDES 3 MIDGET CX-17/CPN-3 CX-37/AR AURCRAFT 
FLUSH BASES, “CHU™ TY‘. 7468; CORD: 

USED BETWEEN MASK MICROPHONE EXTENSION CORD WITH 
RADIO TRANSMITTER T-8/CPN-3 ON ONE ENO SwiTCH,APPROX 9 FEET 2 INCHES OVERALL 
AWO MONIJOR ID-13/CPN-3, CODER LENGTH, WHICH CONNECTS BETWEEN MASK 
KY-1/CPN-3 AND RADIO RECEIVER R-t1/CPN=3 MICROPHONE ANB-H-C1 & JACK @OX. CON- 


ON OTHER END. SISTS OF A 5S FT. 3 CONDUCTOR CORD WITH 
A MOLDED PLUG"RR"TYPE -212938-1 
8/18/43 CTE: 


SEPT 435A 
CX-31/GRH-1 AN/GRM-1 : CX-37/AR 
CORD: CONNECTED TO ONE END AND A™CTE"TYPE PUSH 
USED FOR CONNECTING TEST UNIT TS-58/GRM-1 BUTTON SWITCH ON THE OTHER END WHICH IS 


TO TRANSMITTER RACK MT=73/ARC-5 & MODU- 
LATOR MD-7/ARC-5. CONSISTS OF J2 CONDUC- 
TOR CABLE WITH CBY TYPE 9377 PLUGS AT 
EACH END. SAME AS ARMY CORD CO-524 EX- 
CEPT USES CBY TYPE 9377 PLUGS IN PLACE 
‘8/14/43 CW: 


ALSO CONNECTED TO §0 INCHES OF 2 CON- 
DUCTOR CORD WHICH HAS SIGNAL CORPS JACK 
JK-48 ON OTHER END. FIRST PURCHASED 
UNDER NAVY CONTRACT NX3a~-20157. 


SEPT 43 
_CX-31/GRM-1 CX-41 ARC) AIRCRAFT 

OF PL-~154 CORD: 
MASK MICROPHONE EXTENSION CORD WITH PLUG 
& SWITCH, WHICH CONNECTS BETWEEN MASK 
MICROPHONE ANS-M-CT& JACK BOX. CONSISTS 
OF A SPECIFIED LENGTH OF 3 CONDUCTOR 
CURDAGE (CONSIDERED NOMINAL LENGTH) WITH 
A MOLDED PLUG “RA” TYPE -212938-1 
8726743 CTE: 
SEPT 43 

CX-32/GRM-1 = AN/GRM-1 : CX-41/ARC} 

CORD: CONNECTED TO ONE END AND A "CTE" TYPE 


USED FOR CONNECTING MOOULATOR HD-7/ARC-5 
TO CONTROL UNIT C-30/ARC-5. CONSISTS OF 
18 CONDUCTOR CA3LE wiTH CBY TYPE 6962 
PLUGS AT EACH END. SAME AS ARMY CORD 


PUSH BUTTON SWITCH ON THE OTHER END 
WHICH 4S ALSO CONNECTED TO AN 8" 2 CON 
DUCTOR CORD WHICH HAS SIGNAL CORPS JACK 
JK-48 ON OTHER END. NORMALLY SUPPLIED IN 


CO-S26 EXCEPT USES CBY TYPE 6962 PLUGS. 3 FT, 5 FT, OR 8 FT LENGTHS. TYPE NUMGER 

TO @NCLUDE NOMINAL LENGTH IN FEET (FT) 
6/14/43 CW: OR INCHES C-IN) JE. CX-43/AR(3FT) ETC. 
SEPT 43 


CX-33/GRM-T AN/GRM-1 CX-41A/ARC*-") GEN. USE 


CORD: coro 

USED FOR CONNECTING TEST UNIT TS-58/GRM-1 HASK MICROPHONE EXTENSION CORD WITH PLUG 
TO ANY TRANSMITTER T-15/ARC-5 THROUGH & SWITCH WHICH CONNECTS BETWEEN MASK 
T-23/ARC-5 INC. WITHOUT USING TRANSMITTER RICROPHONE ANB-MC-1 OR LIP MICROPHONE 
RACK MT-71/ARC-5. CONSISTS OF 6 CONDUC- . M-S/UR, & JACK BOX. CONSISTS OF A SPECI- 


Fi€D LENGTH OF 3 CONDUCTOR CORDAGE (CON- 
SIDERED NOMINAL LENGTH) WITH A PLUG "RR" 


TOR CABLE WITH PLUGS AT EACH END. SAME 
AS ARMY CORD CO-530 EXCEPT FITS LARGE 


“g/t4/43 Cis 10424744 
SEPT 43 OCT. 44 
CX-33/GRM-1 TYPE 212938-1 CONNEC- CX-4PAFaR(r ey 
7-PiN SOCKET INSTEAD OF SMALL 7-PIEN TED TO ONE END & A SNAP AC¥ION SWITCH 
SOCKET. HN ACCORDANCE WITH BUAER DRAWING E-810-A 
i ON THE OTHER END WHICH #S ALSO CONNECTED 


TO AN 8" 2 CONDUCTOR CORD WHICH HAS Si- 
GNAL CORPS JACK JK-48 ON THE OTHER END. 
NOMINALLY SUPPLIEO IN 5° LENGTH. SIMILAR 
TO CORD CX-41/AR EXCEPT INCLUDES SNAP 
BACK ACTION SWITCH. 


CX-34/GRM-1 AN/GRM-1 “x -427aR0) AURCRAFT . 

CORD: CORD: 

USED FOR CONNECTING CONTROL UNIT | MASK MICROPHONE EXTENSION CORD HITH PLUG 
C-30/ARC-5 TO TRANSMITTER T-235/ARC-5 & BUT WITHOUT SWITCH, WHICH CONNECTS BE- 


8 FT LENGTHS. TYPE NUNSER TO INCLUDE 
NOMINAL LENGTH IN FEET°C-FT) OR INCHES 
CodN) FE CXe42/AR(SFT) ETC. 


CX-43/ARC) AIRCRAFT 

CORD: 

MASK MICROPHONE EXTENSION CORD WITHOUT 
PLUG BUT WITH SHITCH, WHICH CONNECTS 
BETWEEN MASK MICROPHONE ANB-N-Cl & JACK 
BOX. CONSISTS OF A SPECIFIED LENGTH OF 3 
CONDUCTOR CORDAGE (CONSIDERED NOMINAL 
LENGTH) WITH A "CTE" TYPE PUSH BUTTON 
8/26/43 CTE: 

SEPT 43 


CX-437ARC3 
SWITCH ON ONE END WHICH 2S ALSO CONNEC- 
TED TO AN 8" 2 CONDUCTOR CORD WHICH HAS 
SIGNAL CORPS JACK JK-48 ON OTHER END. 
NORMALLY SUPPLIED IN 3 FT, 5 FT, OF 8 FT 
LENGTHS. TYPE NUNSER TO INCLUDE LENGTHIN 
FEET (-FT) OR INCHES C-IND3 UE 
CX-43¢4ARC3FT) ETC. 


CX-44/7ARC) ATRCRAFT 

CORD: 

MASK MICROPHONE EXTENSION CORD WITHOUT 
PLUG OR SWITCH, WHICH CONNECTS BETWEEN 
MASK MICROPHONE AN3-M-Ct & JACK BOX. 
CONSISTS OF A SPECIFIED LENGTH OF 2 CON- 
OUCTOR CORDAGE (CONSIDERED NOMINAL 
LENGTH) WITH A SIGNAL CORPS JACK JK-48 
8/26/43 CTE: 
SEPT 43 


CX-44/ARC) 
ON ONE END. NORMALLY SUPPLIED IN 3 FT, 
5 FY, OR 8 FT LENGTHS. TYPE HUNGER TO 
INCLUDE LENGTH IN FEET (-FT) OR #NCHES 
GC-IND5 TE CX-44/AR(SFT)D, ETC. 


cx-150/0 GENERAL USE 

CORD: RESTRICTED 
POWER CORD CONSISTS OF A 15 FT. LENGTH 
OF #IBGA, 2 CONDUCTOR PARALLEL PLASTIC 
LAMP CORDAGE EQUIPPED AT ONE END WITH A 
HUBBELL #8224 PLUG AND AY OTHER END WITH 
AN AN-3106-22-10P CONNECTOR AND 

AMBPHENOL 97-3057-12-6 CORD CLAMP. USED 
2/24/44 B-410448-2 
MAY 44 


Cx-150/U 
TO CONNECT OSCILLOSCOPE TS-34/AP TO AIR- 
CRAFT POWER SUPPLY OF 110¥ AC. 


CxX-152/U GENERAL USE 

CORD: 

CONSISTS OF G" AND 8” LENGTH OF STRANOED 
WERE WITH VINYLITE JACKET TERMINATED AT 


RECEIVER R-28/ARC-5. 5S FT. "¥" TYPE CORD THEEN MASK MICROPHONE ANB-N-CI & JACK ONE ENO WITH A MC24 CUNACCIOR (AMPHENOL)D 
CONSISTING OF TWO CA3LES OF 6 CONDUCTORS BOX. CONSISTS OF A SPECIFIED LENGTH OF 2 OR EQUAL AND AT THE OTHER END WITH THO 
EACH COMBINED AT ONE ENO & TERMINATED 8Y CONDUCTOR CORDAGE (CONSIDERED NOMINAL #45 CLIPS (MULLER ELECTRIC CO.) OR EQUAL. 
CBY TYPE 6964. 6966 & ARMY PLUG PL-I81. LENGTH). WETH A MOLDED PLUG PRR" TYPE THESE ADAPTERS FACILETATE MAKING OUTSIOE 
8/14/43 Cis 8/26/43 CTE: 2/24/44 CW:B-434382 

SEPT 43 SEPT 435A assignip| AUG. 44 


[are | MBRMEABTHBEE SSHRC TUE, care | MARAGTHRSES | RANIACTNIERT 
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CX-152/u 
CONNECTIONS TO HORIZONTAL OR VERTICAL 
PLATES OF THE OSCILLOSCOPE Aud 70 THE 
TIME INPUT. PART OF OSCILLOSCOPE 
TS-34/AP. = 


CX-155/ART-2  AN/ART-2 

CORD: 

6 SINGLE CONDUCTOR SHIELDED CABLE, 4-"16 
GA AND 2-#12 GA, USED TO CONNECT RELAY 
RE-Q/ART-2 SWITCH SA-25/ART-2 AND 26¥ DC 
POWER SUPPLY TO TRANS“ITTER T-56/ART-2, 
TERMINATED AT THE TRANSMITTER T-56/ART-2 
1H A "AN CONNECTOR AN-3108-22-55. THREE 
3/8/44 

WAR. 44 


CX-1SS/ART-2 
BRANCHES OF LENGTHS AS FOLLOWS: TO RELAY 
§ Fil., TO SWITCH 14 FI., TO 26¥ DC POWER 
9 FT. (12 GA) 


CX-160/U GENERAL USE 

CORD: 

2 - CONDUCTOR. 25 FOOT. 18 GA. RU3SER 

CABLE, 0.310 0.0. TERMINATED WITH A 2 
WIRE MALE TWIST LOCK PLUG CHYEBELL NO. 
7542) AT ONE END AND A 2 - WIRE FEMALE 
TwiSt LOCK PLUG (HUBBELL NO. 7506) AT 

THE OTHER END. 

3/10/44 =CTus 

JAR. 45 


CX-181/ARC-1 AN/ARC-1 
CABLING: 
WIRING HARNESS - CONSIST OF 1-32 CONTACT 
CANNON PLUG DP-D32-33, 1-14 CONTACT RE- 
CEPTACLE Aw-3102-=20-1S. 1-9 CONTACT RE- 
CEPTACLE AN-3102-20-16S PLUS INTERCON- 
WECTING WIRING - TO BE USED ON THE 
HOUNTING RACK OF REC-XMTR RT-18/ARC-1 
3/17/44 
MAR. 44 


CX-181/ARC-1 
WERED FOR AN/ARC-1 ONLT. 


CX-181A/ARC-1 AN/ARC-I 
CABLING: 
WIRING HARNESS ~ FOR INSTALLATION IN 
MOUNTING RACK MT-230/ARC OR MT-250A/ARC 
WHEN USED AS PART OF AN-ARC-tA EQUIP- 
MENT. CX-181/ARC-1 EXCEPT PRIFARY POWER 
LEAD INCLUDES RF CHOKE AND 2 MFD. PAPER 
CAPACITOR, AND EACH OTHER LEAD INCLUDES 
12/11/44 
may 45 


CX-TBTA/ARC-1 
RF CHOKE Ar!i0 500 MMF. BUTTON KICA 
CAPACITOR TO PREVENS RADIATION OF DYNA- 
MOTOR HASH AND UNDERSIRASLE SIGNALS. 
UNTERCHANGEASLE WITH AND SUPERSEDES 
CX-18%/ARC-1. 


CX-1827ARC~4 AN/ARC-4 


CABLING: 

WIRING HARNESS + CONSISTS OF 1-32 CON- 
TACT CANNON PLUG DP-032-33. 1-14 CONTACT 
RECEPTACLE AN-3102-20-1S, 1-9 CONTACT 


RECEPTACLE AN-3102-20-162 PLUS INTERCON- 
NECTIiny WIRING - TO BE USEO ON MOUNTING 
RACK OF TRANS-RECEIVER RT-I9/ARC-4. 
3417444 

JULY 44 


CX-199/APN-39 AN/APH-39 

CORD: 

8 CONDUCTOR CORD, 6 FEET LONG, CoNSIST- 
(NG OF 47 AN-20 CA3LES AND | RG-58/U 
CABLE. ENCLOSED 1N A 5/8" 1.0, TYPE 2 
CONDUIT PER SPEC AN-WH-C-561A. EQUIPPED 
WITH AN3106-28-4P CONNECTOR AT ONE END 
AND AN AN3106-28-4S CONNECTOR AT OTHER 
7/10/44 
JULY 44 


CX-199/APM-39 
END, CONNECTS RECEIVER AMPLIFIER TO 
JUNCTION BOX, DESIGNATED AS CA@LE A 
OF AN/APM-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-1S EQUIPMENT. PART OF 
AM /APH-39. 


CX-200/APH-39 AN/APN-39 

CORO: 

CORD CONSISTING OF 16 - 4 FOOT LENGTHS 
OF AN-20 CA8LE. ENCLOSED IN A 3/8" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-56/A. 
EQUIPPED WITH AN AN3106-24-S5P CONNECTOR 
AT ONE END AND AN AN3!06-24-5S CONNECTOR 
AY THE OTHER END. CONNECTS CONTROL UNIT 
7/30/44 

JULY 44 


CX-200/APM-39 
TO SECTOR SCANNING UNIT. DESIGNATED AS 
CA3LE "AA" OF AN/APM-39 BENCH TEST 
EQUIPMENT WHEN TESTING AN/APS-15 EQUIP- 
MENT. PART OF AN/APM-39, 


CX-201/APN-39 AN/APM-39 

CORD: 

CORD - CONSISTING OF tO - 4 FOOT LENGTHS 
OF AN-20 CASLE. ENCLOSED tN A 1/2" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-56IA, 
EQUIPPED WITH AN AN3106-18-1P CONNECTOR 
AT ONE END AND AN ANSI06-%8-1S CONNECTOR 
AT THE OTHER END. CONNECTS CONTROL UNIT 
7/10/44 

JULY 44 


CX-20T/APM-39 
TO JUNCTION BOX. DESIGNATED AS CAS8LE 
"AB" OF AN/APM-39 BENCH TEST EQUIPMENT 
WHEN TESTING AN/APS-15. PART OF 
AN/APH-53. 


CX-202/APH-39 AN/APM-39 
CoRD: 

CORD - CONSISTING OF 7 ~ 6 FOOT LENGTHS 
OF AN-20 CA3LE, ENCLOSED INA 1/2" t.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-S6IA. 
EQUIPPED WITH AN AN3IO6-LES-1P CONNECTOR 
AT ONE END AND AN ANSIO6-16S-1S CONNECTO 
AT OTHER END. CONNECTS CONTROL UNIT TO 
7/10/44 
SULY 44 


CX-202/APR-39 
RANGE UNIT. DESIGNATED AS CASLE “AC” OF 
AN/APH-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-I5,. PART OF AN/APM~39, 


CX-203/APH-39 AN/APM-39 
CORD? 
CORD - CONSISTS OF 4 - 4 FOOT LENGTHS 

OF AN~20 CASLE. ENCLOSED IN A 3/8" td. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-S6IA, 
EQUIPPED WITH AN AN3106-14S~2P CONHECTOR 
AT ONE END AND AN AN31#06-14S-2S CON- 
WECTOR AT THE OTHER END. CONNECTS CONTRO 
7/10/44 
JULY 44 


CX-203/APM-39 
UNIT TO TORQUE AMPLIFIER, DESIGNATED AS 
CABLE "AD" OF AN/APM-39 BENCH TEST 
EQUIPMENT WHEN TESTING AN/APS-15. PART 
OF AN/APM-39. 


CX-204/APH-39 AN/APM-39 

CORD: 

CORD - CONSISTING OF 10 ~ 6 FOOT LENSTHS 
OF AN-20 CA3LE. ENCLOSED §N A 1/2" 1.0, 
TYPE 2 CONDUIT PER SPEC AN-WH-C-56TA. 
EQUIPPED WITH ONE AN3I06-18-tS CONNECTOR 
AT EACH €NO. CONNECTS AZIMUTH DIFFERENT - 
dak UNIT TO THE TORQUE AMPLIFIER UNIT. 
7/10/44 

JULY 44 


CX-204/APM-39 
DESIGNATED AS CASLE "AG" OF AN/APM-39 
BENCH TEST EQUIPMENT WHEN TESTING 
AN/APS-i5. PART OF AN/APM-39, 


CX-20S/APH-39 AN/APN-39 


CORD: 
CORD - CONSISTING OF 10 - 6 FOOT LENGTHS 
OF AN-20 CA3LE. ENCLOSED §N A 5/8" ILD. 


TYPE 2 CONDUIT PER SPEC AN-WW-C-S6IA, 
EQUIPPED WITH AN ANSIO6-18-1S CONNECTOR 
AT ONE END AND AN AN3106-18-#P CONNECTOR 
AT THE OTHER END. CONNECTS COMPUTER TO 
7/10/44 

JOLY 44 


CX-Z05S/APM-39 
RANGE UNIT. DESIGNED AS CABLE "AH”™ OF 
AN/APM-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-15. PART OF AN/APM-39. 


CX-206/APM-39 AN/APM-39 

CORD: , 

10 CONDUCTOR CORD, 6 FEET LONG, CONSISTS 
OF 8 AN-20 CASLES AND Z RG-58/U CABLES. 
ENCLOSED IN A 5/8" 1,D. TYPE 2 CONDUIT 
PER SPEC AN-WH-C-561A. EQUIPPED WITH AN 
AN3106-18-1P CONNECTOR AT ONE END AND A 
ANS106-18-1S CONNECTOR AT THE OTHER END, 
7/10/44 

JULY 44 
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CX-206/APM-39 
CONNECTS RECEIVER INDICATOR TO RANGE 
UNIT. DESIGNATED AS CA3LE "AJ" OF 
AN/APM~39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-15. PART OF AN/APH-39. 


CX-207/APM-39 AN/SAPM-39 

CORO: 

CORD - CONSISTING OF 4 ~ 6 FOOT LENGTHS 
OF AN-20 CA8LE. ENCLOSED IN A 3/8" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-S6IA. 
EQUIPPED WITH AN AN3106-145-2P CONNECTOR 
AT ONE END AND AN AN3I06-14-2S CONNECTOR 
AT OTHER ENO. CONNECTS SLIP RINGS ON 
7/10/44 

JULY 44 


CX-207/APR-39 
SPINNER TO CONTROL UNIT. DESIGNATED AS 
CABLE “AM” OF AN/APH-39 BENCH TEST 
EQUIPMENT WHEN TESTING AN/APS-15. PART 
OF aN/APM-39. 


CX-208/APM-39 AN/APM-39 

CORD: 

CORD - CONSISTING OF 4-4 FOOT LENGTHS OF 
AN=20 CASLE. ENCLOSED IN A 1/2" 1.0, 
TYPE 2 CONDUIT PER SPEC AN-WW-C-SSTA. 
EQUIPPED WITH ONE AN310E-20-4S CONNECTOR 
AT EACH END, CONNECTS CONTROL UNIT TO 
FeLT POWER JUNCTION 80X. DESIGNATED AS 
7110/44 
SULT 44 


CX-208/APM-39 
CABLE "AP" OF ANZAPM-39 BENCH TEST EQUIP 
MENT WHEN TESTING AN/SAPS-15. PART OF 
ANZAPH-59. 


CX-209/APH-39 AN/APH-39 

coRD?: 

CORD - CONSISTING OF 2 - 14 FOOT LENSTHS 
OF AN-16 CASLE. ENCLOSED IN A 3/8" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-S6TA. 
EQUIPPED WiTH AN AN3106-18-3S CONNECTOR 
AT ONE END. AT OTHER END THE LEADS ARE 
FREE AND EXTEND 8" BEYOND CABLE CONDUIT. 
T/tofae 

JULT 44 


CX-209/APN-39 
CONNECTS CONTROL UNIT TO D.C. POWER 
SUPPLY. DESIGNATED AS CASLE "AR" OF 
AN/APM-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-35. PART OF AH/APM-39. 


CX-200/APM-39 AN/APN-39 
CORD: 
13 CONDUCTCR CORD, 6 FEET LONG, CONSIST- 


“ENG OF 9 AN~20 CAZLES, 3 AN-16 CABLES 


AND 1 RG-58/U CA3LE. ENCLOSED tN A 5/8” 
1.0. TYPE 2 CONDUIT PER SPEC 
AN-WW-C-561A, EQUIPPED WITH AN 
AN3106-28-2P CONNECTOR AT ONE END AND AN 
7/10/44 


JULY 44 aston 
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CX-2T0/APM-39 
AN3106-28-2S CONNECTOR AT THE OTHER ENO. 
CONNECTS RECEIVER INDICATOR TO JUNCTION 
BOX. DESIGNATED AS CA3LE "8" OF 
AN/APHM-39 BENCH TESTING EQUIPMENT WHEN 
TESTING AN/APS-15. PART OF AN/APH-39. 


CX-210/4PH-39 ANSAPM-39 
Cord: 

33 CONDUCTOR CORO, 6 FEET LONG, CONSIST- 
eNG OF 12 AN-20 CABLES AND 1 RG-58/U 
CABLE. ENCLOSED iN A 5/8" 1.D. TYPE 2 
CONDUIT PER SPEC AN-WW-C-S6EA. EQUIPPED 
WITH AN AN3106-20-10 CONNECTOR AT ONE 
ENO AND AN AN3StOQ6-20-1S CONNECTOR AT 

Td 0/44 
SULY 44 


CX~24T/APH-39 
OTHER END. CONNECTS RECEIVER INDICATOR 
TO JUNCTION BOX. DESIGNATED AS CAS8LE 
"C" OF AN/APM-39 BENCH TEST EQUIPMENT 
WHEN TESTING AN/APS-15. PART OF 
AN/APH-33. 


€X-2t27arPN-39 AN/APN-39 

CORD: 

CORD- 6 FOOT LENGTH OF RG-8/U EQUIPPED 
wWiTH AN3106-12S-4P CONNECTOR AT ONE END 
AND AN AN3106-14S-1S AT THE OTHER END. 
CONNECTS TRANSMITTER TO RECEIVER INDI- 
CATOR UNIT, DESIGNATED AS CABLE “G" OF 
AN/ZAPM-39 BENTH TEST EQUIPMENT KHEN 
TIVO44 

JULY 44 


CX-2127APM-39 
TESTING ANZAPS-15. PART OF AN/APM-39. 


CX-Z2US7APN-39 ANSAPH-39 

CORD: 

CORD- CONSISTING OF 5 - 14 FOOT LENGTHS 
OF AN-i6 CABLE. ENCLOSED IN 378" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WH~C-S6IA, 
EQUIPPED WITH AN AN3106-22-5S CONNECTOR 
AT ONE END. LEADS ARE FREE AT OTHER END 
AND EXYEND 8" BEYOND CABLE CONDUIT. CON- 
4410144 

JULY 44 


CX-213/APM-39 
WECTS POWER SUPPLY TO RECEIVER INDICATOR. 
DESIGNATED AS CABLE “H" OF AN/APM-39 
BENCH TEST EQUIPMENT WHEN TESTING 
ANZAPS-15 EQUIPMENT. PART OF AN/APM-339. 


CX-226/7UR GENERAL USE 
CORO: 
CORD, 3 CONDUCTOR TERMINATING IN PLUG 


PL +68 AND WATERPROUF PUSH-TO-TALK SWITCH, 


OTHER END OF PUSH-TO-TALK SWITCH HAS 2 


CONDUCTOR CORD TERMINATING EN JACK JK-48. 


OVERALL LENGTH 65". USED TO CONNECT 
M-S/UR TO TRANSMITTER, 
A017 144 ces 


BPR. 44 ASSIGNED 
IssuED 


CX-232/CPN-6 AN/STPN-6 

CORD: 

25 FT. RUBBER COVERED CABLE. TWO #10 
CONDUCTOR WITH HUBBELL THISTLOCK CON- 
NECTORS MALE AND FEMALE AT EACH END. 
USED TO CONNECT AN/CPN-6 WITH THE POWER. 
SOURCE. 


4029744 CGG: 
BPR. 44 


Cx-238/UC35 FT-3 tM) AN/CPN-6 

CORD: 

CONSISTS OF NINE CONDUCTOR, 2 OF #12 AND 
7 OF #18 GA. IN A NEOPRENE COVERED BX 
CONDUIT, TERMINATES IN AMPHIENOL AN CON~ 
NECTOR AN 3108-20-S6P AT ONE END AND 
AN-=3108-20-16S AT THE OTHER END. LENGTH 
TO BE SPECIFIED, 

3/9/44 GG: 
May 44 


CX-264/ARC-13 ANSARC-13 

Cord: 

WIRING HARNESS, SADE TO FIT 
MT-278/ARC-13. MAKES ELECTRICAL COM- 
NECTION BETWEEN TRANSMITTER RECEIVER 
RT-62/ARC-13 AND EXTERNAL EQUIPMENT. 
CONSISTS OF ONE 14-CONTACT RECEPTACLE 
AN-5102-20-1S AND ONE 9 CONTACT 
6/30/44 COL: 

may 44 


£X-2646/ARC-43 
RECEPTACLE AN-3102-16S WITH !NTERCON- 
WECTING WIRING. HAS A COLLINS TYPE 
RECEPTACLE AT END OF A 25 STRAND CARD 
FOR CONNECTION TO COLLINS PLUG WHICH 
MOUNTS IN MT-278/ARC-13. 


Cx-286/0 AN/GRN-TA 

CORDS 

TEN CONDUCTOR SHIELDED CABLE. USED FOR 
CONNECTING TEST UNIT TS-5S8/GRM-t TO ATA 
MODULATOR TYPE -50083 OR MODULATOR UNIT 
BC-456-(} OF SCR-274-N. CONSISTS OF W.E. 
CO. TYPE CABLE ESA-696321 TERMINATED AT 
ONE END BY PLUG TYPE NUMBER 6964 (W.E. 
6/28/44 CerBL-359965 

JUN. 44 


CxX-286/0 
CO. AND AIRCRAFT RADIO CORP..2. ARMY TYPE 
PL-154 AND AT THE OTHER BY PLUG TYPE 
(WeE. CO.) BL-52832. AIRCRAFT RADIO 
CORP. FYPE $37]. 


CX-28778 AN/GRM-TA 

CORO: 

ELEVEN CONDUCTOR SHIELDED CABLE. USED 
FOR CONNECTING TEST UNIT TS-58/GRM-1 TO 
ATA OR SCR-274-N TRANSMITTER RACKS. CON- 
SistS OF W.E. CO TYPE CABLE ESA-696321 
TERMINATED AT ONE END BY w.E. CO. TYPE 
PLUG 6-32832 (AIRCRAFT RADIO CORP. 
6/28/44 CaHzB0-39966 

JUN. 44 


Cx-287/9 
#9377) AND AT THE OTHER END BY PLUG TYPE 
NUMBER 6964 (WE. CO. AND AIRCRAFT RADIO 
cogP.j 
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CX-288/0 AN/GRM-J3A 
CORD: 


StX CONDUCTOR SHIELDED CABLE. USED FOR 
CONNECTING TEST UNIT TS-S8/GRM-1 TO ATA 
OR SCR-274-N TRANSMITTERS UNDER TEST.. 
CONSISTS OF w.E. CO. TYPE CABLE 
ESA-696439 TERMINATED AT ONt END BY W.E.W 
CO. TYPE PLUG BA-352912 CAIRCRAFT RADIO 
6428/44 Cw2B0-39967 

SUN. 44 


Cx-288/U 
CORP, #9599) AND AT OTHER END BY PLUG 
NUMBER 7844, (weE. CO. AND AIRCRAFT 
RADIO CORP.3. 


CX-308/4PM-39 ANSAPH-39 

CORT: 

CORD - CONSISTS OF 4 - 6 FOOT LENGTHS 4F 
CABLE. ENCLOSED IN A 3/78" 4.0. TYPE 2 
CONDUIT PER SPEC AN-wWW-C-S61A. EQUIPPED 
WITH AN31Q6-14S-2S CONNECTORS AT THE 
ENDS. CONNECTS CONTROL UNIT TO REPEATER 
JUNCTION BOX. DESIGNATED AS CABLE "AE" 
FALOs4S 

JULY 44 


CX-SOB/APM-39 
OF AN/APM-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/JAPS-1S EQUIPMENT. PART OF 
AN/APH-35. 


CX-SO9ZAPH-39 ANSAPR-39 

CORD: 

CORD - CONSISTING OF 2 - 6 FOOT LENGTHS 
OF AN-20 CABLE. ENCLOSED IN A 174" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-S6IA. 
EQUIPPED WITH AN AN3106-12S-3P ON ONE 
END AND AN AN3106-12S-3S CONNECTOR AT 
THE OTHER END. CONNECTS TORQUE AMPLIFIER 
T4044 

SULY 44 


CX-3SO9/NPM-39 
TO TORQUE AMPLIFIER JUNCTION BOX. DE- 
SIGNATED AS CASLE “AF™ OF AN/APM-39 
BENCH TEST EQUIPMENT WHEN TESTING 
AM/APS-35. PART OF AN/SAPN-39. 


CX-S1O/APR-39 AN/APH-39 

cord: 

CORD - CONSISTING OF 3 - 4 FOOT LENGTHS 
OF AN-20 CASLE. ENCLOSED IN A 378" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-SW-C-S6IA. 
EQUIPPED WITH AN AN3I06-14S-5P CONNECTOR 
AT ONE END AND AN AN3I06-14S-1S CONNECTG 
AT OTHER END. CONNECTS TORQUE AMPLIFIER 
T/10744 

AULT 44 


CX-STOSAPM-39 
JONCTION BOX. DESIGNATED AS CASLE "AK" 
OF AN/APM-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-15. PART OF AN/APM-39, 


| oath [risr assronep ron | HAYL SRAWING | oa = ASSIGNED FOR oR, | 


CX-3TI/APR-33 AN/APM-39 

CORD? 

CORD - CONSISTING OF 2 - 4 FOOT LENGTHS 
OF AN-16 CASLE. ENCLOSED 14 A 3/8" 1.0. 
TYPE 2 CONDUIT PER SPEC AN-WW-C-S6IA, 
EQUIPPED WITH AN3106-18-3S CONNECTOR AT 
ONE END. AY OFHER END CONDUCTORS ARE 
FREE AND EXTEND 8" BEYOND CONDUIT. CON- 
T0444 

JULY 46 


CX-STIZSAPM-39 
NECTS TORQUE AMPLIFIER JUNCTION 80X TO 
CONVERTER UNIT. DESIGNATED AS CABLE "AN® 
OF AN/APM-39 BENCH TEST EQUIPMENT WHEN 
TESTING ANJAPS-1S. PART OF ANSAPM-39. 


CX-SE2/APM-39 AN/APR-39 

CORD: 

CORD - CONSISTING OF 2 - 4 FOOT LENGTHS 
OF AN-36 CABLE. ENCLOSED IN A 3/8" 2.0, 
TYPE 2 CONDUIT PER SPEC AN-WK-C-561A, 
EQUIPPED WITH AN AN3106-20-5P CONNECTOR 
&T ONE END. AT OTHER END LEADS ARE FREE 
ANO EXTEND 8” BEYOND CONDUIT. CONNECTS 
WLVOC4S 

SULIT 44 


CX-SISSAPR-39 
TORQUE AMPLIFIER JUNCTION BOX TO CON- 
VERTER UNIT. DESIGNATED AS CABLE “A0" 
OF AN/APN-39 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-25~. PART OF AN/APH-39, 


CX-313/APH-49 
GORD: 

GORD - CONSISTS OF 4 - 10 FOOT LENGTHS 
OF AN-16 CABLE, ENCLOSED IN A 172 INCH 
tNSIDE DSAMETER TYPE 2 CONDUIT PER SPEC 
AN-WH-C-S65A. AT ONE END AN AN3106-16S- 
9S CONNECTAR IS USED, THE LEADS ARE FREE 
SKINNED FOR 372" AND TINNED AT OTHER 
749/44 CAY CAY:P-7713345 
SULT 44 


AM/APM-40 


CX-ST3FAPN-46 
END. CONNECTS A.C. POWER SUPPLY TO RECT- 
SFIER POWER UNIT. DESIGNATED AS CABLE 
#t OF AN/APM-40 BENCH TEST EQUIP- 
WENT WHEN TESTING ANSAPS-6, 6A 
EQUIPMENT. PART OF AN/SAPM-40 EQUIPMENT. 
FIRST PROCURED FROM WESTINGHOUSE ELEC. a 
MFG. CO. CONIRACT # HXSA49664 


CX-304/APR-40 AM/APM-40 

CORD: 

CORD - CONSISTS OF S - TO FOOT LENGTHS 
OF AN-t4 CA3LE, ENCLOSED tw A 142 UNCH 
ENSIDE DIAMETER TYPE 2 CONDUIT PER SPEC 
AN-WwW-C-S61A. AT ONE END AN AN3106-18- 
VIS CONNECTOR &S USED. THE LEADS ARE 
FREE, SKINNED FOR 142” AND TINNED AT THE 
TISt44 CATs CAavsP-773346 
SOLY 44 


CX-314/KRPM-40 

OTHER END. CONNECTS 24 VOLTS D.C. POWER 
TO RECTIFIER POWER UNIT. DESIGHATED AS 
CABLE #2 OF AN/APM-40 BENCH TEST 
EQUIPMENT WHEN TESTING AN/APS-6, 

6A EQUIPMENT. PART OF An/APM-40 EQUIP- 
MENT. FIRST PROCURED FROM WESTINGHOUSE 
ELEC. $ MFG. CO. CONTRACT WO. NXga49664 


CX-SISZAPM-40 AH /APR-40 

CORD: 

22 CONDUCTOR CORD, 6 FEET LONG. CONSIST- 
ING OF 20 - AN-20 AND 2 AN-(6 CABLE, EN- 
CLOSED IN A I" INSIDE OFAMETER TYPE 2 
CONDUCITOR PER SPEC AN-WW-C-S61A. AT ONE 
END AN AN3106-18-14S CONNECTOR IS USED 
AND AT THE OTHER END AM AN3I06-18-19P 
249044) ~— CAY: CAYSP-7713347 
JULY 44 


CX-3TS/APN-40 
CONNECTOR IS USED. CONNECTS RECTIFIER 
POWER UNIT TO RECEIVER AMPLIFIER. DESIG- 
WATED AS CABLE #3 OF ANSAPH-40 BENCH 
FEST EQUIPMENT WHEN TESTING AN/APS-6, 
GA EQUIPMENT. PART OF AN/APM-40 EQUIP- 
MENT. FIRST PROCURED FROW WESTINGHOUSE 
ELEC. & MFG. CO. CONTRACT g WXS3R49664. 


GX-SIG/ARC-18 AN/ARC-18 

WIRING HARNESS: 

CONSISTS OF ONE - 32 CONTACT CANNON PLUG 
DP-D32-33, ONE 14 CONTACT RECEPTACLE 
AN-3102-20-1S, ONE -9 CONTACT RECEPTACLE 
AN-3502-20-16S PLUS INTERCONNECTING 
WIRING USED WITH MT-230/ARC, SIMILAR TO 
CX-1BN/ARC-1 EXCEPT TWO WIRING CON- 
7/14]4e BL -44069 

FEB. 45 


CX-3TE/ARC-18 
WECTIONS ARE CHANGED IR POSITION TO 
ADAPT THES UNIT FOR USE WITH AN/ARC-18, 
@NCLUDES ADDITIONAL SHt® AND NAMEPLATE 
FOR CNSTALLATION TO (DENTIFY MT-230/ARC 
OR MT-230A/ARC MOUNTINGS WHEN EQUIPPED 
WiTH THIS HARNESS. 


CX-316A/ARC-18 AN/ARC-18 

WIRING HARNESS: 

FOR USE WITH MOUNTING BASE KT-230A/ARC. 
WAS ONE 32 CONTACT CANNON PLUG DP-032-33 
ONE 14 CONTACT RECEPTACLE AN-3102-20-1S 
AND ONE 9 CONTACT RECEPTACLE AN-5102-20- 
16S, SIMILAR TO CABLING CX-IB1A/ARC- 
EXCEPT TWO WIRING CONNECTIONS ARE 
5/19/45 
MAY 454 949c 


CX-3TEASARC-1E 
CHANGED TO AOAPT THIS UNIT FOR USE WITH 
RADIO SET AN/ARC-18. SIMILAR TO wWtRInG 
WARNESS CX-316/ARC-18 EXCEPT INCLUDES 
FULTER SYSTEM TO PREVENT RADIATION OF 
UNDESIRABLE NOISE AND INTERCHANGEABLE 
with 65. 


CX-351774PN-40 
CORD; 

CORD - CONSISTS. OF FS - 6 FOOT LENGTHS 
OF AN-20 CABLE. ENCLOSED IN A 3” INSIDE 
DEAMETER TYPE 2 CONDUIT PER SPEC AN-WW- 
C-S6IA. EQUIPPED AT ONE END WITH AN3S106- 
28-17S CONNECTOR AND AT OTHER END WITH 
AN AN3S106-28-17P CONNECTOR. CONNECTS 
T£9044 Cay: CAVIP-7713348 
SULY 44 


AN/AKPM-40 


CX-3177RPH-40 
RECTIFIER POWER UNIT TO RECEIVER AMPLIFI- 
ER. DESIGNATED AS CA3LE NO. 4 OF ANSAPM- 
40 BENCH TESTING EQUIPMENT WHEN TESTING 
ANZAPS-6, 6A EQUIPHENT, PART OF ANCAPN- 
40 EQUIPMENT. FIRST PROCURED FROM WESTIN 
HOUSE ELECT. & MFG. CO. CONTRACT wo. 
WX 8ae9664. 


ASSIGNED 
tssuED 


[care [ 
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Ce] 
Batson |rinst ASSIGNED FOR | gn SPEGHEAH ION he | Benue [rise ASSIGNED ror | OAMARU | CEU runs assionen roe | on LAR RHS 
CX-318/APM-40 AN/APM-40 CX-S22/APM-40 = AN/APM-40 CX-326/4PM-40 AN/APH-40 
is CORD: coRDs ; coro: 
a 7 : 
14 CONDUCTOR CORD, 4 FEET LONG, CONSIST CORD - CONSISTS OF 2 - 6 FOOT LENGTHS OF CORD ~ CONSISTING OF 12 - 6 FOOT LENGTH 
ING OF 12 AN-20 CABLES AND 2 AN-16 AN-20 CABLE. ENCLOSED IN A 1/4" INSIDE OF AN-20 CABLE, ENCLOSED IN A I” INSIDE 
M4 : 
CABLES, ENCLOSED IN A. 4/2" INSIDE O1A- DIAMETER TYPE 2 CONDUIT PER SPEC AN-WW- DIAMETER TYPE 2 CONDUIT PER SPEC AN-WW- 
METER TY GE 2 CONDUET PER SPEC: ANTHU=C> C-S6TA. EQUIPPED WITH AN310G-10SL-4S C-S61A. EQUIPPED WITH AN AN3106-28-18S 
561A. EQUIPPED WITH AN AN3106-20-27S CONNECTORS AT THE ENDS. CONNECTS JUNCTION CONNECTOR AT ONE ENO WITH AN AN3106-28- 
CONNECTOR AT ONE END AND AT THE OTHER BOX TO SCANNER SOLENOID. DESIGNATED AS 18P CONNECTOR AT OTHER END. CONNECTS 
a T9044 CAY? CA¥:P7713349 749/44 CAY: CAYSP7713354 VI9/44 GAYS CAY:P7713358 


SULy 44 


CX-3STESAPR-40 
ERD AN AN3106-20-27P CONNECTOR. CONNECTS 
RECTIFIER POWER UNIT TO CONTROL UNIT. 
DESIGNATED AS CASLE NO. 5 OF ANSAPM-40 
BENCH TEST EQUIPHENT WHEN TESTING 
AN/APS-6, 6A EQUIPMENT, PART OF AN/AMP- 
40. FIRST PROCURED FROM WESTINGHOUSE 
ELEC. & MFG. CO. CONTRACT NO. NXSa49664. 


CX-31S9/APH-40 AN/APH-40 

CORD: 

¥4 CONDUCTOR CORD, 6 FEET LONG. CONSIST- 
iNG OF 12 AN-20 CABLES AND 2 AN-16 CA- 


AN3106-36-1P CONNECTOR AT ONE END AND AT 
7/9/44 CAYs CAY3P771 3352 
AUG. 44 


CX-320/APM-40 
OTHER END WITH A TYPE AN3SI06-36-1S CON- 
NECTOR. CONNECTS RECTIFIER POWER UNIT TO 
JUNCTION BOX. DESIGNATED AS CAZLE NO. 8 
OF RADAR TEST ASSEMBLY AN/APM-40 WHEN 
TESTING RADAR SET AN/APS-6, & AN/APS-6A 
FIRST PROCURED FROM WESTINGHOUSE ELEC. & 
MFG. CO. CONTRACT NO. NXsa49664, 


WHEN TESTING ANZAPS-6, 6A EQUIPYENT 
PART OF ANX/APH-40, FIRST PROCURED FROM 
WESTINGHOUSE ELEC. & MFG. CO. CONTRACT 
NO. NXBA49664. 


JULY 44 


CX-3227APR~-40 
CABLE NO. 40 OF AN/APM-40 BENCH TEST 
EQUIPMENT WHEN TESTING AN/APS-S, 6A 
EQUIPMENT. PART OF ANZAPM-40. FIRST 
PROCURED FROM WESTINGHOUSE ELEC. & MFG. 
CO. CONTRACT NO. NXga49664. 


CX-S23/APN-40 AU/APM-40 

CORD: : 

CORD - CONSISTING OF 2 - 6 FOOT LENGTHS 
OF AN-14 CA8LE ENCLOSED IN A 1/2" IN- 


OTHER END WITH AN AN3106-14S-6P COHNNEC- 
TISI4A CAY: CAY2P7733356 
JULY 44 


CX-3247APM-40 
TOR. CONNECTS JUNCTION BOX TO SCANNER 
GENERATOR, DESIGNATED AS CABLE NO. 12 OF 
ANSAPM-40 BENCH TEST &QUIPMENT WHEN TEST- 
UNG ANZAPE-6, GA EQUEPMENT. PART OF 
ANSAPM-40. FIRST PROCURED FROM WESTING- 
HOUSE ELEC. & MFG. CO. CONTRACT nO. 
MXSA49664. 


WESTINGHOUSE ELEC. & MFG. CO. CONTRACT 
NG, NX8a49664, 


AUG. 44 


CX-S2G6/APM-40 
JUNCTION BOX TO TRANSHITTER CONVERTER 
UNIT. OESIGNATEO AS CABLE NO. $4 OF 
AN/APM-4G BENCH TEST EQUIPMENT WHEN TEST- 
ING ANSAPS-6 EQUIPMENT. PART OF 
AN/APM-40. FIRST PROCURED FROM WESTIN- 
HOUSE ELEC. AND MFG. CO. CONTRACI NO- 
WXSA49664. 


CX-327/APR-40 AN/APR-40 

CORD: 

CORD - CONSISTING OF 7 FEET OF HIGH 
VOLTAGE STANDARD JGNITION CABLE PER 


-_ BLES, ENCLOSED IN A 1" INSIDE DIAMETER S40E DIAMETER TYPE 2 CONDUIT PER SPEC WESTINGHOUSE DRAWING NO. 7813889, EQUIP- 
TYPE 2 CONDUIT PER SPEC AN-WW-C-561A. AN-WW-C-S61A. EQUIPPED WITH A ANSIO6- PED wiTH SPECIAL CONNECTORS PER WEST- 
EQUIPPED-AT ONE EXD WITH AN AN3106-28- £07285. CONNECTOR “AT “ONE END. “AND, ALANS TOG INGHOUSE DRAWING NOS. 7411691 AND 
2S CONNECTOR AND AT OTHER END WITH AN 20-25P CONNECTOR. AT’ THE OTHER END. “CONS TBI41Z1. CONNECTS TRANSMITTER CONVERTER 
T19f44 AY: CAY:P7713350 as CAY: CAY:P7713565 Tsys4s CAY CAYSP77434123-G5 
fe JULY 44 BLY 44 SULY 44 
CX-3197APM-40 CX-S235/4PM-40 
AN-3106-28-2P CONNECTOR. DESIGNATED AS NECTS JUNCTION BOX TO SCANNER MOTOR. DE- Gat soauictoR® Uwid eee a 
CABLE #6 DF AN/APM-40 BENCH TEST EQuIP- SIGNATED AS CABLE NO. 11 OF ANCAPM-40 ERE MOC Ter OF ANFaBHcaG BERER aes 
MENT WHEN TESTING AN/APS-6, 6A, EQUIP- BENCH TEST EQUIPMENT WHEN TESTING CCUTPHENL WEEN TESTING ANDABSEe EQUIP 
MENT. CONNECTS RECTIFIER POWER UNIT TO ANZAPS-6, GA EQUIPMENT. PART OF AN/APH~ : T. PART OF AN/APN-40 7 RST ercuRce 
iis MODULATOR UNIT. PART OF AN/APM-40. 40. FIRST PROCURED FROM WESTINGHOUSE POR RES TINGROHEC CLEC SE MEE Cor ee” 
FIRST PROCURED FROM WESTINGHOUSE ELEC. & & HFG. CO. CONTRACT NO, Nxgadoob4. teach we ivecasced 8 Ba aa 
HFG. CO. CONTRACT NO. NXSae9664. . ‘ 
Oe) CX-520/APM-40 AW/APN-40 Raa lagi An/APA-40 CX-328/APH-40  AN/APH-40 
CORD: 3 CORD: 
22 CONDUCTOR CORD - 6 FEET LONG. CONSIST- cORD - CONSISTS OF 6 - SIX FOOT LENGTHS coat. CONSISTING OF 16 - 6 FOOT LENGTHS 
ING OF EIGHTEEN TYPE AN=20 CABLES AND OF CANSZ0 :CABLE®s ENCLOSED: UN cA 104". UNS OF AN-20 CABLE ENCLOSED IN A 1" INSIDE 
FOUR TYPE 14 CABLES ENCLOSED IN AI" SiDE DIAMETER TYPE 2 CONDUIT PER SPEC DGAMETERTY PES 2 (EGNOUIT PER USPEGANZUS 
INSIDE DIAMETER TYPE 2 CONDUIT PER SPEC AN-WH-C-561A. EQUIPPED WITH AN AN3106- C-561A. EQUIPPED WITH AN AN3S106-24-7S 
ig AN-wW-C-561A. EQUIPPED WITH A TYPE 1452 6S. CONNECT OR<AT: ONE END LANDVAT: THE CONNECTOR AT ONE END ANO AN ANS106-24-7P 


CONNECTOR AT THE OTHER ENO. CONNECTS 
7914 CaY: CAYSP-7713360 
AUG. 44 


7 CX-3287HPR-40 
JUNCTION BOX TO TRANSMITTER CONVERTER 
UNIT. DESIGNATED AS CABLE NO. 18 OF 
ANSAPN-40 BENCH TEST EQUIPMENT WHEN TEST- 
UNG ANSAPS-€A EQUIPMENT. PART OF 
ANSAPM-40, FIRST PROCURED FROM WESTING- 
WOUSE ELEC. & MFG. CO. CONTRACT NO. 


ns Nx ga49664. 
CX-3277APH-40 AN/APM~40 CX-32S/APH-40 AN/APM-40 
CORD: canbe CX-329/APN-49 AN/APM-40 
_ 15 CONDUCTOR CORD 8 FEET LONG - CONSIST- won CONS TSS” OEASS-< 6b ROOT LENGTAS: OF cord: 
] ING OF 8 AN-20 CABLES AND 7 RG-S8/U CA- ENoDOM CABLE. (ENCLOSED’ i NUAN37B™ 1HS1DE CORD - CONSISTS OF 14 - 6 FOOT LENGTHS 
BLES EKCLOSED IN AN 1 1/2" INSIDE DIA- DIAUETER TYPES CONOULT FER SPECUANG UWE OF AN-20 CAZLE, ENCLOSED IN A T™ INSIDE 
METER TYPE 3 CONOUIT PER SPEC AN-WW-C- CLES LAL UE OUIPREDSILTHCANCANS TORS ESS DIAMETER TYPE 2 CONOUIT PER SPEC AN-WW- 
561A. EQUIPPED WITH A TYPE 97-3108-36- CONNECTOR ATONE ERO CANO CAT: THEO OTHER C-S6HA. EQUIPPED WITH AN3106-28-20S CON- 
20-202P CONHECTOR AT ONE END AND A TYPE WITHA SASL OCSIASZ EE COMME GTORT AGONNECTS NECTOR AT ONE END AND AN AN3106-28-20P 
. 749744 CAT: CAYSP7713353 ree Teye CAYEPIIETET CONNECTOR AT THE OTHER END. CONNECTS 
i oct. 44 uLr a4 199444 AY: CAY:P7713361 
: CX-321/APH-49 CX-325/APH-40 CX +32 97APN-40 
97-3108-56-2018 CONNECTOR AT THE OTHER JUNCTION BOX TO SCANNER POTENTIOMETER. WING JUNCTION BOX TO TRANSMITTER CONVER- 
ENDS CONNECTS? RECEIVER AURELELER. LOO EN: DESIGNATED AS CCAGLE AND ls 20 ARE NCA TER UNIT. DESIGNATED AS CASLE NO 17 OF 
DICATOR UNIT DESIGNATED AS CABLE NO. 9 WHEN TESTING AN/APS-6, 6A EQUIPMENT. G7 Oa T4D- BEACH TEST EQUIPHEAT: WHE WOTEST: 
a oF AUJAPH-40 BENCH TEST EQUIPMENT PART OF AN/APN-40. FIRST PROCURED FROM 


UNG ANSAPS-64 EQUIPMENT. PART OF 
ANSAPM-40,. FIRST PROCURED FROM WESTING-~ 
HOUSE ELEC. & MFG. CO. CONTRACT NO. 

WX Ba 439684. 


ASSIGNED 
{SSUED 
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[HAGA 


FIRST ASSIGNED FOR 


Sea | 


CX-S3O/APM-46 AN/APM-46 RESTRICTED 
CORD: 

CORO CONS{STING OF 3 - 4 FOOT LENGTHS OF 
AN-22 CABLE, ENCLOSED IN A 378" 1.0. 
TYPE § CONDUIT PER SPEC AN-WW-C-S6IA. 
EQUIPPED WITH AN AN3106-14S-5P CONNECTOR 
AT ONE END AND AN AN3106-44S-5S CONNEC- 
TOR AT OTHER END. CONNECTS RECEIVER AMP~ 
TsV4044 

OCT. 44 


CX-SSOSAPA-46 
LEFIER TO AZIMUTH CALIBRATOR. DESIGNATED 
AS CABLE "C" OF AN/APM-46 BENCH TEST 
EQUIPMENT WHER TESTING AN/APS-3, 3A 
EQUIPMENT. PART OF AK/AriH--46. 


CX-335/APN-46 AN/APH-46 RESTRICTED 
CORD: 

10 CONDUCTOR CORD, 6 FEET LONG. CONSIST- 
ING OF 9 TYPE AN-22 CABLES AND 1 TYPE 
AN-16 CABLE. ENCLOSED IN A 578" 1.0, 
TYPE ¥ CONDUIT PER SPEC AN-WW-C-S61A. 
EQUIPPED WITH A  AN3106-28-20P CONNEC- 
TOR AT ONE END AND A AN3106-28-20S CON- 
Tdi 744 

OCT. 44 


CX-33TSAPM-~46 
NECTOR AT THE OTHER END. CONNECTS RE- 
CERVER AMPLIFIER TO TRANSMITTER CONVERTER 
UNIT. DESIGNATEO AS CA3LE "0" OF 
ANJAPM- 46 BENCH TEST EQUIPMENT WHEN 
TESTING ANSAPS-3, 3A. PART OF 
AN/APM-46. 


CX-332/APH-46 AN/SAPM-46 
CORD: 

12 CONDUCTOR CORD. 6 FEET LONG, CONSIST- 
ING OF 6 TYPE AN-16, 4 TYPE AN-22 CABLES 
AND 2 RG-62/U CABLES, ENCLOSED IN 378" 
1.0. TYPE | CONDUIT PER SPEC AN-aw-C-5615 
EQUIPPED WITH A AN3106-28-16P CONNECTOR 
AT ONE END AND A ANSI06*°28-2S CON- 
TANS 

OCT. 44 


RESTRICTED 


CX-332/APM-4g 
NECTOR AT THE OTHER END. CONNECTS RE- 
CENVER AMPLIFIER TO MODULATOR UNIT. DE- 
SIGNATED AS CAZLE "G" OF AN/SAPM-46 
BENCH TEST EQUIPMENT WHEN TESTING 
ANCAPS*3, 3A. PART OF ANSAPM-46. 


CX-3S35/7APM-46 AN/APH-46 RESTRICTED 
CORD: 

21 CONDUCTOR CORD, 4 FEET LONG. CONSIST- 
(NG OF 18 TYPE AN-22 CABLES AND 3 TYPE 
AN-16 CABLES. ENCLOSED IN A 1" E.0. 

TYPE t CONDUIT PER SPEC AN-WW-C-56TA. 
EQUIPPED WITH A AN3106-36-1P CONNECTOR 
AT QNE END AND A AN3106-36-1S CONNEC- 
TAG 44 

Oct. 44 


CX-3S337APM-46 
TOR AT THE OTHER ENO. CONNECTS RECTIFIER 
UNIT TO CONTROLMUNIT. DESIGNATED AS 
CABLE "H™ OF AN/APM- 46 BENCH TEST 
EQUEPNENT WHEN TESTING AN/APS-3, 3A.q 
PART OF AN/APM-46. 


ASSIGNED 
IssurD 


[- DENGNATION -]} FIRST ASSIGNED FOR [ angen, | 


CX-SS4/APM-46 AN/APM-46 RESTRICTED 
CoRD: 

26 CONDUCTOR CORD, 4 FT. LONG, CONSIST- 
ING OF 21 TYPE AN-22 CA83LE> AND 5S TYPE 
AN-16 CASLES. ENCLOSED IN A 1" J.D. TYPE 
Y CONDUIT PER SPEC AN-WH-C-S6IA. EQUIP- 
PED WITH A AN3106-36-55P CONNECTOR AT 
ONE END AND A AN3106-36-15S CONNECTOR 
FAVUI4S 

OCT. 44 


CX-334/APN-46 
AT THE OTHER END. CONNECTS RECTIFIER 
UNIT TO RECEIVER AMPLIFIER UNIT. DE- 
SIGNATED AS CABLE J" OF AN/APH-46 
BENCH TEST EQUIPMENT WHEN TESTING 
ANSAPS-3, 3A. PART OF AN/APM-46. 


CX-335/APM-46 AN/SAPM-46 RESTRICTED 
CORD: 

CORD - CONSISTING OF 4 - 14 FOOT LENSTHS 
OF TYPE -AN-16 AND | TYPE AN-22 CABLES, 
ENCLOSED IN A 1/2" 16D. TYPE t CONDUIT 
PER SPEC AN-WH-C-S6TA, EQUIPPED WITH AN 
AN3016-i8-11S CONNECTOR AT ONE END. THE 
LEADS ARE FREE AND EXTEND 8" BEYOND CON- 
THis 

OCT. 44 


DUIT CX-335/APM~46 
AT OTHER END. CONNECTS RECTIFIER UNIT 

TO POWER SUPPLY. DESIGNATED AS CABLE 

“M" OF AN/APM-46 BENCH IcST EQUIPMENT 
WHEN TESTING AN/APS-3, 3A. PART OF 
AN/APM-46, 


CX-336/APM-46 AN/APM-46 RESTRICTED 
CORD: 

9 CONDUCTOR CORD. 4 FEET LONG, CONSIST= 
ING OF S$ TYPE AN-22 CABLCS Any 

3 TYPE AN-!6 CABLES. ENLLUSED IN A 
978" 4.0. TYPe | CONDUIT PER SPEC 
AN-WW-C-S6TA. EQUIPPED wITH A 
AN3106-24-7P CONNCCTOR AT ONE END AND A 
TIVis44 

GEC. 44 


CX-3367APM-46 
AN3106-24-7S CONNECTOR AT THE OTHER END. 
CONNECTS CONTROL UNIT TO TRANSMITTER 
CONVERTER UNIT. DESIGNATED AS CABLE "N® 
QF ANSAPK-46 BENCH TEST EQUIPMENT WHEN 
TESTING AN/APS-3. 3A. PART OF 
ANsAPN-46, 


CX-3537/UCE"-") GER. USE 

CORD: 

CORD - CONSISTS OF A LENGTH AS SPECIFIED 
OF TWO CONDUCTOR (NO. 18 AWG) UNSHIELDED 
WERE. THE CONDUCTORS CONSIST OF 41 
STRANDS OF NO. 34 WERE CAWG). TERMINATED 
IN HUBBELL PLUG AND RECEPTACLE #7057 AND 
#7257 OR BELDOEN H-1047 AND H-1119 
11/29/44 CAYs 

Jan. 45 


CX-337/UC6"-*) 
RESPECTIVELY, OR EQUAL. USED WITH 
PP-106/U, AND TS-148/UP EQUIPMENTS. 


ASSIGNID 
iSSUED 


CxX-337/UCTO"-") GEN. USE 

CORD: 

CORD - CONSISTS OF A LENGTH AS SPECIFIED 
OF TWO CONDUCTOR (NO. 18 AWG) UNSHIELDED 
WERE. THE CONDUCTORS CONSISTS OF 41 
STRANDS OF NO. 34 WIRE (AWG). TERMINATED 
$M HUBBELL PLUG AND RECEPTACLE #7057 AND 
#7257 OR BELDEN H-1047 AND H-1119 
7/19/44 CS: 

YAN. 45 CGP: 


RESPECTIVELY, CX-337/UC107-") 
OR EQUAL. USED WITH PP-106/U, TS-146/uUP 
AND TS-147/UP EQUIPMENTS, 


CX-3539/TPS-1BC3"-") AN/TPS-18 

CORD : 
CONSISTS OF W.E. CO. TYPE KS-9529 CABLE 
LENGTH AS SPECIFIED CONTAINING 84 16 
GAUGE LEADS. TWO OF WHICH ARE INDIVID- 
VALLY SHIELDED. OUTSIDE DIAMETER OF 
CABLE IS 11/16". AN AN-3106-24-S5S CON- 
NECTOR 1S PROVIDED AT ONE END AND AN 
8/1/44 CWrB-455041-5 CW: 

Wov. 44 


CX-339/TPS-1303°-") 
AN~-3106-24-S5S AT THE OTHER END. EACH END 
tS EQUIPPED WITH A AN-5057-12 CORD CLAMP 
AN~9760-24P CAP AND CHAIN MAY BE USED 
ON EACH END BUT IS NOT INCLUDED AND 
RUST BE SPECIFIED. 


CX-339/TPS-18C6'-") AN/TPS-1B 
CORD 
CONSISTS OF W.E. CO. TYPE KS-9529 CABLE, 
LENGTH AS SPECIFIED CONTAINING 84 16 
GAUGE LEADS, TWO OF WHICH ARE INDIVID- 
VALLY SHIELDED. OUTSIDE DIAMETER OF CABLE 
IS TT/T6", AN AN-3106-24-5S CONNECTOR 

1S PROVIDED AT ONE END AN AN-3106-24-5S 
8/1/44 CW 3BL-433509 CW: 

Wov. 44 


CX-339/TPS-lac6e"-*) 
AT THE OTHER END. EACH END tS EQUIPPED 
WITH A AN-3057-12 CORD CLAMP.AN-9760-24P 
CAP AND CHAIN, MAY BE USED ON EACH END 
BUT 1S NOT SNCLUDED AND MUST BE SPEC- 
VFLED IF DESIRED. 


CX-340/TPS-18C(3"-") AN/TPS-18B . 

CORD: 

CONSISTS OF NAYY TYPE MCOP-4 CA3LE 
LENGTH AS SPECIFIED, A AN-3106-20-7S 
CONNECTOR IS PROVIDED AT ONE END AND A 
AN-3108-20-7S AT THE OTHER END. EACH END 
tS EQUIPPED WITH AN AN-3057-42 CORD 
CLAMP, AN-9760-20P CAP AND CHAIN MAY BE 
B/i/44 CW:B-415041~-6 Cw; 
OCT. 44 


CX-340/TPS-1B¢3>-*) 
USED ON EACH END BUT ARE NOT INCLUDED 
AND MUST BE SPECIFIED IF DESIRED. 
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CX-340/TPS-1806°-") AN/TPS-1B 

CORD: 

CONSISTS OF NAVY TYPE MCOP-4 CABLE 
LENGTH AS SPECIFIED, A AN-3106-20-7S 
CONNECTOR 1S PROVIDED AT ONE END AND A 
AN-3103-20-7S AT THE OTHER END. EACH END 
US EQUIPPED WITH AK AN-3057-12 CORD 
CLAMP. AN-9760-20P CAP AND CHAIN MAY BE 
8/1/44 CuBL-409420 Cus 

ect, 44 


CX-340/TPS-13(6°-9) 
USED OW EACH END, BUT ARE NOT INCLUDED 
AND MUST BE SPECIFIED IF DESIRED. 


CxX-341/TPS-18 Aan/TPS-18 

CORD: 

CONSISTS OF NAVY TYPE MCOP-T9 CABLE 6° 
LONG, AT EACH END IS A AN-3106-24-7S 
CONNECTOR. AN-3057-16 CORD CLAMP AND A 
AN-9760-24P CAP AKD CHAI. 


Sftiea cw: CHrB~41508t-8 
AUG. 44 


CX-542/TPS-t8¢6°-") AR/TPS-tB 

CORD: 

CONSISTS OF RAVY TYPE MCOP-tO0 CABLE 
LENGTH AS SPECIFIED, WITH AN-3106-20-8S 
CONNECTORS, AN-3057-12 CORD CLAMPS. CAP 
AMD CHAtM AN-9760-20P MAY BE USEO WITH 
THIS CORD, BUT ARE NOT INCLUDED AND MUST 
BE SPECIFIED IF DESIRED, 

8/1/44 = Ca BL-409428 Cy: 

Or. 44 


CX~342/TPS-1BC7"-") AN/TPS-TB 

CORD: 

CONSISTS OF NAVY TYPE MCOP-10 CABLE 
LENGTH AS SPECIFIED WITH AN-3106-20-8S 
CONNECTORS, AN-3057-42 CORD CLAMPS.CAP 
AMD CHAIN, AN-9760-20P MAT BE USED WITH 
THIS CORD, BUT ARE NOT INCLUDED AND MUST 
BE SPECIFIED IF DESIRED. 

Bfi/ea CWsB-415041-4 CW: 

wov. 44 


CX-343/TPS-18(50°-") AN/TPS-TB 

CORD: 

CONSISTS OF NAVY TYPE MCOP-9 CABLE 50° 
LONG, ONE END 1S PROVIDED WITH A AN-3106 
=22P CONNECTOR AND AN-3057-t2 CORD 

CLAMP. CAP AND CHAIN AN-9760-22P FOR THE 
FORMER END AND AN-9760-10P FOR THE LATTER 
END, MAY BE USED WITH THIS CORD, BUT ARE 
8/1/44 CW2B-415061-7 Cw: 

Wov, 44 


NOT CX-343/TPS-1B(50°-" 
INCLUDED AND MUST BE SPECIFIED IF 
DESIRED. 


CX -464/0P Ts-14s/uP 

CORD: 

CONSISTS OF 4 FT. LENGTH OF TWO CONDUC- 
TOR #18 WIRE WITH ONE CONDUCTOR COVERED 
WITH WHITE VERYLITE AND ONE WITH 

BLACK VINYLITE FURNISHED WITH ARMY TYPE 
PLUG PL-55 AND (NAVY TYPE 49109) AT EACH 
ENO. USED TO CONNECT CRYSTAL OF RADAR 
9/16/44 CATs W-74153526 
SEPT. 44A 


SHARIR 


Army-Navy Designations 


Raion HALT 
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CX-46470P 
SET YO ANALYZER FOR TUNING. PART OF 
SPECTRUM ANALYZER TS~i48/UP. 


CxX-4829/GR GEM USE 

CORD: . 

COMPRISES “CORDAGE CO-119-8", JACK JK-26 
ON ONE END AND 2 TERMINAL TM-163 ON 
OTHER; OVERALL LENGTH INCLUDING TERMI- 
MATIONS 16", PART OF HEAD AND CHEST SET 
H~26 /GR AND HEAD AND CHEST SET H-27 /GR. 


9/29/44 USK 
Oct. 44 


CX-S26/TPS-1B AN/TPS-IB 

cord 

CORD NAVY TYPE OCOP-2, 8 FT. LONG, ONE 
END JS EQUIPPED WITH ANS106-20-85 CONNEC- 
TOR AND AN3057-12 CLAMP AND THE OTHER 
ENO WITH ARROW-HART & HEGEMAN 4435 PAR- 
ALLEL BLADE POLARIZED PLUG CAP. USED TO 
CARRY 1tSV, 400 CYCLES POWER FROM CON- 
30/17/44 CWws Cusb4arset7 

Woy. 44 


CX-S26/TPS-1B8 
VENITENCE OUTLET OF PP-9I1/TPS-tB TO 
WO-32/TPS-1B.ENABLES OPERATOR TO OPERATE 
BLOWER IN MODULATOR WITHOUT TURNING ON A 
PLATE SUPPLY iN THE OTHER MAJOR UNITS. 


CX-53.0/U6"-") 

coro 

CORD USED ON MK 20 MOD. 0. CARRIES POWER 
FROM THE LINE MONITOR TS-106/T.PM-I TO 
THE RADAR INDICATOR. CABLE CONSISTS OF A 
LENGTH CAS SPECIFIED) OF MCOP-10 WITH 
AN-3106-24-°3S (BLUE) ON ONE END AND 
AN-3106-24-3P (YELLOW) ON THE OTHER. 
10719744 CW3BR-410909-1 Cws 

WOV. 44 


CX-S30/UCE"-*) 
FIRST PROCURED ON CONTRACT NO. NORD- 
3456 FROM WE. CO. . 


CX-S3b/UCS"-") 

coRO 

CORD USED ON MK 20 MDD. O. CARRIES POWER 
FROM TEST UNIT TS-304/TPM-1 TO THE RADAR 
INDICATOR THROUGH CX-532/U. CABLE CON- 
SISTS OF A LENGTH (AS SPECIFIED) OF MCOP- 
30 WITH AN-3106-350-1S (POSITION 2) 
(GREEN) ON ONE END AND AN-3106-24-19S 
10419444 CW3BR-410909-2 CWS 

wOV. 44 


CX-S3IZUCS"-") 
CORANGE) ON THE OTHER. FIRST PROCURED 
ON OTHER END. PROCURED ON CONTRACT NO. 
NORD+3456 FROM WeE~ CO. 


Cx-5327U 

CORD: 

USED ON MK 20 MOD. O. CARRIES POWER FROM 
THE RADAR INOICATOR TO THE SQUARE WAVE 
GENERATOR AND TO THE MODULATOR OR RF 
UNIT THROUGH EITHER CX-531/U OR CX-533/U. 
AWOTHER ARM CARRIES POWER TO THE SQUARE 
WAVE GENERATOR THROUGH CX-535/U. CON- 
10/19/44 CW2BR-410909-9 CW: 

WOVe. 44 


Sists OF 12° OF CX-532/8 
BIWI70 WITH 97-5103-36-1P (POS. 2) 
(GREEN) ON ONE END AND 12” OF NCOP-S 
TERMINATED IN 97-5103-24-6P (GRAY). 
THESE TWO CABLES TERMINATE EM 97-5103- 
36-1P (POSITION 2) (ORANGE). ANOTHER ARM 
CONSISTING OF 12" OF 2 CONDUCTOR 18 GA. 
TAREX TERMINATING AT ONE ENO IN AN-3106- 
14S-9P CRED) OTHER END IN 97-5103-24-6P, 


CX-533/UCE"-") 

CORD: 

CORD USED ON NK 20 MOD. 0. CARRIES POWER 
FROM CX-532/U TO THE RADAR RF UNIT. CON- 
SISTS OF A LENGTH (AS SPECIFIED) OF 
BIW170 CABLE WITH AN-3106-36-IS (POSITION 
(2) AT EACH END. ONE GREEN AND THE OTHER 
ORANGE. PROCURED ON CONTRACT NORD-3456 
10719744 CW:BR-410909-10 Cs 

NOV. 44 


CX-S3370(6"-") 
FROM W.E. CO. 


Cx-534/UC10'-") 

CORD: 

CORD USED ON MK 20 KOD. O AND HOD. It. 
CARRIES POWER FROM DEPOT LIGHTING POWER 
TO RANGE CALEBRATOR TS-S/AP. CONSISTS OF 
10° OF 2 CONDUCTOR 18 GAUZE TIREX WITH 
HARVEY HUBBELL COMPANY'S 7257 CORHECTOR 

ON ONE END AWD HARVEY HUBBELL 

10/19/44 CWsBR-410909-11 CWws 

NOV. 44 


CX-534/UCTO°-*) 
COMPANY’S 7057 PLUG ON OTHER END. 


cx-535/U 

CORD: 

CORD USED ON MOD. O AND MOD, J. CARRIES 
POWER FROM THE RADAR POWER SUPPLY TO 
LINE MONITOR TS-106/TPM-1 AND ALSO TO 
THE WAVE GENERATOR THROUSH CX-532/U OR 
CX-540/U. CONSISTS OF A 12" LENGTH OF 
KS-9164 CAGLE TERMINATED IN 


10/19/44 CWz23L-453604 Cus 
OV. 44 
AN-3106-24-3S cx-s35/u 


(BLUE) CONNECTOR AND 6° LENGTH OF PAtRED 
18 GAUGE TiREX TYPE S CAZLE TERMINATED 
(N 97-S103-14S-9S (RED? CONNECTOR. THE 
OTHER ENOS OF THE TWO CAZLES TERMINATE 
IN 97-5103-32-3S (GREEN) CONNECTOR, 
PROCURED ON CONTRACT NORD-3456 FROM 

WE. CO. 
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CX-536/006°-") 

Coro: 

CORD USED ON MK 20 MOO. 1. CARRIES POWER 
ANO PULSE FROM THE RADAR INDICATOR TO 

THE TRANSMITTER. SIMILAR TO CX-339/TPS-1B 
EXCEPT THAT IT 1S 6* LONG, THE ENDS ARE 
EQUIPPED WITH AN-5106-24-5P AND AN-3106- 
24-5S CONNECTORS CAP AND CHAIN 

10/19/44 CW3BL-435606 Cus 

WOv. 44 


CX-636/0(6"-") 
ASSEMBLIES ARE NOT PROVIDED. PROCURED ON 
CONTRACT MORD-3456 FROM W.E. CO. 


CX-5S7/UCE*-*) 

CORD: 

CORD USED ON MK 20 MOD. t. CARRIES POWER 
FROm RADAR INDICATOR TO RECEtVER. 
SIMILAR TO CX-340/TPS-1B8 EXCEPT THAT tT 
1S 6° LONG, THE ENDS ARE EQUIPPED WITH 
AN~3106-20-7S AND AN-3!06-20-7P CON- 
MECTORS, CAP AKD CHAIN ASSERBLIES 
VO/19/44 CwsBA-435607 Cus 

Moy. 44 


CX-S3770CE*-") 
ARE NOT PROVIDED. PROCURED ON CONTRACT 
NORD-53456 FROM WE. CO. 


Cx-S38s/UC6"-*) 

coro 

CORD USED ON MK 20 MOD. 0. AND MOD. 1, 
CARRIES POWER FROM TEST UNIT TS-t04/TPM-i 
10 THE RADAR MOOULATOR. CABLE 1S A LENGTE 
(AS SPECIFIED) OF MCOP-10 WITH AN-3106- 
24-19P (RED) ON ONE END AND AN-3106-36- 
1S CRED) ON THE OTHER END. PROCURED ON 
10719744 CWsBL-433608 Cu: : 
NOV. 44 


CX-538/U(6°-") 
CONTRACT NO. NORD-3456 FROM W.E~ COq 


CX-S39/0C6"-") 

CORD: 

CORD USED ON AK 20 MOD. 3. CARRIES POWER 
FROM RADAR INDICATOR TO TEST UNIT 
TS-104/TPA-1. CONSISTS OF A LENGTH CAS 
SPECIFIED) OF KS-9162 CABLE WITH CONNEC- 
TORS AN-3106~24-19S CORANGE) ON ONE END 
AND AN-3106-26-18P CREO) ON THE OTHER. 
10419744 CwsBL-435608 cus 

NOV. 44 


. Cx-s397U(6"-") 
PROCURED ON NORD-3456 FROM WE. CO. 


DEEKATION 


FIRST ASSIGHED FOR | WANE GRAMING, 


Cx-540/0 

CORD: 

CONSISTS OF TWO LENGTHS OF MCOP*5 CA3LE 
(BU SHIPS SPEC 15CI) AND SIMPLEX TIREX 
TYPE "S", 2 CONO #8 AWG CORD. ENDS OF 
BOTH CAaLES TERMINATE IN AN-3101-24-6P 
RECEPTACLE, & AN-SUd/-16 CLAMP (BROWN), 
OTHER ERD OF 10" LENGTH OF MCOP-5 CA3LE 
10/19/44 Cw: Cws3b-433610 
APR. 458 9306 


x-540/0 
1S TERMINATED IN AN-3101-20-4P RECEP 
TACLE WITH AN-3057-12 CLAMP (WHITE), 
FREE END OF SIMPLEX 10° CORD 1S TER- 
MUNATEO WITH AN-3106-14S-9P PLUG AND 
AN~3057-6 CABLE CLAMP (RED). PROCURED 
ON CONTRACT NORD-3456 FROM W.E. CO. 


CX-5417U(6"-*) 

CORD 

CORD USED ON MK 20 MOD. 1. CONNECTS 
POWER FROM THE RADAR INOICATOR TO LINE 
MONITOR TS-106/TPM-t. CONSISTS OF A 
LENGTH CAS SPECIFIED) OF KS-9162 CABLE 
WITH AN-3106-24-3P CYELLOW) ON ONE END 
AND AN-3106-36-14S (ORANGE) ON THE OTHER 
10419744 CusBL-435613 Cw: 

WOV. 44 


CX-5417U06" -") 
END. PROCURED ON CONTRACT NO. NORD-3456 
FROM WE. CO. 


CX-S64/AR 
cCoRD 

18 CONDUCTOR BATTERY CABLE $3 FOOT LONG 
TERMINATED AT ONE END BY ARC 46763 CON- 
NECTOR AND AT THE END BY A TERMINAL 
STRIP, USED TO CARRY POWER FROM BATTERY 
SUPPLY TO RADIO RECEIVER R-64/ARW-17. 


AN/ARW-17 RETSA-1003A 


10/28/44 COT? - 
OCT. 44 


CX-678/UC5°-") ANSARQ-10 

CoRD 

CONSISTS OF LENGTH AS SPECIFIED OF 
WF-2/U CABLE WITH PLUG AN-3106-22-4P AT 
ONE EWD AND PLUG AN-3108-22-4S AT THE 
OTHER. 


VF1674S «CET ENL-33225-1 
JAM. 454A 


CX-6797ARQ-10 AN/SARQ-10 

caro: CONSISTS OF A 5 FT. 

LENGTH OF 24 WIRE CABLE. OUTER COVERING 
OF CABLE fS A TYPE If. AN-WW-C-S5S6l-a 
ARMORED, SHIELDED CONDUIT WITH VINYLITE 
CASING. ENCLOSED WIRES¢ CLASS INSULATED, 
ARE AS FOLLOWS: 10 EACH OF #20; 3 EACH 
OF £16; 7 EACH OF £20 SHIELDED TYPE; 1 
1716745) (CFI: 

JAN. 45 


EACH OF #20 TWO-CONDUC- CX-6797ARQ-10 
TOR, SHIELDED. THO CONDUIT COUPLING NUTS 
AN-3054-12 & THO FERRULES AN*3050-12 CON- 
MECT CAB8LE AT ONE END TO A 25 PIN CON~ 
TACT MALE PLUG (FEDERAL TELEPHONE #NL- 
33284-2-1) & AT THE OTHER TO A 25 SOCKET 
FEMALE PLUG (FEDERAL TELEPHONE #NL- 
35284-2-2): BOTH OF SIZE 36 SHELL. CORD 
CONNECTS POWER SUPPLY TO RECEIVER TRANS- 
METTER OF ANZARQ-10. 


NAVSHIPS 900,109 


ANNO 


CX-68O7ARQ-10 AN/SARQ-10 

CORD: A 29 WIRE CABLE, 2 

FT. €N LENGTH, HAS MALE TYPE, 30 PIN CON 
TACT PLUG, FEDERAL TELEPHONE #NL-33249- 
2-1 AT ONE END & A 30 SOCKET CONTACT FE- 
KALE TYPE PLUG FEDERAL TELEPHONE #NL- 
33249-2-2 AT THE OTHER: OUTER COVERING 
1S ARMORED, SHIELDED & VINMITE CASED 
1716/45 CFT 

JAN. 45 


CONDUIT, TYPE 11, CX-68O/ARQ-10 
AN-WW-C-561-a. ENCLOSED WIRES, GLASS (N- 
SULATED ARE AS FOLLOWS: 15 EACH OF #20; 

UNSHIELOEO TYPE; 410 EACH OF #20, SHIELD- 
EDO, 2 EACH OF #20 TXO-CONDUCTOR. SHIELD- 
ED. TWO CONDUIT COUPLING NUTS AN-3054-12 
W(TH TWO FERRULES AN~3050-12 FASTEN PLUG 
TO CONDUIT AT EACH ENO, CORD 1S USED TO 

CONNECT {£NDICATOR-AMPLEFIER 10-78/ARQ-10 
TO RECEIVER TRANSMITTER OF AN/ARQ-130. 


COMPONERT INDICATOR "CY" 
CASE 


RIGID AND SEHI-RIGIO STRUCTURE FOR HOUS- 
ING OR CARRYING EQUIPMENT 


CY-4/ASQ-3 
CASE 
CONSISTS OF A CABINET INTO WHICH THE 
CONVERTER CV-1/ASQ-3 AND THE OSCILLATOR 

O-37ASQ-3 SLIDE LIKE DRAWERS. 


AN/ASQ-3 


3/¥6/43  CwWrD-163934 
APR. 43 


CY-9/CPN-3 
CASE: 

A METAL CASE OF THE RACK MOUNTING TYPE 
FOR MOUNTING €ODER UNIT KY-I/CPR-3, 
RADIO RECEIVER R-}ISCPN-3 AND MONITOR 
§O-13/CPN-3. DESIGNED TO FIT thTO CHEST 
CY-10/CPN-3. 


AN/CPN-3 


4710743 CPR2258-4741 
SEPT 43 


CY-S0/CPN-3 ANSCPN-3 

CHEST: 

A WEATHERPROOF WOODEN HOUSING FOR CASE 
CY-*9/CPN-3 AND ITS COMPONENTS. APPROX 
4 FEET HIGH BY 2-3/2 FEET WIDE. 


479743 CPR:555-3058 
SEPT 43 


CY-11/CPM-3 = AN/CPR-3 
CASE: 
A METAL CASE FOR HOUSING RADIO TRANS- 


MITTER T-8/CPN-3. DESIGNED TO FIT iNTO 
CHEST CY-12/CPH-3. 


479743 
SEPT 43 


CY-12/CPN-3  AN/SCPN-3 

CHEST: 

A WEATHERPROOF WOODEN HOUSING FOR CASE 
CY-11/CPN-3 WHICH CONTAINS RADIO TRANS- 
wiTTER T-8/CPN-3. 


4/3783 CPRSS55-3073 
SEPT 43 
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CY-17/TRE-A AN/TRCO-i 

CASE: 

A 374 ENCH WOOD CASE FOR TRANSPORATION 
OF RADIO TRANSMITTER T-84C)/TRC-1. SHOCK 
MOUNTS ACCOMMODATE GUIDE CHANNELS ON THE 
SIDES OF THE TRANSMITTER TO FACILETATE 
INSERTION INTO CASE. INCLUDES A CANVAS 
HOOD FOR PROTECTION FROM MOISTURE, WHICH 
32737743 

JUN, 44 


CY-t7/TRC-! 
WHEN NOT IN USE, SLIDES IMTO THE CABINET. 
DIMENSIONS APPROX. 24 378" LONG X 15 3/4" 
WIDE X 15 374" HIGH. 


CY-#8/TRC-1 
CASES 

A 374 INCH WOOD CASE FOR TRANSPORTATION 
OF RADIO RECEIVER R-19C€)/TRC-3. CONTAINS 
DRAWER BUILT INTO BOTTOM OF CASE FOR 
STORING SPARE TUBES, CORDS, ETC... OF THE 
RECENVYER. SHOCK MOUNTS ACCOMMODATE GUIDE 
CHANNELS ON SIDES OF THE RECEIVER TO 
V2rd7s43 

sun. 44 


AM/TRC-1 


CY-t87TRC-1 
FACILITATE INSERTION ENTO CASE~ INCLUDES 
A CANVAS HOOD FOR PROTECTION FROM MOIS- 
TURE, WHICH, WHEN NOT IN USE. SLIDES iNTO 
THE CABINET, DIMENSTONS ARE APPROX. 
24 1/8" LONG X 15 3/4" WIDE X 15 374" 
WIGH. HEIGHT 52 8/2 POUNDS. 


CY-1S/CPN-3 ARSCPN-3 

CASES 

A WOODEN BOX FOR HOUSING ONE COMPLETE 
COMPLEMENT OF SPARE TUBES FOR RADIO SET 
AN/CPN-3 APPROXIMATE OVERALL DIMENSIONS 
29° X 18-872" X 15-172". 


718743 
SEPT 63 


CY-3S/CPR-3 ANSCPN-3 

CASE: = 

A WOODEN BOX FOR HOUSING ONE COMPLETE 
SET OF SPARE FUSES FOR RADIO SET 
AN/CPN~3 AND ONE OIL CAN. DIMENSIONS 

ARE 5-372" X 3" X 1-374". THIS BOX HAS A 
WINGED LID. 


g713743 
SEPT 43 


CY-S7/APR-1 AN/APR-1 

CASE? 

RECTANGULAR METAL BOX OPEN AT ONE END. 
MOUNTED ON RUB3ER SHOCK-MOUNTS. SIZE: 8” 
xX 10" X 54" APPROXIMATELY. TO HOLO TUN- 
UNG UNIT TN-1/7APR-1 OR EQUIVALENT 


10/22/43 
oct. 43 


CY-59/APS-T1 AN/APS-T1 

CONSOLE CABINET: 

CONSISTS OF A GLASS TOP TABLE WITH A 
HOLE IN THE CENTER THROUSH WHICH A RADAR 
MAP SUPPORTED BY MAP CARRIAGE 
MX-46/APS-TI tS SCANNED, INCLUDES OUTER 
SHEET RETAL HOUSING & SUPPORTING STRUC- 
TURE PLUS CASTERS & A TOP LEVELING 
10/23/43 CAEY: 

OCT. 43 


FIRST ASSIGNED FOR [ OR GEER ap.2. 


NATE —_[raar asinso ror | owARAS | 


CY-59/APS-Tt 
MECHANISM. ENCLOSES BUT DOES NOT INCLUDE 
ALL UNITS OF THE EQUIPMENT EXCEPT PHOTO 
MULTIPLIER CV-7/APS-TI & ITS MOUNTING 
FRAME WHICH BOLTS TO THE BACK OF THE 
CONSOLE & MAP CARRIAGE MX-46/APS-TI 
WHICH RIDES ON TABLE TOP 


CY-G8/CPN-8 AN/CPN-8 

CASE: 

AN ALUMINUM CABINET WSTH HINGED FRONT 
AND REMOVABLE REAR DOOR, AN AIR FELTER 
FOR THE BLOWER MOTOR AND A 4 UNIT RUBBER 
SHOCK MOUNTED RACK FOR USE IN HOUSING 4 
HAJOR UNITS OF RADIO SET AN/CPN-8. 
EQUIPPED WITH 4 DETACHABLE EYE BOLT TYPE 
2420044 
APR. 45A : 


. CY-68/CPR-8 
LEFTENG HOOKS ON BOTH TOP AND BOTTOM HAS 
3 HANDLES ON EACH SIDE, -ALSO HAS OPEN 
WERING WITH AN RECEPTACLES FOR POWER AND 
ALARM CIRCUITS AND THE NECESSARY RF 
PLUMBING FOR RF CONNECTIONS BETWEEN 
UNtTS. 


CY-73/ASQ-3  AN/ASQ-3 

CASES i 

A METAL CASE #6 11/32" X 9" X 17" WEIGH- 
ING APPROX. 6.8 L8S. TO PROVIDE HOUSING 
FOR THE O-3/ASQ-3 OSCILLATOR. THIS CASE 
SHALL BE PROVIDED WITH SHOCK MOUNTS 
WHICH WILL BE CONSIDERED PART OF THE 
CASE. USED WITH CY-80/ASQ-3 AND 

1/25/44 CWz0-168735 CHESA-667104 
JAN. 44 < 


CY-79/ASQ-3 
J-56/ASQ-3 TO REPLACE CY~4/ASQ-3 FOR 
CERTAIN INSTALLATIONS. 


CY-80/ASQ-3 AN/ASQ-3 

CASE: 

A METAL CASE 10 S/16" xX 16 19/32" x t7™ 
WEIGHING APPROX. 7 LBS. TO PROVIDE 
HOUSING FOR THE CY¥-1/ASQ-3 CONVERTER 
UNIT. THIS CASE SHALL BE PROVIDED WITH 
SHOCK MOUNTS WHICH WILL BE CONSIOERED 
PART OF THIS CASE. USED WITH CY-79/ASQ-3 
1/25/44 CW30-168736 CWZESA-661105 
JAN. 44 


CY-80/ASQ-3 
AND J-56/ASQ-3 TO REPLACE CY-4/ASQ-3 FOR 
CERTAIN INSTALLATIONS, 


CY-68/CPN-3A AN/CPN-3A 

CASE: 

A METAL CASE OF TRE RACK MOUNTING TYPE 
FOR MOUNTING CODER KY-S/CPN-3A, RADIO 
RECEIVER R-66/CPH-3A AND MONITOR 
1D0-13/CPN-3 ALSO PROVIDES MOUNTING FOR 
AND INCLUDES TWO BLOWERS PLUS ASSOCIATED 
MOTORS. 

2/ifae CPR: 


WAR. 44 


AISIGNED 


a 


CY-85/CPN-3A AN/CPN-3A 

CASE: 

A METAL CASE FOR HOUSING RADIO TRANS-~ 
MITTER T-58/CPN-3A,. SIMILAR TO CASE 
CY-b1/CPN-3 EXCEPT FOR CHANGES UN INTER- 
NAL BRACKETING. 


2/ifas 
FEB, 44 


cYy-110/8 GENERAL USE 

CASE: RESTRICTED 
CARRYING CASE FOR OSCILLOSCOrE TS~34/AP 
AND ITS ACCESSORIES. CONSTRUCTED OF 
FIBER REINFORCED WITH PLYWOOD. SIZE 29" 
xX 9 3/4" X 10" AND WEIGHING tS 3/4 LBS, 


2/2a/44 CW: 
FEB. 44 


CY-131/ASQ-3 AIRBORNE 

NACELLE: RESTRICTED 

A STREAMLINED PLASTIC AND PLYWOOD HOUS- 
ING WITH CIRCULAR TAIL FINS AND NOSE 
EYELET FOR TOWING, THIS UNIT WILL HOUSE 
A MODIFIED MAGNETIC LOOP ASSEMBLY 
DT-2/ASQ-3 AND BE TOWED BY AIRCRAFT. 


2/28/44 CR: D-169310 
FEB. 44 
cYy-131/0 GENERAL USE 


CASE: 

COMBINATION CASE FOR HOUSING TEST SET 
TS-172/UP, CONSTRUCTED OF A STEEL FRAME 
WITH PLYWOOD SiDES DIMENSIONS; 17 3/8" X 
17 3/8" x 39 3/4". 


1 


3/15/44 Cus 
DEC. 44A 


CWs6-409057-2 


CY¥-132/0 
CASE: 
COMBINATION CASE FOR HOUSING TEST SET‘ 
TS-172/yP AND 1TS ASSOCTATED CORDS. 
CONSTRUCTED OF A STEEL FRAME WiTH PLY~ 
WOOD StDES, COLORED FOREST GREEN. DE#MEN- 


GENERAL USE 


OB-4351879+ B-431280+ B431888 
3/15/44 CW38-409057-1+ CW2409057-1 
DEC. 44A QSEE ABOVE 


CY-132/0 
S{ONS: 17 3/48" X 17 3/8" X 49 374", 
(INCLUDES CORD CG-99/AP(4°-"), 
CG-99VAP(6"°-") AND CG-280/UP(4°-"). 


CY-133/UR 
CASE: 
HOUSING OF FREQUENCY METER TS-173/UR AND 
HAS PROVISIONS FOR HOUSING RECTIFIER 
POWER UNIT PP-73/UR WHICH MAY BE RE- 
PLACED BY DRY BATTERIES. INCLUDES CARRY- 
ING HANDLE, “D" RINGS FOR ATTACHING 
SHOULDER STRAPS, SHOULDER STRAPS OF AN 
3/21/44 
MAR. 44 


GENERAL USE 


ADJUSTABLE LENGTH UP TO CY-133/UR 

4 FT., HINGED DOOR AND REMOVABLE PANEL, 
THE FORMER FOR ACCESS TO FREQUENCY METER 
TS-173/UR THE LATTER FOR ACCESS TO 
RECTIFIER POWER UNIT PP-79/UR. DIMEN- 
StOnS 15 1/27 Xk 10" X G®. WT, 8 LBS. 
PART OF FREQUENCY METER TS-175/UR. 


| 


care | MARHEASTHARS | MANHEACTUNEE 


pate | — MAHUEACTYREE'S 7 RANA ER 


pare | __ MASURATHREE'S HANH _| 


665197 O- 45 - 88 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-56 


[ ORGEATON [inst assicnap ror | ADEA Vion | dua tiasr assignen For | oHAVEGRAMM EY 


Army-Navy Designations 


CY-343/GPS-TI AN/GPS-T1 
CONSOLE: RESTRICTED 
PORTABLE METAL CONSOLE FOR HOUSING AND 
PROVIDING MOUNTING FOR THE VARIOUS UNITS 
OF AN/GPS-TI. SIZE APPROX. 32" X 34” X 
30". ALSO INCLUDES A SUPPORTING FRAME - 
WORK FOR BEARING-RANGE ASSEMBLY 
MX~168/GPS-Ti. 

3/27/44 

MAR. 44 


CY-158/1TPS-1B8 AN/TPS-1B 

CASES 

CARRYING CASE FOR TRANSPORTING THE HORN, 
STRUTS TRANSMISSION LINE ETC. WHICH ARE 
PARTS OF AS-120/TPS-18 SQUARE STEEL TUB- 
UNG CONSTRUCIION BUT IS PROVIDED WITH 
S10E PANELS OF EITHER WIRE MESH OR SHEET 
ALUMINUM & MAY BE ATTACHED TO SHELTER 
4747/44 CurB-415980 

JULY 44 


CY-158/TPS-1B8 
‘S- V2/TPS-18 TO SERVE AS AN INSECT PROOF 
ENTRANCE AND SCREEN DOOR. DIMENSIONS 
49" x 35" X 24", 


CY-I59/TPS-18 AN/TPS-3B 
CASES 
CARRYING CASE FOR PARTS OF ANTENNA 


ASSEMBLY AS-T20/TPS-18. SQUARE STEEL Tu2- 


tWG CONSTRUCTION OPEN 9N ALL SIDES. Die 
MENSIONS 52" xX 46" X SI. 


4417/44 CW2B-415970 
SULT 44 


CY-1G6O0/TPS-IB AN/TPS-1B 

CASE: 

CARRYING CASE FOR PARTS OF ANTENNA 
ASSEMBLY AS-120/TPS-18 SQUARE STEEL TUB- 
SHG COWSTRUCIION OPEN ON ALL SIDES. Di- 
MENSIONS 63" X 59" X 43", 


4/97/44 CW2B-415960 
JULY 44 


CY-166/GPN-8 AN/CPN-8 

CASES 

CONSISTS OF A RECTANGULAR METAL BOX WITH 
HONGES LID FOR HOUSING MASTHEAD 
AS-72/CPN-8, ANTENNA SUPPORT A3-13/CPN-8 
ASSOCIATED TOOLS, ANO RIGIO PLUMBING. 
DIMENSIONS: CAPPROX) 16 1/2" X 67 L/2" Xx 
va nsany 

4/22/44 

APR. 4SA 


CY-169/CPN-6 AN/CPN-6 

TRANSMITTER CABINETS 

A SPLASH-PROOF HOUSING FOR TRANSMITTER- 
MODULATOR T-79/CPN-6 AND TRANSMITTER 
POWER SUPPLY PP-93/CPN-6. INCLUDES 
METER ASSEMBLY, SwiTCHES AND A CABINET 


BLOWER, DOOR IS HINGED ON LEFT HAND SIDE. 


SIZE APPROX 43" xX 22" X 20" 
4729/44 CCGG: 
APR. 44 


CY-370/CPN-6 AN/CPN-6 
RECEIVER CABINET: 
SPLASH PROOF HOUSING FOR RADAR RECEIVER 
R~BB/CFN-E, CODER KY-6 /CPN-6 AND 
MODULATOR DRIVER AN-44/CPN-6, CONTAINS 
THE NECESSARY TIMERS (TIMER DELAY 
RELAYS), SWITCHES ANO A CABINET BLOWER. 
DOOR iS HINGED ON RIGHT SIDE. SIZE 
4429/44 CGG: 

APR. 44 


DATE MARAETHBERS SUEACTHAEE 


DENERATION [Fast assigns ror | ADE GRARHGN 


CY-170/CPN-6 
APPROX. 43" X 22" X 20". 


cr-t77/U 
CASE: 
CARRYING CASE FOR FIELD TEST SET 
TS-I4/AP. MADE OF 18 GA STEEL. SIZE 
APPROX. 29 3/8" X 11 0/8" X 34 1/8", 


GENERAL USE 


§/16/44 CYK: 
RAY 44 


CYK 202045 


CY-194/UPM-2  AN/UPM-2 

CASE: 

CARRYING CASE WHICH HOUSES WAYEMETER 
TEST SET AN/UPM-2 WHEN NOT IN USE. 
ANTENNA AT-63 /UPM-2 $S CARRIED IN A 
CLIP PROVIDED IN THE LID. INCLUDES PRO- 
VISION FOR FIVE SPARE CRYSTALS IN21, A 
PERKANENTLY MOUNTED O-1 MILLIAMETER WITH 
6/5/44 CANL: CANLSRA-74F-310C 
SUN. 44 


CY-194/0PM-2 
PERMANENTLY ATTACHED CABLE FOR CONNECT- 
ING TO WAVEMETER, AUXILIARY CIRCUIT 
TERMINATING IN A JACK FOR CONNECTING TO 
OTHER TEST EQUIPMENT AND CALIBRATION 
CHART AND INSTRUCTION BOOK. StZE: S 5/8" 
xX 8 3/4" xX 13 1/46". WL tt LBS. 1 OZ. 


CY-195/SPR-2 
CASES 
RECTANGULAR METAL CASE FOR HOUSING TUNING 
UNIT TN-S6/SPR-2, TN-S7/SPR-2 OR 
IN-58/SPR-2 APPROX. SIZE 6" X 10" X 20". 


AN/SFR-2 


6/7/44 
JUN, 44 


CY-1SSA/SPR-2 AN/SPR-2A 

CASE: 

RECTANGULAR METAL CASE FOR HOUSING TUN- 
ING UNIT TN-56/SPR-2, TN-57/SPR-2 
TN-S8/SPR-2, TN-56A/SPR=2 OR TN-57A/SPR-2 
APPROX. StZE 6" X 10" X 20". PART OF 
AN/SPR=2A, SIMCLAR TO CY-195/SPR-2 EX- 
CEPT FOR MINOR DESIGN CHANGES. 

2/86/45 
FEB. 45 


Cy-203/aP 
CASE: 
ALUMINUM CASE: APPROXIMATE SIZE 235" X 
tit xX t2™ USED TO CARRY CATHODE RAY 
OSCILLOSCOPE TS-34A/AP, 2 PROZE ASSEN~ 
BLIES MX-50/AP, 2 TYPE CG-72/U CORD 
ASSEMBLIES, 2 TYPE CX-152/U CORD ASSEM- 
BLIES, AND ft TYPE CX-150/U CORD ASSEM3LY 
6/23/44 CW: CW:3R-409496 
AUG. 44 


TS-34A/AP 


_CY-243/ae - 
TOTAL WEIGHT OF CASE AND EQUIPMENT 
APPROX. 39 LBS. PART OF TS-34A/AP, FYRST 
PROCURED ON CONTRACT NO. WXsr 51503, 
MANUFACTURER: WESTERW ELECTRIC CO. 120 
BROADWAY. NEW YORK, N.Y. 


BETTS SAAT 


NAVSHIPS 900,109 
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CY-214/TPS-1t8 AN/TPS-1B 

CARRYING CASE BENCH: 

PLYWOOD CARRYING CASE WITH STEEL FRANME- 
WORK. HAS THREE ADJUSTA3LE SHELVES AND 

}S USED FOR CARRYING TEST EQUIPMENT AND 
TO PROVIDE. A WORK SPACE FOR TESTING. 

StZE APPROX. 32" X 18" X 36%. WT. APPROX. 
95 LBS. 

6/30/44 CWzXxX66332F 
MOV. 44 


CW:BR-409506 


CY-226/GPS-TIA ANSGPS-TIA 

CONSOLE: 

PORTABLE METAL CONSOLE FOR HOUSING AND 
PROVIDING MOUNTING FOR THE VARIOUS UNITS 
OF AN/GPS-TIA. INCLUDES A SUPPORTING 
FRAME WORK FOR BEARtNG RANGE ASSEMBLY 
BX-263/GPS-TIA. DIMENSIONS $5“ X 33" X 
45" CAvYrROX.) DIFFERS FROM CY-t43/GPS-TE 
TI26144 

JULY 44 


CY-226/GPS-TiA 
48 MOUNTING PROVISIONS. 


CY-*237/ARW-26 AN/ARW-26 

BATTERY BOX: 

WATER=PROOF, DUST-PROOF AND HUMIDITY- 
PROOF BATTERY BOX FOR HOUSING 3 EACH 
BATTERY BA-S1, 1 EACH BATTERY BA-35 AND 
2 EACH BATTERY BA-210/U. ELECTRICALLY 
IDENTICAL FO BATTERY BOX BX-28A EXCEPT 
WATER-PROOFED WITK SPECIAL WATER- 
12/29/44 

NAY 45A 


CY-237/KRW~26 
PROOF RECEPTACLE. MADE OF LACQUERED 
ALUMINUM, CONTAINS INTERNAL BATTERY 
HOOK UP HARNESS CONNECTED TO WATER- 
PROOF RECEPTACLE. APPROX. SIZE 4" X 5S" XK 
15". WTs 2 LBS. 


CyY-245/70 
CASE: 
ALUMINUM SPARE PARTS AND ACCESSORIES BOX. 
AVYROX. SEZE2 17% X 8% X TE" USED TO 
HOLD SPARE PARTS ANDO ACCESSORIES FOR THE 
TS-148/UP SPECTRUM ANALYZER. THIS CASE 
US MOUNTED WITH SNAP SLIDES INSIDE OF 
CARRYING CASE CY-246/U. FIRST PROCURED 0! 
Bs22044 CATS T-7613623 
AUG. 44 


Ts-148/0P 


CY-24570 
NXsa-59108 AND NXga-S1586. PART OF 
TS-848/UP. 


CY-24670 
CARRYING CASE: 
ALUMIHUM CASE, APPROX SIZE: 24" xX 19" X 
127 CONSTRUCTED SO THAT IT IS SEMI-WATER 
TIGHT AND SPLASH PROOF. USED TO CARRY 
SPECTRUM ANALYZER. SPARE PARTS AND 
ACCESSORY BOX CY-245/U AND SHOCK MOUNT- 
UNG MT-325/U. PART OF TS-148/UP. FIRST 
8422744 CAT: T-76435649 
AUG. 44 


TS-148/UP 


maracrens | BNA | 
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CY-24670 
PROCURED ON NXsa-51586. 
CY-24774P Ts-108/aP 
CARRYING CASE: RESTRICTED 


STEEL CARRYING CASE FOR R.F. LOAD 
TS-108/AP. APPROXIMATE SIZE - 10" X 4" X 
Z2*, APPROX. WEIGHT - 1 3/4 LBS. CONTRACT 
WO. NOas-3670. 


BS25744 CAOQ? 
AUG. 44 


CY-257/APM-3A AN/APM-3A 

CASE: 

A METAL CARRYING CASE 10 1/4" x 7 1216" Xx 
7 13/16" FOR HOUSING THE COMPONENTS (BUT 
DOES NOT INCLUDE) AUXILLARY TES! KIT 
TS-76A/APH-5 INCLUDES HANDLE, SNAPLOCK 
ANO RUBBER MOUNT WITH HINGED TOP. WEIGHT 
WHEN FILLED APPROX. 7 LBS. 

9/23/44 

Wan. 45 


cy-278/UP | Ts-182/uP 
CASE: 
STAINLESS STEEL WATER-TIGHT COMBINATION 


- TRANSPORTATION CASE AND HOUSING FOR 


TS-182/UP. APPROX SIZE: 14" X 10" x £9", 
PART OF TS-182/UP. 


10/10/44 
OCT. 44 


CY-293/GR 

CHEST 

A PLYWOOD SHIPPING CHEST WITH METAL 
REGNFORCEO CORNERS 26" X 14" X13". 
HOUSES BUT DOES NOT INCLUDE NAVY TYPE 
ALIGNMENT EQUIPMENT MIE-1. PER DQSF 
DRAWING NO. SIGNAL 556, 


10st4s4a4 
oct. 44 
cr-297/U GENERAL USE 
CARRYING CASE BENCH 


THES CASE HAS A STEEL FRAMEWORK WITH 
PLYWOOD PANELS AND SHELVES. ITS OVER-ALL 
DIAMENSIONS ARE 36" X 18" X 24% AND 
WEIGHS ABOUT 85 POUNDS. INS?tOE ARE AR- 
RANGEMENTS FOR PACKING OURING TRANS- 
PORT ALL THE COMPONENTS OF ANSUPM-3. 
10/19/44 CWSX-66166K 

WOY. 44 


Cy-29779 
THESE COMPONENTS ARE WELD IN PLACE BY 
MEANS OF CLEATS ANO WEB STRAPS. WHEN SET 
UP FOR USE, ONE SIDE PANEL tS REMOVED 
ANO FASTENED TO THE TOP, TO FORM A WORK 
BENCH APPROXIMATELY 547 X 26" X 36", 
HIGH. THE COLOR §S OLIVE DRAB. 


CY-329/GMQ-5 AN/GNQ-5 CONFIDENTIAL 
CONSOLE: : 

CONSISTS OF A METAL DESK HAVING MOUNTED 
ON FRONT PANEL THE OPERATING CONTROLS 
AND INDICATING DEVICES OF THE FOLLOWING 
UNITS: RABIOH RECEIVER 2-141/GRO-5, 
ANTENNA CONTROL UNIT C-213/GMQ-S, PHASE 
METER 10-126/GNQ-S. OSLLLOSCSOPE 
1204444 CFL: 

DEC. 44 


care | __ MAHUEASTHRERS SUMATRA 


, CY-329/GN0-5 
$9-125/GM0-5, RELAY UNIT RE-29/GM90-5, 
AND GONFOMETER GO-1/GHO-5. ALSO INCLUDES” 
RECORDER RDO-14/GMQ-S. INPUT OF 
V95V. 41 PHASE/60 CYCLES PROVIDES POWER 
EOR EACH OF THE ABCVE URITS. 


CY-378/UPXx AN/CPX-3 RE 135A 9078 
CASINET: 

PROVIDES HOUSING FOR A COMPLETE AN/CPX-3 
INCLUDES REMOVEABLE SHUTTERED & LOUVRED 
SIDE PANELS; HAS SHOCKMOUNTS AT EACH OF 
THE FOUR CORNERS. HAS PROVISIONS FOR 
MOUNTING BLOWER ASSEMBLY HD-9/U AND DUST 
FILTER MX-393/U. ALSO INCLUDES SLIDE 
12/28/44 
APR. 45 318 


cY-378/UPX 
RAILS FOR SUPPORTING THE VARIOUS CHASSIS 
OF THE UNITS OF AN/CPX-3. CAN MOUNT 
DIRECTLY ON OECK. WHEN USED WITH DUST 
FILTER MX-393/U MOUNTS ON MOUNTING BASE 
BT-386/U. BRITISH REF. MO. I1OY/35 


CY-S79/APS-T3 AM/APS-TS 
CABINET 

CONSOLE CABINET WHICH PROVIDES MOUNTING 
FOR AND HOUSES ECHO SIMULATOR UNITS AND 
POWER SUPPLIES. CONSISTS OF 4 TIERS, 
OPEN FRONT AND HINGED REAR OOOR. SIZE 
APPROX. 2. 1/2° xX 3° X 2° DEEP. 


12/30/44 
DEC. 44 


CY-589/GPX-2 SPEC EN-102 
CABINET: 

A TOTALLY ENOLOSED RELAY RACK CABINET 
FOR HOUSING RADIO RECEIVER R-tSt/GPX-2 
AND RADIO TRANSNITTER T-129/GPX-2. SIZE: 
20" x 18" X 15", CONTRACT NOas 4516 WITH 
MAJESTIC. 


1/22/45 
JAN, 45 


cY-406/U Ts-18970 

CARRYING CASE: 

CARRYING CASE FOR TS-189/U. STEEL, COP- 
PER PLATED AND FINISHED f*N GREY BAKED 
ENAMEL. SIZE APPROX. 14” CONG X TH” WIDE 
X% 6" DEEP. WI. APPROX 8 LBS. 


2721745 
FEB. 45 


CY-407/UPT-T3 AN/UPT-T3 RESTRICTED 
CHEST: 

CHEST, SHEET METAG, WITH HANDVES. USED 
TO TRANSPORT AND CONTAIN TRANSMITTER- 
MODWLATOR T-t32/UPT-T3. INCLUDES A 
STANDARD AIRCRAFT MOUNTING BASE FOR 
T-132/UPT-T3. PART OF RADAR TRAINING SET 
AN/UPT-T3. OIMENSIONS 21" X 21" xX 28°. 
2/28/45 
FEB. 45 


CY-408/UPT-T3 AN/UPT-T3 RESTRICTED 
CASES 

CASE, SHEET HETAL. USED TO TRANSPORT 
ANTENNA ASSEMBLY AS-268/UPT-T3. 


2721745 


FEB. 45 , ASSIGNED 
ISSUED 


CY¥-425 /APA-16-T! CONFIDENTIAL 
CONSOLE CABINET: 
A GLASS-TOPPED CONSOLE WHICH FORMS A 
BASc FOR TARGET SIMULATOR SH-IS/APS~16-TI 
AND BOMBER SEMULATOR SM-I7/APS-16-T?. 
MOUNTED ON SHELF LOCATED INSIOE BUT NOT 
INCLUDED WITH THE CONSOLE ARE THE FOL- 
LOWING UNITS: A BURAERO TYPE RL-S INTER- 
3/26/45 CAOw: #1 

MAR. 45 


4 

CY-4257APA-16-TY 
PHONE AMPLIFIER; ALSO A RANGE MARKER 
UNIT. CAPACITOR UNtT, JUNCTEON BOX, 
POWER SUPPLY. SERVO-AMPLIFIER UNIT, 
THYRATRON CONTROL UNIT AND NECESSARY 
POWER CABLES. A PAIR OF DOORS ARE LO- 
CATEO 1N THE BACK OF THE CONSOLE. A 
SLOPING FRONT PANEL CONTAINS NECESSARY 
URSTRUCTORS CONTROLS FOR TARGET ANDO 
BOMBER SIMULATORS. 


cY-438/AP Ts-223/aP 

CARRYING CASE: 

METAL COVERED PLYWOOD TRANSIT CASE WITH 
SINGLE HANDLE. FOR CARRYING TEST SET 
TS=223/AP, OPERATING ACCESSORIES ANO 
SPARES. S#ZE 20" X 15" X 1E™, We, 
APPROX, 8 LBS. PART OF TEST SET 
TS~223/AP. 

a/7/as 

APR. 454 948c 


COMPONENT (NOICATOR "DT? 
DETECTOR CHON- : 
ELECTRONIC) (SEE CY? 


MAGNETIC COIL DETECTORS AND SEARCH COILS 


/ 
DT-17ASQ-5 ANZASQ-1 
HEAD UNIT: CONFIDENTIAL 


A HEAD ASSEMBLY CONSISTING OF A DETECT- 
ING HEAD AND STABILIZING MECHANISM WHICH 
1S MOUNTED ON A METAL FRAME AND 1S AN 
INTEGRAL PART OF THE UNIT. MOTORS ARE 
FED FROM STABILIZER UNIT ANO OPERATE TO 
KEEP THE DETECTOR COIL PROPERLY 

1/29/43 CLU: 

AUG. 43 CLX:CGO: 


OT-17ASQ-1 
ORiENTED IN THE EARTHS FIELD. 


DE-1A/ASQ-t AN/ASQ-1 

HEAD UNIT: CONFIDENTIAL 
A HEAD ASSEMBLY CONSISTING OF A DETECT- 
ING HEAD & STABILIZING MECHANISM WHICH 
4S MOUNTED ON A METAL FRAME AND JS AN 
UNTEGRAL PARY OF THE UNIT. MOTORS ARE 
FEO FROM STABILIZER UNIT AND OPERATE TO 
KEEP THE DETECTOR COIL PROPERLY ORIENTED 
10/25/43 CLU: 

OCT. 43 CLXx3CGO: 


OT-1A/ASQ-5 
ON THE EARTH*S FIELD. SAME AS HEAD UNIT 
OT-t/ASQ-b EXCEPT FOR DIFFERENT SHOCK 
MOUNTS. 


BSE. BMH 


pare “yuan | BANAT | 
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BT-27A4SQ-3 ANfASQ-3 

MAGNETIC LOOP ASSEMBLY CONFIDENTIAL 
CONSISTS OF THREE MUTUALLY PERPENDICULAR 
FLUXGATE MAGNETOMETER ELEMENTS MOUNTED 
4@ A SET OF GIMBOL RINGS AND TWO 130 
CYCLE TWO PHASE MOTORS, EACH OF 
WHICH DRIVES ONE GIMBOL RING THROUGH A 
FABRIC BELT. MAGNETOMOTERS RECEIVE THEIR 
3416743 CWws D-165926 

APR. 43 


DT-27ASQ-3 
UMPUT FROM THE OSCILLATOR 0-3/ASQ-5 
FOR USE If 28 VOLT PLANES. 


DT-37ASQ-1A ANSASQ-1A 

HEAD UNIT: A HEAD ASS- CONFIDENTIAL 
EMBLY CONSISTING OF A DETECIING HEAD AND 
STABILIZING MECHANISM WHICH 1S MOUNTED 
ON A METAL FRAME & tS THE INTEGRAL PART 
OF THE UNIT. MOTORS ARE FED FROM STABIL- 
tZiNG UNIT & OPERATE TO KEEP THE DETEC- 
TOR COIL PROPERLY ORIENTED IN THE EARTHS 
847743 CLU; 

AUG. 43 


DT-3S/ASQ-1A 
FIELD. SIMILAR TO HEAD UNIT OT-1/ASQ-1 
BUT EMPLOYS A THIRD AXIS OF ROTATION TO 
REMOVE THE LOW LATITUDE BANK & TURN 
LEMITATION. FOR USE IN PLACE OF HEAD 
UNIT DT-I/ASQ-! FOR WHICH IT IS MECH- 
ANICALLY & ELECTRICALLY SNTERCHANGEABLE 
AS A WHOLE WHEN USED JN CONNECTION WITH 
AUXILIARY AMPLIFIER AM-9/ASQ-1A, FIRST 
PURCHASED UNDER CONTRACT OEMNSr-20. 


DT-3A/ASQ-1A ANZASQ-TA 
WEAD UNIT? CONFIDENTIAL 
CONSISTS OF A DETECTING HEAD AND STAB- 
SLEZING MECHANISM MOUNTED ON A METAL 
FRAME. MOTORS ARE FED FROM STABILIZING 
UNIT & OPERATE TO KEEP THE DETECTOR COIL 
PROPERLY ORIENTED IN THE EARTHS FIELD. 
SIMILAR TO HEAD UNIT DT-1/ASQ-1 BUT EM- 
647045 CLU: 

AUG. 43 


DT-SA/ASQ-1A 
PLOYS A THIRD AXIS OF ROTATION TO REMOVE 
THE LOW LATITUDE BANK & TURN LIMITATION 
AND 1S INTERCHANGEABLE WITH THIS UNIT 
WHEN USED IN CONNECTION WITH AUXILIARY 
AMPLIFIER AM-S/ASQ-1A. 3ST IS ALSO INTER- 
CHANGEABLE WITH UNIVERSAL HEAD UNIT 
DIT-3S7ASQ-1A BUT INCLUDES SECHANICAL IM- 
PROVEMENTS. FIRST PURCHASED UNDER CON- 
TRACT OEMNsr-20. 


DT-4/A4SQ-5A AR/ASQ-3A 

MAGMETIC LOOP ASSEMBLY CONFIDENTIAL 
CONSISTS OF THREE MUTUALLY PERPENDICULAR 
FLUXGATE MAGNETOMETER ELEMENTS MOUNTED 
IW A SET OF GIMBAL RINGS AND TWO 130 CY 
2 PHASE MOTORS, EACH OF WHICH DRIVES ONE 
GIMBAL RING THROUGH A FABRIC BELT. MAG- 
NETOMETERS RECEIVE THEIR INPUT FROM THE 
8/28/43 Cue 

SEPT 43 


DT-4/ASQ-3A 
OSCILLATOR 0-3/ASQ-3. FOR USE IN 28 VOLT 
AIRCRAFT. IDENTICAL TO DT-2/ASQ-3 EXCEPT 
MINUS THREE TERMINAL NETWORK WHICH IS 
WOW INCLUDED IN CV-3/ASQ-3. 


DT-6/ASG-3 KR/ASQ-3 
WAGNETSC LOOP ASSEMBLY: 
CONSISTS OF THREE MUTUALLY PERPENDICULAR 
FLUXGATE MAGNETOMETER ELEMENTS MOUNTED 
iM GIMBAL RINGS AND TWO 13G CYCLE TO 
PHASE MOTORS, EACH OF WHICH DRIVES OME 
GIMBAL RING THROUGH A FABRIC BELT. 
WAGNETORETERS RECEIVE THEIR 
Aj2df4s CasD-163926 
APR 44 


CONFIDENTIAL 


DT-67ASQ-3 
(INPUT FROM THE OSCILLATOR 0-3/ASQ-3 
FOR USE IN 28 VOLT PLANES. SAME AS 80T 
NOT INTERCHANGEASLE WITH MAGNETIC LOOP 
ASSEHBLY DT-2/ASQ-3 EXCEPT DESIGNED FOR 
EMSTALLATION OM NACELLE CY-¥41¢ASQ-3 AND 
UNMCLUDES A SWIVEL CONNECTOR. 


COMPONENT INDICATOR YOY" 
OYNAMOTOR UNIT 


PLUG-IN TYPE, SEPARATE DYNAMOTOR POWER 
UNIT WHEN A MAJOR COMPONENT 


BDY-1T/ARR-2X RAN/ARR-2¥ 

OYNAMOTOR: 

VAPUTS 11 TO TS ¥, 2.2 AMP DC; OUTPUT: 
250 ¥. 60 MA OC; DYNAMOTOR PROPER MANU- 
FACTURED BY WESTINGHOUSE. SAME AS 

wT -2/ARR-2 EXCEPT FOR INPUT RATING. 
"AN DESIGNATION FOR NAVY TYPE -21980. 


¢21980) 
1/28/43 CwsESXX-2749986 
SULY 43A ISSUE & 


BDY-2/ARR-2 -RAW/ARR-2 

OYNAMOTOR 

ImPUT: 26 ¥ C22 TO 30) 1.1 AMP DC; OUT- 
PUT: 250 V. GO MA DC. DYNAMOTOR PROPER 
MANUFACTURED BY WESTINGHOUSE. SAME AS 
WOY-1/ARR-2X EXCEPT FOR INPUT RATING, 
SAME AS &DY-2A/ARR-2 EXCEPT DYNAMOTOR 
PROPER 1S MANUFACTURED BY WESTINGHOUSE. 
1/25/43 CMs CW:ESO-695208-2 
gam, 44 


#DY-2A/ARR~2 ANGARC-5§ 

DYWAMOTOR: 

PLUG IN TYPE. INPUT: 28 V, 1.1 AMP DC; 
OUTPUT: 250 V AT GO MA DC; INCLUDES A 

CONTINENTAL ELECT CO TYPE DM-310 DYNA- 
MOTOR. FOR USE WITH RECEIVERS OF RAT, 

RAY, ARA, “ANZARR-2 AND ANSARC-5 ETC, 

EQUIPMENT. SAME AS TYPE -21400 EXCEPT 

7eveas CBY:SOt7 

NAY 44 


#OY-2A72RRR-2 


FOR INPUT RATING. SAME AS *DY-2/ARR-2 
EXCEPT DYNAMOTOR PROPER IS MANUFACTURED 
BY CONTINENTAL ELECTRIC INSTEAD OF WEST~ 
BMGHOUSE. WAVY TYPE -215351. 


DY-2B/ARR-2 AN/ARR-2 

DYNAMOTOR: 

PLUG-IN TYPE, SHUNT WOUND. IMPUT 28V., 
1.6 AMP, DC. OUTPUT: 250¥ AT 60 MA. D.C. 
SIMILAR TO DY-2/ARR-2 EXCEPT wT IS 2 LBS. 
EMSTEAD OF 2.9 LBS. FOR USE WITH RECEI- 
VERS OF RAV, RAT. ARA, AN/ARR~2 AND 
ANZARC-5 EQUIPMENT. NAVY TYPE 21531. 
S74044 CAFF3FF2 
JULY 44 


[ AAAS [rast ASSIGNED Fok | oYAULGRAYHIS, | oa aT FIRST ASSIGMED FOR RAL GRAMH, 


DY-2E/ARR-2 
SAME AS DY-2A/ARR-2 EXCEPT DYNAMOTOR 
PROPER 1S MANUFACTURED BY A.G. REDMOND 
SALES CO. INSTEAD OF CONTINENTAL ELEC- 
Taic co. 


ROY-2C/ARR-2  AR/ARR-2Z 

DYHAMOTOR = 

PLUG EM TYPE, INPUT 28¥., 1.6 AMP. OC, 
OUTPUT: 250V¥. AT 60 MA. DC. IDENTICAL 
ELECTRICALLY AND NECHANICALLY TO 
DY-28/ARR-2 EXCEPT tS PERMANENT RAGNET 
TYPE INSTEAD OF SHUNT WOUND. WEIGHS 1.9 
RBS. IMSTEAD OF 2 LBS. SIMILAR TO AND 
$/e/4s = COLON-316 

May 44 CAFFSFF2 


sMTER- RDY-ZC/KRR-7 
CHANGEABLE METH DY-2/ARR-2. FOR USE WITH 


RECEIVERS OF RAV, RAT, ARA, AN/ARR-2 AND 
AM/ARC-5. 


OY-4/ASQ~1 
BYWAMOTOR: RESTRICTED 

A DYNAMOTOR UNIT WITH FILTER IN THE BASE 
WHICH SUPPLIES HIGH DIRECT CURRENT 
VOLTAGE TO OSCILLATOR O-1/ASQ-1. 


AW/ASQ-1 


t/23/43 CLUs 
AUG. 43 CLX:CGO: 


DI-S/ARR-3 
DYNAMOTOR UNIT: 
CONSISTS OF A DYNAMOTOR WITH Z6V DC In- 
PUT AND 180¥, 100 MA. OUTPUT FOR PLATE 
VOLTAGE SUPPLY; 1! RELAY ? FILTERING UNIT 
TV RECEPTACLE WHICH IS ARMY-HAVY PART NO, 
AM 3102-22-SS, 1 RECEPTACLE WHICH IS 
ARMY WAVY PART WO. AM 3102-20-5P. 
ta/3s/43 
Rov. 45 


BN /ARR-3 


DY-5 /ARR-3 
APPROXIMATE OVERALL DIMENSIONS ARE 
B ws/ae™ x 4 16/06" X 6 3/32". 


DY-SA/ARR-3 
DYNAMOTOR UNIT: 
CONSISTS OF # DYNAMOTOR WITH 26¥ BC ItN- 
PUT AND 180¥, 100 MA. OUTPUT FOR PLATE 
VOLTAGE SUPPLY; 1 RELAY ! FILTERING UNIT, 
1 RECEPTACLE WHICH IS ARRY-NAVY PART NO. 
AM 3102-22-5S, 1 RECEPTACLE WHICH JS 
ARMY NAVY PART NO. AN 5102-20-SP. 

2/2/44 
FEB. 44 


AN/ARR-3 


. DY-SA/ARR-3 
APPROXIMATE OVERALL DIRENSIONS ARE 
B UL/i6" X 4 11/06" X 8 3/327, SAME AS 
DYNAMOTOR DY~S/ARR-3 EXCEPT DOES NOT IN- 
CLUDE DUST COVER. 


ASSIGNED ASSIGNED. 
Issusp IssuED 
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DY-6/ASQ-3 AN/ASQ-3 

DYNANOTOR ASSEMBLY RESTRICTED 
CONSISTS OF THO OYNAMOTORS, WITt FILTERS 
AMD REGULATOR. INPUT: 28 VOLTS DC. 8.7 
AMPS., OUTPUT: 3SS0V./180V./107V,/28V,/ 
VAY. DCws 2350/.025/.002/1.2/2.0 AMPS. 


3V6743 CWLD-163935 
BEC. 43 


ESOsS647314 


DY-8/ARC-5 
DYNAMOTORS 


ANZARC-S 


PLUG UN TYPE. INPUT: 28 V DC, 5 AMP; OUT- 


Puts 565 V AT 160 MA DC. APPROX. 7000 
RPM. INCLUDES A CONTINENTAL ELECTRIC CO. 
TYPE DM-424 DYNAMOTOR FOR USE WITH MOD- 
ULATOR AND ANY TRANSMITTER OF THE ATA OR 
ANSARC"5 EQUIPMENT. "AN" DESIGNATION FOR 
741443 CBY:5168 CBYS5168-3-A 
JULY 43 


DY-8/ARC-5 


Mayy TYPE -21626. 


DY-9/ARC-1 
DYNAMOTOR: 
PLUGS INTO RADJO TRANSMITTER-RECEIVER 
RT-18/ARC-1. HIGH VOLTAGE CONVERTER OP- 
ERATING FROM 28 V.DC PRIMARY SOURCE. DE- 
LIVERS 310V AT 355 MA RATED LOAD. DIM- 
MENSIONS WITH GASE 8-172" X 3-13716" X 
3-1/2". HAS SHED-TYPE FAN GUARD. WEIGHT 
7/24/43 * CH3KS-10085 CWIES-677230 
FEB. 45 LIST 2 


AN/ARC*1 


DY~9/ARC~1 
APPROXIMAT@LY 8 LBS. 


BY-9A/ARC-1 AN/ARC- 

DYNAMOTOR: 

PLUGS INTO RADIO TRANSMETTER-RECEIVER 
RT-18/ARC-1. FOR USE ALSO WITH TRANS- 
MITTING-RECEIVING EQUIPMENT AN/ARC-4, 1S 
A HIGH VOLTAGE CONVERTER OPERATING FROM 
28¥. DC PRIMARY SOURCE. DELIVERS 310V. 
AT 355 MA RATED LOAD. DIMENSIONS WITH 
8/9/44 CwKS-10085, 

FEB. 45 LEST 4 


DY-9A/ARC-1 
BASE 8 1/2" x 3 33/16" x 3 1/2", HAS 
SHED TYPE FAN GUARD. SAME AS DY-9/ARC-1 
EXCEPT THAT LIGHT WEIGHT FRAME UNIT 1S 
5 17/32" LONG AND LV BRUSHES ARE NOT 
INTERCHANGEABLE. WEIGHT: 5 LBS 11 OZ. 


DY-9B/ARC-1 AN/ARC-1 

DYNAMOTOR: 

PLUGS tNTO RADtO TRANSMITTER-RECEIVER 
RYT-18/ARC-1. FOR USE ALSO WITH TRANS- 
MITTING-RECEIVING EQUIPMENT “AN/ARC-4, IS 
A HIGH VOLTAGE CONVERTER OPERATING FROM 
28V. DC PRIMARY SOURCE. DELIVERS 310V. 
AT 35S MA RATED LOAD. DIMENSTONS WITH 
1720745) CHSKS-£0085 

APR. 45 LIST § 
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DY-SB/ARC-t 
BASE 8 172" X 3 t3/16" X 3 1/2". SAME 
AS DY-9A/ARC-1 DYNAMOTOR EXCEPT WITH 
CRIMMEY TYPE FAN GUARD & MAGNES!#UM BASE. 
WEIGHTS 5 LBS & O02. 


DY-1O/A4RC-4% AN/SARC -4¥ 

DYNAMOTOR: 

PLUGS INTO TRANSMITTER-RECEIVER 
RT-TS/ARC-4. HIGH VOLTAGE CONVERTER 
OPERATING FROM 14 OR 28 V DC PRIMARY 
SOURCE. DELIVERS 310 VOLTS AT 355 -MA 
RATED LOAD. DIMENSIONS WITH BASE: 8 172" 
X 3 33716" X 3 172%, WEIGHING APPROX 8LB 
7428/43 CWSKS-10085 

AUG. 43 LIST 3 


DY-TT/ART-13  AN/ART-13 
DYNAMOTOR UNIT: RESTRICTED 
RaTeD IWPul: 27 VOLTS DC, 32 AMPS. RATED 
OUTPUT: 400 VOLTS DC. 0.750 AMPS. 750 
VOLTS DC, 0.350 AMPS. DIMENSIONS: DIA. % 
5". LENGTH 12", BASE 3 t/4" X 6 7/8" xX 
11 7/8". WT. 30 LBS. SUPPLIES POWER TO 
RADIO TRANSMITTER T-47/ART-13. BASE 
V2/7/43 CQR?: COLZK-352E-3 
AUG. 44 50203004 


DY-TT/ART-13 
CONTAINS STARTING RELAY, NOISE FILTERS 
& A BAROMETRIC SWITCH WHICH AUTOMATICAL- 
LY REDUCES THE OUTPUT FROM T150V. TO 
750V¥. WHEN ABOVE 25,000 FT. ALTITUDE. 
EXTERNAL PROVISIONS; tA, 250 V FUSE, 
DYNAMOTOR INPUT & OUTPUT RECEPTACLE. 
tNCLUDES NAVY TYPE POWER CONTROL UNIT 
23333 & DYNAMOTOR -21931, INTERCHANGE- 
ABLE WITH DY-12/ART-1 OR OY-12A/ART-15. 


OY-F2/ART-13) AN/ART-13 

DYNAMOTOR UNIT: RESTRICTED 
RATED INPUT: 27 VOLTS DC, 32 AMPS, RATED 
OUTPUT: 400 VOLTS DC, 0.750 AMPS. 750 
VOLTS OC, 0.350 AMPS. DIMENSIONS: DIA. 

5 1/8", LENGTH 11 1/64", BASE 3 1/4" X 

6 7/8" x 11 7/8", HT, 30 L8S. CONTAINS 
THREE COMMUTATORS. SUPPLIES POWER TO 
12/7/43 CWO: COLSK-352E-3 
AUG. 44 51581 


TRANSMITTER T-47/ART-13. DY-12/ART-t3 
BASE CONTAINS STARTING RELAY. NOISE 
FILTERS & A BAROMETRIC SHITCH WHICH 
AUTOMATICALLY REOUCES OUTPUT FROM TISOV¥ 
TO 750¥. ASOVE 25,000 FT. EXTERNAL PRO- 
VEStONS: T A. 250 V FUSE, DYNAMOTOR IN- 
PUT & OUTPUT RECEPTACLE. INCLUDES NAVY 
TYPE POWER CONTROL UNIT 23333 & OYNA- 
MOTOR -219352. INTERCHANSEABLE WITH 
DY-31/ART-13 OR DY-t2A/ART-13. 


DY-32A/ART-13  AN/ART-13 

DYNAMOTOR UNIT: RESTRICTED 
RATED !NPUT: 28 VOLTS DC. 32 AMPS. RATED 
OUTPUT: 400 VOLTS DC, 0.750 AMPS. 750 
VOLTS DC. 0.350 AMPS, DIMENSIONS: DIA, 
5", LENGTH 10 1/4", BASE 3 1/4" X 6 7/8" 
X it 7/8". WT, 27 LBS. CONTAINS THREE 
COMMUTATORS. SUPPLIES POWER TO RADIO 
1/15/44 cud: COLSK-352E-3 
JVANe 44 51581 


OY-T2A/ART-13 
TRANSMITTER T-47/ART-13 BASE CONTAINS 
STARTING RELAY, NOISE FILTERS & A BARO- 
METRIC SWITCH WHICH AUTOMATICALLY RE- 
OVCES OUTPUT FROM }I5O¥ TO 750V. ABOVE 
25,000 FT. EXTERNAL PROVISIONS: 1 A. 
250 V FUSE. DYNAMOTOR INPUT & OUTPUT RE- 
CEPTACLE. INCLUDES & SAME AS NAVY TYPE 
23333 & -21932.COM3INED EXCEPT USES NEW 


BEPARTURE BEARING 88016 IN PLACE OF 85 Q2micnap 


DY-TS/ALA-2 AN/ATA*2 Roas-2340 
OYNAMOTOR RESTRICTED 
USED TO SUPPLY POWER TO MASTER CONTROL 
UNIT C-69/AIA-2. INPUT 26V DC 1.2A, OUT- 
PUT 220¥ DC 6GOMA. DIMENSIONS 8” X 5 1/16" 
x 34/4". -ALSO USED IN BENDIX - 
3621 GNTERPHONE EQUIPMENT. 


12438743 CPG3DS-100 
Fee. 44 


DY-13A/ALA=2A  ANSATA-2A SPEC? H-661 
DYNAMOTORS RESTRICTED 
DYNAMOTOR TO SUPPLY FILTERED 250 
VOLT PLATE SUPPLY TO MASTER CONTROL UNIT 
C-B9A/ALA-2A, 

CONS:STS OF  DBYNAMOTOR DY-2/ARR-2 
ON MOUNTING BASE WHICH 
CONTAINS THE FILTER COMPONENTS. POWER 

8/30/44 CZL: BUAERSE-952 

DEC. 44 CTE: 4 €-953 


DY-TSA/ATA-2A 
SUPPLY: 28V DC AT 1.2 AMP. SIZES 8" X 
6 1/16" X 3 1/4" WEIGHT: 4.3 LBS. INTER- 
CHANGEABLE WETH 
AND SUPERSEDES DY-I3/AIA-2. PART OF THE 
AW/ALA-2A. PROCURCE ON KGAS 3555 BENDIX 
AWLATION CORP. CPACIFIC OFYVISION) 
NOas 3535 TELEPHONICS CORP. 


DY-15/ART-2 = AN/ART-2 

OYNAMOTOR: 

(INPUT 26V DC NOMINALLY. OUTPUT tooov 
SUPPLIES PLATE VOLTAGE TO RADIO TRANS- 
MITTER T-56/ART-2 MOUNTS ON REAR OF 
CHASSIS OF RADIO TRANSMITTER T-S6/ART-2 
APPROX. 6" DIA, X 20" LONG. WT. APPROX, 
20 Les. , 
3/14/44 

JAN. 44 


DY-18/AR 
DYNAMOTOR UNIT: 
INPUT 26¥ DC, OUTPUT: 330¥ DC @ 170 MA. 
INCLUDES A FILTER UNIT MOUNTED IN THE 
BASE CONSISTING OF CAPACITORS AND CHOKES 
FOR NOISE SUPPRESSION, SUPPLIES PLATE 
VOLTAGE TO RECEIVER, NAVY TYPE 21441 


AN/ARD-3 RE-13A860A 


2/7] 4a CAKS: 


FEB. 44 
DY-19/AXT-2 AN/AXT-2 RE T3ASE4A 
OYNAMOTOR: RESTRICTED 


SUPPLIES PLATE VOLTAGE AND univ otad 10 
BOTH RADIO TRANSMITTER T-61/AXT-2 AND 
CONVERSION UNIT PH-522/AXT-2, INPUT 
28.6¥ DC OUTPUT: 495 OR 750-VOLTS DC. AT 
600 MA OR 225 MA RESPECTiYELY AND 50V DC 
@ 5-10 MA SIZE APPROX: 8B" X 6" X 12". WT. 
2/12;44 CR: 

MAY 44 


DY-19/AXT~2 
APPROX. 24 LBS. 


DT-237APX-1A ANSAPX-TA 

DYNAMOTOR UNIT? CONFIDENTIAL 
INPUT 191.5W @ 26V¥ DC. OUTPUT: 450V DC. 
APPROX 130W. SUPPLIES POWER TO RECEIVER - 
TRANSMITTER RT-55 ¢APX- . ALSO INCLUDES 
VOLTAGE REGULATURK CIRCUITS TO MAINTAIN 
PROPER INPUT YWOLTAGE. ALSO INCLUDES 
CHASSIS AND PROVIDES MOUNTING FOR 
4°15744 CHI: 
APR. 44 


MATHUR | HANISACTAR TE 
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DY-23/APX-1A 
RECEIVER TRANSMITTER RT-S5 /APX- 


DY-24/APX-1AX  AN/SAPX-1TAX 

OYNAMOTOR UNITS: CONFIDENTIAL 
(NPUT 191.5W @ 13¥ OC. OUTPUT: 450¥ OC. 
APPROX #30W. SUPPLIES POWER TO RECEIVER 
TRANSMITTER RT-56 /APX-tAX. ALSO INCLUD- 
ES VOLTAGE REGULATOR CiRCUITS TO MAIN- 
TAIN PROPER INPUT VOLTAGE. ALSO INCLUDES 
CHASSIS ANDO PROVIDES MOUNTING FOR 
4/93/44 CHZ: 

APR. 44 


DY-247APX-1AX 
RECEIVER TRANSMITTER RT-55 /APX-EAX. 


DY-25/AXT-2 RE TSA866A 
DYNAMOTOR: RESTRICTED 
SUPPLIES PLATE VOTTAGE AND GRID BIAS TO 
BOTH RADIO TRANSMITTER T-61/AXT-2 AND 
CONVERSION UNIT PH-522/AXT-2. INPUT 
26.5¥ DC OUTPUT: 405 OR 750-VOLTS DC. AT 
800 MA OR 225 MA RESPECTIVELY AND SOV DC 
@ 5-20 MA SIZE APPROX: 8" X 6" X 12". 
$/27/44 CRY; 

SON. 44 


AN/AXT~2 


DY-257AXT-2 
APPROX. 24 LOS. SIMILAR TO DY-19/AXT~-2 
EXCEPT FOR tNPUT OF 26.5V DC INSTE*™ OF 
28.6V DC. PROCURED ON CONTRACT NXsa-49669 
FROM RCA. 


DY-26/AXT 
DYNAMOTOR: CONFIDENTSAL 
SUPPLIES PLATE VOLTAGE AND GRIO BIAS AND 
FILAMENT CURRENT: TO T-61/AXT-2, AND 
PH-S22/AXT2, OR ATK, OR ATJ, OR CONVER- 
SON UNIT & TRANSMITTER OF AN/AXT-6. IN- 
PUT 23.5 TO 29.5V (NOMINAL 26.5). OUTPUS 
CMOT TO VARY MORE THAN 5%) AS FOLLOWS: 
6/h4/4as 
JUN. 44 


AN /AXT-2 


7T73v OY-26/A4XT~2 
OC @ .225A.405 V DC @ .345A, -53 V 0C @ 
205A & 19.8 V AC @ 3.5A AND 90~. SIMILAR 
TO OY-19/AXT-2 AND DY-2S/AXT-2 EXCEPT 
HAS CARBON PILE FIELD CURRENT REGULATOR. 
DEVELOPED UNDER CONTRACT NXsa 65349 WITH 
BENDIX RADIO DIY. PART OF AN/AXT-6. USED 
WETH BUT NOT PART OF AN/AXT-2. 


DY-31/ARC-2 
DYNAMOTOR: 
PROVIDES ALL NECESSARY HIGH VOLTAGES TO 
RT-9I/ARC-2. INPUT VOLTAGE: 26.5 VOLTS 
OC. 18.5 AMPS. OUTPUT VOLTASES: SOOV @ 
325 MA @ 162W AND 260V DC @ 125 MC, @ 
3S2w, TwO POLES, SHUNT WOUND, SELF-EXCIT- 
€D SYNAMOTOR WITH STARTING SERTES WIND- 
1/26/45 CEKSML4102-165 COL:231-0025-99 
MAY 45 CwO CEK:0S-462 


AN/ARC-2 949 


ING. HAS SINGLE ARMATURE OY-31/ARC-2 
HAVING 2 BALL BEARINGS HELD IN PLACE BY 
2 ALUMINUM END CASTINGS: COOLED BY MEANS 
OF AN INTERNAL FAN; LEAD TERMINATIONS 
ARE TO 2173.40, FOR USE WII bAVANA 
PLUG; NEGATIVE TERMINALS OF BOTH UNPUT 
AND 2 OUTPUT ARE GROUMNDEO IN BRUSH HOLD- 
ER. CONDENSERS ARE PLACED ACROSS EACH 
BRUSH HOLDER TO REOUCE INTERFERENCE, 

WI. APPROX. 9 LBS. 


DY-34/ARR-15 AN/ARR-15 

DYNAMOTORE 

DYNAMOTOR, 
USED FOR PLATE VOLTAGE SUPPLY. 
OUTPUT: 220V, .095A DC. INPUT: 26.5V 0C 
@ 1.8a, RCA OW. NOW M-45uUsu00~, PAZ OF 
R-170/ARR-15, SUPPLIES NECESSARY HIGH 
VOLTAGE POWER TO RADIO RECEIVER 

6/3/45 
MAY 45 9490 


OV-34/ARR-15 
R-E7O/ARR-15. 


COMPONENT INDICATOR °rr 
FILTERS 


INCLUDES: FILTERS FOR 
BAND-PASS, NOISE REDUCTION, 
AND TELEPHONE EQUIPMENT. 


F-3/APR-2 
ANTENNA FILTER: RESTRICTED 
FILTER CONSISTS OF A COAXIAL LINE 20-1/4' 
LONG, WITH A DIAMETER OF 1-1/4". THE 
INNER & OUTER CONDUCTORS ARE SILVER 
PLATED BRASS. POLYSTYRENE RINGS ARE USED 
FOR INSULATION. "N" TYPE CONNECTORS ARE 
PROVIDED AT EACH END. THE FILTER HAS LOW 
7/34/43 CFHSC-1119-Ci 
AUG. 43 


AN/APR=2 


F-3/APR-2 
PASS CHARACTERISTICS WITH CUT OFF AT 
400 MC. FORMERLY DESIGNATED ANTENNA 
FULTER FL-28-(). 


F-4/SPR-1 
FILTER: CONFIDENTIAL 
CUT-OFF AT 3300 MC. PASSING ALL LOWER 
FREQUENCIES. 3/4" DIAMETER AND ABOUT 8 
TNCHES LONG. 


AH/SPR-1 


TO/ES/43 
OCT. 43 


F-S/AR AIRCRAFT WRLIRA-28F -273 
LINE FILTERS: SHEET 5D 
LUNE FILTER TO BE CONNECTED IW AIRCRAFT 
26 VOLT 0C POWER SUPPLY LINE FOR FILTER- 
QNG-LINE VOLTAGE NOISE. THIS FILTER IS 
RATED AT 25 AMPERES CURRENT CONTINUOUS 
AND USED ONLY IN 26 VOLT DC AIRCRAFT 
POWER SUPPLY LINE. THE INPUT AND OUTPUT 
11/8/45 CFF:, CAJIs 
VAN. 44° CAJJ: 


OATE 


MOAR 


i's 
NAVSHIPS 900,109 — 


MATH? 
CONFIDENTIAL 


F-S/AR 
TERMINALS OF THE UNIT ARE AIRCRAFT RADIO 
CORP. #7024 RECEPTACLE. CONTAINS TWO 4 
MFO. CAPACITORS AND A COIL. APPROX SIZE 
ts 5 1/2" X 3 4/2" X 2 174", 


F-6/AR AIRCRAFT NRLSRA-28F-213 
LINE FILTERS SHEET 3D 
LINE FILTER TO BE CONNECTED IN AIRCRAFT 
26 VOLT DC POWER SUPPLY LINE TO RADIO 
RECEIVER FOR FILTERING LINE VOLTAGE 
NOLSE. THIS FILTER IS RATED AT 6 AMPERES 
CURRENT CONTINUOUS AND USED ONLY IN 26 
VOLT DC AIRCRAFT POWER SUPPLY LINE. THE 
11/8/43) = CFF:, CAJi: 

AN. 44° CAJUS 


F-6/AR 
UNPUT AND OUTPUT TERMINALS OF THE UNIT 
ARE 3 PRONG ARMY TYPE RECEPTACLE SO-40 
PER ARMY DWG. SC-D-457. CONTAINS THO 4 
MFO. CAPACITORS AND A COIL. SIZE APPROX 
5 1/2" X 3 1/2" X 2 174", 


F-7/48 AURCRAFT NRLIIA-28F-253 
LENE FILTER: SvEET 4p 
RINE FILTER TO BE CONNECTED IN AIRCRAFT 
26 VOLT DC AND 110 VOLT AC POWER SUPPLY 
LINES TO RADIO TRANSMITTER FOR FILTERING 
LINE VOLTAGE NOISE. THIS FILTER 1S RATED 
AT 8 AMPERES CURRENT CONTINOUS. THE IN- 
PUT AND OUTPUT TERMINALS ARE 6 PRONG 
11/8/43) CFF: 

VAN. 44° CASJ: 


F-7/AR 
ARRY TYPE RECEPTACLE SO-45 PER ARMY DWG. 
SC-0-457. CONTAINS twO 4 MFO. AND 2 
€3X.25 MFD) CAPACITORS AND A CCIL. 
APPROX SIZE 6.5" X 4 1/4" X 5%. 


F-8/AR AIRCRAFT NRL ARA-285-213 
LUNE FILTER: S"EET ID 

LONE FILTER TO BE CONNECTED IN AIRERAFT 
POWER SUPPLY LINES TO THE RADIO TRANS- 
MITTER FOR FILTERING LINE VOLTAGE NOISE. 
THIS FILTER IS RATED AT 6 AMPERES CUR- 
RENT CONTINUOUS USED WITH 26 VOLT OC AND 
¥10 VY AC AIRCRAFT POWER SUPPLY, THE 
TE/8/43 0 CFF: 

VAN, 44° CHX; 


F-8/AR 
UNPUT AND OUTPUT TERNINALS ARE 6 PRONG 
ARMY TYPE RECEPTACLE SO-45 PER ARMY ONG. 
NO. SC-D-457. CONTAINS FOUR 4 MFO. CA- 
PACITORS AND 2 (3X.25 MFD) CAPACITORS 
AND A COIL. APPROX SIZE 6.5" X 5.5" X 35” 


F-S/ARR-9 AN/ARR-9 
RELAY SIGNAL SEPARATOR: CONFIDENTIAL 
RECEIVES THE VIDEO PULSE SloiALS UNDI - 
CATING THE SWEEP SYNCHRONIZATION PULSE 
FOR’ THE.RANGE ENDICATOR 10-4S5/ARR-9, THE 
ORIENTATION PULSE FOR PORT AND STAR- 
BOARD INDICATION AND THE “ECHOES” INDI- 
CATING THE REFLECTING OBJECT AND 
14/30/43 CADU: 
NOV. 43 


WRUAEROR | AANHARI—_| 


Cressey 


is [ sth, mr asnenvos| 


+ F-9/RKRR-9 
SEPARATES THESE POLSES TO OPERATE 

& UD-45/ARR-9 SO THAT IT CONVEYS THE 

i UMTELLIGENCE AS IF LOCATED AT THE SITE 
OF ANJAPS-18 INPUT: 1.64 AT 115¥/10/800- 
3400 CYCLES. DC POWER SELF RceCTIFIED AND 
SELF CONTAINED. 


F-10/CPH-3A AN /CPH-3A 
DISCRIMINATOR: 
PASSES 2 MICROSEC. PULSES FROM RECEIVER 
R-1IB/CPN-5 TO CODER KY-5/CPN-3A SUT 
Be WILL MOT PASS NORMAL RAVAR SEARCH PULSE 
ne OF ONE MICROSEC. INCLUDES 4 TYPE 6 SN7GT 
AND 2 TYPE 6 SJ7GT TUBES. POWER SUPPLY 
§35¥/10/50 TO 70~. HOUNTS IN CHASSIS OF 
1fz7jee CPR: 


Jan, 44 
F-10/CPM-3a 
CODER KY-5/CPR-3A. 
ee 
F-t2/CPH-6 ANSTPN-6 
-~ DISCREMINATOR: CONFIDENTIAL 


ACCEPTS VIDEO PULSE SIGNALS OF 2 10S 
MICROSECS. DURATION REJECTING ALL OTHERS 
AMD PASSES THESE OM TO CODER 

KY-6/CPN-6. INCLUDES 2 STAGES VIDEO 
AMPLIFIER AND 2 STAGES AURAL MONITOR AND 
CaTMODE FOLLOWER FOR ESOLATION OF RE- 
4729444 CGG: 

ara. 44 


F-T27TPN-€ 
CEIVER OUTPUT TEST POINT. INPUT: 250¥ 
FROM CODER POWER SUPPLY AND 6.3¥ FROM 
RADAR RECEIVER R-88/CPN-G6. PART OF 
RADAR RECEIVER R-88/CPN-6. 


F-t2A/CPR-6 AN/CPN-6 & 17 
BISCRIMINATOR: CONFIDENTIAL 
ACCEPTS Vf#DEO PULSE SIGNALS OF 2 TO 
3 3172 MICROSECS. DURATION REJECTING ALL 
OTHERS AND PASSES THESE ON TO CODER 
KY-6A/CPN-6. FNCLUDES VIDEO AMPLIFIER 
AND 2 STAGES AURAL MONITOR AND CATHODE 
FOLLOWER FOR ISOLATION OF RECEIVER OUT- 
4729/44 CGG: 


: may 45 
- 


PUT TEST F-t2a/CPR-6 
POENT. INPUT: 250¥ FROM CODER POWER 
SUPPLY AND 6.3¥ FROM RADAR RECEIVER 
(R-99/CPN-17, PART OF RADAR RECEIVER 
R-99/CPN-17. SIMILAR TO AND INTERCHANGE- 
ABLE WITH F-12/CPN-6 EXCEPT OF IMPROVED 
DESIGH. 


CANCELLED REPLACED BY F-50/CPN-6 


F-1870PR GEN. USE 

, WAYE TRAP: RESTRICTED 
USED TO DETERMINE THE FREQUENCY OF IN- 
COMING RADAR SIGNALS IN THE FREQUENCY 
RANGE OF 60 TO 150 MC. ELIMINATES CON- 
FUSING ACTUAL SIGNALS WITH HARMONICS OR 
SPURIOUS RESPONSES IN THE ASSUCIAICD RE- 
CENVER. CONSISTS OF A WAVE TRAP CA VAR- 
8/240444 
AUG. 44 
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F-TSFOPR F-247MPN-TA 
SABLE CONDENSER AND INHERENT INDUCTANCE) APPROX. 4500 CYCLES. 300 OHM INPUT AND 
CONNECTED BETWEEN ANTENNA AND GROUND. 170 OHM OUTPUT. SIZE 19” x 12 148" Xx 
ROUNTED IN BLACK BOX 4" X 6" X 3" WITH 431/32". WT. 20 LBS. 
20" OF RF CABLE RG-10/U. SIMILAR TO 
TS-244/UPR EXCEPT FOR FREQUENCY RANGE. 
USED WITH AN/ZAPR-1 SERIES EQUIPMENT. 


F-1970PR 
WAVE TRAP: RESTRICTED 
USED TO DETERMINE. THE FREQUENCY OF IN- 
COMING RADAR SIGNALS IN THE FREQUENCY 
RANGE OF 90 TO 300 MC, ELIMINATES CON- 
FUSING ACTUAL SIGNALS WITH HARMONICS OR 
SPURIOUS RESPONSES IN THE ASSOCIATED 
RECEIVER. CONSISTS OF A WAVE TRAP CA 
8/24/44 CAFC: 

OCT. 44 


GEN. USE F~-26/UPR AN/SPR-2, AN/APR-5AX 


WAVE TRAPS CONFIDENTIAL. 
USED TO ELIMINATE HARMONICS AND SPURIOUS 
RESPONSES FROM INCOMING RADAR SIGNALS 

tN THE RANGE 1000 TO 6200 MC. FOR USE 
WITH RECEIVING EQUIPMENTS AN/SPR=2 AND 
AN/APR~SAX. CONSISTS OF AN ADJUSTABLE 
TUNING STUB CALIBRATED DIRECTLY IN MCS, 
12/20/44 

DEC. 44 


F-19/UPR 
VARIABLE CONDENSER AND (RHERENT INDUC- 
TANCE) CONNECTED BETWEEN ANTENNA AND 
GROUND. MOUNTED $N BLACK BOX 4" X 6" X 
3° wiTH 20" OF RF CABLE RG-10/U. 


F-26/0PR 
CONNECTS RECEIVER TO ANTENNA WITH AD- 
DITION OF SHORT LENGTH OF CABLE 
RG-10/U. TUNING 1S ACCOMPLISHED BY A 
OIAL AND CRANK MECHANISH. AN "IN", "OUT® 
SWITCH 1S MOUNTED ON FRONT PANE@.. UNIT 
1S SIMILAR TO F~20/UPR ECECTRICALLY BUT 
WAS MECHANICAL MODIFICATIONS. 


USED WITH AN/APR-1 SERIES, 
ANSAPR~4, AN/SPKH-1. ROO AND SIMILAR 


EQUIPHENT. 
F-2070PR AN/APR-1 SERIES F-27/UPR AN/APR-1 SERIES 
WAVE TRAP: RESTRICTED WAVE TRAP: RESTRICTED 


USED TO DETERMINE THE FREQUENCY OF IN- 
COMING RADAR SIGNALS IN THE FREQUENCY 
RANGE OF 300 TO 3000 MCS. ELIMINATES 
CONFUSING ACTUAL SIGNALS WITH HAcAONIC OF 
SPURIOUS RESPONSES IN THE ASSOCIATED RE- OR SPUR‘OUS RESPONSES IN THE ASSOCIATED 
CEIVER. SIMILAR TO ANTENNA TUNING STUB RECEIVER. SIMILAR TO ANTENNA TUNING 
8/26/44 CARI: W/12745  CARU: 

MOV. 44 JAN. 45 


USED TO DETERMINE THE FREQUENCY GF IN- 
COMING RADAR SIGNALS IN THE FREQUENCY 
RANGE OF 180 TO 340 MCS. ELIMINATES 

CONFUSING ACTUAL SIGNALS WITH HARMONIC 


; F-Z0/UPR STUB OF NAVY MODEL 
GF NAVY MODEL ARD-2. CONSISTS OF & CO- eas 

AXIAL SWITCH, BRASS RODS AND SLIDING 
SHUNTING BAR. EQUIPMENT IS 20" LONG X 
6" WIDE. USED WITH AN/APR-t SERIES, 
AMJAPR-5AX AND AN/SPR-2 EQUIPMENT. 


F-27/UPR 
CONSISTS OF A COAXIAL SWITCH, 
BRASS RODS AND SLIDING SHUNTING BAR. 
EQUIPMENT 1S 30" LONG X 6" WIDE. USED 
WITH AN/APR-1 SERIES, AN/APR=5AX AND 
AN/SPR-2 EQUIPMENT. IDENTICAL TO 
F-20/UPR EXCEPT 30” LONG INSTEAD OF 20” 
AND COVERS GREATER FREQUENCY RANGE. 


F-22 J/UPR GEN. USE F-29/SPR-2 
WAVE TRAP? RESTRICTED FILTERS: 
USED TO DETERMINE THE FREQUENCY OF IN- CONSISTS OF A SECTION OF R.F. COAXTAL 
COMING RADAR SIGNALS 1N THE FREQUENCY LUNE WITH SUITABLE SHORTING STUBS TO 
RANGE OF 150 TO 3400 MC. ELIMINATES CON- PROVIDE FOR CUT-OFF AT 1000 MC AND WILL 
FUSING ACTUAL SIGNALS WITH HARMONICS OR PASS R.F. SIGNALS ABOVE 1000 MC. USES 
SPURIOUS RESPONSES IN THE ASSOCIATED "NT CONNECTORS AND 1S CONNECTED BETWEEN 
RECEIVER. CONSISTS OF A WAVE TRAP WITH A ANTENNA LINE AND RECEIVER OF AN/SPR-2, 
40/6/44 1730745 
WOv. 44 FEB. 45 


ANSSPR-2 RESTRECTED 


F-22 fUPR 
CIRCULAR COAXIAL SHORTING STUB WITH A 
SLIDING CONTACT CONNECTS BETWEEN ANTENNA 
AND GROUNO. MOUNTEO IN BLACK BOX 12” X 
15" X 5", USED WITH AN/APR-1 SERIES, 
AN/APR-4, AN/SPR-1,. RDO AND AN/APR~SAX 
AND SIMILAR EQUIPMENT. WILL REPLACE 
F-59/UPR AND F-20/UPR. 


F-29/SPR-2 
AN/SAPR-SAX ETC. MAY BE USED WITH ANTENNA 
ASSEMBLY CAGH-66131. 


Fe24/HPU-1A 9 AN/NPN-1A 

FILTER UNIT . 
CONSISTS OF THREE INDIVIDUAL FILTER UNITS 
MOUNTED ON A PAN TYPE CHASSIS. USED FOR DESIGNED TO ATTENUATE RADEATIONS OF IFF 
FALTERING RADAR NOISE FROM THe CONNUNI- FREQUENCIES GENERATED #N THE AKSARC- 
CATION SYSTEM OF RADIO SET AN/¥PN-TA, TRANSCEIVER. USES ONE NAVY TYPE 49194 
EACH FILTER UNIT HAS: A MINIMUM ATTENUA- CONNECTOR OM EACH END. INSERTEO ON 

TéON OF 60 db AT 2000 ~ AND 50 db aT ANTENNA LINE OF AN/ARC-1. StZ2E: 10" x 2” 
11428744 Zl4asas CAUR: 

MOV.44 BAY 458 


SAGUSN® | SANHIATTUAER cave | MEMATHASS | HANHEACTIONER Gh 


CONFIDENTIAL 


F-32/ARC-1 
ANTENNA FILTER 
ANTENNA FILTER - A VHF PASS FILTER 


ANZARC-1 RESTRICTED 


NAVSHIPS 900,109 


4-62 
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BNA. [rinse asionen vor | okMGRAMIN | - 


CRAG [HAST assiosim ror | RAL ARLHSH OREN | FinsT Assvonen ror | RATING 
F-32/ARC~1 F-41SSPR-1 F-46/PS-20 
X 2". WT. 3 LBS. USED WITH AN/ARC-1, F-29/SPR-26 : 


CONTRACT NAer 00576. ALSO INCLUDES TWO 
MAVY TYPE 49195 PLUGS. 


F-S3S/APX-33 ANSAPX-13 
ANTENNA FILTER 
ANTENNA FILTER - AN CFF HIGH PASS FILTER 
DESIGNED TO ATTENUATE RADIATIONS OF LOWER 
THAR UFF FREQUENCIES GENERATED EN 
ANJARC-1. FILTER ¢S INSERTED OM RECEIV- 
tMG ANTENNA LINE OF AN/SAPX-13. USES 
UG-58/0 RECEPTACLES ON BOTH ENDS. SIZE: 
2/14/45 CAR: 
mag. 458. 


RESTRICTED 


F-33/APX-13 
vo" x 2" x 2%. WT. 3 LBS. USED WITH 
AN/APX-13. CONTRACT: S&A 13494 AND 
MAER 00576, 


F-39/APX-1 AM/APX~1 RESTRICTED 
ANTENNA FILTER: BUAER 
AN IFF HIGH PASS FILTER DESIGNCD TO 
ATTENUATE RADIATIONS OF LOWER THAN IFF 
FREQUENCIES GENERATED tN RADIO SET 
ANPARC-1, USES BRITISH MALE CONNECTOR 
tOH/528 ON ONE END AND NAVY TYPE 49194 
On THE OTHER. FILTER 1S INSERTED IN RE- 
3/04/45 CAURS 
MAR. 454 BUAER 


F-39/APX-1 
CEIVING ANTENNA OF AN/APX-1. SIZE: 40" X 


2° x 2%, WEIGHT: 3 LBS. USED WITH 
AN/APX=1. 


F-40/aPX GEN. USE 

ANTENNA FILTER: RESTRICTED 

AN LFF HIGH PASS FILTER DESIGNED TO 
ATTENUATE FREQUENCIES OF LOWER THAN (FF 
FREQUENCIES GENERATED BY RADIO EQUIP=- 
MENTS. NETWORK FILTER IS INSERTED IW AN- 
TENNA CABLE LEAS-Ie OF THE FF EGUIPMENT 
RECEIVER. EQUIPPED WITH TWO UG-5S8/U 
3/15/45 
APR. 45 


F-40/APX 
CHASSIS MOUNTED RECEPTACLES AND TWO 
UG-12/U PLUGS. SIZE: 10" x 2" xX 2", 
WEIGHT: 3 LOS, SIMILAR TO F-33/APX-13 
AND F-39/APX-) EXCEPT USES DIFFERENT 
TYPE CONNECTORS, 


F-41/SPR-1 
FILTER: 
CONSISTS OF A SECTION OF RF COAXIAL LIKE 
WITH SUITABLE SHORT#NG STUBS TO PaSS 
SIGNALS ABOVE $00 MC. USES “W" TYPE CON- 
WECTORS AND 4S CONNECTED BETWEEN ANTENNA 
LENE AND RECENVER OF ANSSPR-¥, SEMILAR 
TO BUT NOT INTERCHANGEABLE WITH FILTER 
47444s CGG; CGGs 
APR. 45 


AN/SPR-1 RESTRICTED 


a 
NAVSHIPS 900,109 


F-42/APS-20 AN/APS-20 948A 
LUNE. FALTERS RESTRICTED 
CONSISTS OF TWO PI-SECTION FILTERS AND 
HAS AN-3102-16S-46 RECEPTACLE ON ONE 
END AND AMPHENOL 97-5105-16S-4P RECEP- 
TACLE ON THE OTHER END, USED TO FILTER 
H-F NOISE FROM THE OUTPUT LEADS TO S¥H- 
CHRO INVERTER LELAND TYPE 103398K1655 
4/9/45 CAcG: RL:S-12504 

may 45 


: F-42/APS-20 
StZE: S* LONG X 2" DIA. MT: 1 LB. 


F-435/APS-20 AN/APS~-20 9484 
LINE FILTER: » RESTRICTED 
CONSISTS OF TWO PI-SECTION FILTERS AND 
WAS AN~3402-16S-4P RECEPTACLE ON ONE 
END AND AMPHENOL 97-5105-16S-4S RECEP- 
TACLE ON THE OTHER ENO. USED TO FILTER 
H-F NO{SE FROM THE POWER LEADS OF HD-4/U. 
StUZEz 4 4/2" X 3 7/8" OFA. Ws + LB. 
4/9/45 CAEG: RLi0-12504-A 
MAY 45 


F-44/aPS-20 
LENE FILTER: RESTRICTED 
CONSISTS OF TWO PI-SECTION FILTERS ANDO 
HAS AN AN-3102-20-4P RECEPTACLE ON ONE 
END AND AMPHENOL 97-5105-20-4S 
RECEPTACLE ON OTHER END. USED TO FILTER 
H-F NOISE FROM ¢MPUT LEADS OF THE 
SYNCHRO (MVERTER LELAND TYPE 103593K1655 
49/45 CAEG: RL30-12551 
BAY 45 948A 


AN/APS-20 


F-44/APS-20 
SUZEs 4 1/2" LONG X 2" DEA. wT: tbe. 


F-45/APS-20 
LINE FILTERS RESTRICTED 
CONSISTS OF TWO PI-SECTION FILTERS WITH 
AWN-3102-20-SS RECEPTACLE ON ONE END ANO 
AMPHENOL 97-5105-20-5P RECEPTACLE ON 
OTHER END. USED TO FILTER H-F NOISE FROM 
THE POWER OUTPUT LEADS OF THE FLUXGATE 
INVERTER, SIZES 1 1/2" x 5" XS 2/2" 
4/9/45 CAEG: RL2B-12569-A 
APR. 45 9484 


AN/APS -20 


F-45/APS-20 
WH: t1/2 Les. 


AN/APS-20 

LINE FILTER: RESTRICTED 
CONSISTS OF TWO PI1-SECTION FILTERS AND 
HAS AN~3102-18-3P RECEPTACLE ON ONE ENO 
AND AMPHENOL 97-5105-18-35 RECEPTACLE ON 
OTHER END. USED TO FILTER H-F NOISE FROM 
THE POWER INPUT LEADS OF THE FLUX-SATE 
INVERTER, SIZE: 1 1/2" x 3" x 5 1/2", 
4/9/45 CAEG: RL:B-12570-A 


APR, 45 948A 
F-46/APS-20 
wts 0 0/2 8. 
F-47/APX-13 AN/APX-13 = RESTRICTED 


ANTENNA FILTER: 

ANTENNA FILTER - AN LFF LOW PASS NETWORK 
FILTER DESIGNED TO ATTENUATE FREQUENCIES 
HIGHER THAN FREQUENCIES GENERATED IN 
AN/APX-13, FILTER IS #NSERTED IN RECEIY- 
ING ANTENNA LEAD-FN CABLE OF AN/APK-13, 
FILTER &S EQUIPPED WITH TWO UG-58/U 
4/18/45 LAVOIE Lass. 

APR. 45A 


F-47/APX-13 
CHASSIS MOUNTED RECEPTACLES AND TWO 
UG-12/U PLUGS. SIZE: 10" X 7" x 2% 
WEIGHT: 2 1/2 LOS. FIRST PRGCURED ON 
NaAer-00376, 


FORNITURE "FR" 


CHAIRS, DESKS. TABLES, ETC. 


Fu-t/GR 

SEAT? 

A WOODEN SEAT MOUNTED ON A METAL FRAME; 
EQUIPPED WITH 3 METAL FOLDING LEGS AND 
METAL CLIP ON UNDERSIDE OF SEAT TO HOLO 
LEGS IN PLACE WHEN FOLDED; STANDS 

13, 1/4" HIGH, 26 1/2" LONG, 8 1/4" WIDE. 
OWE ENO HAS PROVISION FOR MOUNTING THE 
9/23/44 
SEPT. 44 


FN-1/GR 
WARD GENERATOR OF NAVY TBX RADIO SET. 


FN-7/APS-6-T! AN/APS-6-T1 

TACLES 
TABLE PROVIDES AN OPERATING AREA FOR THE 
FIGHTER AND FARGET SIMULATORS EQUIVA- 
LENT TO £00 MILES BY 25 MILES WITH A 
SCALE OF t MILE TO THE INCH, THE MATER- 
(AL FOR THE TOP 4S SUCH AS TO PREVENT 
SKIDDING OR DIGGING IN OF THE SIMULATOR 
V424445 CATV? 
JAN. 45 


MORAGA | SRANHTACTUNER TL 


CONFIDENTIAL 


peagion FIRST ASSIGNED FOR 


PN-7/APS-6-TI 
WHEELS. AN EDGE 1S PROVIDED TO PREVENT 
THE SIMULATORS FROM MOVING OFF THE TABLE, 
AND HAS ADJUSTABLE TABLE LEGS. SIZE: 
6° X 10" X 3°. A CONTROL UNIT FOR {N- 
STRUCTOR CONTROL OF TARGET tS LOCATED 


tm A DRAWER OF THE TABLE. * 


COMPOHENT INDICATORS "G* 
GENERATOR (SEE PU) 


ELECTRICAL GENERATORS WITHOUT PRIME 
MOVERS 


G-1fB 
GENERATOR: 
SINGLE BEARING TYPE WITH RECESSED SHAFT 
TO PERMIT ATTACHMENT TO MOTOR PU-10/U OR 
MOTOR PU-11/U. RATED: 600 WATTS AT 
115/1/500 & 100 WATTS AT 26¥ OC, 3450 
RPM, 50°C RISE, 1S% NO-LOAD/FULL-LOAD 
REGULATION. INCLUDES A JUNCTION BOX WITH 
8/31/43 CdO: 

BEC. 43 


AN/SPT~ .2,3.4 


G-T/U 
5 TAPS TO PROVIDE 105 TO 125 VOLTS oC, 
A 4 PRONG RECEPTACLE FOR AC/DC, & A 
2 PRONG RECEPTACLE FOR AC ONLY. ALSO IN- 
CLUDES A RADIO NOISE SUPPRESSION FILTER 
SUITABLY MOUNTED TO THE FRAME OF THE 
GENERATOR. 


G-14/98 
GENERATOR? 
SINGLE BEARING TYPE WITH RECESSED SHAFT 
TO PERMIT ATTACHMENT TO MOTOR PU-{40/U OR 
MOTOR PU-29/7U. RATED: 600 WATTS AT 
11571/500 & 100 WATTS AT 26V DC, 3450RPM, 
BO°C RISE, 15% NO-LOAD/FULL-LOAD KEGULA- 
TION. INCLUDES A JUNCTION BOX WITH 5 
$2/6/43 «CDOs 
BEC. 43 


AN/SPT-0,2.63,4 


G-1As0 
TAPS TO PROVIDE 105 TO 125 VOLTS AC, A 4 
PRONG RECEPTACLE FOR AC/DC, & A 2 PRONG 
RECEPTACLE FOR AC ONLY. ALSO INCLUDES A 
RADIO NOISE SUPPRESSION FILTER SU!STABLY 
MOUNTED TO THE FRAME OF THE GENERATOR. 


CANCELLED 


G-2/U 
GENERATOR: . 
SINGLE BEARING’ TYPE WITH RECESSED SHAFT 
TO PERMIT ATTACHMENT TO MOTOR PU-12/U OR 
MOTOR PU-13/U. RATED: 1200 WATTS AT 
115/1/S00 & 100 WATTS AT 26V DC, 3450 
RPM, 50°C RISE, 15% NO-LOAD/FULL-LOAO 
REGULATION. INCLUDES A JUNCTION BOX, WITH 
8/51/43 CGM: 

DEC. 43 


aM/SPT-1 


G-2/T0 
5 TAPS TO. PROVIDE 105 TO 125 VOLTS AC, 
A 4 PRONG RECEPTACLE FOR AC/OC, & A 
2 PRONG RECEPTACLE FOR AC ONLY, ALSO 
INCLUDES A RADIO NOISE SUPPRESSION 
FILTER SUITA3LY MOUNTED TO THE FRAME OF 
THE GENERATOR, 


eR. | AGRE, 


“eseses 


Army-Navy Designations 


DESGRATION 


4-63 


[veer ASSIGNED FOR | oP MIGRAMINS, 


G-6/TPS-9 
GENERATOR UNIT? 
ENDUCTIVE TYPE AC GENERATOR WITH A DC 
EXCITER BUILT ON THE SAME SHAFT. RATED 
AT 115V¥/30/800~ @ S.ZA AND 85° W., 80% PF 
AND 28¥ DC @ 5A AND .14KW. 4000 RPM, 
CONTINUGUS DUTY. PART OF PU-47/U 


AN/TPS-9 


CAYSS#IETI3IG CAY314A-9501 


OCT. 44 


GONSOMETERS "GO" 


GONTOMETERS GF ALL TYPES 


GO-1/GNQ-5 
GONLOMETER CONFIDENTIAL 
USED TO INTRODUCE A MANUALLY -CONTROLLED 
PHASE-SHIFT OF A 10 KC, REFERENCE SiGNAL 
VOLTAGE OBTAINED FROM TRANSMITTER 
T-119/GMOQ-5. CONTROL FOR GONIOMETER IS 
ON PANEL OF CONSOLE CY-329/GMQ-5. USED 
WITH BUT NOT PART OF RADIO RECEIVER 
tisasaa CFL: 

FE@. 45 


ANIGNQ-5 


GO-125GM0-5 
R-141/GNQ-S. CONSISTS OF DRIVER AMPLt- 
FLIER WHICH SUPPLIES 10 KC. SIGNAL POWER 
€N QUADRATURE TO THE GONIOMETER FIELD 
COILS. AND A FOLLOWER AMPLIFIER WHICH 
AMPLIFIES THE VOLTAGE DEVELOPED ACROSS 
THE GONtOMETER SEARCH COfL, POWER SUPPLY 
AND THE GONTOMETER. 


READ. BAND, & CHEST SETS “H" 


ALSO (NCLUDES EARPHONE UNITS. 


H-1/AR ®SEE BELOW 

HEADSET 

HELMET TYPE, CONSISTS OF TWO 300 OHM- 
EARPHONES EITHER MAGNETIC CJRB TYPE 
ANB—-H-19 OR DYNAMIC CJRB TYPE ANB—H-TAD 
CONNECTED IN SERIES BY A 33" T CORD 

10" LONG 3" FROM THE RIGHT EAR AS VIEWED 
FROM THE REAR,. *NXS-LL-4994 & NOAS—204 
2/16/43 CVA: 9067 

APR. 43 CQF: POR-3 


: HAI /AR 


FREQUENTLY SUPPLIED WITH CX-3/ARC ). 


BT AZAR NOAS~204 

WEADSET: HELMET TYPE, 

CANCELLED, ORICINALL ASSIGNED TO DESIC~ 
WATE THE DYNAMIC TYPE COVERED BY H-1t/AR 


H-2/4R 

HEAOSET 

CONSISTS OF THE FOLLOWING: 2 HEADPHONES, 
1200 OHMS EACH #N ACCORDANCE WITH AERO- 
NAUTICAL SPEC, H-15, FOR TYPE 11 CROMAN 
NUMERAL) HEADPHONE; 2 HEADSET CORDS 
NAF-F47613-3; 2 EARPHONE MOUNTING SOC- 
KETS NAF~48490-1; 1 ANGULATED HEADBAND 
2716743 

OCT. 44 


, H-2/8R 
NAF-48486. OR 1 HEADBAND NAVY TYPE 
#49510, NAF DRAWING 600745, LESS CORDAGE 
SUBASSEMBLY NAF 600745~-6. USED FOR SPLIT 
PHONE OPERATION. MANUFACTURERS? (1) 
AVIOMETER CORPORATION, NEW YORK CITY. 
(2) PERMOFLUX CORP., CHICAGO, iti. 

NOTES FORMERLY KNOWN AS HEADSET H-11/AR. 


H-3/ARR-3 
HEADSET 
HEADSET ASSEMBLY CONSISTING OF A HEAD- 
BAND HB-7, A PLUG PL-354, 2 CUSHIONS 
H-301, IOENTIFICATION TAG, AND 2 DYNAMIC 
TYPE RECEIVERS. IMPEDANCE OF EACH RE- 
CE1VER IS 300 OHMS AY 1000 CYCLES/SECOND. 
RESPONSE IS ESSENTIALLY FLAT FROM 3500 TO 
3/15/43 
MARCH 43 


AN/ARR-3 


H-3/ARR-3 
6000 CYCLES. 


H-SA/ARR-S 
HEADSET? 
CONSISTS OF HEADBAND NAF:48486 PLUG 
NAF2215285-2 CARMY TYPE PL-354)3 TWO 
CUSHIONS NAF248490-1 CARMY TYPE M-301)3 
TWO RECEIVERS WHICH ARE NAVY TYPE 
CQF-49456 DYNAMIC TYPE, EACH HAVING AN 
UMPEDANCE OF 300 OHMS AT 1000. 

10430443 CFF: 
NOV. 44 


AN/ARR-3 


H-3A/ARR-3 
CYCLES/SEC; AND A SHOULDER LENGTH CORD. 
NORMALLY USED WITH BUT ODES NOT INCLUDE 
CORD CX-3/AR(S'). RESPONSE IS ESSENTIALLY 
FLAT*FROM 300 TO 6000 CYCLES. INTER- 
CHANGEABLE WITH H-3/ARR-3 


H-4/aR 
HEADSET? 
HEADBAND TYPE. CONSISTS OF TWO 300 OHM 
EARPHONES, JRB TYPE ANB-H~-1 (MAGNETIC) 
OR JRB TYPE ANB-H-1A (DYNAMIC) CONNECTED 
IN SERIES BY A "Y" CORD RR: OWG.F47613-2, 
TWO EAR CUSHIONS RR:48490-1 & ONE HEAD~ 
BAND RRz DWG. 48486. SIMILAR TO ARMY 
4/29/43 CQF: 

SEPT 43 CoC: 


GENERAL USE 


H-4/AR 
TYPE HEADSET HS-33 EXCEPT FOR HEADBAND 
$ CORO AND EAR CUSHIONS. NORMALLY SUP- 
PLIED WITH BUT DOES NOT INCLUDE EXTEN- 
SION CORD CX-3S/ARC). 


2716/43 CQFSPDR-3 
APR. 45 ASSIGNED 
pats | ANWAGTABER? | SONNLAF RUNS, DATE ACT® ANHTATROREA pare | __ MRRRAGTHARS COUT. _| 
CONFIDENTIAL NAVSHIPS 900,109 
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H-11/A8 NX3-4994 HD-S/APS-20 AN/APS-20 
HEAD SET: BLOWER: WD-14/U AN/APS~20 
A BLOWER USED TO FURNISH COOLING AIR DEHYDRATOR 


HEADBAND TYPE. CONSISTS OF TWO HEADSETS 
H-2/AR, TWO EAR CUSHIONS RR248490-1 AND 
ONE ANGULATED HEADBAND RR:248486. NORMAL- 
LY SUPPLIED WITH BUT DOES NOT INCLUDE 
EXTENSION CORD CX-3/ARC). NOT TO BE 
USED. REPLACED 8Y H-2/AR. H-2/AR IS RE- 
9/23/43 CAV>9220 CVA29220 

OCT. 44 


H-TIZAR 
DEFINED TO INCLUDE EQUIPMENT FORMERLY 
DESIGNATED H-11/AR. 


8-25 /6T 

HEAD AND CHEST SET: 

A HEAD AND CHEST SET INCLUDING A SOUND 
POWERED TRANSMITTER, TWO SOUND POWERED 
RECEIVERS AND HEADGEAR, A CHEST PLATE 


AND JUNCTION BOX, AND AN EXTENSION (LINE) 


CORD; A-E. CO. 


9723744 
SEPT. 44 


8-26/GR 
HEAD-CHEST SET: 
COMPRISES A CHEST SET TD-2, ONE CORD 
CX-489/GR AND A HEADSET CW-49507. (TO 
REPLACE USMC TYPE MHS-9). 


GEN USE 


9/29/44 
OCT. 44 


H-27/GR 
HEAD-CHEST SET: 
COMPRISES A CHEST SET TO-3, ONE CORD 
CX-489/GR, ONE MICROPHONE CW-SIO71 AHD A 
HEADSET CW-49507. (TO REPLACE USMC TYPE 
MHS-8). 


GEN USE 


9/29/44 
Oct. 44 


AUR CONDITIONING APPARATUS “HD 


HEATING, COOLING, DEHUMIDIFYING, 
PRESSURE UNITS, VACUUM UNITS, 
ETc. 


HD-3/AP AN/APS-3A 

PRESSURIZING KIT: CONFIDENTIAL 
AUTOMATIC PRESSURIZING UNIT, SIZE APPROX 
4 7/8" X 6 29/32" xX 9 3/8" WITH COLOR 
CHANGING PLASTIC DEHYORATOR ATTACHED TO 
ITS INLET. CONSISTS OF A GEAR TYPE PUMP 
A 26V DC. SERIES WOUND MO1OR, CHECK 


VALVE AUTO. ABS. PRESSURE 
34/08/44 CALRE 
MAR. 45 

HD-3/4P 


CONTROLLED SWITCH, FUSE.ROISE FILTER, 
HEATERS THERMOSTATICALLY 
CONTROLLED, & ANS102- 
HOSL-4P-1. DELIVERS 10 CU. IN/MIN, AT 
ABS. PRESSURE OF 16 L8S/SQ. IN. ALSO IN~ 
CLUDES SHOCKMOUNTING, WEIGHT 4 1/2 LBS. 


WHEN USING MODULATOR WHERE COOLING AIR 
1S NOT PROVIDED FROM OTHER SOURCES. CON- 
SISTS OF 1/6 HP MQTOR, #3 BLOWER AND 
METAL ADAPTER SPOUT TO FIT THE AIR SCOOP 
ON THE PLANE. INPUT REQUIREMENTS; 26¥ DC 
12/9/44 CAEV: 

BAY 45 


HO-5/APS-20 
7 AMPS, DIMENSIONS: 12" X 7" X 15". 
WEIGHT: 7 LES. 


HD-6/APS-20 
BLOWERS 

USED TO FURNISH COOLING AIR TO LIMIT 
TEMPERATURE RISE OF THE MAGNATRON. CON- 
sists 6F 1/6 HP 28¥ DC MOTOR, RUNNING AT 
6500 RPM, #3 BLOWER HHEEL AND HOUSING 
AND ALUMIMUM DUCT. DIMENSIONS: 10" x 
6" X 6". WEIGHT: 5.6 LBS. INPUT VOLTAGE: 
12/9/44 CAKX? ‘ 
FEB. 45 


AN/APS-20 


HD-6/AP3-20 
28V DC, 7 AMPS. 


HO-7/APS-20 AN/APS-20 

BLOWER: 

USED TO FURNISH COOLING AIR TO LIMIT TEM- 
PERATURE RISE OF PULSE TRANSFORMER. CON- 
SISTS OF A 1/100 HP MOTOR wWiTH A 2% 
BLOWER WHEEL. INCLUDES SEPARABLE MOUNT- 
ING BRACKET. INPUT VOLTAGE: 28¥ DC, .9 
AMPS. WT: 1.5 LBS. SIZE: 6" xX 6" X 6", 
12/9/44 + 

DEC. 44 


HD-9/U AN/CPX-3 

BLOWER ASSEMBLY: 

CONSIiSTS OF TWO FANS AND HOUSING MOUNTED 
ON SHAFT OF ASSOCIATED MOTOR ONE ON EACH 
SIDE. USED TO PROVIDE A FLOWOF COOL- 
ING A&R TO PREVENT OVERHEATING OF THE 
UNITS OF AN/CPX-3. USED WtTH MOTOR 
PU-837U CLES/23C10656-60~), 

12/28/44 

RPR. 45 338 


HD-97U 
MOTOR PU-84/'S (115/7180717400-500), 
MOTOR PU-857U CTT5¥ OC) AND MOTOR 
PU-867U (230V DC). MOUNTS {N CASENET 
CY-378/UPX. BRITISH REF. NO. LIOKB/1014. 


HD-10/U AN/CPX-3 
BLOWER ASSEMBLY? 
BLOWER ANO MOTOR ASSEMBLY TO PROVIDE A 
FLOW OF C@OLING AIR TO PREVENT OVER- 
HEATING OF THE UNITS OF AN/CPX-3, INPUT? 
115/230V710/50-G0~. MOUNTS IH CABINET 
CY-378/CPX-3, 

CANCELLED 1/11/45 
12728744 
DEC. 444 


ASSIGNED 
ISSUED 


DEHYDRATOR - USED TO ORY THE INPUT PRES- 
SURIZING AIR WHICH IS PUMPED, BY HD-4/U 
PUMP, INTO MODUR.ATOR, TRANSMITTER AND 
WAVE GUIDE OF AN/APS-20. CONSISTS OF TWO 
3"9DIA. CYLINDERS 5" LONG, FILLED WITH 
INDICATING TYPE SILICA-GEt, SUPPORTED 
2/14/45 CASD: RLSA-12608-A 
FEB. 45 


AD-14/0 
BY MAGNESIUM CAST END BRACKETS. SIZE: 
61/2" X 3 1/4" X 6 1/2", WEIGHT: 3 LBS. 
PART OF: AN/APS-20. COULD Bt USED WITH 
ANY ALR PUMPING SYSTEM. MANUFACTURER; 
ROMEC PUMP CO., ELYRIA, OHIO. 


HD-t5/U 
BLOWER UNIT: 
AXIAL FLOW BLOWER RATED AT 105 CU. FIf 
MINUTE AT SEA LEVEL. INCLUDES MOTOR, 
HOUSING, NOISE FILTER, PROTECTING SCREEN, 
AND SIX FEET ATTACHED RG-62/U CABLE. IN- 
PUT: 27.5 + 3.5 VOLTS DC AT 1.0 AMPERES 
MAXIMUM, SIZE2 APPROX, 5-5/8 X 5-3/4 X 
4/3/45 CPR: CPR2SLO-1539 
APR, 454 


GEN USE 


HD-15/U 
7 t/2. (INCLUDES ADJUSTABLE MOUNTING 
BRACKET. 


HO-16/AP ANSAPS-31,32,33,34 
PRESSURIZING UNIT? 

CAPABLE OF MAINTAINING AN ABSOLUTE PRES- 
SURE OF 17 PLUS OR MINUS 2 PSt {N A YOL~ 
UME OF 2200 CU, IN WITH A LEAKAGE RATE 
-OF UP TO 14 1/2 CU. IN WHEN IN AN AMBI- 
ENT OF 2.7 PS) ABS. @ -55 DEGREES CENTI- 
GRAVE. INCLUDES A REPLACCA3LE SILICA- 
4/3/45 CPR: CPR 25L0-1553 
APR, 454 948A 


HD-16/AP 
GEL DEHYDRATOR WITH TELL-TALE. CONSISTS 
OF PUMP, DEHYORATOR AND NECESSARY CON- 
NECTORS. INPUT: 27.5 VOLTS DC AT LESS 
THAN 2.5 AMPS, SIZE APPROX, 10" X 4 1/2" 
X 6 1/2", WEIGHT APPROX. 3.5 POUNDS. 
PART OF ANTENNA ASSEMBLY AS-287/APS~31, 
AS-288/APS~32, AS-289/APS-33, 
AS-290/APS-34, 


HD-19/APS-20A AN/APS-20A 
BLOWER: 

USED [O FURNISH COOLING AIR TO LEMIT 
TEMPERATURE RISE OF PULSE TRANSFORMER, 
CONSISTS OF A t/100 HP MOTOR WITH A 2” 
BLOWER WHEEL. INCLUDES SEPARABLE MOUNT- 
ING BRACKET. INPUT VOLTAGE: 120V/1-2/400- 
@00~, WI; 1.5 LBS. SIZEs 6" X 6" X 6". 
4/t4a/45  CGs 
MAY 45 948A 


HD-19/APS-20A 
SIMILAR TO HD-7/APS-20 EXCEPT OPERATES 
ON AC INSTEAD OF DC. CANCELLED 5/16/45 
BSE BLOWER HD-7/APS-20. 


[oare | “AURRARREFS SOAP 


DATE MaMeAGTHeRS | geANHATTURENA. 


NAVSHIPS 900,109 


care | MAMUARTHAES | ANHIACTURIR Gh 


CONFIDENTIAL 


peatnoieh FIRST ASSIGNED FOR 


MD-22/APN-3t AN/APN-41 = RESTRICTED 
BLOWER: 

BLOWER, ELECTRIC POWERED, NON-PORTABLE, 
UNPUT 27V DC.. 1 AMP, DIMENSIONS: 3” 

X 5", SINGLE SPEED, DIRECT DRIVE, EX- 
TERNAL SPEED CONTROL. MOTOR AND BLOWER 
HOUSING WELDED TO STEEL STRAP, 9” Xx 
0.035" X 1 #/2". FIRST PROCURED ON NAVY 
5/30/45 
WAY 45 ote 


HD-22 /APN-22 
CONTRACT NXsa-69176. UNTT COOLS TRANS- 
METTER-RECEIVER RT~93/APN-11 WHEN 


CHASSIS TEMPERATURE EXCEEDS 75°C. ON-OFF 
CONTROLLED BY THERMOSTAT #NSIDE CHASSIS. 


PART OF RADIO SET AN/APN-1E 


COMPONENT ENDICATOR "5D" 
UHOTCATOR 


AZIMUTH, PLAN POSITION, ELEVATION 


SID-1/ARK-1 RANSARN-1 

ALTITUDE INDICATOR RESTRICTED 
CONSISTS OF A 0 TO S MA DC tastKumEaT 
RAVING NEEDLE ADJUSTED SUCH THAT IT RE~ 


QUIRES 3.5 HA TO READ O & 6.5 MA TO READ 


FULL SCALE OF 400 FT (270° ROTATION). 
ENCLOSED IN A STANDARD “AN™ TYPE CASE 
HAVING 4 HOLES ON A 3%" DIAMETER, 


3429/43 CG: CRVS COLS CRVIM25315S REV 9 


JULY 43 


SED-1/ARN-1 


WAS A STANDARDIZED SCALE & “OFF-ON® 
SWITCH. SANE AS NAVY TYPE ~S55074-A 
EXCEPT IS PROVIDED WITH A 5 PIN "AN™ 
CONNECTOR IN LIEU OF A 4 PEN CONNECTOR. 


ID-27APS-2 ANJAPS -2 
PLAN REPEATER INDICATOR: CONFIDENTIAL 
ENDICATOR CALIBRATION IS OBTAINED BY 
RANGE MARKS APPEAR&NG AS CONCENTRIC 
CIRCLES ON THE SCREEN OF THE INDICATOR 
TUBE. THE CIRCLES BEING ADJUSTABLE BY 
A RANGE SWITCH ON THE RECEIVER UNIT FOR 
0 T0 $, 0 TO 20, O TO §0 AND O TO*SO 
2716743 CPRsSLO-177 
May 43 


ID-2/APS -2 


NAUTICAL MILES. DIRECTION 3S INDICATED 


BY DiRECTION OF IMAGE FROM THE CENTER OF 


TUBE. INPUT 6.3 VOLTS AC 0.6 AMP, 
3278 WATTS; 200 VOC, Il MA, 2.2 WATTS$ 
4000 VDC 5 MICROAMPS 0.02 WATTS. “AN" 
NOMENCLATURE FOR WAVY TYPE -5S5ACG. 
(SWITCH CALIBRATION = 90, ACTUAL #ND~ 


ICATION 100) (-55ACG) 
40-474 AN-ARN-8 RE 138 6728 
IRDICATOR RR1056°16 


CONSISTS OF A MINEATURE BAYONET TYPE 
SOCKET & INCLUDES A CLEAR JEWELL LENS, 
FOR MOUNTING ON INSTRUMENT PANEL OF 
AIRPLANE 


3713743 CCG: 


APR. 43 assianap| DES» 43 
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APRS 


$0-S7ASQ-3 ANSKSQ-3 

ENDICATOR 
CONSISTS OF ONE 500-0-500 MICRO-AMPERE 
INSTRUMENT TOGETHER WiTH HOUNTING AND 
LIGHTING ACCESSOKIES. 


3416743 CWsD-163953 
APR. 43 


RID-G/APN~4 09 RANSAPN-4 

INDICATORS RESTRICTED 
INDICATOR CONTAINING HECESSARY CIRCUITS 
AND COMPONENTS FOR CONVERTING RECEIVED 
SIGNALS INTO VISIBLE INDICATIONS OW A 
CATHODE RAY TUBE. “AN™ DESIGNATION FOR 
INDICATOR BC-1574-0). 


3724/43 CPR: 
SEPT 43 


RID-GA/APN-4 = AN/APN-4 

tNDICATOR: CONFIDENTIAL. 
AN UNDICATOR CONTAINING THE NECESSARY 
CERCUITS AND COMPONENTS FOR CONVERTING 
RECEIVED SIGNALS INTO VISIBLE tNDICATIONS 
ON A CATHODE RAY TUBE SCREEN, MECLHANIL- 
ALLY AND ELECTRICALLY INTERCHANGEABLE 
WITH ENDICATOR &+0-6/APN-4, BUT 

W240 743 CPR: 

DEC. 43 


RID-GASAPR-4 
ENCORPORATES SEVERAL CONPONENT CHANGES 
AND CURCUIT CHANGES WHICH IMPROVE THE 
TEMPERATURE AND HUMIDITY STABILITY OF 
THE EQUIPMENT. DIMENSIONS: 19-172" X 9° 
KX it-3/4"; 35 LBS. 


ID-T17APS~4 ANSAPS.4 

UNDICATOR CONFIDENTIAL 
CLASS "7B" INDICATION WETH ELECTRONIC 
RANGE MARKS FOR SEARCH & BEACON. DOUBLE 
OOT INDICATION FOR INTERCEPT. INCLUDES A 
3" ELECTROSTATIC TUBE TYPE -3FP7. 
SUPPLIED WITH 2 FT. CABLE & CONNECTOR 
FOR ATTACHMENT TO INDICATOR AMPLIFIER 
415443 CWS0-351377 CWsESR-697826 


BAN. 45 

ID-18 /aPS-4 
AM-S/APS-4 AND WITH FOUR MO. 
164-32 SCREWS. INCLUDES 


INTENSITY CONTROL ADJACENT TO FACE. 
DISPLAY WENDOW HAS AZIMUTH GRADUATION 
LINES 25° APART, APPROXIMATE OVERALL 
OMMENSIONS 3-1/2" HIGH X 3-5/8" WIDE X 
12-1/2" LONG (WITHOUT VISOR). WT. 4.56 
Les. 


tD-13/CPN-3  AN/CPN-3 
MONITOR: 

A MONITOR UNIT OF THE PANEL TYPE. IN- 
CLUDES A CATHODE RAY TUBE WHICH UNDI- 
CATES THE WAVE SHAPES OF THE OUTPUT OF 
THE TRANSMITTER, RECEIVER, AND CODER 
UNITS. OPERATES ON 11541/50-70. 


CONFIDENTIAL 


AS90483 CPR3358-4176 
SEPT 43 


WID-T4/APN-12) SAN/APN-1 

ALTITUDE INDICATOR RESTRICTED 
DUAL RANGE: 0 TO 400 FT & 400 TO 4000 FT 
CONSISTS OF A O TO 5 MA DC INSTRUMENT 
HAVING THE NEEDLE ADJUSTED SUCH THAT IT 
REQUIRES 1.5 MA TO READ O & 6-5 MA TO 
READ FULL SCALE OF 270° ROTATION; 
CALIBRATED BETWEEN 0 & 40 DIVISIONS. 
a113143 CRV3P~255259-5C1 
P255413 SuB O 
ISSUED 


[eave | MANEARTBE'S | SANHKACTURIE, 


EMCLOSED #8 A STANDARD HID~TS/APN-1 
"AN" TYPE CASE HAVING 4 HOLES ON A 3-2/2" 
DUAMETER EXCEPT THE UPPER RIGHT & LOWER 
LEFT HOLES HAVE BEEN ENLARGED 10 PERMIT 
THE SHAFTS OF THE OFF-ON SWITCH & THE 
RANGE CONTROL SWITCH TO EXTEND THROUGH. 
THE RANGE CONTROL SWITCH SYNCHRONOUSLY 
EXPOSES TO VIEW THE PROPER DIAL SCALE 
CORRESPONDING TO THE ALTIMETER RANGE 
SELECTED. 


RID-14AFAPN-1)  BAR/APR-1 

ALTITUDE INDICATOR RESTRICTED 
OUAL RANGE: O TO 400 FT & 400 TO 4000 FT 
CONSISTS OF A S MA DC INSTRUMENT 
HAVING THE NEEDLE ADJUSTED SUCH THAT tT 
REQUIRES 1.5 MA TO READ O & 6.5 MA TO 
READ FULL SCALE OF 270° ROTATION: 
CALIBRATED IN HUNDREDS OF FEET, ENCLOSED 
3/10/44 CRVIP-255259- CR¥s° 

SEC. 44 502 P255443 SUS 6 


RID-TERFAPH-1 
NA SANT TYPE CASE HAVING 2 #8-32 
DREW MTG. ENCLUOES POWER SWITCH AND 
ANGE SWITCH. THE RANGE SWITCH SYNCHRO- 
JUSLY EXPOSES TO VIEW THE PROPER DIAL 
SALE CORRESP. TO ALTIMETER RANGE SELEC- 
20. SAME AS WID-F4/APN-b EXCEPT DIAL 
AS YELLOW FLOURESCERT AND YELLOW FLOU- 
<SCENT- KADIC ACTIVE BARKIMGS ENSTEAO 


7 GREEK. BR. REF. NO. 110 UB/46. 


RID-T4B/APR-1 RANCAPH-1 

ALTITUDE INDICATOR RESTRICTED 
OUAL RANGE: O TO 400 FT & 400 TO 4000 FT 
CONSISTS OF A 5 MA DOC IKTTRUMENT HAVING 
THE NEEDLE ADJUSTED SUCH THAT IT REQUIR= 
ES 1.5 MA TO READ O & 6.5 MA TO READ FULL 
SCALE OF 270° ROTATION, CALIBRATED IN 
HUNDREDS OF FEET. ENCLOSED IN A “AN® 
3730744 CRVSP-255259-503 CRYSP-255415 
OCT. 44 SuB 6 


RID-T4B/7APH-1 
TYPE CASE HAVING 2 SCREW (98-32) MOUNT- 
tHG. INCLUDES POWER SWITCH AND RANGE 
SWITCH. THE RANGE SWITCH SYNCHRONOUSLY 
EXPOSED TO ViEw THE PROPER DIAL CORRES- 
PONDING TO THE ALTIMETER RANGE SELECTED. 
SAME AS QiD-14A/APN-1 EXCEPT DIAL MARK- 
TNGS CONTAIN NO RADIO ACTIVE MATERIAL, 
BRITISH REF. NO. 1100B/47~. 


BID-1S/NPA~T AN/APA-I RE-FOSS~-A 
REPEATER INDICATOR: COMFIOENTEAL 
CONSISTS OF A 33P1 CATHODE RAY TUBE, 
HOUSING, ANTI-SHOCK MOUNTING AND TILT 
MOUNTING ASSEMBLY, AN ASSOCIATED MOUNT= 
ING FLANGE FOR INSTRUMENT PANEL. SCALE 
RANGES 0 TO 5. O TO 50 AND O TO 100 
NAUTICAL MILES. IDENTICAL WITH NAVY 
4/23/43 CPR: CPR=SLO-593 
mov. 43 REV Oo 


BID-IS/APA-1 
TYPE (CPR-SSACT REPEATER INDICATOR EXCEPT 
INCLUDES THE ADDITIONAL 100 MILE RANGE. 
WT 4g20Z 


19-19/APS-3 AN/APS~3 RE-9075-A 
REPEATER INDICATOR CONFIOENTSAL 
INCLUDES A FOCUSING YOKE, VERTICAL & 
HORIZONTAL CENTERING COILS, FOCUSING 
CONTROLS & A ~SFP? CATHODE RAY TUBE, 
tNPUT: 6.3 V AC FOR FILAMENTS, 4500 V DOC 
FOR ANODE, 400 V OC FOR VERTICAL DEFLEC-— 
TION COIL, 300 V OC FOR FOCUSING & 
5/24/43 CPR: CPR:SLO-583 
JULY 33 


pare | _MaNWEAGTHREE'S | AANNTAPTNALRG 
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[sR 


HORIZONTAL DEFLECTION COIL, 1D-19/APS-—3 
AND VIDEO VOLTAGE, AND APPROXIMATELY 
90 V DC FOR CATHODE GATE. SIMILAR TO 
REPEATER INDICATOR 380-2/APS-2 (-55ACG) 
ExCcel INCLUDES FOCUS & VIDEO: GAIN CON- 
TROLS & RECEPTACLES HAVE BEEN CHANGED & 


GIVES CLASS “B" INSTEAD OF CLASS “P"CPPI) 


tMDICATION. 


1D-19M/APS~3 AN/APS-3AM RE-SO75-A 
REPEATER INDICATOR CONFIOENTIAL 
IWCLUDES A FOCUSING YOKE, VERTICAL & 
HORIZONTAL CENTERING COILS, FOCUSING 
CONTROLS & A-SFP7 CATHODE RAY TUBE. 
INPUT: 6.3V AC FOR FILAMENTS, 4500¥ DOC 
FOR ANODE, 400V DC FOR VERTICAL DEPLEC- 
TION COIL, 300V DC FOR FOCUSING AND 
2/15/45 CPR: CPRz5L.0-583 
FEB. 45 


HORIZONTAL DEPLECTION COIL, ID-19R/APS-3 
ANO VIDEO VOLTAGE, AND APPROXIMATER.Y 90 
V DC FOR CATHODE GATE. SIMILAR TO RE- 
PEATER INDICATOR 10-2/APS-2 (-S5S5ACG? 
EXCEPT INCLUDES FOCUS & VIDEO GAIN CON- 
TROLS & RECEPTACLES HAVE BEEN CHANGED & 
GIVES CLASS "B" INSTEAD OF CLASS *P" 


CPP!) INDICATION, UNIT IS FIE@D MODIFICA- 


TION OF 10-19/APS-3 TO INCLUDE SEPARATE 
CABLE CONNECTION FOR VIDEO SNPUT. 


1D-24/ARK-9 AN/ARN-9 
APPROACH INDICATOR: 
CROSS POINTER INSTRUMENT: DOUBLE MOVE- 
MENT, ONE FOR HORIZONTAL AND THE OTHER 
FOR VERTICAL INDICATION. THE HORIZONTAL 
MOVEMENT REQUIRES 100 MICRO AMP FOR MID 
SCALE & 180 TO 200 MICRO AMP FOR FULL 
SCALE DEFLECTION. THE VERTICAL IS ZERO 
6/1/43 CAY:Sgt205649 CDE3148 REV I 
JULY 43 60004 


t0-24/ARN-9 
CENTER AND REQUIRES + 80 TO 160 RICRO 
AMP FOR FULL SCALE DEFLECTIONS.ENCLOSED 
IN A STANDARD AN CASE HAVING FOUR HOLES 


OW A 3%” DIAMETER, €-22516) 
§D-257ARC-5 AN/ARC-5 
DIAL (190 TO S50KCd: RESTRICTED 


REMOVABLE OAL FOR USE ON TUNABLE RE- 
CETVER CONTROL UNITS OF THE ARA AND 
ANZARC-5 EQUIPMENTS TO #NDICATE PROPER 
CALIBRATION OF RADIO RECEIVERS -46102, 
746329 OR R-25/ARC-5. 


_ Teas 
JULY 43 


4D 26/7ARC-5 ANZARC-S 
DIAL (520 TO 1500 KC): RESTRICTED 
REMOVABLE DIAL FOR USE ON TUNABLE RE- 
CEIVER CONTROL UNITS OF THE ARA AND 
ANZARC-5 EQUIPMENTS TO INDICATE PROPER 
CALIBRATION OF RADIO RECEIVERS -46103, 
746145 OR R-247ARC-5. 


TIVTAS 
SULY 43 


10-27/ARC-5 AM /ARC-5 
OIAL (4.5 TO 3 MC)? RESTRICTED 
REMOVABLE DIAL FOR USE ON TUNABLE RE- 
CEIVER CONTROL UNITS OF THE ARA AND 
AN/ARC-5 EQUIPMENTS TO INDICATE PROPER 
CALIBRATION OF RADIO RECEIVERS -46104, 
R~20/ARC-5 OR R-25/ARC-5. 


7/14;43 BY: 
auc. 43 
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FO-28/ARC-5  AR/ARC-S 
DIAL €3 TO 6 MC): RESTRICTED 
REMOVABLE DIAL FOR USE ON TUNABLE RE- 
CEIVER CONTROL UNITS OF THE ARA AND 
AN/ARC-S EQUIPMENTS TO INDICATE PROPER 
CALIBRATION OF RADIO RECEIVERS ~46105, 
R-21/ARC-5 OR R-26/ARC-5. 


7/14/48 CBY: 
AUG. 43 


§D-29/ARC-5 AR/ART-5 
DIAL (6 TO 9.378 RESTRICTED 
REMOVABLE DIAL FOR USE ON TUNABLE RE- 
CEIVER CONTROL UNITS OF THE ARA AND 
AN/ARC-6& EQUIPMENTS TO INDICATE PROPER 
CALIBRATION OF RADIO RECEIVERS -46106, 
R-22/ARC-5 OR R-27/ARC-5. 


7/\4/43 CBY: 
AUG, 43 


1D-30/APS-20 AN/APS-2D 
PLAN REPEATER INDICATOR CONF IDENT FAL 
INDICATOR MILL ACCOMMODATE S, 20. 60. 
& 300 MAUTICAL MILE RANGE SWEEPS DIREC- 
THOM INDICAIED Br POSLSION OF IMAGE WITH 
RESPECT TO CENTER OF TUBE. INPUT? 6.3¥ AC 
0.6 AMP, 3.78 WATTS; 200V OC, 33 MA, 2.2 
WATTS; 3800V DC, S MICROAMP, 6.019 WATTS. 
7/15/43 CFR: CPR:SLO-661 
WOv.. 45 


1D-30/aPS-29 
SAME AS t0-2/APS-2 EXCEPT INCORPORATES 
FOCUS. CONTROL AND HOUNTING PROVISIONS 
BAVE BEEN CHANGED. 


1D-30R/KPS-2D AN/APS-15 
PLAN REPEATER INDICATOR: CONFIDENTIAL 
INDICATOR WILL ACCOMMODATE 5, 20, 50, & 
100 MAUTICAL. MILE RANGE SWEEPS DIRECTION 
INDICATED BY POSITION OF IMAGE WITH RES- 
PECT TO CENTER OF TUBE. INPUT: 6.3V AC 
0.6 AMP, 3.78 WATTS; 200¥ DC, II MA. 2.2 
WATTS; 3800¥ DC, 5S MICROANP, 0.019 WATTS. 
3/3/44 CPR: CPR>5LO-661 
WAR. 46 


10-302 /APS-zD 
SAWE AS PLAN REPEATER INDICATOR 
1D-2/APS-2 EXCEPT INCORPORATES FOCUS 
CONTROL AND MOUNTING PROVISIONS HAVE 
BEEN CHANGED. SAME AS PLAN REPEATER IN- 
DICATOR ID-SO/APS-20 EXCEPT HAS BRILLANCE 
CONTROL & ASSOCIATED CIRCBIT CHANGES. 
USED WITH R-70/APS-15 SERIAL 401. 


#D-SOAM/APS-2D0 AN/APS-ISAN 
PLAN REPEATER INDICATOR? CONFIDENTIAL 
ENDICATOR WILL ACCOMMODATE $-30, 50. & 
TOO NAUTICAL MILE RANGE SWEEPS DIRECTION 
INDECATED BY POSETtON OF IMAGE WITH RES- 
PECT TO CENTER OF TUBE. (INPUT: 6.3¥ AC 
0.6 AMP. 3.78 WATTS: 200V DC, 11 MA. 2.2 
WATTS; 3800V OC, & MECROAMP, 0.019 WATTS 
3710745 CPR: CPR:5LO-1646 
MAR. 45A 


10-3OAR/ZAPS-20 
INCORPORATES FOCUS, BRILLANCE AND VIDEO 
GAIN CONTROL & ASSOCIATED CIRCUIT 
CHANGES. SAME AS PLAN REPEATER (NDECATOR 
tO-SOSAPS-20 EXCEPT MCCIFIED TO INCLUOE 
CerCusT wOCHFECATICN TO ENABLE USE WITH 
R-7BHSAPS-ISA, 


4D-327APS-6 ANSAPS -6 

IMDICATOR: CONFIDENTIAL 
CONSISTS OF 3FP7 CATHODE RAY TUBE AND 
RECESSARY ASSOCIATED COMPONENTS, BRIL- 
LEANCE, FOCUS, GRID AWD GUNSIGHT RANGE 
CONTROLS. PROVIDES CLASS B INDICATION 
WITH 25, 65 AND 100 NAUTICAL MILE RANGES; 
CLASS "QO" CHODIFIED CLASS H) INDICATION 
77244435 CATS 

MAR. 44 


wits 1D-32/APS-6 
APPROXIMATELY 5 MILE AND t WILE RANGE; 
AND CLASS G INDICATION AT 1000 YDS. 
ALSO PROVIDES FOR DISPLAY OF IFF AND 
BEACON RESPONSES, SIMILAR TO NAVY TYPE 
CS-SSAAM OF MODEL AIA EQUIPMENT. 


TD-33/APA-6  AN/APA-6 

INDICATOR: CONFIDENTIAL 
DESIGNED TO PLUG INTO THE FRONT PANEL OF 
WAVY MODEL ARC-1, RADAR EQUIPMENT 
AN/APR=1 OR AN/APR-4 (SEARCH RECEIVING) 
Im ORDER TO ANALYZE THE OUTPUT OF THE 
RECEIVER BY PROVIDING THE FOLLOWING: 
PULSE SHAPE ON THE SCREEM OF A CATHODE 
7/23/43 GG: 
Jan. 44 


1D-33/APA-6 
RaY TUBE, PULSE WIDTH IN MICROSECONDS, & 
PULSE REPITITION RATE. OBTAINS POWER 
FROM RECTLFIER POWER UNIT PP-20/APA-6, 
OR PP-21/APA-6X, FITS 
WOUNTENG BASE &2NT-52/UR. 


(0-34/aASQ-1) aNsasQ-t 

INDICATOR: 
CONSISTS OF A 3” FLUSH 500-0-500 RICRO- 
AMPERE METER. SIMILAR TO & INTERCHANGE- 
ABLE WITH BASIC METER OF INDICATOR 
10-5/ASQ-3 EXCEPT 1S CALIBRATED; DOES 
NOT INCLUDE MOUNTING OR LIGHTING 
ACCESSORIES. FIRST PURCHASED UNDER 
8/18/43 Cw30-166191 
cl. 43 


1D-34/ASQ-¢ 
WAVY CONTRACT NXsa-376. 


1D~34A/ASQ-1 ANsASQ-1 

INDICATOR: 

CONSISTS OF A 3” FLUSH 500-0-500 MICRO- 
AMPERE METER WITH LUMINOUS DIAL. SiM- 
HILAR TO & ENTERCHANGEABLE WITH BASIC 
METER OF INDICATOR 1D-5/ASQ-5 EXCEPT IS 
CALIBRATED; DOES NOT INCLUDE MOUNTING OR 
LIGHTING ACCESSORIES. FIRST PURCHASED 
8/18/43 CwW:0-166191 

OCT. 43 


1D-34A/ASQ-1 


UMOER WAVY CONTRACT NOas-S82 
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AD-34B/ASQ-1 AN/ASQ-1 

ENDECATOR: 

CONSISTS OF A 3" FLUSH 500-0-500 MICRO- 
AMPERE METER WITH LUMINOUS DIAL. SIM- 
TLAR TO & INTERCHANGEABLE WITH BASIC 

METER OF INDICATOR I1D-S/ASQ-3 EXCEPT IS 
CALIBRATED BUT FIGURES ARE DELETED AND 
SUBDIVISIONS ARE REDUCED TO A MINIMUM 
8/18/43 CWLD-166034 

woV. 45 


ED-34B/ASQ-1 
WITH DISTINCTIVE MARKS AT CENTER AND 
EnOS. DOES NOT INCLUDE MOUNTING OR 
LIGHTING ACCESSORIES, FIRST PURCHASED 
UNDER NAVY CONTRACT NOas-348 


1D-40/ASQ-38 AN/ASQ-3a 
UHDICATOR: 
CONSISTS OF ONE 500-0-500 MICRO-AMPERE 
INSTRUMENT MOUNTED IN SQUARE 80X WITH 
IHDICATING SIGNAL LIGHT. SIMILAR TO IN- 
DICATOR §D-5/ASQ-3 EXCEPT INCLUDES AN 
INDICATING SIGNAL LIGHT BUT IS NOT IN- 
TERCHANGEABLE. 
9/3/45 Cis 
SEPT 43 


1D-45/7ARR-9 ANSARR-9 
RANGE INDICATOR: CONFIDENTIAL 
CONTAINS THE CIRCUITS AND COMPONENTS FOR 
ACCEPTING THE TRIGGERING PULSE AND THE 
ViDEO SIGNAL FROM THE RELAY SIGNAL 
SEPARATOR F-9/ARR-9 AND PROVIDES THE 
VISUAL INDICATIONS SHOWING DISTANCE AS 
WELL AS DIRECTION OF THE REFLECTING 
Tt/30/43 CADUS 
NOV. 43 


ED-457ARR-9 
OBJECT. INPUT FROM PP-S2/ARR-9 = 0.0005A 
AT 1950V DC, 0.045A AT 375¥ DC AND 3.3A 
AT 6.3¥ AC. SIMILAR TO NAVY MODEL 
CIP-SS-AAZ. 


1D-46/SPA-1 AN/SPA-1 

UNDICATORS CONFIDENTIAL 
DESIGNED TO PLUG INTO THE FRONT PANEL 
OF MX-24/APR-1 IN ORDER TO ANALYZE THE 
OUTPUT OF THE RECEIVER BY PROVIDING THE 
FOLLOWING: PULSE SHAPE ON THE SCREEN OF 
A CATHODE RAY TUBE, PULSE WIDTH IN 
MICROSECONDS, & PULSE REPETITION 
19/30/43 CGG; 

NOV. 43 


'D-46/SPA-1 
RATE. OBTAINS POWER FROM RECTIFIER POWER 
UNIT PP-S4/SPA-1. FITS MOUNTING BASE 
WMT-~S2/UR, SIMILAR TO iD-335/APA-6 EXCEPT 
DELAY CIRCUIT ADDED. 


ED=SOSAPASS AN/APASS CONFIDENTIAL 
ENDICATOR: 
CONTAUNS 3" CATHODE RAY TUSE USING 3” 
ELECTROSTATIC DEFLECTION, VERTICAL SWEEP 
AMPLIFIER, ViDEO AMPLIFIER, INDICATOR 
LIGHTS AND 1 RCA TUBE TYPE SFP7 OR EQUAL, 
2 JAN-6AKS AND Z JAN*GHAG7. SIZE IS 
APPROX. 6" X 6% X 14%, HT. APPROX. 9 LBS. 
12/28/43 CFNIML-SO0792-1 
VAN. 45 


TO-SO/APA-S 
PART OF {INDICATOR EQUIPMENT AN/APA-5. 


UD-S2/MPN-1A  AN/MPN-TA 
AZIMUTH INDICATOR: CONFIDENTIAL 
PANEL AND FRAME CONSTRUCTION. CONTAINS 
TWO FICH CATHODE RAY TUBES AND A TRACK- 
UNG COURSOR AND ANTENNA ANGLE FOLLOWER 
FOR EACH TUSE. ALSO CONTAINS SEVERAL RE- 
LAYS FOR CHANNEL SWITCHING AND THE 
NECESSARY VIEWING MIRROR. PRESENTS RANGE 
t/5/44 CRR: CRRTARIG2S7~1 
JAN. 44 


§D-S2/MPN-TA 
AND AZIMUTH DATA ON DETECTED TARGETS. 
DIKENSIONS; 19" X 20" X 22". POWER INPUT: 
tt7 V. AC, VIDEO, 4000V DC ANO 200V DC, 
SEMILAR TO A COMBINATION OF AZIMUTH IN- 
DICATOR {D-36/HPN-1, ELEVATION ANTENNA 
FOLLOWER ASSEMBLY MX-48/MPN-1 AND 
AZIMUTH DIRECTOR ASSEMBLY MX-32/MPN-1. 


ID-SS/HPN-TA ANSMPN-1A 
ELEVATION INDICATOR: CONFIDENTIAL 
PANEL AND FRAME CONSTRUCTION. CUNLAINS 
THO 7" CATHODE RAY TUBES AND A TRACKING 
COURSOR & ANTENNA ANGLE FOLLOWER FOR 
EACH TUBE. IN ADDITION, IT CONTAINS 
SEVERAL RELAYS FOR CHANNEL SWITCHING & 
THE NECESSARY VIEWING MIRRORS. PRESENTS 
VIG 144 CRRe CRRSAR96236-1 
JAN. 44 


ED-S3/MPN-TA 
RANGE AND ELEVATION ON DETECTED TARGETS. 
DIMENSIONS: 19" X 20" X 22". POWER INPUT 
VH7¥ AC, VIDEO, 4000 VOLTS DC. 200V DC. 
SIMILAR TO A COMBINATION OF ELEVATION 
UNDICATOR 10-37/MPN-1 AZIMUTH ANTENNA 
IFOLLOWER ASSEMBLY MX-47/MPN-1 AND 
ELEVATION DIRECTOR ASSEMBLY MX-33/MPN-1. 


10-S4/MPN-TA  AN/SHPN-TA 

SEARCH ENDICATOR: CONFIDENTIAL 
PANEL AND FRAME CONSTRUCTION. C@NIAINS 

THE NECESSARY CIRCUITS FOR GENERATING A 
CIRCULAR SWEEP ON THE CATHODE RAY TUBE, 
FOR GENERATING FIXED AND VARIABLE RANGE 
MARKS, AND FOR GENERATING AN OPERATING 

TRIGGER FOR USE ON THE SEARCH SYSTEM 


V/S/44 CRR: CRRIAR96228 
JAN 44 
GNLY IN CASE OF FAILURE UD-S4/MPN-TA 


OR SHUT-DOWN OF THE PRECISION SYSTEM. 
HOUSES THE CATHODE RAY TUBE ANO VIEWING 
MIRROR. DIMENSIONS: 19" X 20" X 22" 
FURNISHES VISUAL DATA AS TO NO. OF AIR- 
CRAFT AND RESPECTIVE POSITIONS. SIMILAR 
TO A COMBINATION OF SEARCH INDICATOR 
1D-35/MPN-1, SEARCH CENTRAL SN-6/MPN-4 
AND RECTIFIER POWER UNIT PP-27/MPN-t. 
POWER INPUT: 117 V AC,4 KY. OC. 


UD-SS/MPN-1A  AN/MPN-1A 
APPROACH INDICATOR: CONFIDENTIAL 
PANEL AND CHASSIS CONSTRUCTION, WITH AN 
ADDITIONAL ENCLOSURE FASTENED TO THE ~ 
FRONT OF THE PANEL AND CONTAINING THE 
ERROR METERS FOR AZIMUTH AND ELEVATION 
SO CONSTRUCTED AS TO SiMULATE THE POSI- 
TION OF THE AIRCRAFT WITH RESPECT TO THE 
1/5/44 CORR CRR . 
JAN, 44 AR-96238-1 


FLIGHT AXES ALSO 1D-5S/MPN-tA 
CONTAINS THE CIRCUITS FOR THE INTERCOM. 
AMPLIFIERS, MICROPHONE SUPPLY FOX THREE 
OPERATING POSITIONS AND THE SELECTOR 
SWITCHES USED TO SELECT THE DESIRED COM- 
WUNICATIONS CHANNEL FOR THE CONTROLLER. 
POWER INPUT: ERROR VOLTAGES, TI7¥ AC. 
DIMENStONSs 19" X TH B72" X 24", SIMILAR 
TO BUT NOT INTERCHANGEABLE WITH ¢ 
APPROACH INDICATOR §0-38/HPN-1. 


ED-SB8/APA-38 AN/SAPA-38 CONFIDENTIAL 
INDICATOR: 
PROVIDES VISUAL RECEPTION OF R.F. SIG- 
NALS. IF tNPUT 30 KC + 3 MC MOUNTS ON 
MOUNTING BASE MT-167/U.POWER SUPPLY? 
110/107400~, SELF-CONTAINED. USED 
WITH EQUIPMENT OF THE TYPE OF RECEIVING 
EQUIPmENT ANZAPR-1, FIRST PROCURED ON 
1/20/44 «CPN; 
SEPT. 44 


10-S8/APA-38 
CONTRACT NXga-60022 FROM PANORAMIC RADIO 
core. 


bD-GU/APA-24 AN/APA-24 RE 135A 862A 
ANTENNA POSITION INDICATING 

ASSEMBLY CONSISTS OF A SYNCHRO 
TRANSMITTER AND A SYNCHRO RECEIVER AND 
INTERCONNECTING CA8LE. USED TO GIVE 
ANTENNA POSITION BEARING. 

*WPUT 80 OR 11$/719/400 OR 800~. 


1/29/46 
FEB. 45 


ID-66/AXR-1 — AN/AXR-1 
MONITOR INDICATOR: CONFIDENTIAL 
AN AUXILUARY VIEWING UNIT CONTAINING 
VIDEO AMPLIFIER CIRCUITS, DRIVEN TYPE 
DEFLECTION CIRCUITS HIGH VOLTAGE GENE- 
RATOR AND 7™ CATHODE RAY TUZE. MAY BE 
USED FOR TEST PURPOSES BY DIRECT CON- 
NECTION TO CONVERSION UNIT PH-S22/AXT-2 
2/12/44 
FEB. 44 


1D-66/AXR-1 
WT. APPROX. 30 LBS. SIZE APPROX. 9" X 
wi" x 19", 


ID-66A/AXR-t AN/AXR=E 
MONITOR INDICATOR: CONFIDENT FAL 
AN AUXILIARY VIEWING UNIT CONTAINING 
VIDEO AMPLIFIER CIRCUITS, DRIVEN TYPE 
DEFLECTION CIRCUITS, HIGH VOLTAGE GENER~ 
ATOR AND 7" CATHOD: RAY TUBE. MAY BE 
USED FOR TEST PURPOSES BY DIRECT CON- 
NECTION TO CONVERSION UNIT PH=S22/AXT-2 
4/12/45 CEN: 
APR, 45 


TD-G6A/AXR-1 
OR PH-S48/AXT-2A. WI, APPROX, 30 LBS. 
SIZE APPROX. 9" X TI" X F97, SIMILAR TO 
10-66/AXR-1 EXCEPT INCLUDES NOISE SUP= 
PRESSION CIRCUIT. FIRST PROCURED ON 
NXsa-93948. 
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$0-67/APS-3(XN-1) AN/APS-3 RE-9075-A 
REPEATER INDICATOR: CONFIDENTIAL 
INCLUDES A FOCUSING YOKE, VERTICAL & 
HORIZONTAL CENTERING COILS, FOCUSING 
CONTROLS & A 3$FP? CATHODE RAY TUBE. IN- 
PuT; 6.3 V AC FOR FILAMENTS, 4500 V¥ DC 
FOR ANODE, 400 V DC FOR VERTICAL DEFLEC- 
TION COIL, 500 V DC FOR FOCUSING & 
2/26/44 CPR: CPR°5LO-583 
FEB. 44 


HORIZONTAL DEFLECTION §0-67/APS-3¢(XN-1) 
COIL. & VIDEO VOLTAGE, & APPROXIMATELY 
90V DC FOR CATHODE GATE. SIMILAR TO PLAN 
REPEATER INDICATOR ID-2/APS-2 (-55ACU) 
EXCEPT INCLUDES FOCUS & VIDEO GAIN CON- 
TROLS & RECEPTACLES HAVE BEEN CHANSED & 
GIVES CLASS "B" INSTEAD OF CLASS "P®" 
(PPI) INDICATION, SIMILAR TO ID-ty,APS-3 
EXCEPT SMALLER & MORE COMPACT & MOUNTS 

ON INSTRUMENT PANEL OF AIRCRAFT. 


1D-68/APS-15 AN/APS-15 
PLAN REPEATER INDICATOR: CONFIDENTIAL 
#{NDICATOR WILL ACCOMMODATE 5, 20, 50, & 
100 NAUTICAL MILE RANGE SWEEPS DIRECTION 
INDICATED BY POSITION OF IMAGE WITH RES- 
PECT TO CENTER OF TUBE. INPUT: 6.34 AC 
0.6 AMP, 3.78 WATTS; 200¥ DC, 11 MA, 2,2 
WATTS; 38004 DC, S MICROAMP, 0.019 WATTS 
2/26/44 CPR: CPR:5LO-66} 
WAR, 44 


10-68/APS-15 
SAME AS PLAN REPEATER INDICATOR 
10-2/APS-2 EXCEPT INCORPORATES FOCUS 
CONTROL AND MOUNTING PROVISIONS HAVE 
BEEN CHANGED. SANE AS PLAN REPEATER IN- 
DICATOR 10-30/APS-2D EXCEPT HAS BRILLANC! 
CONTROL & ASSOCIATED CIRCUIT CHANGES. 
USED WITH NAME R-7O/APS-15 SERIAL 401. 

~~CANCELLED— 


1D-78/ARQ-10 AN/ARQ-10 
INDICATOR-AMPLIFIER 
INDICATES PANORAMIC SWEEP OF FREQUENCIES 
CENTeKcD AT KeCelver SELIING AND BY Jn 
VERTICAL LINES INDICATES THE RELATIVE 
FREQUENCIES OF THE VICTIM AND JAHMING 
CIRCUITS, ALSO INCLUOKS RECEIVER AUDIO 
AMPLIFIER, HEAD-PHONE JACK, TRANSMITTER 
4/3/44 CFT: 

APR. 44 


CONFIDENTIAL 


1D-7B/ARQ-10 
MICROPHONE AND KEY JACKS AND SWITCHES 
FOR APPLYING VARIOUS TYPES OF MODULATION 
TO THE TRANSMITTER. INCLUDES SPOT CENTER- 


ENG, FOCUS AND BILLIANCE CONTROLS. WT. 
APPROX. 25 LBS. StZ2E: 1 ATR RACK. 
1D-80/APA-17 AN/APA-17 


AMPLIFIER-INOICATOR: CONFIDENTLAL 
INCLUDES A 5" CATHODE RAY TUSE WITH LONG 
PERSISTENCE SCREEN, SYNCHRO UNIT, PHAS- 
ING CONDENSER TO PRODUCE CIRCYLAR SWEEP, 
VIDEO AMPLIFIER FOR PRODUCING SUFFICIENT 
VOLTAGE TO BE APPLIED TO PLATES OF 
CATHODE RAY TUBE. USED TO INDICATE 
4/4/44 CANB: 

APR. 44 


HO-SO0/APA-17 
DIRECTION OF RECEIVED SIGNAL. INPUT 250V¥ 
OC, #1500 V DC AND 115V/12/400-2600. 


pee FIRST ASSIGNED FOR 


oe GREY . 


HD-80A/APA-17 ANSAPA-17A 
AMPLIFIER-INDICATOR: CONFIDENTIAL 
tNCLUDES A 5” CATHODE RAY TUBE WITH LONG 
PERSISTENCE SCREEN, SYNCHRO UNIT. PHAS- 
§NG CONDENSER TO PRODUCE CIRCULAR SWEEP, 
VIDEO AMPLIFIER FOR PRODUCING SUFFICIENT 
VOLTAGE TO BE APPLIED TO PLATES OF 
CATHODE RAY TUBE. USED TO INDICATE 
4/14/44 CKB: 

APR. 44 


10-80A/APA-17 
DIRECTION OF RECEIVED SIGNAL. INPUT 250V 
OC. 1500 V DC AND F15V/137400-2600. SAME 
AS 1D-80/APA-17 EXCEPT HAS DIFFERENT 
COMPONENT PARTS. 


10-84/TPS-1B 
INDICATOR UNITS: CONFIDENTIAL 
INCLUDES 7" CATHODE RAY TUBE OF THE 
ELECTRO MAGNETIC OEFLECTION TYPE AS A 
PPI INDICATOR, §" ELECTROSTATIC TUBE AS 
A CLASS A INDICATOR. ALSO INCLUDES REC- 
TIFIER CIRCUITS FOR PROVIDING H.V. DC. 
FOR THESE TUBES AND IF CIRCUITS FOR 
4/17/44 CWEX-6617IG CwWr3L-458492 
DEC. 44 


AN/TPS-18 


R-87/TPS-1B. INDICATOR MAY SD-84/TPS-1B 
BE CALIBRATED IN NAUT. OR STATUTE MI. 
ALSO INCLUDES ANT. ROTATION SWITH, IFF 
OPERATING CONTROL, & XMTR. ON-OFF SWITCH- 
MAY BE OPERATED AT A REMOTE POINT FROM 
THE REST OF AN/TPS-#B8 BY CONNECTION THRU 


A COMBINATION CABLE, INPUT: 825/¢1¢/400 & 
27v. OC. & 300, 
450 & -150¥ DC FROM PP-9I/TPS-I1B & 100V 


PULSE FROM MD-32/TPS-1B. 


10-86/UXR-2 AN/UXR-2 
VIEWING MONITOR: CONFIDENTIAL 
CAPABLE OF RECEIVING INTELLIGENCE FROM 
RADIO RECEIVER R-9O/UXR-2 AND REPRODUCING 
THE P4CTURE INFORMATION ON A 12” KINE- 
SCOPE SCREEN. HAY BE REMOTELY LOCATED 
FROM R-90/UXR-2. MAY ALSO BE USED WITH 
PHOTOGRAPHIC EQUIPMENT AN/UFA-1. POWER 
6/4;44 
MAY 44 


10-86 /UXR-2 
INPUT 26¥ DC & 300¥ DC. FROM MOTOR- 
GENERATOR SET PU-37/UXR-2, 


MAY BE USE WITH BLOCK 1 OR BLOCK 111 
EQUIPHENT. 

tO0-87/AXS-1 AN/AXS-1 
MONITOR: CONFIDENTIAL 


USED TO PRESENT VISUAL INDICATION OF 
OUTPUT OF EITHER CONVERSION UNIT 
PH-5S36/AXS-1 OR PH-S37/AXS-1 OR OUTPUT 
OF AMPLIFESR-CONTROL UNIT C-138/AXS-1 OR 
OUTPUT OF VIDEO TRANSMITTER. CONTAINS A 
7” VIEWING TUBE AND AMPLIFYING AND 
6/4/44 z 

MAY 44 


1D-87/AxXS-14 
DEFLECTION CIRCUITS AND A 6000V ANODE 
POWER SUPPLY. INPUT: 110¥/1/400~2400~ 
AND 250V DC FROM PP-97/AXS-1 OR 
PP-98/AXS-1. 


ASSIGRED. 
IssuED 


10-89/MPN-TA 
ALTIMETER PANEL 
PANEL WHICH MOUNTS IN MOUNTING RACK 
MT-177/MPN-1A AND CONTAINS A KOLLSMAN 
ALTIMETER AN 5760-2 FOR USE BY THE PLANE 
SELECTOR OPERATOR OF RADIO SET AN/MPN-IA 
& AN/MPN-1B. SHZE 19" X 5". WT. 3 LBS. 


AN/MPN-1A,18 


5/19/44 CRR: CRRIAN 92176-1 
MAY 44 

{D-95/AXR-3  AN/AXR-3 

INDICATOR: CONFIDENTIAL 


PRESENTS TELEVISION INDICATION OF RE- 
CEIVED INTELLIGENCE ON A 181tPI/7 CPI 
TUBE OR MODIFICATION THEREOF. CONTAINS 
VIDEO AMPLIFIER, DEFLECTION OSCILLATORS 
AND HIGH VOLTAGE RECTIFIER CIRCUITS. 
SIZE APPROX. 10" X TO" X 15", WT. APPROX 
5/29/44 

dun. 44 


1S LBS. OBTAINS POWER 1D-95 /AXR-3 
FROM AMPLIFIER-POWER SUPPLY AM-54/AXR-3 
INPUT 28 V,. 400 V AND 220 V DC AND -28 ¥ 
OC. CONTAINS ON-OFF SWITCH FOR ENTIRE 
EQUIPMENT, CONTRAST CONTROL, BRIGHTNESS 
CONTROL, VERTICAL HOLD CONTROL, HORIZON- 
TAL HOLD CONTROL. 


10-96/ARR-16 AN/ARR-16 
AZEMUTH tNDICATOR: CONFIDENTIAL 
SQUARE FACE TYPE, 4 1/2", DE JUR ASCO 
METER ON EQUAL. HOUSED IN A SEPARATE 
METAL BOX. USED TO GIVE AZIMUTH INODICA- 
TUON OF AN/CRI-4. 


6/20/44 
JUN. 44 
ID-S7/ARR-16 AN/ARR-16 
AZIMUTH INDICATOR: CONFIDENTIAL 
SQUARE FACE Ter—E, 4 1/2", DE yUR ANSCD 


METER OR EQUAL. HOUSED 1N A SEPARATE 
METAL BOX. USED TO GIVE AZIMUTH INDI- 
CATION OF AN/CRT-4. SAME AS 10-96/ARR-16 


EXCEPT tNCLUDES A 2 CONTACT PHONE JACK 
TO ENABLE PILOT TO LISTEN TO'RADIO 
6/20/44 

SUK, 44 


1D-S7/ARR-16 
RECEIVER R-106/ARR-16, 


1D-106/APD-1 
INDICATOR: CONFIDENTIAL 
DIRECTION FINDER INDICATOR HaviNG A 5” 
SCOPE AND ASSOCIATED AMPLIFIER, THE 
RELATIVE SIGNAL STRENGTH IS INDICATED 8Y 
THE POSITION OF THE SPOT IN THE VERTICAL 
PLANE. A MODIFIED ASE INDICATOR THOUGH 
NOT ELECTRICALLY OR MECHANICALLY INTER- 
8/16/44 
AUG. 444 


AN/APD-! 


1D-1O0G/APO-1 
CHANGEABLE, EQUIPMENT WiLL BE INSTALLED 
UN TBF NAVAL AIRCRAFT. APPROX. SIZE 


20 144" X 9 174" X 9 1716" WT. APPROX. 
22 LBS. REQUIRES 120V AC. AT 800 CPS & 
28V DC. PART OF AN/APD-1. MFD. BY WILL- 


MOTTE LABS. WASH. 
NOas-4148. 


D.C. ON CONTRACT 


ORE 
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18-108 /APS-15-TT AN /APS-1S-TT 

PLAM REPEATER INDICATOR: CORFIDENTIAL 
INDICATOR WILL ACCOMMODATE S, 20, 50, & 
100 MAUTICAL MILE RANGE SWEEPS DIRECTION 
HMDICATED BY POSITION OF IMAGE WITH RES- 
PECT TO CENTER OF TUBE. INPUT: 6.35V AC 
4.0 AMP, 6.30 WATTS; 200¥ DC, If HA. 2.2 
WATTS; 3800¥ DC. S MICROAMP, 0.019 WATIS. 


9/20/44 CGP: CGP 210339 
SEPT. 444 
. SHME AS PLAW 1D-TOS/APS-15-TT 


REPEATER INDICATOR §ED-2/APS-2 EXCEPT 
ENCORPORATES “FOCUS” & "BRILLIANCE” CON- 
TROL AND MOUNTING PROVISIONS HAVE BEEN 
CHANGED. SAME AS PLAN REPEATER INDICATOR 
tO-3OASAPS~-20 EXCEPT HAS BRILLEANCE CON- 
TROL & ASSOCIATED CIRCUIT CHANGES. HAS 
DRIFTLINE INDICATOR, WITH ASSOCIATED 
WERING CHANGES. 


tD-81274SG-10 ARZASG-10 RESTRICTED 
ALTIMETER UNIT 
ALTIMETER UNIT CONSISTS OF A BARO- 
METRIC ELEMENT AND ELECTRICAL COMMUTA- 
TOR DESIGNED TO GIVE ELECTRICAL @#MPULSES 
AT PRE-CHOSEN ALTITUDE POINTS BETWEEN 
1800 AND 10,000 FT. THE POINTS ARE CHOSE! 
UN GEOMETRIC PROGRESSION IN WHICH EACH 
10/32/44 CAXS 
OCI. 44 


1B-TT27ASG-10 
POUNT IS 6/5 THE ALTITUDE OF THE POINT 
BELOW &7. THIS UNET IS USED TO INITAITE 
T USING AND COMPUTATION IN COMPUTER UNIT 
CP-IS/ASG-10. USED AS PART OF ANZASG-10. 
WEIGHT: 1.5 LBS. StZEz 6 1/2" X 3" DIAL 
POWER SUPPLY FROM CP-1S/ASG-10. PROCURE- 
WENT: THROUGH BU ORD CONTRACT NO. OSRD 
L41 4745. MADE SY THE MAGNAVOX CO. 


tO-144/APS-3 ANSAPS-3.3A RE-S9ETS-4 
REPEATER #INDECATORS CONFODENTIAL 
#NCLUDES A FOCUSING YOKE, VERTICAL & 
HORIZONTAL DEFLECT#ON COILS, FOCUSING 


“ CONTROLS € A 3HP7? CATHODE RAY TUBE. 


“INPUTS 6.3 V AC FOR FILAMENTS, 4500¥ 0C 
FOR ANODE, 300 ¥ DC FOR GRID 2.DEFLEC- 
TION COIL CURRENTS, 19S¥ FOR FOCUSING 
HOV9744 «= CGZ: 

FEB. 454 


oe Ne 1D-TIS/APS-3 
cot, VIDEO FOR TUBE. AND 
SOV DC MAX. FOR CATHODE. SUMILAR 
TO 1D-19/APS-3 EXCEPTS SUBSTITUTES 3HP7 
CATHODE RAY TUBE FOR SFP7 AND FOCUS AND 
BRILLIANCE CONTROLS ARE LOCATED ON 
C-25S/APS-3 CONNECTED TO THE INDICATOR 
PROPER BY A CABLE. FOR USE IM 
"ATAURCRAFT. USED WITH BUT NOT PART OF 
AW/APS-3, SA. 


1D-124/GMQ-S An/GRQ~5S 
PHASE-METER: CONFIDENTIAL 
MEASURES AND INDICATES PHASE OIFFERENCE 
BETWEEN 10 KC. OUTPUT SIGNAL FROM RADIO 
TRANSMITTER T-019/GMQ-5 AND 80 KC. 
SIGNAL VOLTAGE O8TAINED FROM GONIOMETER 
GO-1/GuQ-S. IN OPERATION THE PHASE OF 
THE GONIOMETER OUTPUT SIGHAL IS MANUALLY 
ve/ursas 

Moy. 44 


1D-124/GNQ-5 
ADJUSTED TO KEEP STEP WITH THE PHASE OF 
THE RADIO RECLIVERSS OUTPUT. 


4-69 


HARE, [rast assicneo rox | avrg | 


$0-32S/GMQ-5 AN/GNQ-5 CONFIDENTIAL 
OSCILLOSCOPE 
A STANDARO 3” OCILLOSCOPE USED TO PRO- 
VEDE A CHECK ON POSITIONING OF ANTENNA 
ASSEMBLY AS-223/GMQ-S AND A VISUAL INDI- 
CATSON OF PHASE RELATION BETWEEN THE 
TRANSMETTED AND THE RECEIVED SIGNAL 
PROVIDES “ROUGH CHECK" OF INDICATION. 
1244744 
bEC. 44 


FB-1257GMQ-5 
USED IM CONJUNCTION WITH PHASE METER 
410-124/GMQ-S. MOUNTED ON PANEL OF CON- 
SOLE CY¥-329/GMQ-S. 


HO-128/APS-20 AR/APS-20 CONFIDENTIAL 
REPEAT INDICATOR 
REPEAT INDICATOR - CONSISTS OF A FOCUS- 
ING YOKE, DEFLECTION COILS, A SFP7 CA- 
THODE RAY TUBE AND VIDEO AMPLIFIER. CON- 
TROLS ARE PROVIDED FOR VIDEO GAIN, CRT 
BIAS AND FOCUS AND RANGE SELECTION. !N- 
PUTS ARE 120 VOLT, 400 CYCLE, AC. OPERA- 
41/23/44 CAEVs 
BEC. 44 


1D-128/APS-20 
TING POTENTIALS FOR VIDEO AMPLIFIER AND 
CATHODE RAY TUBE AND SYNCHRO AND VIDEO 
SIGNALS FROM ASSOCIATED UNITS. DIMEN- 
StONS: 20" xX 8" X BY. WIL: 12 LBS. 


ID-12BA/APS-20 AR/APS-20A CONFIDENTIAL 
REPEAT INDICATOR: 
REPEAL, INDICATOR - CONSISTS OF A FOCUS- 
1NG YOKE, DEFLECTION COILS, A SFP7 CA- 
THODE RAY TUBE AND VIDEO AMPLIFIER. CON- 
TROLS ARE PROVIDED FOR VIDEO GAIN, CRT 
BIAS AND FOCUS AND RANGE SELECTION. IN- 
PUTS ARE 4120 VOLT, 400 CYCLE, AC. OPERA- 
4/14/45 CAEV: 
APR. 454A 948A 


D-128A/APS~20 
TENG POTENTIALS FOR VIDEO AMPLIFTER AND 
CATHODE RAY TUBE AND AZIMUTH INFORNATION 
AND VIDEO SIGNALS FROM ASSOCIATED UNITS. 
DIMENSIONS: 20" X 8" X 8", WT. 12 LBS. 
SUMELAR TO 10-128/APS-20 EXCEPT INCLUDES 
PROVISIONS FOR FLEXIBLE SHAFT AZIMUTH 
DRIVE, 


1D-130/APS-20 AN/APS-20 RESTRICTED 
FLUXGATE MASTER INDICATOR: 

BODEL 12005 BENDIX MASTER JNDSCATOR MOD- 
(FLED BY ADDITION OF A SMALL SIZE 1 TO 3 
PHASE AND A SMALL 1 TO 2 PHASE AC SYN- 


CHRO-GENERATOR DIRECT COUPLED AND ATTACH 


ED TO ROTATING MEMBER OF MASTER INDICA- 
TOR. VSED TO STABILIZE THE PP4 PRESENTA- 


W2/9/44 CAEV: CAE¥S5~E5352 
Fes. 45 

a 
TtORs fD-130/APS5-20 


OF THE PLANE AND SHIPBOARD {t{NDICATORS. 
DIMENSIONS: 10" X 6". WEIGHT: 6 LBS. 


SRST 


. 


1D-131/APS~20 AN/APS-20 
PRESSURE GUAGE PANELS: 
A PANGL CONTAINING 3 PRESSURE GAUGES, 
ONE CONNECTED TO THE RADAR TRANSMITTER 
CONTAINER, ONE TO THE RF CINE ANDO ONE TO 
THE KHODULATOR. USED TO INDICATE THE DIF- 
FERENTIAL PRESSURE !N EACH ONE OF THESE 
UNITS. METER RANGES 0-30 LBS. DIMENSIONS: 
12/9/44 CAKX: 
OEC. 44 


{0-131 /APS-20 
6" x 10" x 5", WEIGHT: 3 LBS. 


(O-1327ARR-16A AN/ARR-1GA CONFIDENTIAL 
AZIMUTH tNDICATOR: 
SQUARE FACE TYPE, 4 374" X 3 15/16", 
WESTON MODEL 861. HOUSED IN A SEPARATE 
METAL BOX. USED TO GIVE AZIMUTH ENOICA~ 
TtON OF AN/CRT-4. FIRST PROCURED FROM 
FREED RADIO CORP ON NXsa 64129. 


12/18/44 CFF: 
DEC. 44 


WO; S37ARR-16A AN/ARR-16A. CONFIDENTIAL 
AZIMUTH ENDICATOR: 
SQUARE FACE TYPE, 4 174" X 3 15716", 
WESTON MODEL 861. HOUSED IN A SEPARATE 
METAL BOX. USED TO Give AZIMUTH INDICA- 
TiON OF AR/CRI-4. SAME AS ID-132/ARR-1GA 
EXCeEPT *NCLUDES A 2 CONTACT PHONE JACK 
TO EWASLE PILOT TO LESTEN TO RADIO RE- 
12718444 CFE: 
DEC. 44 


(O-1337ARR-16A 
CEIVER R-145SARR-1G6A. FIRST PROCURED 
FROM FREED RADIO CORP'ON NXsa 64129 


4O-139/GPX-2  AN/GPX-2 SPEC: EN-102 
INDICATOR-CONTROL UNIT? CONFIDENTIAL 
#NOSCATOR-CONTROL UNIT CONSISTS OF 
BC-929A AND BC-114SA COMBINED. THESE ARE 
MODIFIED FOR OPERATION FROM 60 CYCLE 
POWER AND MOUNTED IN A STANDARD 19% 
RELAY RACK CABINET. POWER REQUIREMENTS? 
1tOV AC 50-70 CYCLES. SIZE: 20" X 11" X 
0422445 . 
JAN. 45 


(D-1397GPX-2 
15" MAXIMUM. PART OF: AN/GPX-2. CONTRACT 
NOas 4536 WITH MAJESTIC RADIO AND 
TELEVISSON CORP. 


I1D-140/APS-6-TI AN/APS-6-TI 

(NDOICATOR UNITS CONFIDENTIAL 
INOICATOR UNIT CONSISTING OF THREE SETS 
OF POTENTIOMETERS AND ASSOCIATED DIALS 
FOR INDECATING AND TRANSMITTING THE 
TARGET AZIMUTH, E@EYATION AND SCANT 
RANGE. SLANT RANGE #S OBTAINED FROM TAR- 
GET SIMULATOR SM-7/APS-6-TI. ELEVATION & 
¥/24/45) CATE: 
JAN, 45 


MAAR | 
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4-70 
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Fist assicnen FoR | ANT DRAWING, 


1D-140/KPS-6-T1 
AZIMUTH 1S OBTAINED FROM CN-47/APS-6-TI 
ATTGTUDE CORRECTION UNIT. 


10-t43/0PX GER. USE 
REMOTE INDICATOR: CONFIDENTIAL 
CONTAINS SIX PILOT LIGHTS, THREE OF 
WHICH ARE MARKED JFF. Pt AND FLI RESPEC- 
TIVELY AND THREE OF WHICH ARE MARKED 
WITH THE NAMES OF THE ASSOCIATED RADAR, 
USED TO PROVIDE INFORMATION AT A REMOTE 
LOCATION AS TO TYPE OF RADAR & IFF 
1/26/45 
JAN. 45 


10-143 /UPX 
EMFORRATION THAT [S AVAILABLE. 


(0-153 /ARR-16B8 AN/SARR-16B8 CONFIDENTIAL 
ZEMUTH INDECATOR: 

TNERAL ELECTRIC CO. SPECTAL SQUARE FACE 
YPE MICROAMMETER CALiBRATED TO READ 
ZARING fH DEGREES FROM MAGNETIC NORTH. 
JUSED 1M SEPARATE METAL BOX FOR SHOCK 
OUNTING, USED wifH RECEIVER TO.GIVE 
OCAL AZIMUTH INDICATION OF AN/CRT-4. 
122445 : 

cB. 45 


1D-1T59/7ARR-16B 
SUMILAR TO {0-T32/ARR-16A EXCEPT IN- 
CLUDES tMPROVEMENTS AND PROVISIONS FOR 
DUAL LIGHTS, SAME AS ID-152/ARR-16B8 EX- 
CEPT THAT iT OOES NOT INCLUDE 2 CIRCUIT 
Jack. 


10-1S2/ARR-16B AN/ARR-16B CONDIFENTIAL 
AZIMUTH ENDICATOR: 
GENERAL ELECTRIC CO. SPECIAL SQUARE FACE 
TYPE MICROAMMETER CALIBRATED TO READ 
BEARING IN DEGREES FROM MAGNETIC NORTH. 
HOUSED (N SEFARATE METAL 80X FOR SHOCK 
MOUNTING. USED wif TO GIVE REMOTE 
AZIMUTH SNDICATION OF AN/CRI-4 DIFFERS 
2722045 

Fes. 45 


1D-152/ARR-16B8 
FROM tO-ISIZARR-168 BY {NCLUSION OF A 2 
CERCUIT JACK TO ENAGLE PILOT TO LISTEN 
TO RADIO RECEIVER R-tS6/4ARR-163. SUtMILAR 
TO {O0-}3S37ARR-16A EXLePT FOR IMPROVE- 
MENTS AND PROVIS(tONS FOR DIAL LIGHTS. 


(D-1S3/APA-SA AN/APA-5A CONFIDENTOAL 
(NDECATOR: 

CONTAINS 3" CATHODE RAY TUBE USING 3° 
ELECTROSTATOC OEFLECTION, VERTICAL SWEEP 
AMPLIFIER, (NOICATOR LIGHTS AND 1 RCA 
TUBE TYPE 3FP7 OR EQUAL. AND 2 JAN-GAG7. 
StZE 4S APPROX. 6" X 6” X 44". WT. 
APPROX, 9 LBS. PART OF INDICATOR EQUIP- 


Army-Navy Designations 


MRA | SUNG [ruse assionso ron | GHASERRAMTGH _ | 


1D-1S3/APA-SA 
MENT AN/APA-SA. SIMILAR TO (D-SO/APA-S 
EXCEPT CIRCUIT CHANGES AND IMPROVEMENTS, 
WOT INTERCHANGEABLE, 


CANCELLED - WEVER USED 
3/7/45 


1D-156/APA-5 CONFIDENTIAL 
#NDECATOR: 9486 
CONTAINS 5" CATHODE RAY TUBE USING 3” 
ELECTROSTATIC DEFLECTION, VERTICAL SWEEP 
AMPLIFIER AND VIDEO AMPLIFIER, IS ALSO 
EQUIPPED WITH SPECIAL CLEAR ADJUSTABLE 


AN/APA~S 


FILTER AND INDEPENDENT RANGE CENTERING 
CONTROL. DIMCNSIUNSs 6" X 6" X 24", 
3/19/45 CEN: 

WAR. 45 


1D-156/APA-5 
WEIGHT: 9 LBS. SIMILAR TO 1D-50/APA-5 
EXCEPT MODIFIED TO INCLUDE ADDITIONAL 
FUNCTIONS. 


1O-1S8/APS-19 AN/APS-19 9480 
EMDICATOR: RESTRICTED 
CONSISIS OF A 3" ELECTROSTATIC CATHODE 
RAY TUBE EMPLOYING MECHANICAL ALIGNMENT 
THREE ALTIMETER INDICATOR LAMPS AND A 
SPECIAL REO FILTER FOR USE IN NIGHT 
FIGHTERS ARE PROVIDED. INDICATES BEACON 
SEA SEARCH, AIR SEARCH, AND INTERCEPT. 
3/23/45 CS: 

APR. 45 


tD-158/aPS-19 
DIMENSIONS: 13 3/8" LONG xa nee 
OLA. WT: 4 UBS. » 


(D-160/APS-31 AN/APS-31 
INDICATOR: 

(NCLUDES JAN TYPE SHP7 CATHODE RAY TUBE, 
LEGHT-FILTER, VIDEO AMPLIFIER, CHAIN 
ATTACHED VIDEO TERMINATING REStSTOR, 
DEFLECTION COIL, FOCUS MAGNET 1N A METAL 
HOUSING, AND A CABLE ATTACHEO CONNECTOR 
BOX. PROVIDES VISUAL INDICATION OF SIG- 
473045 CPR: CPR 25L0-1558 
APR. 454° 


CONFIDENTEAL 


948A 


NALS RECECVED BY THE §D-160/aPS-31 
RADAR. HAS FOLLOWENG CONTROLS: FOCUS. 2 
CENTERING CONTROLS, BIAS, MARKER BRIL- 
LarCE AND MASTER BREtLLAANCE. INCLUDES 3 
SHOCKMOUNTS. SIZES APPXOXS INDICATOR tS 
15 172" xX 6" X 7" AND CONNECTOR BOX IS 

7 378" xX 4 578" X 2 378". WI. APPROX. 10 
LBS. DESIGNED TO MOUNT IN AN ENSTRUMENT 
PANEL WHEN AUXELEARY SHOCK MOUNTED SUR- 
FACE 8S PROVIDED. 


ID-SG617APS-35 AN/APS-31 
RANGE MARKER ENOICATORS CONFEDENTEAL 
CONTAINS SIX REO LIGHTS MARKEO "2", "5", 
"10", "20", "S50", "0" (CwWETH INTENSITY 
CONTROLI."2", "5", "10", "20", "SO" IN- 
DICATE RANGE MARKER SEPARATION AND "D” 
IS FOR DELAYED SWEEPS. MAY BE USED WITH 
tNDECATOR 10-162/APS-51. SEZE: APPROX, 


1D-161/APS-31 
4" xX 4" X 3 3/16". WT. APPROX. 1 LB. 


UD-T71CXN- /APS-4 AN/APS-4 

ENDICATORS CONFIDENT#AL 
INDICATOR; CLASS 8 FOR USE WITH ANJAPS-4 
GPERATES FROM INDICATOR AMPLEFIER OF 
ANZAPS-4; MADE BY WESTERN ELECTRIC CO- 
PROVIDES S™ CLASS B ENDECATION WITH 
ELECTRONtC RANGE MARKS, AZIMUTH EXPAN- 
StON AND STEERABLE AZIMUTH AND RANGE 
ar27tas 


APR. 45 946A 


HO-T71CXN- DZAPS-4 
LENES. USED WITH AM-20CXN- /APS-4~ 


COMPONENT INDICATOR “J" 
JUNCTION, JACK AND 
TERMINAL BOXES 


JS-27APS-2-Tt AN/APS-2-TI 

JUNCTION BOX RESTRICTED 
CONTAINS A WIRING PANEL, TWO 3 FT CABLES 
FOR CONNECTING TO RECEPTACLES OF RE- 
CEIVER-INDICATOR R~7/APS—2 & THREE RE~ 


CEPTACLES, FOR ATTACHING TO TRANS~ 
MITTER-~CONVERTER RTI~4/APS~2, REPEATER- 
AMPLIFIER AM-3/APS~2~Ti & PLAN REPEATER 
2725743 CPR: 
WAY 434 

J-2/APS-2-T1 
UNDICATOR &0-2/APS-2. 
J-S/APS—4 AN/APS-4 €-183-B 


JUNCTION BOX 

CONTAINS CONDUIT FITTINGS FOR CABLES TO 
RECEIVER—~TRANSMSTTER RI-S/APS-4 & 
CONTROL UNIT C-T2/APS-4 AND RECEPTACLES 
TWO FOR CABLES TO INDICATOR AMPLIFIER 
UNITS AM-S/ASS-4 THO FOR CONNECTION TO 
FIFE" EQUIPMENTS & ONE FOR POWER INPUT 
415743 Cw3015150S Cw BR-11691 
FEB. 44 


J-S/APS-4 


CAC & OC) AN~3102-18-11P. OVERALL DIM- 
EWUSIONS APPROX. 5” HIGH COVER RECEP- 
TACLES) BY 14-5/47 WIDE COYER CONDUIT 
FITTINGS) BY 3-1/t6" COVES FUSE HOLDERS). 
QNE AN-3506-18-!1S PLUG SUPPLIED LOOSE. 
wi. 5 Les. 


2424745 474/45 CPR: CPRI5LO-1536 
KAR. 45 assignin | APR. 45A ASSIGNED 
ISSUED ISSUED 
[oe | “RASTA anes care | “RRA? | SRSNHIACTRISA (a ea a) 


NAVSHIPS 900,109 


CONFIDENTIAL 


aH 


Y-6/APS=2 
JUNCTION BOX: 
POWER DISTRIBUTION BOX CONSISTING OF A 
WIRING TERMINAL PANEL AND A NOISE FILTER 
INCLUDES THREE RECEPTACLES BUT DOES NOT 
INCLUDE ANY CABLES OR BOX CONNECTORS, 


AN/APS=2 


6/15/43 CPR: 
JUNE 43 


J-TSSAPS-15 
JUNCTION BOX: 
POWER DISTRIBUTION BOX CONSISTING OF A 
WIRING TERMINAL PANEL, A NOISE FILTER, 
AND A NEDEO TRANSFORMER FOR SUPPLYING 
LAB TRIGGER PULSE AND IFF AWD MONITORING 
PULSE. INCLUDES 6 RECEPTACLES AND HOLES 
FOR 6 CABLES AND ASSOCIATED &0x CON- 
S/15¢43 CPR: 

OCT. 45 


ANZAPS-15 . 


J-1S/APS-15 
WECTORS BUT DOES NOT INCLUDE ANY CABLES 
OR BOX CONNECTORS. ALSO’ ¢NCLUDES FILA- 
MENT TRANSFORMER. 


U-ISA/APS-35 AN/APS-15 

JUNCTION BOX: 

POWER DISTRIBUTION BOX CONSISTING OF A 
WERING TERM#NAL PANEL, A NOISE FILTER, 
AND A VIOEO TRANSFORMER FOR SUPPLYING 
LAB TRIGGER PULSE AND IFF AND MONITORING 
PULSE. INCLUDES 6 RECEPTACLES AND HOLES 
FOR 6 CABLES AND ASSOCIATED BOX CON- 
3/8/44 CPR: 

MAR, 44 


: J-1SA/APS-15 


NECTORS BUT DOES NOT INCLUDE ANY CASLES 
OR BOX CONNECTORS. ALSO INCLUDES FILA- 
RENT TRANSFORMER. SIMILAR TO JUNCTION 
BOX J-15/APS-15 EXCEPT INCLUDES "AN® 
CONNECTOR AN-3102-14S-9S FOR OC OUTLET. 


w-ESB/APS-15 AN/APS-I5A 

JUNCTION BOX: 

POWER OI(STRISUTEON BOX CONSISTING OF A 
WERING TERMINAL PANEL, A NOISE FEILTER, 
A FILAMENT TRANSFORMER, AND A VIDEO 
TRANSFORMER FOR SUPPLYING LAB TRIGGER 
PULSE AND IFF AND MONITORING PULSE. 


ENCLUDES 9 RECEPTACLES AN 6 
3422746 CPR: 
APR. 45 948A 


JS-TSB/APS=15 

CABLES & ASSOCIATED BOX FITTINGS & CABLE 
CONNEGIOKS. 

SIMILAR TO JUNCTION 
BOX JI5A/APS-15 EXCEPT 
{INCLUDES "AN" CONNECTOR AN-3102-14S-9S 
FOR DC OUTLET AND CONNECTOR AN-3102-125- 
4S AND AN-3102-18-8S FOR CABLE AX AND BB 
RESPECTIVELY. INPUT: 115/1/400-2400.SiZE3 
6 172" X 7 344" X 5 1/4", WT. 2 442 LBS. 


JHE /ARC-5 
JACK BOX: 
FOR PLUGGING-IN MIKE, HEADSET, ETC. 
USABLE IN MANY AIRCRAFT, BUT PRIMARILY 
FOR USE WHERE PILOT USES MAIN CONTROL 
UNIT C-38/ARC-5. CONTAINS ONE EACH OF 
THE FOLLOWING: HEADSET JACK; MIKE JACK; 
CABLE RECEPTACLE, FOR CONNECTION TO 
7/14/43 cBYs 
AUG. 43 


AN/ARC-5 


MATTOS SISTER ce 


665197 O - 45 - 89 
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J*16/ARC-5 
JUNCTION BOX J-17/ARC-5; CABLE RECEP- 
TACLE, FOR CONNECTION TO GUN SWITCH; 
TERMINALS, FOR CONNECTION TO MASK MIKE. 
FITS MOUNTING PLATE HT-78/ARC-5. 


Jo17/ARC-5 
JUNCTION BOX: 
PRIMARILY FOR INTERCONNECTION OF 
BAN/ARR=2, ARB, ATC, AN/ARC-4 CWE 233A3, 
AND/OR RL-7 EQUIPMENT WITH AN/ARC-5, IN 
VSB AND VIB AIRCRAFT, CONTAINS CABLE RE- 
CEPTACLES, CIRCUIT BREAKERS, RELAYS, ETC, 
FITS MOUNTING PLATE HT-85/ARC-5. 
7/¥4/43 CBY: 

Oct. 44 


AN/ARC-5 


JS-U7/WRC-5 
(MPUT: 28V OC. 


JoTZA/ARC-5 
JUNCTION BOX: 
PRIMARILY FOR INTERCONNECTION OF 
WAN/ARR-2, ARB, AND/ARC-4 (WE 233A, WITH 
AN/ARC-5 AND PROVISIONS FOR USE OF MRL 
TYPE RL-5+ RL-7, RL-9, OR AM-40/AIC AS A 
LIWE AMPLIFIER rOR RADIO KcCELVcR AUDIO 
TO STATION BOXES #N VSB AND VIB AIRCRAFT. 
4/19/44 CBY: 

OCT. 44 


AN/ARC-5 


JHUTACARC-5 
CONTAINS CABLE RECEPTACLES. CIRCUIT 
BREAKERS, RELAYS, ETC. FITS MOUNTING 
PLATE MT-85/ARC-5. SAME AS J-17/ARC-5 
EXCEPT ADDS 3 FIXED RESISTORS. SPOT RE- 
LAY, ONE.5 MFO. BLOCKING CONDENSER 

USED TO REPLACE J-i7/ARC-S. 

enPUT; 28V DC. 


3-18 /APS-2C 
JUNCTION BOX 
POWER DISTRIBUTION BOX CONSISTING OF A 
WIRENG TERMINAL PANEL & A NOISE FILTER 
FOR AZIMUTH MOTOR. INCLUDES FOUR RECEP- 
TACLES & HOLES FOR SIX CABLES & ASSOCIA- 
TED BOX CONNECTORS. 


AU/APS—2C 


7/15/43 CPR: 
AUG. 43 


CPR3358-3551C 


JoZE/ARC-1 
JUNCTION BOX? 
PROVIDES FOR DISTRIBUTION OF CONTROL 
CIRCUITS AND CONNECTION OF THE RADIO 
TRANSMITTER-RECEIVER RT-%8/ARC-1 TO PRI- 
MARY POWER SOURCE. CONTAINS ACTIVE AND 
SPARE FUSES FOR THE ENTIRE EQUIPMENT. 
HOUSED IN BOX 4-6/8" X 2-374" xX 2", 
7424743 CWsD-151595 CW2BO-31715 
AUG 43 


AN/ARC-1 


S-2T7ARC-1 


WEIGHT APPROXIMATELY 1 LB. 


MEETS GRANITE Ch 


CONFIDENTIAL 


J-22/ARCH5 
JACK BOX 
FOR PLUGGING IN MICROPHONE, HEADSET, ETC. 
USABLE IN MANY AIRCRAFT, BUT PRIMARILY 
FOR USE WHERE PILOT USES MAIN CONTROL 
UNIT C-38/ARC-5. CONTAINS ONE EACH OF 
THE FOLLOWING: HEADSET JACK; MICROPHONE 
JACK; CABLE RECEPTACLE FOR CONNECTION 
7/27/0435 CBYs 
OCT. 44 


AN/ARC-5 


J-22/ARC~6 
TO JUNCTION BOX J-17/ARC-5; MASK NICRO- 
PHONE-HANO MICROPHONE RELAY; CABLE 
RECEPTACLE FOR CONNECTION TO Gun SWITCH 
CABLE FOR CONNECTION TO MASK MICROPHONE. 
FITS MOUNTING PLATE MT-78/ARC-5. 
burut: 284 DC. 


J-22A/ARC-5 
JACK BOX: 
FOR PLUGGING IN MICROPHONE, HEADSET, ETC. 


AN /ARC-5 


CONTAINS ONE EACH OF 
THE FOLLOWING: HEADSET JACK; MICROPHONE 
JACK; CAZLE RECEPTACLE FOR CONNECTION 
44/15/43 CBY: CBY:9907 
OCT. 44 


J-2ZA/ARCHS 
TO JUNCTION BOX J-17/ARC-S; MASK MECRO- 
PHONE-HAND MICROPHONE RELAY; CABLE RE- 
CEPTACLE FOR CONNECTION TO GUN SWITCH; 
CASLE FOR CONNECTION TO MASK MICROPHONES 
AND A VOLUME CONTROL TO VARY AUDIO OUT- 
PUT TO HEADSET. FITS MOUNTING PLATE 
WT-78/ARC-5. iNPUT: 28V DC. 


J-22B/K4RC-5 
JACK BOX 

FOR PLUGGING IN MICROPHONE, HEADSET. ETC. 
CONTAINS ONE EACH OF THE FOLLOWING: 
HEADSET JACK; MICROPHONE JACK; CABLE 
RECEPTACLE FOR CONNECTION TO sUNCTION 
Box J-174ARC-5: MASK MICROPHONE -HAND 
MICROPHONE RELAYS CABLE RECEPTACLE FOR 
6/15/44 CBY: cers 

OCT. 44 CCTs 


ANJARC*5 


J-2ZBZARCH-5 

CONNECTION TO GUN SWITCH; CABLE FOR CON- 
NECTION TO MASK MICROPHONE; AND A VOLUHE 
CONTROL TO VARY AUDIO OUTPUT TO HEADSET, 
FITS MOUNTING PLATE MT-73/ARC-5. SIMILAR 
TO JACK BOX J-22A/ARC-5 EXCEPT PROVISHONS 
ARE ADDEO FOR ADDITIONAL AUDIO OUTPUT 

T@ BOX. INPUT: 28¥ OC. 


J-237ARC-4 
JUNCTION BOX: 
CONTAINS 5 RECEPTACLES FOR CABLES TO 
PRIMARY POWER SOURCE, MT-1O0/ARC-4 ¢ 2 
FOR THIS), C-SI/ARC-4, AND AUXILIARY 
EQUIPMENT SUCH AS AN/ARR-2. DIMENSIONS? 
4-178" X 2 3574" X 2-172", WEIGHING : 
APPROX. 0.6 LB. FITS MOUNTING PLATE 
7/28F43 CWE5A 


ANSARC-4 


* AUG 43 


J-2357ARC-4 
MT-807ARC-5. 


MARIE ORANHOS UEE ch 
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J-24/APS-6 AN/APS-6 


JUNCTION BOX 

INCLUDES 6 RECEPTACLES FOR PROPER CABLE 
CONNECTIONS; ONE TO TRANSMITTER-CONVER= 
TER RT-17/APS-6, FOUR TO SCANNER 
AS-24/APS-6, & 3 TO RECTIFIER POWER UNIT 
PP-16/APS-6. THc JUNCTION BOX IS FKO- 
VIDED TO REDUCE NUMBER OF CABLES IN 
8/7/43 Car 

oct. 43 


AIRPLANE WING, J-24/APS-6 
APPROXIMATE DIMENSIONS 6" X 6" X 2", 
USED WITH RT-17/APS-6. 


325 /APL-2 AN/KPX-2 

ADAPTER JUNCTION BOX: 

ADAPTER WHICH PROVIDES MEANS FOR USING 
SCR-695-() (CABF), ABK, & BRITISH MARK 3 
EQUIPMENTS WITH STANDARD CASLING & 
WIRING INSTALLATIONS MADE FOR AN/APX-2 
EQUIPMENTS. INCLUDES PHONE JACK FOR MON- 
(TORING & 4 SHORT LENGTHS OF CABLE WITH 
8/14/43 CHZ2A-2346 

SEPT 43 CCT:CWQ:CWS: 


J-25/APX-2 
PLUGS (3 WITH BRITISH TYPE CONNECTORS & 
1 WITH ARMY-NAVY TYPE CONNECTOR? 
ATTACHED FOR INTERCONNECTIONS BETWEEN 
OMITS. 


* 


J-2G/APS-3-TT ANSAPS-3-TI 
JUNCTION BOX: 

APPROX DIMENSIONS 6" X 4" X 3 0/2"; WEIGHT 
APPROX 6 LB. INCLUDES 1 ReCEPIaACLe 

FOR CONNECTION TO CABLE FROM AMPLIFIER 
AM-I3/APS-3-T1, AND TWO FIXED CABLES 
EACH } 1/2) WITH CONNECTORS TO RECEIVER- 
AMPLIFIER R-18/APS-3 AND RECTIFIER 
e/18/43) COL: 

Woy. 43 


RE 9320A 


J-26/APS-3-TH 
PP-12/APS-3. USED ONLY WHEN TRAINING 
PERSONNEL FOR OPERATION OF AN/APS-3. 


J-27/ASQ-1 
JUNCTION BOX: 
72 TERMINAL JUNCTION BOX. SIZE: 
16-29/32" X 9-13/32" X 1-29/32". EXTER- 
NAL CONNECTIONS OF ALL UNITS MADE TO 
JUNCTION BOX. 


AN/ASQ-T,1A 


8/18/43 CLX: 
SEPT 43 CGO: 
J-28/ARC-5 AN/ARC-5 


JUNCTION BOX: 


Army-Navy Designations 
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-J-28/ARC-5 
HAS ONE 12 CONTACT RECEPTACLE FOR "CBY® 
PLUG 6964 (CONTROL UNIT), ONE 8 CONTACT 
RECEPTACLE FOR "CBY" PLUG 6966 (TRANS- 
MITTER), & ONE 6 CONTACT® RECEPTACLE FOR 
*CBY" PLUS 6784 (RECEIVER). DIMENSIONS, 
NEGLECTING PROTUBERANCES, 4-1/4"X2-3/4"X 


2-1/2"; WEIGHT 0,6 POUND. FETS MOUNTING 
PLATE MT-80/ARC-S, FT-228-A, OR "CBY" 
TYPE 7083. 

J-327ARN-9 AN/ARN-9 


JUNCTION B80X3 

CONTAINS TWO TERMINAL STRIPS FOR FIXED 
UNSTALLATION OF SEVEN CABLES WHICH ENTER 
THROUGH OPENINGS PROVIDED IN THE JUNC- 
THON BOX FROM THE FOLLOWING: #NPUT POWER, 
RECEAVER-CONVERTER R=43/ARN-9, CONTROL 
UNIT C-62/ARN-9,0NE TO EACH €2) ENDICA- 
974743 COE: CDESBI926C 

AUG. 444 


TOR 0-24/ARN-9, TEST J3~32/ARN-9 
OSCILLATOR TS-72/ARN-9, & ONE FOR EXTER- 
NAL CIRCUITS CONSISTING OF 6 LEADS -THO 
FOR 8FO, TWO FOR’ AVC & TWO FOR 90/150 
CPS INPUT. ALSO CONTAINS TWO DUMMY LOAD 
RESISTORS FOR REPLACING EITHER 
1D-24/ARN-9 WHEN ONE 1S USED, AND THREE 
VOLTAGE DROPPING RESISTORS WHICH MAY BE 
USED IN DIFFERENT COMSINATIONS FOR DIF- 
FERENT 90/150 CPS INPUT LEVELS. 


S-34/ARC-5 
JUNCTION BOXS ; 
Y-TYPE JUNCTION BOX FOR CONNECTING ONE 
MODULATOR MD-7/ARC-S TO TWO MOUNTING 
RACKS CTRANS) MT-69/ARC-5, MT-~71/ARC-5, 
MT-73/ARC-S OR MT-75/ARC-5. CONTAINS 
THREE T2-CONTACT RECEPTACLES FOR CBY 
TYPE 9377 PLUGS, ‘ALL RECEPTACLES BEING 
9/16/43 CBY:9562 
SEPT 43 


AN/ARC*5 


J-S4/ARC-5 
PARALLELLED WITHIN THE BOX. DIMENSIONS 
4-1/4 X 2-3/4 X 2-1/2 APPROX NEGLECTING 
PROTUSERANCES. WEIGHT 0,8 POUND. FITS 
MOUNTING PLATE MT-80/ARC-5. 


J-SS/APA-14 
JUNCTION BOX: 
CONSISTS OF JUNCTION BOX CONTAINING 2 
BOX CONNECTORS ANO 4 AN CONNECTORS. CON- 
TAINS TWO 1 MFD CAPACITORS.USED IN OB- 
TAINING POWER FROM FLUX GATE COMPASS IN- 
VERTER FOR TORQUE AMPLIFIER AN-19/APA-14 


AN/APA-14 


8/4/43 CPR: 
DEC. 43 
I-SESALA-2 AN/ALA-2 


JUNCTION BOX: 

TNCLUDES RELAYS, CONTROL CIRCUITS AND 22 
RECEPTACLES TO PROVIDE INTERCONNECTION 
FOR UP TO THREE MASTER CONTROL UNITS 
C-69/AtA-2, THREE ASSOCIATED RECEIVER 
JACK BOXES, A CHAIN OF STATION CONTROL 


UNITS C-7O0/A1A-2, ASSOCIATED INTERPHONE 
9/28/43 CTE: 
FEB.44 = CZL: 

J-SE/ATA~2 


AMPLIFIER, 9 RADIO RECEIVERS, AND TWO 


S-TEALSALA-2A AN/ALA=2A 
JUNCTION BOX: 


BUAER M-661 
RESTRICTED 
USED TO CONNECT ALL TRANS- 
MITTERS, RECEIVERS AND ASSOCIATED EQUIP- 
MENT WITH MASTER CONTROL UNIT AND ALL 
STATIONS .USEO wiTH tNTERPHONE AMPLIFIER 


AM-40/A1C. CONTAINS NO EXTERNAL CONTROLS, 
INTERNAL CONTROLS INCLUDE 3 SCREW- 
8/30/44 CZL: BUAERSE-957 
DEC. 44 CTE: E-958 


ORIVER CONTROLS TO S-SGA/AIA-20 
CONTROL §NTERPHONE VOLUME TO THE 3 
ASSOCIATED C-69/AIA-2A & ONE SCREWDRIVER 
CONTROL TO CONTROL VHF RADIO LEVEL TO 
(NPUT OF INTERPHONE LEVEL WHEN tNTER- 
PHONE SYSTEM IS NOT ENERGIZED. WT. 17.2 
LBS. SIZE: 20 15/86" X 16 4/2" x 3 3/4", 
POWER SUPPLY: 28¥ OC AT 2.5 AMPS. INTER- 
CHANGEAZLE WITH & SUPERSEDES J-36/AlA-2. 
PART OF: AW/AIA-2A, 


J-41/APS-2F AN/APS -2F 

JUNCTION BOX: 

POWER CONSISTING OF A WIRING TERMINAL 
PANEL AND A NOESE FILTER FOR AZIMUTH 
MOTOR. INCLUDES FOUR RECEPTACLES AND 
HOLES FOR 6 CA8LES AND ASSOCIATED 80X 
CONNECTORS. SAME AS J-1B/APS-2C EXCEPT 
FOR ADDED CONNECTOR "AL AnD PROVISION 
10/14/43 CPR: 

Oct. 43 


J-41/APS-2F 
FOR ADDING VIDEO TRANSFORMER FOR 
AN/APQ-5 


J-42/APS-64 
JUNCTION BOX: 
INCLUDES 6 RECEPTACLES FOR PROPER CA8LE 
CONNECTIONS: OWE TO TRANSMITTER-CONVER- 
TER RT-32/APS-6A, FOUR TO SCAHNER 
AS-24/APS-6, & 1 TO RECTIFIER POWER UNIT 

PP-37/APS-6A, THE JUNCTION BOX 1S PRO- 
VIDED TO REDUCE NUMBER OF CA8LES IW 
10/18/43 
OCT. 43 


ANJAPS -6A 


AURPLANE WING. J-427APS-6A 
APPROXIMATE DIMENSIONS 6" X 6" X 2", 
USED WITH RT-32/APS~-6A., S#MILAR TO 
J-24/APS-6 EXCEPT FOR CASLE CONNECTIONS. 


J-43/APS-TH 
JUNCTION BOX; CONFIDENTIAL 
INCLUDES A SLIDING PANEL WHICH ALTER- 
NATELY MAKES APPROPRIATE INTERNAL CON- 
NECTIONS & EXPOSES PRUVER RECEPTACLES 
FOR CA3LES BETWEEN THE TRAINER & ASSOCI- 
ATED UNITS OF EITHER RADAR SET AN/APS-2 
CASG) SERIES ALSO INCYUDES TRIGGER GEN- 
1/23/43 Cex: 

AUG. 44 


AN/APS-TH 


S-437APS -TH 


ERATOF AND AMPL?UFIER. MOUNTS 4h CONSOLE 


FOR CONNECTING TRANSHITTER CONTROL UNIT RADIO TRANSHITTERS. DIMENSIONS 20 15/16" CABINET CY-S9/APS-TI. 
C-30/ARC-5 TO TRANSMITTER T-23/ARC-5 & x16 4/2" x 3 4/4". 
RECEHVER R-28/ARC-S IN ORDER THAT THE 
PUSH BUTTONS ON THE CONTROL UNIT WILL 
CONTROL THE VHF CHANNEL SELECTION OF 
BOTH THE TRANSMITTER & THE RECEIVER. 
8/26/43 CBY: 
SEPT 43 Assionap 
tssutD 


MpeHARTSES 


ORF 


NAVSHIPS 900,109 


a rk a 


CONFIDENTIAL 


ALT. [rinsr assioneo von | HAAR, 


J-44/APA-18 AN/SAPA-48 

JUNCTION BOX: 

CONNECTS PLANE POWER SUPPLY, POTENTIO- 
METER ASSEMBLY CN-8/APA-18 OR POTENTIO-~ 
BETER ASSEMBLY CN-9/APA-19 AND SWITCH 
ASSEMBLY SA-15/APA-19°TO JUNCTION BOX 
J-1/APQ-S CONSISTS OF A METAL BOX 
APPROXIMATELY 6" X 4" X 4", 

Wi/2/83 0 Cts 

WO¥. 43 


J-48/APA-S 
JUNCTION BOX: 
CONTAINS TERMINAL STRIPS FOR tNTERCON- 
NECTING POWER CABLES, POWER RELAY FOR 
CONNECTING PRIMARY A-C POWER TO RECTI- 
FIER. FUSES FOR EQUIPMENT AND AC OUTLET 
FOR TEST EQUIPMENT. SIZE !S APPROXIMATE- 
Ly 3" x ut b72" X 12 9F2" AND WT. 
2/25/44 CFNSML-300795-1 


AN /APA-6 


Man, 45 

J-4BFEPA-8 
6 3/8 LBS. 
J-56/ASO-3 AN/ASQ-3 RESTRICTED 


JUNCTION BOX: 

PROVIDES FOR INSTALLATION OF 0-3/ASQ-3 
AND CV-1/ASQ-3 IN SEPARATE CASES. IN- 
STALLED BETWEEN C¥-1/ASQ-3 AND 0-3/ASQ-3. 
THE JUNCTION BOX CONTAINS NETWORKS TO 
REDUCE INTERFERENCE BETWEEN VARIOUS CIR- 
CUITS CONTAINED IN CABLE CONNECTIONS TO 
1/25/44 Cw 

JAN, 44 


JH5ESASQ~3 
MAGNETIC LOOP ASSEMBLY DT-2/ASQ-3 AND 
PROVISIONS FOR AN CONNECTOR.TO PROVIDE 
FOR CABLE CONNECTIONS BETWEEN 0-3/ASQ-3 
“AND CV-1/ASQ-3, SIZE APPROX. 3 5/8" X 
trot/a" xX 4 1/2", THIS OMIT PLUS 


CY-79/ASQ-35 AND CY-80/ASQ-5 WILL REPLACE © 


CY-4/ASQ-3 IN CERTAIN SNSTALLATIONS. 


J-60/AXT-2 AW/AXT-2 RE TSABG4A 
FILTER JUNCTION BOX: CONFIDENTIAL 
PROVIDES COMMON CONNECTING POINT FOR 
CABLES FROM CONVERSION UNIT PH-522/AXT-2, 
RADIO TRANSMITTER T-61/AXT-2 AND DYNA- 
MOTOR DY-19/AXT-2. ALSO INCLUDES POWER 
FILTERING CIRCUITS FOR SMOOTHING OUT 
PLATE VOLTAGE AND GRID BIAS SUPPLIED BY 
2/i2/ae 
FEB. 44 


I-60 /AXT-2 
THE DYNAMOTOR DY-19/AXT-2 TO THE RADIO 
TRANSMITTER T-61/AXT-2 AND CONVERSION 
UNIT PH-S22/AXT-2. APPROX. SIZE> 5" X 8" 
xs". 


J3-63/APS-2G 
JUNCTION BOX: CONFIDENTIAL 
CONSISTING OF A WIRING TERMINAL PANEL 
AND A NOISE FILTER FOR AZIMUTH MOTOR. 
INCLUDES 8 RECEPTACLES & HOLES FOR 6 
CABLES & ASSOCIATED BOX CONNECTORS. IN- 
CLUDES PROVISIONS FOR ADOENG TRANSFORMER 
FOR AN/APQ-S. ALSO CONTAINS AFC AMPLI- 
2/29/44 CPR2SLO-1079 
RAR. 44 


AR/APS-2G 


paTa 


ARBRS 


Army-Navy Designations 


I-63 /APS-26 
FUER. BEACON WAVENETER. JACK FOR CRYSTAL 
CURRENT MEASUREMENT. FILAMENT TRANS-~ 
FORMER, & AFC-MANUAL RELAY. SIMILAR TO 
BUT NOT ENZIERCHANGEABLE WITH J-41/APS-2F. 


F-E4/APX 
JUNCTION BOX: 
PROVIDES MEANS FOR CONNECTING TWO 
ANTENNA ASSEMBLY AS-100/APX TO TUNING 
HIT TN-35/APX SIZE APPROX. 8° X 2% xX 4", 
FUTTED WITH THREE RIGHT ANGLE COAXIAL 
CABLE CONNECTORS AND INCLUDES SLIDING 
ADJUSTMENTS FOR MATCHING IMPEDANCE. PRO- 
3/8/44 
MAR. 44 


AN/EPX-1, 2 


I-64 /4PX 
CURED ON CONTRACT Nxsa 43402. 


3-67 /APS-TS 
JUNCTION BOX: 
SUCTHON BOX USED TO TAP INTO POWER 
CABLE OF AN/APA-15 TO SECURE 26¥, DC FOR 
THE GPERATION OF OSCILLAATEIRG JOINT 
HEATER. INCLUDES I - AN CONNECTOR 
AN-3102-14S-2P AND 2 CABLES. 


AN/APS-15 


3/22 CPR: CPRISLO~1185 
MAR. 44 
F-69/AP Au /APA-22 


JONCTION BOX: 

USED TO DIVERT 26¥ DC POWER TO AN/APA-22, 
CONNECTS CABLE H OF AN/APS~-2 SERIES 
EQUIPMENT TO CONTROL UNIT C-421/AP WHICH 
tN TURN SUPPLIES THE POWER TO MOTOR 

ORIVE UNIT PU-28/APA~22. SIZE 5 13/16" X 
2.34/16" X 4 9/16. WT. 1 LB. INCLUDES 2 
3/24/44 CAKX: CAKX312-576 

MAR. 44 


3-69 /AP 
RECEPTACLES ONE AN-3102-22-SP AND OWE 
AN-3302-22-5S AND BOX COUPLING AN~5064-6. 


J-70/GPS-TT 
JUNCTEON BOX 
USED TO CONNECT CABLES FROM SCR 527 TO 
AN/GPS-TI UNITS, CONSISTS OF MOUNTING 
PLATE AND THREE S-101 JONES COAXIAL 
SOCKETS TO CONNECT SCR 527 TO SIMULATOR 
UNIT MX-169/GPS-TI. 

CANCELLED 5/20/44 


ARIGPS-TI 


3/27/44 
MAY 44 


J-7E/APS~4-TI ANSAPS-4-T1 

SONCTION BOX: 

USED TO CONNECT AN/APS-4-TI TO AN/APS-4, 
SIZES APPROX. 3” X 4" X 8". WT APPROX, 

7 LBS. INCLUDES 3 CONNECTORS TO CONNECT 
TO THREE AM-S/APS-4 AND A PIGTAIL LEAD 
¥O CONNECT 10 J-S/APS-4, 


4028744 
APR. 44 


ASSIGHED: 
§SSUED 


4-73 
SOG —_[rinsr assionen rox | WAVE RRAMISY 


' J-CO/RPR-32 AN /APA-52 

JUNCTION BOX: 

CONTAINS CIRCUITS NECESSARY FOR ADAPTING 
AN/APS-6 FOR USE WITH TWO ENDICATOR 
$O-32/APS-6. CONNECTS BETWEEN RECEIVER 
AMPLIFIER R-3S5/APS-6 AND FNDTCATOR 
6O-32/APS-6. SIZE APPROX. 5" X 6% X 8". 


6/22/44 
Ray 44 


F-SSSAPAS 
SUNCTCOM BOX: 
SUNCTION BOX FOR USE WITH RADAR SET 
ANJAPS-2, 7A", "BY, "C%, “E*, AND RADAR 
EQUIPMENT AN/APS-15. SNCLUDES RELAYS, A 
QES¢tSTOR AND 2 CONNECTION STRIPS. OVER- 
ALL ODEMENSIONS ARE 410 374" X 8 144" X 
2.172". APPROXOMATE WEIGHT, 2 LBS. USES 
Gr22444 


RESTRICTED 


OEC. 44 
I-83 SAPA-5 
WHOUNTENG MT-286/APA-6. 
: , 
I-84 /APS-4 AN/APS-4 E-183-8 


JUNCTION BOX 

CONTAINS CONDUFT FITTINGS FOR CABLES TO 
RT-S/APS-4 OR RT-SA/APS-4 & C-12/APS-4 
AND RECEPTACLES: TWO FOR CABLES TO 
AM-5A/APS-4, TWO FOR CONNECTION TO “IFF® 
EQUIPMENTS AND ONE FOR POWER INPUT 

CAC 8 DCD, AN-3102-18-3IP. ALSO INCLUDES 
6/22/44 CW:0152530 CwsBR-29947 
mov. 44 


RECEPTACLE AN-3102-14S-5S J-84/APS~-4 
AND VIDEO OUTPUT JACK 49194 FOR CONNEC- 
TION TO LAB EQUIP. OVERALL DIEMENSIONS 
APPROX. 6 3/4" HIGH COVER RECEPTACLES? 
SY tt 3/4" LONG COVER CONDUIT FITTINGS) 
BY 3 7/8" COVER SPARE FUSE COVER). ONE 
AN-3106-18-19S-102 SPLIT SHELL PLUG SUP- 
PLIED LOOSE. WT. 3 3/4 LBS. SIMILAR TO 
J-S/APS-4 EXCEPT HAS 2 ADDITIONAL JACKS 
AKD USES SCREW TYPE TERMINALS. 


J-SE/APS-TRA AN/APS-TIA 

JUNCTION BOX: CONFIDENTIAL 
HNCLUDES A SLIDING PANEL WHICH ALTER- 
WATELY MAKES APPROPRIATE ENTERNAL CON- 
WECTIONS AND EXPOSES PROPER RECEPTACLES 
FOR CABLES BETWEEN THE TRAINER ANO 
ASSOCIATED UNITS OF AN/APS-2 SERIES 
EQUIPMENT OR AN/APS-3, INCLUDES BLOCKING 
a/a/ea  CEX: 
AUG. 44 © 


J-9T/APS-TIA 
OSCILLATOR TO AMPLIFY PULSES FROM ASSO- 
CIATEO RECEIVER INDICATOR WHICH ARE USED 
TO TRIGGER TRAINER, ALSO PROVIDES DE- 
LAYED PULSES FOR TRIGGERING RECEIVER - 
INDICATOR OF AN/APS-3. MOUNTS IN 
CY-S9/APS-TI. 


J-92/APS-T2 
JUNCTION BOX: CONFIDENTIAL 
INCLUDES A SLIDING PANEL WHICH ALTER- 
NATELY MAKES APPROPRIATE SNTERNAL CON- 
MECTIONS AND EXPOSES PROPER RECEPTACLES 
FOR CA3LES BETWEEN THE TRAINER AND ASSO- 
CIATED UNITS OF EITHER SCR-717A OR SCR- 
7t7B. ALSO GENERATES PULSES FOR TRIGGER- 
8/4/44 CEXs 
auc, 44 


AW/APS-T2 


deumcmga [| [are [HASTE | SRST, 


CONFIDENTIAL 
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J-92/APS-T2 
ING TRAINER AND DELAYED PULSES FOR 
TRIGGERING ASSOCIATED RECEIVER INDICATOR. 
MOUNTS iM CY-59/APS-TI. 


3-94 70PH-T AR/UPR-1, TASS 
DETECTOR JUNCTION BOX: CONFIDENTIAL 
DETECTOR JUNCTION BOX FOR INTERCONNEC- 
TING MAVEMETER TS-tSS/UPM-t AND 
TS-134/UPM-1, ANTENNA AT-SO/U AND 
AT-S1/U, AND CONSOLE RACK MT-189/UPM-1. 
QNCLUDES DETECTOR CIRCUITS FOR BOTH 
ANTERWALLY AND EXTERNALLY GENERATED R.F. 
974744 CHC: 

MaR. 45 


J-947UPH-4 
PULSE SIGNALS. FURNISHES A SO ORM LOAD TC 
EXTERNALLY GENERATED ®R.F. SIGNALS. SIZE 
APPROX. 4" X 5" X 37. WI. APPROX. 3 OZ. 


J-9B/APS-1S-TY ANZAPS-1S-TH 

JUNCTION BOX: RESTRICTED 
CONTAINS A WIRING PANEL. TWO 3 FT CABLES 
FOR CONNECTING TO RECEPTACLES OF RE- 
CELVER-INDICATOR R-7/APS-2 & THREE RE- 
CEPTACLES, FOR ATTACHING TO TRANSMITTER - 
CONVERTER RT-ISZAPS-15., AMPLIFIER 
BM-G7/APS-15-T1 AND 1 MDICATOR 

9720/44 CGP: CUP SCIOSeS 
SEPT. 444 


3-98/APS-15-T1 
$0-1087APS-15-T1, SIMILAR TO BUT MOT 
UHTERCHANGEABLE METH J-2/APS-2-Ti. WET 
wie, 4.7 LBS. 


J-108/ASG-10 ANZASG-30 RESTRICTED 
JUNCTION BOX 

THIS UNIT CONSISTS OF POWER AND BOMB 
CIRCUIT CHANGEOVER SWITCH AND IS USED 
FOR ALL CIRCUITS TIED TO AC. POWER SUPPI- 
1EO BY COMPUTER CP+IS/ASG-10. SEMILAR TO 
CORRESPONDING UNIT AN/ASG-10 (XN), 
WEIGHT: 0.5 LOS. SIZE: 3° X 2 61/64" X 
10412444 CX: 

OCT. 44 


J-1TOBSASG-10 
2 3/64". PROCUREMENT: THROUGH BU ORD 
CONTRACT WO. OSRD L/I 4745. MADE BY THE 
MAGNAVOX CO. 


J-TIGSSPR AN/SPR-5 RESTRICTED 
JACK BOX: 

RADIO FREQUENCY JACK BOX WITH 8 CHANNELS 
AND WHICH MAY BE USED FOR CONNECTION OF 
ANY COMBINATION OF RECES YER AND ANTENNA 
USING 8 CHANNELS. MOUNTS ON BULK HEAD. 
HAS 8 NAVY TYPE RECEPTACLES PER NRL OWG, 
RAG2F363 ON ONE SIDE WITH 8 MATCHING RE- 


Vi77/44 COR: Coms#4-10 


FEB. 45 ALT O ASSIGNED 
4SSUED 


CEPTACLES, J-TTESSPR 

ALL FOR CONNECTEGW TO RG-87U RE- 
CEIVER LINES, AND 8 NAVY TYPE 49206 RE- 
CEPTACLES ON THE OTHER SIDE FOR CONWNEC- 
THON TO GNPUT LUNES TO WHICH S MAVY TYPE 
494835(TO CONNECT TO RG-18/U LINES). BHD 
THREE 49268 PLUGS(TO CONNECT TO RG-8sU 
LEUNESIARE CONNECTED. FREQUENCY RANGE OF 
JACK BOX 300 TO 4000 MC. WEIGHT 
APPROX. 6 LBS. 


J-VITSAPS-20 ANSAPS-20,208 RESTRICTED 
JUNCTION BOX: 
CONSISTS OF: ONE NAF Pt28-2 JUNCTION 
BOX, ONE AN3102-28-2P, ONE AN3102-14S-2S 
AND ONE AN35102-16S-4P RECEPTACLE. USED 
FOR CONNECTING THE IFF RESPONSOR, THE 
SPINNER CONTROL AND RADIO RECEIVER 
R-327ARW-2, DIMENSIONS: 4" X 3* X 2 172" 
¥tS23744 CAEV: 

MAY 45 CG: 


J-UN7T/RPS-20 
WEtGHY: 374 LBS. 


J-U19/APA~SA  AN/APA-SA 

JUNCTION BOX: 

CONTAINS TERMINAL STRIPS FOR INTERCON- 
NECTING POWER CABLES, POWER RELAY FOR 
CONNECTING PRIMARY A-C POWER TO RECTI- 
FIER, FUSES FOR EQUIPMENT AND AC OUTLET 
FOR TEST EQUIPMENT, SIZE §S APPROXIMATE- 
LY to” X 10" X 4" AND WT. APPROX, 4 LBS. 
11/25/44 

MOV. 44 


J-UTS/APA-5SA 
SIMILAR TO J-48/APA~-S EXCEPT FOR CIRCUIT 
CHANGES. 


J-TZ4/APA-SA 
JUNCTION BOX: 
JUNCTION BOX FOR USE WITH RADAR SET 
AN/ZAPS-2 SERIES AND RADAR EQUIPMENT 
ANZAPS-15 SERIES. INCLUDES 3 RELAYS AND 
ONE CONNECTION STRIP. OVERALL DEMENSIONS 
APPROXIMATELY 6" X 4" X 2 172", APPROX. 
WEIGHT 1 LB. PART OF RADAR ADAPTER KIT 
12416744 
JAN, 48 


RESTRICTED 


V-UZSSAPA-SA 
WX -3G0/APA-5A. 


JeESISCPK-S AN/CPX-3 
CABLE JUNCTION ONITS: 
SERVES AS A JUNCTION POINT FOR ALL PER- 
MANENT #NCOMENG AND OUTGOING CABLES. 
INCLUDES LOW VOLTAGE RECTIFIER TO SUPPLY 
PROPER VOLTAGE FOR OPERATION OF RELAYS 
tN VARIOUS UNITS OF AN/CPX-3 AND BLOWER 
iN UPPER CHASSIS. ALSO INCLUDES AN AUTO- 
12728744 BR. REF. NO. 
APR. 46 918 


RESTRICTED 


110873959 ASSIGNED 
issutD 


HNC ARR 


TRANSFORMER FOR TRANS~ JUST /CPX-3 
FORMING INCOMING VOLTAGE TO 115¥, AND 
ON/OFF / HEATER SWITCH. PROVISIONS ARE 
MADE FOR 2 CAC OR DC) POWER LINES FOR 
SEPARATE EXCITATION OF HEATER, G&.OWER 
AND MAIN EQUIPMENT. HEATER MAY ALSO 8E 
OPERATED FROM 115V OR 230V OC. UNIT 
MOUNTS IN CABINET CY-378/UPX WORMAL 
POWER INPUT: TI5¥, 230V/1¢7S0-60~ ANDS 
OR 11S¥, 130¥410/400-500~. 


J-132/APS-15A AR/APS-1SA 
JUNCTION BOX: 
POWER DISTRIBUTION BOX CONSISTING OF A 
WIRING TERMINAL PANSt., A FILTER AND 
VIDEO TRANSFORMER FOR SUPPLYING LAB AND 
(FF TRIGGER PULSES AND TRANSMITTER 
MONITORING PW.SES. ALSO INOLUDES FILA- 
RENT TRAHSFORMER FOR SUPPLYING HEATER 
B/4/4S5 CPR: 
JAM. 454 


J-T32/APS-15A 
VOLTAGE TO TRANS, CONVERTER PREARPLIFIER, 
“AN CONNECTORS AN~3102-28-4P, AN-3102- 
28-2P, AN-3102-20-1P, AN-3102-14S-SP, 
AN-3802-18-1S, AN-3102-14S-9S, AN-3102- 
12S-3S, 49194 AND SIX CABLES AND 
ASSOCIATED BOX CONNECTORS, PART OF 
HX- 3.45 /APS-1SA. 


J-¢S6URPS-TSA ANSAPS-ISA 

JSUNCTEON BOX: 

POWER DISTRIBUTION BOX CONSISTENG OF & 
WERENG TERME NAL PANEL, A NOESE FELTER, 
FHLAMENT TRANSFORMER AND A VIDEO TRANS- 
FORMER FOR SUPPLYtNG LAB TRIGGER PULSE 
AND IFF AND MONITORING PULSE. INCLUDES 8 
RECEPTACLES AND 6 CABLES WITH ASSOCIATED 
3719445 CPR: 

MAR. 458 948A 


BOX FETTENGS & CABLE J-TSECSAPS-158 
CONNECTORS. SIMILAR TO J-tSA/APS-15 
EXCEPT INCLUDES “AN” CONNECTOR AN-3102- 
¥4S°9S FOR OC OUTLET AND CONNECTOR AN- 
3102-125-4S FOR CABLE 
ax (neuls 12571/400- 
2400. SIZE: 6 142" X 7 374" X 5 178", 
WT. 2.172 LBS. SIMILAR TO J-15A/APS-15 
EXCEPT DOES WOT EXCLUDE CABLE BB RE~ 
CEPTACLE, 


J-TSOZAPS-158 AN/APS-158 

JUNCTION BOX? 

POWER DISTRIBUTION BOX CONSISTING OF A 
WERENG TERMINAL PANEL, A NOISE FILTER, 
A FILAMENT TRANSFORMER, AND A VIDEO 
TRANSFORMER FOR SUPPLYING L4B FRIGGER 
PULSE AND CFF AND MONETORENG PULSE. 
@NCLUDES 9 RECEPTACLES AND CABLES AND 
3421745 CPR: 

WAR. 45 948A 


J-TSO7APS-158 
ASSOCHATED BOX FETTINGS AND CABLE CON- 
NECTORS. INCLUDES "AN" CONNECTORS 
AN-3102-t4S-9S FOR DC OUTLET ANDO CON- 
NECTOR AN-3102-125-4S AND AN-5102-18-8S 
FOR CABLE AX AND BB RESPECTIVELY. @NPUT?: 
319717400-2400. SIZE2 6 172" X 7 35/4" X 
6 174". wt. 2 172 LBS. SEMELAR TO 
JoISB/APS-15 EXCEPT wIHREO FOR USE MITH 
AN/APS-158, 


JeIEOSAPS-6-TS AN/APS-6-TS 

JUNCTION BOX: 

JUNCTION BOX WHICH ACTS AS INTERCONNEC- 
TEON POUNT FOR THE FOLLOWING UNITS: IN- 
PUT AND OUTPUT OF SIGNAL SIMULATOR 
SM*6/A4PS-6-Tts CONTROL PANEL 
C-284/APS-6-T53 RECENVER FNXDECATOR UNIT 
(D-32/APS-6, RECTIFIER POWER UNIT 
3424745 
APR. 45A BUAER 


care | MAUHAGTHBES | dASSHIACTNANETL 
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J-TEOZAPS -5-TS 
PP-16/APS-6, CONTROL. UNIT C-46/APS-6, 
AND AUXILIARY CONTROL UNIT C-47/4PS-6 OF 
THE MAIN RADAR EQUIPMENT. POWER INPUT: 
115V 6O CYCLE 1%; 115¥ 800 CY. #0; 24¥ 
OC 250 WATTS. LINK AVIATION DEVECES, 
¢uC. NOAS 5143, 


J-16T/APA-16-TI RESTRICTED 
JUNCTION BOX: _ 

FURNISHES CONNECTIONS FOR FOLLOWING 
UNITS: RANGE HARKER UNIT SN-12/APA-16, 
SERVO-AMPLIFIER UNIT AM-108/APS-16-T3, 
THYRATRON CONTROL UNIT C-283/APA-16-T1, 
RECTIFIER POWER UNIT PP-180/APA-16-TI, 
TARGET SIMULATOR SH-IS/APA-16-T1, 
3/26/45 CAOW#S 

MAR. 45 


BOMBER SIMULATOR J-16S/APA-16-TI 
Sm-17/APA-16-T?, RADAR SET AN/APS-3 OR 
RADIO SET AN/APS-4, ELECTRONIC SIMULATOR 
SH-13/APA-16-TI OR ELECTRONIC SIMULATOR 
SM-54/APA-16-TI AND CONNECTIONS TO CON- 
TROLS ON FRONT PANEL OF CONSOLE CABINET 
CY-425/APA-16-TE. 


S-1G4/APS~31 ANZAPS-31 
JUNCTION BOX: 
SMALL CONNECTION 80X FOR INTERCONNECTION 
OF A SINGLE FOUR CONDUCTOR CASLE CARRY- 
ING THE AZIMUTH INFORMATION FROM THE AN- 
TENNA ASSEMBLY SYNCHRO AND TWO INDICA- 
TORS. INCLUDES TWO AN-3102~t43-6S AND 
ONE AN-3102-84S-6P CONNECTORS. SIZE: 
4/3/45 CPR: CPR2SLO-1545 
APR. 458 948A 


J-164/APS-351 
APPROX, 3 17/2" X 3" X 2". WT. APPROX. 
2.0 LB. 


J-168/APS-20A AN/SAPS-20A 

JUNCTION BOX: : 
PROVIDES INTERCONNECTIONS BETWEEN SYN= 
CHRONIZER ANO FLUX GATE MASTER INDICA- 
TOR CUNMODTFIED, STANDARD UNIT) OR TO 
MODIFIED UNIT 1D-130/APS-20 TO ALLOW 
EITHER TO FEED FILTERED SELSYN SIGNALS 
TO ANTENNA ASSEMBLY AS-238/APS-20A6 
4/18/45 

APRs 45 948A 


J-TEB/APS-20A 
INCLUDES PROPER AN CONNECTORS AND A 
60/26V 400 CPS AUTO-TRANSFORMER. WEIGHT 
2 LBS. SIZE 35" X 3" x 47, 


SHT74FARW 
JUNCTION BOX: CONFIDENTIAL 
DESIGNED FOR 4100 AMPS 28V. 10 AMP 28V 
BC. & S AMP T1S¥ AC 800 CYCLE. INCLUDES 
COVER: StZE APPROX: 6" X 2 374" X 
4 3/4":-PER BUAER SPEC EP-349 (SPEC. 
EP+349). HAS "AN™ CLAMPS FOR CABLES & 
“AN” TERMINAL STRIPS, HAS “AN™ RECCPT- 
4730745 
Way 45 


seni | [bare | 
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beatin FIRST ASSIGNED FOR | HAM DRAWING, | [ae | FIRST ASSIGNED FOR AME RRAMHNS, 


4-75 


S-ETEAARW 
ACLE ON ONE SIDE. #NDIVIDUALLY PACKED. 
JUNCTION BOX USED TO #NTERCONNECT JB-2 
FLEGHT CONTROL UNtT C-303/ARW. 28¥ DC 
POWER SOURCE. ttSV AC 800 CYCLE POWER 
SOURCE, & TRANSMETTER CORIVER & AMPLI- 
FER). USED WITH BUT NOT PART OF CONTROL 
UNIT C-303/ARW. 


J-18/APS-5-TS AN/APS-6-T5 

JUNCTION BOX: 
BLACK SHEET METAL WITH COVER. SIZE: 15" 
xt2" x 4", 


LINK 
AVOATION DEVICES NAVY CONTRACT NOas-51 42 
JUNCTION BOX SERVES AS AN INSERKMEDIATE 
9/4745 
JUN. 454 BUAER 


J+181/APS-6-TS 
JUNCTION BOX BETWEEN JUNCTION BOX 
J-180/APS-6-75, JUNCTION BOX 
J-182/APS-6-15, JUNCTION BOX 
J-183/APS-6-TS, FLIGHT INFORMATION UNIT 
CN-55/APS-6-15, INCLUDES TERMINAL BLOCKS 
TWO 33 CONDUCTOR MALE JONES PLUGS MFG 
NO: P-333-EB OR EQUAL. 


COMPONENT INDICATORS "KY* 
KEYERS, COOERS AND 
ENTERRUPTERS 


MECHANICAL & AUTOMATIC 


KY-1/CPN-3 AN/CPN-3 CONFIDENTIAL 
CODER: 

A UNIT OF THE PANEL TYPE. THE CODER SUP- 
PLEES APPROX 20 CODE COMBINATIONS FOR 
THE TRANSMITTER. THE UNIT DISCRIMINATES 
BETWEEN THE RADAR SEARCHING PULSE AND 
THE BEACON #NTERROGATING PULSE. OPERATES 
ON 185/1750-70. 
4/9743 CPR:358-4174 
SEPT 43 


KY-TA/CPN-3  AW/CPN-3 

CODER: CONFIOENTIAL 
A UNIT OF THE PANEL TYPE. SUPPLIES 
APPROX 20 CODE COMBINATIONS FOR TRANS~ 
WITTER T-8/CPN-3. DISCRIMINATES BETWEEN 
THE RADAR SEARCHING PULSE ANO THE BEACON 
INTERROGATING PULSE. OPERATES ON. 115/10/ 
50-70~. SAME AS KY-I/CPN-3 EXCEPT HAS 
E/27/44° CPR: 

JAN. 44 


KY-1a/CPH-3 
MOHENTARY CONTACT TYPE TEST OSCILLATOR 
SWITCH INSTEAD OF TOGGLE SWITCH. 


KY-3/&PH-7 AN/APN-7 
CODER: CONFIDENTIAL 
RECEEVES VIDEO IMPULSES THROUGH A COAX- 
VAL CABLE & RESPONDS BY SUPPLYING A 
SERIES OF ONE MICROSECOND PULSES TO RE- 
CEIVER-TRANSMITTER RT-21/APN-7 THROUGH 
ANOTHER COAXIAL CABLE. A SWITCH ON PANEL 
QF THE CODER KY-3/APN-7 MAY BE SET TO 
tt/S/43 CPR3 CPRSSLO-959 
NOV. 43 


ASSIGNED 
Issued 


eee 


KY-S/APN-7 

ANY ONE OF THE FOLLOWING RESPONSECODES: 
CTIA SINGLE PULSE, (2)TWO PULSES SPACED 
§2 TO #6 HICROSEC,, (3)THREE PULSES 
SPACED 12 TO #6 MIiCROSEC. (4)TWO PULSES 
SPACED 30 TO 48 MICROSEC, CSITHREE 
PULSES SPACED 30 TO 48 MICROSEC. AMPLI- 
TUDE OF THE OUTPUT PULSE {S 75 TO 125 ¥ 
PEAK. POWER SUPPLY 105 TO i30¥/400-2400 
CYCLES. WT OF CODER iS 8S 18S. 


KY-4@/aPS-TI AN/APS-TI 

BEACON SIGNAL SIfMULATOR: CONFIDENTUAL 
CONSISTS OF A SEPARATE CHASS!S MOUNTED / 
WSTHIN THE TRAINER CONSOLE CASINET 
CY-S9/APS-TI WITH SUITASLE DELAY CIRCUITS 
AnD PULSE GENERATORS TO PRODUCE A SIGNAL 
ON RECEIVER TNOICATOR FOR AN/APS~2 
SERTES AND CORRESPONDING UNIT OF 
11/23/43 CVF: 

auc. 44 


AN/APS-3 SIMILAR TO THAT KY-4/APS-T1 
GENERATED BY A FIXED RADAR BEACON 
STATION. THE BEACON UNIT IS TRIGGERED BY 
UNUSUALLY LIGHT SPOTS ON THE RADAR KAP 

& {TS OUTPUT 1S FEO INTO THE MOOULATOR 
HO-14/APS-TI AT VIDEO LEVEL. CONTAINS 
ITS OWN POWER SUPPLY REQUIRING APPROX. 
150 W AT 105 TO 120V/1/50-60 CYCLES. 


KY-5/CPN-3A AN/CPN-3A 

CODER: CONFIDENTIAL 
A UNIT OF THE PANEL TYPE. SUPPLIES 
APPROX. 20 CODE COMBINATIONS FOR HODU- 
LATOR MD-21/CPN-3A. OPERATES ON 415/10/ 
50-70~. PROVIDES MOUNTING FOR DISCRIMI~ 
NATOR F~10/CPN-3A SIMILAR TO KY-t/CPN-3 
AND KY-1A/CPN-3 EXCEPT DOES NOT INCLUDE 
3/27/44 CPR: 
JAN. 44 


KY-S/CPN-3A 
DISCRIMENATOR CIRCUITS. 
KY-6/CPN-6 AN/CPN-6 
CODER: CONFIDENTIAL 


RECEIVES THE INITIAL PULSE SIGNAL FROM 
DISCRIMINATOR F-t2¢CPN-6 AND CONTAINS 
THE NECESSARY COMPONENTS FOR SUPPLYING 
THE NECESSARY PULSES OR PIPS TO MOOU- 
LATOR DRIVER AM-44/CPN-6, CONSISTS OF A 
SERIES OF MULTI-VIBRATORS WHICH CAN BE 
4/29/44 CCGG: 

APR. 44 


KY-6/TPR-6 
SET IN SUCH A MANNER AS TO PROVIDE RANGE 
CODES FROM 2 TO 6 PIPS WHOSE’ RELATION 
CAN BE SET AT WILL BY MEANS OF SWITCHES. 
INCLUDES SELF-CONTAINED POWER SUPPLY 
WHICH ALSO SUPPLIES RADAR RECEIVER 
R-88/CPN-6. ENPUT 110¥/1¢r50 TO 70~. 


KY-6A/CPN-6 AN/CPN-6; g 17 

CODER CONFIDENTIAL 
RECEIVES THE INITIAL PULSE SIGNAL FROM 
DISCRIMINATOR F-12A/CPN-6 AND CONTAENS 
THE NECESSARY COMPONENTS FOR SUPPLYING 
THE NECESSARY PULSES OR PIPS TO MODU- 
LATOR DRIVER AM-44/CPN-6. CONSISTS OF A 
SERGES OF MULTI-VIBRATORS WHICH CAN BE 
4/29/44 CGG: 

KAR. 45 
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Des ER ATOR 


RY-GASCPR-6 
SET IN SUCH A MANNER AS TO PROVIDE RANGE 
CODES FROM 2 TO 6 PIPS WHOSE RELATION 
CAN BE SET AT WILL BY MEANS OF SWITCHES. 
UNCLUOES SELF-CONTAINED POWER SUPPLY 
WHICH ALSO SUPPLIES RADAR RECEIVER 
R-99/CPN-17, INPUT 1139V/14/50 TO 70~. 
SAME AS KY-6/CPN-6 EXCEPT FOR IMPROVED 
DESIGN. 


LINE CONSTRUCTION TOGLS *LC* 


tNCLUDES SPECIAL APPARATUS SUCH 
AS CASLE PLOWS, HOISTS, ETC. 


Lc-201/ct 

SLEEVING: 

3/4" INSIDE DIAMETER, $/8" WALL THICK- 
NESS, 10 FT. LONG, USED IN SPLICING 
6-PAIR, 19 & 22 GAs; II-PAIR, 195 22,4 
& 24 GA.; 16-PAIR, 19, 22, & 24 GALS 
26 PAIR, 24 GAs. AND CABLE WC-253, 
AA.E. CO., OR EQUAL. 

9/23/44 

SEPT, 44 


Lc-202/cT 

SLEEVING: 

tT" INSIDE DIAMETER, 1/8" WALL THICKNESS, 
10 FT. LONG. USED IN SPLICING SI-PAIR, 
24 GAw; AND 26-PAIR, 19 & 22 GAs, CABLE. 
AsAcE. CO., OR EQUAL. 


9/23/44 
SEPT. 44 


LO-203/GT 

SLEEVING: 

14/2" InNStOE DIAMETER, 1/8" WALL THICK- 
NESS, 10 FT. LONG. USED IN SPLICING 
SI-PAIR, 19 GAw; 76-PAIR, 22 GAL; ANO 
tOl PAIR, 22 & 24 GAL; CABLE. Aca.E. 
Ov. OR EQUAL. 


9/23/44 
SEPT, 44 


Uc-204/cT 

SLEEVING: 

2" INSIDE DIAMETER, 3/8" WALL THICKNESS, 
10 FT. LONG. USED IM SPLICING T0I-PAtR, 

19 GA, 1S2-PAIR, 22 GA; AND 202-PAIR, 

24 GA. CABLE. AND "Y" SPLICE ON 50-PAIR 

CABLE, A-AJE. CO, OR EQUAL. 


9/23/44 
SEPT, 44 


Lc-205/GT 

CABLE SPINNER: 

AN ASSEMBLY CONSISTING OF PULLEYS AND A 
SWIVEL SHAFT ARRANSEMENT USED TO TRANS- 
POSE U-DISTRIZUTION WIRE AS IT 1S SPUN 
OFF WHILE THE REEL REMAINS STATIONARY - 
BAKING ONE TRANSPOSITION FOR EVERY TURN 
OF WIRE ON THE REEL. 

9/23/44 

SEPT. 44 


tc-206/GcT 

SPLICING KIT: 

A SPLICING KIT CONSISTING OF 3 BRASS 
SPLICE SLEEVES 3/4" LONG FOR #87 SIMPLEX 
TELEX Twin CA3LE AND ONE SMALL PAD OF 
ANHYDREX AA RUBBER SPLICING COMPOUND; 
SIMPLEX WIRE AND CABLE CO. 


APESPRRT 


Le-207/GT 

VULCANIZER: 

VULCANIZER "U" TYPE COMPLETE, AT & T 
SPEC. AT-6720-1 OR EQUAL FOR USE IN 
SPLICING ARMORED TELEX UNDERGROUND TELE- 
PHONE CABLE. 


9/25/44 
SEPT. 44 
LanPs “LA 
CELUMENATING, PILOT 
LN-201/¢ 
LamMP: 


LAMP, FLASHLIGHT, 5 VOLT 0.30 AMPS MAZOA 
#27 MINIATURE SCREW BASE. FOR 4 TYPE F 
cELLs, 


9/23/44 
SEPT. 44 


tm-202/0 

Lamp: 

LAMP, FLASHLIGHT, MINIATURE SCREW BASE 
5V, O15 AMP, MAZDA #502, G-4 1/2 BULB, 
FOR 4 CELL FLASHLIGHT. 


s/zifwa 
SEPT. 44 
é 


COMPONENT INDICATORS 
LOUDSPEAKER 


PLs® 


SEPARATELY HOUSED LOUDSPEAKERS 


LS-1/GR CANCELLED 
REASSIGNED LS-101/GR 


8/14/43 
SEPT 43A 


LS~2/GR CANCELLED 
REASSIGNED LS-t02/GR 


8/14/43 
SEPT 434 


LS--tO1/GR RADAR BEACONS 
MULTIPLE AUDIO MONITOR? 
INCLUDES AN AUDIO AMPLIFIER IWHICH IPRO- 
VIDES 6 WATTS +3db BETWEEN 100 10 5000~ 
& A BUILT IN SPEAKER. PROVIDES FOR CON- 
TINUOUS OBSERVATION OR AUTOMATIC CONSEC- 
UTIVE SELECTION OF FROM 2 TO 6 REC CHAN- 


oh FIRST ASSIGNED FOR | ONAL GRAYING, 
° 
LISTENING INTERVALS WITH LS-101/GR 


TWO SEC DEAD INTERVALS TO ESTABLISH THE 
LISTENING PERIODS, PROVIDES INDICATOR 
LIGHTS TO IDENTIFY THE O8SERVEO CHANNEL. 
UENCLUDES RECEPTACLE FOR EXTERNAL SPEAKER 
& JACK FOR HEADPHONE MONITORING WHICH 
AUTOMATICALLY CUTS OUT THE BUILT IN 
SPEAKER. INPUT: 135/230V 16 50-70~, 
FIRST PURCHASED UNDER NAVY CONTRACT 
NXgg-31251. 


LS-102/GR 

MONITOR SPEAKER: 

USED IN CONNECTION WITH MULTIPLE AUDIO 
MONITOR LS-1017GR TO PERMIT REMOTE 
MONITORING OF FROM 2 TO 6& RECEIVER CHAN- 
NELS CwHEN PROFERLY CONNECTED), INCLUVES 
A VOLUME CONTROL AND JACK FOR HEADPHONE 
MONITORING WHICH AUTOMATICALLY CUTS OUT 
8/14/43 CTS: 

MAR. 44 


LS-T02/GR 
THE BUILT IN SPEAKER. FIRST PURCHASED 
UNDER NA¥YY CONTRACT NX39-31231. 


LS-105/MPN-tA 
SPEAKER UNIT: 
4” PERMANENT MAGNET TYPE SPEAKER AND 
IMPEDANCE MATCHING TRANSFORMER FOR CON: 
NECTING THE SPEAKER TO OUTPUT OF RE- 
CEIVER AVR-101CRCA) USED BY OBSERVER IN 
RADIO SET AN/HPN-3A & AN/MPN-I1B. HAS A 
300 OHM INrUT IMPEDANCE SIZE: 6" X 6" X 
5/19/44 CRR: CRRSAL/5 597-2 
MAY 44 


AN/MPR-TA,1B 


LS-105/MPN-1A 
3". WT. 4 LBS. 


LS-106/MPN-3A 
SPEAKER UNIT: 
4" PERMANE MAGNET SPEAKER, CONNECTED 
IN THE tNTERCOMMUNICATION CIRCUIT OF 
RADIO SET AN/MPN-1A, & AN/MPN-58 TO 
FURNISH INTERCOMMUNICATION WETH THE 
TRUCK Cas. HAS A 4 OHM INPUT IMPEDANCE. 
SIZE 6" X 6" x 37. wit F 2BS. 
$/19144 CReKe CRRIALTS3I7-F 
MAY 44 


AN/MPN-1A, 1B 


COMPONENT INDICATORS "M® 
MICROPHONE 


RADIO, TELEPHONE, THROAT, HAND 


M-4/AR AIRCRAFT HAF 2311603 
MICROPHONE: NOas-2130 

LIP MICROPHONE FOR COMMUNICATIONS USE AT 
NON-OXYGEN ALTITUDES. INCLUOES A TWO 
CONDUCTOR, SYN. RUBBER COVERED CORD, 17" 
LONG WITH PLUG PL-291 AT THE FREE END. 


MIKE 1S MOUNTED ON A HOLDER ASSEMBLY 
MELS, (NHEN PROPERLY, COMME DTEDD Fc13 “SE CONSISTING OF A LOOP OF 0.06" DIA. STEEL 
9/25/44 8/14/43 CTJ: 12/6/43 CVA:9200 cva:9200 
SEPT, 44 SEPT 43 asiGNap| FEB. 44 
sssuED 


[aan 
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CONFIDENTIAL 


R-47ER 
WIRE ATTACHED THRY A FRICTION CLUTCH To 
A MOUNTING BRACKET ALLOWING A MAXIMUM 
FREEDOM OF ADJUSTMENT MOUNTS ON EARPHONE 
MOUNTING SOCKETS WAF248440 OR NAF548490 


W-5/ UR GENERAL USE 

MICROPHONE ASSEMBLY: 

CONSISTS OF A CARBON LIP MICROPHONE, 
NOTSE CANCELLING, FREQUENCY. RANGE 250 40 
4000 CYCLES, BEARING “AN DESIGNATION 
MICROPHONE UNIT M-6/UR AND FACE HARNESS 
MX-108/UR, USEO FOR COMMUNI CATLONS 
APPLICATIONS AT NON-OXYGEN ALTITUDES, 
Vs27/ 4a Cas Cus 

aPR. 44 


B-5/0R 
WI. APPROX. 2 87S. 


W-SAZUR GEN. USE 

RICROPHONE ASSEMBLY? 

MICROPHONE ASSEMBLY CONSISTS OF mICRO- 
PHONE UNIT M-6/UR, A CARBON LIP MICRO- 
PHONE. NOISE CANCELLING TYPE, FREQUENCY 
RANGE 250-4000 CYCLES, BOOM SUSPEN- 
S10M MX-314/UR FOR HOLDING MICROPHONE, 
AND SWIVEL BRACKET HT-368/UR, USED FOR 
S412044 

MOV. 44 


COMMUNICATION M-SATUR 
APPLICATIONS AT NON-OXGEN ALTITUDES. THE 
M-5A/UR DIFFERS FROM THE M-5/UR IN THAT 
1T USES A BOOM SUSPENSION INSTEAD OF A 
FACE HARNESS TO HOLD MICROPHONE. WILL 
SUPERSEDE M-5/UR BEFORE PRESENT CONTRACT 
1S COMPLETED WITH WE. ON NOas 3133. 
AVLOMETER CORP. NOas 3172; TELEPHONIC 
CORP., MOas 3168~ 


H-6/ UR GENERAL USE 
WICROPHONE UNITS 

CAK3ZON LIP MICROPHONE, NOISE CANCELLING, 
FREQUENCY RANGE 250 TO 4000 CYCLES, 
AVERAGE OUTPUT, APPROX, 47 DB. FOR 1 
MILLIVOLT WHEN TESTED #N STANDARD JB 
CIRCUIT. BUTTON CURRENT APPROX, 55 MA, 
FOR COMMUNICATIONS USE AT NON-OXYGEN 
1/27/44 CwsDt73264 CH¥sESO0-668692 
apr. 44 


W-6/OR 
ALTITUDES, USED W1¥H FACE HARNESS 
MX-108/UR. PART OF MICROPHONE ASSEMBLY 
H-5/UR. WT 0.6 OZ. 


W-7/CRI-1A AN/CRI-TA CONFIDENTIAL 

HY DROPHONE 

TOROJOAL MAGNETOSTRICTION HYDROPHONE 

3" DIA X 5S" LONG. CONSISTS OF A NICKEL 
TUBE TOROIDALLY WOUND WITH APPROX. 120 

TURNS INSULATED WIRE AND PERMANENTLY 

MAGNETIZED. INCLUDES A SPONGE RUBBER 
LINING INSIDE OF NICKEL TUSE. 

2st saa 

FES. 44 


Army-Navy Designations 
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oeleeAtiOn ARE 


N~7/CRT-38 
PICKS UP UNDERWATER SOUND AND CONVERTS 
THIS INTO AN ALTERWATING VOLTASE WHICH 
VS AMPLIFIED AND TRANSMITTED BY RADIO 
TRANSMITTER T-1A/CRI~be 


COMPONENT ERDICATORS *HD® 
MODULATOR 


DEVICES FOR VARYING AMPLITUDE, FREQUENCY 
OR PHASE OF AN ALTERNATING CURRENT 


MO-1 /FRC AN/FRY-t 

MODULATOR? 

COMPRISES TWO COMPLETE & INDEPENDENT 
MODULATOR CHANNELS EACH CAPABLE OF HIGH 
LEVEL PLATE MODULATION OF RADIO TRANS- 
BITTER T-4/FRC AND RADIO TRANSMITTER 
T-S/ERC. ALL POWER, INCLUDING THAT FOR 
FORCED VENTILATION OBTASNED FROM POWER 
42/22/43 CKV: CKYVsMX~-07368 
JUN. 44 


MO-S/FRC_ 
RECTIFIER PP-5/FRC OR PP-1/FRC. BOUSED 
IN DUSTPROOF CABINET APPROXIMATELY 12° 
WIDE BY 30" DEEP BY 60" HIGH WITH ROL- 
LING CHASSIS, PANEL CONCEALED BY HINGED 
booR. 


MD-4/APS=-2 AN/APS~2 

MOOULATOR: CONSISTS OF CONFIDENTIAL 
PULSE FORMING CIRCUITS, AMPLIFIERS AND 
POWER RECTIFIER CIRCUITS. PRODUCE NEGA- 
TIVE SHORT PULSES AT HIGH PEAK POWER 
LEVEL. MECHANICALLY AND ELECTRICALLY 
INTERCHANGEAZLE WITH THE MO-4A/APS-2 
MOOYLATOR, SUPPLY: 24 ¥ DC AND 115/1/400 
$/15/43 CPR: 
JUNE 43 


MO-4/APS~2 
To 2400. 


MD-4A/APS*2 AN/APS +2 

MODULATOR: CONSISTS OF CONFIDENTIAL 
PULSE FORNING CIRCUITS, AMPLIFIERS AND 
POWER RECTIFIER CIRCUITS. PRODUCES NEGA- 
TIVE. SHORT PULSES AT HIGH PEAK POWER 
LEVEL. MECHANICALLY & ELECTRICALLY 
INTERCHANGEABLE WITH MD-4/APS-2 MOD. 
SUPPLY: 24 V DC AND $15/17400 TO 2400. 
S7157463 CCT: : 

JUNE 43 


HD-4B/APS-2 AN/APS-6 
MODULATOR; CONFIDENTIAL 
CONS!STS OF PULSE FORMING CIRCUITS, AMP- 
LIFIERS, AND POWER RECTIFIER CERCUITS. 
PRODUCES NEGATIVE, SHORT PULSES AT HIGH 
PEAK POWER LEVEL. MECHANICALLY & ELEC- 
TRICALLY INTERCHANGEABLE WITH MODULATORS 
MD-4/APS-2 AND MD-4A/APS-2 BUT IS RE- 
7424/43 CCT? 

AUG. 43 CPR: 


4-77 


Ben ATICN oF ARKHER 


MD-4B/APS-2 
DESIGNED TO INCORPORATE THE ADVANCES IM 
THE ART. POWER SUPPLYS 26 V OC AND 
115/17400-2400. 


WO-4C/APS-2 — AN/APS-2 

MODULATOR: CONFIDENTIAL 
CONSISTS OF PULSE FORMING CIRCUITS, 
AMPLIFIERS ANO POWER RECTIFIER CIRCUITS. 
PRODUCE NEGATIVE SHORT PULSES AT HIGH 
PEAK POWER LEVEL. MECHANICALLY AND 
ELECTRICALLY INTERCHANGEABLE WITH THE 
MD-4A/APS=2 AND MD-48/APS-2 MODULATOR. 
1/10/43 CPR: 

JAK, 44 


WD-4C/APS~-2 
SUPPLY: 24 ¥ DC AND 115/1/400 To 2400. 
SAME AS MD-4/APS-2 EXCEPT INCLUDES 
RKR-73 CLIPPER TUBE AND ASSOCIATED 
cincult, 


MO-4CM/APS -2 ANZAPS-1S5AM CONFIDENTIAL 
MODULATOR: 

CONSISTS OF PULSE FORMING CIRCUITS, 
AMPLEFLERS AND POWER RECTIFIER CERCUITS. 
PROOUCE NEGATIVE SHORT PULSES AT HIGH 
PEAK POWER LEVEL. SUPPLY: 24¥ DC AND 
115/17400 TO 2400. SAME AS ND-4C/APS-2 
EXCEPT MCOSFEED BY SUBSTITITION OF 0.25 
3419748 CPRS 

MAR. 45A 


ND-4CH/APS-2 
MICROSECOND PULSE FOR A 0.5 MICROSECOND 
PULSE. 


MO-5 /APS-3  AN/APS-3 RE-9075-A 
MODULATOR? IN A CCNFIDENTEAL 
PRESSURIZED SECTION THER: Akc UcLAt 
LINES, A PULSE FORMING OSCILLATOR UstnG 
A~829 TUBE, A -71S5A PULSE AMPLIFIER TUZE 
TWO RKR~?2 TUZES USED AS A 14 KV HIGH 
VOLTAGE RECTIFIER, & TWO RKR-72 TUBES 
USED AS PLATE RECTIFIERS FOR THE PULSE 
4/24/43 CPR: CPR:5L0-581 
RAY 44 


FORMING OSCILLATOR & BIAS MO-5 /APS-3 
RECTIFIER. INCLUDES NECESSARY TRANS= 
FORMERS, RELAYS, BLOWER MOTOR, ETC. 
INPUTSI115/3/800-2400 8 26 V DC. OUTPUT: 
1tSV AC, 24V 0C,3000 VOLT MAGNETRON 
PULSE, & TRIGGER PULSE TO THE OTHER 
UNITS INVOLVED. SAME AS MD-4/APS~2 
EXCEPT INCLUDES A STEP-O0WN PULSE TRANS- 
FORMER. INTERCHANGEASLE WITH MD-SA/APS-5S 


MD- SA/APS-3 AN/APS-3 RE-9075-A 
MODULATOR: CONFIDENTIAL 
IN A PRESSURIZED SECTION THERE ARE 
DELAY LincS, A PULSE FORMING OSCILLATOR 
USING A-829 TUSE, A-7ISA PULSE AMPLIFIER 
TUBE TWO RKR-72 TU3ES USED AS A 14 KV 
HIGH VOLTAGE RECTIFIER, & TWO RKR-22 
TUBES USED AS PLATE RECTIFIERS FOR THE 
4/24/43 CCT:ExcePT CPRISLO-S8 
May 44 FINAL ASSEMBLY 


SENET 
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PULSE FORMING OSCILLATOR HD- SA/APS-3 
& BIAS RECTIFIER, tNCLUDES NECESSARY 
TRANSFORMERS, RELAYS, BLOWER MOTOR, ETC. 
INPUTS115/5/800-2400 8 26 ¢ DC. OUTPUT: 
115V AC, 24¥ DC,3000 V MAGNETRON PULSE, 
6 TRIGGER PULSE TO THE OTHER UNITS IN- 
VOLVED. SAME AS MD-4A/APS-2 EXCEPT 1U- 
CLUDES A STEP-DOWN PULSE TRANSFORMER. 
UNTERCHANGEABLE WITH MD-S/APS-3 


MD-SB/APS-3 = AN/APS-3,15 

MODULATOR: CONFIDENTIAL 
CONSISTS OF PULSE FORMING CIRCUITS, AM- 
PLIFIERS, & POWER RECTIFIER CIRCUITS. 
PRODUCES SHORT WEGATIVE PULSES AT HIGH 
PEAK POWER LEVEL. CONSISTS OF MODULATOR 
0-48 /APS-2 PLUS STEP DOWN TRANSFORMER. 
SUPPLY: 26V DC, & 115/1/400-400. OUTPUT: 
9/20/43 CCT: 

SEPT 43 CPR: 


ND ~58/APS-3 
26¥ DC, 115/1/400-2400, & 3000 VOLT 
MAGNETRON PULSE. 


MO-SC/APS-3 RE-S9O07S5-A 
MODULATOR: CONFIDENTIAL 
PRESSURIZED SECTION CONTAINING DELAY 
LINES, A PULSE FORMING OSCILLATOR USING 
A-829 TUSE, A -735A PULSE AMPLIFIER TUBE 
TWO RKR-72 TUBES USED AS A 14 KV HIGH 
VOLTAGE RECTIFIER, & TWO RKR-72 TUBES 
USED AS PLATE RECTIFIERS FOR THE PULSE 
1/10/44 CPR: CPR:SLD-5043 
HAY 44 


AB /APS-3 


FORHING OSCILLATOR & BIAS MD-5C/APS-3 
RECTIFIER & A RKR-73 CLIPPER TUBE. tN~ 
CLUDES NECESSARY TRANSFORMERS, RELAYS, 
BLOWER MOTOR, ETC. INPUT: 115/1/800-2400 
& 24V DC. OUTPUT: I115¥ AC, 26¥ DC, 3000 
VOLT MAGNETRON PULSE, & TRIGGER PULSE TO 
THE OTHER UNITS INVOLVED. SAME AS HD-4C/ 
APS-2 EXCEPT INCLUOES A STEP-DOWN PULSE 
TRANSF MER. INTERCHANGEABLE WITH 
MO-S/APS-3, MD-5A/APS-3, & MD-SB/APS-3. 
joe 4 


MD-SCM/APS-3 AN/APS-15BM RE-907S-A 
MODULATOR: CONF IDENTSAL 
PRESSURIZED SECTION CONTAINING DELAY 
LIES. A PULSE FORMENG OSCILLATOR USING 
A-829 TU3S, A-715A PULSE AMPLIFIER TUBE 
TwO RKR-72 TUBES USED AS A t4 KV HIGH 
VOLTAGE RECTIFIER, & TWO RKR~72 TUBES 
USED AS PLATE RECTIFIERS FOR THE PULSE 
4/1i/45 CPR: CPR25L0-1043 
APR. 454A 


MD-SCM/APS-3 
JAMING OSCILLATOR & BIAS RECTIFIER & A 
‘2073 CLEPPER TUBE. EXCLUDES NECESSARY 
“MISFORMERS, RELAYS, BLOWER MOTOR, ETC. 
PUT? 145/1/800-2400 & 24V¥ OC. OUTPUT: 
13¥ AC, 26¥ DC, 3000 VOLTS MAGNETROM 
LSE, & TRIGGER PULSE TO THE OTHER 
JETS PNVOLVED. MODIFIED mD-5C/aPS<5 
} INCORPORATE SHORTER FULSE OUTPUT TO 
\ABLE USE WITH AN/APS-15SBH. 


MD-5O0/APS-3 RE-9O75-A 
MODULATOR: CONFIDENTIAL 
PRESSURIZED SECTION CONTAINING RELAY 
LUNES, A-829 OSCILLATOR TUBE, A-7ISA 
PULSE AMPLIFIER TUBE TWO RKR-72 TUBES 
USED AS A 14 KV HIGH VOLTAGE RECTIFIER, 
& THO RKR-72 TUSES USEO AS PLATE RECTIF- 
tERS FOR THE FORHING OSCILLATOR & BIAS 
T14laa CPR: CPR2SLO-10435 
AUG. 44A 


ANSAPS-3A 


NAVSHIPS 900,109 
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RECTIFIER & A RKR-73 MD-SD/APS-3 
CLIPPER TUBE. tNCLUDES NECESSARY TRANS- 


FORMERS, RELAYS, BLOWER MOTOR, ETC. IN- 


PuT: 165/9/800-2400 & 26¥ OC. OUTPUT: 
TISV AC, 264 DC, 300Q VOLT MAGNETRON 
PULSE, & TRIGGER PULSES TO OTHER UNITS & 
ASSOCIATED EQUIPT. SAME AS MD-4C/APS-2 
PLUS STEP-OOWN PULSE TRANSFORMER. SIMI- 
LAR TO MO-5C’APS-3 EXCEPT #NCLUDES V. Di- 
VIOER TO REDUCE AMPLITUOE OF LAB IRIGGER 


MD-5E/APS -3 AN/APS-3A RE-9075-A 
MODULATOR: CONFIDENTIAL 
PRESSURIZED SECTION CONTAGNING DELAY 
LINES, A-829 OSCILLATOR TUBE, A-7ISA 
PULSE AMPLIFIER TUBE TWO RKR-72 TUBES 
USED AS A 14 KV HIGH VOLTAGE RECTIFIER, 
& TWO RKR-72 TUBES USED AS PLATE RECTIF- 
TERS FOR PULSE FORMING OSCILLATOR & BIAS 
8/12/44 CCT: 

AUG. 44 


RECTIFIER & A RKR-73 MD-SE/APS-3 
CLIPPER TUBE. INCLUDES NECESSARY TRANS- 
FORMERS, RELAYS, BLOWER MOTOR, ETC. IN- 
PUT: 119/1/7800-2400 & 24¥ DC. OUTPUT: 
TiSv AC, 26¥ DC, 3000 VOLT MAGNETRON 
PULSE, & TRIGGER PULSE TO THE OTHER UNITS 
INVOLVED. SAME AS MD-48/APS-2 PLUS STEP- 
DOWN PULSE TRANSFORMER. SIMILAR TO 
MD-SB/APS-3 EXCEPT INCLUDES VOLTAGE Di- 
ViDER TO REDUCE AMPLETUDE OF LAB TRIGGER 


MD-77ARC-S 
MODULATOR: RESTRICTED 
PROVIDES PLATE & SCREEN MODULATION FOR 
ABY TRANSMITTER OF THE AN/ARC~S EQUIP- 
MENT. FOR USE WITH 28 VOLTS DC PLUG IN 
DYNAHOTOR OY-8/ARC-5. HAS RECEPTACLES 
FOR CAaLeS TO THE RECEIVER MOUNTING RACK 
AND ALL UNITS OF THE TRANSMITTER PORTION 
740443 cbr: 

JULY 45 


ANSARC-S 


MD-7/ART-5 


OF THE AN/ARC-S EQUIPMENT. FITS MOUNTING 
BASE MI-76/ARC-S. 


MD-9/APS-6 
MODULATOR: CONFIDENTIAL 
INCLUDES PULSE FORMING CIRCUITS, AMPLI- 
FIERS, & POWER RECTIFIER CIRCUITS. PRO-~ 
OUCES NEG, SHORT PULSES AT HIGH PEAK 
POWER LEVEL. POWER SUPPLY? 26 V DC & 
TES/t/400-2400. CONSISTS OF MD-4/APS-2 
PLUS X BAND STEP DOWN PULSE TRANSFORMER. 
7/24/43 «CCT? 

OCT. 43 CPR: 


AN/APS -6 


MD-9A/APS-6 
MODULATOR: CONFIDENTIAL 
INCLUDES PULSE FORNENG CIRCUITS, AMPLI- 
FIERS, & POWER RECTIFIER CIRCUITS. PRO- 
DUCES NEG, SHORT PULSES AT HIGH PEAK 
POWER LEVEL. POWER SUPPLY: 26 V¥ DC & 
115/1/400-2400. CONSISTS OF MD-4A/APS-2 
PLUS X BAND STEP OOWN PULSE TRANSFORMER. 
10/27/43 CCTs 
OCT. 43 CPR: 


AN/APS-6 


MD-9B/APS-6 
MODULATOR: CONFIOENTIAL 
HuCLUDES PULSE FORMING CIRCUITS, AMPLIE- 
FEERS, & POWER RECTIFIER CIRCUITS. PRO- 
OUCES NEG. SHORT PULSES AT HIGH PEAK 
POWER LEVEL, POWER SUPPLY: 26 V DC & 
115/1/400-2400. CONSISTS OF MO-4B/APS-2 


PLUS XK BANO STEP DOWN PULSE TRANSFORMER. 
80/27/43 CCT: 


OCT. 43 CPR: 


AN/APS-6 


BD-10/URA-T2 AN/URA-T2 

MODULATOR CONFIDENTIAL 
INCLUDES A SELECTOR SWITCH & THE FOLLOW- 
ING ASSOCIATED TERMINALS & CIRCUITS: 

(1) NOJSE, (2) TONE, (3) MULTIVIBRATOR, 
(4) EXTERNAL MODULATION, (5) KEYING, & 
(6) EXTERNAL KEYING. THE OUTPUT IS AO- 
JUSTA3LE FROM O TO 120% MODULATION & IS 
8/14/43 CUO: 

SEPT 43 


CAPASLE OF MODULATING A Hp -10/URA-f2 
NAVY MOOEL LP-3 (OR EQUIVALENT) STANDARD 
SIGNAL GENERATOR AT 120%. AN INTERNAL 
RECTIFIER IS INCLUDED TO PERMIT OPERA- 
TION FROM 115/3/60; HOWEVER AN OCTAL 
RECEPTACLE IS ALSO PROVIOEO TO PERMIT 
OPERATION FRON EXTERNAL DC SUPPLIES. 


MD-10A/URA-T2 AN/URA-T2 
MODULATOR: CONFIDENTIAL 
INCLUDES A SELECTOR SWITCH & THE FOLLOW- 
ING ASSOCIATED TERMINALS & CIRCUITS: 

(1) NOISE, (2) TONE. (3) MULTIVIBRATOR, 
C4) EXTERNAL MODULATION. (5) KEYING, & 

(6) EXTERNAL KEYING. THE OUTPUT IS AD- 
JUSTABLE FROM O TO 120% MODULATION & iS 
978444 Cxvs 
SEPT. 44 


MD -TOA/URA-T2 
CAPABLE OF MODULATING A NAVY MODEL LP-3 
(OR EQUIVALENT) STANDARO SIGNAL GENERATOR 
AT 120%. AN INTERNAL RECTIFIER IS IN- 
CLUDED TO PERMIT OPERATION FROM 11S/1/60; , 
HOWEVER AN OCTAL RECEPTACLE 1S ALSO PRO- 
VIDED TO PERMIT OPERATION FROM EXTERNAL 
DC SUPPLIES, SIMILAR TO MD-10/URA-T2 
EXCEPT HAS CIRCUIT IMPROVEMENTS & 
DIFFERENT MFGR. 


MO-14/APS-TI AN/APS-TI 

MODULATOR: CONFIDENTIAL 
HNCLUDES (1) SHEEP CIRCUITS WHICH GEN- 
ERATE A WEOGE SHAPED PATTERN TO SIMULATE 
RADIATION PATTERN OF RAOAR ANTENNA ON 
CATMODE RAY TUBE OF SCANNER CV-B/APS-TI 
FOR "PPI" PRESENTATION, (2)"SEA RETURN® 
GENERATOR (3) VIDEO AMPLIFIER FOR SIG- 
20/23/43 CEX: 

AUG. 44 3 


« 


MD-L4/APS-TT 
NALS FROM PHOTO MULTIPLIER CV-7/APS-TI, 
€4) RF MIXER & USCILLATOR WHICH SUPPLY 
ASSOCIATED RECEIVER #NOICATOR WITH SIG- 
NALS AT IF LEVELS, (5) GATE CIRCUITS TO 
CONVFROL AMPLITUDE OF SIGNAL WITH RESPECT 
TO TEL] ANGLE, & ALTITUDE, MOUNTS IN CON 
SOLE CABINET CY-SYsAr>-T3} AND PROVIDES 
MOUNTING FOR TILT CONTROL C-74/APS-T1 OR 
C-167/APS-TIA. 


MD-57/MPN-tA AN/MPN-TA 

MODULATOR: RESTRICTED 
ANGLE AND FORMED SHEET CONSTRUCTION. 
CONTAINS THE CIRCUITS HECESSARY TO CON- 
VERT HIGH V. DC (15,000) INTO ACCURATELY 
TIMED PULSES OF SQUARE WAVE SHAPE ANDO 
APPLYING THESE PULSES TO BOTH S-BAND AND 
X-BAND TRANSMITTER-CONVERTERS. 


W/S/44 CRR: CRRSARGG6221-1 
BaR. 44 


AD-17/MPN-1A 
DIMENSIONS 19" X 22" X 22". POWER INPUTS 
T17¥. AC, 15,000V. OC. SIMILAR TO BUT 


NOT INTERCHANGEABLE WITH MODULATOR 
MD-J1/MPN-L, 


“yaracnet? | GENIATTRA | 
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MD-21/CPN-3A AN/CPN-3A 

MODULATOR: CONFIDENTIAL 
ACCEPTS CODER KY-S/CPN-3A OUTPUT SIGNALS 
AND AMPLIFIES AND SHAPES THESE SIGNALS 
FOR KEYING THE RADAR TRANSMITTER 
1-58/CPN-3A SNPUT SUPPLIED BY RECTIFIER 
POWER UNIT PP-73/CPN-3a. 


t/27/48 CPR: 
FEB, 44 


MD-267ARQ-10 AN/ARQ-10 
MODULATOR-POWER SUPPLY 
SOURCE OF NOICE AND WOBBULATOR MODIM.ATIO! 
AND INCLUDES PROVISIONS FORK EXTERNAL KOD- 
ULATIONS. ALSO INCLUOES AMPLIFIER AND 
MODULATOR STAGES.FM OSCILLATOR ANO POWER 
SUPPLY FEEDING INTO TRANSMITTER-RECE IVER, 
(INPUT? 26 V.D.C, BO OR 116V/10/400-2400~ 
4/3744 CFT: 

APR. 44 


CONFIDENTIAL 


' 


? MD-c6/ARQ-10 
OUTPUT: -150,-30.+300.4230 V.0.C AND 
26V.0.C. AND 80 OR 115/1@/400-2400 TO 
TRANSMITTER-RECEIVER RT-SO/ARQ-10 OR 
RT-SI/ARQ-1C OR RT-S2/ARQ-10, 26V.0-C~ 
AND 80 OR 115/1¢/400-2400 TO INDICATOR- 
AMPLIFIER 1D-78/ARQ-10. 


MD-27/ARW-19  AN/ARW-19 

MODULATOR: RESTRICTED 
CAPAZLE OF GENERATING SIMULTANEOUSLY ANY 
THREE OF TEN SUPERSONIC CONTROL FRE- 
QUENCIES IN THE RANGE OF 20 TO 120 KC 
WITH SUFFICIENT VOLTAGE OUTPUT TO MODU- 
LATE RADIO TRANSMITTER T-70/ARW-19 OR 
T-72/AR4-21. OPERATES ON 26¥ DC. OBTAINED 
4/5/44 

APR. 44 


MD-27/ARW-T9 
FROM THE RADIO TRANSHITTER. 


MD-28/ARW-19X% AN/ARW-19X 

MODULATOR: RESTRICTED 
CAPAZLE OF GENERATING SIMULTANEOUSLY ANY 
THREE OF TEN SUPERSONIC CONTROL FRE- 
QUENCIES IN THE RANGE OF 20 TO 120KC, 
WITH SUFFICIENT VOLTAGE OUTPUT TO MODU- 
LATE RADIO TRANSMITTER T-71/ARW-19X OR 
T-73/ARH-21X. OPERATES ON 33¥ OC OBTAINEC 
4/5/44 

APR, 44 


MD-28/ARW-19X 
FROM THE RADIO TRANSMITTER. SIMILAR TO 
MODULATOR MD-27/ARW-19 EXCEPT FOR 
DIFFERENT POWER REQUIREMENTS. 


MD-32/TPS-18 AN/TPS-18 

MODULATOR: CONFIDENTIAL 
ROTARY SPARK TYPE MODULATOR, USING DC 
CHARGING WITH HV DC PROVIDED BY MEANS OF 
A 400~ TRANSFORMER ANO ASSOCIATED RECTI- 
FIER AND FILTER CIRCUITS, ALL SELF-CON- 
TALNED. SHAPES THE PULSE AND FEEDS {NTO 
RADAR TRANSMITTER T-76/TPS-18. INPUT 
4A17/44- CWSX-66171H CW3BL-418495 
DEC. 44 


MPROEBS 


MD-32/TPS-t8 
3¥5/19/400~ & 27V DC. OUTPUT: 4 MICRO- 
SECS. 4 KV PEAK PULSE. CIMENSJONS 2 FT. 
SQUARE. 


MD -37/APS-T2 AN/APS-T2 

MODULATOR: CONFIDENTIAL 
INCLUDES (1) SWEEP CIRCUITS WHICH GENE- 
RATE A WEOSE SHAPED PATTERN ON CATHODE 
RAY TUZE OF SCANNER CV-ItS/APS-T2, (2) 


"SEA RETURN” GENERATOR, (3) VIDEO AMPLI- © 


FIER FOR SIGNALS FRUM PHO{O MULTIPLIER 
CV-7/APS-TI, (4) RF MIXER AND OSCILLATOR 
8/4/44 

AUG. 44 


MD-37/APS-T2 
WHICH SUPPLY RECEIVER INDICATOR OF SCR- 
717 A OR B WITH SIGNALS AT “IF™ LEVEL (5) 
GATE CIRCUIT TO CONTROL AMPLITUDE OF 
SIGNAL WITH RESPECT TO TILT ANGLE AND 
ALTUTUDE. MOUNTS IN CY-S9/APS-Th. 


HD-53/APS-20 
MODULATOR? 

A LINE TYPE MODULATOR WHICH PROVIDES 
ORIVING PULSE AND WHICH ALSO HAS ‘PRO- 
VISIONS TO SUPPLY THE FILAMENT VOLTAGE 
FOR THE RADAR TRANSMITTER T-120/APS-20. 
INPUTS ARE: 208/120 VOLTS, 3 rHASE, 400 
CYCLES AC; AND 28 VOLT DC AND MODULATOR 
11/23/44 CASG: 

DEC. 44 


AN/APS-20 CONFIDENTIAL 


f 
MD-53/APS-20 
TRIGGER FROM SYNCHRONIZER UNIT 
SN-22 /AcS~20. DIMENSIONS: 60" X 26". 
WT.2 375 LBS. 


MD-S3A/APS~20 AN/APS-20A CONFIDENTIAL 
MODULATOR: 

A LINE TYPE MODULATOR WHICH PROVIDES 
DRIVING PULSE AND WHICH ALSO HAS PRO- 
ViStOnNS TO SUPPLY THE FILAMENT VOLTAGE 
FOR THE RADAR TRANSMITTER T-120/APS-20, 
INPUTS ARE: 208/120 VOLTS, 3 PHASE, 400 
CYCLES AC; AND 28 YOLT DC AND MODULATOR 
4/14/45 oGs 
APR, 45A 948A 


4 MD-SS3A/APS-20 
TRIGGER FROM SYNCHRONIZER UNIT 
SN-22/APS-20. SIMILAR TO MD-53/APS-20 
EXCEPT INCLUDES AN CONNECTOR TO BRING 
OUT PLATE TRANSFORMER TAPS FOR 3 PHASE 
VARIAC. 


MD-S4¢/FPN-I AN/FPN-1 

MODULATOR: 

AWOLE AND FORMED SHEET CONSTRUCTION. 
CONTAINS THE CIRCUITS NECESSARY TO CON- 
VERT HIGH VV. OC (15,000) «NTO ACCURATELY 
Tt4ED PULSES OF SQUARE WAVE SHAPE ANO 
APPLYUNG THESE PULSES TO EtTHER OPERA- 
TUNG OR STAND-8Y CHANNEL OF THE "S™ OR 
2019/44 CRR: CRRs 

Jal. 45 


CONFIDENT# AL 


deenATiOn 


FIRST ASSIGNED ror | HT _| 


MD-54/FPN-1 
*X" BAWD TRANSMITTER-CONVERTERS. DI MEN- 
St{ONS 19" X 22" X 22%, POWER INPUT: TITY. 
AC, 15,000V. OC. SiMILAR TO EXCEPT FOR 
ADDET#ON OF SWETCHING RELAY & WERING 
CHANGES BUT NOT INTERCHANGEABLE WITH. 
MODULATOR MD-17/MPN-1A. 


MD-SS/CPX-3 
MODULATOR -POWER 
UNITS RECEIVES A CODED S{GNAL FROM 
CODER KY-iO/CPX-3 AND AMPLIFIES THIS 
SIGNAL TU tHE PROPER POHER LEVEL ANDO 
PASSES THIS SIGNAL ON TO TRANSMITTER P.OR- 
TION OF TRANSMITTER-RECEIVER RT-89/CPX-3 
bMCLUBES "CHALLENGE" AND HIGH-LOW OUTPUT, 
12428444 
APR. 45 ate 


AN/CPX-3 CONFIDENTIAL 


MD-S5/CPX-3 
POWER RELAY AND A POWER UNIT. MOUNTS (W 
CABINET CY-378/UPX; PROVIDES MOUNTING 
AND POWER SUPPLY FUR CODER KY-40/CrX-3. 
POWER INPUT: 115%/10/50-60~ OR 400-500 
CYCLES FROM CABLE JUNCTFON UNIT 
S-ESESCPX-3. BRITISH REFe NO. 110084406. 


MD-SG6/ART-135  AN/SART-13 

MODULATOR: CONFIDENTECAL 
CONSISTS OF A ONE TUZE NOISE SOURCE 
MOUNTED #N A BOX APPROX. 3 3/8" X 5 174% 
X 2.378", WT. APPROX. 2 LBS. USED AS A 
PLUG-IN ATTACHMENT FOR JAMMING PURPOSES, 
UN PLATE OF THE MCW-CFI UNIT IN TRANS- 
MITTERS T-47/ART-13 & T-47A/ART-13, 
12/29/44 

JAN. 45 


POWER JS DERIVED FROM THE MD-SE/ART-13 
TRANSMETTER T-47/ART-13 OR T-47A/ART=13, 
& THE AUDIO NOISE QUTPUT MODULATES THE 
TRANSMITTER §N THE SAME MANNER AS THE 
MCh OUTPUT. THE PEAK NOISE OUTPUT IS 
APPROX. O.f VOLTS» SIMILAR TO ANZARA-3 
UN FUNCTION; MAIN DIFFERENCE tS tN POWER 
SOURCE & DESIGN. USED WITH BUT NOT PART 
OF AN/SART-13.4 


RT-SOM/APS-158 AN/APS-15BM 
TRANSMETTER-CONVERTER: COUFIOENTIAL 
CONSISTS OF PREAMPLIFIER AND MIXER, 
LOCAL OSCILLATORS FOR SEARCH & BEACON, 
TR AND ATR, OUTPUT TUSE, PULSE TRANS- 
FORMER, BLOWER MOTOR. KEEP-ALIVE RECTI~ 
FIER SUPPLY, RELAY CIRCUITS AND FILTERS 
MOUNTFEO IN AN UNVERTED TYPE MODULATOR 
4/50/45 
APR. 45A 


RT-SOM/APS=15 
BASE. INCLUDES NECESSARY CABLES FOR 
CRYSTAL CURRENT AND PULSE CABLE. TRAKS- 
METTER-COAVERTER RI-SS/APS-153 MOOTFIED 
BY INCRzADING THE BAND WIDTHS OF THE 
PREAMPLIFIER. 


MO~GO/APS-31 AR/APS-31 
MODULATOR: 
ACCEPTS TRIGGER FROM SYNCHRONIZER " 
SN-36/APS-31 ANO PROIUCES AN ADJUSTABLE 
QUTPUT OF 130-240- KIL@WATT PEAKS OF 
1/4, 1/2, 265 OR S MICROSECONDS OURATION 
AT 1600, 800, 409 OR 200 PULSES PER SEC- 
OUD INTO A 50 ONM LINE. PROVIDES OUTPUT 
4/3/49 CPR: CPRSS5LO-1538 
APR, 45B 948A 
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MO-G0/APS-31 WK-20/UP GENERAL USE AK-23A/AP AN/APS-18 CONFIDENTIAL 
OF 4800 VOLTS DC UP TO 500 MICROAMPERES PRESSURIZING KIT? PRESSURIZING KIT: 
AND 740/440, 335, 300, 150, =105, ~300 CONSISTS OF ONE V J ANDREW CO, PUMPS AUTOMATIC PRESSURIZING UNIT, SIZE APPROX. 
VOLTS pc. AT UP TO 50/200, 115, 204, 206, TYPE 876 INCLUDING A CYLINDER CONTAINING 4" xX 5" X 10" WETH COLOR CHANGING PLAS- 
135, 15, 20 MILLIAMPERES, UNIT 1S SHOCK SILECA-GEL DEHYDRATOR AND V J ANDREW CO. TIC DEHYDRATOR SIZE APPROX. 1 174" x5" 
‘MOUNTED. SIZE2 APPROX. 21 & 21 X 88. WT. PRESSURE GUAGE. USED TO PRESSURIZE RADAR ATTACHED TO ITS OUTLET. CONSISTS OF A 
APPROX. 90 LBS, SYSTEHS WHICH EMPLOY SEALED TYPE COM- GEAR TYPE PUMP, A 24V DC. SERIES WOUND 
PONENTS, HAND OPERATED PUMP. SIMILAR TO MCTQR. CHECK VALVE ON-OFF SWITCH, AUTO. 
1/27/44 8/9/44 = CALR: CALREW-2005 
WAY 44 OCT. 44 
COMPONENT INDICATORS "MK" MK-20/UP ABS. PRESSURE BK -23ACAP 
MAINTENANCE KIT PRESSURIZING KIT HK-12/AP EXCEPT MORE CONTROLLED SWITCH, FUSE NOISE FILTER, 
EFFICIENT. SAFETY VALVE, INLET AIR FILTER, & AN3102- 
RADIO, TELEPHONE, GENERAL UTILITY 8S-1. ALSO INCLUDES 3° OF HOSE ATTACHED 


TO DEHYDRATOR & TERMINATING IN A STO, 
"LOCK-ON" FITTING FOR STD. TIRE VALVE 
STEM, & SPARE DEHYORATOR. DELIVERS 15 Cu. 
IN/MIN. AT ABS. PRESSURE OF 19 LBS/SQ. 
1N. SAME AS MK-25/AP EXCEPT HAS AUTO. 
ABS. PRESSURE CONTROLLED SWITCH. 


MK-4A/TRC-1 AN/TRC-IA RESTRICTED MK-20A/UP GEN USE MK-25/ASQ ANJASQ*U,TAL 2.24 
MAINTENANCE EQUIPMENT: PRESSURIZING KIT? hs PANEL KIT: RESTRICTED 
PHECE PARTS, TOOLS, AND TEST EQUIPMENT PRESSURIZINS KIT. CONSISTS OF ONE V.J. _CONSISTS OF A PORTABLE JUNCTION PANEL & 
FOR LIMITED MAINTENANCE OF ONE RADIO ANDREW CO. PUMP TYPE 876 INCLUOING A THE NECESSARY CASLES & CONNECTORS FOR 
RECEIVER R-19%2/TRC-1, RADIO TRANSMITTER CYLINDER CONTAINING SSLICA-GEL DEHYDRA- FUTERCONNECTING UNITS OF AN/ASQ-1e9Ay 2, 
T+14C)¢TRC-1 AND TEST OSCILLATOR TOR AND A Ved. ANDREW CO. PRESSURE AND 2A FOR TEST & MAINTEMANCE & IN- 
TS-320)/TRC-1. ISSUED WITH RADIO SET GAUGE, USED TO PRESSURIZE RADAR SYSTEMS STRUCTION PURPOSES. INCLUDES TERMINAL 
AN/TRC-1A FOR LIMITED MAINTENANCE AT THE WHICH EMPLOY SEALED TYPE COMPONENTS. STRIPS. SWITCH, CONNECTORS & CABLES 
348444 8/12/44 3/15/44 
JUN, 44 AUG. 44 MAR. 44 

i 
MK-4A/TRC-2 MK-20A/UP WK-257ASQ 
RADIO STATION. CONSISTS OF SPARE TUBES, HAND OPERATED PUMP. SIMILAR TO MK-12/AP MOUNTED ON AN OPEN BOARD. ALSO HAS PRO- 
LAMPS, FUSES. RELAYS, FANS. COIL AS- BUT 1S MORE EFFICIENT. SIMILAR TO THE VISION FOR INTERCONNECTING TWO JUNCTION 
SENBLIES, CORDS, CONNECTORS, ETC... AND MK-20/UP BUT HAS AN ALUMINUM BARREL WITH PANELS. 

INCLUDES ALIGNMENT TOOL. TUBE PULLER, A LUCITE WIDOW INSTEAD OF A COMPLETE 
TEST OSCILLATOR TS-320)/TRC-5, CONTAINS LUCTTE BARREL. WILL SUPERSEDE THE 
TECHiICAL MANUAL FOR OPERATION OF RADIO MK+20/UP. CONTRACT NO. NO@s 3339 ANDO 
SET. PACKED IN CHEST RC-S. NOas 4/71 WITH Vs J. ANDREW CO. 


CHICAGO, HAL. 


MK*GA/TRC-4 = AN/TRC-4A4 —- RESTRICTED HK°22/APA-16 AN/APA-16 MK-26/TPS-1B AN/TPS-3B 
MAINTENANCE EQUIPMENT? SPEC. 271-3010 MODIFICATION KIT: MALHTENANCE KIT? CONFIDENTIAL 
PIEGE PARTS, TOOLS & TEST EQUIP, FOR USED TO ADAPT A RADAR SET TO ALLOW 4 REINFORCED WOODEN BOX CONTAINING THE 
MAINTENANCE OF THREE R-19A¢TRC-1. THREE MOUNTING AND OPERATION OF RADAR COMPEN- NECESSARY TOOLS AND MISCELLANEOUS PARTS 
TeI4A/TRC-1 & Owl TS-32¢TKC-4, 2SSUED SATENG ASSEMBLY ANSAPA-16. CONSISTS OF REQUIREO FOR ERECTING & SERVICING THE 
WITH RADIO RELAY SET AN¢TRC-4() FOR MAIN- Ch) CABLE CLAme UwtsAd-Fud70-98, (2) EQUIPMENT (N THE FIELO. ALSO BNCLUDES A 
TENANCE & LIMITED REPAIRS AT THE RADIO ~ ZIERECK MFG. NO. 9 TERMINALS WITH NO. 6 SET OF MOBILE SPARE PARTS. 
STATION. CONSISTS OF SPARE TUSES, LAMPS, STUD HOLE, (3) CABLE ASSEMBLY 
378744 2/24/44 CWEX-66172-E CwiBL-412014 4417044 CWEX66171-K 
JUN. 44 : JULY 44 . APR. 44 
MK-GA/TRO-4 MK-22/APA-16 MK-30/A4P GEN USE BUAER OWG. 
FUSES, RELAY. FANS, COIL ASSEMBLIES, CW2BL-412011, (1) GROMMET CW:3A-10145-6, ADAPTER KIT: HE-588 
COROS, CONNECTORS. ETC: ALSO CONSISTS OF C2) JACK O 162865 (2) TERMINAL ADAPTER KIT TO PROVIDE FACILITIES FOR 
TOOLS AND TEST EQuiP. SUCH AS PLIERS, CWLESA-692153, (1) CABLE CLAMP CW: TESTING AN/APA-16 AND ASB WITH THE 
TAPE, SOLDER, ALIGNMENT TOOL, TS-32/TRC-1 P442668, (6) RESISTOR, CW9460. (1) TS-102/AP. CONSISTS OF: TWO - CABLE 
ETC., & TECHNICAL MANUAL. PACKED IN CHES} CAPACITOR. OFSNF.. 2000V, MICA AWS:CN- ASSEMBLY CG-170/U (10° - 0"). THO - CORD 
BC-5, 603-153K, 2 FT. WHITE 4¥20AWG STRANDED ASSEMBLY CG-177/U(O* 6"). TWO - CON- 
: WIRT CW2KS-8640, 2 FT. 6-PLY WAXEC NECCORS NAVY FfPE 49192. TwO - CONNECTORS 
THREAD. | SET MODIFICATION OWGS. AND 143/44 . 
ACCESSORIES. : JULY 44 
MK-12/aP GENERAL USE ; MK-23/AP ANZAPS-15 CONFIDENTIAL MK-30/AP 
PRESSURIZENG KIT: PRESSURIZING KiTs NAVY TYPE 49199, ONE - CANVAS CARRYING 
CONSISTS OF A BICYCLE TYPE PUMP, A CONSISTS OF A PRESSURIZING UNIT SIZE CASE. USED WITH BUT NOT PART OF 
PRESSURE GAUGE. & A LENGTH OF RUBBER APPROX. 47 X S™ X 10" WITH COLOR CHANG- TS-102/AP. 
HOSE. THE HOSE CONNECTION FITS A STAND- UNG PLASTIC DEHYORATOR SIZE APPROX. 
ARO AUTOMOZILE TYPE VALVE STEM. INCLUDES 1 1/44" X § ATTACHED TO ITS OUTLET. CON- 
A CONTAIHER WITH SILICA-GEL HUNIDIFYING SISTS OF A GEAR TYPE PUMP, A 24¥ DC. 
MATERIAL. 4 172" X 14 172" X 3" MOTOR, CHECK VALVE ON-OFF SWITCH. CdFFER- 
11/24/43 CPR: CPR:348-1560 2729743 CALR 
SULY 44 OCT. 44 
RK-12/AP ENTIAL FRESSURE CONTROLLED MK-23/AP MK-35/PNS-1 | AN/PNS~1 
(LESS GAUGE AND HOSE), 15 3/4 LBS. USED SWITCH, FUSE NOISE FILTER, SAFETY VALVE, MAINTENANCE KIT3 
TO PRESSURIZE RADAR SYSTEMS WHICH EKPLOY INLET AIR FILTER, & AN3102-8S-1 CAMPHE - A KIT CONTAINING SPARE PARTS. TOOLS AND 
SEALED TYPE COMPONENTS (ASD, An/APS-2. NOL) CONNECTOR. ALSO INCLUDES 3° @F HOSE TEST INSTRUMENTS USED IN REPAISING SOUND 
AN/APS-15, ETC.) NAVY TYPE CPR-10198-B. ATTACHED TO DEHYDRATOR & TERMINATING IN RANGING SET AusrRxs-10). 
PROCURED ON CONTRACTS NXs-3932 AND A STD, “LOCK-ON" FITTING FOR ATTACHMENT 
WXsa 27450. TO A STD. TIRE VALVE VALVE STEM. ONE 
DEHYDRATOR FURNISHEO AS SPARE, CAPABLE 
OF DELIVERING 15 CU. IN, /MIN. AT AN ABS 9718444 
PRESSURE OF 19 LBS # SQ. In, assicnno| SEPT. 444 
ISSUED 
[oars | SHASTA | ROMNTAPRUAEES, bate _ MBUIAEEW ES “TBAT, pare | MARAGTHRRR'S BEANO RO ce | 
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HK-36/GR GEN. USE 
MOISTURE-FUNGUS PROOFING 

KIT: A MOISTURE AND FUNGUS PROOFING 
KIT WHICH INCLUOES CLEANING COMPOUNDS. A 
RUST PREVENTATIVE. SEALING COMPOUND, 
FUN: ICIDAL VARISH,, BRUSHES, IRFRA-RED 
OKViny LAMPS, ETC. IN SUFFICIENT QUAN- 
TETY TO TREAT FIFTY RADIO SETS. 

9720744 

SEPT. 44 


MK-37/UP 

MAENTENANCE KIT 

THIS KIT CONSISTS OF FOUR FTEMS, Cad PIN 
SPANNER PER ES+804895-8 USED FOR THE 
COUPLING OF THE RADARS 1 5/8" COAXIAL 
TRANSMISSION LENES, (5) CAPATEN BAR PER 
ES-804158-6 USED FOR LOCKING AND UNLOCK~ 
#NG THE MAGNETRON IN PLACE. (c) A 172 
Was 9744 CW3B-4013907 
OCT. 44 


POUND CAN OF BEACON MK-37/UP 

M285 GREASE MANUFACTURED BY STANDARD O#L 
OF NEW JERSEY AND USED FOR GREASING THE 
DRIVE UNIT OF THE RADAR, AND (dd) A 2 
OUNCE TIN OF OIL~DAG MANUFACTURED BY 
ACHESON COLLOIDE CO... AND USED FOR AN 
ANTI-FREEZE ON THE COUPLINGS OF THE 
RADAR TRANSMISSION LINES. PROCURED ON 
CONTRACT NO. NORD-34596 FROM WE. CO. 


AK-36/GR 

TROPICALIZATION SUPPLY KIT? 
MOISTURE AND FUNGUS-PROOFING KIT; CON- 
SISTS OF DRYING LAMP, SPRAYGUN, VARNISH, 
THINNERS, WATERPROOFING COMPOUNDS, MARK- 
ING EQUIPMENT, ACCESSORIES ANDO FUNGUS 
PROOFED NATETIAL. MATERIALS SUFFICIENT 
FOR TREATING APPROX. FIFTY RADIO SETS, 
tft? /4s 
JAN, 45 


WK-38/GR 
KIT CONSISTS OF THE EXPENDABLE ITEMS OF 
HK-36/GR. 


mK-42/0 

HOOKUP WIRE KIT? 
COMPRISES A CHEST BC-5 MODIFIED BY THE 
ADDSTSON OF THREE REMOVABLE COMPARTMENT- 
ED TRAYS WHICH CONTAIN 51 ASSORTED 
SPOOLS OF HOOKUP wiRE MOST COMMONLY USED 
ON RADEO REPAIR. SHZE 5.3 CU. FT. wl. 
156 LBS. 

4725445 

WAY 454A " 


COMPONENT {INDICATORS “NL® 
METEOROLOGICAL APPARATUS 


ML-306/AP GENERAL USE PO-600-87!9 
PILOT BALLON TARGET: RESTRICTED 

A COLLAPSIBLE STAIR SHAPED RADAR TARGET 
FOR ATTACHNENT TO PILOT BALLOONS. USED 


WITH AVAILA3LE RADAR EQUIPMENT TO DETER- 
MINE THE UPPER WIND DIRECTION & VELOCITY. 
CONSISTS OF A FOIL COVERED WOODEN STRUC- 


TURE WHICH IS 4 FEET wiDE & EXTENDS TO 
11/17/45 CABGSPBT-2 


WAR. 44 
acest i 


SANDRO ce 


WL-306/aP 
APPROX 13 FT IN LENGTH. PARTITIONS ARE 
INCLUDED ON EACH SIDE OF EACH STEP TO 
PROVIDE NUMEROUS CUBICAL CORNER REFLEC- 
TORS, SAME AS ML-3O6/APC(XN-1) & 
ML-306/AP(XN-2) EXCEPT INCLUDES 7 PANELS 
AND WEIGHS APPROX. # 1/2 LBS. ALSO tA- 
CLUOE A TIME DELAY FEATURE WHICH PRE- 
_ VENTS THE TARGET FROM OPENING FOR A 
PREDETERMINED LENGTH OF TAME. 


ML-306/AP(XN-1) GENERAL USE 

PILOT BALLOON TARGETS RESTRICTED 

A COLLAPSIBLE STAIR SHAPED RAOAR TARGET 
FOR ATTACHMENY TO PILOT BALLOONS. USED 
WITH AVAILABLE RADAR EQUIPMENT TO DETER- 
MINE THE UPPER WIND DIRECTION & VELOCITY. 
CONSISTS OF A FOIL COVERED WOODEN STRUC- 
TURE WHICH TS 4 FEET WIDE & EXTENDS TO 
8/17/43 CABG: 

OCT. 43 


ML -306/APCXN-1) 
14. FEET AND 7 INCHES IN LENGTH. PARTI- 
TIONS ARE #NCLUDED ON EACH SIDE OF EACH 
STEP TO PROVIDE NUMEROUS CUBICAL CORNER 
REFLECTORS. FIRST PURCHASED UNOER NAVY 
PROJECT ORDER P.0- 600-1719 (1944 FUNDS) 
SAME AS ML-SO6/APCXN-2) EXCEPT INCLUDES 
8 PANELS INSTEAD OF 6 AND WEIGHS APPROX. 
25 OUNCES. 


ML-306/APCXN-2)GENERAL USE 

PILOT BALLOON TARGET? RESTRICTED 

A COLLAPSIBLE STAIR SHAPED RADAR TARGET 
FOR ATTACHMENT TO PILOT BALLOONS. USED 
WITH AVAILABLE RADAR EQUIPMENT TO DETER- 
MONE THE UPPER WIND DIRECTION & VELOCITY. 
CONSISTS OF A FOIL COVERED WOOOEN STRUC- 
TURE WHICH IS 4 FEET WIDE & EXTENDS TO 
8/17/43 CABG 

oct. 43 


AL-306/AP(Xu-2 
Tt FEET AND 9 tHCHES IN LENGTH. PART I~ 
THOWS ARE INCLUOcD ON EACH SIDE OF EACH 
STEP TO PROVIDE NUMEROUS CUBICAL CORNER 
REFLECTORS. FIRST PURCHASED UNDER NAVY 
PROJECT ORDER P.O. 600-1719 (1944 FUNDS) 
SAME AS ML-306/AP(XN-1) EXCEPT INCLUDES 
6 PANELS INSTEAD OF 8 AND WEIGHS APPROX. 
20 GUNCES. 


ML-309/AP AURBORNE 

PILOT BALLOON TARGET? RESTRICTED 

A PILOT BALLOON LAUHCHED RADAR REFLECTOR 
USED WITH AVAILABLE RADAR EQUIPMENT TO 
DETERMINE UPPER WiND VELOCITIES - CON- 
SiSTS OF A FOIL COVERED WOODEN STRUCTURE 
WHICH PROVIDES 8 CUBICAL CORNERS EACH 
APPROXIMATELY 24" ON EDGE. WILL OPERATE 
§1712/43 CABG: 


NOV. 45 
ML-30S/4P 
ON ALL FREQUENCY SANDS. 
MH.-3355/GRQ-2 AN/GMQ-2 RE 130954 


CEILING LIGHT PROJECTOR: 

A SEARCHLIGHT INCORPORATING HIGH PRES- 
SURE NERCURY ARC AIR CODLED LAMP, FOR 
PROJECTING A NARROW BEAM OF LIGHT VERTI- 
CALLY UPWARDS; PROVIDEO WITH A DETACH- 
ABLE FILTER, GLIMINATING APPROXIMATELY 
90% OF VISI3LE LIGHT, FOR USE AT NIGHT 
1/17/45 CG: 

JAN. 45 


* we-335/GMQ-2 
IN MEETING “BLACKOUT” OR "DIMOUT™ RE- 
QUIREMENTS, 


ML~336/GMQ-2 AN/GMQ~2 
CEILING RECORDER: 

AN UNSTRUMENT FOR MAKING A CONTINUOUS 
RECORD OF MEASUREMENTS OF LIGHT PICKED 
UP BY PHOTO-ECECTRIC CLINOMETER 
WL-3357/GM0-2; RECORD IS IN TERMS OF TIME 
OF ANGLE WITH RESPECT TO HORIZONTAL, AND 
ARBITARY UNISTS OF LIGHT INTENSITY, THE 
BfIT/4S CGS 

JAN. 45 


RE T3AS53 


RECORD Wt -336 /GRO-2 
CAN BE 4NTERPRETED BY NOTING ANGLE AT 
WHICH UNCREASE (DUE TO REPLECTION OF 
LIGHT FROM CX.0UD) OCCURS; THIS ANGLE $s 
REDUCED, BY TRIANGWATION, FO ACTITUDE 
OF CLOUD. 


WL-337/GMQ-2 AN/GMQ-2 , RE T35A953 
PHOTO-EC.ECTRIC CLINOMETER: 

AN ELECTRIC-ALLY OPERATED SCANNENG AND 
HNDICATING DEVICE FOR MEASURING AND 
UNDICATUNG, #N ARBITRARY UNITS, THE 
AMOUNT OF LIGHT RECEIVED FROM THE VERTI- 
CAL BEAM OF LISHT PROJECTED FROM CEILING 
LIGHT PROJECTOR ML-335/GMQ-2, ENOLOSED 
wft7/45 CG: 

Jan. 45 


WL-337/GNQ-2 
IN A BARREL WHICH ROTATES THROUGH 90° OF 
ARC IN A VERTICAL PLANE, AND WHICH MAY 
BE TRAINED ON THE BEAM OF LIGHT PROJECT- 
ED TOWARD THE CV.0UD; A SUITASLE AMPLI- 
FIER, DISCRIMINATOR, AND INDICATING 
METERS. EQUIPPED FOR AUTOMATIC OR MANUAL 
SCANNING. 


ML-369/UNQ-3 AN/UMNQ-3 

TEMPERATURE HUMIDITY ONET: CONFIDENTIAL 
CONSISTS OF A SMALL LUUV=KED RADIATION & 
PRECIPITATION SHIELD HOUSING TEMPERATURE 
AND HUMIDITY ELEMENTS. AIR BORNE BY 
MEANS OF A KITE OR BALLOON. IT 1S MOORED 
AND CONNECTED TO THE GROUNO EQUIPMENT 
CEVALUATOR UNIT ML-370/UMG-5) 

14/6/44 

NOY. 44 


ML-369/UNQ-3 
BY MEANS OF A SPECIAL, 3 CONDUCTOR, 
LiGHT WEIGHT HIGH TENSILE SUBMERSION 
PROOF CABLE. 


ML-37CLUNQ-3  AN/UMQ-3 

EVALUATOR UNIT? CONFIDENTIAL 
CONSISTS OF A DUAL CURRENT INDICATING 
DEVICE INCORPORATING 0-50 MICROAMPERE 
METER, AN AOJUSTA3LE (CPREDETERMINED) 
VOLTAGE SOURCE FROM SELF-CONTAINED (3.5 
VOLT) ORY CELLS FOR SUPPLYING CURRENT TO 
THE AER PAL CIRCUITS. AND CONTROLS FOR 
11/6/44 

NOY. 44 
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MANNS SGA [res assioned rox BSS, [esr assioneo Fox 
m- 3 70/UM0-3 #RT-G/ARR-2X AT-11/ARR-3 — AN/ARR-3 
CALIGRATION, HAS A CURRENT REVERSAL DE- MOUNTING: RESTRICTED 
VICE (CO*MYTATOR) OPERATING AT $0 THE FACE AND ONE OF THE JACKS ON THE CONSISTS OF FOUR RUBBER SHOCK MOUNTS AND 
ALTERHATIONS/SEC. TO ELIMINATE POLARIZA- + LEFT REAR HAVE BEEN REMOVED. A CRADLE FOR THE RECEIVER PROPER. OF 
T1O# MA THe HUNLOETY ae ALOFT, RADIO RECEIVER R-2/ARR-5 WITH MEANS FOR 
RUWS FROM EXTERNAL 6 VOLT ATTER Ys: UNET SECURING THE RECEIVER; APPROXIMATELY 14° 
HAS AN EVALUALION CHARS FURNISHED FOR LONG X 10 18/47 WIDE OVER-ALL. FREED RADIO 
CONVERSION OF INDICATED CURRENT VALUES CORPORATION PART NO. 450A OR EQUAL 
TO TEMP. & REL. HUMIDITY. 2/1/43 CFF 3450-A-194 
BAR. 45 
CONPONENT INDICATORS “"MT® HMT-7/ARR-2 9 MANZARR-2 MT-12/ARR~3  AN/ARR-3 
MOUNTINGS MOUNTING RACK FOR RADIO MOUNTING: RESTRICTED 
RECEIVERS FOR MOUNTING ONE 28 V RADIO APPROXIMATELY 4" LONG X 4" WIDE OVER~ALL; 
MOUNTINGS, RACKS, FRAMES, STANDS, ETC, RECEIVER EQUIVALENT TO TYPE *R-4/ARR~2, 


FOR ANTENNA COUPLING UNIT CU-1/ARR-3. 
SAME AS *MT-6/ARR-2 EXCEPT RELAY COIL IS 


WOUND FOR 28 VOLT DC OPERATION. SAME AS 
NAVY TYPE -46157 EXCEPY THE A-TEL B-TEL 
SWITCH ANO THE A &8 JACKS ON THE FACE & 


1/25/43 (CWICCERD CwsESXX- 749986 2fijas 
way 43 : iSSUE 5 FEB, 44 
#MTO1/ARR-1 | FANCARR=«1 ONE OF THE JACKS ON THE RUT -7/RRR 2 AT-13/ARR-3  AN/ARR-3 
MOUNTING PLATE LEFT REAR HAVE SEEN REMOVED. ‘ ' RESTRICTED 
FOR CONTROL UNIT AEP te 


SHOCK HOUNTED; APPROXIMATE OVER-ALL 
DIMENSIONS 8" X 6 1/2" X t™; FOR DYNA- 
MOTOR UNIT DY-5/ARR-3. 


bentias (cw) CCZR? curesa- 99026 2sises 
FEB. 44 
*uT- F * ei “7A : 3 
MT-2/ARR-1 ANSARR=1 MMT -7AZARR-2 ANZARC-5 AMT-14/7ARN-1 GANZARN-1 ‘ 
HOUNTING BASE MOUNTING RACK (1 REC): SOUNTINBC BASE. 
FOR RADIO RECEIVER FOR MOUNTING ONE RECEIVER OF THE RAT, PROVIDES: ART VSS SOC MOUNTING: FORCONE 
RAV GAR As CARCARS 2) OR ANCARC®O EQUIP: RECEIVER<TRANSMITIER EQUIVALENT TO 
MENTS. INCLUDES 28 V DC SIDE TONE RELAY, aei eo yigne 
HEADSET SWITCH AND JACKS, AND ELECTRICAL h 
CONNECTION FOR RECEIVER. FITS MOUNTING 
BASE #NT-5/ARR-2. SAME AS MOUNTING RACK 
1722/43 (CW) C(CZRD CW:ESD-990126 701/43 CBY37509 ipoa7asr Cavceeeeaie eevetssegoosesia 
MAR. " — 
AR. 43 ISSUE JULY 43 Obi. 4% ua's euace 
* - . 
nea cae AN/ARR3 ®NT-7ACARR-2 SHES AZARAE RANTAR NEI 
RTIN 
3. MOUNTING BASE: 
FOR SWITCHING RELAY #UT-7/ARR-2 EXCEPT INCLUDES ONE HEADSET PRG VIGES AN LIC SHECRONOUMT ING: EORGONE 
SWITCH AND TWO JACKS ON FRONT. (1 REC) Ree: 
: ' ont s ECEIVER-TRANSMITTER EQUIVALENT TO 
EQUIVALENT OF AT SGSCARC #8: TAN DESIG? FRI-2/ARN-1. SAME AS @MT-14/ARN-1 EXCEPT 
WATLON OE OR: NANT TEBE =46.157.6 MADE BY ROBINSON AVIATION, INC. AND USES 
ROBINSON SHOCKMOUNTS AMSTEAD OF LORD 
1/2243 (CH) (CZR) EW: $0-990126 : pidaves Enid 
May 43 issue | APR. 44 . 
BMT-4/ARR-2  FANSARR-2 MT-8/ASQ-1 — ANZASQ-1 SHESTEEARSE) = aNTAP SES 
MOUNTING PLATE: RACK: MOUNTING: BASES 
PROVIDES MOUNTING FOR CONTROL UNITS AN ATR" TYPE RACK FOR MOUNTING ANPLI- : 
FOR ANTENNA ASSEMBLY. PROVIDES ANTI- 
Thee teak ane BOISE {ARE 24 08 FIER AM-I/ASQ-1. SHOCK MOUNTING FOR AS-5/APS-2 ANTENNA 
: ASSEMBLY: MAYALSO BE USED FOR NAVY TYPE 
-66ACZ ANTENNA, AN NOMENCLATURE FOR NAVY 
TYPE -10ABE. 
1725/43 cwrCzR CWIESKX-749986 1/29/43 cLU: Ses OARED 
rere fears 
Nov. 43 CBY:7053 ISSUE 5 AUG. 43  CLX:CGO: : 7 ORS S ST OO2K 
MAR. 43 
*#RT-S/ARR-2 HANSARR 2 AT-9/7ASQ-1 AN/ASQ-14 MT-16/APS-2 ANSAPS-2 
MOUNTING BASE (1 REC): RACK? MOUNTING BASE: 
PROVIDES ANTI-SHOCK MOUNTING FOR A UNIT AN "ATR TYPE RACK FOR MOUNTING OSCIL- FOR RECE [VERE SUD ICATORD OROVIDES. RNa 
MOUNTING RACK, AND ANY ONE RECEIVER OF LATOR O-1/ASQ-4, SHOCK HOUNTIHGIEOR RETIAPS <2: RECEIVER = 
R R RA, *ANJARR-2 OR # 
DE THE RAT 4: RAVGy AR Aves h 240 INDICATOR WHICH IS SECURED BY SNAP 
ANSARC-$ EQUIPMENTS, (1 REC) EQUIVALENT SP VOESE. TRAY USO Hel USE OC EDRS HAY OTT TEE 
OF HT-62/ARC-5. "AN" DESIGNATION FOR : 7 
NAVY TYPE 46158, *CW:ESXX-749986 ISSUE 1 ; Bi oa att en ae ee weet F 
1/28/43 CeY:7059 CaY:7059-1-8 1/29/43 CLO: STi eiag AY be eee 
JULY 43 *SEE ABOVE AUG. 43 CLX:CGO: seet a3 3 
*MT-6/ARR-2X  #AN/ARR-2X MT-10/ASQ-1 — ANZASQ-1 
WNT -16/4PS-2 
MOUNTING RACK FOR RADIO MOUNTING: 
RECEIVER: FOR MOUNTING ONE 14 V RADIO A SHOCK MOUNTING UNIT FOR DYNAMOTOR UNIT ENCLUDES: 6 “SHOCK MOUNTS 5: TWO JAN" 6008 «53 
RECEIVER EOUIVALENTII ON TYPE RReS7 ARR Soe by aTASOc ts (LORD TYPE 200 PH20) IN THE FRONT, TWO 
SGUE 4G) WATLD PARR oBy ERCEPTERELAE COLE AN-8008-32 (LORD TYPE 200PHIS) IN THE 
1S"WOUND FOR 14 VOLT DC OPERATION. SAME HIODLE:ANO TWO. AN CO06<S3..1K THE BACK: 
Re RAG UMN PES4 RU ASSEXOCEPT THETACTEL SAME AS MT-124/APS-15 EXCEPT FOR LOAD 
B-TEL SWITCH AND THE A AND B JACKS ON RATING OF SHOCK MOUNTS. 
Wl25/43  (CwI(CZRD CWLESXX- 749586 1/29/43 cLU: 
JULY 43 ISSUE 5 AUG, 43 CLX:CGO: cecal 
issutD 
care |. “SYBASE? | aRIATACTANIRA 


are [RARE TAT, oe | RN? | ATCA] 
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DEAK ok Fist assigntp FoR | HAM ORLGy 
“ MT-20/ASQ-2 ANSASQ-2 
RACKS 


A.RACK FOR MOUNTING 2 AMPLIFIER 
AM-I/ASQ-t. RECTANGULAR METAL FRAME WITH 
BUILT IN RUBBER SHOCK MOUNTINGS FOR EACH 
UNIT. SIMMILAR TO PACK MT-21/7ASQ-2 
EXCEPT FOR THE JUNCTION BOX AND INTER- 
CONNECTING CONDUCT ASSEMBLIES & CORDS. 
2419443 

FEB. 43 


NT-23/ASQ-2 
RACKS bs 

A RACK FOR MOUNTING 2 OSCILLATOR 
O-1/ASQ-1. RECTANGULAR METAL FRAME WITH 
BUILT-IN RU3BER SHOCK MOUNTINGS FOR EACH 
UNIT. JUNCTION BOX ON SIDE AND §NTERCON- 
NECTING CONDUIT ASSEMBLIES AND CORD. 


ANZASQ-2 


2719/43 
APR. 44 


HT-22/A AIRCRAFT RA 10F 28s& 
MOUNTING BASE: 

PROVIDES ANTI-SHOCK MOUNTING FOR A 
STANDARD 1/2 UNIT "ATR COVER CW-51/UR 
ETC. CONSISTS OF A 1/2 UwiT “ATR® MOUNT- 
UNG WITH FOUR SHOCK MOUNTS AN-8008-27 
(LORD TYPE 180 PHG6) & WITHOUT REAR JUNC- 
THON SOx. 

3/10/43 CGH: 

SEPT 43 


MT-22/A 
SUPERSEDED BY MOUNTING BASE &MT-51/UR 
FOR WHICH SHOCK MOUNTS ARE NOT INCLUDED 
BUT ARE TO BE SPECIFIED IN ACCORDANCE 
WITH ARMY-NAVY DRAWING AN-8008. 


MT=23/A AGRCRAFT -RA 10F 2858 
MOUNTING BASE: 

PROVIDES ANTI-SHOCK MOUNTING FOR A STAN- 
DARD t UNIT "ATR" COVER CW-S2/UR ETC. 
CONSISTS OF A I UNIT “ATR® MOUNTING WITH 
FOUR SHOCK MOUNTS AN-8008-30 (LORD TYPE 


150 PHI2) & WITHOUT REAR JUNCTION BOX, 


3/10/43 CGH: 
SEPT 43 


WT-23/A 
SUPERSEDED BY MOUNTING BASE #MT-52/UR. 
FOR WHICH SHOCK MOUNTS ARE NOT INCLUDED 
BUT ARE TO BE SPECIFIED IN ACCORDANCE 
WITH ARMY-NAVY DRAWING AN-8008. 


MT-24/A AIRCRAFT RA 10F 28S€ 
MOUNTING BASE: | 

PROVIDES ANTI-SHOCK MOUNTING FOR A STAN- 
DARD 1-1/2 UNIT "ATR COVER CH-53/UR ETC 
CONSISTS OF A 1-3/2 UNIT "ATR" MOUNTING 
WITH FOUR SHOCK MOUNTS AN-8008-30 (LORD 
TYPE 150 PH12) & WITHOUT REAR JUNCTION 
BOX. 

3/10/43 CGN: 

SEPT 43 


MT-24/A 
SUPERSEDED BY HOUNTING BASE #MT-S3/UR 
FOR WHICH SHOCK MOUNTS ARE KOT INCLUDED 
BUT ARE 10 BE SPECIFIED IN ACCORDANCE 
NITH ARNY-NAVY DRAWING AN-8008. 
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PROVIDES ANTI SHOCK MOUNTING. 


3/13/43 CDESMBA (BASE) “CDE:C1300 REV O 


NAY 43 


UT-267ASQ~-2 | 
RACK: 

A RACK FOR MOUNTING 2 AMPLIFIER 
AM-T/ASQ-1 AND 2 OSCILLATOR O-1/ASQ-1. 
CONSISTS OF 2 RECTANGULAR FRANES BOLTED 
TOGETHER W2TH BUILT IN SHOCK MOUNTINGS 
FOR THE FRAME & INCLUDES NECESSARY 
CABLES AND PLUGS FOR INTERCONNECTING THE 
3/7743 

MAR. 43 


AN/ASQ-2 


-MT+267ASQ-2 
UNITS... JUNCTION BOX ON ONE END OF THE 
FRANEs 


HT-277ASQ-1 
MOUNTING? 

A SHOCK MOUNTING FOR DYNAMOTOR UNIT 
DY-47ASQ-1. CONSISTS OF A RECTANGULAR 
METAL PLATE WITH MOUNTING HOLES FOR THE 
UNIT AND 1S BOLTED ON TWO CROSS MEMBERS 
WITH RUBBER INSERTS WHICH FORM THE SHOCK 
MOUNTING. APPROS. 12-3/4"XS-1/4"X1-374", 
3/10/43 CLUs : 
AUG. 43 


AN/ASQ=-1 


MT=27/ASQ-1 
SIMILAR TO MOUNTING MT-10/ASQ-1 EXCEPT 
FOR SHORTER MOUNTING RAILS & DIFFERENT 
LOCATION OF MOUNTING HOLES. SUPPLIED IN 
SIGNAL CORPS LNSTALLATIONS. 


NT-37/APS-2-TI AN/SAPS-2-TI 

MOUNTING BASES: 

PROVEDES ANTI-SHOCK MOUNTING FOR 
REPEATER AMPLIFIER AM-3/APS-2-TI OR 
AM-67/APS-15-TI WHICH IS,SECURED BY THO 
THUMB NUT LOCKING CATCHES. SIMILAR TO 
MT-1G/APS-2 EXCEPT 1S DESIGNED FOR HOR- 
HZONTAL, MOUNTING. WEIGHT 8-4 POUNDS. 
4019043 

SEPT. 44 


GHT-38/APA-1 
MOUNTING BASES 
PROVIDES ANTi-SHOCK MOUNTING FOR RE~ 
PEATER tENDICATOR AMPLIFIER *AM-6/APA-1% 
wt tLB B02 


BAN/APA-1) RE-SO35-A 


4723/43 CPR: 
SEPT 45 


HMT-SOCAPA*1) 0 @AN/APA-1 
MOUNTING BASE? 
P2OYIDES ANTI-S49 
ANTENNA SWITCHING 
$02 PEK SET OF 4 


RE+9035-A 


CK MOUNTING FOR 
UNIT *SA-4/APA~I. WT. 


4/23/43 CPR: 
SEPT 43 


DAT [esr asso vox | gmtetnaMNS, | [RARE [rar asuonao con | ATRL | 
HT-25/ARN-8 © AN/ARN-8 RE 138 6728 MT-45/APS-2 ANSAPS-2 

MOUNTING MOUNTING BASE: 

BASE FOR RADIO RECEIVER R-8/ARN-8. FOR RT-4/7APS-2 (OR RT-4ACAPS-2) TRANS- 


MITTER-CONVERTER AND J-6/APS-2 JUNCTION - 
BOX. PROVIDES ANTi-SHOCK MOUNTING. 


S/t5743 CPR: 
JUNE 45 


UT-467APS-2A 
MOUNTING BASE; 
FOR RT-4/aPS-2 (OR RT-4ASAPS-2) TRANS- 
MITTER-CONVERTER, J-6/APS-2 JUNCTION BOX 
AND AS-S/APS-2 ANTENNA ASSENBLY* 
PROVIDES ANTI-SHOCK MOUNTING. 


ANSAPS-2A 


S7US/435  CPRS 
JUNE 43 a 


&MT-51/UR GENERAL USE 
MOUNTING BASES 
ANTI-SHOCK TYPE WITH DIMENSIONS IN 
ACCORDANCE WITH NAVY DRAWING RA 10F 285. 
COMMONLY REFERRED TO AS "1/2" UNIT “ATR®™ 
RACK EXCEPT 1S SUPPLIED WITHOUT SHOCK 
MOUNTS WHICH SHOULD BE SPECIFIED IR AC- 
CORDANCE WITH ARMY-NAVY DRAWING AN-6008. 
5/20/43 : 

AUG. 43 


RA 10F 285€ 


WMT-52/UR 
MOUNTING BASE: 
ANTI-SHOCK TYPE WITH DINENSTONS IN AC- 
COROANCE WITH NAVY DRAWING RA IOF 285. 
COMMONLY REFERREO TO AS "1" UNIT “ATR* 
RACK EXCEPT 1S SUPPLIED WITHOUT SHOCK 
MOUNTS WHICH SHOULD BE SPECIFIED IN AC- 
COROANCE WITH ARHY-NAVY ORAWING AN-8008. 
5/20/43 

AUG. 43 


GENERAL USE RA 10F 285E 


SMT-53/UR 
MOUNTING BASE: 
AHTS-SHOCK TYPE WITH DIMENSIONS IN AC 
CORDANCE WITH NAVY DRAWING RA I0F 285. 
COMMONLY REFERRED TO AS “I¥"UNIT "ATR" 
RACK EXCEPT IS SUPPLIED WITHOUT SHOCK 
MOUNTS WHICH SHOULD BE SPECIFIED IN AC- 
CORDANCE WITH ARMY-NAVY DRAWING AN-8008. 
5/20/43 

AUG. 43 


GENERAL USE RA 10F 285€ 


OMT-54/UR GENERAL USE RA 10F 28S5E 
MOUNTING BASE: 

ANTI-SHOCK TYPE WITH OIMENSIONS TN ACs 
CORDANCE WITH NAVY DRAWING RA 1OF 285, 
CONMONLY REFERRED TO AS "2" UNIT “ATR® 
RACK EXCEPT 1S SUPPLIED WITHOUT SHOCK 
MOUNTS WHICH SHOULD BE.SPECIFIED IN AC~ 
COROANCE WITH ARMY-NAVY DRAWING AN-8008. 
§/20/43 : 

AUG. 43 


MT-627ARC-5 AN/ZARCOS 

MOUNTING BASE (2 REC): 

PROVIDES ANTI-SHOCK MOUNTING FOR A THO 
UNIT MOUNTING RACK AND ANY THO. RECEIVERS 
OF THE RAT, RAV, ARA, *AKSARR-2 GR 
ANZARC#5 EQUIFHENTS. (2 REC) EQUIVALENT 
OF *MT-S/ARR-2 "AN" DESIGNATION FOR NAVY 
TYPE -46085, 


TVE4GS CBY:5694 CBY:S694-2-A 
JULY 43 CBY27978-3-B8 
HT-63/7ARC-5 ANZARC-5 


MOUNTING RACK (2 REC)? 

FOR MOSUTING ANS Tad EIVERS OF THE 
RAT. RAV, RA, FAVARR-2 OR ANSARC-S 
EQUIPNENTS. @uCLUdES 28 V OC SIDE TONE 
RELAYS, HEADSET SWITCHES AND JACKS, AND 
ELECTRICAL CONNECTIONS FOR RECEIVERS. 
FITS MOUNTING BASE HI-62/ARC-5~6 (2 REC) 
741/43 CBr:50l3. 

JULY 43 


pare | 


MAUNAGTISE'S | MANHEAFTUSE 


pare | MAWWAGTHENYS | BANHIATRUREE 


vate |__ MOUEARUAT® | GRANHEAPIUERA 
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BT-637ARC-5 


EQUIVALENT OF *MT-7A/ARR-2. "AN" DESIC- 
NATION FOR NAVY TYPE -46t1u. 


MT -64/ARC-5 AN/ARC-5 & 

MOUNTING BASE (3 REC): . 

PROVIDES AWTI-SHOCK MOUNTING FOR A THREE 
UNIT MOUNTING RACK AND ANY THREE RCEIVERS 
OF THE RAT, RAV, ARA, *AN/ARR-2 OR 
ANCZARC-5 EQUIPMENTS. "AN" DESIGNATION 
FOR WAVY TYPE -46150. 


CBY:7060-2-B 
CBY:9064-4-A 


TI 43 CBY:7060 
JULY 43 


MT-65/ARC-S ANZARC-5 

MOUNTING RACK (3 REC) 

FOR MOUNTING ANY THREE RECEIVERS OF THE 
RAT, RAV, ARA, *ANZARR-2 OR ANJARC-S 
EQUIPMENTS. INCLUDES 28 V DC SIDE TONE 
RELAYS DEADSET SwiTCHES AND JACKS, AND 
ELECTRICAL CONNECTIONS FOR RECEIVERS. 
FITS MOUNTING BASE MT-64/ARC-5, 

THVAS CBY 37537 

JULY 43 


MT-65/ARC-5 
"AN" DESIGNATION FOR NAVY TYPE -46149, 


NT-66/ARC-S ANJARC-5S 

MOUNTING BASE (4 REC): 

PROVIDES ANTI-SHOCK MOUNTING FOR A FOUR 
UNIT MOUNTING RACK AND ANY FOUR RE- 
CEIVERS OF THE RAT, RAV, ARA, *AN/ARR-2 
OR AN/ARC-5 EQUIPMENTS. "AN DESIGNATION 
FOR. NAVY TYPE -46132. 
Wtr4as CBY:5696 CBY:7390-3-A 
JULY 43 


MT-67/ARC-5 ANZARC-5 

MOURTING RACK (4 REC): 

FOR MOUNTING AXY FOUR RECEIVERS OF THE 
RAT. RAV, ARA, *ANSARR-2 OR ANSARC-5 
EQUIPMENTS. INCLUDES 28 VY DC SIDE TONE 
RELAYS, HEADSET SwITCHES AND JACKS. AND 
CONNECTIONS FOR RECEIVERS. FITS HOUNTENG 
DASE HT-66/ARC-5. “AN” DESIGNATION FOR 
74bsas CBY:5019 

AUG. 43 


BT -67/ARC-5S 


NAVY TYPE -461131. 


RT-68/ARC-5  AN/ARC-5 

MOUNTING BASE C1 TRANS)? 

PROVIDES ANTI-SHOCK MOUNTING FOR A ONE 
UNET MOUNTING RACK ANO ANY ONE TRANSMIT- 
TER OF THE ATA OR AN/ASC-5 EQUIPMENTS. 
(1 TRANS) EQUIVALENT OF MT-70¢ARC-5. 
"AN" DESIGNATION FOR NAVY TYPE -52313. 


W143 CBY:7061 


JULY 43 


‘THVLAS CBY:7058 


Army-Navy Designations 
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MT-69/ARC-5 ANZARC-5 . 
MOUNTING RACK €1 TRANS): 

FOR MOUNTING ANY ONE TRANSMITTER OF THE 
ANSARC-S EQUIPMENT. INCLUDES ELECTRICAL 
CONNECTIONS FOR TRANSMITTER. FITS MOUNT- 
UNG BASE MT-68/ARC-5. C1 TRANS) EQUIV- 
ALENT OF MI-73/ARC-S. 


TmIVlas CBY:93506 


MT-7O/ARC-5 ANCARC-5 

MOUNTING BASE (2 TRANS)? 

PROVIDES &ANTi-SHOCK MOUNTING FOR A TWO 
UNIT MOUNTING RACK AND ANY TWO TRANSMIT- 
TERS OF THE ATA OR AN/ARC-5 EQUIPMENTS. 
(2 TRANS) EQUIVALENT OF MT-68/ARC-5. 
"AN" DESIGNATION FOR NAVY TYPE -52213. 


T1743 CBY:7062 
JULY 43 


CBY:7062-2-A 
CBY37977-4-A 


MT-737ARC-5 ANCARC*5 

MOUNTING RACK (2 TRANS)? 

FOR MOUNTING ANY TWO TRANSMITTERS OF THE 
ANZARC*5S EQUIPMENT. INCLUDES ELECTRICAL 
CONNECTIONS FOR TRANSMITTERS. FITS MOUNT- 
UNG BASE MT-70/ARC-5. (2 TRANS) EQUiV- 
ALENT OF MT-69/ARC-S. 


T1443 CBY:;9307 
SULY 43 


MT -727ARC-5 AN/ARC-5§ 

MOUNTING BASE (3 TRANS): 

PROVIDES ANTE-SHOCK MOUNTING FOR A THREE 
UNIT MOUNTING RACK AND ANY THREE TRANS ~ 
MITTERS OF THE ATA OR AN/ARC-5S EQUIP- 
MENTS, 


TIVE4S CBY:7063 
SULY 45 


MT-737ARC2S ANZARC-5 

MOUNTING RACK (3 TRANS)? 

FOR MOUNTING ANY THREE TRANSMITTERS OF 
OF THE ANZARC-5 EQUIPMENTS. INCLUDES 
ELECTRICAL CONNECTIONS FOR TRANSNITTERS. 
FITS MOUNTING BASE NT-72/ARC-5. 


VIVA CBY:9593 
JULY 43 


MT-74/7ARC-5 ANSARC-5S 

MOUNTING BASE ¢4 TRANS): 

PROVIDES AuTi -SHOCK MOUNTING FOR A FOUR 
UNIT MOUNTING RACK AND ANY FOUR TRANS- 
MITTERS OF THE ATA OR AN/ARC-5 EQUIP- 
MENTS. 


771043 CBY:7064 
JULY 43 


MT-757ARC-5 ANZARC-+5 

MOUNTING RACK (4 TRANS) 

FOR MOUNTING ANY FOUR TRANSMITTERS OF 
THE ANSARU-5 ENUIPHENT. INCLUDES ELEC- 
TRICAL CONNECTIONS FOR TRANSMITTERS. 
FITS MOUNTING BASE MT-74/ARC-S. 


7143 CBY:9594 
JULY 43 


MT-76/ARC-5 
MOUNTING BASES 
PROVIDES ANTI-SHOCK MOUNTING FOR MODU- 
LATORS NAVY TYPE -50083 OR “AN” TYPE 
MO-7/ARC-5. "ANY DESIGNATION FOR NAVY 
TYPE -50084. 


ANZARC-5 


CBY37058-2-C 


MT-77/ARC-5 
MOUNTING BASES: 
PROVIDES ANTI-SHOCK MOUNTING FOR ANTENNA 
RELAY UNIT. RE-2/ARC-S OR CRYSTAL FREQ- 

UENCY GENERATOR O-4/ARC-5. "AN" DESIG: 
NATION FOR NAVY TYPE. -29526. 


ANSARC-5 


71143 CBY37056 
SULY 43 


CBY37056-1-B 
CBY:7977~-4-A 


MT -78/ARC-5 AN/ZARC-5 

MOUNTING PLATE: % 
PROVIDES MOUNTING FOR CONTROL UNIT 
C-27/ARC-5 OR C-28/ARC-5. 


T1438 CBY:9451 
JULY 43 


MT -797ARC-5 
MOUNTING PLATES 
ADAPTER, PERMITS MOUNTING 1 OR 2° CONTROL 
UNITS C-27/ARC-5 OR C-28/ARC-5 ON MOUNT- 
UNG PLATE ¥MT-4/ARR-2, 


AN/ARC-5S 


71 f43 CBY; 
JULY 43 


MT.-~8O0/ARC-5 
MOUNTING PLATE: 
PROVIDES MOUNTING FOR TRANSMITTER CON- 
TROL UNITS OF ATA, ANCARC-4, AN/ARC-5 
OR JUNCTION BOX OF AN/ARC-4 ETC. "AN® 
DESIGNATION FOR NAVY TYPE -10206. 


AN/ARC-5 


741043 CBY:7083 
JULY 43 


MT-84/ARC-5 AN/ARC~5 
MOUNTING PLATES 
CANCELLED & REASSIGNED MT-98/ARC-5, 


CANCELLED 


7/14/43 
SEPT 43 


MT-85/ARC-5 
MOUNTING PLATE 
FOR MOUNTING JUNCTION BOX J-I7/ARC-5 
UN AIRCRAFT, 


AN/ARC-5 


7/15/43 CBY: 
AUG. 43 


MT-86/APS-2C AN/APS-2C 

MOUNTING BASE 

PROVIOES ANTI-SHOCK MOUNTING FOR RADIO 
TRAUSHITTER-CONVERTER RT-4/APS-2 (OR 
RT-4A/APS-2) & SUNCTION BOX J-18/APS-2C. 


7/15/43 CPR: 
AUG. 43 


CPR3248-1729B 


RT-86A/APS-2C AN/APS-2C 

MOUNTING BASE 

PROVIDES ANTI-SHOCK MOUNTING FOR RADIO 
TRANSMITTER-CONVERTER RT-4/APS-2 (OR 
RT-4A/APS~2) & JUNCTION GOX J-18/APS~2C, 
SAME AS MT-86/APS-2C EXCEPT PROVIDES FOR 
ATTACHMENT OF MOUNTING BRACKET FOR WAVE 
GUIDE SUPPORT. 


7/15/43 CPRs CPR2I248-1729B 


JULY 43 ASSIGNED 


{ears sauacrae’s —[_ SBNHEACTRNEA ea 
NAVSHIPS 900,109 
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pare MAAGTHBR® | SRANHEACTNERA 


ASSIGNED OCT. 44 


ISSUED 
care | WRN? | ANAT] 
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deAeh ah UMAR 


NT-87/APS-2C AN/APS-2C 

MOUNTING BASE 

PROVIDES ANTI-SHOCK MOUNTING FOR ANTENNA 
ASSEMBLY RAS-17/APS. 


74¥S/43 CPR: CPR3248-5 708A 
AUG. 43 


MT-87A/APS-2C AN/APS-2C 

MOUNTING BASE 

PROVIDES ANTIi-SHOCK MOUNTING FOR ANTENNA 
ASSEMBLY #AS-17/APS OR AS-182/APS 
SIMILAR TO MT-87/APS-2C EXCEP! INCLUDES 
A BRACKET FOR WAVE GUIDE SUPPORT. 


CARCELLED 
7/15/43 CPR: CPRI248-1 708A 


APR.44 


MT-90/APS-3 AR/APS-3 

MOUNTING BASE: PROVIDES 

RIGID MOUNTING FOR ANTENNA ASSEMBLY 
AS=12/APS-3 AND TRANSMITTER-CONVERTER 
RT-10/APS-3. PROVIDES SAME FUNCTION AS 
MOUNTING BASE MT-91/APS-3 & HT-92/APS-3, 
BUT HAS A DIFFERENT SHAPE. FOR INSTALLA- 
THON IN TYPE TBY-1 AIRCRAFT. 

7/19/43 CAMV: CPR:358-4689 
AUG, 44 


MT-91/APS-3 AR/APS-3 

MOUNTING BASE: PROVIDES 

RIGID MOUNTING FOR ANTENNA ASSEMBLY 
AS-12/APS-3 AND TRANSMITTER-CONVERTER 
RT-10/APS-3. PROVIDES SAME FUNCTION AS 
MOUNTING BASE MT-90/APS~3 & MT-92/APS-3, 
BUT HAS A DIFFERENT SHAPE. FOR INSTALLA- 
TION UN TYPE PY-2 AIRCRAFT. 

7/19/43 CPR: CPR3358-5250 
AUG, 43 


MT-92/APS-3  AR/APS-3 

MOUNTING BASE: 

PROVIDES RIGID MOUNTING FOR ANTENNA 
ASSEMBLY AS-12/APS-3 & TRANSMITTER-CON- 
VERTER RT-$0/APS-3. PROVIDES SAME FUNC- 
TION AS MOUNTING BASE HT-90/APS~-3 AND 
HT-91/APS-3, BUT HAS A DIFFERENT SHAPE. 
FOR INSTAL. IN TYPE TBF & TBM AIRCRAFT. 
7/19/43 CPR: CPR:358-5765 
sau. 44 


MT-93/APS-3 AN/APS-3 

MOUNTING BASE: 

PROVIDES ANTI-SHOCK MOUNTING FOR CONTROL 
UNIT C-17/APS=3. 


CANCELLED 


7/19/43 CPR: CPRs5LO-582 


APR. 44 


AT-94/4PS-3 ANSAPS -3 RE 93204 


MOUNTING BASE CADJUSTABLE): 

PROVIDES RIGID MOUNTING FOR REPEATER 
UNDICATOR 19-19/APS-3 OR PLAN REPEATER 
UNDICATOR #0-108/APS-15-TI MOUNTING BASE 
aS HELD BY 3 SNAP SLIDES. PERMITS RE- 
PEATER #nOUCATOR TO TILTED FHROUGH AN 
ELEVATION ANGLE OF APPROXIMATELY 23°. 
77t9043 CPRS CPRSSLO-S835A & 
SEPT. 44 CGP; CPRS$56-4690A 


RT-94/APS-3 
WEIGHT 1/72 POUND. 
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MT-95/APS-% AN/APS-3 

MOUNTUNG BASE? 

PROVIDES ANTI-SHOCK MOUNTING FOR REPEAT- 
ER iNDICATOR tD-19/APS-3 OR PLAN REPEAT- 
ER INDICATOR &£D-30/APS-20. FIVE SNAP 
SLIDES ARE PROVIDED FOR RIGIOLY FASTEN- 
ING THE HOUNTING BASE, ALTHOUGH ONLY 
THREE SNAP SLIDES ARE USED FOR ANY 
7/49/43 CPRs CPR:SLO-S83A & 
NOV. 43 CPRz358-4692C 


MT-9S/APS-3 
SINGLE INSTALLATION. THREE SHOCK MOUNTS 
ARE PROVIDED. WEIGHT 1/2 POUND. 


MT-96/APS-3 AN/APS-3 

MOUNTING BASE: PROVIDES 

ANTI-SHOCK HIG. FOR HODULATOR MD-S/APS-3 
OR HD-5A/APS-3 BY MEANS OF SIX 
LORD SHOCK MOUNTS 150 PHT2. THE MODULA- 
TOR SLIDES INTO THE MOUNTING BASE AND iS 
FASTENED BY MEANS OF FOUR CLAMPS AMO 
FOUR PILOT PINS, WT. 4 172 LBS. 

7719743 CPR: CPR:3358-3650A 
APR, 44 


MT-97/APS-3  AN/APS-3 RE 9320A 
MOUNTING BASE: PROVIDES 

ANTI-SHOCK MOUNTING FOR AMPLIFIER 
AM-U3/APS~3-TI OR RECTIFIER POWER UNIT 
PP-45/APS-3-T1 OR PP-12/APS=3, OR RE- 
CEIVER AMPLIFIER R-18/APS-3 INCLUDES 
FOUR SHOCK MOUNTS AN- 8008-30 (LORD TYPE 
1S50PH12), SAME AS NAVY TYPE CPR-IOAAA 
7/19/43 CPR: CPRz358-3686A 
YAR, 44 COL: CDL:D-202-965 


MT-97/APS-3 


EXCEPT FOR LENGTH OF FRONT FASTENERS & 
SAME AS STANDARD "ATR" RACK. 


MT-98/ARC-5 AR/ARC-5 

MOUNTING PLATE: 

FOR MOUNTING ONE CONTROL UNIT “! 
C-435/ARC-5, BC-944-A OR -23251, ALSO FOR 
MAIN CONTROL UNIT C-38/ARC-5. “AN” DESIG- 
NATION FOR MOUNTING FT-222-A. 


7/19/43 CBY:7054 
SEPT 43 CW: 


AT-99/ARC-1 
MOUNTING PLATE 
PROVIDES RIGiD MOURTING FOR AUDIO OUTPUT 
BOX C-44/ARC-1. 


AN/ARG=1 


7/27/43 Cw: 
AUG. 45 


MT-100/ARC-1 AN/ARC~1 

MOUNTING BASE 

PROVIDES ANTI-SHOCK MOUNTING FOR THE 
RADIO TRANSMITTER-RECEIVER RT-18/ARC-1, 
INCLUDES NECESSARY PLUGS AND INTERCON- 
NECTING WIRING FOR CONNECTION OF 
RI-18/ARC-1 TO ASSOCIATED UNITS. 


7/27/43 Cuts 
HAR. 44 


AT-101/ARC-4 ANSARC-4 

MOUNTING BASE3 

PROVIDES ANTI-SHOCK MOUNTING FOR TRANS-~ 
MITTER-RECEIVER RT*I9/ARC-46 HAS 
TERMINALS FOR CABLE CONNECTION TO JUNC- 
TION J-23/ARC-4. DIMENSIONS: 22-178" X 
10-172" X 4-178", WEIGHING 4 LB. 


7728743 CwW30-153298 
AUG. 43 


MT-102/APS-6 AN/APS-6 

MOUNTING BASE 

PROVIDES ANTI-SHOCK MOUNTING FOR 
HODULATOR MD-9/APS-6. 


CANCEL AND REPLACED BY MT-96/APS-3 


7/30/43 CAY: 
MAR. 44 


MT-103/APS-6 AN/APS-6 

MOUNTING BASE 
PROVIDES ANTI-SHOCK MOUNTING FOR 
RECTIFIER PP-16/APS-6, 


a 


7/30/43 CAYs 
AUG, 43 


MT-104/APS-6 AN/APS-6 

MOUNTING BASE 

PROVIDES ANTI-SiHI0CK MOUNTING FOR 
RECEIVER-AMPLIFIER R-35/APS~6- OR 
R-SO/APS-6A.~ 


CANCELLED 
REPLACED BY MT-103/APS~6 
7/30/43 CAYs: 
MAR. 44 


MT-105/APS-6 AN/APS-6 

MOUNTING BASE 

PROVIDES ANTI-SHOCK MOUNTING FOR 
TRANSMITTER-CONVERTER RT-17/APS-6. 


7/30/43 Cc 
AUG. 43 


NT-107/AR 
MOUNTING PLATE: 
PROVIDES RIGID MOUNTING FOR VIBRATOR 
POWER UNIT PP-18/AR, INCLUDES FOUR SNAP 
SLIDE STUDS, ONE AT EACH CORNER. OINEN~ 
SIONS: 4-13/16" X 7-3/4" X 1/16"; WEIGH 
ING APPROX 0.3 POUNDS, FIRST PURCHASED 
UNDER NAVY CONTRACT NOas-798. 

8/5/43 CRE: 

SEPT 43 


PP-18/AR 


MT-108/APX-1 AN/APX-1,2 RR368974 
MOUNTING BASE; 

SHOCK ASSOR3ING TYPE WITH FOUR RUBBER 
SUPPORTS AN-8008-29 (LORD TYPE 150 PHI2) 
EACH RATED FOR 10 L8 LOAD. SIMILAR TO & 
INTERCHANGEASLE WITH MOUNTING BASE FOR 
NAVY MODEL ABK EQUIPT. SAME AS MOUNTING 


BASE MT-111/APN-7 EXCEPT FOR SHOCK MOUNTS 
8/11/43 CHZs 
SEPT 43 


MT~109/APX-1  AN/APX= 
SECURING PLATE: 
RIGIDLY MOUNTS CONTROL UNIT C-54/APX=1 & 
SELECTOR UNIT C-55/APX-1. INCLUDES TWO 
ANCHOR STUDS & A CLAMPING NUT WHICH FIT 
MOUNTING BRACKET MT-110/APX-1. 


8/14/43 CHZ: 
SEPT 43 


MBRISETORS BENATAR 


NETH 


BANAT 
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NT-TIO/APX-5) AN/APX-1 

MOUNTING BRACKET: | 

MOUNTING IS "T™ SHAPED HAVING A HOLE IN 
EACH OF TWO FEET INTO WHICH ANCHOR STUDS 
OF SECURING PLATE MT-109/APX-1 MAY BE 
INSERTED. A SLOT 1S PROVIDED tM THE THIRD 
FOOT TO RECEIVE THE SHANK OF THE CLAMP- 
ING WUT, WHICH LOCKS THE CONTROL & 
8/14/43 CHZ: 

SEPT 43 


WT-T10/APX-1% 
SELECTOR UNIT ASSEMBLY IR PLACE. 


WT-TUT/RPN-7  AN/APN-7 

MOUNTING BASE: 

SHOCK ABSORBING TYPE WITH 4 RUBSER SUP~ 
PORTS 2 TYPE 150-PH~8 LORD SHOCKMOUNTS 
ON THE LEFT SIDE AND 2 TYPE !50-PH-tO OW 
THE RIGHT SIDE. SAME AS MOUNTING BASE 
MT-108/APX-1 & MOUNTING BASE OF NAVY 
MODEL ABK EQUIPMENT EXCEPT FOR 

8/17/45 CPR: CPRISL0-645 & 


FEBS 44 358-5164 
WT-113 /APN-7 

SHOCKMOUNTS. 

WT-132/aPR SA-S/APH 


MOUNTING BASE: 
PROVIDES ANTI-SHOCK MOUNTING FOR SELEC- 
TOR SwiTCH SA-S/APN OR SA-&6/APN. IN- 
CLUDES FOUR SHOCK MOUNTS PER AN-8008-22 
(LORD TYPE 100 PH2). DIMENSIONS: 

8 29/32" K 7 23/32" X IS/1E": WEIGHT? 

9 1/2 OZ. FIRST PURCHASED UNDER CONTRACT 
8/19/43 CAU: 4 77378 ASSY § 
mov. 43 : 


MT-312/APK 
WXga-33815. 


AT-113/APS-4 AN/APS-4 

MOUNTING BASE: 

PROVIDES ANTI-SHOCK MOUNTING FOR INDICA- 
TOR AMPLIFIER AM-S/APS~4. ItNCLUDES FOUR 
PLATE TYPE SHOCK MOUNTS PER AN-8008. 
ALSO INCLUDES FOUR NO. 464-32 SCREWS & 8 
WASHERS FOR FASTENING TO INDICATOR 
AMPLIFIER AM-S/APS-4 WT. -62 iBS. 
B/euss5 CWZ0-951727 Cu3B0-11636 
JAN. 45 B0-13333 


MT-204/APT-1 AN/APT-1 

MOUNTING BASE: 

PROVIDES ANTI-SHOCK MOUNTING FOR CONTROL 
UNIT C-5S8/APT-t, OVERALL DIMENSIONS 5“X 
$-5/8"X1-1/8". INCLUDES FOUR SHOCK MOUNTS 
WITH SNAP SLIDE STUDS. 


8/20/43 CGR: CGM: 7250255 
SEPT 43 REV 0 


NAVSHIPS 900,109 
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MT-15S/ASQ 
MOUNTING: 
SPECIAL SHOCK MOUNTING FOR THE ESTER- 
LINE-ANGUS RECORDcR.~ SUPPORTS THE RE- 
CORDER RD-4/ASQ AT ITS CENTER OF GRAVITY 


AN/ASQ SERIES 


9/3/43 Ci: 
SEPT 43 


MT-1237APS-15 AN/APS-16 ~ 

MOUNTING BASES 

PROVIDES RIGID MOUNTING FOR CONTROL UNIT 
C-33/APS-15 AND COMPUTER CP-3/APS-15 
WHICH ARE SECURED 8Y NEANS OF SNAP SLIDE 
STUDSe 


971743 CPRS 
SEPT 43 


MT-1247APS-15 AN/ZAPS-15 

MOUNTING BASE: 

PROVIDES ANTS-SHOCK MOUNTING FOR RE- 
CEIVER-INDICATOR R-16/APS-15 INCLUDES 
6 SHOCK MOUNTS. TWO AWM-8008-32 (LORD 
TYPE 200 PH #5) UN THE FRONT, THO 
AN-8006-31) (LORD TYPE 20€ PHIG) tA THE 
KIODLE. Amr 

9/7743 CPR: 

oct. 43 


MT-1247APS~-15 
TWO AN-6008-32 IN THE BACK. SAME AS 
MOUNTING BASE MT-16/APS-2 EXCEPT FOR 
LOAD RATING OF SHOCK MOUNTS. INTER- 
CHANGEABLE WITH MOUNTING BASE 
MT-132/APS-2 WHERE FACILITIES ARE AVAIL- 
ABLE FOR CENTER MOUNTS. 


MT-125/ARN-9 AN/ARN-9 

MOUNTING BASE? 

PROVIDES ANTI-SHOCK MOUNTING FOR NAVY 
TYPE -46120 GLIDE PATH RECEIVER OR 
RECEIVER-CONVERTER R-43/ARN-9. 


974/43 CDE: 
SEPT 43 


CDESBIg294 


MT-126/ARN-9 ANSARN-9 

MOUNTING PLATE: 

PROVIDES RIGID MOUNTING FOR NAVY TYPE 
+30598 IMPEDANCE ADAPTER OR CONTROL 
UNIT C-62/ARN-9, 


974743 COE: 


CDE SBIOT9A 
SEPT 43 ¥ 


MT-1297ARN-9  AN/ARN-S 

MOUNTING PLATES 

PROVIDES RIGID MOUNTING FOR TEST OS- 
CILLATOR TS-72/ARN-9. 


9714743 CDES 
SEPT 43 


WT -T30/ASQ-1 AN/ASQ-I 
MOUNTING BASE: 
SPECIAL SHOCK MOUNTING FOR RD-I/ASQ-1 SO 
THAT THE RECORDER IS SUPPORTED AT ITS 
CENTER OF GRAVITY. TO SNCLUDE SHOCK 
MOUNTS. 


9/24/43 «CLO; 
SEPT 43 


SETSEROTS 


CONFIDENTIAL 


HT-131/APA-15 AN/APA-15 

MOUNTING BASES 

PROVIDES RIGID MOUNTING FOR SERVO AMPL1- 
FIER AM-21/APA-15 AND GYRO TORQUE UNIT 
CN-S/APA-15. BOLTS TO SUPPORT ARMS OF 
ANTENNA ASSEMBLY ®AS-I7A/APS OR 

AS~18A/ APS. 


9/25/43 CPO; 
SEPT 43 


MT-132/APS~-2 

MOUNTING BASE: 

PROVIDES ANTi-SHOCK MOUNTING FOR RE- 

CELVER-INDICATOR R-7/APS-2 OR R-16/APS-15 

OR R-49/APS-2F WHICH IS SECURED BY 

MEANS OF SNAP SLIDES, MOUNTING MAY ALSO 

BE USED FOR NAVY TYPE -46 ABT RECEIVER- 
INDICATOR. INCLUDES 4 SHOCK MOUNTS 
10/14/43 

WOV. 43 


AN/APS -2 


AN-8008-33 MT-132/APS-2 
(LORD TYPE 200PH20) ONE IN EACH CORNER, 
SAME AS NOUNTING BASE MT-16/APS-2 EXCEPT 
OMiTS CENTER SHOCK MOUNTS, 


AT-133/ASA-1 AN/ASA-~1 
MOUNTING BRACKET: 

A FLUSH TYPE BRACKET FOR MOUNTING STATIC 
DISCHARGER MX-43/ASA-3 ON AIRCRAFT BY 
MEANS OF A CLAMPING ARRANGEMENT. 


ReF64t-2 


WOs/Es435  CQAS 
oct. 43 


AT-134/ASA-1A AN/ASA-1A 
MOUNTING BRACKET? 
A "U" SHAPED BRACKET FOR MOUNTING STATIC 
DISCHARGER MX-43/ASA-1 ON ROUNDED SUR- 
FACES OF AIRCRAFT BY MEANS OF A CLAMPING 
ARRANGEMENT. 


RASFE4I-3 


10/6/43 CQAz 
OCT. 43 


MT-140/APS-3 AN/APS-3 

MOUNTING BASE: 

USED TO MOUNT AS-12/APS-3 AND RT-10/APS-3 
FOR INSTALLATION IN PBN., PBY-S, PBY, 
A-30-C & PBJ ASRCRAFT. 


tOsI5/43 NAF E00169 Cs: 
AUG. 44° CALY: CPR: 


MT-141/APR-1t AN/APR-1 

MOUNTING BASES 

CONSISTS OF A wMT-52/UR WITH 124 SHOCK 
MOYHTS AFT AND $04 SKOCK MOUNTS FORWARD. 
ALSO THE FRONT RIGHT LOCKING NUT HAS 
BEEN EXTENDED IN LENGTH AWD INCREASED tM 
SCkEw Size. 


10/18 743 
OCT. 43 


MT-141A/APR-1  AN/APR-1 

MOUNTING BASE: 

CONSISTS OF A &MT-S2/UR WITH 6-12 LBS 
VARIAZLE SHOCKXMOUNTS FRONT AND REAR. 
RIGHT FRONT LOCKING SCREW AND FRUM8NUT 
ARE INCREASED IN LENGTH AND DIAMETER. 
SIMILAR TO MT-170/U EXCEPT DIFFERS IN 
THE CENTERING & RATING OF SHOCKMOUNTS, 
8/9/44 CVE: 
WAY 44 


SOTTR ENS 


MT-T4TA/APR-1 
MADE BY VENDO CORPORATION KANSAS CITY, 
MISSOURI OR EQUAL, SIMILAR TO 
MT-141/APR-1 EXCEPT FOR TYPE OF SHOCK- 
MOUNTS, 


MT-t42/ARN-TI AN/ARN-TI 
MOUNTING FRAME; 
CONSISTS OF A COLLAPSIBLE METAL FRAME- 
WORK FOR MOUNTING OFRECTION FINDER SIM U- 
LATOR CY-S/ARN-T! ,RADIO BEACON SIMULATOR 
CV-G6/ARN-T1, ETC. 


TO/28/43 CAET? 
oct. 43 


MT-145/ASQ-3 AN/ASQ-3 
MOUNTING BASE: 
PROVIDES MOUNTING FOR DYNAMOTOR ASSEMBLY 
DY-6/ASQ-3 SECURED BY MEANS OF CLAMPS TO 
DYNAMOTOR CASE WHICH MAY BE EASILY RE- 
MOVED. SHOCKMOUNTS ARE NOT PROVIDED WITH 
THE MOUNTING AS THEY ARE PROVIDED wiTH 
DYNAMOTOR ASSEMBLY DY-6/ASQ-3 APPROX. 
VOs25/43 Cus 
OcT. 43 


MT~145/7ASQ-3 
SIZE 43 3/2" xX 40". 


MT-146/ASQ-3A AN/ASQ-3A 

MOUNTING BASES 

PROVIDES MOUNTING FOR CONTROL UNIT 
C-63/ASQ-3A WHICH 1S SECURED BY MEANS sOF 
CLAMPS & IS EASILY REMOVABLE. SHOCK- 
MOUNTS ARE NOT PROVIDED AS THEY ARE PRO- 
VIDED WITH THE CASE OF CONTROL UNIT 
C-63/ASQ-3A 

10/25/43 Cu: 

OCT. 43 


WMT-3S8/APH-7 ANSAPN-7 
MOUNTING RACKS 
ALUMENUM FRAME FOR MOUNTING CODER 
KY-3/APN-7 CONTAINS TWO 4 LB, AND TWO 
6 LB. LORD SHOCK HOUNTS & 1S SIMILAR TO 
WRL STANDARD RACK RA-10F-285 EXCEP# THAT 
41T US SHORTER THAN THE STANDARD LENGTH. 
WEIGHS 1.5 LBS. 

12/22/43 CPR: CPR2SLO-9358 
bec. 435 


MT-152/APS-15 AN/APS-15 

MOUNTING BASES 

AWNTI-SHOCK TYPE, MODIFIED "1/2 UNIT ATR® 
RACK, WITH DEMENSIONS IN ACCORDANCE WITH 
NAVY, DRAWINGS RA 1O0F 285 SAME AS 
aMT-S1/UR EXCEPT FOR BULGE IN SIDE TO 
CLEAR BLOWER UNET OF RANGE UNIT 
CP-S/APS-tS AND SCREWS IN FRONT OF RACK 
VV/12743 CPR: 

DEC. 43 


RT-1S52/APS-35 
HOLDING KHURLED NUTS ARE LONGER AND EX- 
TEND BEYOND THE NUTS. PART OF AN/APS-15. 


CANCELLED 
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MT-tS9/ARC-5 AN/ARC-5 

MOUNTING BASE s 

PROVIDES ANTI-SHOCK MOUNTING FOR ANTENNA 
LOADING COIL TR-G6/ARC-5. SIZE APPROX: 

8 3/4" BY 5 9/16* BY 5%. 


Wt/25/43 CBT: CcBY T0083 
BEC. 43 7057 


MT-tGO/SPR-t AN/SPR-1 

MOUNTING BASE? 

CONSISTS OF A #MT-52/UR TO WHICH HAS 
BEEN ADDED FOUR 40# SHOCKMOUNTS FORE AND 
AFT AND WHICH HAS BEEN MODIFIED IN THAT 
FRONT RIGHT LOCKING NUT IS EXTENDED tN 
LENSTH AND INCREASED IN SCREW SIZE. SAME 
AS MI-S41/APR-1 EXCEPT FOR SHOCKMOUNT 
Hi/27/43 CGG: 

wov. 43 


HT-L60/SPR-1 
RATING. 


AT-161/ART-13 AN/ART-13 

HOUNTING BASE: 

CONSISTS OF A PAIR OF TWO IDENTICAL 
MOUNTING TRACKS REQUIRED FOR MOUNTING 
RADIO TRANSKITTER T-47/ART-13. OIMEN- 
SIONS: 2" WIDE X 12 3/4" LONG. MOUNT- 
tNG TRACK 1S ENGAGED BY A SHOCKMOUNTED 
SLIDE ON BOTTOM OF RADIO TRANSMITTER 
12/7/43 COL: COL:K-351-E 
JAN, 44 


MT-161/ART-13 
T-47/ART-13. TRANSMITTER 1S LOCKED IN 
PLACE ON TRACK BY THUMB NUTS, TWO TRACKS 
REQUIRED PER TRANSMITTER INSTALLATION. 


MT-162/ART-13 AW/ART-13 

MOUNTING PLATE: 

PROVIDES MOUNTING FOR ANTENNA LOADING 
COIL CU-26/ART-13, INCLUDES FOUR BOLT 
HOLES TO PASS 8-32 BOLTS & FOUR TAPPED 
HOLES FOR 8-32. DIMENSIONS OF PLATE: 

6 1/4" xX 6 7/8" X 1/16". INCLUDES 
NECESSARY HARDWARE FOR MOUNTING PLATE 
¥2,;//4S COL: COLSK412-9 
AUG. 44 


W3~162/ART-13 
TO OBIT. 


MT-3LG3/ART-13 AN/ART-13 

MOUNTING PLATE: 

PROVIDES MOUNTING FOR PILOT*S CONTROL 
UNIT C-87/ART-13. CONSISTS OF PLATE 
35/8" X 5 1/8" X 1/167 WITH LARGE HOLE 
CAPPROXIMATELY 2 3/4" UN DIAMETER) IN 
THE CENTER. HAS 4 8-32 RIVET WUTS FOR - 
HOUNTING TO C-87/AMRT-13 AND 4 BOLT HOLES 
12/7/43 COL: €0L 7500427400 
oct. 44 i 


AT -1GS7ART-13 
FOR MOUNTING TO PLANE. 


MI-164/ART-13  AN/ART-13 

MOUSTING PLATE: 

PROVIDES MOUNTING FOR DYNAMOTOR UNIT 
DY-GI/ART-13, OR DY-t2/ART-13 OR 
DY-IZA/ART-13. CONSISTS OF A PLATE 7® X 

Vi 3/32" Xt 5/64" WITH FUFTY THREE 

1/2" HOLES & FOUR 13/64" DLA™ HOLES FOR 
MOUNTING BASE TO PLANE. 

32/7/45 COs , 
AUG, 44 


MT-165/U 
MOUNTING BASE? 

A SHOCK MOUNTING OF 1/2 SAR UNIT WIDTH. 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES (RIGHT & LEFT), 
2 FRONT CLAMP ASSEMBLIES, AND 4 COM- 
PRESSION TYPE US RUBBER #5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 8 TO, 
8/65/44 SC-0-10582-8 

DEC, 44 


‘ wT-t6s/U 
16 EBS., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 9 5/8" X 
5S“. WEIGHT: APPROX. | 3/4 LBS. 


aT-166/0 

MOUNTING BASE: 

A SHOCK MOUNTING OF 1/2 SAR UNIT WIDTH, 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES (RIGHT & LEFT), 
2. FRONT CLAMP ASSEMBLIES, AND 4 COH- 
PRESSION TYPE US RUCBER #51S0-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8/26/44 SC-0-10582-8 
DEC. 44 


"T-166/0 
TO 56 L8S, WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 15 5/8" X 
5". WEIGHT: APPROX. 2 LBS. 


MT-167/U0 

MOUNTING BASE; 

A SHOCK MOUNTING OF 1/2 SAR UNIT WIDTH, 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD OONN ASSEMBLIES (RIGHT & LEFT), 
2 FRONT CLAMP ASSEM@LIES, AND 4 COM- 
PRESSION TYPE US RUSBER $5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8sc3/44 S$C-0-103582-8 

DEC. 44 


MT-167/U 
TO 56 L3S., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS, DIMENSIONS: 19 5/87 XK 
9". WEIGHT: APPROX 2 1/4 18S. 


MOSUARTHIRES | _ GUNUTAPTURERA, 
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Mt-168/0 


ROUNTING BASE: 

A SHOCK MOUNTING OF 1 SAR UNIT WIDTH, 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES (RIGHT & LEFT), 
2 FRONT CLAMP ASSEM3LIES, AND 4 COM- 
PRESSION TYPE US RUBBER, #5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8/2d/44 SCD-10382-8 

DEC. 44 


MT-t68/U 

TO 56 LBS., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 9 5/8" X 
10 4/4". WEIGHT: APPROX 2 1/2 LBS. 


MT-169/0 

MOUNTING BASE? 

A SHOCK MOUNTING OF I SAR UNIT WIDTH. 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLO DOWN ASSEMBLIES (RIGHT & LEFT), 
2 FRONT CLAMP ASSEMBLIES, AND 4 COM- 
PRESSION TYPE US RUBBER #5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8/29/44 SC-0-10382-B : 
DEC. 46 


MT-169/¥ 

TO 56 L8S., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 12 5/8" X 
10 0/74". WEIGHT; APPROX 2 3/4 LBS. 


RT-170/0 

MOUNTING BASE: 

A SHOCK MOUNTING OF 1 SAR UNIT WIDTH. 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES (RIGHT @ LEFT), 
2 FRONT CLAMP ASSEMBLIES, AND 4 COH- 
PRESSION TYPE US RUBBER #5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8/29/44 $SC-0-10582-8 

OEC. 44 


NT-170/U 

TO 56 L3S., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS, DIMENSIONS: 35 5/8" X 
40 1/4". WEIGHT: APPROX 3 LBS, 


MT-170A/U 

MOUNTING BASES 
A SHOCK MOUNTING OF | SAR UNET WIDTH. 
CONSISTS OF A RECTANGULAR METAL FRAME, 
2 REAR HOLD DOWN ASSEMBLIES CREGHT & 
LEFT). 2 FRONT CLAMP ASSEMBLIES AND 4 
COMPRESSION TYPE ROSENSON SHOCK MOUNTS 
TO SUPPORT A WEIGHT RANGE OF FROM 16 TO 
2002745 

MAR. 45 


MT-170A/U 
56 LBS.. WITH SATISFACTORY VI824TION 
CHARACTERISTICS. SAME AS MOUNTING BASE 
MT-L70/U EXCEPT SUBSTITUTES ROBINSON FOR 
Us. S. RUZBER SHOCK MOUNTS. DIMENSHONS: 
V5 5/8" X 10 174". WEIGHT: APPROX 3 LBS. 


ASSIGHID 
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ut-171/0 

MOUNTING BASE: 

A SHOCK MOUNTING OF 1 SAR UNIT WIDTH. 
CONSISTS OF RECTANSULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES CRIGHT & LEFT), 
2 FRONT CLAMP ASSEMBLIES, AND 4 COM- 
PRESSION TYPE US RUBBER #f5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8/22/44 SC-D-10382-8 

DEC. 44 


MT-371/U 
TO S6 L8S., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 19 5/8" X 
10 2/4", WEIGHT: APPROX 3 1/4 LBS. 


AT-171A/U 

MOUNTING BASE? 

A SHOCK MOUNTING OF 1 SAR UNIT WIOTH. 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES (RIGHT &@ LEFT), 
2 FRONT CLAMP ASSEMBLIES, AND ROBINSON 
SHOCK MOUNTS TO SUPPORT A WEIGHT RANGE 
OF 25 TO 50 LBS., WITH SATISFACTORY VI- 
10/50/44 SC-B-10582-8 

DEC. 44 


UT-171A/U 
BRATION CHARACTERISTICS. DIMENSIONS: 
19 5/8" xX 10 1/8", WEIGHT: APPROX 
3.4/4 28s. 


MT-172/U 

MOUNTING BASE: 

A SHOCK MOUNTING OF 1 8/2 SAR UNIT WIDTH. 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD OOWN ASSEMBLIES (RIGHT & LEFT), 
2 FRONT CLAMP ASSEMBLIES. AND 4 COM- 
PRESSION TYPE US RUGBER §5150-C SHOCK 
MOUBTS TO SUPPORT A WEIGHT RANGE OF 16 
8/25/44 SC-D-10582-8 

DEC. 44 


MT-172/0 
TO 66 L3S., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 15 5/8" X 
15 2/2". WEIGHT: APPROX 4 1/4 Las, 


MT-173/U 

MOUNTING BASE: 

A SHOCK MOUNTING OF | 1/2 SAR UNIT WIDTH, 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES (RIGHT &@ LEFT) 
2 FRONT CLAMP ASSEMBLIES, AND 4 COM- 
PRESSION TYPE US RUBBER #5150-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
8/er/44 SC-0-10382-8 

DEC. 44 


MT-173/U 
TO $6 L3S., WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 19 5/8" X 
5 1/2", WEIGHT: APPROX 4 3/4 LBS. 


DENSKAMOn —_|Finsy assignen ron | GRADECRRM! 
AT~173A/U - 

MOUNTING BASE: 

A SHOCK MOUNTING OF 1 1/2 SAR UNIT WIDTH, 


CONSISTS OF RECTAKGULAR METAL FRAME, 2 
REAR HOLO DOWN ASSEN3LIES (RIGHT & LEFT), 
2 FROWT CLAMP ASSEN3LIES, AND ROGINSON 
SHOCK MOUNTS TO SUPPORT A WEIGHT RANGE 
OF 40 TC 80 L3S.. WITH SATISFACTORY VI- 
10/50/44 SC-¥-109d2-8 

DEC. 44 


MT-S73A/U 
BRATION CHARACTERISTICS. DIMENSIONS: 
19 5/8" X $5 1/2". WEIGHT: APPROX 
4 3/4 LBS. 


MT-374/APS-2F AN/JAPS-2F 

MOUNTING BASE? 
PROVIDES MOUNTING FOR CONTROL UNIT 
C-73/APS-2F WHICH 1S FASTENED BY MEANS 
OF SNAP SLIDES. SiZE APPROX: 8 1/2" X 
9 s7e" xX B74". 


12/14/43 CPR: 
OEC. 43 


CPR2SLO391 


MY-U77/9PN-tA  AN/MPN-TA 

MOUNTING RACK? 

CONSISTS OF WELDED ALUMINUM FRAME COM- 
POSED OF SiX SEPARATE VERTICAL BAYS 
BOLTED TOGETHER AND SHOCKMNOUNTED AT THE 
BOTTOM & REAR TO THE TRAILER BODY, HORI- 
ZONTAL CROSS-MEHMBERS FORM SEPARATE COM- 
PARTMENTS $NTO WHICH THE VARIOUS 

148/44 CRRs CRRSARIGZIS-4 
JAN. 44 


AT-177/MPN-SA 
COMPONENTS ARE MOUNTED. ENTIRE RACK IS 
ERCLOSED AND COOLED BY FORCED VENTI- 
LATION. DIMENSIONS: 6” X 41'-6" X 16%. 
SIMILAR TO BUT NOT INTERCHANGEABLE WITH 
UNOLCATOR RACK WT-1S8/HPN-1. 


MT-178/MPN-1A AN/MPN-TA 

MOUNTING RACK: 

CONStSTS OF A WELDED ALUMINUM FRAME 
ASSEMBLY COMPOSED OF THREE VERTICAL 

BAYS BOLTED TOGETHER AND SHOCKMOUNTED TO 
THE FLOOR AND REAR WALL OF THE TRAILER. 
RACK IS TOTALLY ENCLOSED & COOLED BY 
FORCED VENTILATION. DIMENSIONS S' X 6" X 
1/5/44 CRR: CRREARGE2E4-1 
JANe 44 


AT-178/MPN-TA 
207, MOUNTS TRANSMITTER-CONVERTERS, RA- 
DAR RECEEVERS, CONTROL PAWEL, MODULATORS 
TRANSMITTER HY POWER SUPPLY & SYNCHRO- 
SCOPE. SIMILAR TO BUT NOT INTERCHANGEABLE 
WITH TRANSMITTER RACK MT-LIO/MPN-L. 


BT-179/HPN-tA AN/MPN-TA 

MOUNTING RACKS 

CONSISTS OF A WELDED ALUMINUM FRAME COM- 
POSED OF TWO VERTICAL BAYS BOLTED TO- 
GETHER & SHOCKNOUNTED TO THE FLOOR & 
SIDEWALL OF THE TRAILER. UNIT JS TOTALLY 
ENCLOSED & COOLED BY FORCED VENTILATION, 
MOUNTS TRANSMITTER T-47/ART-13 & POWER 


1/9/44 CRR: CRRSARG6216-1 
JAN, 44 


(care | aHASTHEIES | SONATE, 
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YRT-179/MPN-1A 


SUPPLY FOR SCR 522, SCR 274 & AN/ART-13. 
SIMULAR TO BUT NOT INTERCHANGEABLE WITH 
MT-T2U/HPN-1, 


MT-180/MPN-1A AN/MPN-EA 

SEARCH ANTENNA MOUNTS ~ RESTRICTED 
THIS UNIT IS THE BEARING & MOUNT FOR THE 
SEARCH ANTENNA SYSTEM. IT #NCLUDES THE 
MOTOR & GEARING NECESSARY TO PROVIDE THE 
PROPER ROTATION OF THE ANTENNA, & THE 
MOUNTING BASE FOR THE ANTENNA & MEANS 
FOR TRANSMITTING ANTENNA POSITION DATA 
t/9/44 CRR: CRRIAN-91805-4 
JAN. 44 


WI-480/HPN-TA 
TO THE SEARCH INDICATOR ID-S4/MPN-1A. 
POWER tHPUT: 117 WOLTS A-C. DIMENSIONS: 
48" x 30" x 24", SIMILAR TO BUT NOT 
INTERCHANGEABLE WITH SEARCH ANTENNA 
MOUNT MT-122/MPN-4, 


MT-189/UPM-1 AN/UPM-1 

CONSOLE RACK: CONFIDENTIAL 
PROVIDES MOUNTING FOR OSCILLATOR 
O-12/UPM-1 & O-13/UPM-1 & WAVEMETER 
TS-133/UPM-1 & TS-134/UPM-1. INCLUDES 
SCOCE WITH ASSOCIATED AMPLIFIER CikcUITS, 
MODULATING CIRCUITS, RECTIFIER POWER 
UNIT, TIMING CIRCUIT ETC. NECESSARY FOR 
1/24/44 CHC: 

BAR. 45 


MT-189/UPH-1 
COORDINATING THE FUNCTIONS OF THE 
VARLOUS UNLTS HOUNTED THEREIN, INCLUDES 
STORASE SPACE FOR DIODE HEAD CV¥-11/UPH-1 
VOLTAGE TESTER TS-135/UPM-1 AND 
ACCessuRics, 


MT-190/UPM-1 AN/UPN-1 

MOUNTING BASE: 

PROVIDES SHOCKMOUNTING FOR CONSOLE RACK 
MT-189/UP4-1. MOUNTED ON FOUR LORD 
SHOCKMOUNTS OWE Ai EACH CORWER. 


3/24/44 CHC: 
MAR. 45 


KT-201/AaR 
MOUNTING BASE: 
PROVIDES RIGID MOUNTING FOR DYNAMOTOR 
UNIT DY-18/AR, INCLUDES SHAP-SLIDE 
FASTENERS FOR QUICK RENOVABLITY & RE- 
PLACEMENT OF UNITS. SAME AS ARMY TYPE 
FT-141 


AR/ARD-3 


2/7/44 CAKS: 
FEB. 44 


MT=-202/0 GENERAL USE BUAER 
QUNTING RACK — 300 
JUNTING FRAME FOR BENCH TESTING AER= 
JRNE RADAR EQUIPMENT: CONSISTS OF 

~20" LENGTHS OF 1%" X 1/8"-90° ANGLE 
TEEL, 4~48" LENGTHS OF 1X" X 1K” X 178° 
90° ANGLE STEEL, PLUS REINFORCING 
“ATES, BOLTS AND NUTS. THIS IS INA 
-8-44 

EB. 44 


[on l 


MEH AGMSS SAFI 


ASSIGNED 
IssuED 


BT-202/0 
KiT FORH AND WHEN ASSEMBLED PROVIDES 
A SQUARE FRAME RACK 48" X 20" X 208 
SUITABLE FOR MOUNTING AIRCRAFT TYPE 
RADAR SYSTEMS IN AN APPROPRIATE MANNER 
TO FACILITATE BENCH TESTING OF SUCH 
RADAR EQUIPMENTS. 


MT-208/APA-16 AN/APA~16 

MOUNTING BASE: & 

SHOCKMOUNTING TO PROVIDE FLEXISLE MOUNT- 
ING FOR VIBRATION ABSORPTION FOR RANGE 
MARKER UNIT SN-12/APA-16. ROBINSON 
AVIATION CORP. TYPE W 348. 


2/21/44 CAIKsw 348 
WAY 44 


MT-209/APA-16 AN/APA-;16 

MOUNTING PLATE: 

PROVIDES MOUNTING FOR CONTROL UNIT 
C-106/APA-16.90ES NOT INCLUDE SHOCKMOUNT: 
BUT 1S PROVIDED wiTH PROVISIONS FOR SNAP 
SLIDE ATTACHMENT TO CONTROL UNIT 
C-106/APA-16. 


2/21/44 Cws80481953 
MAY 44 


CW3B0-411953 


MT-210/APA-16 AN/APA-16 

MOUNTING PLATE: 

PROVIDES MOUNTING FOR CAPACITOR UNIT 
MX-139/APA-16, DOES NOT INCLUDE SHOCK 
MOUNTS BUT 1S PROVIDED WITH PROVISIONS 
FOR SWAP SLIDE ATTACHMENT TO CAPACITOR 
UNIT HMX-139/APA~16, 


2/21/44 CwrBP-412532 
MAY 44 


CWsBP-412532 


MT-217/APS-2G AN/APS-2G 
MOUNTING PLATE: 


,ALUMINUM PLATE WHICH PROVIDES SHOCK 


MOUNTING FOR ANTENNA ASSEMBLY #AS-17A/APS 
AND TRANSNITTER T-64/APS-2G,. INCLUDES 
THREE SHOCKMOUNTS. SIZE APPROX. 2 1/4" 
X24 3/6" xX 24 1/2". 


2/29/44 CPR22587725 
WAR. 44 


MT-218/ASQ-3 AN/ASQ-3 

MOUNTIWG: RESTRICTED 
MOUNTING DEVICE - TO MOUNT DI-2/ASQ-3 
UNtT IN TOW HOUSING PROVIDING A GIMBAL 
WECHANISN FOR SUPPORTING DT-2/ASQ-3. 


CANCELLED 4/20/44 


2/24/44 Cus 
APR. 44 


CwsDIGOsit 


WT-219/ASQ AIRBORNE 

MOUNTING RACK: RESTRICTED 
MOUNTING RACK USED TO BULKHEAD MOUNT THE 
RD-4/ASQ. THIS UNIT ES A MODIFIED 
MT-115/ASQ TO PROVIDE BULKHEAD MOUNTING 
INSTEAD OF DESK MOUNTING. THIS UNIT 4S 
NOT INTERCHANGEABLE WITH MT-115/ASQ. 


2/24/44 Cs 
KAR. 44 


MT-220/A ALtRCRAFT 
PANELS 

OES!GNEO TO MOUNT IN PANEL OF ALRCRAFT 
SIZE 3 3/8" X 6%. PROVIDES HOUNTING FOR 
ALTITUDE LIMIT INDICATOR SWITCH 


SA-1/ARN-1 PER BU AER DWG. 980-SK. 


BUAER E P-133 


3/8/44 
HAR. 44 


MT-223/APS-15 AN/APS-15 

MOUNTING BASE: 

MOUNTING BASE FOR CONPUTER CP-3/APS-15, 
OVERALL DIMENSIONS APPROX, 11/16" X 
81/2" x 9 5/8". WI. 0.6 Les. 


CPRISLOSTGS 


3/17/44 CPR: 
MAR. 44 
MT-230/ARC AN/ARC-1 & 4A 


MOUNTING BASE: 

MOUNTING BASE FOR RADIO TRANSHITTER~RE- 
CEIVER RT-18/ARC-1 OR RT-I19/ARC-4A- THIS 
UNIT WILL BE TOENTICALLY THE SAME AS 
MT-100/ARC-1 EXCEPT LESS WIRING HARNESS 
AND PLUGS. WT. =3-8 LBS. 


3/17/44 Cuz KS-FO2z18 BX -41469 
APR. 45 
MT-230A/ARC 


MOUNTING BASES 

PROVIDES SHOCK KOUNTING ae 

FOR RADIO TRANSHITTER-RECEFVER 
RT-18/ARC-I OR RT-19/ARC-4 WHEN USED 
WITH WIRING HARNESS CX-EBI/ARC-1 OR 
CX-882/ARC-4 RESPECTIVELY. SAME AS 
MT-250/ARC EXCEPT FOR GREATER ABILITY TO 
10/13/44 CAIKs Cws 

OCT. 44 CATs: 


oMT-Z30A/ARC 
RESIST SHOCK AND GREATER FASTENING | 
SECURITY DURING CONDITIONS OF FLIGHT. 
HAS DIFFERENT ORIENTATION OF MOUNTING 
HOLES. WEIGHT INCREASED .3 LB. TO 4.75 
LB. TOTAL. FIRST PROCURED ON CONTRACTS 
NXsa-55616 AND -55620 


MT-2397APA-5 ANSAPA-S 

MOUNTENG? 

FLAT PLATE MOUNTING WtTH SNAP SLIDES FOR 
HOLDING JUNCTION BOX J-48/APA-S, AND 
FOUR CLEARANCE HOLES FOR #10 SCREWS FOR 
MOUNTING. DIMENStONS 8” X 10" X 178", 
USED FOR MOUNTING JUNCTION BOX 


J-4BSAPA-5S 
3/28/44 CFN: CFNSHL-308027 
FEB. 45 


MT-240/APA-22 AN/APA-22 

MOUNTING BASE: 
PLYWOOD M@UNTING WHICH PROVIDES MOUNTING 
PROVISIONS FOR TRANSMITTER CONVERTER OF 
AN/APS-2 SERIES EQUIPMENT AND AN/APA-22 
in PB4Y-1 INSTALLATIONS. S!ZE 15 1/2" Xx 
223/47 X 1" WT. 6 1/2 LB. 


CAKX: CAKX: 
‘SUN, 44 


CAKK-12-590 


MT~-241/APA-5 AN/APA-5 

MOUNTING 

STANDARO 1 ATR MOUNTING HAVING FOUR 
SHOCK MOUNTS. UNIT IS FASTENED TO MOUNT- 
ING BY MEANS OF PINS 1,.: REAR AND SECURED 
BY KNURLED NUTS IN FRONT, DIMENSIONS: 
2.1/2" X 2 1/2", USED FOR MOUNTING SYN~ 
CHRONIZER SN-9/APA-5 & RECTIFIER 
3/28/44 CEN: CEFN? 300833 

FEB. 45 


MT-241 /APA-S 
PP-58/APA-5. 
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MT-242/APA-S  ANSAPA-5 

MOUNTING: 

AN IRREGULARLY SHAPED PLATE CLOSELY 
APPROXIMATING AN ISOSCELES TRIANGLE WITH 
THREE SHOCK MOUNTS. CONTAINING UNITED 
CARR TYPE LOCK FASTENERS FOR SUSPENDING 
@NDICATOR ID-SO/APA-5. MOUNTING PLATE 
SUSPENDED BY SHEVEL JOINT PROVIDING 
3/28/44 CEN: CFN2300904 

FEB. 45 


WT-2427A0PA-5 
ROTATION OF JNDICATOR ID-SO/APA-5 ABOUT 
BOTH A HORIZONTAL AND VERTICAL AXIS. 
OIMENSIONS: 8" X 5” X 378". USED FOR 
MOUNTING INDICATOR 10-SO/APA-S. 


HT-2435/aPA-5 
MOUNTING 

AN STEEL WALL TYPE HOUNTING WITH TRI - 
ANGULAR BRACKETS PROJECTING FROM EITHER 
END, EACH BRACKET EQUIPPED WITH TNO 
SHOCK MOUNTINGS FOR SUPPORTING CONTROL 
BOX C-89/APA-5, WHICH {S ATTACHED BY 
HEANS OF FOUR SHAP SLIDES. DIMENSIONS: 
3/29/44 CEN: CFN: 3501055 
MAR, 46 


AN/APA=5 


MT-243/APA-S 
20 3/8" x 5 1/2" x 7 3/8". USED FOR 
MOUNTING CONTROL BOX C-89/APA-S, 


AT-244/APA-5 
MOUNTENG: 
ALUMINUM, FLAT PLATE MOUNTING WITH THREE 
SNAP SLIDE STUDS AND FOUR MOUNTING HOLES 
FOR #10 FLATHEAD SCREWS. DIMENSIONS: 

6 142" xX 4 472" X $48", USED FOR MOUNT- 
UNG RANGE TRACKING UNIT C-32/APA-5. 


AN/APA-S 


3429/44 CFNS CFNS301054 
FEB. 45 
RT -246/ARW AN/ARW-19,19X,21,29X 


MOUNTING BASE: 

METAL MOUNTING BASE USED TO PROVIDE 
SHOCKMOUNTING FOR RADIO TRANSMITTER 
T+70/ARW-19, OR T-71/ARW-19X OR 

T-72 /AR4-21 OR T-73/ARW-2UX. SIZE APPROX. 
34/4" x 15 3/2". 


4/5/44 
APR. 44 


BT -247/aRw. AN/ARW-19 

MOUNTING BRACKETS 

METAL BRACKET WITH 2 SHOCKMOUNTS TO PRO- 
VIDE MOUNTING FOR MODULATOR MO-27/ARW-19 
MO-28/ARwW-19X OR SELECTOR UNIT RE-10/ARW. 
S'tZE APPROX. 6 1/4" X 6" X T 1/8", TWO 


REQUIRED PER INSTALLATION. 
4/5/44 

APR. 44 

MT-248/aRW AN/ARW-20 
MOUNTING BASE: 


METAL MOUNTING BASE FOR RADIO RECEIVER 
R-B1/ARW-20 OR R-B2/ARW-20X OR 
R-83/ARW-22 OR R-84/ARW-22X. SIZE APPROX. 
9 Wye" x 13s 1/2", 


4/5/44 
APR, 44 


BNET _ [rast asienen FOR | WATE SROHSA 


MT-254/0 
MOUNTING BASE? 
PROVIDES ANTI-SHOCK MOUNTING FOR TRANS- 


ANSAPG-6 


HITTER RECEIVER OF AN/APG-6 EQUIPMENT. 
Ctiufcr OF GRAVITY SUSPENSION TYPE. Ot- 
MENSIONS. EXCLUSIVE OF SPRING RETAINING 
PINS ARE 15 13/716" LONG X 15 S/8™ WIDE X 
1 472" HiGH. MOUNTING HOLES ARE LOCATED 
4713044 Cec: 

APR. 44 


AT -2546/0 
5 3/32" FROM EACH SIDE OF LONGITUDINAL 
CENTER LINE AND 6 5/16" FROM EACH SIDE 
OF THE LATERAL CENTER LINE. WT. ABOUT 3 
LBS. BUILT ACCORDING TO SIGNAL CORPS 
D°W'G-SC-D-103828. TYPE MT-172/U WITH 
EXCEPTION OF LOCATION OF MOUNTING HOLES. 
CONTRACT wXs 39220. 


MT-257/SPT-6 
MOUNTING RACK? 
MEFAL RACK WRICH PROVIDES MOUNTING AND 
HOUSING FOR RADAR TRANSMITTER T-78/SPT-6 
ANDO RECTIFIER POWER UNiT PP-92/SPT-6. 
CONTAINS 4 L.N, BARRY SHOCKMOUNTS. SIZE 


AN/SPT-6 


APPROX: 23" IN DEPTH, 12% WHDE X 20” 
HIGH. 

4422744 CRYVS 

APR. 44 


MT-257A/SPT-6 
MOUNTING RACK: 
METAL RACK WHICH PROVIDES MOUNTING AND 
HOUSING FOR RADAR TRANSMITTER T-78/SPT-6 
OR T-78A/SPT-6 ANDO RECTIFIER POWER UNIT 
PP-92/SPT-6 OR PP-92A/SPT-6. CONTAINS 4 


AN/SPT-6A 


‘ 


LN. BARRY SHOCKMOUNTS. SiZe APPROX: 21” 
(N DEPTH, 12" WIDE X 207 HIGH. SIMILAR 
12/28/44 CKVs 

DEC. 44 


MT-257A/SPT-6 


TO MT-257/SPT-6 EXCEPT HAS DRIP PROOF 


OPERING IN REAR & TOP AND JS OF STURDIER 
CONSTRUCTIONS 
MT-258/AP GEN. USE 


MOUNTING BASE? 

PROVIDES STARBOARD MOUNTING FOR ANTENNA 
STUB AT-S2/AP, AT-S3/AP AND AT-54/AP AT 
90° TO GROUND PLANE. SAME AS MOUNTING 
BASE MT-253/AP EXCEPT DESIGNED FOR STAR- 
BOARD iNSTEAD OF PORTSIDE. 


VOS3 444 
OCT. 44 


MT-259/AP 
MOUNTING BASE: 
PROVIDES PORTSIDE MOUNTING FOR ANTENNA 
STUS Al-s2/AP,AT-o3/Ae AND AT-34/AP AT 
90° TO GROUND PLANE. SAME AS MOUNTING 
BASE MT-258/4P EXCEPT OESISNED FOR PORT- 


GEN USE 


SIDE INSTEAD OF STARBOARD. 
10/3/44 

Oct. 44 

MT-260/AP GEN. USE 


MOUNTING BASE: 

PROVIDES STARBOARD MOUNTING FOR ANTENNA 
STUB AT-S2/AP, AT-537AP AND AT-S4/AP AT 
45° TO GROUND PLANE. SIMILAR TO MOUNTING 
BASE MT-261/AP EXCEPT DESIGNED FOR STAR- 


BOARD INSTALLATION IHSTEAD OF PORTSIOE. 

tOs3744 

OCT. 44 ‘Assianiass 
issuep 


MT~260/aP GEN USE 

MOUNTING BASES 

PROVIDES PORTSIOE MOUNTING FOR ANTENNA 
STUB AT-S2/AP, AT-53/AP AND AT-S4/AP AT 
45° TO GROUND PLANE, SIMILAR TO MOUNTING 
BASE MT-260/AP EXCEPT DESIGNED FOR PORT- 


SIDE INSTALLATION INSTEAD OF. STARBOARO, 


10/3/44 
Oct. 44 


MT-264/APS-158 AN/APS-I5B 

MOUNTING BASE: 

ALUMINUM PLATE WHICH PROVIDES SHOCKHOUNT- 
ING FOR ANTENNA ASSEMBLY AS-I8A/APS AND 
TRANSNITTER-CONVERTER &T-S9/APS-158. 
SIMILAR TO. MT-217/APS-2G EXCEPT HAS 
AODITIONAL HOLES. SIZE APPROX. 2 1/4" X 
24 3/8" xX 24 1/2". 
5/12/44 CPR: 

nay a4 


CPR>258-8505 


NT-270/APA-350 
MOUNTING BASE: 
PROVIDES SHOCKMOUNTING FOR RANGE MARK 
GENERATOR TO-1/APA-30. INCLUDES 4 SHOCK- 
MOUNTS AT THE FOUR CORNERS. 


AN/APA-30 


5/20/44 
RAY 44 


MT-271/APA-30 
MOUNTING PLATES 
MOUNTING PLATE TO PROVIDE R1G1D MOUNTING 
FOR CONTROL UNIT C-148/APA-30., FASTENS 
BY SNAP SLIDES. APPROX. SIZE 6 4/2" X 6". 


AN/APA-30 


5/20/44 
Mav 44 


MT~278/ARC-13 
MOUNTING BASE: 
ONE AND ONE HALF ATR SIZE ¢ 4 1/2" X 
16 1/2" X 22 1/2") FOR MOUNTING TRANS- 
MITTER RECEIVER RT-62/ARC-15 OR EQUIP- 
MENT WITH SIMILAR MOUNTING PROVISIONS, 
HAS A WIRING TROUGH AT REAR, THO CIR- 
CULAR OPENINGS ON TOP TO FIT RECEPTACLES 
6/30/44 COL: 

MAY 44 


AN/ARC-13 


MY-27B/ARC-13 
AN-3102-20-1S AND AW-3102-16S; HAS 
RECTANGULAR OPENING ON FRONT FACE FOR 
COLLINS PLUG FOR CONNECTION TO CA8LING 
CX-264/aRC-15. 


RT-283/ART-13 
MOUNTING PLATE: 
ALUMINUM MOUNTING PLATE WHICH PROVIDES 
MOUNTING FOR T-47/ART-15. WHEN USED WITH 
WT-284/ART-13 PROVIDES SHOCKMOUNTING. 
ATTACHES TO BASE OF T-47/ART-13 BY THREE 
SCREWS ON EACH SIDE. SIZE APPROX 
20 3/4" LONG, 12 61/64" MIDE X 1 


AN/ART-U3 


1/2° 


Yar VES’ CALESRIS76E 
AUG. 44 

MT-283/ART-13 
HIGH, FIRST MFG BY ROBINSON AVIATION 


inc. 
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MT-284/ART-13 AN/ART-13 

MOUNTING BASE: 

CONSISTS OF ALUMINUM FRAME WORK IN- 
CORPORATIiNG RUZGER SHOCK ASSORBING FEA- 
TURE WHICH PROVIDES SHOCKMOUNTING FOR 
T-47/ART-13 WHEN ATTACHED TO MOUNTING 
PLATE MT-283/ART-(3 BY REAR PIN INSERTS 
AND BY THREADED CUPPED KNOBS IN FRONT. 
6414044 CALK3C-324 CAIKSRIT36E 
AUG, 44 


WT -284/ART-13 
RATEO 66 LBS +15 LBS WITH SAME CENTER OF 
GRAVITY. Di SIONS 20 33/64" WIDE X 
15 11/32" DEEP X 2 3/8" HIGH. TRANS~ 
MITTER LOCKS IN PLACE BY TWO THUMB NUTS. 
FIRST AFG. BY ROBINSON AVIATION INC. 


WT-206/APA-5 

MOUNTING? 

FLAT ALUMINUM PLATE WITH DIMENSIONS OF 
7 878" X 8 174" X 1/87 WETH A SNAP 
SLIDE’ STUD AT EACH OF THE FOUR CORNERS 
FOR HOLDING THE SNAP.SLIDES ON JUNCTION 
BOX J-85/APA-5. 


6122044 
DEC. 44 


MT-296/APA-26 ANJAPA-26 

MOUNTING BASES 

ALYUSINUM CAST MOUNTING FOR ALL UNITS OF 
AN/APA-26 IN PSM INSTALLATION. SIZE 
APPROX. 17 7716" X V1 7416" Xb 144", WI. 
APPROx. 9 LBS. : 


E/27/44 CAKXS12-816 
SEPT. 44 


CAKX 512-846 


MT-301/APS-3 AN/APS-3 
MOUNTING BASE: 
PROVIDES SPECIAL HORIZONTAL MOUNTING FOR 
FOR ANTENNA AS-12/APS-3 AND TRANSMITTER- 
CONVERTER RT-1O/APS-3 OF RADIO SET 
AN/APS-3. BASE MADE BY ROBINSON AVEATION 
CORP. MODIFIED FOR USE IN FIGHTER AIR- 
CRAFT, OVERALL FLOOR SPACE DIMENSIONS 
6/30/44 CAiK: CAIKSR-2108E 
SULY 44 


KT-301/APS-3 
ARE 23" BY 25%. 


MT-310/APS-15B ANSAPS-15B 

MOUNTING BASE: 

PROVIDES SHOCK MOUNTING FOR MODULATOR 
MO-5,54.53, OR SC/APS-3 BY MEANS OF 
SPONGE RUBBER PADS MOUNTED 4N 2 GROOVED 
TRAYS. THE MODULATOR SLIDES INTO THE 
MOUNTING AND IS FASTEWED BY MEANS OF 4 
CLAMPS AND FOUR PILOT PINS. SIZE APPROX. 
7/19/7464 CAIK3R-23359E CPR25L0-1465 
OCT. 44 


MT-341 SAPS -188 
15 5/8" xX 18 9/64" X 2 31/16" OEEP. 
WEIGHT 4 1/2 LBS. SIMILAR TO MT-96/APS-3 
EXCEPT FOR OIFFERENCE IN SHOCKMOUNTING. 


pare | *AYMRAGTHREN'S I SEITE 


MT-SEG/ASQ-—T  ANSASQ- 

MOUNTING BASES 

MOUNTING TRAY EQUIPPED -WiTH 4 LORD RUB- 
BER SHOCK MOUNTS, CANNON RECEPTACLE 


“OP+032-335 ON THE BACK END. AND 2 CLAMPS 


ON THE FRONT OF THE TRAY. USED TO MOUNT 
THE CP-2/ASQ-1 COMPUTER WHICH SLIDES 
(NTO THE MOUNTING. APPROX. OVERALL SIZE 
7428/44 = CLU: CUL36662 & 6618 
AUG. 44 ISSUE 2 


MNT-346/ASQ-t 
fo" X tt" X 3 172", 


MT-3517/AXT 
MOUNTING: 
ALUMINUM MOUNTING FOR RADIO TRANSMITTER 
T-6E/AXT-2. SIZE APPROX: 36 3/4" X 
Bb ta/te® x 4 51/64", 


AN/AXT-2 


8/35/44 CAIKSX319 


CAIKSR-18961 
AUG. 44 F 


MT-3E8/AXT 
MOUNTING: 
ALUMINUM MOUNTING FOR CONVERSION UNIT 
PH-S22/AXT-2. SIZE APPROX: 21" X 9" x 
1 35/64". 


AN/AXT~2 


8/15/44 CAIKSX3T8 
AUG. 44 


CAIKSR-974 


MT-3247ARR-18 AN/ARR-18 
MOUNTING BASES 
ALUMINUM MOUNTING BASE WHICH PROVIDES 
SHOCKMOUNTING FOR RADIO RECEIVER 
R-ESUZARR-18 MADE BY ROBINSON AVIATION 
(NC. OR EQUAL. 


B/19/44 CAIKS 
AUG. 44 


MT-3257U 
MOUNTING BASE? 
SHOCK MOUNTING MADE OF ALUMINUM FRAME 
AND A NUMBER OF RUBBER PADS ACTING AS 
SHOCK ABSORBERS. APPROX SiZE. 16" X 14" X 
ib2". USED TO SUPPORT CARRYING CASE 
CY¥-246/u OR JT BAY BE DETACHED FROM 
CARRYING CASE CY-246¢7U AND USED WITH TRE 
8422744 Cave: _1- 76835680 
SEPT. 44 


TS-148/UP 


AT-372570 
SPECTRUM ANALYZER WHEN OPERATING CON- 
DITIONS REQUIRE THE SPECTRUM ANALYZER TO 
BE SHOCK MOUNTED. FIRST PROCURED CONTRACT 
NXsa-59108 AND NXsa-51586. 


WT-326/ASQ-2B AN/ASQ-28 

MOUNTING RACK: 

MODIFIED ONE UNIT “ATR” TYPE RACK FOR 
MOUNTING CM-2/ASQ-28. SIMILAR TO 
MT-9ZASQ-1 EXCEPT GUIDE PIN IS RAISED ON 
INCH, FIRST PROCURED FOR ALTEC LANSING 
CO. ON CONTRACT NOas-3347, 


B/75f44 CLI: 
OCT. 44 


MT-335/ARC-48 AN/ARC-18 RESTRICTED 
MOUNTING BASES 

ALUMINUM BASE, USED TO MOUNT RELAY 
RE~tS/ARC-18. FASTENS TO PLANE FUSELAGE 
BY SCREWS; RELAY ATTACHES TO BASE BY 
STUDS WORKING INTO SNAPSLIOES. SIZE, 

10 378" LONG X 6 1/4" X 1/16" THICK X 
14732" OVER STUDS. WT... 172 LBS. 
9/23/44 Cis BO-45511 

FES. 45 


MT-338/ASG-10 AN/ASG-10 
MOUNTING BASE: 


“A METAL MOUNTENG FRAME WITHOUT SHOCK- 


MOUNTS BUT EQUIPPED WITH AN TYPE PLUG 
FOR CONNECTIONS. SIZE 4 3/4" X 6 578" X 
5 1/8" WI. ABOUT 1 LB~- USED TO MOUNT THE 
MX-329/7ASG-10 ARTIFICAL HORIZON GYRO- 
SCOPE. PART OF THE AN/ASG~10. 

9729/44 

OCT. 44 


MT-339/APS-3 

MOUNTING BASS; 
PROVIDES SPECIAL HORIZONTAL MOUNTING FOR 
ANTENNA ASSEM3LY AS-12/APS-3 AND TRANS~ 
MITTER-CONVERTER RT-10/APS-3 OF RADAR 
SET AN/APS-3, OVERALL FLOOR SPACE DIMEN- 
SIONS ARE APPROX 235" X 25". ‘WEIGHT ABOUT 
25 LBS, SIMILAR TO MT~30t/APS-3 BUT 
9/29/44 

OCT. 44 


WT -339/APS-3 
MODIFIED TO SHOCKMOUNT AS-12/APS-3 ANO 
RT-10/APS-3, USED WITH BUT NOT PART OF 
AN/APS-3 1N THE NOSE OF PV¥2D AIRCRAFT. 
WILL NOT SUPERSEDE MT+301/APS-3. 


WT-3620A 
MOUNTING BASE: 
PROVIDES SHOCKMOUNTING FOR RECEIVER~ 
TRANSMITTER RT~82/APX-6. CONSISTS OF 
MARKOWITZ TYPE VIBRATION ABSORBING 
MOUNTINGS AT EACH OF THE FOUR CORNERS 
AND ISgAPPLICABLE OVER A WEIGHT RANGE OF 
26 TO 38 LBS, 

19722044 
WOV. 44 


AN/APX-6 


MT-364/APS-20 AN/APS-20 

MOUNTING BASE: 

TRANSMITTER-RECEIVER MOUNTING BASE - 
PROVIDES SHOCK MOUNTING FOR RADAR TRANS~ 
MITTER T-120/APS-20 AND THE RADAR RE-~ 
CEIVER R-142/APS=20 OR R-142A/APS-20. 
DIMENSIONS: 327X 50" :K S". MTs 9 2/2 
LBs. 

11/23/44 CAKX: 
MAY 45 


MT-365/APS-20 AN/SAPS-20 

MOUNTING BASE? 

CONTROL UNOFCATOR MOUNTING BASE - PRO- 
VIDOES SHOCK MOUNTING FOR THE CONTROL 1IN- 
OECATOR UNET C-2t7/APS-20. DIMENSIONS? 
24" xX 24" X 9%. WIL: 8 LBS. 


VU/23/44 CAEN: 
DEC. 44 


AT-SE6/APS-20 ANSAPS-20 

MOUNTING BASES 

RECTIFIER-TIMING CENTRAL MOUNTING BASE + 
PROVIDES SHOCK MOUNTING FOR THE RECTI- 
FIER-TAMING CENTRAL TO-3/APS-20. 
DIMENSIONS: 21 142" X 24 #72" X 31 374". 
wt.s 8 LBS, , 


BE/23244 CAEV: . 
DEC. 44 
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MT~366&/APS-20 AN/APS-20,20A 
MOUNTING BASE: 

RECTIFIER-TIMING CENTRAL MOUNTING BASE 
PROVIOES SHOCK MOUNTING FOR THE RECTI- 
FIER-TIMING CENTRAL TD-3/APS=20 OR 


MT-37270 

MOUNTING BASE 

A SHOCK MOUNTING BASE NOT CONFORMING TO 
SAR STANDARD TO MOUNT ALTIMETER UNIT 
tD-1127ASG-10- USES AN TYPE (LORD) Vi- 


TO-S/7APS-2CA~ OIMENSIONS: 25 1/2" X BRATION INSULATORS. SIZE: 4 1f4" X 4” 

24°1/2% X th 374%. WT.s 8 LBS. ALSO IN- CAPPROX) X S" CAPPROX). WEIGHT: 1 LB. 

CLUDES BLOWER UNIT. INPUT: 120V/12/40C- CAPPROX). PART OF: iD-112/ASG-10. 

4/4/48 CG: 1246444 MAGNAVOX DWG. 

APR. 4506 948A DEC. 44 WO: 0632378 
MT-S66A/APS-20 MT-372/0 

800~ @ 3A. SIMILAR TO MT-366/APS-20 EX- MANUFACTURER: MAGNAVOX CO. CONTRACT? 


CEPT INCLUDES BLOWER UNIT. OSRO L/i 4745 ANDO 5035. 


MT-+367/APS~20 AN/APS-20 

MOUNTING BASE: 

MOUNTING BASE - PROVIDES SHOCK MOUNTING 
FOR THE SYNCHRONIZER SN-22 /APS-20, 
StZE APPROX. 17 1/2" X 22", 


MT-374/ART-22 AN/ART-22 

MOUNTING GASE: 

PROVIDES SUPPORT AND SHOCKMOUNTING FOR 
RECTIFIER POWER UNIT PP-157/ART-22. 
CONSISTS OF CHANNELS, SUrFORTING S{RUC- 
TURE AND FOUR VIBRATION LORD TYPE MOUNTS 


SIZE: 12. 1/2" X 10. 1/4" x 2.1/4", WT. 
4 Bs. 
11/23/44 CAEV: 12/9/44 CAEVs7-E379 
DEC. 44 DEC. 44 


MT-367A/APS-20 AN/APS-20 

MOUNTING BASE: 

MOUNTING BASE - PROVIDES SHOCK MOUNTING 
FOR THE SYNCHRONIZER SN=22/APS-20 OR 
SN~22A/APS-20. SIZE APPROX, 17 1/2" X 
22" xX 3". SAME AS MOUNTING BASE 
MT-S67/APS-20 EXCEPT FOR IMPROVED Vt- 
BRATION (NSULATION, 


AT -376/7APA-SA 

MOUNTING? 

FLAT ALUMINUM PLATE APPROX. 6" X 4” 
WITH A SNAP SLIDE STUD AT EACH CORNER 
FOR HOLDING THE SNAP SLIDES ON JUNCTION 
BOX J-f24/APA-SA. PART OF RADAR ADAPTER 
KtT MX-360/APA-5A. 


4;14j4> CG: V2016044 
APR. 45A DEC. 44 
MT-368/UR M-SA/UR 


MT-37S/FPN-3 

RACK EXTENSCON? 

EXTENSION CONSISTS OF A FRAME STRUCTURE 
ATTACHED TO TOP OF MOUNTING RACK 
MT-179/7MPN-1A FOR MOUNTING THE SWITCH- 


SWiVEL BRACKET: 

SWIVEL BRACKET USED WITH MX-314/UR FOR 
SUSPENOING MICROYnOwE IN FRONT OF LIPS 
WHEN EN USE. RIVETS Witt BE 4#NCLUDED BY 


WHICH SWIVEL BRACKET CAN BE MOUNTED ON ING PANEL SA*63 /FPN-1. DIMENSIONS, 
EARPHONE SOCKETS OF HELMETS A HEAO- 38 378" LONG X 1S 7/16" HIGH X 23 374" 
BANDS. USED WITH? MX-314/7UR PART OF: DEEP. 
Vis22sa4g 12/22/44 CRR: 
WOV. 444A JAK. 45 

NT-368/UR HT-386/U AN/CPX-3 
M-5A/UR PROCUREO ON CONTRACTS: NOas 3173, MOUNTING BASE: 


WESTERN ELECTRIC CO. NOas 3172 AVIOMETER PROVIDES MOUNTING FOR CABINET 


CORP. NOas 3168, TELEPHONIC CORP. CY-378/UPX. ALSO PROVIStONS FOR MOUNT- 
ING DUST FILTER MX-393/U AT BOTTOM 
OF CABINET CY-378/UPX, USED ONLY WHEN 
cust PROOFING (S REQUIRED AND RAISES 
CASINET CY-378/UPX TO PROVIOE ROON 
12/28/44 
APR, A5A 948 

MT-36970 GEN. USE BUAER E-974 MT -~386/CPX-3 


MOUNTING BASE 

A SHOCK MOUNTING BASE OF DIMENSIONS NOT 
CONFORMING TO SAR STANDARD. CONSISTS OF 
A RECTANGULAR FRAME WITH VERTICAL PRO- 


FOR DUST FILTER MX-393/U. 
NO. 140A4B/825. 


CRITISH REF. 


SECTION AT BACK AND WITH CONVENTIONAL 
ROBINSON TYPE SHOCK MOUNTING SUSPENSION 
TO SUPPORT WEIGHT RANGE OF 12 TO 14 LBS. 
1276744 
DEC. 44 
MT-369/0 MT-387/APS-T3 AN/APS-T3 
SIZE: 9 172" X 9 174" X 6%. WEIGHT: ‘1.5 HOUNTING? 
«LBS. USED WITH AN/ARW-17 AND ANSARW-23. HOUNTING FOR 5G SELSYN. MOUNTS ON ANTENNA 


MANUFACTURER: 
WEN, YORK, 


ROBINSON AVIATION, 
N.Y. 


Inc., SPINNER BASE OF ASSOCIATED RADAR. USED 
WHEN ASSOCHATED RAOAR IS AN/APS-2 SERIES, 


AN/APS-35 AND AN/APU-13. 


12/30/44 
assionso| OFC. 44 


Issued 


MT-388/APS-T3 AN/APS-T3 

MOUNTING? 

MOUNTING FOR 5G SE€SYN. MOUNTS ON SPIN- 
NER BASE OF AN/APS-3 SERIES EQUIPMENT. 


12/30/44 
DEC. 44 


MT-389/APS-T3 AN/APS-T3 

MOUNTING 

MOUNTING FOR 5G SELESYN. MOUNTS ON AN- 
TENNA SPINNER BASE OF AN/APS-10. 


12/30/44 
DEC. 44 


MT~390/APS-T3 AN/APS-T3 

HOUNTINGs 

MOUNTING FOR 5G SELSYN. INGLLUDES 2 
POTENTIOMETERS FOR TRANSMITTING TILT 
INFORMATION OF THE ASSOCIATED RADAR AN- 
TENNA. MOUNTS ON ANTENNA BASE OF 
AN/APS-4, 


12/30/44 
DEC, 44 


MT-3917APD-1 
MOUNTINGS 
RIGHT HAND MOUNTING FOR ANTENNA ASSEMBLY 
AS-183/APD-2 ON TBF AIRCRAFT, PART OF 
ARSAPO-1. SIMILAR TO MT-392/AP0-1 EXCEPT 
OPPOSITE WAND. 


ANZAPD-1 


141745 
JAN. 45 


MT-392/AP0-5 
MOUNTING? 
LEFT HAND MOUNTING FOR ANTENNA ASSEMBLY 
AS-183/APO-1 ON TBF AIRCRAFT. PART OF 
ANZAPD-b. SIMILAR TO MT-391/APD-1 EXCEPT 
OPPOSITE HAND. 


AN/APD-1 


W0045 
JAN. 45 


MT-39370 

MOUNTING BASE? 

A SHOCK MOUNTING OF 1 SAR UNIT WIDTH. 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD DOWN ASSEMBLIES CRIGHT & LEFT), 
2 FRONT CLAMP ASSEMBLIES, AND 4 COM- 
PRESSION TYPE US RUBBER #A6450-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
1716745 SC-0-10382-B 

JAN. 45 


RT-393 70 
TO 56 LBS.s WITH SATISFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 12 5/78" X 


10 174". WEIGHT: APPROX 2 374 LBS. Si- 
MILAR TO HT-169/U EXCEPT OVERALL HEIGHT 
#S §/2" GREATER. 

MT-394/U 


MOUNTING BASE? 

A SHOCK MOUNTING OF $ SAR UNIT WIDTH, 
CONSISTS OF RECTANGULAR METAL FRAME, 2 
REAR HOLD COWN ASSEHSLIES (RIGHT & LEFT), 
2 FRONT CLAMP ASSEMBLIES. AND 4 COM- 
PRESSION TYPE US RUBBER 4¥A61S0-C SHOCK 
MOUNTS TO SUPPORT A WEIGHT RANGE OF 16 
1416745 SC-D-10382-8 

JAN. 45 


(oars | OO | RATA 


pare | 


MARUACTURESS |” HANHTACTRERAL 


care | RWAETHENE | RANACTIREES, 


NAVSHIPS 900,109 CONFIDENTIAL 


[| SRNOGARE, [rst assim ror | ACL ERAY Ny 


MT -39470 
TO 56 LBS... WITH SATSSFACTORY VIBRATION 
CHARACTERISTICS. DIMENSIONS: 25 5/8" X 
10 144%, WEIGHT: APPROX 3 LBS. SIMILAR 
TO HT-170/U EXCEPT OVERALL HEIGHT tS 
1/2" GREATER. 


uT-399/0 AN/CPX-3 

MOUNTING? 

MOUNTING FOR OUST FILTER MX-393/U 
ATTACHES TO BOTTOM OF CABINET 
CY¥-378/UPX AND HOLDS DUST FILTER 
MX-3935/U (NM PLACES 


CANCELLED #/27745 
¥223745 ' 
JAR. 45 


WT-405/APS-20A AK/APS-20A 

MOUNTING BASE: 

CONTROL INDICATOR MOUNTING BASE - PRO- 
VIDES SHOCK MOUNTING FOR THE CONTROL IN- 
DICATOR UNIT C-  /APS-20A. DIMENSIONS: 
24" x 24" X 9". WT.s 8 LBS. 


4/14/45 CG: 
APR, 45 


nt~407/0 GEN. USE 

MOUNTING BASE: 

SHOCKMOUNTING OF 3 SAR UNIT WIDTH. CON- 
SISTS OF A RECTANGULAR METAL FRAME, FOUR 
REAR HOLD OOWN ASSEMBLIES, FOUR FRONT 
CLAMP ASSEMBLIES, AND ROBINSON SHOCK 
HOUNTS TO SUPPORT A WEIGHT OF APPROX. 

90 LBS WITH SATISFACTORY VIBRATION 
2/9/45 CAIKs 

apa. 45 


wT-407fU 
CHARACTERISTICS. DIMENSIONS 19 9/56" X 
30 3/4". WT. APPROX. 10 LBS. FIRST 
PROCURED ON NXsr 97496 FOR HOUNTING 
AW/AXT=5(XN-2), 


MT-4TISARC-SX AN/ARC-SX 

MOUNTING RACKS 

FOR MOUNTING ONE 14 ¥ RADIO RECEIVER 
EQUIVALENT TO TYPE *R-3/ARR-2 OR 


R-148/ARC-5X. SAME AS BHT-7A/ARR-2 EXCEFT 


RELAY COIL 1S HOUND FOR 14 VOLT DC 
OPERATION. SAHE AS NAVY TYPE -46182. 


279745 c8Ys 
MAR. 45 


MT~41270 GEN USE 
MOUNTING PLATE: 
CONSISTS OF A MOUNTING PLATE IM THE FORK 
OF A NUT STRAP 3/4" SQUARE AND .O81 
THICK. HAS 2437 DiA. CENTER HOLE AND 
FOUR TAPPED 4-40 MOUNTING HOLES. USED 
WITH UG-90/U AND UG-185/U TO PROVSDE 
MOUNTING TO A PANEL. 


_ 2012745 HAZELTINE 
FEB. 45 NT-10024 
MT-413/A AN/APX-7 


MOUNTING BASE: 

MOUNTING FOR TRANSMITTER RECEIVER 
RT-9S/APX-7, (SAR FORM FACTOR) BID RACK, 
INCLUDES FOUR SPECIAL VIBRATION MOUNTS, 
ONE AT EACH OF THE FOUR. CORHERS. DESIGN- 
ED 10 GIVE SATISFACTORY VIBRATION 
CHARACTERISTICS ONER THE WEIGHT RANGE OF 
2/'3745 

APR. 454 g18 


[ears MSINAGTHBEES SUSAN TRE 


Army-Navy Designations 


PS ONiAN FIRST ASSIGNED FOR | WANE RRANHS, 


AT-415/a 
30 TO 40 LOS. BRITISH REF. NO. 110AB/858 


MT-414/A AN/APX-7 

MOUNTING BASES 

1/2 UNIT ATR HOUNTING FOR INDICATOR 
1D-TIS/APX, OR PP-176/APX, SAR FORM FAC- 
TOR AIC. INCLUDES FOUR SPECIAL VIBRATION 
MOUNTS, ONE AT EACH OF THE FOUR CORNERS. 
DESIGNED TO GIVE SATISFACTORY VIBRATION 
CHARACTERISTICS OVER THE WEIGHT RANGE OF 
2/13/45 

APR. 45A 918 


MT-414/2 
10 TO 15 LBS, BRITISH REF. NOW 
110A8/859. 


MT-42T/AR AN/ARC=2 949 

MOUNTING BASE: 

A MOUNTING 1 1/2 SAR UNIT WIDTH. CON- 
SISTS OF A RECTANGULAR METAL FRAME, 2 
REAR HOL.DOOWN ASSEMBLIES (RIGHT AND LEFIJ) 
2 FRONT C4.AMP ASSEMBLIES, AND ROBINSON 
SHOCK MOUNTS TO SUPPORT A WEIGHT RANGE 

OF 60 TO 100 LBS. WITH SATISFACTORY 
2/19/45 CIAKs 

HAR. 45 


VIBRATION RT-421/AR 
CHARACTERISTICS. DIMENSIONS: APPROX, 
19 S/s" x 16 1/2". HEIGHT: 6 £8S. SIH- 
ILAR TO. MT-173A/U EXCEPT FOR WEIGHT 
RANGE. 


MT-422/0 TS-189/Y 

TRIPODS: 

TRIPOD, BRASS, 3/87 DIA. X 3 5/16" LONG. 
PROVIDES SUPPORT FOR TS-189/U WHEN AN- 
TENNA IS SET IN VERTICAL POSITION. 


2721745 
FEB. 45 


MT-4237A HD-37AP 
MOUNTING? 
RIGHT ANGLE ALUMINUM SHEET MOUNTING. PRO- 
VIDED WITH SLIDE FASTENERS FOR ATTACHING 
TO SHOCK MOUNTINGS OF PRESSURIZING KiT 
HD-3/AP, DIMENSIONSs S" X 6 172" X 1 142" 
WEIGHT: 5 02. 


2724745 CPR3S5L0-1500 
FEB. 45 


MT-4247APA-16 AN/APA-S6 
MOUNTING PLATES 
MOUNTING PLATE FOR ADAPTER UNIT 
TD-6(XN-B)/APA-16. HAS FOUR SNAP SLIDE 
STUDS. APPROX. SIZE: 5 5/78" x 7 378" 
WT. APPROX. 143 LB. PART OF 
MX-476(XN-I DS APA-16. 


2/24/45 CWZBR-419201 
MAY 45A tSSUE 2 


ASSIGHID 
ISSUED 


4-93 


SHAY FURST ASSIGNED FOR | GWAMEARAWING, |. 


MT-429/APG-17 AN/APG-17 RESTRICTED 
MOUNTING? 

DOUSLE SUSPENSION, CENTER OF GRAVITY 
TYPE MOUNTING FOR TRANSMITTER-RECEIVER 
RI-9B/APG-17. WT. 1 1/2 LBS. 


3/14/45 
MAR. 45 


MT-430/APG-17 AN/APG-17 RESTRICTED 
MOUNTENGS 

DOUBLE SUSPENSION, CENTER OF GRAVITY 
TYPE MOUNTING FOR COMPUTER-POWER UNIT 
CP-20/APG-17. STANDARD B-1-B SIZE. WT. 
APPROXIMATELY 2 LBS. 


3/14/45 
MARY 45 


MT-437/APS-19 AN/APS-19 948AC 
MOUNTING BASE: — 

PROVIDES SHOCK MOUNTING FOR RECELVER- 
TRANSSITTER RT-100/4PS-19. MOUNTED WITH 
ROBINSON SHOCK MOUNTS ON EACH CORNER. 
DIMENSHONS: 17" X 17%, 


3426745 
MAR. 45 


MT-438/APS-19 AN/APS-19° 948AC 
MOUNTENG BASES 

PROVIDES SHOCK MOUNTING FOR SYNCHRONI- 
ZER-POWER UNtT SN-35/APS-t9. MOUNTED 
WITH ROZENSON SHOCK MOUNTS ON EACH COR- 
NER. DIMENSEONS: 20 1716" X 10 748" X 
1578", 


3426745 
MAR. 45A 


MT-441/APS-3A ANSAPS-3A 

MOUNTING BRACKET? 

MOUNTING BRACKET FOR HD-3/AP. USED FOR 
AURCRAFT "A" INSTALLATION. SIZE APPROX; 
9 172" X 5 374" xX 5 1/2". MOUNTS ON 
MT-S9O/APS-3. 


473745 CAIKSR2595C CS 3658261 
APR. 45 


MT~442/APS-3A AN/APS-3A 

MOUNTING BRACKET? 
MOUNTING BRACKET FOR HO-3/AP. USED FOR 
ATRCRAFT "B” ENSTALLATION. SIZE APPROX: 
5" x 5 374" X $174". MOUNTS ON AERCRAFT 
BULKHEAD. 


473045 CAIKS25994C CS 2658260 
APR. 45 


UT-4437APS-3A ANJAPS-3A 
MOUNTING BRACKET? 
MOUNTING BRACKET FOR HD-3/AP. USED FOR 
AIRCRAFT "G" ANSTALLATION. SIZE APPROX? 
7 5416" X 5 F/2" X 1 S416". MOUNTS ON 
MT-140/APS-3. 


473745 CAIK22573C CS3652859 
APR. 45 


MT-444/APS-31 AN/APS-31,32 
MOUNTING PLATES 
PROVIDES RIZtEO MOUNTING FOR CONTROL UNIT 
C-239/APS-31 OR CONTROL UNIT 
C-290/APS-52. SIZE: APPROX. 12-1/8 X%X 
lu 1/2" X 6/87. WT. APPROX. 3/2 LB. 


4/3/45 CPR: CPRS5LO~1548 
APR, 454 948A 


pare | MSMVAETHES BWANA 


CONFIDENTIAL 


“SAGE | SOMATA] 
NAVSHIPS 900,109 
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MT-445/APS-31 AN/APS-31 

MOUNTING PLATE: 

PROVIDES SNAP-SLIDE STUDS FOR MOUNTING 
FOR iHOICATOR CONNECTOR BOX. SUZEs 
APPROX 3°3/8" X 15/8" XE 1/4"- HTL 
APPROX. 1/2 LBS. 


4/3/45 CPR: 
APR. 45B 948A 


CPRz5L0-1558 


MT-446/APS~-31 AN/APS-51 
MOUNTING? 
AOJUSTABLE 3 LEG MOUNTING FOR 
1D-1G60/APS+31 OR 10-162/4PS-31. SIZE 
APPROX. 5S 778" X 7 374" X 6". WT. APPROX. 
1 172 LBS. 


4/3/45 CPR: 
APR. 45A 948A 


CPR3SLO-1558 


MY-@47/APS-31 AN/APS-312 z 
MOUNTING BASE? 

PROVIDES SHOCKMOUNTING FOR SYNCHRONIZER 
SN-36/APS-21. ROBINSON TYPE. SIZE? 
APPROX. 10 1/4" X 23 748" X 2 1/2". WTe 
APPROX. 3 3/2 LBS. 


473745 CPR: CPRT5LO-1546 


APR. 45A 948A 


MT-448/APS-33 AN/APS-33 

MOUNTING BASE: 

PROVIDES SHOCKMOUNTING FOR TRUE BEARING 

ABPLEFLER AM-LIO/APS-33~ ROBINSON TYPE, 

SIZE: APPROX. 7" X 7 9406" X 1 5/8", WT. 
APPROX. 1 442 LBS. 


473745 CPR: CPR25LO0-15464 


BPR. 45A 948A 


MT-450/APS-4-T2 

MOUNTING BASES 

MOUNTING BASE WHICH PROVIDES SHOCKHOUNT- 
ING FOR REPEATER AMPLIFIER 
AW-105/APS-4-T2, 


4/10/45 
APR. 45 


MT-459/APN-01 AN/APN-11 RESTRICTED 

MOUNTING:, 

MOUNT, VIBRATION.SQUARE TYPE MOUNTING, 

ATTACHING STEEL STRAP IS 1 1/2" WIDE X 

0.C350" THICK. SIZE 11" WIDE X 3" LONG X 

2° HIGH. MADE BY RCA-VICTOR. 
BOLT-MOUNTED OW 

TABLE OR BULKHEAD. USED IN PAIRS TO 

4/28/4s 

APR. 45 ots 


NT-459/APN-t1 
SUPPORT TRANSMSTTER-RECEIVER 
RU-93/APH-11. WT. APPROX. 1 LB. 


MT-461/ARR-15 AN/ARR-15 
MOUNTING BASE? 

MOUNT, VIBRATION, . 
RECTANGULAR, 40 TO 80 LBS LOAD RATING, 
BADE BY ROBINSON AVIATION CORP., PER 
BUSHIPS SPEC 16V) (RED: MADE OF ALUMINUM; 
STO. 1 ATR WITH REMOVABLE BACK PLATE, 
PART OF AN/ARR-1S. VIBRATION 

$/3/45 CRY: 

MAY 458 9490 


WT=461 /ARR-15 
MOUNT FOR RADIO RECEIVER R-170/ARR-15. 


HT-470/APA-1A AN/APA-1A 

MOUNTING BASES 

MOUNTING. SHOCK“OUNT. MOUNTING BASE FOR 
INDICATOR AMPLIFIER AM-SE/AP. SIZE: 
§2,.8/2" x 7 5/4" X 2 1/2", PART OF RE- 
PEATER=1NDICATOR EQUIPMENT ANSAPA-JA. 
USEO WITH SUT KOT PART OF INCICATOR 
AMPLIFGER AM-SE/AP. ROBENSON AVIATION 
3416/45 CRBZPU-1043 

May 454 9183 


MT-470/APA-tA 
ONC. MODEL ARX444, 


T-471/0 ANZAPX-13A 

UNTING BASE: 

UNTENG, SHOCKMOUNT., VI3ZRATION MOUNTING 

2 B-I-D CASE HAVING A LOAD RATING OF 
TO 50 LBS. SIZEs 419 5/8" X 10 1/4", 

« 3. 1/4 LBS. INCLUDES 4 MARKOWITZ 

UCXPOUNTS (h-114,0h BARRY), 2 REAR 

10 OOKN ASSY'S, 2 FRONT CLAMP ASSY'S 

177/45 

Y 453 918 / 


ATTACHED TO MT-47270 
RECTANGULAR METAL FRAME. PART OF RADAR 
SET AN/APX-1354. FIRST PROCURED ON CON- 
TRACT NX3a 8631) CNAVY). SIMILAR TO 
MOUNTING BASE MI-I71/U EXCEPT USES 
OMFFERENT TYPE SHOCKMOUNTS ANO DOES NOT 
HAVE AS WIDE A LOAD RATING. 


MT-472/SRR-1 | ANSSRR-I 

MOUNTING BASES 

MOUNTING, SHOCKYOUNT, STEEL. GRAY ENAMEL 
FANtSH. PROVIOES SHOCKMOUNTING FOR 

RADIO RECEIVER R-FE2/SRR-1~. StZeEs 49" X 
va" x 4", PART OF RADIO SET AN/SRR-1, 
FURST PROCUREO ON CONTRACT NX8a-93500 
CNAVYD. 

$718745 

MAY 45A 946 


COMPONENT INDICATOR "°RX® 
MiSCELLANEOUS 


MECHANICAL & ELECTRICAL EQUIPMENT NOT 
OTHERWISE CLASSIFIED 


#HMX-2/ARR-2 *ANSARR=-2 

ADAPTOR 

COXSISTSOF AN 8 CONTACT STRAICHT FEMALE 
PLUG WITHOUT PROVISION FOR CA3LE EN- 
TRANCE. HAS INTERSAL CONNECTIONS BETWEEN 
TERMINALS | TO 6 & 2 TO 8 INCLUDES A 
THREADED ATTACHMENT RING. SAME AS "CWT 
TYPE 6787 (SIC CORPS PL~I92 PLUS ATT. 
2720/43 CWZESXX-749986 
MAY 43 aSSuE § 


NAVSHIPS 900,109 


ASSIGNED 


issuEtD 


RING) EXCEPT INCLUDES AN PHX-2/ARR~-2 
AODITIONAL INTERCONNECTION BETWEEN TER— 
MINALS 2 TO 8. SAME AS "CBY" TYPE 6577 
(SIG CORPS PL~152 PLUS ATT. RING) EXCEPT 
FOR (NTER SAL CONNECTIONS & DOES NOT PRO- 
VIDE FOR CASLE ENTRANCE. USED IN CONNEC~ 
TION WITH "CBY" TYPE 6418 RECEPTACLE. 


MX-10/APS-3 = AN/APS-3 
DUMMY INOICATOR: 
INCLUDES ELECTRICAL COMPONENTS IN A 
METAL CONTAINER WHICH SIMULATE THE 
CHARACTERISTICS OF REPEATER INDICATOR 
10-39/APS-3. THE UNIT IS USED IN PLACE 
OF EITHER INDICATOR WHICH MIGHT BE RE- 
MOVED FOR TACTICAL OR WEIGHT CONSIDERA- 
5/24/43 CPR: 

SUNE 43 


RE-9075-A 


AX-TO/APS -3 
TIONS. THE LOAD COMPLETES THE SERIES 
ELECTRICAL CIRCUITS OF THE TWO INDICA- 
TORS. 


MX-1OM/APS-3 AN/APS-3AM RE-9075-A 
DUMMY INDICATOR: 

INCLUDES ELECTRICAL COMPONENTS IN A 
METAL CONTAINER WHICH SIMULATE THE 
CHARACTERISTICS OF REPEATER INDICATOR 
VD-194/APS-3. THE UNIT 1S USED IN PLACE 
OF EITHER INDICATOR WHICH MIGHT BE RE- 
MOVED FOR TACTICAL OR WEIGHT CONSIDERA- 
3/24/45 CPR: 

MAR, 45 et 948A 


AX-10M/APS-3 
TIUONS. THE LOAD COMPLETES THE SERIES 
ELECTRICAL CIRCUITS OF THE TWO INDICA- 
TORS. SIMILAR TO MX-10/APS-3 EXCEPT 
MODIFIED TO CONNECT WITH RG=65/U CABLE 
BY ADDITION OF 49194 RECEPTACLE~ 


MX-TBZARC-5 AN/ARC-S 

ADAPTER? 

THREE WAY, 12 CONTACT CONNECTOR HAVING 
ONE FEMALE TERMINAL ANO TWO MALE TERN- 
(NALS. CORRESPONDING CONTACTS OF EACH 
TERMINAL PARALLELE® TO PEKMIT USE OF AN 
ADDITIONAL TRANSHITTER MOUNTING RACK. 


TA43 CBYs 
JULY 


MX-197ARC-5 ANZARC-5 

AUDIO ADAPTER: 

HAS AN 8 CONTACT FEMALE RECEPTACLE ON 
BACK AND A NAVY TYPE -49036 CONTACT MALE 
RECEPTACLE THROUGH THE FRONT PANEL TO 
PROVIDE LOCALIZER AUDIO SIGNAL WITH GOOD 
Lod FREQUENCY RESPONSE. MOUNTS ON THE 
FACE OF RECEIVERS OF THE AN/ARC-5 EQUIP - 
Visas CBY:39595 

JULY 43 


MX -19/ARC-5 


MENT WITHIN THE FREQUENCY RANGE OF 0.139 
TO 165 MC. 


MOUSER | ANKIOETHAEAL 


pare [RARE BRANHIACTHARE ch 


CONFIDENTIAL 
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MX-20/ARC-5 ANZARC-5 

POWER ADAPTER: Y 

HAS AN. 8-CONTACT FEMALE RECEPTACLE ON 
BACK AND A NAVY TYPE -49036 5 CONTACT 
MALE RECEPTACLE THROUGH FRONT PANEL TO 
PROVIDE 28 V AT 0.5 AMP DOC AND 250 V AT 
35 MA DC, FOR AUXILEARY EQUIPMENT. 
MOUNTS ON FACE OF RECEIVERS OF ARA & 
TVA CBY:9074 

JULY 43 


MX-20/ARC-5 


ANZARC-S EQUIPMENTS EXCEPT R-28/ARC-5. 
"AN" DESIGNATION FOR NAVY TYPE -62036. 


BX-21/ARC-5 ANSARC-5 
REMOTE CONTROL ADAPTER: 

CONSISTS OF AN 8 CONTACT DUMMY PLUG WITH 
PROPER INTERCONNECTION FOR REPLACING 
LOCAL CONTROL PANEL TO PERMIT REMOTE 
CONTROL. MOUNTS ON FACE OF RECEIVERS OF 
RAT, RAV, ARA & AN/SARC-S EQUIPMENTS EX- 
CEPT R-28/ARC-5. "AN" DESIGNATION FOR 
THs CBY36455 

SULY 43 


MX-23 /ARC-S 
NAVY TYPE -49107. 


BMX-227ARR-2  ANSARR-2 

RiGHTs ANGLE COUPLING 

CONSISTS OF TWO STEEL PINIONS COUPLED 
TOGETHER AT RIGHT ANGLES BY TWO MITER 
GEARS, & ENCLOSED IN AN ALUMINUM HOUSING, 
OWE END MOUNTS ON RAOIO RECEIVER 
BR-3Z/ARR-2X OR HR-4/ARR-2 ETC., & OTHER 
END FITS TUNING SHAFT (MECHANICAL LINK- 
T8043 Cus CWSESA~696780 
JULY 43 USSUE 1 


#MX~227ARR-2 
AGE) TO CONTROL UNIT #C-2/ARR~2 


BX-24/APR-1 AN/SAPR=1 

CHASSIS: . 

CONSISTS OF A FRAME CHASSIS WITH AN 
ASSOCIATED PANEL INTO WHICH ANY ONE OF 
FOUR TUNING UNITS TH-I/APR-2, TN-2/APR=1 
TN+3/APR-5,4 AND TN-4/APR-1 MAY BE 
PLUGGED. AMPLIFIER STRIP AM-12/APR-1 AND 
RECTIFIER PP-tO/APR-1 ARE ALSO MOUNTED 
7/28/43 CGGs 

AUG. 43 


MX-24/7APR-1 
ON THIS CHASSIS AND CAN BE REMOVED. 


Army-Navy Designations 


MX-40/APS-4 = AN/APS-4 

VISOR: 

LEATHER VISOR WITH A RUBBER-LIKE FACE 
PIECE AND A NETAL RING FOR ATTACHMENT TO 
AN INDICATOR. OVERALL DIMENSIONS ARE 
1-1/4" LONG X 3-9/16" DIA AT INDICATOR 
END AND AN OVAL S-7/16" X 3-3/16" AT THE 
FACE ENO. USED WITH INDICATOR 10-11 /APS- 
9/17/43 CW30-151652 

JAN. 44 Cw:30-12980 


MX-40/APS: 4 


MX-40A/APS-4 AN/APS-4 
VISOR? 

RUBZCR VISOR FOR ATTACHMENT TO AN INDI- 
CATOR. OVERALL DIMENSIONS APPROX, ARE 

Ti 1/4" LONG X 3 9/16" DIA. AT INDICATOR 
END AND AN OVAL S 7/16" X 3 3/16" AT THE 
FACE END. USEO WITH INDICATOR [0-15 /APS-4 
WT. 682 LBS. SIMILAR TO AND INTERCHANGE - 
6420/44 Cw: CW: 

Mat 44 


WX-40A/APS-4 
ABLE WITH MX-40/APS-~-4, 


MX-43/ASA-1 AN/ASA=1, UA RASFE4I-1 
STATIC DISCHARGER: 

AN UNTERIM OESIGN WICK TYPE PRECIPITA- 
TION STATIC DISCHARGER WHICH CONSISTS OF 
AN ALUMINUM TUBE ABOUT 12” LONG X 1/2" 
DIAMETER. USED AS A RESERVOIR OF SUIT- 
ABLE LIQUID IN CONTACT WITH A WICK WHICH 
1S INSERTED IN THE OUTER ENO OF THE TUBE 


10/6/43 CQA: CQA70-9900 
SULY 44 
IN SUCH A MX-43/ASA- 


MANNER AS TO PREVENT THE LOSS OF LIQUID. 
FITS MOUNTING BRACKET MT-133/ASA-1 OR 
MT-134/ASA-LAw 


RMX-44/APS AN/APS-2C 
SYNCRO TRANSMITTER RESTRICTED 
ASSEMBLY: CONSISTS OF A SELSYN AND 


GRAR BOX FOR ATTACHMENT TO ANTENNA 
WAS-17/APS, RAS-E7A/APS OR AS-18/APS. 
TRANSMITS ANTENNA POSITION DATA 10 
ASSOCIATED RECEIVER INDICATOR. 


§0/t4/43 CPR: 
JAN. 44 


MX-45/ARN-TH  AN/ARN-TI 

LOOP DRiVE ASSEMBLY: CONFIDENTIAL 
INCLUDES A CRANK & AZIMUTH ASSENSLY WITH 
SYHCRO TRANSMITTER TO ROTATE TRANSPARENCY 
(PHANTOM LOOP) 4H DIRECTION tlisgeR SinU- 
LATOR CV-S/ARN-T! & A DIFFERENTIAL SYNCR 
TRANSMITTER TO INTRODUCE PROPER Dirrcr - 
ENTIAL ANGLE CAUSED BY CHANGES {N PLANE 
10/21/43 CAET; 
OCT. 43 

ISSUED 


ASSIGRID 


MX -45 /ARN-TS 
CLENK TRAINER) DIRECTION WITH RESPECT TO 
FIXED POSITION OF DIRECTION FINDER SIMU- 
LATOR; ALSO INCLUDES INTERCONNECTING 
CABLES AND FITS IN MODEL ANTS LINK 
TRAINER. SPECIAL ATTACHMENTS ARE REQUIREL 
TO FIT OTHER MODELS. 


NX-46/APS-TI AN/APS-TI 

MAP CARRIAGES CONFIDENTIAL 
INCLUDES MOTORS, GEARS, SYNCRO UNITS ETC 
NECESSARY TO MOVE ON 8" X 10" RADAR MAP 
ALONG ANY DESIRED GROUND TRACK AND. SIMU- 
LATED GROUND .SPEED WITHIN THE LIMITS 

OF 75 TO 350 MILES PER HOUR. THE MAP 
RIDES BETWEEN THE CATHODE RAY TUBE OF 
10/23/43 CAEZ: 

OCT. 43 


MX-46/APS-Tt 
SCANNER CV-8/APS~-T1 AND PHOTOELECTRIC 
CELL OF PHOTO MULTIPLIER CV-7/APS-TI TO 
PROVIDE “ECHO” INTELLIGENCE. 


MX-5O/AP AURCRAFT 
ROBE ASSEMBLY; 
SONSISTS OF 43" OF 90 OHM COAXIAL CA- 


3LE TERMINATED AT ONE END BY PLUG PL-259 
(NAVY MODEL 49195) AND AT THE OTHER END 
SY A 3“ FIBRE SLEEVE TO WHICH AN ALLI~ 
vATOR CLIP ZIERECK MFG. CORP. #287 IS 
ATTACHED. THE FIBRE SLEEVE CONTAINS AN 
(142743) CWSPART OF CwsB409 147 
APR. 44 X-697338 


UMPEDANCE NET- MX-SO/AP. 

WORK CONSISTING OF A 10 MICRO-MICROFARAD 
CONDENSER IN PARALLEL: WITH A 8/4 WATT, 
3.9 MEGOHM RESISTOR AND iS GROUNDED BY A 
SMALL LEAD TERMINATING IN ALLIGATOR CLIP 
ZIERECK NEG. CORP. #287. PART OF OSCILLO- 
SCOPE TS-34¢aP. 


MX-96/APA-5 AN/APA-S 

STABILIZER ADAPTER. KiT: CONFIDENTIAL 
CONTAINS STANDARD GENERAL ELECTRIC CO~ 
TYPE 2JIFI INDICATOR SELSYN #NCLUDING 
SPECIAL MOUNTING BRACKET WHICH ATTACHES 
TO STANDARD NORDEN BOMBSIGHT STABILIZER, 
AND CONNECTING LINKAGE FOR PRODUCING 
ROTATION OF SELSYN SHAFT AS 8SOMBSIGHT tS 
12728443 CFNSML-300796-15 

BEC. 444 


MX-96/APA-5 
ROTATED. WT. APPROX. 2 LBS. PART OF 
ANDICATOR EQUIPMENT AN/APA-S~ 


WAX-1OO/MPN-1A ANS MPN-EA 

HYDRAULIC LEVELING SYSTEM; 

THIS SYSTEM CONTAINS A MOTOR-DRIVEN PUMP, 
A REVERSING VALVE, FOUR-OPERATED VALVES, 
& FOUR 19 INCH STROKE HYDRAULIC JACKS 
AND INTERCONNECTING TUBING. ONE JACK IS 
LOCATED AT EACH CORNER OF THE TRAILER 


W/S/44 CBR 
JAN. 44 


[pare | MARRASTHAE IATA 


DATE MOSUARTHBRS | gANHIASTIUR 


pare | MAHMARTHEEES 


SONATE | 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-96 


veAchaTion 


FIRST ASSIGNED FOR | hASL ARAMINS,, 


MX-TOO/MPR-tA 
FOR LEVELING PURPOSES. ALSO INCLUDES A 
SET OF SPIRIT LEVELS AND OFF-LEVEL 
ALARM, POWER @NPUT 117-VOLTS A-C, SIMILAR 
TO BUT NOT INTERCHANGEABLE WITH HYDRAULIC 
LEVELING SYSTEM MX-34/HPH-1. 


AX-103/U 
CABLE TRIMMER: 
USED IN CONJUNCTION WITH UG-59/0, 
UG-60/U AND UG-61/U CONNECTORS. FOR USE 
WITH RG~8/U OR RG-10/U R.F. CA3LE. THIS 
TOOL PREPARES THE CABLE END BEFORE 
ATTACHING CONNECTORS. 


GENERAL USE 


t/ti/44 CwsD-169042 CRSESA-860248 


JAK, 44 


4X-108C)/uUR 
FACE HARNESS: 
UNCLUDES STRAP, MICROPHONE HOLDER, CORD 
AND PLUG. STRAP FASTENS ON HELMET OR 
HEAD-BAND BY SNAP-ON BUTTONS, USED FOR 
HOLDING MItCROPHONE M-6/UR. PART OF MICRO~ 
PHONE ASSEM3LY M-5/UR. APPROX. WT. 1.4 
OZS. IDENTICAL TO NAVY TYPE CW-10312, 


GENERAL USE 


1/27/44 Cwsv1735335 Cu2667982 
SUME 44 
mX-109/U GENERAL USE 


TEST LAMP KITs 

CONSISTS OF THE FOLLOWING: TO NEON LAMPS 
1/25 WATT 105-125 VOLTS (GE. TYPE NE-2 
OR EQUIVALENT), 6 NEON LAMPS 1/4 WATT 
105-125 VOLTS (G.E. TYPE T4 1/2 OR 
EQUIVALENTT ,CANDELBRA SCREW BASE). 4 
MEON LAMPS 3 WATT 165-125 VOLTS (G.Ee 
3421744 «CGs . 

FEB. 44 


‘MX-109/0 
TYPE St4, P4 ELECTRODE OR EQUIVALENT, 
MEOIUM SCREW BASE). TO BE USEO FOR 
CHECKING PRESENCE OF RABIO FREQUENCY. 
VOLTAGE. PROCURCD ON CONTRACT NOB3Z-2260 
FROM G.E. 


NX-210/APA-24 AN/APA~28 RE 135A 662A 
ANTENNA POSITIONING ASSEMBLY? 

CONSISTS OF A LEVER, A HYDRAULIC TRANS-~- 
BITTENG POSITIONER, A HYDRAULIC RECEIVER 
AND GEAR MECHANISM WHICH MATCH GEARS OF 
AXNITENNA MOUNTING ASSEMBLY AB-20/APA-24. 
USED TO ROTATE ANTENNA ASS=i48LY 
AS-84/APA-24 THROUGH 4N AZIMUTH SWEEP 
3/29/44 

JAN, 44 


WX-TTO/APA-24 
OF 210%, 


RX-128/ART-13 AN/ART-13 

PANEL? 

A BLANK PANEL TO BE USED WITH RADIO 
TRANSMITTER T-47/ART-13 WHEN THE LOW 
FREQUENCY OSCILLATOR IS REMOVED. 
INCLUDES A RESISTOR WIRED TO A PLUG TO 
COMPLETE THE CONTINUITY OF THE FILAMENT 
CIRCUITS. 
2/95/44 
AUG. 44 


Army-Navy Designations 


Ron HAE GRANAS, 


SLR First assiGnen fox | NAME ARAKINS: | 


WAX-T3S7/A ALRBORNE 

REFLECTOR TARGET: RESTRICTED 
CORNER REFLECTOR FOR ONE MAN AIRBORNE 
LIFE RAFT. CONSISTS OF 6 ARMS OF 3/16" 
ALUMENUM TUBING OR LARGER APPROXIMATELY 
24" IN LENGTH. THE 6 REFLECTOR ARMS ARE 
ATTACHED, ONE TO EACH FACE OF A MACHINED 
ALUMINUM CUBE. THE CUBE S$ ATTACHED TO 
2422444 

FEB. 44 


WX-T37SA 
THE REFLECTOR SUPPORTING MAST WHICH {iS A 
PERMANENT PART OF THE REFLECTOR ASSEMBLY. 
¥2 REFLECTING FABRIC TRIANGLES ARE 
ATTACHED TO THE ARMS TO COMPLETE THE 
REFLECTOR ASSEMBLY. 


MX-138/A AIRBORNE 

REFLECTOR TARGET: RESTRICTED 
CORNER REFLECTOR FOR MULTIPLACE RAFTS 
CONSISTS OF 6 ARMS OF 3/16" ALUMINUM 
TUBENG OR LARGER APPROXIMATELY 24" IN 
LENGTH. THE 6 REFLECTOR ARMS ARE ATTACH- 
ED, ONE TO EACH FACE OF A MACHINED 
ALUMINUM CUBE. 12 REFLECTING FABRIC TRi- 
2422044 

FEB. 44 


BX-SSBS/A 
ANGLES ARE ATTACHED TO THE ARMS TO CON- 
PLETE THE REFLECTOR ASSEMBLY. THE 
MACHINED CENTER CUSE HAS AN ATTACHMENT 
TO FéT ¢N AN OAR LOAM. 


BX-USO/APA-16 AN/APA-16 

CAPACITOR UNIT: RESTRICTED 
CONTAINS A J MF. CAPACITOR INSULATED 
WITH POLYSTYRENE DIELECTRIC. PROVIDED 
WITH TWO JACKS, ONE A SPECIAL HIGHLY IN- 
SULATED TERMINAL WITH PRE-FABRICATED 
ATTACHED CASLE. THE OTHER JACK IS A 
STANDARO SELECTOR TYPE. USED iN THE 
2/21/44 Cwsx66172-D CW280-412506 
may 44 


MX-T39/APA-16 
RATE SWEEP GENERATOR CIRCUIT OF THE 
RANGE MARKER UNIT. WT. 3 LB. SIZE APPROX. 
7 3/8" xX 3" X 6". MOUNTS ON 
WI-210/APA-16, 


MX-142/ASQ-3 AN/ASQ-3 
WINCH: RESTRICTED 
GEAR DRIVEN WINCH EQUIPPED WITH HAND 
BRAKE RATCHET, ANO SET OF SLIP RINGS TO 
PROVIDE CéRCUIT CONNECTIONS BETWEEN 
AN/ASQ-3 EQUIPMENT AGOARD PLANE 
DT-2/ASQ-3 CARRIED IN TOWED NACELLE. 


2/28/44 cwe D-t69303 
FEB. 44 
MX-156/APA-S = AN/APA-5 = CONFSDENTTAL 


RADAR ADAPTER KIT3 

RADAR ADAPTER KIT CONSISTING OF A 
STANDARD GE. 2J1FAS INDICATOR SELSYN. 
SPECIAL MOUNTING FOR SELSYN AND ALL 
NECESSARY COMPUNENTS TO AVAPT RADAR SETS 
AN/APS*2, 3, 15, FOR USE WITH INDI- 
CATOR EQUIPMENT AN/APA~5. PART CF IHOI- 
10/6/44 CFN:308298-1 


AX-156/APA-S 
CATOR EQUIPMENT AN/APA-5. 


RX-158/U 
PROBE ASSEMBLY: CONFIDENTIAL 
PROBE ASSEMBLY - CONSISTS OF HAND 
OPERATED PROBE ASSEMBLY WITH TYPE IN23 
CRYSTAL AND HOLDER AND FITTED WITH NAVY 
TYPE 49194 CONNECTOR FOR ATTACHING SYNC 
CABLE FROM PROSE ASSEMBLY TO ANPLIFIER. 
PART OF TS-12/AP CUNIT 2) SIZE I" X 
3/18/44 CPK: CPK343-5588 
WAY 44 


GENERAL USE 


MX-t58/tt 
2 5/8" x 3 4/2", WT. 9 OZ. 


MX*160/APS-15 AN/APS-15 

HEATER? 

OSCILLATING JOINT HEATER USED FOR HEAT- 
ING THE OSCILLATING JOINT TO MAINTAIN 
AIR TIGHT CONDITIONS UNDER LOW TEMPER- 
ATURES CONDITIONS OF OPERATION. CONSISTS 
OF A HEATER RING AND THERMOSTAT. IN- 
CLUDES AN RECEPTACLE AW-3102-10S-2S. 
3/23/44 CIN: CPRI5L0-4985 
JUN. 44 


MX-TEOSAPS-15 
APPROX. SIZE OVERALL 4 5/16" X 2 9/16" X 
I". WT. 1/2 L8s, tNPUT: 26¥ DC AND 124A, 


NX-166/GPS-T& CN/GPS-TI 
AIRCRAFT SEMULATOR: 
STANDARD LENK RECORDER ON EQUAL MODIFIED 
FO OPERATE AT A RATE OF 1.2" PER MINUTE 
AT AN OSCILLATOR FREQ. OF t00~. SPEED 
OF LINK RECORDER JIS PROPORTIONAL TO IN- 
PUT FREQ. FOR OSCILLATOR 0-21/GPS-Ti, 
ALSO MODIFIED SO THAT CONNECTING WARE 
3127746 
MAR. 44 


RESTRICTED 


NX-f6E/GPS-TI 
COMES OUT OF S!DE OF RECORDER. SIMULATES 
EITHER ENENY OR UNTERCEPTING AIRCRAFT. 


MX-167/GPS-TI AN/GPS-TI 
WIND ORIFT ASSEMBLY 
PROVIDES FOR SIMULATING EFFECT OF WIND 
ORIFT OF AIRCRAFT. ALSO PROVIDES FOR 
STANDARD RATES OF TURN OF AIRCRAFT. CON- 
SISTS OF A MODIFIED LINK WIND DRIFT AS- 
SEMBLY AND TURN MOTOR. CONTROLS SPEED 
ANS HEADINC OF AIRCRAF) SIMULATOR 
3427444 


RESTRICTED 


ASSIGNED 


Fee. 45 ASSIGNED MAR. 44 
ISSUED 


bATE MARUARTHBES | _ MANITACTUAR aa [AS | AT 
CONFIDENTIAL . 


(oars nena SRAUIOCTRAE A, 
NAVSHIPS 900,109 


DATE EHARTHSIES Bost 


MX-167/GPS-TT 
MX-166/GPS-TI AS AFFECTED BY PRE-DETER- 
MINDED VALUES OF WIND VELOCITY AND 
DigEecTION. 


WX-168/GPS-TI AK/GPS-Tt CONFIDENTIAL 
BEARING-RANGE ASSEMBLY 

CONSISTS OF THREE POTENTIOMETERS, RANGE 
PULLEY & BAR. SED TC TRANSMIT RANGE AM} 
BEARING DATA OF AIRCRAFT SIMULATOR WHICH 
MAY SIMULATE EITHER ENEMY OR INTERCEPTIN 
AIRCRAFT TO SIMMLATOR UNIT MX-tS69/GPS-TI 
WLSO PROVIDES AUTOMATIC ATTENUATION OF 
S/27444 

RAR. 44 


HX-368/GPS-TE 
SIGNAL WITH RANGE. 


MX-169/GPS-T1 AN/GPS-TI 
SEMBLATOR UNIT: CONFIDENTIAL 
CONSISTS OF MULTIVIGRATOR, GATE AND 
ELECTRONIC SWITCHING CIRCUITS, HEIGHT 
RANGE CONTROL CIRCUIT & AMPLIFIER CIR- 
CUITS. OBTAINS PPI DATA FROM COUPLING ° 
TRANSMISSION UNIT CU-41/GPS-T} AND 
RANGE AND BEARING DATA FROM BEARING- 
3/27/44 
JULY 44 : 


MX-T69/GPS-T1 
RANGE ASSEMBLY HX-168/GPS-TJ ARD TRANS- 
MITS ELECTRICAL IMPULSES TO PPI AND H/R 
TUBES OF SCR 527 OR 588 FOR VISUAL 
PRESENTATION. ALSO PROVIDES IFF SIMULAT- 
HON. MOUNTING BASE 1S 18" X 87 X 3 1/2". 
POWER SUPPLY 1S FED THROUGH 36V. TRANS-- 
FORMER MOUNTED IN RECTIFIER UNIT 
PP~83/GPS-T1. 


AX -1807A CONr FOE NT Lat 
REPLECTOR TARGET 

COLLAPSIBLE RADAR CORNER REPRLECTOR aAS- 
SEMBLY; DESTGNED TO OPEN AUTOMATICALLY OF 
BEING DROPPED FROM AW AIRPLAWE. #7 6S 
EQUIPPED WITH A PARACHUTE AND WIth FLOAT 
USED AS A MARKER BUOY REPLLCTOR. IT IS 
CONSTRUCTED OF 6 LIGHTWEIGHT REPLECTOR 
4635044 

APRW44 


AX-+S0/8 

ARMS COVERED WITH KNITTED METACLIC RE- 
PLECTING FABRIC. ON THE END OF EACH RE- 
PLECTOR ARM IS AN {NPLATASLE SPHERE TO 
MAKE THE REPLECTOR BUOYANT. ETS WEIGHT Is 
APPROX, 5 POUNDS AND APPROX SIZE INFLATEL 
4 FT. X 4 FY 4 FT OIAMOND SHAPE, AND 
SIZE PACKED 24% X 4" CYCLINDER SHAPE. 


MX-182/APA-17  AN/APA-17 
DIRECT CURRENT INJECTOR CONFIDENTIAL 
BOX: INCLUDES PROVISION FOR FEEOING 
264 DC TO RELAY OF ANTENNA ASSEMBLY 
AS-108/APA-17 WITHOUT INTERFERING WITH 
RECEIVER. INCLUDES A COAXIAL LINE WITH 
STANDARD TYPE N CONNECTORS AND RF. 
CHOKES WHICH WILL KEEP R.F. FROM ENTER 
4/4/44 — CANB: 
APR. 44 


FASTUAEC 


Army-Navy Designations 


WX-182 /APR-17 
DC LINE AND DC CURRENT FROM ENTERING 
LINE TO RECEIVER, SIZE APPROX. 5" X 4" X 
2". WI. APPROX. 3 LBS. 


MX-IB2A/APA-17 AN/APA-T7A 

DIRECT CURRENT INJECTOR CONFIDENTIAL 
BOX: INCLUDES PROVISION FOR FEEDING 
26V¥ DC TO RELAY OF ANTENNA ASSEMBLY 
AS-108/APA-17 OR AS-SOSA/APA-17 WITHOUT 
ANTERFERING WITH RECEIVER. ENCLUDES A 
COAXIAL LIWE WETK STANDARD TYPE N CON- 
WECTORS ANS RF. CHOKES WHICH @{LL KEEP 
4114/44 CKB: 

APR. 44 


R.F. FROM ENTERING MX-182ACAPA-17 
DC LINE AND DC CURRENT FROM ENTERING 
LINE TO RECEIVER. SIZE APPROX. 5" X 4" X 
2". WT. APPROX. 3 LBS. SAME AS 
MX-182/APA-17 EXCEPT HAS DIFFERENT COM- 
PONENT PARTS. 


MX-182B/APA-17 AN/APA-E7A 
DIRECT CURRENT {NJECTOR CONFIDENTEAL, 
BOX: 
DERECT CURRENT SOUKCE 

FOR ANTENNA RELAY; SIZE 5" X 4" X 2" 
HOFFMAN RADIO CO; DWG+ NO. 3€-004A210-33 

PROCUREO ON CONTRACT 

WXga-85033; PROVIDES 26¥ DC 

al2efas 
WAY 45 9250 


TO RELAY OF ANTENNA MX -182B/APA-17 
ASSEMBLY AS-108B/APA-17 OR 
AS-HO8A/APA+17 WITHOUT ENTERFERING WITH 
RECEtVER. @NCLUDES A COAXIAL LINE WiTH 
STANDARD TYPE N CONNECTORS AND RF CHOKES 
WHICH WILL KEEP RF FROM ENTERENG DC LINE 
AND DC CURRENT FROM ENTERING THE RECEIV- 
ER. SIMILAR TO MX-F82AZAPA+17 EXCEPT FOR 
DESIGN & CIRCUIT CHANGES. PART OF RADAR 
DIRECTION FUNDING ASSEMBLY ANSAPA-17A, 


MX-191/TPS-18 AN/TPS-tB8 

ANTENNA DRIVE UNITS CONF EDENTEAL 
UNiT CONTAINS THE MEANS FOR SUPPORTING 
AND ROTATING THE ANTENNA AS-120/TPS-18. 
A ROTARY JOINT PROVIDED WITH THE UNIT 
PROVIDES FOR TRANSMISSION OF THE R.F. 
ENERGY BETWEEN THE TRANSMITTER UNIT AND 
THE ANTENNA ASSEMBLY, ALSO INCLUDED IN 
4017744 CWZX-66171N CW rBL-418494 
DEC. 44 


THE UNIT ARE TWO SYNCHRO WX-191/TPS-48 
GENERATORS. THE FIRST IS A 400-CYCLE SYN- 
CHRO CONTROLLING A 400-CYCLE SYNCHRO 
MOTOR WHICH OPERATES THE PPI SWEEP RO- 
TATION, THE SECOND IS A GO-CYCLE UNIT 
WHICH PERMITS OPERATION OF ASSOCIATED 
PP} REPEATOR. DRIVE UNIT ALSO PROVIDES 
RELAYS AND RESISTANCE FOR CONTROLLING 
ANTENNA ORIVE MOTOR. INCLUDES BLOWER. 
POWER REQUIRED IISV 400~; 27¥ DC. 


AX-t92/TPS-18 AN/TPS-$B 

MANUAL DRIVE UNIT? 

A MANUAL DRIVE UNIT FOR AUXILIARY CONTROL 
OF ANTENNA. INCLUDES A GEAR BOX AND HAND 
WHEEL. UNIT IS AN INIEPKRAL PART OF TOWER. 


4/37/44 CwS6CI7IF CWlBL-418498 
DEC. 44 


4-97 


[PAAR _[rnsr astonsn ror | AMERY, | | sttRtRRA, —_[rnsr assvonen von | oHALRAYING, SINGLE. —_[rasr assoneo ror | MAMAN _| 


WX-195/0 GEN. USE RE ASF 24% 
RECEPTACLE topo: 
RADIO FREQUENCY RECEPTACLE HOOD TO BE 
USED WITH RADIO FREQUENCY RECEPTACLE 
UG-87¢U WHEN USED INSIDE OF EQUIPMENT. 
USED TO GROUND THE COAXIAL CABLE OUTER 
COHDUCTOR. 


4720/44 
APR. 44 


WX-202/CPN-G AN/CEH- 
AUTOTRANSFORMER : 

PERMITS OPERATION OF AN/CPN-6 FROM 2t0 
TO 250V. STEPS DOWN THE VOLTAGE TO 41Q 
TO bb5¥. 


AS29144 
APR. 44 


MX-211/CRT-1A AN/CRT-TA 

PARACHUTE ASSEMBLY: 

24" HEMISPHERCAL PARACHUTE MADE OF HAND- 
KERCHIEF COTTON. HAS EIGHT 20" SHROUD 
LINES AND 15 FT STATIC LINES WHEN NOT f™ 
USE RARACHUTE IS PACKED OVER FIBER TUBE 
OF 1-38" DIAH., OUTSIDE DIAMETER OF PACK 
1S 2 3/47, LENGTH JS 7". CASE JS COVERES 
S;16/44 CABC,CAMR, 

MAY 44° CANT 


MX-ZTU/CRT-1A 
BY A MOISTURE-PROOF CELLO-SEAL MEMBRANE. 
PART OF AN/CRT~1A. PARACHUTE SHROUD 
LINES ATTACH 10 TOP OF AN/CRI-1A. 
PROCURED OK CONTRACTS NXga 36246 NXga 
48330 Nisa 36247 MXsa 43555 


NX-216/SPR-2  AN/SPR-2 
CHASSIS: 

CONSISTS OF A FRAME CHASSIS WITH AN 
ASSOCIATED PANEL. ANY ONE OF THE THREE 
TUNING UNIT TN-56/SPR-2, IN-57/SPR=2 ANO 
TN-58/SPR-2 MAY BE PLUGGED IN, PROVIDES 
HOUNTING FOR AMPLIFIER STRIP AM-55/SPR-2& 
AND PP-155/SPR-2. 

6/7/44 
FEB. 45 


WX~204A/SPR~-2 AN/SPR-24 

CHASSIS: ‘ 

CONSISTS OF A FRAME CHASSIS WITH AW 
ASSOCIATED PANEL. ANY ONE OF TUNING OMIT 
TN-56/SPR-2, TN-SGA/SPR-2, TN-57/SPR-2, 
TN-ST7A/SPR-2 @R IN-58/SPR-2 MAY BE 
PLUGGEO IN. PROVIDES HOUNTENG FOR ARPLI- 
FLIER STRIP AM~SSA/SPR-2 AND PP-155A/SPR~-2 
2/16/45 
FEB. 45 


WX-2T4A/SPR-2 
PART OF AN/SPR-2. S{MILAR YO MX-264/SPR-2 
EXCEPT FOR MINOR DESIGN CHANGES. 


WX-2357APA-30 AN/APA-30 

ADAPTER KITS 

CONSISTS OF CAPACITORS, RESISTORS, BOLTS 
NUTS, AND WASHERS, CABLES AND #OOK UP 
WIRE AND TERMINALS NECESSARY FOR ADAPT- 
iNG AN/APA-30 FOR USE WITH AN/APS-3, 
ANZAPS-4, ASD AND ASB-3.4,5,6,7, AND Be 


GS23 084 
JUN, 44 


SON SENHLOTUAER TA 


CONFIDENTIAL 


AEA § 
NAVSHIPS 900,109 


SHC 


4-98 
BATTS, 


MX-2437APQ-S-TIA AR/APQ-S-TSA 
ECHO SIMULATOR UNIT? CONFIDENTIAL 
A PULSE GENERATING AND MODULATING UNIT 


FIRST ASSIGNED FOR OHLARALHS. . 


FOR PRODUCTION OF SYNTHETIC RADAR SIGHALS 


UN ANZAPS-2 AND AN/SAPQ-5 EQUIPMENTS. 


UNIT CONSISTS OF A CABINET WITH FOLLOWING 


PANELS: (a.)} PULSE GENERATOR. (B.)} MODU: 
LATOR TO CONTROL TIMING OF PULSES WITH 
7+esad CiPs 

JULY 46 


MX-243/KPQ-5-TIA 
RESP. FO ENTEMMA MOTION AND HODULAT. OF 
PULSES AT $0 MC/SEC. (es) POWER SUPPLY, 
#250¥. AND -t50¥. (d.) SWEEP GENERATOR; 
HAS HOTORS. SELSYNS, POTENTIOMETERS AND 
CAMS TO SUPPLY AZIMUTH & SWEEP VOLTAGES. 
OWE SELSYN IMPARTS SCANNING MOT. TO IN- 
DICATOR, UNIT 1S SAME AS MX-242/APQ-5-TI 
EXCEPT INCLUDES ABOVE SCANNING FUNCTION. 


WX -246/A GENERAL USE 

WINDOW DISPENSER: RESTRICTED 
DESIGNED SO THAT IT WILL REPLACE STAR- 
BOARD WINDOW IN TYPE TSF AIRPLANE. 
MATERIAL - ALUMINUM, APPROX. WEIGHT -15 
LES. APPROX, SIZE - 14" X 20". OVAL 


SHAPE WITH 3 172" ROUND AIR CHUTE ATTACH- 


ED TO PLATE. RADIO FEST DRAWING 
7Hasae 
SULY 44 


W-20671 
NO. D-191. CUSNAS PATUXENT RIVER, mDD. 
PHOTOSRAPH PTR 4295. INTERCHANGEABLE 
WITH PLEXI-GLAS WINDOW NOW BEING USED. 
PROCURED ON CONTRACT NOas 3847 FROM 
BRANDT SUC, 


WK-247/4PG AN/APG-6 

STABELIZER OWNIT? CONFIDENT #atL 
STABILIZER UNIT FOR AZIMUTH STABILI- 
ZATION OF ANTENNA OF ANCAPG-6 WITH TRE 
FOLLOWING PROVISIONS: (A) DIRECTIONAL 
CONTROL OF ANTENNA OF ANCAPG-63 (B) AZI~- 
MUTH STABILIZATION OF AIRPLANE THRU 
AVAILABLE AUTOMATIC FLIGHT CONTROL 
745748 

SULY 44 


WX -247/0PG 
SYSTEM. (C) DIRECTION CONTROL UM CON- 
JUNCTION WITH (€B) ABOVE TO PROVIDE 
NAVIGATION OR HOMING COURSE. CONSISTS OF 
GYRO UNITS AND ACCESSORIES AND MOTOR 
DRIVE UNITS. FIRST PROCURED FROM NORDEN 
LABORATORIES INC. M.Y. ON WXsa 53318 
ewPUTs 26¥ OC. 


HX-261/GPS-TIA AN/GPS-TIA RESTRICTED 
AURCRAFT SIMULATOR 

STANDARD LENK RECORDER OR EQUAL MODIFIED 
TO OPERATE AT A RATE OF 3.2" PER MINUTE 
AT AN OSCILLATOR FREQ, OF 100~. SPEED 

OF LINK RECORDER ¢(S PROPORTIONAL TO IN- 
PUT FREQ. FROM ISCILLATOR O-21/GPS-TH, 
ALSO MODIFIED SO THAT COMNECTING WIRE 
T2067 44 

JULY 44 


MX-261/GPS-TIA 
COMES OUT OF SIDE OF RECORDER. SIMULATES 
EG THER ENEMY OR ENTERCEPTING AIRCRAFT. 
SAME AS MX-166/GPS-Ti EXCEPT FOR MODIF- 
VCATION OF MECHANICAL COUPLING TO RANGE 
Bag. 


NAVSHIPS 900,109 


Army-Navy Designations 


WX~-262/GPS-TEA AN/GPS-TIA RESTRICTED 
WIND ORIFT ASSEMBLY? 

PROVIDES FOR SIMULATING EFFECT OF wiND 
DRIFT OF AIRCRAFT. ALSO PROVIDES FOR 
STAWDARD RATES OF TURN OF AIRCRAFT. CON- 
SISTS OF A MODIFIED LUWK WIND ORJFT AS- 
SEMBLY AND TURN MOTOR. CONTROLS SPEED 
AND HEADING OF AIRCRAFT SIMULATOR 
gig ti] 

SULT 44 


ML-26270PS-TIiAa 
MX-263/GPS-TI AS AFFECTED BY PRE-DETER- 
MINED VALUES OF WIND VELOCITY ANO 
DERECTION, SIMILEAR TO MX-167/GPS-TI EX~ 
CEPT FOR DiFFERENCES JN MECHANICAL COUPL- 
ING TO CONTROL PANEL AND ELECTRICAL CON- 
MECTION TC OSCULLATOR 0-24/GPS-TIA. 


WX~-263/GPS-TEA AN/GPS-TLA CONFIDENTIAL 
BEARING-RANGE ASSEMBLY? 

CONSISTS OF THREE POTENTIQMETERS, RANGE 
PULLEY & BAR. USED TO TRANSMIT RANGE AND 
BEARING DATA OF AIRCRAFT SIMULATOR WHICH 
MAY SIMULATE EITHER ENEMY OR INTERCEPT- 
UMG AIRCRAFT TO SIMULATOR UNIT 
MX-264/GPS-TLA ALSO PROVIDES AUTOMATIC 
VI26044 

SULY 44 


WX ~263/GPS-TIA 
ATTENUATION OF SIGNAL WITH RANGE. SOMIL- 
§AR TO MX-168/GPS-TI BUT NOT UNTERCHANGE- 
ABLE EITHER ELECTRICALLY OR MECHANICALLY. 


MX-264/GPS-TIA ANSGPS-TIA CONFIDENTIAL 
SUMULATOR UNIT? 

CONSISTS OF MULTIVIBRATOR. GATE AND ELEC- 
TRONIC SWITCHING CIRCUITS, HEIGHT RANGE 
CONTROL CiRCUIT AND AMPLIFIER CIRCUITS. 
CONTAINS PPI DATA FROM COUPLING TRANS- 
MISSION UNIT CU-S8/GPS-TiA AND RANGE AND 
BEARING DATA FROM BEARING-RANGE ASSEMBLY 
7126744 

SULY 44 


NX-264/GPS-TIA 
MX-263/GPS-TiA AND TRANSMITS ELECTRICAL 
@NPULSES TO PPI AND HEIGHT-RANGE ENDICA- 
TORS OF SCRS527 FOR VISUAL PRESENTATION. 
ALSO PROVIDES IFF SIMULATION. MOUNTING 
BASE 1S 18" X 8B" X 3 172". POWER SUPPLY 
1S FED THROUGH 36V TRANSFORMER MOUNTED 
dM RECTIFIER POWER UNIT PP-L17/GPS-TEA. 


MX-SIV2/CRT-4 ANSCRT-4 
COMPASS CAPACITOR: 
INCLUDES SLAVE-MASTER TYPE OF A MAGNETIC 
COMPASS CAPACITOR. MASTER CARD FLOATING 
IM LEQUED WITHEM A PLASTIC CASE. TWO 
INSULATED FIXED PLATES PROJECTING FROM 
ENSIDE CASE PARALLEL AND ADJACENT TO 
SLAVE CAM, UPON ROTATION OF HYDROPHONE 
5726/44 CABJ: 
mov. 44 


CONFIDENTIAL 


. 


AX-3St27CRT-4 
BY GRAVITY KOTOR. THE CASE REVOLVES 
AROUND THE MASTER CARD. & SLAVE PORTION 
OF CARD FOLLOWS THE MASTER: FINGERS DE- 
TERMINE AMQUNT OF CAPACITANCE. 


( saAEAR First asstenep For | ot SEARS, oe FIRST ASSIGNED FOR | OASYS, 


AX -314/0R8 A-SA/UR 

MICROPHONE SUSPENSION BOOM: 

CONSISTS OF A WIRE BOOM MICROPHONE HOLD- 
ER, CORD AND PLUG PL-291. 


USED WITH SWIVEL BRACKET 
MY-368/UR TO SUSPEND RICROPHOWE UNIT 
9/12 fee 
HOV. 444 


WX-37 4708 
M-€/OR. WiTR AT-368/OR WILL SUPERSEDE 
FACE HARNESS MZ-108/UR IN MICROPHORE 
ASSEMBLY N-S/UR. PART OF M-SA/UR. FIRST 
PROCURED ON CONTRACTS MW. E. WGag 3173, 
AVIOMETER CORP. NGAs 3172 TELEPHONIC 
CagP. Beas 3168. 


AX-317/0 

DUPLICATOR STAMP SET? 

DUPLICATING EQUIPMENT USED TO MAKE A 
NUMBER OF COPIES FROM A PREPARED STENCIL 
BY STAMPING, MULTISTAMP SET OR EQUAL. 
COMPLETE WITH MULTISTAMPS (#1, #3, AND 
#7) FOR DIFFERENT SIZE COPIES, sTEWCILS, 
HK, WRITING BOARDS, EITC. PACKED tm 
9/30/44 
SEPT. 04 


WR-317/8 
CARRYING CASE, 12% ¥ 9" xX 12%. 


wt-320/9 

FILTER: 

SPECIAL BLACK GLASS ULTRA VIOLET RAY 
FILTER S/32" THICK X 1 3/4" DIAM. FITS 
FLASHLIGHT TL~t22, USED WITH SPECIAL 
PAPER AS MFD. BY CONTINENTAL LITHOGRAPH 
CORP. OR EQUAL. 


9/23/44 
SEPT, 44 


MX-323/C¥ 

TELESCOPE: 

A SPOTTING TELESCOPE CLOSED SIZE. 2” 
Diam, BY F 1/2" LONG; 36" EXTENDED; 
COMPLETE WITH FRONT LENS SUN SHIELD, 
PROTECTIVE END CUPS, AND 5/8” CARRYING 
STRAP. KOLLMORGEN, OR EQUAL, 


9/s0fss 
SEPT. 44 


MX-32S/ASG-10 AN/ASG-10 RESTRICTED 
DIVE ANGLE COMPENSATOR 

DIVE ANGLE COMPENSATOR IS A MODEFTED 
SPERRY GYRO HORIZON TO WHICH IS ADDED A 
POTENTIOMETER WHOS OUTPUT IS A FUNCTION 
OF DIVE ANGLE WHEN THE GYRO IS PROPERLY 
ORIENTED tN THE AIROPLANE. THIS UNIT IS 
USED TO MODIFY THE INPUT TO COMPUTER 
\O/12/46 Cuxs 
OCT. 44 


RX -S2S7ASC-10 
UNIT CP-1S/ASG-10 ACCORDING TO AIROPLAWE 
DIVE ANGLE. SPECIAL FEATURES ARE AiR 
ORIVEN GYRO OPERATION AND SPECIAL MOMEN- 
TARY POTENTIOMETER ELEMENT, WEIGHT? 
8.5 LBS. SIZE: 7 178° X 6 178" X 5 18". 
POWER SUPPLIED BY COMPUTER CP-IS/ASG-10. 
USED AS PART OF AN/ASG-10. MADE BY THE 
MAGNAVOX CO. CONTRACT NO. OSRD t41 4745. 
PROCURED THROUGH BU ORD. 


CONFIDENTIAL 
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MX-S30/APA-07 ANM/APA-E7,17A 

DIRECT CURRENT INJECTOR CONFIDENTIAL 
BOX: INCLUDES PROVISION FOR FEEDING 
26V¥ OC. TO RELAY OF ANTENNA ASSEMBLY 
AS-286/APA-17 WITHOUT INTERFERING WITH 
RECEIVER». INCLUDES A COAXIAL LINE WITH 
STANDARD TYPE N CONNECTORS AND R.F. 
CHOKES WHICH WILL KEEP RF. FROM ENTER- 
9/28/44 

GCI. 44 


NX-33O/APR-87 
tNG DC. LINE AND DC. CURRENT FROM ENTER- 
ING LINE TO RECEIVER. SIZE APPROX 2” X 
4" X 5S" WEIGHT APPROX § 1/2 LBS. SIMILAR 
TO MX-162/APA-17 AND MX-162A/APA-17 BUT 
WLLL NOT SUPERSEDE THESE INJECTOR BOXES. 
DIFFERS FROM THESE INJECTOR BOXES IN 
THAT (T HAS A HIGHER RF. BY PASS RANGE. 
USED WITH BUT NOT PART OF AN/APA-17 AND 
AM/APA-U7A, 


MX-339/ASG-10 ANSASG-10 RESTRICTED 
PILOT LIGHT 


PiLOT LIGHT IS USED TO INDICATE TO THE 


PiLOT WHEN PULLOUT OF DIVE MAY BE iNITIA- 


TED AND WHEN BOMBS HAVE BEEN RELEASED. 
TO BE #NSTALLED ADJACENT TO AIRCRAFT 
GUNSIGHT. USED AS PART OF AN/ASG-10. 
SPECIAL FEATURESS MECHANICAL SHUTTER, 
10712746 CHXs 

OCT. 44 


NX-3359/A4SG-10 
(INTENSITY CONTROL. WEIGHT: 0.2 LB. SIZES 
3.7416" X 17 DIA. PROCUREMENT: THROUGH 
BU ORD CONTRACT NO~ OSRD L/t 4745, 
MANUFACTURED BY THE MAGNAVOX CO. 


MX-343/A4PS-15A AN/APS-tSA CONFIDENTSAL 
INSTALLATION KIT 

CONSISTS OF ITEMS NECESSARY TO MAKE AIR- 
CRAFT B INSTALLATIONS OF RADAR SET 
AN/APS-ISA,. #NCLUDES MOUNTING BASE 
MT-86A/APS-2C AND MT-87/APS-2C, TRANS- 
MISSEON LINE CG-250/APS-15A AND 
CG-251/APS-15A, JUNCTION BOX 

10721744 CPR: 

Jae. 45 


NX-343/APS-ISA 
U-TS20APS-tSA. WAVE SELECTOR 
CG-124/APS-15A, 


MX-356/A 


RESTRICTED 
WINOOW DISPENSER: 7 


AN AUTOMATIC WINDOW DISPENSER CONSISTING 


OF AN ALUMINUM SHELL WITH A LARGE 
ORAWER FOR HOLXING PACKAGES OF WINDOW 


FOR USE IN VF, VT OR VSB AIRCRAFT AND US 
ATTACHED TO MK St OR SIMILAR BOMB RACKS, 


AND MAY BE JETTISONED, INCLUDES A TAPE 


3/24/48 4-8i-1 
MAR. 45 

MX-356/A 
PULLER PU- /A, AND CONTROL BOX 


c- JA CLOCATED IN COCKPIT). DIMENSIONS 


76" xX 22" X 18 T/2". WEIGHT: APPROX. 
50 LBS. CDLUMBIA AIRCRAFT CORP. 
NOas 9461, NOas 6192. 


MX-S6O/APA-SA AN/APA-5A 
RADAR ADAPTER KiTs 

RADAR ADAPTER-KIT CONSISTING OF A 
STANDARD GoE. 2U1FAI #NOICATOR SELSYN, 
SPECEAL MOUNTING FOR SELSYN AND ALL 
NECESSARY COMPONENTS TO ADAPT RADAR SETS 
ANJAPS~3, 15, 30, 31, 32, 35 & 34 FOR 
USE. WITH INDICATOR EQUIPMENT AN/APA-5A. 
30/25/44 CEN: 

wOV. 44 


MX-3EO/APA-SA 
PART OF INDICATOR EQUIPMENT AN/APA-5. 
SAME AS MX-156/APA-S EXCEPT FOR CIRCUIT 
CHANGES. 


WX-367/0 GEN. USE 

HOOD: 

R. F. RECEPTACLE HOOD, USED WITM RE- 
CEPTACLES UG-86/U AND UG-87/U TO GROUND 
THE R-F. CA3LE OUTER CONDUCTOR. SIMILAR 
TO 4X-195/U EXCEPT HAS LARGER HOLE IN 
HOOD FOR CABSLES SUCH AS RG-59/U, RG-62/U 
AND RG-71/U. CONSISTS OF HOOD AND 


11/30/44 PHILCO, 258-9024 
ROY. 44 257-9967 
NX-367/0 


PHENOLIC BUSHING. OVERALL DIMENSIONS 
0687" X .875", 


HX-393/U 
DUST FILTER: 
MOUNTS AT BOTTOM OF CABINET CY-378/UPX 
AND 1S FOR FILTERING INCOMING AIR INTO 
BLOWER HD-9/U. BRITISH REF. NO. 
130m73000. 


AN/CPX-3 


12/28/44 
APR. 45 818 


HX-394/APS-T3 AN/APS-TS 

TANK-FRAME ASSEMBLY: 
METAL TANK APPROX, 4° X 6° X 7" HIGH 
RESTING ON SUPPORTING FRAME WHICH ALSO 
SUPPORTS MAP (UPPcR) AND RGLLERS OF 
TRACING PAPER, TANK [S NORMALLY FILLED 
TO A DEPTH OF S" WITH WATER AT THE 
BOTTOM OF WHICH RESTS A MAP (LOWER) 
12/30/44 

DEC. 44 


MX-394/APS-T3 
WHICH TS A REt1EF OUPLICATE OF THE UPPER 
MAP. ALSO INCLUDE A BRIDGE WHICH RIDES 
ALONG THE LENGTH OF THE TANK. 


WX-395/APS-T3 ANSAPS-TS 
CRYSTAL CARTRIDGE 

UNIT CONSISTING OF GOLD PLATED QUARTZ 
CRYSTAL RESONATING AT 15 MC. MOUNTS IN A 
WATERPROOF HOUSING WHICH MAKES CONTACT 
ON ONE SIDE ONLY. OTHER CONTACT #S MADE 
BY A SPRING CAT WHISKER WHICH CONNECTS 
TO COAXIAL LINE, CONVERTS 15 MC ELEC- 
142445 


CONFIDENTIAL 


SAN, 45 ASSIGNED 
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WX -395/APS-T3 
TRONIC PULSE TO A 3S MC MECHANICAL 
OSCILLATION. MOUNTS ON AURCRAFT SIMULA~ 
TOR SM-4/APS-T3, 


MX-406/A GEN. USE RESTRICTED 
WINDOW DISPENSER: 

AN AUTOMATIC FOIL DISPENSER WITH A GEAR~ 
TYPE PULLEY BELT FOR DISPENSING. DIMEN- 
SIONS ARE 447 X 26 13/16" X 37 1/2" AND 
UNLOADED WEIGHT [S 400 LBS. DISPENSER 
HAS A CAPACITY OF 400 STANDARD PACKAGES 
WITH A DISPENSING RATE OF FROM 1-125 
1/5/45 CaTus CATS312-3-A-00! 
FEB. 45 


NX-406/4 
PACKAGES/MIN. FIRST PROCURED Om 
Nxsr 51513. 


4X -40770 GEN. USE RE 49F 

END SEALS 

END SEAL - FOR RG-18/U. WATER TIGHT, 
HIGH VOLTAGE. OVER ALL LENGTH 7 1/2", 
DIANETER 43 3747, MADE OF BRASS PARTS AND 
RIBBED, CERAMIC, INSULATOR. 


172745 
Jan. 45 


MX-4T178 GEN USE RESTRICTED 
WINDOW DISPENSERS KRLSRATOF-350 
AN AUTOMATIC FOIL DISPENSER WITH A SER- 
4€S OF 10 MOVABLE STEEL TAPES. DIMEN- 
SIONS ARE 45" xX 20" X 30" & UNLOADED 
WEIGHT (S 150 LAS. DISPENSER HAS A CAPA- 
CITY OF 400 PACKAGES WITH A D&SPENSENG 
RATE OF FROM 10-125 PACKAGES. 

Ts0 5064S 
JAN. 45 


WX~4tt IA 
PROCURED ON CONTRACT NXsr 69377. 


NX-412/UP 

CLAMP: 

WAVE GUIDE CLAMP - AN ADJUSTABLE OLANP 
USED IN BENCH TESTING ReF. PLUMBING OF 
*X" BAND RADAR SYSTEMS. PROVIDES AN AC- 
CURATE, FIRM CONNECTION BETWEEN PIECES 
OF RF. LINE RG-52/U WHICH: DO NOT HAVE 
MATCHED PAIRS OF CHOKES ANO PLANGES. 


1/15/45 RAD LAB 
JAN. 454 C-55-42Aa 
WX-412 UF 


MECHANICAL EQUIVALENT OF RAD LAB TPX-39. 
SIZE: 3" X 2" X 2%, WEIGHT: 1 LB. PART 
OFS MK- /upP. 


a eM a 


pate | _URAGTHARE’S | _HANHTATTNRERTL 


care | MARHAGTHENS | SRAWHRACTUAAL 
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BX~41370P 

CLAMPS 

WAVE GUIDE CLAMP - AN ADJUSTABLE CLANP 
USED IN BENCH TESTING THE RF PLUMBING 
OF *X* BAND RADAR SYSTEMS. PROVIDES AN 
ACCURATE. FIRM CONNECTION BETWEEN PIECES 
OF RF LINE RG-51/U WHICH DO NOT HAVE 
STANDARD CHOKES AND FLANGES TERMINATIONS 


1715745 RAD LAB 
sau. 454 C-G677-A 
NX -4T370P 


MECHANICAL EQUIVALENT OF RAD LAB. TPX- 
50. SIZE: 3" X 2" X 2%. WEIGHT: 7 LB. 
PaRT OF: AK- = /UP. 


MX-4597APS-3 ANSAPS-3 
CONYVERS(Om KIT: 
CONVERSiON KIT USED TO CONVERT RADIO SET 
AN/APS-3 TO THE OPERATING EQUIVALENT OF 
ANZAPS-3AH. CONSISTS OF NECESSARY RE- 
CEIVER STRIPS, PULSE LINES, ETC. FOR 
CONVERSION. 


CONFIDENTSAL 


VWs19745 
VAM. 45 


MX-420/APS-15A AN/APS-15A CONFIDENTIAL 

CONVERSION KITS 

CONVERSION KiT USED TO CONVERT RADIO SET 
AK/APS-15A TO THE OPERAT- 

ING EQUIVALENT OF AN/APS-ISAM. CONSISTS 

OF NECESSARY RECEIVER STRIPS, PULSE 

LINES, ETC. FOR CONVERSION. WILL CONVERT 

R-78/APS-15A TO R-78M/APS-ISA. 

1/19/45 

APR. 485A 948A 


WX-422/APS-6TY ANSAPS-6Tt 

ALTITUDE TRANSMISSION UNITS: 

TRANSMITS FIGHTER ALTITUDE BY TELETORQUE 
OUTPUT. CONSISTS OF A BELLOWS WHICH IS 
COUPLED TO A SYNCHRO UNIT. CHANGES tN 
PRESSURE IN THE BELLOWS MAKE CORRESPOND- 
ING CHANGES IN SYNCHRO POSITION. THESE 
CHANGES ARE TRANSMITTED TO A REMOTELY 
1426765 CATY: 

dan. 45 


MX-422/APS-6T} 
LOCATED SYNCHRO WHERE THESE POSITION 
CHANGES ARE CALIGRATED (N FEET «OF ALTI- 
TUDE. ERRATIC VARIATIONS DO NOT EXCEED 
50°. A MAXtHUM DESCENT OF 2800 ‘/HIN CAN 
BE FOLLOWED WITHOUT LAG. PART OF 


TRAGNER SN-S/APS-6-TIl. WI. APPROX 4 
LBs. 

BX-42779 GEN USE 

PUMP 


WORTHINGTON TURBINE PUMP TYPE 1 144 
TG-5 WITH A 1/3 HP NOTOR RATED AT 1725 
RPM, 220V/5$/60~ AND 1.2 AMPS. WATER 
PUMP FOR USE tN AN/APS-T3. 


270etas 
FEB. 45 


MX-435/UP TS-147/UP CONFIDENTIAL 
THERMISTOR ASSEM@LY: 

CONSISTS OF A BEAD THERMISTOR, THO 
TEMPERATURE COMPENSATING THERMISTORS AND 
THERMISTOR COMPENSATING RESISTOR, ALL 
MOUNTED TOSETHER ON A THERMISTOR MOUNT- 
ING. ENASLES THE MEASUREMENT OF ONE HIL- 
LIWATT R.F. POWER OVER BROAD X BAND. 
2/8/45 cS: CS3660165 
FEB. 45 
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WX-535 /UP 
INDLUDES UG-39/U OR EQUAL TO COUPLE TO 
t/2" x 1" WAVE GUIDE. PART OF TS-147/UP. 


MX-4635/TPS-1B AN/TPS-18 
INSTALLATION KITs 
CONSISTS OF THE NECESSARY MOUNTINGS AND 
FITTINGS AND TARPAULIN SHELTER FOR IN- 
STALLATION AND OPERATION OF RADIO SET 
AN/TPS-18 IN A 10 WHEELED 2 1/2 TON 
STANDARD CARGO TRUCK. 


RESTRICTED 


2/15 445 

FEB. 45 

WX-472/APS GEN. USE RESTRICTED 
MODIFICATION KIT: SPEC: -688 


A SHORT-TIME-CONSTANT KIT OF PARTS TO 
ENABLE OPERATOR TO CHANGE TIME CONSTANT 
OF VIDEO COUPLING CIRCUIT OF AN/APS~-2, 
AN/APS*3 SERIES AND AN/APS-15. SERIES 
EQUIPMENTS. CONSISTS OF THE FOU.LOWINGS 
ONE 50 MHFD. MICA CONDENSER. ONE .Ot MFD. 
2/19/45 

FEB. 45 


MX-472 /APS 
MICA CONDENSER, OWE 22,000 0.5 WATT RE- 
SISTOR, 1 SPOT 24V RELAY, t SINGLE POLE 
CONNECTOR MALE, 1 SING4.E POLE CONNECTOR 
FEMALE, 1 SPST TOGG4.E SWITCH AND INSTAL-~ 
LATION ACCESSORIES. POWER REQUIREMENTS 
(FOR RELAYY: 24V DC AT O11 AMP. USED 
WITH BUT ROT PART OF AN/APS~-2 SERIES, 
AN/APS-3 SERIES AND AN/APS-35 SERIES. 


MX-474/7aP 

PROBE ASSEMBLY: 

AN OSCILLOSCOPE TEST PROBE CONSISTING OF 
A 44" LENGTH OF RG-62/U CABLE EQUIPPED 
AY ONE END WITH A NAVY TYPE PLUG 49195, 
AT THE OTHER WITH A FIBRE TUBE 1 178" I 
DIAM, BY 2 7/8" CONG FROM WHICH PROJECTS 
A BRASS ALLIGATOR CLIP SURROUNDED BY A 
2/22/45 Cws80-460387 CW380-460434 
FEB. 454 


RUBBER SKIRT. FROM MX-4747AP 
CABLE END OF FIBRE TUBE PROJECTS AN 8* 
CENGTH OF 18 GUAGE. STRANDED WIRE TER- 
MUNATING IN ANOTHER BRASS ALLIGATOR CLIP 
ENCLOSED ALSO tN A RUBBER SKIRT. FIBRE 
TUBE CONTAINS ONE AN-AERO SPEC. RESISTOR 
#RC20BF3959 AND ONE NAVY TYPE 482206. 
OVERALL LENGTH OF PROZE ASSEMBLY, APPROX 
SI". PART OF TS-34A/AP, 


MX-476/APA-16 AN/APA-I6 

ADAPTER KIT: CONFIDENTIAL 
ADAPTER KIT FOR ADAPTING AN/APA-16 FOR 
USE WITH ROCKETS. CONSISTS OF ADAPTER 
UNIT TO-6/APA-16. MOUNTING PLATE 
MT-424/APA-16, ADAPTER PLUG U-47/APA-16 
INTERCONNECTING CABLES AND PLUGS AND AC- 
CESSORIES NECESSARY FOR INCORPORATING 
5/17/45 Cus 
RAY 46 


MX-476 /APA-16 
NECESSARY WERING CHANGES IN CONTROL 
UNIT C-106/APA-16. FIRST PROCURED ON 
CONTRACT NXSa 67703. 


BEARS SOSH 


NAVSHIPS 900,109 


SMARTS BEAST, 
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WX -476(XN-1T)/JAPA*16 ANSAPA-16 

ADAPTER KITs CONFIDENTIAL 
ADAPTER KIT FOR ADAPTING AN/APA-16 FOR 
USE WITH ROCKETS, CONSISTS OF ADAPTER 
UNGT TO-6CXN-1 )/APA-16, MOUNTING PLATE 
HT-424/APA-16, ADAPTER PLUG U-47/APA-16 
INTERCONNECTING CABLES AND PLUGS AND AC- 
CESSORIES NECESSARY FOR INCORPORATING 
2724745) Cas 

BAY 45 


MX~4760XN-1) JAPA-36 
NECESSARY WIRING CHANGES IN CONTROL 
UNIT C-LOS/APA-16, FIRST PROCURED ON 
CONTRACT NXSa 87703. 


MX-493/CPN-6 AN/CPN-6 

ADAPTERS 

USED TO ADAPT ANTENNA ASSEMBLY 
AS-VIEB/CPN-6 TO THREADED ATTACHMENT ON 
TOP OF ANTENNA MAST ASSEMBLY AB-42/CPN-4; 
CONSISTS OF AN INStDE-OUTSIOE THREADED 
NIPPLE WHICH HAS PROVISIONS TO ATTACH 
478" GUY WIRES 120° APART AROUND {TS 


2742045 
MAR. 45 
BX -4937CPR-6 
CIRCUMFERENCE. 
“wx-498/ GEN. USE RE. 9F 


CABLE END SEAL: 

SMALL END TERMINATION FOR RG-63/U OR 
RG-8/U OR EQUIV, CABLE. WATERPROOF. 
BRASS PARTS, PROPERLY GASKETED TO KEEP 
MOISTURE OUT OF CABLE. HAS PROVISION 
FOR CONNECTING TO CENTER CONDUCTOR AND 
BRAID OF CABLE. 

3/14/45 

HAR. 45A 


MX-SOS/APA-16-T1 AN/APA-16-T1 © 
MODIFICATION KIT: CONFIDENTIAL 
A MODIFICATION KIF TO ENABLE THE USE OF 
RADAR TRAINING SET ANSAPA-16-TI WITH 
EITHER RADIO SET AN/APS-3 OR RADAR SET 
AN/APS=4, 


474745 CAOWS #12 
APR. 45 


MX-STO/APS-35 AN/APS-31 

VISOR: 

VISOR, CYLINORICAL 3N SHAPE, FOR USE 
WITH UENDICATOR t0-160/APS-31, SIZE 
APPROX: 3 5/8" DIA. X 1 374" LONG. 


473745 CPR: 
APR. 45A 948A 


CPRS5LO-1558 


MX-SLETSAPS-31 AN/APS-31 

VISOR: 

VISOR, CYLUINORICAL IN SHAPE AT ONE END 
AND ELLIPTICAL #N SHAPE AT THE OTHER 
END. FOR USE WITH ID-162/APS-31. SIZE: 
APPROX. 30 7/8" X 5 3/4" DLA. WIe APPROX 
y LB. 


473045 CPR: 
APR. 45A 948A 


CPRISLO-1535 
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HX-539/U 

wooo: 

RECEPTACLE COVER, STRAIGHT. SIZE: 1* 
LONG X 11716" DIAw3 He He BUGGIE PARTS 
ORWG A235-1; BRASS SHELL SELVER PLATED; 
0.200" CABLE OPENING. THREADS ON BACK- 
END OF UG-226/U RECEPTACLE’ USED TO COU- 
PLE COAXSAL CABLES SUCH AS RG-58/U, 
§73745 

May 45 3306 


NX-ST9/T 
RG-S9/U TO UG-266/U RECEPTACLE. SUPPORTS 
CABLE AND PROVIDES A SURFACE TO SOLDER 
BRAID WIRES. 


Mx1-543/0 
WOOD: 
RECEPTACLE COVER, STRAIGHT. SIZE: 1I* 
LONG X 11/16" DIA. BRASS SHELL SILVER 
PLATED, 23/64" CA3LE OPENING. THREADS ON 
BACK END OF RECEPTACLE UG-266/U. USED TO 
COUPLE COAXIAL. CABLES SUCH AS RADIO FRE- 
QUENCY CABLE RG-8/U, RG-9/U, AND 
6/2/45 
MAY 45A 9306 


GEN. USE 


Mx-543/0 
RG-TT/U TO RECEPTACLE UG-266/U. SUPPORTS 
CABLE AND PROVIDES A SURFACE TO SOLDER 
BRAID WIRES. HH BUGGIE PART/DWG. A-399-2. 


MX-S6L/TPS-18 AM/TPS-18 CS-¥52 
MODIFICATION KITS CONFIDENT#AL 
MODIFICATION KIT tNCLUDING SUITABLE 
DELAY LINES, COHERENT OSCILLATOR, STAGLE 
LOCAL OSCILLATOR, MODULATOR AMD ASSOC- 
HATED ADDITIONAL COMPONENTS FOR MOD- 
(FYING RADIO SET AN/TPS-1B TO PERMIT 
MOVENG TARGET INDICATION (HTT) ON EX- 
6/24/45 

MaY 458 gts 


RAX-S6E1/TPS-18 
USTING INDICATOR. MF°R: WESTERN ELECTRIC 
CO. USED WITH BUT NOT PART OF RADtO SET 
AK/TPS-1B. FIRST PROCURED ON CONTRACT 
MSSr-4644 (WAVY). 


MX -S64/0 RE -€94-403 
ARMOR CLAMPS 

BRASS, SILVER PLATED. CLAMPS ARMOR OF 
RADIO FREQUENCY CABLE RG-10/U WITH TYPE 
"N" AND "HN" IMPROVED CONNECTORS. SIZE? 
0-687" DiA. X O/.771" LONG. USED WITH 
RADIO FREQUENCY PLUG UG-21/U AND OTHER 
{MPROVED TYPE “N" AND "HN" CONNECTORS. 
$729745 


MAY 45 4 9306 
nx-565/GPS RE 69Z 192 
MODIFICATION KIT: RESTRICTED 


ADAPT SCR-575-() FOR USE WITH NAVY MODEL 
SP-IM. INTERCONNECTS RADIO SET 
SCR-575-() WITH NAVY MODEL SP-14, CON- 
SISTS OF 5G SYNCHRO UNIT, GEAR, CONNEC- 
TORS AND CABLES. FIRST PROCURED ON NAVY 
CONTRACT NXsr-95199. KIT TO BE INSTALLED 
$/29/45 Crs 

MAY 45A 986C 


[one | RETIREES 


mx-565/GPS 
ON RADIO SET SCR-575-€) TO ENABLE THE 
TRANSMISSION OF DIRECTION FINDER DATA 
FROM SCR~575-() TO PPI SCOPE OF NAVY 
MODEL SP-tM. 


COMPONENT INDICATOR *%O* 
OSCILLATOR 


MASTER FREQUENCY, AUDIO, BEAT-FREQUENCT 
OR HETERODYNING 


O-17ASQ-1 
OSCILLATOR: CONFIDENTIAL 
SET BOX WHICH ACTS AS DRIVER AND VOLTAGE 
REGULATOR. CONTASNS A VACUUM TUBE OS- 
CILLATOR AND AN ELECTRONIC VOLTAGE 
REGULATOR. SUPPLIES AC AND DC VOLTAGE 

TO AMPLIFIER AM-I7ASQ*1 AND DYNAHOTOR 
UNIT DY-4/ASQ-16 

3/29/43 CLU: 


BN/ASQ-1 


AUG. 43° CLX:2CGOs 


0-2FFRC 
OSCILLATOR: 
COMPRISES A VACUUM TUBE OSCILLATOR WITH 
KEYER TUBE & POWER SUPPLY FOR REMOTE 
KEYING OF RADIO TRANSMITTER T-4/FRC & 
RADIQ TRANSMITTER T-S/FRCe THREE OPERAT- 
ING FREQUENCIES AVAILABLE. POWER SOURCE 
(1S VOLTS, SINGLE PHASE, 50-60 CYCLES. 
32/22/43 CKVs CKYSMX-07169 
Jum. 44 


ANSERT-7 


O-27FRC 
CHASSIS, PANEL MOUNTED, APPROXIMATELY 
19" W, 8" H, AND 10" D; STANDARD 19° 
RACK. 


0-374SQ-3 
OSCILLATOR NFIDENTIAL 
CONSISTS OF OSCILLATORS, FILTERS, AMPLI~ 
FIERS AND FREQUENCY DOUBLERS. FOR USE 
1M 28 VOLT PLANES. 


ANSASQ-3 


3IES4S CH 50-163932 
APR. 43 


0-4/ARC-S AN/ARC-S 

CRYSTAL FREQUENCY RESTRICTED 
GENERATOR: PROVIDES FOR TWO CRYSTALS 
WITHIN THE FREQ RANGE OF 1 TO 40 MC;USEO 
WITH AN/ARC-5 EQUIPMENT FOR TUNING RE- 
CEIVERS, INPUT; 28 V OC. APPROXIMATE 
DIWENSIONS: 6" WIDE, 5” DEEP AND 5” 
HIGH. WEIGHT 2.5 POUNDS. FITS MOUNTING 
7/1/43 cBY:9369 

Jury 43 , 


0-4/ARC-5 
MT-72/ARC~5. 


| RISERS | NIAAA 


O-9/APS-TI 
OSCILLATOR? CONFIDENTIAL 
PROVIDES PROPER "IF" FREQUENCY TO PERMIT 
OPERATION OF EQUIPHENT WITH ASSOCIATED 
UNITS OF RADAR StT AN/APS-2 SERIES. 
AN/APS-3. AND ASO SERIES. MOUNTS IN AND 
tS PaRT OF MD-l4sAPS-Ti, 


ANSAPS-TI 


tas23s43 CEXs 
AUG. 44 


O-TL/MPN-1A AN/MPN-TA 

AURAL SIGNAL UNIT: 

FRONT PANEL AND CHASSIS CONSTRUCTION. 
CONTAINS THE CIRCUITS NECESSARY FOR CON- 
VERTING AZIMUTH DEVIATION OF ENCOMSNG 
PLANES INTO AN AUDIO SIGNAL WHOSE 
CHARACTERISTIC TONE i NDICATES BOTH THE 
DIRECTION & MAGNITUDE OF THE DEVIATION. 
1/5/44 GRRE CRRe A 91810 
mak. 44 


O-TLJIPR-TA 
AUDIO SIGNAL #S APPLIED TO THE COM- 
MUNICATION SYSTEM. DINENSEONS: 19" X 
18 172" X 8 3/4". POWER ENPUTs BT7¥ AC 
& 300V DC. SIMILAR TO BUT WOT INTER- 
CHANGEABLE wilh O-8/HPN-1. 


0-12/UPH-1 
OSCILLATOR: CONFIDENTIAL 
PROVIDES R.F. SIGNAL IN FREQUENCY RANGE 
OF 155 TO 255 MC. INCLUDES PROVISIONS 
FOR ATTENUATING THE R.F. OUTPUT 9 TO 80 
DB. FROM A REFERENCE LEVEL OF 1 VOLT. 
USED FOR TESTING RECEIVER SENSITIVITY 
MUST BE USED WITH SCOPE & MODULATING 
1/24/44 CHC: 

mR, 45 


AN /UPM-{ 


0-12/UPM-{ 
CIRCUITS OF CONSOLE RACK MT-189/UPM-1. 
MOUNTS IM CONSOLE RACK MI-189/UPM-1. 


O-13/UPM-1 
OSCILLATOR: CONFIDENTIAL 
PROVIDES R.F. SIGNAL IN FREQUENCY RANGE 
OF 460 TO 570 HC. INCLUDES PROVISION FOR 
THE ReF. OUTPUT 10 TO 80 OB. FROM A 
REFERENCE LEVEL OF 1 VOLT. USED FOR 
TESTING RECEIVER SENSITIVITY. MUST BE 
USED WITH SCOPE & MODULATING CIRCUITS OF 
t/24/44 CHC: 

MAR. 45 


AN/UPM-{ 


0-13 /UPH-T 
CONSOLE RACK MT-189/UPM-1. MOUNTS 16 
CONSOLE RACK MT-189/UPH-1. 


O-16/ART-13 


OSCILLATOR: RESTRICTED 
Low FREQUENCY OSCILLATOR COVERING THE 
RANGE OF 200 TO 1500 KC. TO BE INSERTED 
tN RADIO TRANSNITTER T-47/ART-33, TO 
PROVIDE. AN ADDITIONAL CHANNEL FOR LOW 
FREQUENCY TRANSMISSION, UTILIZES NECES- 
SARY SWITCHING CIRCUITS, POWER AMPLI- 
2/16/44 

AUG. 44 


AN/ART-13 


MATTOS 


“L seUR | 


CONFIDENTIAL 


NAVSHIPS 900,109 
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O-TE7ART-13 
FIER AND POWER SUPPLY OF THE RADIO 
TRANSMITTER T-47/ART-93 FOR COMPLETE LOW 
FREQUENCY OPERATION. 


O-17/ART-138 ABSART-13 

OSCELLATOR: RESTRICTED 
LOW FREQUENCY OSCILLATOR COVERING THE 
RANGE OF 200 TO GOO KC. TO BE INSERTED 
(N RADIO TRANSMITTER T-47/ART-13 TO PRO- 
VIDE AN ADDITIONAL CHANNEL FOR LOW FREQ. 
OPERATION, UTILIZES NECESSARY SWITCHING 
CIRCUITS POWER AMPLIFIER AND POWER 
2715744 

FEB. 44 


O-t77ERT-t34 
SUPPLY OF THE RADIO TRANSMITTER 
T-47/ART-13 FOR COMPLETE LOW FREQUENCY 
OPERATION. SAME AS OSCILLATOR O-1I6/ART~-35 
EXCEPT THAT JF PROVSDES MORE STABLE 
OPERATION AND COVERS A NARRO@ BAND OF 
FREQUENCIES (200-600KC.). 


« 


0-21/GPS-Tt 
OSCILLATOR: CONFIDENTIAL 
RELAXATION OSCILLATOR AND AMPLIFIER WITH 
BUILT IN RECTIFIER POWER UNIT. PROVIDES 
OUTPUT @F ABOUT 125V¥. AT FREQUENCIES 
FROM 30 TO 170 CYCLES/SEC FOR DRIVING 
THE LINK AIRCRAFT SIMULATOR 
MX-466/GPS-TI. iMPUT S109/1G/60-. 
3/27/44 

DRY 44 


an/cps-tt 


0-21 /GPS-T? 
S6Y. TRANSFORMER MOUNTED ON WIND DRIFT 
ASSEMBLY MX-167/G-TIA FURNISHES POWER. 
CHASSIS 24" 2 5" X 6%. 


O-24/GPS-TlA ANSGPS-TIA CONFIDENTIAL 
OSCILLATOR: 

RELAXATION OSCILLATOR AND AMPLIFIER WITH 
RECTIFIER POWER UNiT. PROVIDES GUTPUT OF 
125V¥. AT FREQUENCY OF 30 TO 110 CPS FOR 
DRIVING THE LINK AIRCRAFT SIMULATOR 
WX-261/GPS-TIA. MOUNTEO ON 8" xX 14% X 3° 
CHASSIS. IMPUT 110¥.78O/60~. 

Thz6144 

JULY 44 


0-26/APS-T2 
OSCILLATOR: CONFIDERTIAL 
PROVIDES 60 MC. ™LF™ FREQUENCY WHICH IS 
MOOULATED 6Y V#DEO SIGMALS IM MODULATOR 
MD-37/APS-T2 TO PERMIT OPERATION MITH 
SCR-717A OR SCR-7173. MOUNTS IM AND IS 
PART OF MD-37/APS-T2. 


AM/APS-T2 


s/ajee EX: 
AUG, 44 


0-30/CPe AN/CPH-6.8.3 
SUPPRESSION GENERATOR CONFIDENTIAL 
UNIT TO PREVENT NEARBY RADARS FROM 
TRIGGERING RADAR BEACON AN/CPN-6,8,5 
AND YU SERIES. RECEIVES SYNCH VOLTAGE 
FROM INTERFERING RADARS CA MAXIMUM OF 
FOUR) AMPLIFIES, INVERTS THIS VOLTAGE 
AND TRIGGERS A MULTIVIGRATOR, REAMP- 
12/18/46 

are. 454 ots 


NAVSHIPS 900,109 


o-30/cP® 
LIFIES THE TRIGGER VOLTAGE AND SUPPLIES 
A POSITIVE OR NEGATIVE SUPPRESSION 
VOLTAGE TO A MAXINUM OF TWO BEACONS. 
StZE APPROX. 10 374" X 18" X 22". MT. 
APPROX. 106 LBS. NRL PROB. S-974~ tN- 
CLUDES SELF CONTAINED RECTIFIER. LNPUT: 
118719/50-2400~ 


O-31/FPN-t  AN/FPM-1 
TRIGGER GENERATOR: 
CONTAINS A TRIGGER GENERATOR CIRCUIT FOR 
SUPPLYING THE NECESSARY SYSTEM TRIGGERS. 
INPUT 115V/10/60~ AND 300¥ OC @ 20 HA 
ANO -102¥ DC @ 5 MA. OUTPUT: 100V NEGA- 
TIVE TRIGGER, 2000. PULSES/SEC;I20¥ POS!I- 
TIVE TRIGGER, 2000 PULSES/SEC; 50V POSI- 
12/20/44 
DEC. 44 


CONFIDENTIAL 


0-31 /FPR-{ 
TIVE TRIGGER, 2000 PMSES/SEC. 


0-35/APS-TS 
CRYSTAL DRIVER: 
ACCEPTS .A PULSE FROM ASSOCIATED RADAR 
WHICH TRIGGERS A 15 BC OSCILLATOR AND 
SENDS OUT A 15 HC PULSE OF APrROX 1 
MICROSEC. DURATION TO THE CRYSTAL CART- 
RIDGE AX-595/APS-TS, ALSO PROVIDES FOR 
BLOCKING SIGNAL TO PREAMPLIFIER CON- 
12/30/44 

Shu. 45 


AN/APS*T3 CORFIDENTI aL 


0-33/APS-T3 
VERTER AN-89/APS-T3 FOR DURATION OF 
TRANSMITTING PULSE, INCLUDES INPUT 
AMPLIFIER, OSCILLATOR, POWER AMPLIFIER 
AND BLOCKING MUR.TIVIGRATOR-CIRCUITS. 
MOUNTS IM CABINET CY-379/APS-T3. 


0-40/APS-4 AR/APS~4 
BEACON TUNING OSCILLATOR: 
AF OSCILLATOR OPERATING AT 70~/SEC. 
SiZ— 6" x 2" x 1". INPUT 150¥ DC AND 
6.3¥ AC. CHASSIS SERVES AS GROUND FOR IN- 
PUT 6 OUTPUT. CONTAINS RELAXATION OSCIL- 
LATOR TO PROVIDE SAW TOOTH VOLTAGE AP- 
PLIED TO BEACON LOCAL OSCiLLATOR REPEL- 
4/28/45 Cw: 
Way 454 


RESTRICTED 


948Ag 


0-s0/xPS-~4 
LER TO PROVIDE FOR SECTOR SWEEP OF BEA- 
CON LOCAL OSCILLATOR FREQUENCY. ALSO 
INCLUDES 4 PIN RECEPTACLE. MOUNTS IN 
AND IS PART OF RT-SA/APS-4 AND 
RT-104/APS-4A. 


COMPONENT EMDICATORS* "OA® 
QPERATING ASSEMBLIES 


OPERATING UNITS MOUNTED 
TOGETHER WOT OTHERWISE COVERED 


ASSIGHID: 
issutp 


OA-TAPS-6-TE AN/APS-6-TY 

RACK - PANEL ASSEMBLY; CONFIDENTIAL 
A RACK AND PANEL ASSEMBLY. WHICH PROVIDES 
HOUSING FOR AND INCLUDES INDICATOR UNIT 
(D-140/7APS-6-TI, ALTITUDE DIFFERENTEAL 
UNIT CM*S/APS-6-T!, FIGHTER SIMULATOR 
POWER UNIT PP-I170/APS~-6-TI, «NTERPHONE 
AMPLIFLER AM-97/APS~-6-TI. ALSO INCLUDES 
WF29745 CATYS 

JAN, 45 


OA-S/APS-6-T1 
JUNCTION BOX, FIGHTER AND TARGET FLIGHT 
INSTRUMENTS, AND "HITS" AND "SHOTS" IN- 
OICATORS. SIZE APPROX 219 X 16" X 72%. 


OA-17/APA~%6-T1 CONFIOENTIAL 
OPERATING ASSEMBLY: 

ASSEMBLY 1S TO BE USED BY STUDENT RADAR 
OPERATOR IN CONJUNCTION WITH RADAR 
TRAINING SET AN/APA-16-T1. CONSISTS OF 
TABLE 20" HIGH WITH 24" SQUARE TOP, A 
MOUNTING FOR INDICATING SCOPE CEITHER 
REPEATER-UNDICATOR ID-19/APS-3 OR IN- 
3/26/45 CAOW: gto 

WAR. 45 


OA-I7/APA-16-T2 
DICATOR ID-11/APS-4). AN INDICATOR AMP- 
LIFIER CEITHER AM-S/APS-4 OR 
AM-SA/APS-4), CONTROL UNIT C-106/APA-16, 
A BUAERO TYPE RL-S INTERPHONE STATION 
AND A "BONER” RELEASE BUTTON. 


OA-27/APS-6-TS AN/APS-6-T5 
RACK ASSEMBLY? 
PLYWOOD, GREEN LOCKER FINISH. SIZE: 

35" X 28" X 21". 
LINK AVIATION DEVICES... MAVY CONTRACT 
h0as-S142, A RACK ASSEMBLY wHICH PRO- 
VIDES HOUSETNG FOR AND INCLUDES ATTITUDE 
CORRECTION UNIT CN~S6/APS-6-T5, 4 SERVO 
5/24/45 CALs ‘CATY 3320162 
JUN. 454 BUAER 


OA-27/4PS-6-TS 
AMPLIFIER AM-93/APS-6-T1, AND JUNCTION 
BOX J-135/APS-6-T5. PART OF RADAR TRAIN- 
ING SET AN/APS-6-T5. 


POLE FITTINGS "PF® 


CABLE HANGERS, CLANP, PRO- 
TECTORS, ETC. 


PF-201/GTC 

PROTECTOR; 

A LIGHTNING PROTECTOR FOR PROTECTION OF 
TELEPHONE EQUIPMENT CONSISTS OF W.E. CO, 
#84 PROTECTOR MOUNTING, 10 WeE. COW 
#84A PROTECTOR MOUNTING, 10 Wie. CO. #26 
ANO 10 M.E. CO. #30 PROTECTOR BLOCKS 


MOUNTED 4M AN FRON BOX FOR POLE MOUNTING, 
9/23/44 


SEPT. 44 


part SAE SEARET Uk 


CONFIDENTIAL 
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PHOTOGRAPHIC ARTECLES *PY* 


CAHERA, PROJECTOR, SENSITORMETER, ETC. 


PH-522/AXT-2  AN/AXT-2 RE T3A86ZA 
CONVERSION UNITS CONFIDENTIAL 
TELEVISION CAMERA WHICH CONVERTS AN 
OPTICAL IMAGE INTO VARIATIONS OF VOLTAGE 
MAGNITUDES WHICH ARE AMPLIFIED AND PASSED 
ON TO THE RADIO TRANSMITTER T-61/AXT-2, 
CONSISTS OF PICK UP TUBE, VIDEO AMPLI- 
FIERS, ELECTRON BEAM DEFLECTION CIRCUITS, 
2/12/44 
SEPT. 44 


; PH-S22 fAXT-2 
A MIGH VOLTAGE GENERATOR CIRCUIT AND 
SYNCHRONIZING SIGNAL GENERATOR CIRCUIT. 
DIMENSION APPROX, 9" X 412" X 20%. WT, 
APPROX. 36 LBS. WAVY DESIGNATION, 
GRV-S9AAE. 


PH-S33/UFA-% &N/UFA-t 

CAMERA: CONFIDENTIAL 
CAMERA tS A STURDY DESIGNED 35 KM. 
DOUBLE FRAME WITH 1000 FT FEED MAGAZINE, 
CONSTRUCTED SO AS TO FEED THE EXPOSED 
FILM DOWNWARD THRU ITS BASE INTO THE 
PROCESSING UNIT PH-534/UFA-1 ON WHICH JT 
1S. MOUNTED. CAMERA 1S ARRANGED FOR CON- 
6/4/44 

May 44 


PH-S33/UFA-t 
TINUOUSLY ROTATING POWER DRIVE DERIVED 
FROM MOTOR DRIVE SYSTEM OF. PROCESSING 
UNIT PH-S34/UFA-1. LENS AXIS 1S HORS- 
ZONTAL. ALSO IMCLUDES A HOOD. 


PH-S34/UFA-1 AN/UFA-1 

PROCESSING UNIT: CONFIDENTIAL 
A RAPID FILH PROCESSING UNIT. 10 CONTIN~ 
UOUSLY DEVELOP, RINSE, RIX, WASH, HARDEN 
AND DRY THE FILM AS IT EMERGES FROM THE 
CAMERA PH-S33/UFA-1 MAKING THE FILM 
AVAILASLE FOR OBSERVATION 1N 2 MIN.AFTER 
EXPOSURE. INCLUDES LIQUID CIRCULATING 
6/4/44 

may 44 


PU-S34/0FA-1 
TUBES AND STORAGE TANKS, PUMPS AND FILA 
MOVING MECHANISM AND A DRYING CHAMBER 
MITH HEATING ELEMENT AND BLOWER, 


PH-535/UFA-1 an /UFa-t 
FILM VIEWER: - CONFIOERTTAL. 
CONSISTS OF 35 MM. SLIDE-FILM PROJECTOR 
EQUIPPED WITH A 300W LIGHT SOURCE. A 
RHEOSTAT TO CONTROL THE BRIGHTNESS. & 
BLOWER. A SUITABLE LENS SYSTEM AND AN 
ARRANGEMENT FOR MOVING THE FILM FREELY 
THRU THE GATE. INCLUDES A TRANSLUCENT 
6/4/44 
maT 44 


665197 O - 45 - 91 


* 


PH-535 /UFA-T 
SCREEN LARGE ENOUGH TO ACCOMODATE A 12” 
PICTURE. INCLUDES A SUITABLE MECHANISM 
FOR MOVING THE FILM THRU THE GATE OF THE 
PROJECTOR, AND A REEL FOR TAKING UP THE 
FILM ORIVER BY A HAND CRANK. 


PH-536/AXS~-t AW/AXS-1 

CONVERSION UNIT: CONFIDENTUAL 
(HAGE ORTHICON CONVERSION UNIT WHICH 
CONVERTS AN OPTICAL IMAGE (SCENE) INTO 
AN ELECTRICAL SIGNAL HAVING A BAND 
EXTENDING FROM 40~ TO 5 MC. SIGNAL §S 
FED INTO AMPLIFIER-CONTROL UNIT 
C-138/AXS-! WHICH IM TURN FEEDS A VIDEO 
6/4/44 
Way 44 


PH-536 /A2S-1 
TRANSMITTER.USEO WHERE SENSITIVITY AND 
NEAR INFRA KED RESPONSE 1S DESIRED. IN- 
CLUOES DEFLECTION, AMPLIFYING, BLANKING 
ANO HIGH VOLTAGE RECTIFIER CIRCUITS, 
INPUT 26V DC AND 250V DC. SIMILAR TO 
NAYY TYPE CRV-59AAG EXCEPT FOR WIDER 
FREQUENCY RANGE AND IMPROVED CIRCUITS 
AND DOES NOT SNCLUDE A SYNCHRONIZING 
GENERATOR. 


PR-S37/AXS-1 AN/AXS~t 

CONVERSION UNIT: CONFIDENTIAL 

4 1/2" ORTHICON CONVERSION UNIT WITH 
HULTIPLIERS WHICH CONVERTS AN OPTICAL 
IMAGE (SCENE) INTO AN ELECTRICAL SIGNAL 
HAVING A BAND EXTENDING FROM 40~ TO 5 MC. 
SIGNAL 1S FED INTO AMPLIFIER-CONTROL 

UNLT C-138/AXS-1 WHICH IN TURN FEEDS A 
5/4/44 

MAY 44 


PR-537/AXS-1 
VIDEO TRANSMITTER. INCLUDES DEFLECTION, 
AMPLIFYING, BLANKING AND HIGH VOLTAGE 
RECTIFIER CIRCUITS. IRPUT 26¥ BC AND 
250V¥ OC. StMILAR TO PH-S36/AXS-1 EXCEPT 
FOR SPECTRAL RESPONSE. SENSITE¥VETY AND 
RESOLVING CAPABILITIES. USED WHERE HIGH 
DEFINITION AND VISUAL SPECTRUM RESPONSE 
tS BESSRED. 


PH-S2B/AXT-2A ANSAXT-2A4 CONFIDENTIAL 
CONVERSION UNITS; 

IMAGE ORTHICON CAMERA UNIT WHICH CON- 
VERTS AN OPTICAL IMAGE (SCEWE) INTO AN 
ELECTRICAL SIGNAL HAVING A BAND wiDTH OF 
FROM 40~ TO 4-5 MC. CONTAINS OSCILLATOR, 
SHAPING, DEFLECTION AND BLANKING ELE- 
MENTS, HIGH AND LOW VOLTAGE REGULATORS, 
9923744 CRY: 

SEPT. 448 


AMPLIFYING CIRCUITS AND PH-S48/AXT-24 
SYNCHRONIZING SIGNAL GENERATOR. BSED 78 
PLACE OF CONVERSION UNIT PH-522/AXT-2 & 
MAVY TYPE UNIT CRY-S9AAG WHERE GREATER 


_ SENSITIVITY AND NEAR INFRA-RED RESPONSE 


1S DESIRED. SIMILAR TO AND MECHANICALLY 
UNTERCHANGEABLE WETH PHS22/AXT*2 (NAVY 
TYPE CRV-S9AAE) AS WELL AS CONVERSION 
UNIT CRV-59AAG. FIRST PROCURED ON CON- 
TRACT NXsa-43385. 


PH-554/UP AM/APS-20 RESTRICTED 
INDICATOR CAMERAS 
USED TO PROVIDE A MEANS OF RECORDING 


+ PPL PICTURES. COISLSTS OF A CAMERA 


MOUNTED ON A "STOVE PLPE™ 14" X.6", IN- 
CLUDES A BOX BUILT ON THE SIDE To HOLD 
CLAMP FOR WATCH, RANGE INDICATOR AND 
DATA PAD. ALSO INCLUDES ILLUMINATION FOR 
12/9/44 
DEC. 44 


CONFIDENTIAL 


ANAT [| ate 


PH-554/UP 
THE WATCH, RANGE TRDICATOR AND DATA PAD, 
DIMENSIONS: 15 31/4" X 9" X 9". WEIGHT: 
Jo LBs. 


COMPONENT IHDICATORS *PP® 
POWER PACKS 


NON-ROTATING MACHINE TYPES SUCH AS 
VIBRATOR PACKS, RECTIFIERS, 
BATTERY CHARGERS, ETC. 


PP-1/FRC AN/ERT~i 

POWER RECTIFIER: 

DUSTPROOF CABINET CONSTRUCTION APPROXI- 
MATELY 30" W, 60" H, AND 30" D, WITH 
FORCED VENTILATION. SUPPLIES ALL POWER 
FOR PLATE. FILAMENT, AND CONTROL CIRCUIT: 
OF RADIO TRANSMITTER T-4/FRC AND T-S/FRC 
AS WELL AS HODULATOR MO-1/FRC. WELL 
6/7/44 

JUR. 44 


PP-t PFRE 
OPERATE FOUR TRANSMITTER UNITS AND ONE 
MODULATOR UNIT SIMULTANEOUSLY. OPERATES 
FROM 230 VOLTS, $0 TO 60 CYCLES, SINGLE 
PHASE SOURCE. IDENTICAL TO POWER RECTI- 
FIER PP-5/FRC. 


PP-4/APQ-2 ANZAPQ-2 

RECTIFIER POWER UNIT: RESTRICTED 
CONSISTS OF THREE RECTIFIER CIRCUITS 
WITH SEPARATE FILTER CIRCUITS waicd SUPH 
PLY INDEPENDENT VOLTAGES TO THE RADIO 
TRANSMITTER T~9/APQ-2. INPUT: 75/80/85Y¥ 
OR 105/115/425V 1% 400 TO 2600 CYCLES 
OUTPUT: 9/250/300HA AT -950/+350/4560 ¥ 
4412743 CGM: 

MOY. 43 


PP-47APQu2 
OC & 5 AMPS AT 6-3 VOLTS AC. CONTAINED 
(IN HALF SIZE "ATR" CHASSIS & COVER. FITS 
MOUNTING BASE sHT-Si/UR. 


PP-S/FRC AN/ERT-4 HXS-~33374 
POWER RECTIFIERS 

SUPPLIES ALL POWER FOR PLATE FILAMENTS & 
CONTROL CIRCUITS OF TRANSMITTERS Fr4/FRC 
AND T-S/FRC AS WELL AS MODULATOR 
MD-i/FRC. WELL OPERATE 4 TRANSMITTER 
UNITS AND | MODULATOR UNIT SIMULTANEOUS - 
LY. OPERATES FROM 230 VOLTS, 50 TO 60 
V2/22743 CK: CKVSNX~-O7168 
sun, 44 


PP-S/FRC 
CPS. SINGLE PHASE SOURCE. HOUSED IM OUST- 
PROOF CABINET APPROXIMATELY 30” W, 60" H, 
AMD 50” D, WITH FORCED VENTILAItOM. 


MAY BE REPLACED BY PP-1/FRC. 


MARAE 
NAVSHIPS 900,109 
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PP-8/CPN-3 AN/CPR-3 RESTRICTED ONITS USE ONE TRANS- PP-12A/APS -3 


POWER SUPPLY: FORMER, THREE -SU4G TUBES & A -6X5G TUBE. 
THESE POWER SUPPLIES ARE REG. BY MEANS OF 


USED AS A HIGH VOLTAGE POWER SUPPLY FOR 
RADIO TRANSMITTER T-8/CPN-3. PROVIDED THREE -VRIOS. ONE -VRISO, ONE -GVGGT, & 
WITH AN INTERNAL AUTO-TRANSFORMER FOR ONE ~GAC7 TUBES, POWER UNIT 1S TO BE 
OPERATION ON 115 OR 230/1/50-70. OUTPUT SUPPLIED WITH 115/1/800-2400 & 26¥ BC 
$45/1/50-70 & $5,000 V DC. #S BUILT INTO 


LOWER PART OF METAL CASE WHICH ALSO Y DC. SIMILAR TO PP-I27APS-3 EXCEPT FOR 
4729043 CPR3358-4456 CPR3358-4456 CINCUIT IMPROVEMENTS TO ENABLE OPERATION 
OCT. 43 AT HIGHER ALTITUDES... 

PP-8/CPH-3 PP-12AH/APS-3 AN/APS-3AM 


RECTIFIER POWER UNIT: RESTRICTED 
CONSISTS OF TwO FULL WAVE RECTIFIERS, 
TWO HALF WAVE RECTIFIERS, & VOLT, REGU~ 
LATOR CIRCUITS. ONE OF THE HALF WAVE 
RECTIFIERS UTILIZES A -2xX2 TUBE & TRANS- 
FORMER TO PROVIDE 4SO00V OC TO THE INDI- 
CATOR CATHODE -RAY TUBES. THE REMAINING 
3/24/45 CPR: CPR: 

MAR, 463 948A 


HOUSES KADIO TRANSMITTER T-8/CPN-3, 


- PS- 
PP-Ba/CPH-3 AN/CPR-3 RECTIFIER UNITS USE ONE PP~12AM/APS~3 


POWER SUPPLY: RESTRICTED 
USED AS A He¥. POWER SUPPLY FOR RADIO 
TRANSHITTER T-8/CPN-3. PROVIDED WITH AN. 
INTERNAL AUTO TRANSFORMER FOR OPERATION 
ON 115 OR 230V/1b/50 TO 7O~. OUTPUT 115/ 
re/s0_70" AMO 14-000, DC. MOUSES f4010 | “4s00¥ 0G. SimiLaR 10 PP-t2A/ars-2 EX- 
= . CEPT FOR CIRCUIT CHANGE IN -t05¥. CIR- 
1/27/44 CPR: 


Jak. 44 cults 


TUBE. THESE POWER SUPPLIES ARE REGULATED 
BY MEANS OF THREE VRIOS, ONE VRI5SO, ONE 
6V6GT, & ONE GAC7 TUBES. POWER UNIT JIS 

TO BE SUPPLIED WITH 815/1/800-2400 & 26V 
DC FURNISHES -255/-105/105/500/425V DC & 


PP-16/APS-6 AN/APS~6 

RECTIFIER POWER UNITS RESTRICTED 
CONTAINS POWER SUPPLY FOR RECEIVER 
AMPLIFIER & CONVERTER PORTION OF TRANS- 
MITTER-CONVERTER UNIT RT-17/APS-6. 
UNPUT: 26 V OC & 4115/1/800-2400. SIZE: 
ONE STANDARD ATR RACK. 


PP-8A/CPN-3 
EXCEPT THERMAL TYPE OVERLOAD IS REPLACED 
BY A MOTOR DRIVEN TIMER AND MAGNETIC 
TYPE RELAY. 


7424/43 SAYS 
BAR. 44 


PP-IGA/APS -6 AN/APS-6 
RECTIFIER POWER UNITS 
CONTAINS POWER SUPPLY FOR RECEIVER 
AMPLIFUER & CONVERTER PORTION OF TRAN- 
MiTTER-CONVERTER UNIT RT-17/APS-6 AND 
RT-32/APS-GA. INPUT: 26 V DC & 
145/1/800-2400. SIZES ONE STANDARD ATR 


PP-tOSAPR-1 ARSAPR-1 

RECTIFIER POWER UNIT? RESTRICTED 
INPUT 80/415 V 1 PHASE 60 TO 2600 CY. 
APPROX. 115 W.PROVIDES THE VARIOUS POWER 
REQUIREMENTS FOR THE ENTIRE EQUIPMENT, 
SuPPLtES 115/250 ¥ DC AT 115/55 MA. RESP. 
AND 6.3 VW AC AT 5 AsMOUNTS ON CHASSIS 


RESTRICTED 


MX-24/APR-t AND CAN BE REMOVED. RACK. SAME AS PP-1G6/APS-6 EXCEPT INCLUDES 
7728/43 CGG3s 3/13/44 CATS 
OCT. 43 Man. 44 


PP-12/APS-3 ANSAPS-3 

RECTIFIER POWER UNIT: RESTRICTED 
CONSISTS OF $40 FULL WAVE RECTIFIERS, TWO 
HALF WAVE RECTIF&ERS, & VOLTAGE REGCULA— 
TOR CIRCUITS. ONE OF THE HALF WAVE REC 
TIFIERS UTILIZES A ~2X2 TUBE *& TRANSFOR- 
MER TO PROVIDE 4500 V DC TO THE INDICATOR 
CATHODE-~RAY TUBES. THE REMAINING RECTIF~ 
5724/43 CPR: CPR35L0-579 

MAY 44 


PP-TGA/KPS -6 


VOLTAGE REGULATOR TUBE AND ASSOCIATED 
CIRCUIT CHANGES. 


FIER UNITS USE ONE TRANS- PP-T2/APS-3 
FORMER, THREE ~SU4G TUBES & A —6X5G TUBE. 
THESE POWER SUPPLIES ARE REGULATEO BY 
MEANS OF THREE -¥R105, ONE -VRISO, ONE 
~6V6CT, & ONE -GAC7 TUBES. THE POWER 

UNIT ¢S TO BE SUPPLIED WITH 11571/800- 
2400 & FURNISHES —~255/-105/105/300/400 V DC INPUT. FIRST PURCHASED UNDER NAVY 
OC AS WELL AS THE 4500 V DC REFERRED TO CONTRACT NOAS-798 TO PROVEDE POWER FOR 
ABOVE. DESIGNED FOR USE WITH MOUNTING 8/5/43 CRF: 

MT-97/aPS-3 SEPT 43 


PP-18/AR AURCRAFT 

VIBRATOR POWER UNIT: 

VIBRATOR WITH 14¥ DC INPUT @ 28V DC OUT- 
PUT (NOMINAL) TO OPERATE 28¥ DC RADIO 
EQUIPMENTS FROM 14¥ DC PRIMARY POWER. 
NOMINAL POWER RATING IS 3.5 AMPS AT 14¥ 


PP-18/aR 


PP STAC RES< 3), sAN/ AES ~ 3% RADIO RECEIVING EQUIPMENT AN/ARN-8. 


RECTIFIER POWER UNITS RESTRICTED 
CONSISTS OF TWO FULL WAVE RECTIFIERS. TWO 
HALF WAVE RECTIFIERS, & VOLT~ REGULATOR 
CIRCUITS. ONE OF THE HALF WAVE RECTIFIERS 
UTILIZES A -2x2 TUBE & TRANSFORMER TO 
PROVIDE 4500¥ DC TO THE INDICATOR CATHODE 
RAY TUBES. THE REMAINING RECTIFIER 
Tt4laa CPRs CPR:SLO-S 


ASSIGNED ASSIGNED: 
ISSUED ssSUED 


FURNSSHES 255/1897159/300/425V OC & 4500 


TRANSFORMER, THREE -5U4G TUBES & A -6X5G 


PP-20/APA-6 AN/APA-6 
RECTIFIER POWER UNIT: RESTRICTED 
INPUT: 100 WATTS AT 105-125 VOLTS SINGLE 


PHASE, 60-2800 CYCLES. MOUNTS ON BACK OF 
WNDICATOR 10-335/APA-6. 


8/27/43 CGC: 
SEPT 43 


PP-20A/APA-6 AW/APA-6 

RECTIFIER POWER UNITS RESTRICTED 
INPUT: 100 WATTS AT EITHER 105-125 OR | 
75-85 VOLTS, SINGLE PHASE, 60-2800 CYCLES 
BY MEANS OF A TAPPED TRANSFORMER. FITS 
ON BACK OF INDICATOR 1D-33/APA-6. 


CANCELLED 
8/27/43 CGG: 
VAH. 44 


PP-28/APA-6X AN/APA-6X 

RECTIFIER POWER ONITS RESTRICTED 
INPUTS 100 WATTS AT EITHER 105-125 OR 
75-85 VOLTS. SINGLE PHASE, 400-2800 
CYCLES BY MEANS OF A TAPPED TRANSFORMER. 
FITS OM BACK OF INDICATOR 1D-33/APA-6. 


8/27/45 CGG: 
SEPT 43 


PP-37/APS-6A AN/APS-6A RE-9O88A 
RECTIFIER POWER UNITS RESTRICTED 
CONTAUNS POWER SUPPLY FOR RECEIVER 
AMPLIFIER & CONVERTER PORTION OF TRANS - 
MITTER-CONVERTER UNIT. 

INPUTS 26 V DC & 135/5/800-2400. SIZE: 
ONE STANDARD ATR RACK, SIMILAR TO 
PP-16/APS-6 EXCEPT FOR CABLE CONNECTIONS. 

10/12/43 CAYS CANCELLED 

MAR, 44 REPLACED BY PP-I6/APS-6 


PP-38/APS-T1 aN/APS-TI 

RECTIFIER POWER UNIT? 
OPERATES ON 105-120/1/50-60 & PROVIDES 
-150 & #300 VOLTS DC (REGULATED); -1200, 
+400. & 5000 VOLTS DC {(NON-REGULATED); & 
6.3 VOLTS AC. ALSO PROVIDES FACILITIES 
TO DISTRIBUTE 24 VOLTS DC TO VARIOUS 
UNITS OF THE EQUIPMENT & PROVEDE THIS 
10/25/43 CEX: 

OCT. 43 


PP-38/APS-T1 
VOLTAGE PLUS 105-120/1/400 TO ASSOCIATED 
UNITS OF RADAR SET AN/APS-2 (ASG) SERIES 
OR AH/APS-3 (ASO) SERIES, MOUNTS IN 
CONSOLE CABINET CY-S9/APS-TI. 


PP-43/APS-3-TT AN/APS-3-Ti RE 9320A 
RECTIFIER POWER UNIT: 

RECTIFIER POWER UNIT WITH SNPUT OF 
Viav/si7600-2400 CYCLES, OUTPUT 
1isv/1/800-2400 CYCLES AND -105V. +105¥, 
+300V¥ REG, +300¥ UNREG., +400V. UNREG. 
DC, PROVIDES FOUR CONNECTORS FOR HIGH 
VOLTAGE TO FOUR INDICATORS 1D-i9/APS°3. 
11/16/43 COL: coL: 

APR. 44 


PP-435 /APS-3-T1 
ALSO CONTAINS CONTROL FOR SUPPLYING REG- 
ULATED VOLTAGE AND 8 FUSE HOLDERS, FOUR 
OF WHICH ARE SPARES. ONE CONNECTOR PRO- 
VIDES ALL THE POWER TO AMPLIFIER 
AK-13/APS-3-Th. 


vata AT HEARTHBER'S SONHAETUANS pars | ANURAGTHAEES | MANHEAP RIERA, 


one | “RATE? | aaa | 


NAVSHIPS 900,109 CONFIDENTIAL 


oeghation 


FIRST ASSIGNED FOR | AMY BRAWING | 


PP-St/APQ-9 AN/APQ-9 

RECTIFIER POWER UNITS RESTRICTED 
THE POWER UNIT USES FOUR SR4GY TUBES TO 
SUPPLY FILANENT AND PLATE POWER FOR THE 
MODULATOR AND PLATE POWER FOR THE OSCIL- 
LATOR. THE POWER INPUT IS 450 WATTS, 
80/115 VOLTS, 400-2600 CYCLES WHICH IS 
TURNED ON AND OFF BY A SWITCH ON THE 
44/26/43 CGH: 

DEC. 43 


PP-ST/APQ-9 
PANEL OF RADAR TRANSMITTER T-3S/APQ-9. 
THES UNIT OCCUPIES & 8/2 ATR UMIT. 


PP-S2/ARR-9 AN/ARR-9 
RECTIFIER POWER UNITS RESTRICTED 
SUPPLIES THE AC AND DC POWER REQUIRED 
FOR RELAY RECEIVER R-S3/ARR-9 AND RANGE 
ENDICATOR ED-45/ARR-9 INPUTS 1IS¥SIO/ 
600-1400 CYCLE FROM RELAY SIGNAL 
SEPARATOR F-9/ARR-9. OUTPUT: I1950¥ OC AT 
0.0005A.. 375V¥ DC, O-066A, 6.3¥ 3.35A AC 
147307435 Cade: 
wov¥. 43 


PP-S27aRR-9 
TO §D-45/ARR-93 I150V DC. O.520A, 3.35A AT 
6.3V AC TO R-535/ARR-9- SIMILAR TO NAVY 
MODEL CJP-20-ASB RECTIFIER POWER UNIT. 


PP-SS/UPT-T1 AM/JUPT-T1 

RECTIFIER POWER UNIT? 
PROVIDES PROPER POWER SUPPLY FOR TRANS- 
MITTER-MODULATOR UNIT T-42/UPT-TI. SNPUT 
350W AT 8O/115V I1-PHASE, 50/60 CYCLES. 
SIZE ONE A-1 STANDARD "ATR" RACK APPROX. 
Te 9/56" % 7 5/8" X 4 77/8", 


18/30/43 CUB: 
WOV. 43 


PP-54/SPA-1 aN/SPA-t 

RECTIFIER POWER UNIT RESTRICTED 
RECTIFIER POWER UNIT: INPUT: 200 WATTS 
AT EITHER 105-125 OR 75-85 VOLTS. SINGLE 
PHASE, 60-2800 CYCLES BY HEANS OF A 
TAPPED TRANSFORMER. FITS ON BACK OF AND 
SUPPLIES POWER TO INDICATOR ID-46/SPA-1. 
SIMILAR TO PP-20A/APA-6 EXCEPT VOLTAGE 
V8 430743 CGG: 

WOoYv. 43 


PP-S4/SPA-1 
REGULATOR CiRCUIT HAS BEEN ADDED. 


PP-57/CPH-3A AN/CPH-3A 

POWER SUPPLY: RESTRICTED 
USED AS A H.V. POWER FOR RADIO TRANS - 
WETTER T-58/CPN-SA PROVIDED WITH AW tH- 
TERNAL AUTO TRANSFORMER FOR OPERATION Ow 
115 08 2350V/1G/50-70~. OUTPUT 115/1/50- 
70 AND 15,000 ¥ DC. MOUSES RADIO TRANS- 
RITLER T-58/CPN-3A AND MODULATOR 
t/27/44 CPR: 


Jan, 44 
MRUARHSEES 


bate 


Tay Aa A Cc Or ee 


Army-Navy Designations 


4-105 


PP-57 /CPN-3A 
MD-21/CPN-3A AND RECTIFIER POWER ORIT 
PP-73/CPN-3A. SIMILAR TO PP-8/CPN-3 & 
PP~8a/CPN-3 EXCEPT HAS WARNING LIGHT AND 
SHORTING BAR TO DISCHARGE OUTPUT CONDEN- 
SER AND INCORPORATES OTHER DESIGM t&R- 
PROVEMEMTS. 


PP-S8/APA-5S ANZAPA*S 

RECTIFIERS RESTRICTED 
CONTAINS POSITIVE & NEGATIVE REGULATED 
VOLTAGE SUPPLIES AND HIGH VOLTAGE 
CATHODE RAY TUBE SUPPLY. USES THE FOLLON- 
iNG TUBE COMPLEMENT: 2 TUBE JAN-2X2, 2 
TUBE JAN-SRAGY, 3 TUBE JAN 6XSGT“G, 2 
TUBE JAN-OCR-BR-10S, 4 TUBE JAN-6¥6G 
2425444 CFNS3500794-1 

MAR. 45 


PP-S87APA-S 
3 TUBE JAN-6AGS, 2 JAN-6C4 AND 2 JAN- 
2050 CONTAINS METER WITH SELECTOR SWETCH 
FOR MEASURING VARIOUS CIRCUIT VOLTAGES. 
StZE 1S APPROX. 10" X 7" X 20", AND MT. 
4S APPROX. 40 18S. PART OF ¢NDECATOR 
EQUIPMENT ANSAPA-5. 


PP-59/MPH-t& AM/MPN-3A 

RECTIFIER POWER UNIT: 

THLS UNIT 1S OF FRONT PANEL AND CHASSIS 
CONSTRUCTION. IT CONTAINS THE CIRCUITS 
SUPPLYING 300-VOLT .ACCURATELY REGULATED 
POWER TO VARIOUS UNITS. POWER INPUTS 
117¥, AC POWER OUTPUT 300 VOLTS DC. 
DIMENSIONS: 19" x 8 3/4" X 18 1/2", 
1/5/44 CBR: CRRIAR9EZ41-1 
Jal. 44 . 


PP-SO7RPM-4A 
SIMILAR TO BUT NUT FRTERCHANGEABCE METH: 
RECTAFSER POWER UNIT PP-22/MPN-{, 


PP-SO/RPU-TA ANSHPR-TA 

RECTIFIFR POWER UNETS 

FRONT PANEL AND CHASSIS CONSTRUCTION, 
CONTAINS THE CIRCUITS SUPPLYING 500¥ Of 
ACCURATELY REGULATED POWER TO VARIOUS 
UNITS. POWER SNPUT 117¥ AC. DIMENSIONS: 
19" x b8 1/2" X 8 3/4". StHILAR TO BUT 
WOT INTERCHANGEABLE WITH PP-24/MPN-1. 


V1S4ad CRs CRRSARSEZ40~1 
Jan. 44 
. 


PP-GISHPN-TA AN/SUPN-1A8 

RECTIFIER POWER UNITS 

FRONT PANEL AND CHASSiS CONSTRUCTION. 
CONTAGNS THE CIRCUITS WECESSARY FOR 
SUPPL ING 4000 VOLT REGULATED POWER TO 
THE CATHODE RAY TUBES OF THE SEARCH IW- 
DICATOR, AZEHUTH INDICATOR, AND ELEVATIOI 
INDICATOR. POWER JNPUT 347¥ AC. 

6/5144 CRR: CRRSARIGZ2359-4 
MOV. 44 


PP-61/NPH-EA 
DIMENSIONS: 19% X¥ 18 t72" X¥ 8B 374" 
SimMtLaAR TO BUT NOT INTERCUANGEABLE wiTH 
RECTIFIER POWER UNIT PP-23/MPX-t. 


CONFIDENTIAL 


AATLRMUN, GENE. [ruse asronen ror | AA RNHG | 


PP-6Z2/RPA-TA AN/WPR-TA 

RECTIFIER POWER OMIT? RESTRICTED 
“THIS UNIT ES OF FRONT PANEL, ANGLE. ANS 
FORMED SHEET CONSTRUCTION. IT CONTAINS 
THE CIRCUITS SUPPLY#NG 15 KV OC. TO THE 
PLATES OF THE MODULATOR TUBES. SéiMtLaR 10 
BUT NOT INTERCHANGEABLE WITH: RECTIFIER 
POWER UNIT PP-26/MPN-}, POWER INPUT 157 
WS s44 CRRSARSE222-1 
JAN. 44 


PR-627/APE-tA 
VOLTS A-C. DIMENSIONS: 19° X 26% X 32%, 


PP-63/APH-5A RN /WPN-TA 

RECTIFIER POWER UNMET: 

THES UNIT 1S OF BOX AND SILELF CONSTRUC- 
TION. IT SUPPLIES THE NECESSARY VOLTAGES 
FOR OPERATION OF THE SCR-522 EQUIPMENT, 
POWER ENPUT: 117 VOLTS A-C. POWER OUT- 
PUT: 13 VOLTS 8-C, -150 VOLTS D-C, 300 
VOLTS D-C. DIMENSIONS: 9" X 16" xX 52", 
4/3/44 CRE: 

JAN. 44 


PP-63 /APN-TA 
SIMILAR TO BUT NOT INTERCHBAGEABLE WITH: 
SIGNAL CORPS TYPE RA-62-B. 


PP-64/MPH-TA  RN/MPH-TA 

RECTEFIER POWER UNIT: 

THIS UNET %S OF PANEL AND CHASSIS CON- 
STRUCTION. $3 SUPPLIES THE PROPER VOLT~ 
AGE FOR OPERATION OF THE TRANSMITTER 
PORTION OF THE RADIO SET SCR-274 
CAN/ARC-5) EQUIPMENT. POWER INPUT: 117-¥ 
A.C. POWER OUTPUT: 24¥. 9.C. 550¥, D.C. 
tf5/4a ORR: 
Jam. 44 


PP-64 /RPN-1K 
DIMENSIONSS 19° X 8 5/4" X 20". SIMILAR 
TO BUT NOT INTERCHANGEABLE WITH 
PP-28/MPM-U. 


PP-6S/RPR-t4 AM/MPH-EA 

RECTIFIER POWER UNITS 

THIS UNIT #S OF PANEL AND CHASS?S CON- 
STRUCTION, IT SUPPLIES THE LOW VOLTAGE 
FOR THE A.T.C. TRANSMITTER. POWER INPUT: 
117V. A.C, POWER OUTPUT: 24¥ D.C. BI- 
MENSIONS: 8 3/4" x 19" xX 28". 


1/5/44 ORR: 
JAM. 44 


PP-GG/APR-TA AN/MPN-1A 


_ RECTIFIER POWER UMITS: 


THIS UNIT 1S OF CHASSIS AND PANEL CON- 
STRUCTION. IT SUPPLIES THE HIGH VOLTAGE 
FOR THE OPERATION OF THE A.T.C. TRANS-~ 
WITTER RADLO TRANSMITTER T-47/ART-25. 
POWER INPUT: 187 VOLTS A-C. POWER OUTPUT 
750 VOLTS D-C, 1050 VOLTS D-C. 

1/5/44 CRA: 

Jam. 44 


SANHIACTUE 


NAVSHIPS 900,109 


4-106 


Army-Navy Designations 
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PP-65/APH-1A 
REMENSIOKS: 19° X 8 3/4% X 20". 


PP-67/HPH-TR  -AN/APH-TA 

NEGATIVE POWER RECTIFIER: 

THIS UNIT IS OF PANEL AND CRASSIS CON- 
STRUCTION. tT CONTAINS THE CIRCUITS 
NECESSARY TO SUPPLY -105 AND ~210¥. B.C. 
WITH VERY ACCURATE REGULATION TO VARIOUS 
UNITS. POWER INPUT: 117¥. A.C. POWER 
OUTPUT -105 & -Z210¥. D.C. DIMENSIONS: 
1/5/44 ORR: CRRLAR96242~-1 
Jan, 44 


PP-67/MPM-18 
19" xX 6 374" X 18 1/2%. SIMILAR YO BUT 
WOT UNTERCHANGEABLE WITHS RECTSFIER 
POWER UNIT PP-25/NPN-1. 


PP-73/CPN-3A AN/CPH-3A 

RECTIFIER POWER UNITS RESTRICTED 
SUPPLIES ALL VOLTAGES FOR MODULATOR 
WO-21/CPN-3A INPUT T15¥/10/50 TO 70~. 
OUTPUTS 1400¥, 600V, 420¥., -t70¥, -840¥ 
ALL OC AND 6.3¥ AC. 


1/27/44 CPR: 
Jan. 44 


PP-79/0R GENERAL USE 

RECTIFIER POWER UNITS 

SUPPLIES POWER FOR OPERATING FREQUENCY 
METER TS-473/UR INPUT 10S-125¥, 10, 5S0- 
60~. OUTPUTS 180¥ DC. & 6.3¥ AC. INCLUDES 
INPUT AND OUTPUT RECEPTACLES. DIMENStOMS 
9" x 9" XS". WT. 18 LBS. FITS IN’ CASE 
CY¥-133/UR WHICH 1S PART OF TS-173/UR. 
3/21/44 

MAR. @4 


PP-83/GPS-Tt AN/GPS-TI 

RECTIFIER POWER UNIT: 

PROVIDES AC AND DC POWER TO SIMULATOR 
UNIT MX-169/GPS-TI INPUT 110V/1b//60~. 
OUTPUT: 300¥ DC. 6.3V AC. AND 36¥. A.C. 
CHASSIS SIZE 23" X 5° X 2", 


3/27/44 
BULY 44 


PP-85/APA-17 AN/APA-U7 
RECTIFIER POWER UNIT: 

SUPPLIES NECESSARY POWER TO AMPLIFIER~ 
INDICATOR 10-80/APA-17, ANTENNA ORIVE 
UNIT PU-29/APA-17 AND DC INJECTOR BOX 
MX-182/APA-17. SNPUT: 115/10/400-2600 & 
26V¥ OC. OUTPUT: 26¥ DC, 115/1%/400-2600, 
250V DC AND 1S500V OC. 

474/44 CANB: 

APR. 44 


PP-8SA/APA-17 AN/APA-U7A 

RECTIFSER POWER UNITS 

SUPPLIES NECESSARY POWER TO AMPLIFIER- 
UNDICATOR 10-807APA-17 OR £0-80A/APA-176 
ANTENNA DRIVE UNIT PU-297APA-17 OR 
PU-29A/APA-17 AND DC INJECTOR BOX 
MX-1T82/APA-17 OR MX-IBZA/APA-17. INPUTS 
1157127400-2600 & 26V DC. OUTPUT: 26V DC, 
4714944 CKBS 
APR. 44 


[pare | 


MBOMAGTHBES | MANHEACTRREEA 


PP-S5ASAPA-17 
118710/400-2600. 250¥ DC AND 1500¥ oC. 
SAKE AS PP-85/APA-17 EXCEPT HAS 
DIFFERENT COMPONENT PARTS. 


PP-S9t/TPS-18 AN/TPS-1B 

RECTIFIER JUNCTION BOX: 

CONSISTS A FRAME TYPE CHASSIS WRICH 1S 
THE TERMINATION FOR ALMOST ALL OF PATCH- 
NG CABLES FROM THE VARIOUS UNITS. ALSO 
PERFORMS THE FUNCTION OF A 500-¥OLT RE- 
GULATED RECTIFIER. RECEPTACLES FOR CON- 
NECTION WITH NAVY TYPE BN JFF EQUIPMENT 
4017/44 CWSX-6EI7IU Cw:B1i-65 8497 
BEC. 44 


PP-9T/TPS-18 
ARE PROVIDED WITH BOX. INPUT $15/3/400~ 
& 270 9c. 


PP-92/SPT-6 AN/SPT-6 

RECTIFIER POWER UNITS RESTRICTED 
SUPPLIES POWER TO RADAR TRANSMITTER 
T+78/SPT-6 INPUT 1ISV/3@/60~. OUTPUT: 
950V DC @ 150 MA, 350¥ OC @ 500 MA, 
28¥ DC @ 2A. 


4/22/44 = CKYs 
APR. 44 


PP-92A/SPT-& AN/SPT-6A 
RECTIFIER POWER UNITS RESTRICTED 
SUPPLIES POWER TO RADAR TRANSMITTER 
T-78/SPT-6 OR T-78A/SPT-6. (NPUT 1ESYS TOS 
60~. OUTPUT: 950¥ DC-@ 150 MA, 350¥ OC 
@ 500 MA, 28¥ DC @ 2A. SIMILAR TO 
PP-92/SPT-6 EXCEPT HAS IMPROVED DESIGN. 


12428744 CKYs 
BEC. 44 


PP-93/CPN-6 AN/CPR-6 

TRANSMITTER POWER SUPPLY? 

MOUNTS IN TRANSMITTER CABINET 
CY-IG9/CPN-6. ZONTAINS THE NECESSARY 
TRANSFORMERS, CAPACITORS REQUIRED TO 
SUPPLY 15 KV TO PLATE OF TRANSMITTER. 
GUPUT 110V/10750-70-, 


4029/44 CCGG: 
APR. 44 


PP-95/AaXT-5 AN/AXT-5 
RECTIFIER POWER UNITS 
SUPPLIES NECESSARY VOLTAGES AND POWER 
TO RADAR RELAY TRANSHITTER T-85/AXT-5S. 
INPUT 6 KW @ 110/10/400-2400 CYCLES AND 
26V DC. OUTPUT 110/16/400-2400~, 26¥ DC, 


&€ 2500. 1250, 525, (3) 350, -90V ALL OC. 
USES (14) 868A AND (1) TYPE 83 RECTIFIER 
6/4/44 
MAY 44 

PP-96/AXT-$ 
TUBES. 


BATES 


NAVSHIPS 900,109 


CONFIDENTIAL 


0.08 AMPERES. THE OUT- 


PP-97/AXS-1 = AN/AXS-1 

RECTIFIER POWER UNIT: 

SUPPLIES ELECTRONIC REGULATED ZS0Y. BC & 
26¥ DC TO CONVERSION UNIT PW-536/RXS-1. 
tMPUT B10¥/1¢/400-2400. 


/4fes 
MAY 44 


P-98/axS-1 an/axs-t 

CTIFIER POWER UNITS 

PPLIES ELECTRONIC REGULATED 2S50¥ DC 

0 26V¥ OC TO CONVERSION UNIT | 
~S37/AXS-1. IWPUT 310V/19/400-2400~. 
MILAR TO PP-97/AXS-1 EXCEPT FOR CON~ 
cToes., 


afus 
1 46 


PP-99/AXS-1 = AR/AXS-t 

RECTIFIER POWER UNITS 
SUPPLIES: 26V DC, 250¥ DC AND thov/te/ 
400-2400~ TO SYNCHRONIZING GENERATOR 
SM-1S/AXS-1. FMPUT 3 10V¥/1@/400-2400~. 


S/ofad 
WAY 44 


PP-106/U GEWERAL USE  @0eg 3347 
RECTIFIER POWER UNIT: 

PORTABLE ELECTRONIC REGULATED TRANSFORM- 
ER POWER SUPPLY, DESIGNED FOR GENERAL 
USE WITH TEST EQUIPMENT. THE INPUT VOLT- 
AGE 11S V A-C t@ FREQUENCY 6@ TO 1200 
c/s. G@UTPUT 41S D-C VOLTAGE FROM 90 
TO 300 ¥YOLTS & CURRENT RANGE OF 0.010 To 
$/25/44 MGs 
FEB. 45 


PP-106/0 

PUT VOLTAGE 1S CONTROLLED BY A POTENTIO= 
METER. A VOLTMETER O-S00 VOLTS D-c IS 
INCLUDED ON FRONT PANEL. THIS UNIT IN- 
CLUDES 2 CABLES TO CONNECT THE POWER 
SUPPLY TO ENTHER THE TS-24/A OR LM SERIES 
TEST EQUIPMENT. THE REGULATION OF DC 
VOLTAGE 1S 12% WITH VARIATIONS IX LINE 
VOLTAGES OF 10%. APPROX. OVERALL SIZE 1S 
6" X 7 27/32" X 9 9/16". APPROX. WT. U6/. 


PP-LI7/GPS-TIiA AN/GPS-TIA CONFIDENTIAL 
RECTIFIER POWER UNIT? 

PROVIDES AC AND OC POWER TO SIMULATOR 
UNIT MX-264/GPS-TiA. SHPUT 110¥710760~. 
OUTPUT 300V. DC AND 6.3V AC AND 28V AC 
CHASSIS SIZE 6% X 14" X 3%. UNIT IS SAME 
AS PP-83/GPS-TI EXCEPT THAT OUTPUT 


(S 28¥ AC INSIEAO OF 36¥ AC AND CHANGES 
7726/44 
JULY 44 


PP-1S7/GPS-Tla 
UN CIRCUIT DESIGN ARE INCORPORATED. 


PP-126/MPN-TA AN/MPH-1A 
RECTIFIER POWER UNIT? 
SUPPLIES POWER TO AZIMUTH INOICATOR 
10~S2/HPN-1A AND ELEVATION INDICATOR 
1D-S3/MPN-1A AND ALL DC OPERATED RELAYS 
UN RADIO SET AN/MPN-1A, INPUT VOLTAGE 
117 VOLTS AT 75 WATTS. OUTPUT VOLTAGE: 
60 VOLTS At .065 AMPS AND 26 VOLTS AT 


Are) CRRSOAR-96903-¢ 
AUG. 44 5 


MUST SAMOA | 


PP-124/HPM-tA 
_ 0.4 AMPS. DIMENSIONS: 15 778" x 19° xX 
8 23732" WEIGHTS 30 LBS. 


PP-126/MPN-1A ANSHPN-TA 

RECTIFSER POWER UNITS 

RECEIVER POWER SUPPLY BUILT OF PAN TYPE 
CONSTRUCTION FOR SUPPLYING RECTIFIED 
POWER TO A TYPE RAX COMMUNICATION RECEI- 
VER. REQUIRES 417 VOLTS, | AMPERE. 50-60 
CYCLES, DELIVERS 160 VOLTS 90 MA DC AND 
26 VOLTS, 0.6 AMPS AC. DIMENSIONS; 

B20 444 

BUG. 44 


PP-126/MPN-TA 
¥2 5/8 X 5" X 3 san WEIGHTS 40 LBS. 


PP-153/GMG-5 = AN/GNQ-5 
RECTIFIER POWER UNITS CONFIDENTIAL 
RIGH VOLTAGE POWER SUPPLY FOR TRANSMIT- 
TER T-119/GMQ-5. OUTPUT 2900 ¥.A. AT 
VISV., SINGLE PHASE. 60 CYCLES. HAS SEP- 
ARATE MOUNTING REMOVEABLE FROM TRANSNIT- 
TER CABENET. THIS UNIT C,PNCELLED, 
2428/45. (NOT REHOVEABLE FROM TRANSNIT- 
T1030744 CFL: 


WAR. 45 
PP-153/GNQ-5 
TER CABENET).« 
PP-155/SPR-2 AN/SPR-2 
RECTIFIER POWER UNIT? RESTRICTED 


INPUT 80/115 V 1 PHASE 60 TO 2600 CY. 
APPROX. 115W. PROVIDES ALL POWER 
REQUIREMENTS FOR RADAR SET AN/SPR-2. 
SUPPLIES 600V¥ DC © 25 MA, 250V DC @ 70MA 
125V 0C @ 70 MA AND 6.3¥ AC AT 5.5 Ay 
MOUNTS ON CHASSIS MX-214/SPR~2 AND CAN 
11/28/44 CGG: 

Nov. 44 


PP-155/SPR-2 
BE REMOVED. SIZE 5% X 12" xX 42", 


PP-1S5A/SPR-2 AN/SPR-2A 
RECTIFIER POWER UNIT: RESTRICTED 
(NPUT BO/I1S ¥ 1 PHASE 60 TO 2600 CY. 
APPROX. 115W. PROVIDES ALL POWER RE- 
QUIREMENTS FOR RADAR SET AN/SPR-2, 
SUPPLIES 600¥ DC @ 25 MA. 250V¥ DC @ 70MA 
125V DC @ 70 MA AND 6.3V AC AT 565 Aw 
MOUNTS ON CHASS#S HX-214/SPR-2 AND CAN 
2715745 CGGs 

FEB. 45 
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m PP-155A/SPR~2 
BE REMOVED. SIZE 3” X 12” X £2". PART 

OF AN/SPR-2A. SIMILAR TO PP=155/SPR*2 
EXCEPT FOR MiNOR DESIGN CHANGES, 


PP-tS7/ART-22 AN/SART-22 RESTRICTED 
RECTCFIER POWER UNITS 

INPUT 415716/400-800~. OUTPUT: 800¥ DC 
@ 220 MA, 400V DC @ 440 MA. UNREGULATED, 
FOSV DC BIAS SUPPLY REGULATED, AND POWER 
FOR FILAMENTS @ 6.3¥ AC. UNIT CONTAINS 
CHOKES AND FILTER CIRCUITS, FOUR SR4GY 
RECTIFIERS AND ONE VRIOS OPERATED BY 
3209744 CAEVS7-E374 

FEB. 45 


REMOTE PP-1S7/ART-22 


SWITCH ON OPERATORS CONSOLE. SIZE 40 378" 


X 9 144" X 32 472" METH SHOCKHOUNT WT. 
40 LBS. 


PP-1S8/ARA-13 ANSARA-13 RESTRICTED 
POWER UNIT 

A POWER UNIT FOR SUPPLYING POWER TO PO- 
WER AMPLIFIER AM-80/ARQ-10, WILL RUN OFF 
INVERTER OF AIR PLANE. SUPPLIES 115 AC 
400-2600 CYCLES AT 21 AMPS., 28V DC AT 
21.5 AMPS, SIZE 3° X 2° X 3". ENPUTS 
V15V74¢/400~. USED WITH BUT NOT PART 
12/9/44 CFIs 

JAN. 45 


PP-45S/ARA-183 
OF ANZARQ-10. PART OF AN/ARA-t3~ 


PP-IGO/SPR-TA AN/SSPR-1A 

RECTIFIER POWER UNITS RESTRICTED 
(NPUT 415V t PHASE 60 TO 2600 CY. 
APPROX. TSW. PROVIDES THE VARIOUS POWER 
REQUIREMENTS FOR THE ENT¢RE EQUIPMENT, 
SUPPLIES t25/250V DC AT 115/55 MA. RESP. 
AND 6.3 V AC AT & A. MOUNTS ON CHASSIS 
MX-24/APR-1 AND CAN BE REMOVED. SAME AS 
12742744 CGG: 

DEC. 44 


PP-160/SPR-1A 
PP-1O0/APR-! EXCEPT INCLUDES 35V TAP 
WHICH ¢S USED TO DRIVE SELENIUM RECTI- 
FIER SUPPLYING 28V DC FOR MOTORS OF 
TUNING UNIT TN-18, 28, 3B /APR-1. NOT 
ENTERCHANGEABLE WITH PP-1O/APR-1, 


PPR162/FPN-1 AN/FPN-1 

RECTIFIER POWER UNITS 

UNIT 1S OF SEPARATE CHASS!S CONSTRUCTION 
AND CONTAINS A REGULATED POWER SUPPLY 
FOR SURPL.YING DC TO BHE ELECTRONIC 
ANTENNA ANGLE FOLLOWER ON THE PRECISION 
INDICATORS. INPUT: II15V/1®/60~. OUTPUT: 
300V DC REGW.ATED @ 280 MA. 


PP-163/FPN-1 AN/FPH-1 
RECTIFIER POWER UNtTs 
THIS UNIT 1S OF FRONT PANEL, ANGLE, AND 
FORMED SHEET CONSTRUCTION. IT CONTACNS 
THE CIRCUITS SUPPLYING 15 KV DC. TO THE 
PLATES OF THE MODULATOR TUBES. SIMILAR 
TOCEXCEPT FOR ADDITLON OF A CONTACT ON 
THE OVERLOAD RELAY TO PROVIDE SELF-RE- 
12719444 CRRe CRRS 
DEC. 44 ! 


RESTRICTED 


PP-163/FPH-t 
SETTING FEATURE)BUT NOT tMTERCHANGEABLE 
WITH RECTE&FtER POWER UNIT PP-62¢MPN-TA. 
POWER INPUT 317 VOLTS A-C. DIMENSIONS: 
y3" X 26" X 22“. 


PP-IG4/APS-T3 ANSAPS-TS 
RECTIFIER POWER UNIT 
(NPUT 115V/16/60~. OUTPUTS #250V DC AND 
~150V DC. SUPPLIES THESE VOLTAGES 10 
PREAMPLEFIER-CONVERTER AN-89 /APS-T3. 
CRYSTAL DRIVER O-33 /APS-T3 AND PULSE 
DELAY UNIT TD-5 /APS-T3, MOUNTS OM CAS- 
(MET CY-379/APS*T3% 
12730744 
DEC. 44 


PP-16S5/APS-T3 AN/APS-T3 

RECTIFIER POWER UNIT 

(INPUTS FISV/1G/60~. OUTPUTS +210V DC 
AND -~210V DC. SUPPLIES THESE VOLTAGE TO 
TILT POTENTIOMETER OF AIRCRAFT SIMULATOR 
SH-4 JAPS-T3 AND TO PREAMPLIFIER~CON- 
VERTER AN~89 /APS-T3. MOUNTS IN CABINET, 
CY-379/APS+T36 

12430744 

DEC. 44 


PP-166/APS-T3 AH/APS-T3 

RECTIFIER POWER UNIT 

(INPUTS SISV/1O/60~. OUTPUTS +1600V DC 
SUPPLIES THIS VOLTAGE TO CRYSTAL DRIVER 
0-33 /APS-T3. MOUNTS IN CABINET 
CY-S79/APS-T36 


12730744 
JAN. 45 


PP-17O/APS-6-TI AN/APS-6-TE 

FIGHTER SIMULATOR POWER 

UNITS CONSISTS OF A CAM DRIVEN POTEN- 
TiOMETER WHICH APPLIES A VOLTAGE ACROSS 
A THYRATRON WHOSE OUTPUT WILL DRIVE MNO- 
TOR OF FIGHTER SIMULATOR SM-8/APS -6-TI 
(N PROPORTION TO tNDICATED ALR SPEtD. 
MOUNTS #N & IS PART OF OA-I/APS-6-TI. 
1729745) «CATYS 

JAN. 45 


PP-170/APS-6T1 
wT APPROX 5 LBS. 


PP-171/UPA~S AN/UPA-5 

RECTIFIER POWER UNIT: 

INPUT: 105(4108), TE7(L102), 130C2108), 
VEBCEIOS. 180CHIOL), F195C4102), 
23004108), 234(+10%) AND 260V t10% /16/ 
47-63 OR 380-S50~. OUTPUT: ALL NECESSARY 
POWER TO VARIOUS UNITS OF AN/UPA~S. SIZE 
APPROX: 27" x 25" X 8", 

1/26/45 

JAN. 45 


12/20/44 

DEC. 44 
RUACHSN? | HANAFI, 
CONFIDENTIAL 


DATE MIVACTNNS | _dRAMHEACTRRER 
NAVSHIPS 900,109 
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PP-176/APX~ AN/APX-7 RESTRICTED 
RECTIFIER POWER UNIT? 

SUPPLIES NECESSARY POWER FOR OPERATION 
OF €0-11S/APX. ALSO INCLUDES MARKER GEN- 
ERATING CIRCUITS AND VIDEO AMPLIFIER 
CIRCUITS AND VIDEO SWITCHING RELAY. §N= 
PUT 80/115V/19/400-2400~ +20-30V DC 
OUTPUT: +1500¥ DC, -1500¥ DC, 300¥ DC, 
2713745 

APR. 454A 918 


PP-T76/APX- 
6~3V AC, MOUNTS ON MT-4147A. BRITISH 
REF. WO. 130K8/1083. 


PP-EBOSAPA-16-TT 

RECTIFIER POWER UNIT: 

POWER SUPPLY; SUPPLIES POWER TO SERVO 
JAMPLEFUER UNGT AM-108/APA-16-T1 PULSE 
SUMULATOR SM-13/A4PA-16-TI OR PULSE SIMU- 
LATOR SN-14/APA-16-TI. #NPUT VOLTAGE: 
1t5¥ AC GO CYCLE. OUTPUT: (1) 60 CYCLE 
6.3V 10 AMPS. (2) ~150Ve AT 0605 AMPS. 
3427745 CAOWS #5 

MAR. 45 


€3)2 +300V. PP-180/APA-86-T8 
AT 0.225 AMPS. MOUNTED ON A CHASSIS 13" 
x17" X 10". 


PP-18U/SART-23 AN/JART*23 SG6LSCREIMOD 
RECTIFSER POWER UNITS 

SUPPLIES POWER TO RADIO TRANSNITTER 
T-U427ART-235. INPUTS 115¥410/400-1200 
CYCLES @ 9A. OUTPUT 145¥/10/400 CYCLES, 
250V¥ DC, 500V DC, AND 1200V DC. INCLUDES 
PROVISLONS FOR ATTACHMENT OF REMOTE ON~ 
OFF SWITCH. SIZES SARC B-2-D. WT. 
3727/45 

APR. 45 


PP-88t/ART-23 
APPROX. 50 LBS. 


PP-183/SPR-1 
RECTIFIER-FILTER UNITS 
POWER LENE FILTER USEO TO FILTER OUT RF 
NOISE FROM POWER LENE AND TO CONVERT 115 
V. AC/I PHASE/60 CYCLES TO 28V DC. HAS 
STUFFING TUZE FOR WF-1/U CABLES AND TWO 
OUTLETS WITH PLUGS FOR WF-I7U. IS FUSED 
FOR AC AND OC. 

, 4/4045 — CGG: cGG: 
APR. 45A 9200 


RESTRICTED 


PP-137/APS-4 AN/APS-4 

RECTIFIER POWER UNITS RESTRICTED 
OUTPUT: 150, 300, 500, -150, -300V DC. 
INPUT: 6.3V AC, 330¥ AC AND 490V AC. 
S1ZE APPROX: 12" X 8" X 5". INCLUDES 
(3) 5U4G. PROVIDES ALL REGULATED ANO UN- 
REGULATED VOLTAGES REQUIRED BY UNITS OF 
AN/APS-4 8 AN/APS*4A EXCEPT FOR TUBES 
4/23/45 Cus 

HAY 45A 948Ag 
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PP-387/KPS~4 
OPERATING WITH VOLTAGES OVER 530V DC. 
PART OF RT-SA/APS-4 AND RT-104/AP5-4A. 


COMPONENT INDICATORS "PU" 
POWER UNITS & MOTORS 


PU-10/t AN/SPT- 42,344 

MOTOR: 

TWO BEARING TYPE WITH A TAPERED SHAFT TO 
PERMIT ATTACHMENT TO GENERATOR G~1/U. 
RATED: 2 HP, $15 VOLTS DC, 3450 RPM, 
50°C RISE. INCLUDES AN ACROSS-THE-LINE 
STARTING SWITCH. MECHANICALLY INTER- 
CHANGEABLE WITH MOTOR PU-I3/U. 

8/31/43 COO: 

DEC. 43 


PU-fosy 
INCLUDES A SUITABLE RADIO NOISE 
SUPPRESSION FILTER. 


PU-1t/U AN/SPT- ,2,3,4 

MOTOR: 

TWO BEARING TYPE WITH A TAPERED SHAFT TO 
PERMIT ATTACHMENT TO GENERATOR G-I/U. 
RATED: 2 HP, 115 AND 230/1/60. 3450 RPMY 
50°C RISE. INCLUDES AN ACROSS -THE -LINE 
STARTING SWITCH. MECHANICALLY INTER- 
CHANGEABLE WITH PU-10/U. 

8/3t443 CDOS 

DEC. 43 


PU-12/T 
MOTOR: 
TWO BEARING TYPE WITH A TAPERED SHAFT TO 
PERMIT ATTACHMENT TO GENERATOR G-2/U. 
RATED: 3 HP, 115 VOLTS DC, 3450 RPH, 
$0°C RISE. INCLUDES AN ACCROSS~THE-LINE 
STARTING SWITCH. MECHANICALLY INTER- 
CHANGEABLE WITH MOTOR PU-15/Use 
8/31/43 CDOs: 

DEC. 43 


AN/SPT = 


PU-12/U 
INCLUDES A SUITABLE RADIO NOISE 
SUPPRESSION FILTER. 


PU-i3/0 AN/SPT-§ 
MOTOR: 

TWO BEARING TYPE WITH A TAPERED SHAFT TO 
PERMIT ATTACHMENT TO GENERATOR G-2/U. 
RATED: 3 HP, 115 AND 2530/41/60, 3450 RPM, 
$0°C RISE. INCLUDES AN ACROSS-THE-LINE 
STARTING SWITCH. MECHANICALLY INTER- 
CHANGEABLE WITH MOTOR PU-I2/U. 
8/31/43 C003 
OEC. 43 


pate | FAHSR'S - | BANHTAPTURA 
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PU-L4/APA-15 AN/APK-18 

ROTARY CONVERTERS 

ENPUTS26 V DC. OUTPUTS: 

100 WATTS AT 115437400. PROVIDES POWER 
FOR TILT STABILIZATION. 


977/43 CPOs 
OCT. 43 


PU-22/MPN-1A AN/MPN-1A 

MOTOR ORIVE WNIT: 

CONSISTS OF A FRAME ASSEMBLY MOUNTING 
TWO 1/4 - HORSEPOWER MOTORS INTERCON~ 
NECTED BY A ¥-GELT DRIVE AND AN OVER- 
RUNNING CLUTCH WITH THE ANTENNA DRIVE. 
POWER INPUT: 117-VOLTS A-C. SIMILAR TO 
BUT NOT INTERCHANGEABLE WITH A PORTION 
1/5/44 RR: CRR3CE2426 
RAR. 44 


PU-22/HPN-1a 
OF SWITCHING UNIS SA-8/MPN-1. PROVIDES 
POWER FOR SCANNING BY THE ANTENNAS AT 
TWO DIFFERENT RATES. 


: 


PU-28/APA-22 AN/APA-22 


MOTOR DRIVE UNIT: RESTRICTED 
DRIVE UNIT CONSISTING OF 1/30 HP. 26¥ DC 
HOIOR, RATED 3600 R.P.M. AND GEAR TRAIN 
WITH OVERALL REDUCTION RATIO OF 18,300 Ti 
1. USED TO SUPPLY POWER TO POWER DIVIDER 
UNIT RF-23/AP, SIZE APPROX. 6 5/8" X 

7 3/16" X 4 5/8". WI. 6 3/4 LBS. 

3/24/44 CAKXs CAKX318-590 
WUN. 44 


PU-29A/APA-17 AN/APA-174 

ANTENNA DRIVE UNITS RESTRICTED 
INCLUDES 26¥ OC MOTOR. 400 TO 2600 CYCLE 
SYNCHRO UNIT, A ROTATING JOENT FOR 
TRANSMISSION OF R.F. FROM ANTENNA 
ASSEMBLY TO RECEIVER AND NECESSARY GEAR- 
tNG FOR DRIVING ANTENNA ASSEMBLY 
AS-108/APA-17 OR AS-108A/APA-17. ALSO 
4/14/44 CKBS 

APR. 44 


PU-29A/APA-17 
TRANSMITS ANTENNA BEARING TO AMPLIFIER 
INDICATOR éD-80/APA-17 OR 20-B80A/APA-17. 
INPUT 115/4197400-2600 AND 26V DC.OSAME 
AS PU-29/APA-17 EXCEPT HAS DIFFERENT 
COMPONENT PARTS. 


PU-238¢APA-17 AN/APA-17 

ANTENNA ORIVE UNIT? RESTRICTED 
INCLUDES 26¥ DC MOTOR. 400 TO 2600 CYCLE 
SYNCHRO UNIT, A ROTATING JOINT FOR 
TRANSMISSION OF RLF. FROM ANTENNA 
ASSEMBLY TO RECE!YER AND NECESSARY GEAR- 
ING FOR DRIVING ANTENNA ASSEMBLY 
AS-LO8/APA-17. ALSO TRANSMITS ANTENNA 
4/4;44  CANBs 

JAN. 45 


PU-29B¢APA-T7 
BEARING TO AMPLIFIER INDICATOR 
1D-B0/APA-17. INPUT 115/1$/400-2600 AND 
26V. DC. SAME AS PU-29/APA-17 EXCEPT HAS 
IMPROVED COUPLING BETHEEN SYNCHRO UNIT 
AND WORM GEAR WHICH DRIVES ANTENNA. 


AVA | SAWCT 
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PU-37/UXR~2 9 AN/UXR-2 

MOTOR GENERATOR SET: 
SUPPLIES POWER TO RADIO RECETVER 
R-90/UXR-2 AND VIEWING MONITOR 
10-86/UXR-2. CONSISTS OF A 810¥/1¢/60— 
MOTOR AND A 350V @ TA AND 28¥ @ 50A 
GENERATOR MADE BY ELECTRIC SPECIALITY CO. 
STAMFORD CONM. OR EQUAL 

6/4/44 

Way 44 


PU-4S/APA-26 AN/APA-26 RESTRICTED 
MOTOR ORIVE UNIT? 
MOTOR DRIVE UNIT CONSISTING OF #730 HLP. 
26¥ OC MOTOR RATED 3600 RPA AND GEAR 
TRAIN WITH OVERALL REDUCTION RATIO OF 
26.700 TO 1. USED TO DRIVE CAM OF POWER 
DIVIDER UNIT RF-25 SAPA-26. SIZE APPROX. 
6 S78" X 7 3/16" X 4 O78". WT. AYPROX. 
G/27744 CAKX: CAKX 524-756 
JUN. 44 


PU-45/APA-26 
6 3/4 18S. 


PU-47/U AN/iPS-2 
ENG "© GENE ZATOR UNITS 
CONS.’ 3 OF GENERATOR UNIT G-6/TPS~9 AMD 
A PORTABLE, 4 CYCLE, 2 CYLINDER, AIR- 
COOLED, 3 HP., GASOLINE ENGINE, CmAMUAL 
CROPE) STARTING, RUNS AT 2000 RPM CON- 
TINUOUS DUTY). ALL MOUNTED SIDE BY SIDE 
ON A TUBULAR STEEL FRAME. THE GENERATOR 
7/14/44 COOSCOM-OTC-1IX CAY20L-7502682 
Oct. 44 G-2 


b0-47/0 
1S DRIVEN BY TWO V-BELTS FROM THE GAS- 
QLINE ENGINE. ALSO INCLUDES WATER-TIGHT 
CANVAS CARRYING BAG. 


PU-SOJAPA-17 ANSAPA-17 RE-034-8758 
MOTOR: 
A DIRECT CURRENT, SELF EXCITED, SHUNT 
WOUHD, 1450 H.P. MOTOR WHICH RUNS AT 
2800 RPM AT 55°C CONTINUOUS DUTY. INPUT 
26 VOLTS OC AT 1.85 AMPS. 


7724/44 = CANB2B75402-D 
AUG. 44 


Cay stt-b-5608 


PU-SOA/APA-17 ANJAPA-17,17A RE-1354-825C 
WOTOR:. . 

A DIRECT CURRENT, SELF EXCITED, SHUNT 
WOUND. 1750 HoP. MOTOR WHICH RUNS AT 
2800 RPM AT 55°C CONTINUOUS DUTY. INPUT 
26 VOLTS DC AT 1-85 AMPS. SIMILAR TO 
PU-SO/APA-17 EXCEPT INCLUOES TWO 500 
HMFD CONDENSERS FOR WOISE SUPPRESSION. 
1718745 

JAN, 45A 


PU-SI/TPS-1B AN/TPS-18 ©CBKS-55097 


POWER UNITS 

A PORTABLE GASOLINE DRIVEN GENERATOR 
WITH AN OUTPUT OF 4.5 KW AT TISY, 

400~, SINGLE PHASE. UNITY POWER FACTOR 

AND 500 WATTS 0C @ 26¥ DC. 

ENGINE IS A HERCULES MODEL ZxB, 4 CYL., 
1800 RPM, VERTICAL. LIQUID COOLED. GAS- 
7/24/44 CQQ2 
WAY 45 


PO-SUsTPS-18 
OLENE TYPE. GENERATOR [S BELT DRIVER AND 
MAY BE READILY ASSEMBLED AND DISASSEM- 
BLED. CAPABLE OF OPERATION STH ESTHER 
STANDARD OK 400 OCTAME FUEL. 


PU-66/0 
POWER UNIT 
CONSISTS OF A CATERPILLAR SERIES D~3400 
DIESEL ENGINE CONNECTED TO A GENERAL 
ELECTRIC OR EQUAL 14 Ki, SINGLE PHASE 
SEPARATELY EXCITED GENERATOR WITH BELT- 
OREVEN EXCITER. THE DIESEL ENGINE JIS 
EQUIPPED WITH A 20 HP GASOLINE START- 
10437744 CRRs 
NOV. 44 


AUSMPH-1A 


PU-66/0B 
tNG ENGINE WHICH IN TURM 1S EQUIPPED 
WaTH ELECTRIC STARTING FACILITIES. 
GENERATOR OUTPUT 1S 14 KW, 16, 60~42~. 
REGULATED J97VtI£, 88% PF, MILL MOUNT ON 
VolEJMPM-1A. 


PU-73IGMQ-5 AN/GHQ-5 
ANTENWHA DRIVE ASSEMBLY: 
Ati ELECTRICALLY POWERED GEAR ANO SUPPORT- 
ING MECHANISM TO POSITION THE ANTENNA 
ARRAY AS~225/GMQ-S THROUGH THE VARIOUS 
AZIMUTH ANGLES REQUIRED. POWER INPUT, 

150 Ved. FROM JISV./1 PHASE/EO CYCLES. 


CONFIDENTIAL 


W2s4s44 = CFLS 
DEC. 44 


PU-76/FPN-1 9 AN/FPN-1 
AZIMUTH ANTENWA DRIVES 
CONSISTS OF AN IMPULSE FORM OF SERVO 
MECHANISM FOR DIRECTING THE AZIMUTH AN- 
TENNA BEAM IN THE DIRECTION OF THE TAR- 
GET. INCLUDES MOTOR, GEAR TRAINS WITH 
LUHST SWITCHES ANDO RELAYS FOR REMOTELY 
CONTROLLING AND REVERSING THE AZIMUTH 
12/20/44 
DEC. 44 


RESTRICTED 


PU-76/FPN-1 
ANTERWA MOTION. ALSO INOLUDES POTENTIO- 
METER FOR TRANSMITTING ANTENNA POSITION 
INFORMATION TO THE PROPER INDICATOR 
SYSTEM. 


PU-77/FPH-t  AN/FPH=1 
ELEVATION ANTENNA DRIVE: 
CONSISTS OF AN INPULSE FORM OF SERVO 
MECHANISM FOR DIRECTING THE ELEVATION 
ANTENNA BEAM IN THE DIRECTION OF THE 
TARGET. THE UNIT INCLUDES A MOTOR, GEAR 
TRAINS WITH LIMIT SWITCHES AND RELAYS 
FOR REMOTELY CONTROLLING AND REVERSING 
12/20/44 
DEC. 44 


RESTRICTED 


PU-77/FPN-1 
THE ELEVATION ANTENNA MOTION. ALSO IR- 
CLUDES A POTENTIOMETER FOR TRANSMITTING 
ANTENNA POSITION !NFORMATION TO THE PRO- 
PER VADICATOR SYSTEM. INPUT 115/1¢/60~, 


FIRST ASSIGNED FOR 


EARS 


Po-83s9 
MOTOR 
MOTOR TO DRIVE BLOWER UNIT OF BLOWER 
ASSEMBLY HD-9/U. INPUT TES5SVS250V/1OF 
SO0-60~. BRITESH REF. NO. LEOKBSIOIS. 


GEM USE 


1443745 «CAYSP/M NY86553 


aPR. 45 ota 
pu-s4ry GEN USE 
ROTOR 


MOTOR TO ORIVE BLOWER UNIT OF BLOKER 
ASSEMBLY HD-9/U, INPUT 1I57180/10/ 
400-500~. BRITISH REF. NO. 110KE1016. 


WS13785 CAYTPIN NY86554 


AvR. 45 918 
PU-Bs/u GEN USE 
MOTOR 


MOTOR TO DRIVE BLOWER UNIT OF BLOWER 
ASSEMBLY HD-9/U. INPUT JS15V DC. 
BRETISH REF. MO. SEOKB/1ONTZ. 


TST3 74S 
APR. 45 sts 


PU-36/U 

MOTOR 

MOTOR TO DRIVE BLOWER UNIT OF BLOWER 
ASSEMBLY HD-9/U. INPUT 230V DC. 
BRITISH REF. NO. S10KB/1018 


ts3745 
RPR. 45 o18 


PU-87/APS-6-TI ANSAPS-6-TI 

MOTOR GENERATOR: 

A MOTOR GENERATOR WHICH FURNISHES POWER 
SUPPLY FOR OPERATION OF THE AN/APS-6 
RADAR SET. AsD.W. OWAN & SONS MOTOR 
GENERATOR TYPE 213-F. MOTOR: POWER INPUT 
220¥ 3 PHASE 6O CYCLE, 5 HP, 1800 RPM. 
GENERATOR 1500 WATT 800 CYCLE SINGLE 
1724745) CATYS 

JAN. 45 


PU-87/APS-6-T{ 
PHASE AND 500 WATTS €@ 28¥ DC AT 2400 
RPA. 


Pu-s88/0 
MOTOR-GENERATOR 
ONAN MOTOR GENERATOR SET CONSISTING OF A 
5 HeP. MOTOR, 1750 RePeMe. 3 PHASE, 60~ 
2207440V, 14/7 A AND A GENERATOR RATED 
AT 25.5¥ DC @ 7 A @ 200 W. AND 2° Kw @ 
195%710/800~ @ (7.4 Aw 


GEN USE 


1731745 
JAN. 45 


PU-S9T/A 
TAPE PULLER? 
TAPE PULLER USED TO DISPENSE "WINDOW" 
MATERIAL FROM YF, VT, OR VSB AIRCRAFT. 
CONSISTS OF 1/10 HP. METER AND GEAR 
ASSEMBLY FOR PULLING TAPES; A MICRO 
SWITCH WHICH CONTROLS INDICATING LIGHT 
LOCATED ON C-285/A CONTROL BOX. POWER 3 
3/24/45 X4-B1-1 


RESTRICED 


APR. 45 


care | ORMNARTWASE® | SANHLATRURMECL 
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PU-93/A 
tNPUT: 28¥ DC AT 5S AMPS. SIZE: 19 8/4" 
X 8" X 4", WEIGHT: APPROX. 15 LBS. 
COLUMBIA AIRCRAFT CORP. NOas 5461, 
MOas 6192. 


PUu-92/79 GEN. USE 

(nVERTERS CONFIDENTIAL 
THIS @NVERTER IS A DC/AC INVERTER WHICH 
OPERATES ON 27.5 PLUS OR MINUS 365 VOLTS 
DC AND GENERATES 115/3/400 AT 250 
VA AT O67 PF. VOLTAGE REGULATION: 115 
PLUS OR MSNUS 3 VOLTS BETWEEN A AND B, 
1S PLUS OR MINUS & VOLTS FOR OTHER TWO 
474445 CPRS CPR25L0~-1557 
APR. 458 9484 


PU-92/0 
PHASES. FREQUENCY REGULATION: PLUS OR 
MINUS 20 CYCLES. SIZE; APPROX. 9 P5716" 
X 6 9/16" X & 4/4", WE. APPROXS 41 Uf/2 
Les. 


PU-95/ASW 

COMPASS MOTOR DRSVE: 
COMPASS MOTOR DRIVE WHICH PROVIDES DRSYE 
NECESSARY FOR ROTATING MAGNETIC COMPASS 
AS USED IN JB-=2 AERCRAFT. CONSISTS OF 
GEARS, CAM, MICRO SWITCH, AND MOTOR. 
OPERATES ON 24V DC AT 1.5 AMPS. SIZE: 
APPROX, 6" X 3" X 3", WEIGHT: APPROX 
afr7 fas 

APR. 45 


CONFIDENTIAL 


PU-95 /ASW 
2 LBS. USED WITH C-296/ASH. 


CONPOMENT INDICATOR *R® 
RADIO RECEIVER 


RADIO RECEIVER, COMPASS UNIT, RESPONSOR, 
COMBINED RECEIVER-INDICATOR, ETC. 


PR-ISARR-# WANSARR-1 

RADIO RECEIVER: CHOMING RESTRICTED 
ADAPTER). FREQ RANGE 234 TO 258 NC. USED 
UN CONNECTION WITH NAVY MODEL RU SERIES 
RADIO RECEIVING EQUIP’ MT TO PROVIDE HOM- 
ING. INCLUDES FOUR TYPE 954 VACUUM TUBES 
ONE. AS A DETECTOR AND THREE AS RF AMPLI- 
FIERS. AN NOMENCLATURE FOR NAVY (-69076) 
V2022742 (CWICCZRICCZED CISESR-990127 
Jake 45 ISSUE 1 


FR-EZARR-F 


TYPE -69076 HOMING ADAPTER. (NAVY MODELS 


ZB-2 & ZB-3) SAME AS NAVY TYPE +69060 
HOHING ADAPTER EXCEPT SUBSTITUTES A 
RECEPTACLE FOR USE WiTH CASSF-50-1 
TRANSHISSION CABLE. 


[oars | MAWEARTHBERS | SAS UNAPTIRETA 
NAVSHIPS 900,109 


Army-Navy Designations 


DEeh ATR 


R°2/ARR-3 
RADIO RECEIVER: RESTRICTED 
AIRBORNE, FM RECEIVER COVERING THE 
FREQUENCY RANGE 67 TO 72 MC.DIAL Catt- 
BRATION 1S COLOR CODED. tNCLUDES 
AUTOMATIC FREQUENCY CONTROL. USED WITH 
AN/CRT-1L, AN/CRI-1A AND AM/CRT-IB. 


AM/ARR-3 


t/te/4s 
AUG. 44 


R-2A/ERR -3 
RADIO RECEIVERS RESTRICTED 
AERBORNE, FM RECEIVER COVERING THE 
FREQUENCY RANGE 62 TO 72 MC. DIAL CALI- 
BRATION IS COLOR CODED. INCLUDES 
AUTOMATiC FREQUENCY CONTROL. SIMILAR TO 
R-2/ARR-3 EXCEPT INCLUDES PROVISIONS FOR 
CONNECTING INTERCOMMUNICATION 

979744 

SEPT. 44 


ANZARR-38 


R-ZASARR -3 
SYSTEM TO RECEIVER, COVERS DIFFERENT 
FREQ. RANGE, DIAL IS MARKED FOR 12 FREQ. 
SETTINGS, AND OUTPUT CIRCUIT §S REVISED 
TO HAVE ONLY 2 OUTPUT JACKS (30082). USED 
WiTH AN/CRT~1, AN/CRE-3A AND AN/CRT-1B. 


BR-3/ARR-2X% 9 PMANSARR-2X 

RADIO RECEIVER: FREQ RANGE RESTRICTED 
234 TO 258 MC. INCLUDES CIRCUITS WHICH 
PERMIT 6 CHANNEL OPERATION OF MODULATED 
SIGNAL WITHIN THE RANGE 540 TO 830 KC 
WHEN DOUBLE MODULATED A¥,A2, OR AZ. IN- 
CLUDES €7) 9001463) 12A6,(3) EAKS VACUUM 
TUBES. INPUT 14 VOLTS, 2.8 AMPS DC, AND 
W725743 (CWC CZRD CWSESXX-930425 
MAR. 45 ES4x-990185 


FR-3SARR-2X 


250 VOLTS, 60 MADC. SAME AS *®R-4/ARR-2 
EXCEPT FOR INPUT RATING. 
REPLACED BY *R-SAJARR-26 


€-46396) 


WR-SA/ARR-2X WAN/ARR-2X RESTRICTED 
RADIO RECEIVER: FREQ RANGE 

234 TO 258 MC. INCLUDES CIRCUITS WHICH 
PERMIT 6 CHANNEL OPERATION OF MODULATED 
SIGKAL WITHIN THE RANGE 540 TO 830 KC 
WHEN DOUBLE MODULATED At,A2, OR A3, IN- 
CLUDES (7) 9001.¢1) 12A6 (3) GAKS VACUUM 
TUBES.tNPUT 14 VOLTS. 3.3 AMPS DC. AND 
3/11444 (CWIBO-3¥76/-3 CwSESXX-990185 
BAR. 45 ES4x-990425 


BR-SA/ARR-2X 
250 VOLTS. 60 MADC. SAME AS &R-4A/ARR-2 
EXCEPT FOR INPUT RATING AND SAME AS 
WR-S/ARR-2X EXCEPT INCORPORATES ANTI- 
BLOCKING CIRCUIT, RADIATION FILTER FOR 
LOCAL OSCILLATOR AND HAS A LARGER FILTER 
CAPACITOR TO PREVENT RADIATION TO NEARBY 
RECCIVERS. REPLACES &R-3/ARR-2X. 


FR4/ARR-2 FANTARR -2 

RADIO RECEIVER: FREQ RANGE RESTRICTED 
234 TO 258 MC. INCLUDES CIRCUITS WHICH 
PERMIT 6-CHANNEL OPERATION OF MODULATED 
SIGNAL WITHIN RANGE 540 TO 830 KC WHEN 
DOUBLE MODULATED BY A1,A2, OR A3Se IN= 


CLUDES (7) 9001,¢1) 12A6,. (3) GAKS VACUU 


TUBES. INPUT 28 VOLTS, 1.6 AMPS AND 250 
1425743) CW: Cu sESXX-95942 
BAR. 45 0-152347 


ESXX-9901 89 assignen 
ISSUED 


FIRST ASSIGNED FOR | WAML GRAYING HALA [ruse ASSIGNED FoR | oWAMERRAWING, | 


#R-4/SARR-2 


VOLTS, 60 MADC. SAME AS *R-3/ARR-2% 
EXCEPT FOR INPUT RATING. 
REPLACED. BY *R-4A/ARR-26 


BR- GASARR~-2 BAN/ARR-Z RESTRICTED 
RADIO RECEIVER? FREQ RANGE 

234 TO 258 MC.INCLUDES CIRCUITS WHICH 
PERMIT 6-CHANNEL OPERATION OF MODULATED 
SIGNAL WITHIN RANGE §40 TO830 KC WHEN 
DOUBLE MODULATED BY A1.,A2, OR A3. IN- 
CLUDES €7) 9001,¢C1) 12A6, (5) GAKS 
VACCUM TUZES, INPUT 28 VOLTS, 1.6 AMPS & 
3/14/44 CCW) D-152445 CWSESXX-990185 
MAR. 45 ESXxX-990425 


AR-4A/ARR-2 
250 VOLTS, 60 MAOC. SAME AS WR-3SA/ARR-2X 
EXCEPTFORINPUT RATING AND SAME AS 
BR-4/ARR-2 EXCEPT INCORPORATES ANTI- 
BLOCKING CIRCUIT.RADIATION FILTER FOR 
LOCAL OSCILLATOR AND HAS A LARGER FILTER 
CAPACITOR TO PREVENT RADIATION TO NEARBY 
RECEIVERS. REPLACES &R-4/ARR-2. 


R-6/CPN-3 
RADIO RECEIVER: CONFIDENTIAL 
A SUPERHETRODYNE RECEIVER OF PANEL TYPE, 
INCLUDES AN INTERNAL POWER SUPPLY TO 
PERMIT OPERATION FROM 115-130/1/50-70. 
WILL OPERATE WITH AIRBORNE EQUIPMENTS 
SCR~S17-B, SCR-Si7-C, SCR-717-A, 
SCR-717-B. 

244043 
SEPT 43 


AR/CPH-1,3 


R-7FAPSH2 ANSAPS-2 
RECEIVER-INDICATOR CONFIDENTIAL 
@NPUT FREQUENCY 30 MC. INDICATOR CALI- 
BRATION (CONCENTRIC CIRCLES) ARE ADJUST- 
ABLE BY RANGE SWITCH FOR O TO S. 0 TO 20 
0 TO 50 & O TO *100 NAUTICAL MILES. DI- 
RECTION tS INDICATED BY DIRECTION OF 
IMAGE FROM CENTER OF THE TUBE; IS CENTRAL 
2716043 
MAY 43 “MARKED 90 


EQUIPT. CONTROL. PROVIDES R~7/APS—2 

29 MICROSEC. TRANS. TRIGGER PULSE AT HALF 
AMPLITUDE, 120 +20V WiTW LEADING EDGE TO 
FULL AMP. IN 3 MICROSEC. FREQ: 650/325 
CPS FOR SEARCH/BEACON, 3 MICROSEC “IFF™ 
PULSE, STARTS WITH TRICCER PULSE OF SAME 
RATE, PROVIDES FOR EXTERNAL 2V VIDEO SIC 
NAL, & “IFF" TiminG PULSE FOR THIS PUR- 
POSES INPUT:115/1/400-2400 & 24 VOLTS DC 
INTERCHANGEABLE WITN NAVY. TYPE -46A8T. 


R-S/ARN-8 ANCARN-S RE 138 6728 
RADIO RECEIVER CONFIDENTIAL 
FREQ: 75 MC} OUTPUT: 50 MILLIWATTS MAX; 
SENSSTIVEITYs 450 MICROVOLTS FOR 10 MW; 
PROVIDES OUTPUT FOR TWO AUDIO GHANNELS & 
ONE sNDICATOR 10-47AR, USED WITH MOUNTING 
MT-2S/AQN~8, USED WITH BC-902A ANO OTHER 
STANDARO 75 MC BEACON TRANSMITTERS. 
3713743 COE2MBA (REC.) CDE:C1300 REV O 
MAY 43 


BR-O/APH-4 WANSAPN-4 

RADIO RECEIVERS CONFIDENTIAL 
RADAR RECEIVER CONTAINING NECESSARY CIR 
CUTS AND COMPONENTS FOR RECEIVING AND 
AMPLIFYING TRANSMISSIONS FROM RADIO SET 
SCR-623-C€). "AN" DESIGNATION FOR RADIO 
RECEIVER BC-1872-0). 


3724443 CPR: 
SEPT 43 


pare | MaeGnes | Se NHTACTUNER 
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BR-9A/APN-4 BAN SAPN-4 

RADIO RECEIVERS CONFIDENTIAL 
RADIO RECEIVER CONTAINING NECESSARY 
CIRCUITS & COMPONENTS FOR RECEIVING AND 
AMPLIFYING TRANSMISSIONS FROM RADIO-SET 
SCR-623-C€). MECHANICALLY & ELECTRICALLY 
INTERCHANGEABLE WITH RADIO RECEIVER 
BR-9/APN-4, BUT BAND WIDTH AND FREQUENCY 
B2sT1 743 CPRS 

pet. 43 


BR-IASAPN-4 
COVERAGE OF THE CHANNELS OF THE TWO RE- 
CEIVERS ARE DIFFERENT, APPROXIMATE Dt- 
MENSIONS ARES 19-372" X 9" X 7-77/8"3 
25-h42 LBS. 


R-1ICPN-3 AN/CPN-3 
RADIO RECEIVER: 

A SUPER HETROOYNE RECEIVER OF THE PANEL 
TYPE. INCLUDES AN INTERNAL POWER SUPPLY 
FOR OPERATION ON 115/1/50-70. WILL OP- 
ERATE. WITH AIRBORNE EQUIPMENT, RADIO 
SETS SCR-517-8, SCR-S1I7-C, SCR-7I7-A, 
AND SCR-717-B6. 

419143 CPR2358-4067 

SEPT 43 


CONFIDENTIAL 


R-1LA/CPN-3 AN/CPN-3 
RADIO RECEIVER: CONFIDERTIAL 
A SUPER HETERODYNE RECEIVER OF THE PANEL 
TYPE WITH A DOUBLE INJECTION MIXER 
CAVITY. INCLUDES AN INTERNAL POWER 
SUPPLY FOR OPERATION ON 115/10/50-70~. 
WILL OPERATE WITH A(RBORNE EQUIPMENT, 
RADIO SETS SCR 517-8, SCR 517-Cy 

1/27/44 CPR: 

JAN. 44 


R-11A/CPN-3 
SCR 717-A, SCR 7178, AND AN/APS-2 SERIES 
EQUIPMENT. SAME AS RADIO RECEIVER 
R-t1/CPN-3 EXCEPT INCLUDES DOUBLE. IN- 
JECTION MIXER CAVITY INSTEAD OF SINGLE 
AND OTHER DESIGN IMPROVEMENTS. 


R-16/APS-15 ANSAPS-15 CONFIDENTIAL 
RECEIVER= INDICATOR 

INPUT 30MC. "PPI" IMDICATION FOR 5, 204 
50 AND 100 NAUTICAL MILES. 
TRANSHITS TRIGGER PULSE 20 MICROSEC AT 
HALF AMPLITUDE 120420 V WITH LEADING 
EDGE TO FULL AMPLITUDE IN 3 HICROSEC. 
FREQ: 6SQ/ADJUSTABLE 300 TO 325 CPS FOR 
5/15/43 CPRE 

JAM. 44 


SEARCH/SEACON. PROVISION R-16/APS-15 
FOR SYNCHRONIZING FROM RANGE UNIF AT 
3155/4336 CPS. "IFF"™ PULSE STARTS miTH 
TRANSMITTER PULSE. PROVIDES FOR EXTERNAL 
2V VIDEO SIGNAL, INPUT 115/1/400-2400 & 
26 ¥ DC. SIMILAR TO R-30/APS-2C EXCEPT 
INCLUDES RECEIVER STRIP OF R-U8/APS-3 TO 
PROVIDE AFC & INCLUDES RECEPTACLE FOR 
RANGE UNIT & CONTROL CHANGES. FITS 
HT-124/APS-15 OR HMT-I32/APS-2. 


R-18SAPS-3 AN/APS-3 
RECEIVER~AMPLIFIER CONFIDENTIAL 
CONSISTS OF TWO SELF CONTAINED 


SECTIONS. ONE SECTION HOUSES THE RECEIVER 
& Arc CIRCUITS. iT 1S BUILT UP ON A SEP 
ARATE SUB BASE MOUNTED WITHIN THE AMPLi- 
FIER HOUSING, & ATTACHED BY MEANS OF 
CONNECTORS TO THE MAIN UNIT. PROVISION 
6/24/43 CFR: CPR25L0-578 
wAt 44 


DES FIRST ASSIGNED FOR [ arana | 


FOR IFF MAS ALSO BEEW R-18/APS-3 
INCLUDED. DESIGNED FOR USE WITH MOUNTING 
MT-97/APS-3 INPUT2115/17400-2400, 
~4257~255/-105/24/105/300/400 V OC. 
OUTPUT: 115/1/800-2400, 2471057300 V DC 
PLUS PULSES & VIDEO SIGNALS. 


R-I8A/APS-3 AN/APS-3A 

RECEIVER -AMPLIFIER: CONFIDENTIAL 
CONSISTS OF TWO SELF CONTAINED SECTIONS. 
ONE SECTION HOUSES THE RECEIVER & AFC 
CIRCUITS. IT IS BUILT UP ON A SEPARATE 
SUB BASE MOUNTED WITHIN THE AMPLIFIER 
HOUSING, & ATTACHED BY MEANS OF CON- 
NECTORS TO THE HAIN UNIT. PROVISION OF 
TI4l4a CPR: CPR:5LO-578 
JULY 44 


R-TBASAPS -3 
[FF HAS ALSO BEEN INCLUDED. DESIGNED FOR 
USE WITH MOUNTING AT-97/APS-3 INPUT? 
115717400-2400, 4257-255/7-105/24/105/300 
74004 DC. OUTPUT: 11571/800-2400, 24/105 
4300V¥ DC PLUS PULSES & VIDEO SIGNALS. 
SIMILAR TO R-18/APS~-35 EXCEPT FOR CIRCUIT 
DESIGN IMPROVEMENTS AND ADDITIONAL RE~ 
LAY & CABLING FOR SWEEP EXPANSION, 


R-18AM/APS-3  AN/APS-3AR 
RECEIVER=ANPLIFIER: CONFIDENTIAL 
CONSISTS OF TWO SELF CONTAINED SECTIONS. 
ONE SECTION HOUSES THE RECEIVER & AFC 
CIRCUITS. tT 1S BUILT UP ON A SEPARATE 

SUB BASE MOUNTED WITHIN THE AMPLIFIER 
HOUSING, & ATTACHED BY MEANS OF CON- 
HECTORS TO THE HAIN UNIT. PROVISION OF 
V2s1g9 saa 
DEC. 44 


R-T8AMSAPS-3 
1FF HAS ALSO BEEN LtNCLUDED. DESIGNED FOR 
USE WITH MOUNTING MT-97/APS-3 INPUT: 
415/0/400-2400, 425/-255/-105/24/105/300 
2400V OC. OUTFuT: 11571/800-2400, 24/105 
4300¥ DC PLUS PULSES & VIDEO SIGNALS. 
SIMILAR TO R-18A/APS-3 EXCEPT FOR CIRCUIT 
CHANGES FOR WIDE BAND OPERATION. 


R-V9ASTRC-1 AN/TRC-1A RESTRICTED 
RADIO RECEIVER: FREQ. MOD.SPEC. 271-3010 
RADIO RECEIVER, CRYSTAL CONTROLLED ON ANY 
SINGLE PRESET FREQ. IN THE BAND 70 TO 10¢ 
MC. WITH 200 KC SEPARATION. FREQ. CHANGE 
ACCOMPLISHED BY CHANGING CRYSTAL & RE- 
TUNING, AUDIO BAND WIDTH 200 TO 3000~ 
SYSTEM CONTROL, OR 200 TO 12,000 CYCLES 
W71744 
JUN, 44 


FOR OPERATION. SELECTED R-19A/TRO-1 


BY PANEL SWITCH. OPERATES FROM 315/230 
VOLTS. 60 CYCLES POWER SUPPLY. CONTAINS 
TRANSFORMERS. FILTER TUBES, & RECTIFIERS 
NECESSARY TO CONVERT PRIMARY POWER TO 

. OPERATING VOLTAGES. MAY BE USED WITH 
MULTI-CHANNEL OR TWO WAY PUSH-TO-TALK 
RADIO LINK CIRCUIT. OVER ALL DIMENSIONS 
46" LONG X FI" HIGH X 7" WIDE. SHOCK 
MOUNTED IN WOODEN CHEST. 


R-20/ARC-5  AN/ARC-5 é 

RADIO RECEIVER: RESTRICTED 
FREQ RANGE: 1.5 TO 3MC; FOR Al, A2, A3 
RECEPTION. FOR USE WITH 28 V DC PLUG IN 
DYNANOTOR *DY-2/ARR-2. FITS MOUNTING 
RACKS CREC) MT-63/ARC-5 ETC., OF 
AN/ARC-5 EQUIPMENT. SAME AS R-25/ARC-5 
EXCEPY DOES NOT INCLUDE AVC CIRCUITS. 
741743 CBY:5005 CBY:7390-3-A 
JULY 43 


ASSIGHED 
ISSUED 


R-Z0/KRC~S 
*AN™ DESIGNATION FOR NAVY TYPE -46104. 


R-21 /ARC-5 
RADIO RECEIVER: RESTRICTED 
FREQ RANGES 3 TO 6MC; FOR Al, A2, AS 
RECEPTION. FOR USt WITH 28 V DC PLUG-IR 
DYNAMOTOR *DY-2/ARR=2. FITS MOUNTING 
RACKS  CREC) MT-63/ARC-5 ETC. OF 
AN/ARC-5 EQUIPMENT. SAME AS R-26/ARC-5 
EXCEPT DOES NOT INCLUDE AVC CIRCUIT. 
7/4/43 CBY:5006 CBY27390-3-A 
JULY 43 C8Y:5006-4-8 


AN/ARC-S 


R-Z1/ARC-5 
"AN" DESIGNATION FOR NAVY TYPE 46105. 


R-22 /ARC-5 
RADIO RECEIVER: RESTRICTED 
FREQ RANGE: 6 TO 9.1 MC FOR Aly A2, AS 
RECEPTION. FOR USE WITH 28 V DC PLUG-I@ 
DYNAMOTOR *DY-2/ARR-2. FITS MOUNTING 
RACK (REC) MT-63/ARC-5 ETC OF AN/ARC-S 
EQUIPMENT. SAME AS R-27/ARC-5 EXCEPT 
DOES NOT §NCLUDE AVC CIRCUIT. “AN" 


AN/ARC=5 


2/1/43. CBY;5002 CBY:7390-5-A 
JULY 43 CBY:35007-4-C 
R-22/ARC-5 


DESIGNATION FOR NAVY TYPE 46106. 


R-23/ARC-5 
RADIO RECEIVER: RESTRICTED 
FREQ RANGE: 0.19 TO 0.55 MC. FOR AT, A2, 
AZ RECEPTION, INCLUDES ANTENNA LOOP 
SWITCH AND CIRCUITS FOR MVC AND AYC. FOR 
USE WITH 28 V DC PLUG-IN DYNAMOTOR 
*OY-2/ARR-2. FITS MOUNTING RACKS CREC) 
MT-63/ARC-S ETC. OF AN/ARC-5 EQUIPMENT. 
7/1/43 CBr; 

JULY 43 


AN/ARC-5 


R~-23/ARC-5 
SAME AS NAVY TYPE -46102 EXCEPT INCLUDES 
AVC CIRCUIT. SAME AS -46129 EXCEPT IN- 
CLUDES ANTENNA LOOP SWITCH AND AVC 
CiRCulT. 


R-23A/ARC-5 = AN/ARC-6 

RADIO RECEIVER: RESTRICTED 
FREQ RANGE: 0.39 TO 0.55 MC, FOR Aly A2y 
A3 RECEPTION, INCLUDES ANTENNA LOOP 
SWITCH AND CIRCUITS FOR MVC AND AVC. FOR 
USE WITH 28V DC PLUG-IN DYNAMOTOR 
*#DY-2/ARR-2. FITS MOUNTING RACKS CREC) 
MT-63/ARC-S ETC. OF AN/ARC-S EQUIPHENT. 
2/9/45 CBYs 

FEB, 45A 


[ 
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R-Z3R/ARC-S R-27/aRC-5 
INCLUDES AVC CIRCUIT. 
SANE AS -46129 EXCEPT tt- 
CLUDES ANTENNA LOOP SWITCH AND AVC CIR- 
CUIT AND MODIFIED FOR INCREASED POWER 
OUTPUT BEFORE AVC ACTION. SIMILAR TO 
R-23/ARC-S EXCEPT FOR CIRCUIT IMPROVE- 
MENTS. 


R-28/ERC-5 
RADIO RECEIVER RESTRICTED 


R-24/ARC-5 
RADIO RECEIVER: RESTRICTED 
FREQ RANGE: 0452 TO 1.5 MC; FOR At, A2, FREQ RANGE: 100 TO $56 MC. FOUR CRYSTAL 
A3 RECEPTION. INCLUDES ANTENNA LOOP CONTROLLED CHANNELS; FOR A2. AS RECEP- 
SWITCH AND CIRCUITS FOR MVC AND AVC. FOR TION; INCLUDES CIRCUITS FOR MVC AND AVC. 
USE WITH 28 V DC PLUG IN DYNANOTOR FOR ySE WITH 28 Y DC PLUG IN DYNAMOTOR 
#0Y-2/ARR-2. FITS MOUNTING RACKS (REC) #2Y-2/ARR-2, FITS MOUNTING RACKS (REC) 
MT-63/ARC-S OF AN/ARC-5 EQUIPMENT. SAME MI-GS/ARC-& ETC. OF AN/ARC-5 EQUSPHENT. 


AN/ARC-S KASRRC-5 


2/4/43 CBY: 7/V/as Cas 
aucy 43 JULY 43 

R-24/aRC-8 R-28/ARC-S 
AS WAVY TYPE -46103 EXCEPT INCLUDES SAME AS 3C-942A."AN" DESIGNATION FOR 


ANTENNA LOOP SWITCH, SAME AS -46145 
EXCEPT INCLUDES ANTENNA LOOP SWITCH AND 
avc-CiRCulT 


BC-942a. 


R~29/APS-26 ANSAPS-2C6 
RECEIVER—INDICATOR CONFIDENTIAL 
INPUT: 30 MC. PROVIDES MASTER CONTROL OF 
EQUIPMENT. INDICATOR ADJUSTABLE FOR 6.20, 
$0, & 100 (MARKED 90) NAUTICAL MILES. 
DIREGTION INDICATED SY POSITION OF IMAGE 
WITH RESPECT TO CENTER OF TUBE. PROVIDES 
TRANS. TRIGGER PULSE OF 20 MICROSEC» AT 


R-25/ARC-5 
‘RADIO RECEIVER: RESTRICTED 
FREQ RANGE: 1.5 TO 3 MC FOR Al, A2, AS 
RECEPTION, INCLUDES CIRCUITS FOR MYC AND 
AVC. FOR USE WITH 28 V DC PLUG IN DYNA- 
MOTOR *0Y-2/ARR-2. FITS MOUNTING RACKS 
(REC) MT-65/ARC-5 ETC. OF AN/ARC=5 
EQUIPMENT. SAME AS R=20/ARC-5 EXCEPT 


AN /ARC-5 


7/t/43— cBY Alon SERS 
JuLy 43 - 
B-25/aRc-6 HALF AMPLITUDE, 120 t20V R~29/APS-26 

Weiiges-aVe elReuit LEADING EDGE TO 60% AHPL. IN 3 MICROSEC. 

: : FREQ:650/525 CPS FOR SEARCH/BEACON. 8 
MICROSEC “JFF™ PULSE STARTS WITH TRIGGER 
PULSE. PROVIDES FOR EXTERNAL 2V VIDEO 
SIGNAL & "IJFF" TIMING PULSE. INPUT 
$15717400-2400 & 26 V OC. SIMILAR TO REC. 
IND R~7/APS-2 EXCEPT OMITS 100 SERIES 
SPIN MOTOR RESISTOR '& PLUG CONNECTIONS 
CHANGED TO PERMIT USE OF ANT #AS-I7/APS. 

R-26/ARC-5 AN /ARC-5 R-30/APS-2D AN/APS-20 

RADIO RECEIVER: RESTRICTED RECEIVER- INDICATOR CONFIDENTIAL 

FREQ. RANGE: 8 TO 6 MC; FOR Al, AZ, AS INPUT: 30 HC. INDICATOR AQJUSTABLE FOR 

RECEPTION. INCLUDES CIRCUITS FOR MYC AND 6. 20, 5D, & 100 CHARKED 90 ) NAUTICAL 

AVC. FOR USE WITH 28 y DC PLUG IN DYNA- MILES. DIRECTION OF OBJECT INDICATED BY 


POSITION OF IMAGE WITH RESPECT TO CENTER 
OF TUBE. SERVES AS MASTER CONTROL OF 
EQUIPT., PROVIDES: TRANS TRIGGER PULSE, 
7/18/43 CPR: 


MOTOR *0Y-2/ARR-2. FITS MOUNTING RACKS 
(REC) MT-63/ARC-5 ETC. OF AN/ARC-5 
EQUIPMENT. SAME AS R-21/ARC-5 EXCEPT 
7/1/43 CBYs 


JULY 43 mov. 43 
R-26/aRC-5 cer certane pes bi Rsorare ee 

VIDEO SIGNA OR LAB CAN/APQ- Cc). & 

INCLUDES AYC-CIRCUIT. MISC POWER & CONTROL VOLTAGES. SUPPLY: 
782 WATTS AT 115/1/400-2400 & 183 WATTS 
AT 26V DC. WEIGHT 85 LBS. SIMILAR TO 
R-2/APS-2 EXCEPT SUBSTITUTES VARIABLE 
(14 TO 24 MICROSEC) TRIGGER PULSE DELAY, 
CIRCUIT FOR REMOTE FOCUS CONTROL & RE- 
CEPTACLES ARE REWIRED FOR USE WITH PLAN 
REPEATER IMDICATOR 1D-30/4PS-20. 

R-27/ARC-$ = AN/ARC-S R-S1/APS-28  AN/APS-2E 

RADIO RECEIVER: RESTRICTED RECEIVER-INDICATOR CONFIDENTIAL 

FREQ RANGE: 6 TO 9.1 MC} FOR Al, A2, AS INPUT: 30 MC.INDICATOR ADJUSTABLE FOR 

RECEPTION. INCLUDES CIRCUITS FOR MYC AND 5, 20, 50, \ND 100 CMARKEO 90) NAUTICAL 

AVC. FOR USE WITH 28 V OC PLUG IN DYNA- MILES. OIRECTION OF OBJECT INDICATED BY 


MOTOR *DY-2/ARR-2- FITS MOUNTING RACKS 
(REC) MT-63/ARC-5 ETC, OF AN/ARC-5 
EQUIPHENT, SAHE AS R-22/ARC-5 EXCEPT 
7/1/43 C8y: 

Jucy 43 


POSITION OF URAGE WITH RESPECT TO CENTER 
OF TUBE. SERVES AS MASTER CONTROL OF 
ECUIPT., PROVIDES: TRANS TRIGGER PULSE, 
2/15/43 CPR: CPR:5L0-182C 


“LEF™ TIMING PULSE, VIDEO R-31/aPS-2€ 
SIGNALS FOR LAB CAN/APQ-5 ETC). & HESC 
POWER & CONTROL VOLTAGES. SUPPLY: 782 Ww 
AT 115/1/400-2400 & 183 WATTS AT 26¥ OC. 
WEIGHT 85 LBS. SIMILAR TO R-7/APS-2 
EXCEPT SUBSTITUTES VARSABLE (14 TO 24 
MICROSEC) TRIGGER PULSE DELAY CIRCUIT FOR 
REMOTE FOCUS CONTROL, OMITS tO SERIES 
SPUN MOTOR RES. & RECEPTACLES REWIRED 
FOR USE WITH BAS-I7/APS & 10-°30/APS*20. 


R-32FARW-2 
RADIO RECELVERS: CONFIDENTIAL 
FREQ MODULATION RECEIVER: FREQ RANGE, 
30-42NC- FREQ MODULATION, +I5KC: - INPUT 
200 WATTS 24-29 VY DC- CAPABLE OF RECEIV- 
ING SIGNALS FROM RADIO TRANSMITTER 
T-24/ARW-5, AND UTILIZING EACH OF, TEN 
OIFFERENT MODULATIOM FREQUENCIES FROM 
749043 CFLs 
DEC. 44 


ANSARW~2 


R-S27ARW-2 
300 TO 40,000 CY TO CONTROL ITS OWN 
RELAY, WHICH WILL CLOSE ONE CIRCUIT AND 
SAFELY CARRY 3 AMP AT 30 V DC - SIGNAL 
TD NOISE RATIO TO BE 30 DB AT I MICRO- 
VOLT iNPUT - FITS ROUNTING BASE 
WHT -S27UR. 


R-33SARW-2K  AWFARW-2X 

RADIO RECEIVERS CONFIDENTIAL 
FREQ MODULATION RECEIVER: FREQ RANGE, 
30-42MC - FREQ MODULATION, +30KC - INPUT 
200 WATTS, 31.5 - $4.5 V DC CAPABLE OF 
RECEIVING SIGNALS FROM RADIO TRANSMITTER 
T+24/ARW-3, AND UTILIZING EACH OF TEN 
DIFFERENT MODULATION FREQUENCIES FRON 
749/43) CFLS 

AUG. 43 


R-3SSARW-2X 
300 TO 10,000 CY, TO CONTROL ITS OWN 
RELAY, WHICH WILL CLOSE ONE CIRCUIT AND 
SAFELY CARRY ¥ AMP AT 30 V OC - SIGNAL 
TO NOISE RATIO TO BE $0 OB AT I MICRO- 
VOLT INPUT - FiTS HOUNTING BASE HT-62/UR 


R-34/APR-2 
RADAR RECEIVER: 
PROVIDES AUTOMATIC OR MANUAL SCANNING 

THROUGH THE FREQUENCY SPECTRUM OF 90 ¥0 
1000 MC.CBY MEANS OF TWO ANTENNAEOF 
RANGES 90-400 MC. & 400-1000 MC.) ALL 
SIGNALS CAN BE SIMULTANEOUSLY {NDICATED 
VISUALLYCON A DIAL)& GRAPHICALLY, WITH A 
7423443 CCGG: 

BEC. 43 


RUSAPR~-2 


TIME RECORO(ON TAPE). R-S4/APR-2 
DURING EACH SWEEP CYCLE WHICH MAY BE SET 
AT 1.5 OR 5 RPS, RECEIVER (S ALTERNATELY 
SWITCHED FROM ONE ANTENNA CIRCUIT TO THE 
OTHER. POWER SUPPLY: 100W AT 80/120V/ 
PHASE 400-2600 CY & 50 WAT 26(24-26) ¥ 
OC, FITS MOUNTING BASE MT-23/A OR 

WHT -52/UR. 


R-357APS-6 ANJAPS-6 
RECEIVER-AMPLIFIERS CONFIDENTIAL 
CONTAINS A RECEIVER ANO THE INDICATOR- 
AMPLIFIER COMPONENTS, MINUS LOCAL OSCIL- 
LATORS, CRYSTAL MIXER AND PREAMPLIFIER 
OF RECEIVER. SiZEz: ONE STANDARD ATR RACK, 
OBTAINS POWER FROM PP-36/APS-6 USED WITH 


RT-17/APS-&. ALSO CONTAINS HV POWER 
7/24/44 CAY: 


NOV. 435 


1 
pare | MaNUArOREES | A] 
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R-S5S7APS-6 
SUPPLY FOR AND PROVIDES THE FOLLOWING 
ELECTRICAL INFORMATION TO 10-32/APS-6 
CLASS 6 INDICATION WITH 100 (BEACON 
ONLY), 65 CRADAR ONLY) 25 (BOTH RADAR & 
BEACON) NAUTICAL MI. RANGES, CLASS “0" 
CMOOTFIED CLASS “K") FOR S AND 1} WAUT, 
Mi RANGE, CLASS "G* AT 1000 YOS; AND IFF 
AMD BEACON RESPONSES. 


R-39/APR-S — AN/APR-S 

RADAR RECEIVER: CONFIDERTIAL 
A SUPERHETRODYNE RADAR SEARCH RECEIVER 
WHICH COVERS THE FREQUENCY RANGE OF 

2000 & 3100MC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNING CONTROL. HAS 10 me tF 
BAND WIDTH WITH A 30 MC CENTER. OPERATES 
FROM 80 OR 116 VOLT 1@ 60-2600 CYCLES 
8/30/43 CGG: 

FEB. 44 


R-39/APR-5 
ano tA. @ 26 ¥. OC. FITS MOUNTING BASE 
BMT-52/UR, SAME AS RADAR RECEIVER 
R~-40/APR-5X EXCEPT FOR POWER SUPPLY. 


R-SICXN-F9/APR-S AN/APR-5S CONFIDENTIAL 
RADAR RECEIVER: 

A SUPERHETRODYNE RADAR SEARCH RECESS VER 
WHICH COVERS THE FREQUENCY RANGE OF 

1000 & 3300MC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNING CONTROL. HAS #40 MC IF 
BAND WIDTH WiTH A 30 MC CENTER. OPERATES 
FROM 80 OR 135 VOLTS 1 400-2600 CYCLES 
B/t0744 «=CGG: 

RAT 44 


: R-39CXN-3)/APR-5 
AND ta. @ 26 V. DC. FITS MOUNTING BASE 
GMT-52/UR. SAME AS RADAR RECEIVER 
R-40/APR-SX EXCEPT FOR POWER SUPPLY. 


R-40/APR-5X AN/APR-5X 

RADAR RECEIVER: CONFIDENTIAL 
A SUPERHETRODYNE RADAR SEARCH RECEIVER 
WHICH COVERS THE FREQUENCY RANGE OF 

1000 & 3100 HC CONTINUOUSLY BY MEANS OF 
A SINGLE DIAL TUNING CONTROL. HAS 10 MC 
“1F" BAND WIDTH WITH A 30 MC CENTER. OP- 
ERATES FROM 80 OR 115 V 3 PHASE 

8/50/43 CGGs 

FEB. 44 


60-2600~. FITS R-40/APR-5X 
MOUNTING BASE ®MT-52/UR. SAME AS RADAR 
RECEIVER R-39/APR-5 EXCEPT FOR POWER 
SUPPLY. 


R-41/APR-6  AN/APR-6 
RADAR RECEIVER: CONFIDENTIAL 
A SUPERHETRODYNE RADAR SEARCH RECEIVER 
WHICH COVERS THE FREQUENCY RANGE OF 
3000-6000HC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNSNG CONTROL. HAS 10 MC 
IE" BAND WIDTH WITH A 30 HC CENTER. OP- 
ERATES FROM 80 OR 115 V ¥ PHASE 60-2600 
8/30/43 CGG: 


FES. 04 
SAGTHORS 
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R-4T SAPR-6 
CYCLES AWD tA. @ 26V. DC. FITS MOUNTING 
BASE #MT-S2/UR. SAME AS RADAR RECEIVER 
R-42/aPR-6X EXCEPT FOR POKER SUPPLY. 


R-40 CXN-1)/APR-6 ANSAPR-6 

RADAR RECEIVERS » CONFIDENTIAL 
A SUPERHETRODYNE RADAR SEARCH RECEIVER 
WHICH COVERS THE FREQUENCY RANGE OF 
3000-6000MC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNING CONTROL. HAS 10 MC 
“!F™ BAND WiDTH WITH A 30 MC CENTER. OP- 
ERATES FROM 80 OR 815 V $ PHASE 400~2600 
5/10/44 = CGG3 

May 44 


R-4TCEN-TIZAPR -¢ 
CYCLES AWD tA. @ 26V. DC. FITS MOUNTING 
BASE @MT-52/UR. SANE AS RADAR RECEIVER 
R-42/7APR-6X EXCEPT FOR POWER SUPPLY. 


R-42/APR-6X AN/APR-~6X 

RADAR RECEIVER: CONFIDENTIAL 
A SUPERHETRODYNE RADAR SEARCH RECEIVER 
WHICH COVERS THE FREQUENCY RANGE OF 
3000-6000 MC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNING CONTROL. HAS 10 MC 
"1F" BAND WIDTH WITH A 30 MC CENTER. OP- 
ERATES FROM 80 OR 115 ¥, 1 PHASE, 
8/30/43 CGGs 
FEB. 44 


60-2600~. R-42 /APR-6X 
FITS MOUNTING BASE &MT-S2/UR. SANE AS 
RADAR RECEIVER R-41/APR-6 EXCEPT FOR 
POWER SUPPLY. 


R-A3JARN-9 «= ANSARN-9 
RECEIVER-CONVERTER: RESTRICTED 
RECEIVER COVERS 90 TO S5MC (60 CYCLE 
MODULATED); TUNABLE BY MEANS OF 3 TRIN- 
MERS MARKED "ANT", “RF™, & "DET"; IN- 
CLUDES TWO "RF" STAGES. DET-AMP, AND 
AMPLIFIER-LIMITER, LOCALIZER CONVERTER 
HAS TWO "AF™ STAGES & CONVERTER 
974/43 COE: CDE SB-1929A 
SEPT 43 


R-435/ARN-9 
FOR VERTICAL & HORIZONTAL MOVEMENTS OF 
APPROACH INDICATOR #D0-24/ARN-9. PARALLEL 
“T" NULL NETWORK FILTERS ARE PROVIDED 
FOR AN INPUT OF 90 AND 150 CPS. IN- 
CLUDES DYNAMOTOR PROVIDING GOMA AT 250 V 
OC & VOLTAGE REGULATOR TUBE. TOTAL in- 
PUT: 1.8 AMP AT 26 ¥ DC, FITS MOUNTING 
BASE MT-t25/ARN-35, 


R-49/APS-2F ANR/APS-2F 

RECEIVER INDICATOR: CONFIDENTIAL 
INPUTS 30 MC AOJ FOR 5S. 20. 50 & 100 NAUI 
ML. OSJECT DIRECTION INDICATED BY IMAGE 
POSITION wiTH RESPECT TO TUBE CENTER. 
MASTER CONTROL OF EQUIPMENT PROVIDING 
TRANSMITTER TRIGGER PULSE. IFF TIMING 
PULSE. VIDEO SIGNALS FOR LaB.& MISC 
VO/b4 743 

oct. 43 GPR: 


SUAS SENATE 


ASSIGNED 
ISSUED 


POWER & CONTROL VOLTAGES. R-49/APS-2F 
CONTAINS NEW WIDE BAND JF CIRCUITS & iM- 
PROVED VIDEO OUTPUT. TRIGGER PULSE RISES 
TO 850 VOLTS IM LESS THAN 2 MICROSEC, 
HAVING DELAY CONTROL OF 14 TO 24 MICRO- 
SEC. USED WITH 1D-30/APS-2D. LUBBER LINE 
SWITCH ON FRONT PANEL. SUPPLY: 782 WATTS 
155/1/400-2400 ANDO 183 WAIIS AT 26V DC. 
WEIGHT 85 LBS, INTERNAL POWER SUPPLIES 
ACCOMODATE AFC. FITS M¥-t32/APS-2 


R-SO/APS-6A AN/APS-6A 

RECEIVER -AMPLIFIERS CONFIDENTSAL 
CONTAINS A RECEIVER AND THE §NDICATOR- 
AMPLIFIER COMPONENTS, MINUS LOCAL OSCIL- 
LATORS, CRYSTAL MIXER AND PREAMPLIFIER 
OF RECEIVER. SIZE: ONE STANDARD ATR RACK 
OBTAINS POWER FROM PP-37/APS-6A ALSO 
CONTAINS HV POWER SUPPLY FOR $0-32/APS-6. 
10/18/43 CAY: 

oct. 43 


R-SO/7APS -6A 
USED WITH RIT-32/APS-6A. SIMILAR TO 
R-35/APS-6 EXCEPT CONTAINS AFC CIRCUITS 
AND HAS D&FFERENT CABLE CONNECTIONS. 


R-SI/ARW-12 
RADIO RECEIVER: CONFIDENTIAL 
PULSED FREQ MODULATION RECEIVER: FREQ 
RANGE - 625-675 MC - PULSE FREQ MODULA- 
TION 50,000'+5,000 CYCLES - INPUT 300 W 
14S VOLTS 800-2400 CYCLES, & 26V DC 

CAPABLE OF RECEIVING SIGNALS 
FROM RADIO TRANSMITTER T-32/ARW-31, AND 

14/12/43 CGS0L4W445 

WAY 44 


AIRBORNE 


R-SIJARW-12 
THLUZUING EACH OF TEN DIFFERENT AUDIO 
OOULATION FREQUENCIES TO CONTROL ITS 
(4 RELAY OR A TOTAL OF ANY OF THREE 
(MULTANEOUSLY. WILL CLOSE ONE CIRCUIT 
10 SAFELY CARRY 3 AMPS. AT 30 VOLTS DC. 
ECEIVER SENSITIVITY - 5 MICRO VOLTS - 
1TS MOUNFENG BASE MT- 
1ZE APPROX. 10 1/8" X 19 1/2".x 7 1/27 
?PROX. 45 LBS. ; 


R-S2/APS-18 


RADAR RECEIVER: CONFIDENTIAL 
DETECTS AND AMPLIFIES THE REFLECTED RF 
SIGNALS RECEIVED BY THE ANTENNAS 
OPERATES tN 500 MC RANGE. OUTPUT IS A 
POSITIVE ViDEO PULSE SIGNAL-POWER SUPPLY 
275v¥ DC, 100 MA AND 6.3V/19/600-1400 
CYCLES, 4.05A OBTAINED FROM RELAY TRANS- 
34/30/43 CADU 

wOV. 43 


AN/APS-18 


R-S2/APS-18 
MITYTING UNIT T-40/APS-18. SIMILAR TO 
NAVY MODEL CAY-46 AAM. 


R-S3/KRR-9 


RELAY RECEIVER: CONFIDENTIAL 
DETECTS AND AMPLIFIES THE RECEIVED 
SIGNAL AS TRANSMITTED BY THE RELAY 
TRANSMITTING URIT T-40/APS-18 AND TRANS- 
FERS THE DETECTED VIDEO PULSE SIGNALS TO 
RELAY SIGNAL SEPARATOR F-9/ARR-9. 
OPERATES IN 100 MC. REGION. INPUT FROM 
11/30/43 CADUs; 

WOW. 43 


DATE WRROGHET | oA | 


AN/ARR-9 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-114 


[SAAB 


Army-Navy Designations 


Jrisr assiouen rox | ARABI BING [rar asstonso von | aR | LOLS, 


FIRST ASSIGNED FOR [ manna | 


R-S3/ARR-9 
PP-S2/ARR-9 iS .120& AT 150¥ DC AND 3.3A 
AT 6.34 ac. 


’ 


R-5S6/CPN-8 AN/CPN-8 

RECEIVER CODER UNIT: CONFIDENTEAL 
CONSISTS OF AN "S" BAND CRYSTAL DETEC- 
TOR VIDEO RECEIVER WHICH 1S ACCESSIBLE 
FROM A SMALL DOOR FROM THE FRONT, AM 
AURAL MONITOR, DISCRIMINATOR, CODER 
WHICH SUPPLIES A HINSHUM OF 20 DIFFERENT 
CODES AND POWER SUPPLY WHICH OPERATES 
12728043 


APR. 45 

‘ R-SE/CPR-8 
FROM tISV @ 6O CYCLES. 
R-GO/MPM-1A = AM /MPN-TA 
RECEIVER: COMF IDEMTIAL 


THiS UNIT 4S OF PANEL AND CHASSIS CON- 
STRUCTION AND CONTAINS THE S- TUBE t-F 
AMPLIFIER STRIP, 30MC, AN AUTOMATIC 
FREQUENCY CONTROL CIRCUIT, A SENSITIVITY- 
TIME CONTROL CIRCUIT, VIDEO AMPLIFIERS. 
AND ITS OWN REGULATED POWER SUPPLY. 
1/5/44 GRR: CRRIARIGZ26-2 
Jan. 44 


R-6O/MPN-1A 
POWER INPUT 117 VOLTS A-C. POWER OUTPOT: 
VIDEO PULSES AND LOCAL OSCILLATOR FREQ- 
UENCY CONTROL VOLTAGE. CAFC) SIMILAR TO: 
RADAR RECEIVER R-38/MPN-1. DIMENSIONS: 
son x 8 3/4" x 22. 


R-64/ARW-17 ; 
RADIO RECEIVER: CONFIDENTIAL 
DESIGNED FOR THE RECEPTION OF FREQUENCY 
MODULATED SIGNALS WITH DEVIATION UP TO 
+15 KC. CAPA8LE OF RESPONDING TO & CON- 
TROL CHANNELS OF SPECIFIED AUDIO 
FREQUENCIES. INCLUDES SELF-CONTAINED 
POWER UNIT SUPPLYING 24 ¥ DC, 3 AMPS. 
g/t/es 
UAM. 45 


AN/ARW~17 


R-64/ARW-T7 
USED IN SPECIAL DESIGN AIRCRAFT FOR RE- 
MOTE CONTROL OPERATION THEREOF. MAY SE 
USED IN MODULATED FREQUENCY RANGE OF 1500 
TO 6500 CYCLES AND MAY BE USED WITH 
RADIO TRANSMITTER T-24/ARW-3. BY PROPER 
SeLECTION OF CRYSTALS CAN COVER FREQUEN- 
CY RANGE OF 30 TO 42 MC. 


R-66/CPN-3A 
RADIO RECEIVER: CONFIDENTIAL 
A SUPER HETERODYNE RECEIVER OF THE PANEL 
TYPE WITH A DOUBLE INJECTION MIXER 
CAVITY. INCLUDES AN INTERNAL POWER SUP- 
PLY FOR OPERATION ON 115/10/50-70~. WELL 
OPERATE WITH AIRBORNE EQUIPMENT, RADIO 
SETS SCR $178 & C SCR 717A & B AND 
2/4/44 CPR: 

FEB. 44 


AN/CPH-3A4 


R-66/CPR-5A 
AN/APS-2 SERIES EQUIPMENT. SIMILAR TO 
BUT NOT INTERCHANGEABLE WITH RADIO RE~ 
CEIVER R-ItA/CPN-3 EXCEPT INCLUDES 
TEMPERATURE STABILIZED LOCAL OSCILLATORS. 
SIMILAR TO BUT NOT INTERCHANGEABLE WITH 
RADIO RECEIVER R-11/CPN-3 EXCEPT IN- 
CLUDES IMPROVEMENTS OF R-IIA/CPN-3 ANO 
ALSO TEMPERATURE STABILIZED LOCAL OSCIL- 
LATORS. 


R~-67/ARD-3 AN/ARD-3 RE-T3ASGOA 
RADIO RECEIVER: : RESTRICTED 
COVERS FREQ. RANGE OF 350 TO 400 MC. 
PROVIDES ORAL OUTPUT OF RADIO AND RADAR 
SIGNALS PICKED UP BY ANTENNA ASSEMBLY 
AS-86/ARD-3 TO PERMIT OPERATOR TO TAKE 
RELATIVE BEARINGS AND HOME ON THESE 
SIGNALS.INCLUDES CRANK FOR MANUAL TUNING 
2/7/44 = CaKSE 
FEB. 44 


R-67 JARD-3 
TO FREQUENCIES OVER RANGE COVERED 8Y 
OSCILLATOR. MOUNTS 18 1 ATR RACK. 


R-68/AXR-1 RE T3ABG4A 
RADIO RECEIVER: CONFIDENTEAL 
RECEIVES. DETECTS, AND AMPLIFIES SIGNALS 
FROM RADIO TRANSMITTER T-61/AXT-2 AND 
RECONVERTS ELECTRICAL ENERGY INTO AW 
OPTICAL IMAGE ON A 7™ CATHODE RAY TUBE. 
USE A SUPERHETERODYNE CIRCUIT, ELECTRON 
BEAM DEFLECTION CIRCUIT, SYNCHROMIZING 
2/12/44 
FEB, 44 


AN /AXR-U 


R-68/AXR-¢ 
SEPARATION CIRCUITS AND HIGH VOLTAGE 
GENERATING CIRCUIT. COVERS FREQUENCY 
RANGE 264 10 372 MC. 


R-69/SPQ-1 RESTRICTED 
RADAR RECEIVERS: 

OPERATES IM "L™ BAND. DETECTS AND AMPLI- 
FIES SIGNALS FROM ANTENNA ASSEMBLY 
AS-36/APQ-2 AND AUTOMATICALLY CONTROLS 
TIE OPERATING FREQUENCY OF RADAR TRANS- 
MITTER T-63/SPQ-1 AUTOMATICALLY MONITORS 
A PRESET BAND AND INCLUDES A CONTROL 
2428744 CALG2CBSIZ7G 

JUN, 44 


AH/SPQ-t 


R-69/SPQ~1 
SYSTEM WHICH SETS THE RADAR TRANSMITTER 
T-63/SPQ-1 ON THE PROPER FREQUENCY. 
(NPUX 2135V/16/400-800~. 


R~70/APS-15 AW/APS-15 
RECEIVER-INDICATOR: CONFIDENTIAL 
INPUT 30 MC. FROM RT-I5S/APS-15 "PPI" UN- 
DICATION FOR 5. 20, 50 & 106 NAUT. MI. 
TRANSMITS TRIGGER PULSE 20 MICROSEC AT 
HALF AMPLITUDE 120420¥ WITH LEADING EDGE 
TO FULL AMPLITUDE I& 3 MICROSEC. FREQ: 
650/ADJ. 300 TO 325 CPS FOR SEARCH/ 
2/26/44 CPR: 

MAR. 44 


pare | MAHHEAGTHARR'S | MANHEACTHIEE AL 


BEACON. PROVIStON FOR R-7O/APS-1S 
SYNCHRONIZING FROM RANGE UNIT AT 3155/ 
336 CPS. "IFF™ PULSE STARTS WITH TRANS~ 
MITTER PULSE. PROVIDES FOR EXTERNAL 2¥ 
VIDEO SIGNAL. INPUT 115/1/400-2400 & 26¥ 
DC. FITS MT-124/APS-15 OR MT-152/APS-2. 
SAME AS R-16/APS-15 EXCEPT REMOTE BRELL- 
ANCE CONTROL REMOVED & REPLACED BY 
LUBBER LINE INTENSITY CONTROL AND HAS 
ASSOCIATED CIRCUIT CHANGES. 


R-73/APS-2G AM /APS-2G 

RECEIVER INDICATOR: CONT (DENTIEAL 
INPUT: 30 MC ADJ FOR 5S, 20, 50 & $00 NAUT 
Mi. OBJECT DIRECTION INDICATED BY IMAGE 
POSITION WITH RESPECT TO TUBE CENTER. 
MASTER CONTROL OF EQUIPMENT PROVIDING 
TRANSMITTER TRIGGER PULSE. FF TIMING 
PULSE. VIDEO SIGNALS FOR LAB & MISC 
2/29/44 CPR: 

FEB, 44 


POWER & CONTROL VOLTAGES. R8-73/4PS-26 
CONTAINS NEW BAMD WIDTH & MEW TRIGGER 
PULSE HAVING DELAY CONTROL OF 14 TO 24 
MICROSEC. USED WITH $0-68/APS-15. LUBBER 
LINE SWITCH & LUBBER LINE BRILLANCE COM- 
TROL ON FRONT PANEL. SUPPLY: 782 WATTS 
115/1/400-2400 & 185 WATIS AL 26¥ UC. 
WEIGHT 75 LBS. INTERNAL POWER SUPPLIES 
COPAIN HYCERSIL POWER TRANSFORMERS & 
ACCOMOOATES AFC. FITS MI-132/&PS-2. 


R-78/APS-1SA  AN/APS-ISA 
RECEIVER-INDICATOR: CONFIDENTIAL 
INPUT SOMC, CONTAINS CIRCUITS FOR PPA 
IMDICATION FOR 4-30, SO & #00 MILE 
RANGES. SYNCHRONIZED FROM RANGE ONIT 
CP-ttCAPS-I5A AT 1350, 650 & $20 CPS. 
CONTAINS J.F. AND VIOEO AMPLIFIERS & 
MIXING CIRCUITS. WFF PULSE STARTS wets 
3422744 CPR: 

APR. 44 


R-7Fd/APS-15A 
TRANSSITTER PULSE. PROVIDES FOR EXTERMAL 
2V ViDEO SIGNAL. INPUT 115717400-2400 &@ 
26V DC. FITS MT-124/APS-95 OR 
MI-t32/7APS-2. SEMELAR TO R-*6/APS-1TS AND 
R-7O/APS-15 EXCEPT FOR CIRCUIT CHANGES. 


SIZE APPROX. 21 13/56" X 13 378° X 
19 4/2". WI. 75 LBS. 


R-7BASAPS-TBEA ANJAPS-15A CONFIDENTIAL 
RECEIVER-aINDEICATOR 

INPUT 30 MC. CONTAINS CIRCUIT FOR PPI 
INDICATION FOR 5-30, 50 AND 100 MILE 
RANGES. SYNCHROIZED FROM RANGE UNIT 
CP-1I/APS-ISA AT 1350, 650 AND 320 CPS. 
CONTAINS §F AND VIDEO AMPLIFIERS AND 
MIXENG CIRCUITS. JIF PULSE STARTS witli 
19725744 CPR: 

OCT. 44 


TRANSMITTER PULSE. R-78A/APS-1S4 
PROVIDES 2 TO 4 VOLTS YVIDEO SIGNAL. 
PROVIDES SELECTIOm OF INSTANTANEOUS 
AUTOMATIC GAIN CONTROL CIAGC) AND SHORT 
TEME CONSTANT CIRCUITS (S*C) FOR ANTE- 
JAMMING AND GROUND OR SEA RETURN DIFFER- 
ENTIATION. INPUT: 115/717400-2400 AND 26¥ 
OC. FITS MT-124/APS-15 OR MT-tS2/APS-2. 
SAME AS R-78/APS-15A EXCEPT DESIGN IM- 
PROVEMENTS. 


R-7BM/APS-ISA AN/APS-ISAN CONFIDENTIAL 
RECEIVER-#NDECATORS 

(NPUT 3OMC. CONTAINS CIRCUITS FOR PPI 
UNDICATION FOR 4-30, $0 & 400 MILE 
RANGES. SYNCHRONIZED FROM RANGE UNIT 
CP-ILAKSAPS-ISA AT 2021, 650 & 320 CPS. 
CONTAINS §.F. AND VIDEO AMPLIFIERS & 
MIXING CIRCUITS. UFF PULSE STARTS wiTH 


3/10/45 CPR: CPR:SLO-1648 
WAR. 45A 
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TRANSMITTER PULSE. R-=78M/APS-15A 
PROVIDES FOR EXTERNAL 2V¥ VIDEO SIGNAL. 
(NPUT 115417400-2400 & 26V DC. FITS 
MT-1247APS-15 OR MT-t32/7APS-2, SAME AS 
R-78/APS-15A EXCEPT MODIFIED TO INCLUDE 
PROVISIONS FOR WIDE BAND FREQUENCY SE- 
LECTION, ANTI-CLUTSER CIRCUITS, 4 AD- 
SITIONAL SWIFCHES AND CIRCUIT CHANGES. 
SIZE APPROX: 2% 135/16" KX 33 S78" X 
19 142". WI. 75 LBS. 


R-78AM/APS-15SA  AN/APS-1SAM 
RECEIVER-INDICATOR CONFIDENTIAL 
INPUT 50 HC. CONTAINS CIRCUIT FOR PPI 
INDICATION FOR 5-30, 50 AND 100 RICE 
RANGES. SYNCHRONIZED FROM RANGE UNIT 
CP-11/APS-I5A AT 1350, 650 AND 320 CPS. 
CONTAINS !F AND VIDEO AMPLIFIERS AND 
MIXING CIRCUITS. IFF PURSE STARTS WITH 
32/18/44 

DEC. 44 


R-78AN/APS-154 
TRANSMITTER PULSE, FOR ANTIJAMMING AND 
GROUND OR SEA RETURN DIFFERENTATION, 
INPUT: 115/1/400-2400 AND 26¥ OC, FITS 
MT-124/APS-15 OR MT-132/APS-2. SAME AS 
R-78A/APS-15A EXCEPT MODIFIED TO IN- 
CORPORATE WIDE BAND FREQUENCY SELECTION. 


R-8T/ARW-20 © AN/ARW-20 

RADIO RECEIVERS RESTRICTED 
CAPABLE OF ACCEPTING RADIATION PRODUCED 
BY RADIO TRANSMITTING SET AN/ARW-#9 OR 
AN/ARW-19X AND REPRODUCES IN ITS OUTPUT 
CONTROL SIGNALS SIMILAR TO THOSE FED IN- 
TO RADIO TRANSMITTER T-70/ARW-19 OR 
T=71/ARW-19X, OPERATING FREQUENCY 23 TO 
4afs/4aa ° 
APR. 44 


R-81/ARW-20 
28 MC. POWER INPUT 4A, 26V¥. DC. OUTPUT 
OF RECEIVER IS FED INTO SELECTOR UNIT 
RE-10/ARM. 


R-82/ARW-20X  AN/ARW-20X 

RADIO RECEIVER: RESTRICTED 
CAPABLE OF ACCEPTING RADIATIONS PRODUCED 
BY RADIO *TRANSMITTING SET AN/ARW-19 OR 
AN/ARW-19X AND REPRODUCES IN ITS OUTPUT 
CONTROL SIGNALS SIMILAR TO THOSE FED IN- 
TO RADIO TRANSMITTER T-70/ARW-19 OR 
T-71/ARM-19X, OPERATING FREQUENCY 23°10 
4/2/46 

APR. 44- 


R-82/ARW-20% 
28 MC. POWER INPUT I13¥ OC. @ 6.5A~ 
OUTPUT OF RADIO RECEIVER IS FED INTO 
SELECTOR UNIT RE-10/ARW. SIMILAR TO 
RADIO RECEIVER R-6I/ARW-20 EXCEPT FOR 
DIFFERENT POWER REQUIREMENTS. 


R-83/ARH-22 AN/ARW-22 

RADIO RECEIVER: RESTRICTED 
CAPA3LE OF ACCEPTING RADIATIONS PRODUCED 
BY RADIO TRANSMITTING SET AN/ARW-21 OR 
AN/ARW@=21X AND REPRODUCES IN ITS OUTPUT 
CONTROL SIGNALS SIMILAR TO THOSE FED IN- 
TO RADIO TRANSMITTER T-72/ARW-21 OR 
T-73/ARW-21X OPERATING FREQUENCY 30 TO 
4/5/44 

APR. 44 


R-83/ARW-22 
42 HC. POWER INPUT: 4A @ 26V. OC OUTPUT 
OF RECEIVER IS FED STO SELECTOR UNIT 
RE-10/ARW- 


R~-B4/ARW-22X = AN/ARW-22X 
RADIO RECEIVERS RESTRICTED 
CAPABLE OF ACCEPTING RADIATIONS PRODUCED 
BY RADIO TRANSMITTING SET AN/ARW~2t OR 
AN/ARW-21X AND REPRODUCES IN ITS OUTPUT 
CONTROL SIGNALS SIMILAR TO THOSE FED 
INTO RADIO TRANSMITTER T-72/ARW-21 OR 
T-73/ARW-21X. OPERATING FREQUENCY 30 TO 
4/5/44 

APR. 44 


R= B4/ARW-22N 
42, MC. POWER INPUT: 6.5A @ I3V DC. OUT- 
PUT OF RECEIVER 1S FED #INTO SELECTOR 
UNIT RE-JO/ARW. SIMILAR TO R-B3/ARW~22 
EXCEPT FOR POWER REQUIREMENTS. 


. 


R-87/TPS-18 AN/TPS-tB 

RADAR RECEIVER: CONFIDENTIAL 
RECEIVER CONTAINS FOUR COAXIAL TUNERS, 
TWO WHICH ARE PREAMPLIFIER STAGES, 
ANOTHER ONE A CONVERTER AND THE FOURTH 

A LOCAL OSCILLATOR. ALL THE TUNERS EM- 
PLOY GL-446A VACUUM TUBES, DIMENSIONS OF 
FRAME TYPE CHASSIS APPROX. 6" HIGH BY 
4AV7444 CHIN -66579T CW BL -417550 
DEC. 44 


R-87/TPS-18 
22" BY 22". UNIT IS SEMILAR TO RECEIVER 
(N RADIO SET AN/CPS-5 AND IN MK 20, 
MOD. 1 RADAR. 


R-88/CPN-6 AN/CPN-6 

RADAR RECEIVERS CONFIDENTIAL 
CAPAZLE OF RECEIVING ANY INTERROGAT ING 
X-BAND. SIGNALS FROM ‘AIRCRAFT RAOAR 
EQUIPMENT, INCLUDES 1.F. STRIP 
AM~45/CPN-6 AND DISCRIMINATOR F-12/CPN-6 
WHICH ACCEPTS VIDEO PULSE SIGNALS OF 2 
TO 5 MICROSECS. DURATION FOR TRANSMITTAL 
4/29/44 CGG: 
MAY 45 


TO CODER R-88/CPN-6 
KY-6/CPN~-6 OR KY-GA/CPN-6. INPUT 
110¥/10/50-70~ AND ~150¥, #150¥ AND 250¥ 
FROM POWER SUPPLY OF CODER KY-6/CPN-6 OR 
KY-6A/CPN-6. 


R-90/UXR-2 AN/UXR=-2 

RAD tO RECEIVER: CONFIDENTIAL 
CAPABLE OF RECEIVING INTELLIGENCE FROM 
BLOCK | TYPE EQUIPMENT OR AN/AXT<S, 
OPERATES §N FREQUENCY REGION OF 100 MC, 
INCLUDES 7" KINESCOPE VIEWING TU8E ANO 
VS CAPASLE OF FEEDING INTELLIGENCE TO 
REMOTE NONITORS. POWER INPUT: 26¥ OC @ 
5/4/44 


MAY 44 ASSIGNED 


4-115 


pea FIRST ASSIGNED FOR | OWE GROG 


R-90/UXR-2 
9A APPROX. INCLUDES WIDE RANGE R F 
AMPLIFIER AND DETECTOR CIRCUITS WHICH 
WILL COVER BLOCK J FREQUENCIES, USED 
WITH ANTENNA ASSEMBLY AS-128/UXR-2. 


R-SI/APR-SAX AN/APR-SAX RESTRICTED 
RADAR RECEIVER: 

A SUPERHETRODYNE RADAR SEARCH RECEIVER 
WHICH COVERS THe FREQUENCY RANGE OF 1000 
TO GOOOMC CONTINUOUSLY BY MEANS OF A 
SUNGLE DLAL TUNING CONTROL. HAS 10MC IF 
BAND WIDTH WITH A 30 MC CENTER, OPERATES 
FROM 825 VOLTS 1@ 60 CYCLES 

443744 GG; 

MAY 44 


R-STSAPR-5SAX 
FITS MOUNTING BASE #MT-S2/UR. HOUSES AND 
(1S USED WITH BUT DOES NOT INCLUDE EITHER 
MIXER UNIT CV-12/APR-6 OR CY-13/APR-5. 


R-9TA/APR-SAX AN/APR-SAX RESTRICTED 
RADAR RECEIVER: 

A SUPERHETROOYNE RADAR SEARCH RECEIVER 
WHICH COVERS THE FREQUENCY RANGE OF 1000 
TO 10000MC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNING CONTROL. HAS ONC IF 
BAND WIDTH WITH A 30 MC CENTER, OPERATES 
FROM 115 VOLTS 1@ 60 CYCLES 

44/39/44 CGG: 

NO¥. 44 


R-9TA/APR-SAX 
FITS MOUNTING BASE &MT-52/UR. HOUSES AND 
tS USED WITH BUT DOES NOT #NCLUDE EITHER 
MIXER UNIT CV-12/APR-6, CV-12A/APR-6 OR 
C¥-ES/APR-5. SIMLLAR TO R-9t /APR-SAX 
EXCEPT PANORAMIC ADAPTER OUTLET ADDED, 
POLARITY OF VIDEO PULSE CHANGED FROM + 
TO ~, & AUDIO PULSE STRETCHER CIRCUIT 
ADDED. 


R-98/APR-SAY A&N/APR-SAY 

RADAR RECEIVER: RESTRICTED 

A SUPERHETERODYNE RADAR SEARCH RECEIVER 
WHICH COYERS THE FREQUENCY RANGE OF 1000 
TO 6000 HC CONTINUOUSLY BY MEANS OF A 
SINGLE DIAL TUNING CONTROL. HAS 10 HC IF 
BAND WIDTH WITH A 30 MC CENTER. OPERATES 
FROM 80 OR #15 VOLTS 1% 400-2600 CYCLES 
5/17/44 CGG: 

JUN. 44 


R-SB/APR-5AY 
AND TA, @ 26 V. OC. FITS MOUNTING BASE 
#MT-52/UR, HOUSES AND 1S USED WITH BUT 
DOES NOT INCLUDE EITHER MIXER ASSEMBLY 
CY¥-12/APR-6 OR CV-33/APR-S. SIMILAR TO 
R-91/APR-5AX EXCEPT FOR POWER INPUT. 


R-99/CPN-17 ANSCPN-17 ‘ 
RADAR RECEIVER: CONFIDENTIAL 
CAPABLE OF RECEIVING ANY INTERROGATING 
S-BAND SIGNALS FROM AIRCRAFT RADAR 
EQUIPMENT. INCLUDES A DISCRIMINATOR 
F-12A/CPN-6 WHICH ACCEPTS VIDEO PULSE 
SIGNALS OF 2 TO 3 1/2 MICROSECS. DURATION 
FOR TRANSMITTAL TO CODER KY-6APCPHi-6. 
5/20/44 
FEB, 45 


DATE MAAR OES RAW RUBE ce 


pate MIAO SOUT | 


MBUACHORS | BRANHTOTRUAE A, 


CONFIDENTIAL 


NAVSHIPS 900,109 
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SHAY IEE, FIRST ASSIGNED FoR | GAS ORAWINS, 


. s R-99 /CPN-17 
INPUT t10V/1$/50-70~ AND -t50V¥, +#%50¥ 
AND 250¥ FROM POWER SUPPLY OF CODER 
KY-GASCPH-6. SEMILAR TO AND MECHANICALLY 
INTERCHANGEABLE WITH R-88/CPN-6 EXCEPT 
FOR FREQUENCY RANGE. 


R-TOSCXN-)/ARC-2 AN/ARC-2 CONFIDENTIAL 
RADIO RECEIVER: 

EIGHT CHANNEL RECEIVER, EACH CHANNEL OF 
WHICH CAN BE PRESET TO ANY FREQUENCY 1 
THE RANGE OF 1,5 MC TO 18.5 MC; AND tS 
CAPABLE OF CW, MCW AND VOICE MOOULATED 
SIGNALS. EMPLOYS THE COLLINS AUTOTUNE 
SUH-1 QUICK SHIFT SYSTEM WHICH PERMITS 
6/27/44 

VAN. 45 


cocat R-103CXN-2/ARCH2 
AND ELECTRICAL REMOTE SELECTION OF ANY 
PRESET FREQUENCY. PROCURED FROM RCA OW 
CONTRACT NXsa-46929 AND FROM COLLINS OM 
CONTRACT NXsa-39133. 


R-1TO5/ARR-35 AN/ARR-15 
RADIO RECEIVER: ‘ CONFIDENTIAL 
RECEIVER EMPLOYING THE COLLENS AUTOTUNE 
QUICK SHIFT SYSTEM WHICH PERMITS LOCAL 
AND ELECTRICAL REMOTE SELECTION OF ANY 
PRESET FREQUENCY. INCORPORATES A HIGH 
VOLTAGE POWER SUPPLY ANB IS CAPABLE OF 
CW. MCW AND VOICE MODULATED RECEPTION OF 
6/9/44 COL: 
MAY 45. 


R-105 /ARR-15 
R.F. ENERGY. (HPUT 26.5V DC. INCLUDES 10 
CHANNELS WHICH CAN BE PRESET TO ANY 
FREQUENCY IN THE RANGE OF 1.5 TO 18.5 RC. 


R-1OG/ARR-16 AN/ARR-16 
RAO0tO RECEIVER: CONFIDENTIAL 
RADSO RECEIVER OPERATING OVER FREQUENCY 
RANGE OF 62 TO 72 MC. USED WITH AN/CRT-1 
AND AN/CRT-1A AND AN/CRT-4. INCORPORATES 
CIRCUITS FOR AZIMUTH INDICATION WHEN 
USED WITH ID-96/ARR-16 AND ID-97/ARR-36. 
-INCLUDES PROVISIONS FOR CONNECTING OUT- 
6/20/44 

JUN. 44 


PUT OF AIRCRAFT INTER- R-TO6/ARR-16 
COMMUNICATION SYSTEM TO INPUT OF THE 
LAST AUDIO STAGE OF THE RECEIVER, 
INCLUDES A CROWE PLANETARY DIAL DRIVE 
#599 OR EQUAL WITH A DIAL SCALE INDICAT- 
iWG 12 SPOT FREQUENCIES. 


R-107/ARW-23 AN/ARW-23 
RADIO RECEIVER? 
DESIGNED FOR THE RECEPTION OF FREQUENCY 
MOOULATED SIGNALS. 

CAPABLE Or RESPONDING TO CONTROL 
CHANNELS OF SPECIFIED AUDIO FREQUENCIES. 
INCLUDES A SELF-CONTAINED POWER UNIT 
SUPPLYING 24 VOLTS OC, 2 AMPS USED IN 
6/22/44 


CONFIDENTIAL 


NAVSHIPS 900,109 


Army-Navy Designations 


SEE oman, | 


FIRST ASSIGNED FOR 


R-S07/ARW-23 
SPECIAL DESIGN AIRCRAFT FOR REMOTE CON- 
TROL OPERATION THEREOF MAY BE USED IN 
THE MODULATION FREQUENCY RANGES OF 300 
TO 6500 CYCLES AND CARRIER FREQUENCY 
RANGE OF 132 TO 140 HC. 


R-132/ARC-5 
RADIO RECEIVER: CONFIDENTIAL 
FREQ. RANGE 100-125 MC. MANUALLY TUNED 
OVER THE ENTIRE RANGE; FOR A2, A3 RECEP- 
TION; INCLUDES CIRCUITS FOR MVC AND AVC. 
FOR USE WITH 28¥ DC. PLUG IN DYNAHOTOR 
DY-2/ARR-2. FITS MOUNTING RACK 
MT-63/ARC-5. DIMENSIONS: EI Lf/2 £ 
7/17/44 CeYy:10003 
JULY 44 


AN/ARC-5 


R-112/ARC-5 
413/16" x 5 5/8". WEIGHT: 6 LBS, 


R-TES/ARC-5 
RADIO RECEIVER: CONFIDENTIAL 
FREQ, RANGE 125-156 MC, MANUALLY TUNED 
OVER ENTIRE RANGE; FOR A~2, A-3 RECEP- 
TON, ENCLUDES MVC AND AVC. FOR USE WITH 
28¥ DC. PLUG-IN DYNANOTOR DY-2/ARR-2. 
FITS MOUNTING RACK MT-63/ARC-S. DIMEN- 
SIONS: #4 1/2" X 4 13/16" X 5 S/a" WT 6f 
7/17/46 CBY:9908 
JULY 44 


AN/ARC-5 


R-120/APD-1 
RADAR RECEIVERS CONFIDENTIAL 
OIRECTION FINDER RECEIVER FREQ. RANGE 
140 TO 180 MC. MODIFIED ASE RECEIVER BUT 
NOT ELECTRICALLY OR MECHANICALLY INTER- 
CHANGEABLE 
APPROX. SIZE 20" X 9" X 9" WT. 55%. WELL 
BE INSTALLED IN TBF AIRCRAFT. PART OF 
8/16/44 
AUG. 


AN/APD=1 


R-120/APD-1 
AN/APO-1 REQUIRES 120¥ A.C AT 800 CPS & 
28 VOLTS DC. 


R-I3S1TZARR-18 AN/ARR-18 
RADIO RECEIVERS 

RADIO RECEIVER OPERATING IN THE FREQUENCY 
RANGE OF 195 TO 9050 KC. DESIGNED TO 
PROVIDE SIX PRESET FREQUENCIES WITHIN 

THE RANGE 1600 TO 9050 KC AND PROVIDES 
CONTINUOUSLY VARIABLE COVERAGE WITHIN THE 


RANGE 195 TO 1600 KC. MOUNTS ON MOUNTING 
8419744 CRY 


AUG. 44 


CONFIDENTIAL 


R-TSTSARR-18 
BASE MT-324/ARR-18. 


De ATION 


FIRST ASSIGNED FOR | oWEaRHE | 


R-WES/APR-7A  AN/APR-7A 

RADAR RECEIVERS RESTRICTED 
TUNABLE DIRECT DETECTION RECEIVER COVER- 
ING THE FREQUENCY RANGE OF 1000 TO 3500 
MC. EMPLOYS A COAXIAL LINE TUNABLE, RE- 
SONATOR IN WHICH A CRYSTAL DETECTOR IS 
MOUNTED. CRYSTAL DETECTOR IS FOLLOWED BY 
A SUPERSONIC AMPLIFIER, A DIODE RECTI- 
10/10/44 RRL:302100 

OCT. 44 


R-135/APR-7A 
FIER AND AN AUDIO AMPLIFIER. POWER 
SUPPLY ES 30W @ 115V/10/60-400~. MOUNTS 
ON MT-167/U. USED WITH AS~t2S/APR OR 
AS-447 APR. bHFORSALLY KNOWN AS "SPUD". 


R-136/ARW-14 ANJARW-146 RE Y637A 
RADIO RECEIVER CONFIDENTIAL 
DOUBLE CONVERSION SUPERHETERODYNE TYPE 
DESIGNED TO RECEIVE A FREQUENCY MODULAT- 
ED CARRIER ON THE 8AND, 132 TO 140 MC. 
HAS 10 AUDIO CHANNEL NET-WORKS TO SELECT 
AND RESPOND TO THE CHOSEN AUDIO SIGNAL 
WHICH HAS BEEN SUPERIMPOSEO ON OR KEYED 
10/18/44 
dau. 45 


R-T3CSARW-94 
WITRH THE CARRIER SSGNAL OF RADEO, RE- 
CE4VENG SET AN/ARW-13. POWER SUPPLY 
26.5V DC. STANDARD SARC-B-1-D RACK. 
TOTAL WT. (PLUS RACK) 4S 45 LBS. 


R-138/ARR-140) ANCARR-140) 
RADIO RECEIVER CONFIOENTIAL 
A SINGLE CONVERSION TYPE, SUPERHETERO- 
DYNE, FIXED TUNED, CRYSTAL CONTROLLED 
RECEIVER WHICH OPERATES ON FREQUENCIES 
OF 23 TO 35 MC AND 33 TO 47 WC., WITH 
TWO SETS OF PLUG IN COILS. CAPA3LE OF 
RECEIVING FREQUENCY MODULATED SIGNALS OF 
10/31/44 CFLs 
mov. 44 


R=LSS7ARR- TET) 
THE TYPE (+50 KC DEVIATION) TRANSMITTED 
BY RADIO TRANSMITTER T-117/ART-17 AND 
REPRODUCING AT ITS OUTPUT SIGNALS 
HOENTICAL TO THOSE SUPPLIED 10 
T-1U7/ART-17. OUTPUT 2 VOLTS ACROSS 50 
OHMS. INeUTs 26¥ DC @ 8A. WI, APPROX. 
25 LBS. PART OF AN/ARR-14. 


R=841/GNQ-5 
RADIO RECEIVER 
SUPERHETERODYNE TYPE RECEIVER. SENSITIV- 

ITY OF 8 TO 10 MICROVOLTS. CRYSTAL CON- 
TROLLED ON FTEMC WORKS ON SIGNALS TRANS- 
MITTED BY AIRBORNE RECEIVER-TRANSMITTER 
RT-81/AM AND PROVIDES AUDIO SIGNALS & 
O.C. VOLTAGE FOR ANTENNA CONIROL UNIT 
1274744 CEL: 

Fee. 45 


AN/GMQ-5 CONFIDENTIAL 


R-141/GMQ-5 
C-215/GMQ-5, PHASE METER. 10-124/GMQ-5 
AND OSCILLOSCOPE 1D-125/G4Q-5, AND FOR 
RELAY UNIT RE-29/GMO-5. POWER INPUT 
70 ¥sA. FROM LISV/IPHASE/60 CYCLES. 


pare | MORNARTHANS | BRNOACTHASE A, 


oaTe Macs | SANHRASTINR —_| 


CONFIDENTIAL 


DESERATION [FIRST ASStcNED FoR [ ener, _| [eR | FIRST ASSIGNED FOR | on WL ARRAHSR | | 


R-$42A/APS-20 AM/APS-20A CONFIDENTIAL 
RADAR RECEIVER: 

RECEIVER - CONSISTS OF AN FF AMPLIFIER, 
DETECTOR, VIDEO AMPLIFIER AND ANTI- 
CLUTTER CIRCUITS. IT ALSO INCLUDES A 
LOCAL OSCILLATOR WITH AFC AND "KEEP 
ALEVE" RECTIFIER POWER SUPPLY. SY PRO- 
VIDES VIDEO OUTPUT, LOCAL OSCILLATOR 
4/14/45 CG: 


APR. 454 948A 


R-T42A/APS-26 
QUTPUT, AND “KEEP ALIVE" VOLTAGE. OPE- 
RATES tN THE "S" BAND. INPUTS ARES SIG- 
WAL IF; AUTOMATIC FREQUENCY CONTROL IF, 
AND 120 VOLTS, 400 CYCLE, A.C. AND 28 
VOLTS DC. DIMENSIONS: 24" X 12 3/2" X 
8 1/2". WT.: 50 LBS, SIMILAR TO 
R-142/APS-20 EXCEPT INCLUDES AC BLOWER 
Unit. 


(RV Aa /APX-13 
RADAR RECEIVER: 
RECEIVES ON TWO FREQUENCY BANDS; 175- 
185 MC.. AND 205-215 MC, BAND WIDTH IS 
4 MC, PROVIDES A FIXED VIDEO OUTPUT OF 
+40V AND A VARIABLE OF O-16V. NOISE 
FIGURE 1S 8 db. RECEIVER CONTAINS TWO RF 
SECTIONS EACH OF WHICH CONTAINS A TWO 
12/9/44 CLP2011922A 

DEC. 44 


AW/APX-13 CONFIDENTIAL 


STAGE RLF. AMPLIFIER, R-T44/APX-13 
A HARTLY OSCILLATOR AND MIXER. THE OUT- . 
PUT FROM EITHER OF R.F. SECTIONS MAY BE 
FED THROUGH THE COMMON 6 STAGE IF AMP- 
LUFIER, DETECTOR AND TWO STAGE VIDEO 
AMPLIFIER. POWER INPUT, FISV AC AT 3.25 
¥A 400-800 CYCLES, 28V DC AT .S5A. MOUNTEL 
ON STANDARD SAR RACK, SIZE BID. WT. 30 
LBS. PART OF RADAR SET AM/APX-13. 


R-t44A7APX-13 ANSAPX-13 
RADAR RECEIVERS 

RECE1VES ON TWO FREQUENCY BANDS; 175- 
185 MC... AND 205-215 MC., BAND WIDTH IS 
4 MC. PROVIDES A FEXED VIDEO OUTPUT OF 
+40V AND A VARS ABLE OF O-16¥~ NOISE 
FIGURE 1S 8 db. RECEIVER CONTAINS TWO RF 
SECTIONS EACH OF WHICH CONTAINS A TWO 
4AIV7/45 CLPSDIS 922A 

APR. 458 948 


CONFIDENTIAL 


STAGE RF. AMPLIFIER, R-144A7APX-13 
A HARTLY OSCILLATOR AND MIXER. THE OUT- 
PUT FROM EITHER R.F. SECTIONS MAY BE FED 
THROUGH COMMON 6 STAGE IF AMPLIFIER, OE- 
TECTOR & 2 STAGE VIDEO AMPLIFIER. POWER 
UNPUT, 155V AC AT 1.25 VA 400-800~. 28¥ 
OC AT .5A. MOUNTED ON SIZE BID RACK WT. 
30 LBS. PART OF ANJAPX-=13. SEIMELAR TO 
R-044/APX-13 EXCEPT INCLUDES O€FFERENT 
COMPONENTS. 7 


R-145/ARR-T6A ANSARR-36A CONFIDENTIAL 
RADIO RECEIVERS Mxsa 64129 
RADIO RECEIVER OPERATING OVER FREQUENCY 
RANGE OF 62 TO 72 MC. USED WITH AN/CRT-1 
ANO AN/CRT-1A AND AN/CRT-4. INCORPORATES 
CIRCUITS FOR AZIMUTH INDICATION WHEN 
USED WITH ID-B32/ARR-16A AMD 
(D-1TS3/ARR-16A-0NCLUDES PROVISIONS FOR 
12718744 CFF: 

DEC. 44 


CONNECTING OUTPUT OF AIR- &-145/ARR-IGA 
CRAFT @NTERCOMMUMICATION SYSTEM TO INPUT 
OF THE FIRST AUD#O STAGE OF THE RECESYER, 
{NCLUDES A RADIO CONDENSER CO 2 SPEED 
Dtal DRIVE ONE OF WHICH 1S PLANETARY AND 
THE OTHER tS A GEAR DRIVE WITH A DEAL 
SCALE INDICATING #2 SPOT FREQUENCEES. Si- 
KELAR TO. EXCEPT FOR DESIGN SMPROVEMENTS 
AND DIFFERENT RECEPTACLES. BUT NOT tut 
CHANGEABLE WITH R-1O6/ARR-16. 


Army-Navy Designations 


4-117 


R-L46E/ARU-35 ANJARN-35S 
RADIO RECEIVERS 

FREQ MODULATION RECEIVER: FREQ RANGE, 
52-65 MC- FREQ MODULATION, #15 KC + IN- 
PUT 200 WATTS 24-29 V DC- CAPABLE OF RE- 
CEIVING SIGNALS FROM RADIO TRANSMITTER 
T-U257ARW-34, AND UTILIZING EACH OF TEN 
DIFFERENT MODULATION FREQUENCIES FROM 
12719744 CFLs 

DEC. 44 


R-14SE/KRW-35 
300 TO 6500 CY TO CONTROL ITS OWN RELAY, 
WHICH WILL CLOSE ONE CIRCUIT AND SAFELY 
CARRY 1 AMP AT 30 V DOC - FITS MOUNTING 
BASE BHT-S2UR. 


R-T46A/ARW-35 
RADIO RECEIVERS 
FREQ MODULATION RECEIVER: FREQ RANGE, 
52-65 MC- FREQ DEVIATION $25 KC + IN- 
PUT 200 WATTS 23 Vv OC- CAPABLE OF RE- 
CEIVING SIGNALS FROM RADIO TRANSMITTER 
T-125/ARW-34, AND UTILEZING EACH OF TEN 
DIFFERENT MODULATION FREQUENCIES FROM 
1222765 CFLS 
MAY 45 


AN/ARW-35 CONFIDENTIAL 


R~-TECASARW-35 
300 TO 6500 CY TO CONTROL ITS OWN RELAY, 
WHICH WILL CLOSE ONE CERCUVIT AND SAFELY 
CARRY | AMP AT 30 V DC - FETS MOUNTING 
BASE SMT-S2/UR. SIMILAR TO R-146/ARW-35 
EXCEPT ADDS SQUELCH CIRCUIT FO AVOID IN- 
ADVERTENT CHANNEL OPERATION. 


R-147/ARR-28 
RADIO RECEIVER 
FREQUENCY RANGE 234 TO 258 MC. SNCLUDES 
CéRCUITS WHICH PERMtT 10 CHANNEL OPERA- 
TION OF MODULATED SIGNALS WITHIN THE 
RANGE OF $40 TO 850 KC. WHEN DOUBLE HOD- 
ULATED At, A2 OR AZ. UNPUT 28V OC. WT: 
APPROX. 22 LBS DIMENSIONS: 1/2 ATR WIDE 
U416745 
JAN. 45 


AN/ARR-2B CONFIDENTAIL 


R-S47/ARR-2E 


AND 3/4 ATR LONG. SARC A-IC. MAY BE USED 


TO REPLACE RADIO RECEBVER ®R-4/ARR-2 OR 
BR-4ASARR-2. 


R-E48/ARC-5X 
RADIO RECEIVERS 


AN/ARC-5X REI3SAS97A 


RESTRICTED 


FREQe RANGES 0619 TO 0.55 MC, FOR Al, AZ, 


A3 RECEPTION. INCLUDES ANTENNA LOOP 
SWITCH AND CIRCUITS FOR MYC AND AVCe FOR 
USE WITH 14V DC PLUG-tN OYNAHOTOR 
*#DY-I/ARR-2X~ FITS MOUNTING RACKS CREC) 
MT-4T17ARC-5X ETC. 
b419445 CBY? 

FEB. 45 


R~THBSARC-5X 
SAME AS WAVY TYPE -46102 EXCEPT INCLUDES 
AVC CIRCUIT & OPERATES ON 14¥ OC. SAME 
AS -46129 EXCEPT INCLUDES ANTENNA LONP 
SWITCH AND AVC CIRCUIT AND OPERATES ON 
14V OC. SéZES 13 172" X 4 13716" X 
& 5/78", WI: 6 LBS. POKER SUPPLY 14¥ DC @ 
3.4A- SIMILAR TO R-23A/ARC-5 EXCEPT 
OPERATES ON 14V DC INSTEAD OF 28. 


OF ANZARC-5 EQUIPMENT. 


ENTE [rinse assioneo vor | GRAMLRAMISN | 
CONFIDENTIAL R-U53/GPX-2 Au/GPX-2 SPEC: EN-1t02 


RADAR RECEIVERS CONFIDENTSAL 
RADAR BECEIVER - CONSISTS OF A SUPER~ 
HETRODYNE RECEIVER WITH 3 RF TUNING CON- 
TROLS, LOCAL OSCILLATOR CAPABLE OF TUN- 
UNG TO A CERTAIN BAND OF FREQUENCIES AND 
A PRE-TUNED IF CHANNEL FOLLOWED BY A 
VIDEO AMPLIFIER. SIMILAR TO RECEIVER 
V22745 

Jam. 458 


R-151/GPX-2 
UNIT OF BC-800A EXCEPT MODIFIED TO OPER- 
ATE ON 60 CYCLE POWER, SHALL BE MOUNTED 
ON A STANDARD 19" RELAY RACK PANEL HAVINC 
A MAXIHUN HEIGHT OF 8 374", ONCLUDES 
ANTENNA SWETCHING UNIT CFORHEREY PART OF 
INDICATOR UNIT OS SCR-729A). POWER SUP- 
PLY OBTAINED FROM TRANSMITTER, 
T-129/GPX-2. CONTRACT NOas 4516 WITH 
HAJESTIC. 


R-153/ARM-37 
RADIO RECEIVER: 
MINIATURE RADIO REMOTE CONTROLLED RECEIV- 
ER DESIGNED FOR RECEPTION OF FH SIGNALS 
(M THE RANGE OF 300 TO 6500 CYCLES ON A 
CARRIER IM THE RANGE OF 52 TO 65 WC. CA~ 
PASLE OF RESPONDING TO 5S CONTROL CHAN- 
MELS OF SPECIFIED AUDIO FREQUENCIES. 
1730745 
JANe 45 


AN/ARW-37 CONFIDENTIAL 


R-F535/KRU-37 
FREQUENCIES MAY BE VARIED BY CHANGING 
CONTROL CRYSTAL. INPUT 28V DC @ 2 &e DE- 
S§GNED FOR “RAZON" APPLICATION. 


B-1S6/ARR-(6B AN/SARR-16B CONFIDENTIAL 
RADSO RECEIVER: 

RADIO RECEIVER OPERATING OVER A FREQUENCY 
RANGE OF 62 TO 72 MC. INCORPORATES CIR- 
CUITS FOR AZIMUTH INOICATOION WHEN USED 
WITH AZIMUTH ENDSCATOR I(D-151/ARR-168. 
(INCLUDES PROVISIONS FOR CONNECTING OUT- 
PUT OF AIRCRAFT INTERCOMMUNICATION 


2722745 
APR. 45 

R-ISG/ARR-16B 
SYSTEM TO FIRST AUDIO STAGE OF RECEI- 


VER. USED WITH AN/CRT-1A, AN/CRT-IB AND 
AN/CRT-4. SIMILAR TO R-145/ARR-16A EXCEPT 
INCLUDES SELF CONTAINED POWER SUPPLY AND 
NOT GNTERCHANGEABLE. UNPUT: 28V DC. 


R-161/APS-19 9480 

RADAR RECEIVERS CONFIDENTIAL 
CONSISTS OF TR AND RT CAVITIES AND 
BEACON REFERENCE CAVITY, MIXER CAVITIES 
TO HOUSE CRYSTAL DETECTORS+OOUBLE LOCAL 
OSCILLATOR FOR RADAR AND 8EACON OPERA- 
TION AUTOMATIC FREQUENCY CONTROL FOR THE 
SEARCH BEACON LOCAL OSCILLATORS AND 7 
3/23/45 CS; 
MAR. 45 


AN/APS-19 


R-160/APS-19 
STAGES OF IF AND VIDEO AMPLIFIER. PART 
OF TRANSMITTER-RECEIVER RT-100/APS-19. 


MARRS BaA TAO TUNE 


MOAT | SNHTAPTNAERS 


pare | 


cont SAMHAIN 


MAES S 


CONFIDENTIAL 


NAVSHIPS 900,109 


FIRST ASSIGNED FOR | NAVY DRAWING, 


R-162/SRR-1 RE TELS MOD 
RADIO RECEIVER: CONFIDENTIAL 
RADIO RECEIVER USED TO RECEIVE SIGNAL 
OF THE FREQUENCY MODULATED TYPE TRANSNIT- 

“ TED BY AN/ART-23, PERMITS RELAYING A 
RADAR SIGNAL FROM AN AIRPLANE TO A SHEP. 
OPERATES IN THE FREQ. RANGE 74 TO 106 
MC UTILIZING FOUR CHANNELS WITM CHANNEL 
3/27/45 
Mak. 45 


AM/SRR=1 


CENTERS AT 78, 86, 94 R-TE2/SRR-1 
AND 102 MC. EACH CHANNEL #S OF THE FIXEC, 
PRE-TUNED TYPE AND EITHER OF THE FOUR 
CHANNELS MAY BE INSTANTLY SELECTED BY 
WEANS OF A SELECTOR SWITCH LOCATED ON 
THE FRONT PANEL. SNCLUDES SELF CONTAINED 
POWER SUPPLY. INPUT: 115/1¢/60 CYCLES @ 
350w. SIZE 89" X 9 3/8" X 13 6/16". WT. 
APPROX. 140 LBS. 


R-169/APS-4 
RADAR RECEIVERS: CONFIDENTIAL 
CONTAINS MIXER, PRE-IF AMPLIFIER ANO AFC 
CIRCUIT TO CONVERT “X" BAND SIGNALS TO 
60 MC. IF. ALSO CONTAINS LOCAL OSCILLA- 
TOR FOR RADAR AND BEACON FREQUENCIES, 
SHUTTER RELAY TO PROTECT CRYSTAL WHEN 
SET 1S NOT OPERATING. INPUT: 300¥, -300¥ 
4/28/45 CWs 
MAT 456 948AG 


AN/APS-4,4A 


R-169/KPS-4 
1S0V DC AND 6.5¥ AC, SIZE: 15" X 12° % 
9", MOUNTS IN AND 4S PART OF TRANS= 
MITTER RECEIVER RT-5, SA/APS-4 AED 
RI-104/A0PS-4A, 


COMPONENT tHDICATOR “RDO® 
RECORDERS 


INCLUDES: TAPE RECORDERS 
FACSIMILE RECORDERS, ETC. 


RO-1/aSQ-1 
RECORDER: 


A LIGHT WEIGHT, GRAPHIC RECORDING 
AAMETER. 


AN/ASQ-! 


1/29/43 CEVs 
AuG, 45 


RD-4/ASQ 
RECORDER: 
SPECIAL ESTERLSNE-ANGUS CAW) 1 RILLIAB- 
PERE D-C RANGE, SPRING DRIVEN GRAPHIC 
RECORDING METER WITH LIGHT FOR SCALE 
LUMINATION AND A TYPE AW~3180-18-4S PLUG 
ON REAR OF HETER. FITS HOUNTING BASE 
MT~115/ASQ. FIRST PURCHASED ON NAVY 
9/3/43 CEVS 
SEPT 43 


AN/ASQ SERIES 


RO-4/ASQ 
CONTRACT N2G8S-12418 


[pare MREACTHRESS | AOSORACTHAEEA 


NAVSHIPS 900,109 


Army-Navy Designations 


ATI NAL RRNING, 


bah FIRST ASSIGHED FOR 


OWN ARE 


RO-84/GNQ-5 
RECORDER: CONFIDENTIAL 
PRINTS A CONTINUOUS RECORD OF AZIMUTH 
ANGLE TO AWD DISTANCE OF TRANSMITTER 
RECEIVER RT-86/GMQ-5 FROM ANTENNA ARRAY 
AS~84/GMQ-5; ALSO SHOWS ONE TO THREE 
DISTINCTIVE SIGNALS INDICATING LEVELS OF 
PRESSURE, TRANSLATABLE TO ALTITUDE, OF 
ve/t7/44 

NOV. 44 


AN/GHQ-5 


RD-14/GRQ-S 
AIRBORNE RECEIVER-TRAMSHITIER RT-81/AM. 


COMPONERT INDICATOR “RE* 
RELAY ASSEMBLY 


FRE-1/ARR-1 #AN/ARR~1 

SWITCHING RELAYS : RESTRICTED 
OPOT PLUS AUXILIARY CONTACTS FOR OPERA- 
TING COIL. ORIGINALLY SUPPLIED WITH A’ 
LATCHING TYPE RELAY. OPERATES FROM 12 OR 
24 VOC. SAME AS NAVY TYPE -291735 EXCEPT 
SUBSTITUTES AN IMPROVED RELAY AND PRO- 
VIDES A SECOND BINDING POST FOR DIRECT 


12/22/42 Cws CwZESR-990122 
JULY 43° CZR? isSuUE 1 
PRE-1/ARR-1 


COUPLING TO A SHORT ANTENNA, THIS UNIT 
LATER SUPPLIED WITH A ROTARY TYPE RELAY 
HAVING A 185] COIL FOR OPERATION FROM 

14 V DC & A 100M SERIES RESISTOR TO PER- 
MIT 28 V DC OPERATION. FOR USE WITH 
RADIO RECEIVER *R-1/ARR-3 (-69076). 


#RE-TA/AQR-1 *AN/ARR-1 . 
SWITCHING RELAY: RESTRICTED 
DPOT INCLUDES A ROTARY TYPE RELAY HAVING 
A 6S OHM COIL FOR OPERATION FROM 13 ¥ OC 
AND A 60 OHM SERIES RESISTOR TO PERMIT 
26 V DC OPERATION. FOR USE WITH RADIO 
RECEIVER *#R-1/ARR-1 (-69076). SAME AS 
TYPE -2913735 EXCEPT FOR THE RELAY AND 
6/15/43 Cws CWSESR-990127 
MOV. 435 CZR= iSSUE 3 


{ 
RE-1A/ARR-1 
PROVIDES A SECOND BINDING POST FOR 
DIRECT COUPLING TO A SHORT ANTENNA. 


RE-2/ARC-5 AN/ARC-S 
ANTENNA RELAY UNIT? 
INCLUDES 28 V DC RELAY TO SWITCH ANTENNA 
FROM TRANSMITTER TO RECEIVER AND VICE 
VERSA, “LOCAL-REMOTE™ SWITCH, RF TUNING 
METER, AND A FIXED CAPACITOR FOR RESONA- 
TING INDUCTIVE ANTENNAS. FITS MOUNTING 
BASE MT-77/ARC-S. "AN" DESIGNATION FOR 
2/8/43 cBY:5012 CBY:SO12-3-8 


[care | MAAR 
CONFIDENTIAL 


JULY 43 CBS 2999-4-A {Assi 


RE+2/ARC-S 
Wavy TYPE -29125. 
RE-4/APA-U2 AM/APA~12 
RELAY? RESTRICTED 


CONSISTS OF A DPDT TWO COIL RELAY WHICH 
AUTOMATICALLY REVERSES THE CONNECTION TO 
THE AZIMUTH ORIVE MOTOR OF ANTENNA AS- 
SENBLY AS-S/APS-2 FOR SECTOR SCAN. J- 
CLUDES A FOUR CONTACT RECEPTACLE. A 
SHORT 4 CONDUCTOR CABLE TERMINATING IN 
9/21/43 CPR: 

SEPT 43 


RE-4/aPA-12 
A PLUG AND A BOX FITTING FOR CABLE tO 
SECTOR SCAN SWITCH SA-II/APA-§2. INPUT 
26 ¥. Oc. 


RE-S/APA-13 
RELAY: RESTRICTED 
CONSISTS OF A OPOT TWO COIL RELAY WHICH 
AUTOMATICALLY REVERSES THE CONNECTION TO 
THE AZIMUTH DRIVE MOTOR FOR SECTOR SCAN, 
INCLUDES A 6 CONTACT RECEPTACLE, A SHORT 
6 -CONDUCTOR CABLE TERMINATING IN A PLUG 
ANO A BOX FITTING FOR CABLE TO SECTOR 
9721/43 CPRs 
oct. 435 


AN/APA-13 


RE-S/APA-13 
SCAN SWITCH SA-12/APA-13 OR CN-4/APA-14. 
IRPYT 26¥ D.C. 


RE-G/APN-TA = -AN/MPN-1A 

RELAY PANEL: 

THIS UNST CONSISTS OF SEVERAL RELAYS 
MOUNTED ON A PANEL. THESE RELAYS OPERATE 
TO SWITCH THE ERROR METER SUPPLIES, HI- 
CROPHONE RELAY SUPPLIES, AND AURAL 
SIGNAL UNIT OUTPUTS FOR RESPECTIVE A & 6 
CHANNEL OPERATION, POWER INPUT: #17-VOLT: 
1/5/44 = CRRz 


MAR. 44 

. RE-6/MPN-1K 
A-C FOR RELAY OPERATION. DIMENSIONS: 19° 
x65 1/4" x 4", 
RE-7/HPN-1A 9 AM/NPH-A 


RELAY PANEL: 

THIS UNIT CONSISTS OF SEVERAL RELAYS 
MOUNTED ON A PANEL. THESE RELA/S OrERATE 
TO SWITCH VIDEO, TRIGGERS AND RANGE 
MARKS IN THE SEARCH SYSTEM FOR A & 8B 
CHANNEL OPERATION. POWER INPUT: TI7¥. AC 
FOR RELAY OPERATION. DIMENSIONS: 19” x 
1/5/44 CRRs 

WAR. 44 


Bren CANATTNE | 


( 


onc pete 


RE-7/HPH-18 
44/2" x 4", : 


RE-9/ART~2 
RELAY: 

SPDT ANTENNA CHANGE-OVER RELAY MOUNTED 
IN A METAL BOX APPROX. 3" X 3" X 5", 
USED TO SWITCH THE PLANE’S ANTENNA FROM 
THE COMMUNICATION EQUIPMENT TO RADIO SET 
AN/ART=2. OPERATES FROM 26V DC. 


AN/ART-2 


8/14/44 
JAN. 44 


RE-10/aRW 
SELECTOR UNIT: RESTRICTED 
ACCEPTS ANY ONE. TWO OR THREE OF TEX 
CONTROL FREQUENCSES & SELECTS THE FREQ. 
WHICH CLOSES THE APPROPRIATE RELAY, RE- 
LAYS ARE CAPABLE OF PASSING 1A @ 26¥ DC 
OR 2A @ 13V. DC. USED WITH AND OBTAINS 
POWER FROM RECEIVER R-81/ARW2Z0 OR 
4/5/44 
APR, 44 


AN /ARW-20 


RE-10/aRw 
R-82/ARW-20X OR R-B3/ARW-22 OR 
R-84 /ARW-22X. 


RE-11/APX-2 AN/APX-2 

RELAY UNIT? CONFIDENTIAL 
RELAY ANDO WIDEO SWITCH BOX TO PERMIT 
AUTOMATIC DISCONNECTION OF ASB SWITCHING 
UNIT FROM THE ASB INDICATOR AND CONNEC? 
TION OF ANTENNA SWITCHING UNIT 
SA-4A/APA-1 TO THE ASB INDICATOR. USED TO 
MAKE POSSIBLE DIRECTIONAL DISPLAY ON ASB 
$/10744 CASI3 

AUG. 44A 


RE-TECAPX-2 
UNDICATOR OF INTELLIGENCE FROM ANSAPX-2 
RESPOXSOR. USED WITH BUT NOT PART OF 
ANSAPX-2. FIRST PROCURED ON NX3-73825- 


RE-12/APX-2 
RELAY: CONFIDENTIAL 
RELAY BOX TO PERMIT AUTOMATICALLY DIS- 
CONNECTING HORIZONTAL SWEEP VOLTAGE FROM 
RAOIO SET AN/APS-4 INDICATOR AND CONNECT 
ING IN ANTENNA SWITCHING UNIT SA-4A/APA-1 
USED TO ENABLE A VISUAL DIRECTIONAL DIS- 
PLAY OF RADIO SET AN/APX-2 RESPONSOR 
8/16/44 CAdIs 

AUG. 44A 


AM/APX-2,24 


RE-12/APX-2 
SIGNALS ON AH/APS-4 INDICATOR. FIRST 
PROCURED ON NX9-75824. : 


care | MOWMGSTHBS | HANTACTHAIES, 


665197 O- 45 - 92 


Army-Navy Designations 


4-119 


venenatis inst ASSIGNED FoR | WAVE AROKHSN peek ATION rinst assionep Fo | otPEHROMHSK 
RE-F4/APA-14A AN/APA-t44 RE-t8/APA-12A AN/APA-i2K 
RELAY: RESTRICTED RELAY UNIT: RESTRICTED 


CONSISTS OF A DPOT TWO COIL RELAY WHICH 
AUTOMATICALLY REVERSES THE CONNECTION TO 
THE AZIMUTH DRIVE MOTOR FOR SECTOR SCAN. 
UNCLUDES A 6 CONTACT RECEPTACLE, A SHORT 
6 -CONDUCTOR CABLE TERMINATING IN A PLUG 
AND A BOX FITTING FOR CABLE TO SECTOR 
6/14/44 CPR: CPR 25LO-1356 
JULY 44 


RE-1faJAPA-t4A 
SCAN SWITCH SA-12/APA-13 OR CN-4/APA-14, 
ALSO INCLUDES AN SPST RELAY FOR LIMST&NG 
THE REVERSAL CURRENT #N THE AZIMUTH 
DRIVE MOTOR TO GIVE CUSHIONED SECTOR 
SCAN. IWPUT 26¥ BC. 


RE-15/ARC-t8 AN/ARC-18 

RELAY UNIT? RESTRICTED 
USEO WITH TWO RT-18/ARC-1 IN RECEIVING 
SIGNALS ANO SIMULTANEOUSLY RETRANSMITT ING 
THESE SIGNALS. INCLUDES ONE AN-3102-20- 
1P RECEPTACLE FOR CONNECTION TO CONTROL 
UNIT C-156/ARC-18. ONE AN-3102-20-16S RE- 
CEPEACLE FOR CONNECTION TO J-21t/ARC-I 
7/14/44 D-152684 BO0-43400 

FEB. 45 


RE-TSZARC-18 
AND TWO AN-3106-20-16P(ONE POS. 4)FOR 2 
CABLES FOR CONNECTING TO THE RT-t6/ARC-I. 
SIZE 30 172" X 7 1/8" X 6 S/16%. MT. 5.5 
LBS. USED WITH MOUNTING BASE 
NT-335/ARC-18. . 


RE-16/ARC-S AM/ARC-5 
ANTENNA RELAY UNITS CONFIDENTIAL 
INCLUDES 28V¥ DC RELAY USED TO SWITCH VHF 
ANTENNA FROM TRANSMITTER TO RECEIVER ANO 
ViCE VERSA. CONTAINS 3 NAVY TYPE 49194 
RF TERMINALS FOR CONNECTING TO VHF 
ANTENNA. TRANSMITTER, AND RECEIVERS 
ANTENNA CURRENT INDICATOR MARKED 3-10. 
7/17/44 CBY3f1004 
JULY 44 


RE-16/ARC-5 
DIMENSIONS: 5 5/8" xX 5" xX 2 5/87, WEIGHT: 
1.3 LBS. FITS MOUNTING BASE M¥-77/ARC-5. 


+ RE-17/A0PG 
RELAY UNET? 
CONSISTS OF HOUSING CONTAINING THREE &€- 
LAYS AND A DUAL POTENTIONETER (SCREW 
DRIVER CONTROL). USED TO PROVIDE POLA- 
RIZED VOLTAGES FOR PROPER DIRECTION OF 
ROTATION OF SA-286/APG BY MEANS OF TWO 
RELAYS ACTUATED BY VOLTAGES FROM AIR- 
844144 CRYs 

JAN. 45 


ANSAPG~-4 CONFIDENTIAL 


RE-17/APG 
CRAFT RADAR ALTIMETER EQUIPMENT AN/APN-1, 
DIMENSIONS: 3" X 4" X 2"%,~ PROCURED ON 
CONTRACT WXsr-66556 


ASSIGNED 
ISSUED 


CONSISTS GF A DPDT MECHANICAL LATCHING 
RELAY CONNECTED TO REVERSE DIRECTION OF 
ROTATION OF AZIWHUTH ORIVE MOTOR ON 
ANTENNA ASSEMBLY AS-S/APS~-2 FOR SECTOR 
SCAN AND A O.P.S.T. SPLIT COIL RELAY 
CONNECTED TO CUSHION EACH REVERSAL, 
B74/44 CAPP; CAPP34474-150 
SEPT. 44A 


RE-187APA-t24 
INCLUDES TWO 65W. RESISTORS. A FOUR CON- 
TACT RECEPTACLE, A FOUR CONDUCTOR CABLE 
TERMINATENG IN A PLUG AND A 3 CONDUCTOR 
CONNECTOR FOR CABLE FROM SECTOR SCAN 
SWITCH SA-SIAZAPA-12, INPUT 26V OC. SIZE 
APPROX. 8 1/2" X 4 172 X 4". WIL 2 144 
LBS. SIMILAR TO 8UT WOT INTERCHANGEABLE 
WITH RE-4/APA-12. 


RE-U9/RPA-13B ANSAPA-#38 

RELAY UNIT: RESTRICTED 
CONSISTS OF A DPDT MECHANICAL LATCHING 
RELAY TO REVERSE DIRECTION OF ROTATION 
OF AZIMUTH DRIVE MOTOR ON ANTENNA 
ASSEMBLY 8AS-17/APS OR AS-U8/APS FOR 
SECTOR SCAN AND A DPST SPLIT COiL RELAY 
CONNECTED TO CUSHION EACH REVERSAL. 
6/4144 CAPPS CAPP 33474-1609 
SEPT. 44 


RE-197APA-138 
INCLUDES TWO 65W. RESISTORS. A 6 CONTACT 
RECEPTAGLE, A 6 CONDUCTOR CABLE TERHI- 
WATING IN A PLUG ANO A 3 CONDUCTOR CON- 
WECTOR FOR CABLE FROM SECTOR SCAN SWITCH 
SA-I2AZAPA-$3 SIZEs B 1/2" X 4 142" X 
4". WT. 2 1/4 LBS. INPUT 26V DC. SIMILAR 
TO BUT NOT INTERCHANGEABLE WITH 
RE-SVAPA-13. 


RE-25/ASG-10 
RELAY UNIT: CONFIDENTIAL 
RELAY ASSEMBLY BOX CONTAINING RELAYS, 
RESISTORS AND CONDENSERS. SIZE APPROX 
47/8" X 6 1/4" X 4", WT. ABOUT 2.6 LBS. 
MOUNTS BACK OF THE COMPUTER UNIT 
CP-35 /ASG-10 SUPPLIES OUTPUT OF ALTI- 
METER, COMPUTER AND PILOTS CONTROL BOX 
9/29/44 
Oct. 44 


AN/ASG~16 


RE-25/ASG-10 
TO BOMB RELEASE CIRCUITS. PART OF 
AN/ASG-t0. 


RE-29/GMQ-5 AN/GMQ-5 
RELAY UNIT 

COMPOSED OF RELAY TUBES, RECTIFIER AND 
RECTIFIER-RELAY TUBES AND AMPLIFIER. IS 
ACTUATED BY SIGNALS FROM RADIO RECEIVER 
R-b41/GMQ-S5 AND IN TURN KEYS RECORDER 
RD-141/GMO-5 TO PROVIDE RECORDS OF 
FLIGHT. MOUNTS §N STANDARD CABINET TYPE 
1214744 . 

DEC. 44 


CONFIDENTIAL 


RE-29/GMQ-5 
RELAY RACK IN CONSOLE CY-239/GHQ-5. 
POWER INPUT 40 Y.A. FROM 335SV41 PHASES 
60 CYCLES. 


SATU GRAN RUETR 
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FIRST ASSIGNED FOR OnE GR EKG, 


[neh 


[ese ASSIGNED ror | OAASERRAKHISH 


RE-41/APS-31 
RELAY BOX: 
#NCLUDES STARTING RELAY FOR UNVERTER 
PU-92/U. ALSO INCLUDES TWO 2-AMP FUSES 
FOR INVERTER OUTPUT, A MANUAL RESET BUT- 
TON FOR DC INPUT TO INVERTER AND CIRCUIT 
BREAKER WHICH OPERATES WHEN DC DRAIN EX- 
CEEDS 30 AMPERES. HAS ONE AN~3102-20-4S 


AN/APS~31 
CONFIDENTIAL 


474/45 CPR: CPRi5LO-1528 
APR. 458 948A 
RE-417APS-31 

AND ONE AN-3102-20-17P RECEPTACLE. SIZE: 
APPROX. 5 3/4 X 4.3/4 X 3 3/4, Te 
APPROX. 3 POUNDS. 

RE-43/U CONFIDENTIAL 
ANTENNA RELAY? cs-70 


SINGLE POLE DOUZLE THROW, REMOTELY CON- 
TROLLED SWITCH FOR SWITCHING EITHER ONE 
OF TWO 50 OHM TRANSMISSION LINES TO A 

50 OHM TRANSMISSION LINE LEADING TO 
ASSOCIATED ANTENNA ASSEMBLY. DESIGNED TO 
OPERATE PRIMARILY (N LX BAND. REMOTELY 
4/17/45 


APR, 45A 918 


RE-43/0 
CONTROLLED BY !15V/16/60 CYCLES. 
é 


COMPONENT INDICATOR “"RF* 
RADIO FREQUENCY UNIT 


RF-9/UPT AN/SPT-2 RE-9360 
MODULATOR ADAPTER: RESTRICTED 
ADAPTS EQUIPMENT OF TYPE RADAR SET 
AitsSsPT-2 FOR StnE WAWvte MOOYLATION. 
OPERATES AT FREQUENCY OF TI5KC AND 400KC. 
SIZE APPROX. 3 1/2" X 4" X 6. USED WITH 
BUT NOT PART OF TYPE OF EQUIPMENT 
AN/SPT-2 & AN/APT-2 ETC. 


1/17/44 CTds CTJZPCK-588-12 
APR, 44 

RF<tG/ARD-3 AN/ARD-3 RE-TSABGEOA 
UHPEDANCE MATCHING RESTRICTED 


SwWiTCHING UNIT: A COMBINATION AN- 
TENNA SELECTOR SWITCH FOR SELECTING 
HORIZONTAL OR VERTICAL DIPOLES OF ANTENN 
ASSEMBLY AS-86/ARD-3 AND SMPEDANCE 
MATCHING DEVICE FOR MATCHING ANTENNA 
AS-86/ARD-3 TO 50 OHM.LINE LEADING TO A 


2/7/44 CAKS: 
JUN. 44 

RF-10/ARD-3 
RECEIVER. SIMILAR TO RF-22/APA-24 EXCEPT 


HAS DIFFERENT TYPE CONNECTOR 


ASSIGNED 
ISSUED 


RF-11/APA-24 RESTRICTED 
IMPEDANCE MATCHING RE 13A-862A 
SWITCHING UNIT: A COMBINATION ANTENNA 
SELECTOR SWITCH FOR SELECTING HORIZON~ 
TAL OR VERTICAL DIPOLES OF ANTENNA ASS- 
EMBLY AS~ 84/APA~24 AND IMPEDANCE HMATCH~ 
ING ADAPTER FOR MATCHING ANTENNA ASS— 
EMBLY AS-84/APA-24 TO 50 OHM LINE 
2710744 

FEB. 44 


RF= T1/APA=24 
LEADING TO A RECEIVER. 


RF-12/APA-24 AN/APA-24 
IMPEDANCE HATCHING- RESTRICTED 
SWITCHING UNIT: A COMBINATION AN- 
TENNA SELECTOR SWITCH FOR SELECTING 
HORIZONTAL OR VERTICAL DIPOLES OF AN- 
TENNA ASSEMBLY AS-88/APA-24 AND IMPEDANCE 
MATCHING ADAPTER FOR MATCHING ANTENNA 
ASSEMBLY AS-88/APA-24 TO 50 OHM LINE 
2/10/44 
FEB. 44 


RE 13A862A 


: RF-12/APA-24 
LEAOING TO A RECEIVER. 


RF-22/APA-24 AN/APA=24 
IMPEDANCE MATCHING 
SWITCHING UNIT: A COMBINATION AN- 
TENNA SELECTOR SWITCH FOR SELECTING 
HORIZONTAL OR VERTICAL DIPOLES OF AN- 
TENNA ASSEMBLY AS-86/ARD-3:0R 
AS-101/APA-24 AND IMPEDANCE HATCHING DE- 
VICE FOR MATCHING ANTENNA ASSEMBLY 
4/29/44 
JUN 44 


RESTRICTED 


RF-22/APA-24 
AS-86/ARD-3 OR ANTENNA ASSEMBLY 
AS-101/APA=24 TO A SO OHM LINE LEADING 


TO A RECEIVER. 


RF-23/AP AN/APA-22 

POWER DIVIDER UNITs CONFIDENTIAL 
UNIT TO CHANGE THE IMPEDANCE PRESENTED 
BY THE ANTENNA ASSEMBLY AS-S/APS-2 OR 
#AS-17/APS OR @AS-17A/APS AND ABSORBER 
UNIT CG-97/AP CONNECTIONS AS VIEWED FRON 
INPUT OF TRANSMITTER OF AN/APS-2 SERIES 
EQUIPMENT SUCH THAT PREDETERMINED VALUES 
3/24/44  CAKX CAKX-12-586 
MAR. 44 


RF-23/AaP 
OF ATTENUATION WITH RESPECT TO TIME 
SHALL BE OBTAINED, ALSO PROVIDES POSIT- 
10N DATA TO CONTROL BOX C-121/AP. CON- 
SIST OF RF LINES WITH CAM AND FOLLOWER, 
2 MICROSWITCHES & MICROSWITCH CAM, AND 
RT TUBE. AND AN PLUG AN-3102-14S-5P WT. 
APPROX. 7 L8S. DIMENSIONS U1 5/8" X 
V5 1/2" x 7 15/16". 


ASSIGNED 
ISSUED 


RF-25/APA-26 AN/APA-26 
POWER DIVIDER UNIT? 

USED TO CHANGE IMPEDANCE PRESENTED BY 
AS-S/APS-2 OR BAS-17/APS OR AS-17A/APS 
AND ABSORBER UNIT CG-97/AP AS VIEWEO 
FROM INPUT OF TRANSMITTER OF AN/APS-2 
SERIES EQUIPHENT SUCH THAT PREDETERMINED 
VALUES OF ATTENUATION WITH RESPECT TO 
6/27/44 CAKXs CAKX 324-757 
JUN, 44 


CONFIDENTIAL 


TINE ARE OBTAINED. ALSO RF-25/APA-26 
PROVIDES POSITIONING DATA TO C-121/AP. 
CONSIST OF R.F. LINES WITH CAM AND 
FOLLOWER, 2 MICROSWITCHES AND MICRO- 
SWITCH CAM, RT TUBE AND PLUG AN-3102- 
145-S5P. SIMILAR TO RF-23/AP EXCEPT 
LARGER IN SIZE AND tNCLUDES FUNCTION OF 
ADAPTER UNIT CU-40/APA-2. DIMENSIONS 
APPROX. 13 1/2" X 16" X 8%. WT. APPROX. 
8 1/72 BS. 


RF-26/APA-24 AN/APA-24 
EMPEDANCE MATCHING 
SWITCHING UNITS A COMBINATION ANTENNA 
SELECTOR SWITCH FOR SELECTING HORIZONTAL 
OR VERTICAL DIPOLES OF ANTENNA ASSEMBLY 
AS-IS B/APA-24 AND IMPEDANCE MATCHING 
DEVICE FOR MATCHING ANTENNA AS- 158/APA-2¢ 
TO $0 OHM LINE LEADING TO A RECEIVER. 
6/28/44 
JUN, 44 


RESTRICTED 


RF-26/APA-24 
SIMILIAR TO RF-10/ARD-3. RE-EL/APA-24 
AND RF-22/APA-24 EXCEPT USED WITH DIF- 
FERENT ANTENNA ASSEMBLIES. 


COMPONENT INDICATOR "RG* 
RF CABLES ~ BULK FORM 


INCLUDES: RADIO FREQUENCY CABLES, 
TRANSMISSION LINES, 
WAVE GUIDES, 
ETC, IW BULK FORK. 

NOTES SEE COMPONENT INDICATOR "CG" 


RG-1/APS-3 AN/APS-3 
RADIO FREQUENCY. LINE 
CANCELLED AND REASSIGNED CG-1/APS-3. 


7/19/43 
SEPT 45 


RG-2/APS-3 AN/APS-3 
RAOIO FREQUENCY LINE 
CANCELLED AND REASSIGNED CG~2/APS-3. 


7/19/43 
SEPT 43 


RG-3/APS-3 AN/APS-3 
RADIO FREQUENCY LINE 
CANCELLED AND REASSIGNED CG-3/APS-3. 


7/19/43 
SEPT 43 
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RG-4/U GER USE RE-9202 
RADIO FREQUENCY CABLE? 

LOW LOSS O'ELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF SO-OHMS. INNER CONDUCTOR IS 
#20 AWG SOLID PLAIN COPPER WIRE INSU- 
LATED WITH GRADE A CPOLYETHYLENE) DI- 
ELECTRIC MATERIAL TO A DUAMETER OF 0.536 
7/30/43 
SEPT 43 


RG-4/0 
(N. OVER THE INSULATING CORE IS APPLIED 
A DOUBLE BRAID OF #36 AWG PLAIN COPPER 
WIRE. OVER THE BRAID A SYNTHETIC RESIN 
JACKET 1S APPLIED TO A DIANETER OF 0.246 
iW. 


RG-5/V GEN USE RE-9203 
RADIO FREQUENCY CABLE? 
LOW LOSS RADIO FREQUENCY COAXIAL CABLE 
HAVING A CHARACTERISTIC IMPEDANCE OF 
50 OHMS. INNER CONDUCTOR IS #16 AWG 
SOLID PLAIN COPPER WIRE INSULATED WITH 
GRADE A (POLYETHYLENE) DIELECTRIC MAT- 
ERIAL TO A DIAMETER OF 0.185 IN. OVER 
7/30/43 

SEPT 43 


RG-5/T 

THE INSULATING CORE US APPLIED A ODQUBLE 
BRAID OF #34 AWG PLAIN COPPER WIRES. 
OVER THE BRAID A SYNTHETIC RESIN JACKET 
1S APPLIED TO A DIAMETER OF 06342 IW. 


RG-6/0 GEN USE RE-9204 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
(MPEDANCE OF 74-OHMS. INNER CONDUCTOR 
1S #21 AWG SOLID COPPERWELD WIRE INSU- 
LAlED WITH GRADE A (POLYETHYLENE) DI- 
ELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

SEPT 43 


4 RG-6/8 
0.185 IN. OVER THE INSULATING CORE IS 
APPLIED A DOUBLE BRAID OF #34 AWG PLAIN 
COPPER WIRES. OVER THE BRAID A SYN- 
THETIC RESIN JACKET IS APPLIED TO A DIA- 
METER OF 0.342 IW. 


RG-7/6 GEN USE RE-9205 

RADIO FREQUENCY CABLE: 

LOW CAPACITY RADIO FREQUENCY COAXIAL 
CABLE HAVING .A CHARACTERISTIC IMPEDANCE 
OF 95 OHMS. INNER CONDUCTOR 1S #19 SOLID 
PLAIN COPPER WIRE WRAPPED WITH A SPIRAL 
PLASTIC THREAD. OVER THIS IS EXTRUDED A 
TUBE OF GRADE A CPOLYETHYLENE) 

7/30/43 

oct. 43 


RG-7/8 
DIELECTRIC MATERIAL TO A DIAMETER OF 
0.250 IN. OVER THE INSULATING CORE 1S 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
COPPER WIRES. OVER THE BRAID A SYNTHETIC 
RESIN JACKET 1S APPLIED TO A DIAMETER OF 
0.370 IN. AN DESIGNATION FOR 62064 OR 
ARMY TYPE NO. WC-547. 


ASSIGHEO 
ISSUED 


RG-8/0 GEW USE RE 9206 
RAQUO FREQUENCY CABLE? 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF $2-OHMS. INNER CONDUCTOR !S 
7 STRANDS OF #21 AWG PLAIN COPPER WIRE 
INSULATED WITH GRADE A (POLYETHYLENE) 
OVELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

oct. 43 


RG-6/B 
0.285 IN. OVER THE INSULATING CORE (S 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
COPPER WIRES. OVER THE BRAIN A SYNTHETIC 
RESIN JACKET 1S APPLIED TO A DIAMETER OF 
0.405 IN. AN DESIGNATION FOR CASSF-50-1- 
OR ARNY TYPE WO. wC-543. 


RG-9/t GEN USE RE 9207 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 52-OHMS. INNER CONDUCTOR 
1S 7 STRANDS OF #21 AWG PLAIN COPPER 
WIRE INSULATED WITH GRADE A (POLYETHY- 
LENE) DIELECTRIC MATERIAL TO A DIAMETER 
7/30/43 

SEFT 43 


RG-9/t 


OF 0.280 IN. OVER THE INSULATING CORE tS — 


APPLIED A DOUBLE BRAID OF #34 AWG PLAIN 

COPPER WIRES. OVER THE BRAID A SYNTHETIC 
RESIN JACKET 1S APPLIED TO A DIAMETER OF 
0.420 iN. 


RG-9A/U SPEC JAN-C~-47 
RADIO FREQUENCY CABLE: 

CABLE, RF (COAXIAL), FLEXIBLE, 51 OHMS 
CHARACTERISTIC IMPEDANCE, SINGLE AXIAL 
CCNDUCTOR, 7 STRANDS #21 AWG SILVER 
COATED COPPER WIRE, POLYTHYLENE DIE- 
LECTRIC. DOUBLE BRAIDED, INNER SILVERED, 
OUTER TINNED #34 AWG O00. 2355" MAX. 0.0 
5/31/45 

MAY 45 930G 


CW. BRAID OUTER CONDUCTOR. RG-9A/U 
OUTER COVERING, MAX DIA: 2430" NON- 
CONTAMINATING SYNTHETIC RESIN. CAPACITY? 
350 W @ 400 MCS, 500°; 1000‘; 2000'/REEL 
AS SPECIFIED. Low Loss 
CASLE. SINILAR TO & INTERCHANGEABLE WETH 
RADIO FREQUENCY CABLE RG-9/U EXCEPT HAS 
IMPROVED BRAID CONSTRUCTION & TUBED 
JACKET FOR GREATER ATTENUATION, STABILIT: 
WITH HEAT AND FLEXING. 


RG-30/U GEN USE RE 9208 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 52-OHMS, INNER CONDUCTOR 1S 
7 STRANDS OF #21 AWG PLAIN’ COPPER WIRE 
INSULATED WITH GRADE A (POLYETHYLENE) 
DIELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

OCT. 43 


RG-10/8 
0.285 IN. OVER THE INSULATING CORE IS 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
COPPER WIRES. OVER THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A DIAMETER OF 
0.405 IN. OVER THE JACKET IS APPLIED AN 
ARMOR BRAID OF 0.0095 IN. STEEL WIRES TO 
A DIAMETER OF 0.465 IN. AN DESIGNATION 
FOR CASSF-50-tA. 


RG-18/0 GEN USE RE 9209 
RADIO FREQUENCY CABLES: 

LOW LOSS DIELECTRIC RADIO FREQUERCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
(MPEDANCE OF 74 OHMS. INNER CONDUCTOR IS 
7 STRANDS OF #26 AWG PLAIN COPPER WIRE 
INSULATED WITH GRADE A (POLYETHYLENE) 
DIELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

SEPT 43 


RG-11/8 
0.285 IN. OVER THE INSULATING CORE IS 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A DIAMETER OF 
0.405 ta. 


RG-12/U GEN USE RE 9210 
RADIO FREQUENCY CABLE? 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 74 OHMS. INNER CONDUCTOR IS 
7 STRANDS OF #26 AWG PLAIN COPPER WIRE 
INSULATED WITH GRADE A (POLETHYLENE) 
DIELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

SEPT 43 


RG-12/0 

0.285 IN. OVER THE INSULATING CORE 1S 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A DIAMETER OF 
03405 IN. OVER THE JACKET IS APPLIED AN 
ARMOR BRAID OF 0.0095 IN STEEL WIRES TO 
A DIAMETER OF 0.465 IN. 


RG-13/0 GEN USE RE 9271 

RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 74 OHMS. INNER CONDUCTOR 1S 
7 STRANDS OF #26 AWG PLAIN COPPER WIRE 
INSULATED WITH GRADE A (POLYETHYLENE) 
DIELECTRIC HATERIAL TO A DIAMETER OF 
7/30/43 

SEPT 43 


RG-t3/U 
0.280 IN. OVER THE INSULATING CORE tS 
APPLIED A DOUBLE BRAID OF #34 PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET #S APPLIED TO A DUAMETER OF 
0.420 IN. 


RG-14/U GEN USE RE 9242 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQ COAXIAL 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 5) OHMS. INNER CONDUCTOR IS #10 AWG 
SOLtD PLAIN COPPER WIRE INSULATED WITH 
GRADE A (POLYETHYLENE) DIELECTRIC RAT 
ERIAL TO A DIAMETER OF 06370 IN. OVER 
7/30/43 
SEPT 43 


RG-34/8 
THE (NSULATLNG CORE IS APPLIED A DOUBLE 
BRAD OF #353 AWG PLAIN COPPER WTRE. OVER 
THE BRAID A SYNTHETIC RESIN JAGKER IS 
APPLIED TO & OSAMETER OF 0,650 5Im. 
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RG-15/8 GEM USE RE 9233 

RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 

COAXIAL CABLE HAVING A CHARACTERISTIC 

(APEDANCE OF 74 OHMS. INNER CONDUCTOR IS 
+ #15 AWG COPPERWELD WIRE INSULATED WITR 

GRADE A (POLYETHYLENE) DIELECTRIC MAT~ 

ERTAL TO A DIAMETER OF 0.3570 IM. OVER 

7/30/43 

SEPT 43 


RG-15/8 
THE INSULATING CORE IS APPLIED A OOUBLE 
BRAID OF #33 AWG PLAIN COPPER MIRE. OVER 
THE BRAID A SYNTHETIC RESIN JACKET IS 
APPLIED TO A DIAMETER OF 0.545 IK. 


RG-16/0 GEN USE RE s2t4 

RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
(HPEOANCE OF St OHMS. INNER CONDUCTOR IS 
#8 AWG SOLID PLAIN COPPER WIRE INSULATED 
WITH GRADE A (POLYETHYLENE) DIELECTRIC 
MATERIAL TO A DIAMETER OF 0.460 IN. OVER 
7/30/43 

SEPT 43 


RG-t6/t 
THE INSULATING CORE IS APPLIED A SINGLE 
BRAID OF #32 AWG PLAIN COPPER WIRE. OVER 
THE GRAID A SYNTHETIC RESIN JACKET tS 
APPLIED TO A OLAMETER OF 0.670 IN. 


. 


RG-17/8 GEN USE RE 9215 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC FREQUENCY COAXIAL 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OP SI OHMS. INNER CONDUCTOR IS 0.188 UM 
OUAMETER SOLID PLAIN COPPER WIRE INSU- 
LATED WITH GRADE A (POLYETHYLENE) DI- 
ELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

Oct. 43 


‘ Rc-17/8 
0.68 IN. OVER THE INSULATING CORE 1S 
APPLIED A SINGLE BRAID OF #32 AWG PLAIN 
COPPER WIRE. OVER. THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A DIAMETER 
OF 0.870 IN. AN DESIGNATION FOR 
CASSF-50-2. 


RG-18/0 GEN USE RE 9216 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC FREQUENCY COAXIAL 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 81 OHMS. INNER CONOUCTOR IS 0.188 IN 
OLAHETER SOLID PLAIN COPPER WIRE INSU-~ 
LATED WITH GRADE A (POLYETHYLENE) DI~- 
ELECTRIC MATERIAL TO A DIAMETER OF 0.68 
7/30/43 

oct. 43 


RG-18/0 
IN. OVER THE INSULATING CORE IS APPLIED 
A SINGLE BRAID OF #32 AWG PLAIN COPPER 
WIRE. OVER THE BRAID A SYNTHETIC RESIN 
JACKET 1S APPLIED TO A DIAMETER OF 0.870 
(N. OVER THE JACKET [S APPLIED AN ARMOR 
BRAID OF 0.0095 IN STEEL WIRES TO A 
DIAMETER OF 0.93 IN. AN DESIGNATION FOR 
CASSF-S50-2A. 


Army-Navy Designations 


RG-19/0 GEM USE RE 9217 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
(MPEDANCE OF 53 OHMS. INNER CONDUCTOR 
(S 0.25 IN DIAMETER SOLID PLAIN COPPER 
WIRE INSULATED WITH GRADE A (POLYETHY- 
LENE) DIELECTRIC MATERIAL TO A DIAMETER 
7/30/43 

OCT. 43 


RG-19/9 
OF 0.91 IN. OVER THE INSULATING CORE IS 
APPLIED A SINGLE BRAID OF #32 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A DIAMETER OF 
1.12 IN. AM DESIGNATION FOR CASSF-50-3 


RG-20/U0 GEM USE RE 9218 
RADIO FREQUENCY CABLE? 
LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF Si OHHS. INNER CONDUCTOR IS 
0.25 IN DIAMETER SOLID PLAIN COPPER WIRE 
INSULATED WITH GRADE A (POLYETHYLENE) 
OVELECTRIC MATERIAL TO A DIAMETER OF 
7/30/43 

Oct. 43 


&G-20/8 
0.91 (M. OVER THE ENSULATING CORE IS 
APPLIED A SINGLE BRAID OF #32 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET 1S APPLIED TO A DIAMETER 
OF 1.12 IN, OVER THE JACKET 1S APPLIED 
AN ARHOR BRAID OF 0.0095 IN STEEL WIRES 
TO A DIAMETER OF 1.18 IN. AN DESIGNATION 
FOR CASSF-50-3A. 


RG-21/0 GEN USE RE 9219 

RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF SI OHMS. INNER CONDUCTOR IS 
#16 AWG RESISTANCE WIRE INSULATED WITH 
GRADE A C(POLETHYLENE) DIELECTRIC MAT- 
ERIAL TO A DIAMETER OF 0.185 IN. OVER 
7/30/43. 

SEPT 43 


RG-21/8 
THE INSULATING CORE IS APPLIED A DOUBLE 
BRAID OF #34 AWG PLAIM COPPER WIRE. OVER 
THE BRAID A SYNTHETIC RESIN JACKET IS 
APPLIED TO A DIAMETER OF 0.3352 IN. 


RG-22/8 GEW USE SAN-C-87 
RADIO FREQUENCY CABLE? 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
SHIELDED TWIN CONDUCTOR CABLE HAVING A 
CHARACTERISTIC IMPEDANCE OF 95 OHMS. 
EACH INNER CONDUCTOR IS COMPOSED OF 7 
STRANDS OF 0.0152 IN DIAMETER PLAIN 
COPPER WIRE INSULATED WITH GRADE 8 
7/30/43 

DEC. 44 


RG-22/0 
(POLYISOBUTYLENE MIXTURE) DIELECTRIC 
MATERIAL TO A DIAMETER OF 0.285 IN. 
OVER THE INSULATING CORE IS APPLIED A 
SINGLE BRAID OF #33 AWG PLAIN COPPER 
WIRE. OVER THE BRAID A SYNTHETIC RESIN 
JACKET IS APPLIED TO A DIAMETER OF 0.405 
it 


[ene [reer astnan vox |” AAPA, SHELA [rest asoneo vox | orn. | 


RG-23/0 GEN USE RE 9721 
RADIO FREQUENCY CABLE: 

RADIO FREQUENCY CABLE COMPOSED OF TWO 
PARALLEL COAXIAL CABLES COVERED WITH AR® 
OVERALL BRAID OF #32 AWG PLAIN COPPER 
AND A SYNTHETIC RESIN JACKET TO THE 
OVERALL DIMENSIONS OF 0.64% X .94 IM, 
EACH INDIVIDUAL CABLE IS COMPOSED OF A 
7/30/43 

SEPT 43 


RG-23/8 
CONDUCTOR OF 7 STRANDS OF #21 AWG COPPER 
INSULATEO WITH GRADE 8 CPOLYISOBUTYLEME 
MixtuKe) DIELECTRIC MATERIAL AND A 
SINGLE BRAID OF #32 AWG COPPER. CHARAC- 
TERISTIC IMPEDANCE 1S $25 OHMS. 


RG-246/0 GEN USE RE szz2 
RADIO FREQUENCY CABLE: 

RADIO FREQUENCY CABLE COMPOSED OF T¥O 
PARALLEL COAXIAL CABLES COVERED WITH AM 
OVERALL BRAID OF 932 AWG PLAIN COPPER & 
A SYNTHETIC RESIN JACKET TO THE OVERALL 
DIMENSIONS OF 0.64" X .94 IN. EACH IN- 
OIVIDUAL CABLE 1S COMPOSED OF A CONDUC- 
7/30/48 

SEPT 43 


Rc-74/9 
TOR OF 7 STRANDS OF #21 AWG COPPER. tm- 
SULATED WITM GRADE 6 (POLYISOBUTYLERE 
MIXTURE) DIELECTRIC MATERIAL AND A 
SINGLE BRAID OF #32 AWG COPPER. CHARAC- 
TERISTIC IMPEDANCE 1S 125 OHMS. OVER THE 
JACKET IS APPLIED AN ARMOR BRAID OF 
0.0095 IN STEEL WIRES TO A DIAMETER OF 
0.70 X 1.00 tm, 


RG-25/U GEW USE 

RF HIGH VOLTAGE PULSE 

CABLE: RADIO FREQ HIGH VOLTAGE PULSE 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 50 OHMS. INNER CONDUCTOR 1S COHPOSED 
OF 19 STRANDS OF O.O1I7 IN TINNED COPPER 
WIRE. THE RUBBER DIELECTRIC IS APPLIED 
TOA DIAMETER OF 0.278 IN. TWO PLAIN 
7/30/43 RADIATION LAB 
OCT. 43 TYPE A 


RG-75/0 
COPPER BRAIDS OF #34 WERE SEPARATED BY A 
COTTON BRAID ARE THEN APPLIED FOLLOWED 
BY A NEOPRENE SHEATH WITH AW OVERALL 
DIAMETER OF 0.540, OVER THE INNER CON- 
OUCTOR AND UNDER THE FIRST BRAID ARE 
1S MIL THICK LAYERS OF CONDUCTING RUB- 
BER TO PREVENT CORONA. MINIMUM CORONA 
STARTING VOLTAGE 8 K.V. AN DESIGNATION 
FOR 62101. 


RG 2564/0 CEN. USE 
QF WIGH VOLT. PULSE 

CABLE: MAVING a CHARACTERISTIC ER- 
PcDANCE OF 48 OHMS. INNER CONDUCTOR tS 
COMPOSED OF 19 STRANDS OF 0.0117" TEMNED 
COPPER WIRE. THE RUBBER DIELECTRIC IS 
APPLIED TO A DIAMETER OF 0.288%. TWO 
COPPER BRAIDS (PLAIN OR TINNED) OF #34 
2/10/45 

FEB. 45 


WIRE SEPARATED BY A RG-254/0 
COTTON BRAID ARE THEN APPLIED FOR.LOWED 
BY A NEOPRENE SHEATH WITH 0.0. 0.505". 
OVER THE INNER CONOUCTOR AND UNDER THE 
FIRST BRAID ARE THREE SYNTHIC RUBBER 
LAYERS AS FOLLOWS ; (1) CONDUCTING COM- 
POUND 0.090" DIA., (2) INSULATING COM- 
POUND 0.248" DIA., AND (3) REO NON-CON- 
DUCTING COMPOUND 0.288" DIA. MIN CORONA 
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RG-26/U GEN USE 

R.F. HIGH VOLTAGE PULSE 

CABLES RADIO FREQ HIGH VOLTAGE PULSE 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 5O OHM. INNER CONDUCTOR 1S COMPOSED 
OF 19 STRANDS OF 0.0117" TINNED COPPER 
WIRE. THE RUBBER DIELECTRIC IS APPLIED 
TO A DIAMETER OF 0.278". TWO PLAIN 
7/30/43 RADIATION LAB 
SEPF 43 TYPE AA 


COPPER BRAIDS OF #34 WIRE  RG-26/0 
SEPARATED BY A COTTON BRAID ARE THEN AP- 
PLIED FOLLOWED BY A NEOPRENE SHEATH WITH 
AN OVERALL DIAMETER OF 0.540. OVER THE 
SHEATH 1S APPLIED A STEEL ARMOR COMPOSED 
OF' 0.0095 IN. WIRE TO A DIAMETER OF 
0.610%. OVER THE INNER CONDUCTOR & UNDER 
THE FIRST BRAID ARE 15 MIL THICK LAYERS 
OF CONDUCTING RUBBER TO PREVENT CORONA. 
MIN CORONA STARTING VOLTAGE 8 K.V. 


RG-26a/0 GEN, USE 

RF HIGH YOLT. PULSE CABLES 

HAVING A CHARACTERISTIC IMPEDANCE OF 486. 
INNER CONDUCTOR 1S COMPOSED OF 19 STRANIS 
OF 0.0157" TINNED CU. WIRE. THE RUBBER 
DIELECTRIC 1S APPLIED TO A DIAMETER OF 
0.288". A SINGLE TINNED COPPER BRAID OF 
#34 WIRE IS THEN APPLIED FOLLOWED BY A 
2713745 

FEB. 45 


NEOPRENE SHEATH TO AWN RG-26A/U 

0.D. OF 0.445". OVER TRE SHEATH A STEEL 
ARMOR COMPOSED OF 0.0095 WIRE IS APPLIED 
TO A OLA. OF 0.505". OVER THE INNER CON- 
DUCTOR AND UNDER THE FIRST BRAID ARE 3 
SYNTHETIC RUBBER LAYERS AS FOLLOWS: (1) 
CONDUCTING COMPOUND 0.090" DIA. (2) EN- 
SULATING COMPOUND 0.248" DIA. (3) RED 
NON-CONDUCTING COMPOUND 0.288" DIA. MIN. 
CORONA STARTING VOLTAGE 8 KV. 


RG-27/0 GEN USE 
ReF. HIGH VOLTAGE PULSE 
CABLE: RADIO FREQ HIGH VOLTAGE PULSE 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF SO OHHS. INNER CONDUCTOR IS COMPOSED 
OF 19 STRANDS 0.0185 IN DIAMETER TINNED 
COPPER WIRE. THE RUBBER DIELECTRIC IS 
APPLIED TO A DIA OF 0.415 IN. OVER THE 
7/30/43 RADIATION LAB 

Oct, 43 TYPE BI 


INSULATING CORE 1S APPLIED RG-27/0 

A SUNGLE BRAID OF 0.0063" TINNED COPPER. 
OVER THE BRAID A SYNTHETIC RESIN JACKET 
1S APPLIED TO A DIAMETER OF 0.580 IN. 
OVER THE JACKET IS APPLIED A STEEL ARMOR 
COMPOSED OF 0.0095 IN. WIRE TO A OUA- 
METER OF 0.650 IN. OVER THE INNER CON- 
DUCTOR & UNDER THE BRAID IS A 20 MIL 
THICK LAYER OF CONDUCTING RUBBER TO PRE- 
VENT CORONA. AN DESIGNATION FOR 62102. 


RG-28/U GEN USE 

R.F. HIGH VOLTAGE PULSE 

CABLE: RADIO FREQ HIGH VOLTAGE PULSE 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 50 OHM, INNER CONDUCTOR 1S COMPOSED 
OF 19 STRANDS 0.0185" DIAMETER TINNED 
COPPER WIRE. THE RUB3ER DIELECTRIC IS 
APPLIED TO A DIAMETER OF 0.415 IN. OVER 
7130/43 

oct. 43 


- RG-28/0 
THE CORE 1S APPLIED A COPPER BRAID COM~ 
POSED OF #34 AWG WIRE, A COTTON BRAID, 
AN ARMOR BRAID OF 0.0095" STEEL WIRES 
AND A NEOPRENE SHEATH TO AN OVERALL DIA- 
METER OF 0.810 IN.» OVER THE INNER: CON- 
DUCTOR & UNDER THE BRAID 1S A 20 MIL 
THICK LAYER OF CONDUCTING RUBBER TO PRE- 
VENT CORONA. MINIMUM CORONA STARTING 
VOLTAGE 17 K.V. AN DESIGNATION FOR 621 
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RG-29/U GEN USE RE 9223 

RADIO FREQUENCY CABLE: 
LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 51 OHMS. INNER CONDUCTOR IS 
#20 AWG SOLID PLAIN COPPER WIRE INSU- 
LATED WITH GRADE 6 (POLYISOBUTYLENE 
HIXTURE) DIELECTRIC MATERIAL TO A DIA OF 
7/30/43 

SEPT 43 


‘ RG-29/0. 
0.116 IN, OVER THE INSULATING CORE 1S 
APPLIED A SINGLE BRAID OF #36 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A WAXED 
COTTON BRAID 1S APPLIED TO A DIAMETER 
OF 0.179 IN, : 


RG-30/@ GEN USE RE 9224 

RADIO FREQUENCY CABLES 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF SO OHMS. INNER CONDUCTOR IS 
COMPOSED OF 7 STRANDS #26 AWG PLAIN 
COPPER WIRE INSULATED WITH GRADE B 
(POLYISOBUTYLENE MIXTURE) DIELECTRIC 
7/30/43 

SEPT 43 


RG-30/0 
MATERIAL TO A DIA OF 0.146 IN. OVER THE 
INSULATING CORE 1S APPLIED A SINGLE 
BRAID OF #36 AWG PLAIN COPPER WIRE. OVER 
THE BRAID A SYNTHETIC RESIN JACKET IS 
APPLIED TO A DIAMETER OF 0.250 IN. 


RG-31/U GEN USE RE 9225 
RAD10 FREQUENCY CABLE? 
LOW LOSS OIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF St OHMS. INNER CONDUCTOR IS 
7 STRANDS OF #21 AWG PLAIN COPPER WIRE 
INSULATED WITH GRADE B (POLYISOBUTYLENE 
MIXTURE) DIELECTRIC MATERIAL TO A DIA OF 
7/30/43 
ect. 43 


RG-31/0 
0.285 IN. OVER THE INSULATING CORE IS 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET 1S APPLIED TO A DIA OF 
0.405 IN AN DESIGNATION FOR CASSF-S0-I 
OR ARMY TYPE NO. WC-549 


RG=32/0 GEN USE RE 9226 
RADIO FREQUENCY CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 51 OHMS. INNER CONDUCTOR 1S 
7 STRANDS OF #21 AWG PLAIN COPPER WIRE 
INSULATED WITH GRADE 6 C(POLYISOBUTYLENE 
MIXTURE) DIELECTRIC MATERIAL TO A DIA OF 
7/30/43° 

oct. 43 


RG-32/0 
0.285 IN. OVER THE INSULATING CORE IS 
APPLIED A SINGLE BRAtD OF #33 AWG PLAIN 
CORPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET 1S APPLIED TO A DIAMETER 
OF 0.405 IN. OVER THE JACKET §S APPLIED 
AN ARMOR BRAID OF 0.0095" STEEL WIRES 
TO A DIAMETER OF 0.465 IN. AN DESIG- 
MATION FOR CASSF-50-5bA 


RG-33/U GEN USE RE 9227 


RADIO FREQ CABLE: 

LOW LOSS DIELECTRIC RADIO FREQ COAXIAL 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 51 OHMS, INNER CONDUCTOR IS #10 AWG 
SOLID PLAIN COPPER WIRE INSULATEO WITH 
GRADE A (POLYETHYLENE) DIELECTRIC MAT- 
ERtAL 10 A DIAMETER OF 0.370 IN. OVER 
7/30/43 

SEPT 43 


RG-33/8 
THE INSULATING CORE IS APPLIED A LEAD 
SHEATH TO A DIAMETER OF 0.470 IM. 


RG-34/0 GEN USE RE 9228 
RADIO FREQ CABLE: 

LOW LOSS DIELECTRIC RADIO FREQ COAXIAL 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF 70 OHMS. INNER CONDUCTOR IS COMPOSED 
NF 7 STRANDS OF #21 AWG PLAIN COPPER 
WIRE INSULATED WITH GRADE B (POLYISOBUT- 
YLENE HIXTURE) TO A DIAMETER OF 0.460 IN. 


7/30/43 
SEPT 43 

RG-34/0 
OVER THE INSULATING CORE 13S APPLIED A 
SINGLE BRAID OF #32 AWG PLAIN 


COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A DIAMETER OF 
0.625 la. 


RG-35/U "GER USE RE 9229 
RADIO FREQUENCY CABLE: » 

LOW LOSS DIELECTRIC RADIO FREQUENCY 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDNACE OF 70 OHMS. INNER CONDCUTOR 
1S #9 AWG SOLID PLAIN COPPER WIRE INSU- 
LATED WITH GRADE A (POLYETHYLENE)? SI- 
ECECTRIC MATERIAL TO A DIA OF 0.68 tM 
7/30/43 
SEPT 43 


RG-35/t 

OVER THE INSULATING CORE IS APPLIED A 
SINGLE BRAID OF #32 AWG PLAIN COPPER 
WIRE. OVER THR BRAID. A SYNTHETIC RESIS 
JACKET 1S APPLIED TO A DIAMETER OF 

0.870 IR. OVER THE JACKET IS APPLIED AN 
ARMOR BRAID OF 0.0095 IN STEEL WIRES TO 
A DSA OF 0.93 IN. 


RG-36/U GEN USE RE 9230 
RADIO FREQ CABLE: 

LOW LOSS DIELECTRIC RADIO FREQUENCY. 
COAXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 69 OHMS, INNER CONDUCTOR 1S 
0.162% DIAMETER SOLID PLAIN COPPER 
WIRE INSULATED WITH GRADE A C(POLYETHY~ 
LENE) DIELECTRIC MATERIAL TO A DIA OF 
7/30/43 

SEPT 43 


RG-36/0 

0.91 IN. OVER THE INSULATING CORE IS AP- 
PLIED A SINGLE BRAID OF #32 AWG PLAIN 
COPPER WIRE. OVER THE BRAID A SYNTHETIC 
RESIN JACKET IS APPLIED TO A OIARETER OF 
1.12 IN. OVER THE JACKET IS APPLIED AN 
ARMOR BRAID OF 0.0095" STEEL WIRES TO 
A DIA OF 1.58 IN. 


pare | MAWWASTHRNS | ANITACTINETS, 
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RG-37/0 GEN USE 

RAOHO FREQ CABLE: 

RADIO FREQ COAXIAL CABLE HAVING .A CHAR- 
ACTERISTIC IMPEDANCE OF 50 OHMS. INNER 
CONDUCTOR IS #20 AWG SOLID PLAIN COPPER 
WIRE INSULATED WITH RUBBER TO A DIAMETER 
OF 0.140 IN. OVER THE INSULATING CORE IS 
APPLIED A SINGLE BRAID #36 AWG PLAIN 
7/30/43 W.E. CD. 

SEPT 43 D-164818 


RG-37/T 
COPPER WIRE, OVER THE BRAID A WAXED 
COTTON BRAID IS APPLIED TO A DIAMETER 
OF 0.210 14. . 


RG-38/5 GEN USE 

RADIO FREQ CABLE: 

RADIO FREQ COAXIAL CABLE HAVING A CHARA- 
CTERISTIC IMPEDANCE OF 50 OHMS. INNER 
CONDUCTOR IS #17 AWG SOLID PLAIN COPPER 
WIRE INSULATED WITH RUBBER TO A DIAMETER 
OF 0.196 IN. OVER THE INSULATING CORE 

1S APPLIED A DOUBLE BRAID OF #34 AWG 
7/30/43 W.E. CO. 

SEPT 43 0-163296 


RG-38/t 
PLAIN COPPER WIRE. OVER THE BRAID A 
WAXED COTTON BRAID IS APPLIED TO A 
DIAMETER OF 0.332 IN. 


RG-39/¥ GEN USE 
RADIO FREQ CABLE: 
RADIO FREQ COAXIAL CABLE HAVING A CHAR- 
ACTERISTIC IMPEDANCE OF 70 OHMS. INNER 
CONDUCTOR IS #22 AWG COPPERWELD WIRE’ 

INSULATED WITH RUBBER TO A DIAMETER OF 
0.196 IN. OVER THE INSULATING CORE IS 
APPLIED A DOUBLE BRAID OF #34 AWG PLAIN 
7/30/43 W.E. CO 
SEPT 43 KS 8086 


RG-39/U 
COPPER WIRE. OVER THE BRAID A WAXED 
COTTON BRAID tS APPLIED TO A DIAMETER OF 
0.512 IM. 


RG-40/0 GEW USE 
RADIO FREQ CABLE: 

RADIO FREQ COAXIAL CABLE HAVING A CHAR- 
ACTERISTIC IMPEDANCE OF 70 OHMS. INNER 
CONDUCTOR IS #22 AWG COPPERWELD WIRE IN- 
SULATED WITH RUBBER TO A DIAMETER OF 
0.196 IN, OVER THE INSULATING CORE IS 
APPLIED A DOUBLE BRAID OF #34 AWG PLAIN 
7/30/43 WE BELL TELE- 
SEPT 43 PHONE 0-163480 


: RG-40/U 
COPPER WIRE. OVER THE BRAID A NEOPRENE 
JACKET 1S APPLIED TO A DIAMETER OF 
0.420 IN. 
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RG-41/¥ GEN USE 
RADIO FREQ CABLE: 
RADIO FREQ COAXIAL CABLE HAVING A CRAR- 
ACTERISTIC IMPEDANCE OF 70 OHMS. INNER 
CONDUCTOR 1S #18 AWG SOLID PLAIN CoP- 
PER WIRE INSULATED WITH RUBBER TO A DIA 
OF 0.250 IN. OVER THE INSULATING CORE 1S 
APPLIED A SINGLE BRAID OF #33 AWG PLAIN 
7/30/43 
Ott. 43 


RE 135A 645 


RG-41/0 
COPPER WIRE. OVER THE BRAID A NEOPRENE 
JACKET 1S APPLIED TO A DIAMETER OF 
0.490 IH. AN DESIGNATION FOR 62039 


RG-42/U GEN USE 
RADIO FREQ CABLE: 

LOW LOSS DIELECTRIC RADIO FREQ COAXIAL 
CABLE HAVING CHARACTERISTIC IMPEDANCE 
OF 76 OHMS. INNER CONDUCTOR 1S #21 AWG 
RESISTANCE WIRE INSULATED WITH GRADE A 
(POLYETHYLENE) DIELECTRIC MATERIAL TO A 
DIAMETER OF 0.596 IN. OVER THE INSULAT- 
7/30/43 
SEPT 43 


RE 9231 


RG-42/0 
ING CORE 1S APPLIED A WAXED COTTON BRAID 
10 A DIAMETER OF 0.267 IN. 


RG-43/0 GEN USE 
RADIO FREQUENCY CABLE: 
LOW LOSS DIELECTRIC RADIO FREQ SHIELDED 
TWIN CONDUCTOR CABLE HAVING A CHARACTER- 
ISTIC IMPEDANCE OF 95 OHMS. EACH INNER 
CONDUCTOR 1S COMPOSED OF 7 STRANDS OF 
#2) AWG PLAIN COPPER WIRE INSULATED WITH 
GRADE & (POLYISOBUTYLENE MIXTURE) DI- 
7/30/43 
OCT. 43 


RE 9232 


RG-43/8 
ELECTRIC MATERIAL TO A OIA OF 0.472 IN. 
OVER THE INSULATING CORE IS APPLIED A 
SINGLE BRAID OF #32 AWG PLAIN COPPER 
WIRE, OVER THE BRAID A SYNTHETIC RESIN 
JACKET IS APPLIED TO A DIAMETER OF 
0.617 IN. AN DESIGNATION FOR TCSSF-9351 
OR ARMY TYPE NO. WC-550. 


RG-44/0 GENERAL USE 

TRANSMISSION LINES CONFIDENTIAL 
"S" BAND. RIGID, STUB TYPE TRANSMISSION 
LUNE, 50 OHMS IMPEDANCE, CO-AXIAL. SIZE 
7/8" 0.0. X .032" WALL, INNER CONDUCTOR 
0.375" Dia. WITH 2052" WALL. 


10/16/43 2 
OCT. 43 


RG-45/U GENERAL USE 

TRANSMISSON LINES CONFIDENTIAL 
"S" BAND, RIGID, STUB TYPE TRANSMISSION 
LINE, 50 OHMS IMPEDANCE. CO-AXIAL. SIZE 
31/4" 0.0. -X 0.049" WALL AND INNER CON- 
OUCTOR 0.500" WITH 0.32" WALL. 


vost6/43 
OCT. 43 


Dart MaUSTHAEr® | SaNNAPTANER 


RG-46/0 GENERAL USE 
TRANSMISSION LINES CONFIDENTIAL 
"Ss" BAND, RIGID, STUB TYPE TRANSMISSION 
LENE, 50 OHMS IMPEDANCE, CO-AXIAL. SIZE 
15/8" 0.0. X -049" WALL AND INNER CON- 
DUCTOR 0.625" DIA. X 0.035" WALL. 


10/16 443 
OCT. 43 


RG-477U0 GENERAL USE 

TRANSMISSION LINES CONFIDENTIAL 
"xX" BAND,- RIGID, STUB TYPE TRANSMISSION 
LINE, SO OHMS IMPEDANCE, CO-AXIAL. SIZE 
8/2" 0.0. X .032" WALL AND INNER CON- 
OUCTOR 0.3875" WITH 0.032" WALL. 


10/36/43 
OCT. 43 


RG-48/U GENERAL USE 

RADIO FREQUENCY LINES RESTRICTED 
RECTANGULAR. SEAMLESS, WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 3" X § 1/2". MOMINAL 
INSIDE DIMENSIONS 2.840" X 1.340". 
MATERIAL IS 85/15 OR 90/10 BRASS. 


10/36/43 
JULY 44 


RG-g9/U GENERAL USE 

RADIO FREQUENCY LINE: RESTRICTED 
RECTANGULAR SEAMLESS WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 2" X 1%. NOMINAL IN- 
SIDE DIMENSIONS 1.872" X .872". MATERIAL 
1S 85/15 OR 90/100 BRASS. 


10/16/43 
SULY 44 


RG-SO/U GENERAL USE 

RADIO FREQUENCY LINE: RESTRICTED 
RECTANGULAR, SEAMLESS WAVE GUIDE TUsINGS 
OUTSIDE DIMENSIONS | 1/2" x 3/4" 

NUmtAL INSIDE DIMENSIONS 1.372" X .622". 
MATERIAL IS 85/15 OR 90/10 BRASS. 


10/16/43 
JULY 44 


RG-51/U GENERAL USE 

RADIO FREQUENCY LINE? RESTRICTED 
RECTANGULAR, SEAMLESS WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 1 1/4" X 5/8".7 
NOMINAL INSIDE DIMENSHONS 1.122" X 2497". 
MATERIAL 1S 85/15 OR 90/10 BRASS. 


10/16/43 
JULY 44 


RG-S2/U GENERAL USE 

RADIO FREQUENCY LINES: CONFIDENT#AL 
RECTANGULAR, SEAMLESS, WAYE GUIDE TUBING. 
OUTSIDE DIMENSIONS 1™ X 1/2". NOMINAL 
INSIDE DIMENSIONS. ,909" X .4007. 
WATERIAL 1S 85/15 OR 90/10 BRASS. 


10/16/43 
JULY 44 


RG-S3/U GENERAL USE 

RADIO FREQUENCY LINE: CONFADENTIAL 
RECTANGULAR, SEAMLESS, WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 1/2" X 1/4". NOMINAL 
HNSIDE DINENSIONS 1420" X .170", NATERTAL 
1S 85/15 OR 90/10 BRASS. 


1O/46743 
JULY 44 
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RG-5470 GEM USE 
RADtO FREQUENCY CABLE: 
SIMILAR TO RADIO FREQUENCY CABLE RG-30/0 
EXCEPT THE DIELECTRIC MATERIAL IS 
CHANGED FROM CLASS B (POLYISOBUTYLENE 
MIXTURE. OR COPOLENE) TO CLASS A (STABI- 
LIZED POLYETHYLENE). THE OVERALL PER- 
FORMANCE OF THE CABLE §S iMPROVED, THE 
WUsS 443 

mov. 43 


RG-5450 
WEM CABLE HAVING BETTER STABILITY UNDER 
VARYING TEMPERATURES, LESS ATTENUATION, 
A HIGHER PROPOGATION FACTOR, AND LESS 
TENDENCY TO COLO FLOW. 


PART OF: TEST SET TS-OAsaPH 


RG-S4A/U GEM USE SAN-C-17 
RADSO FREQUENCY CABLE: E-34 

INNER CONOUCTOR COMPOSED OF 7 STRANDS 
0.0152 PLAIN COPPER WIRE INSULATED WITH 
TYPE A POLYETHYLENE TO 0.178 INCH OVER 
THE CAGLE CORE. OVER TH4S 1S APPLIED A 
SINGLE BRAID OF #34 AWG TINNED COPPER 
WIRE. OVER THE BRAID IS APPLIED A TYPE 
7/25/44 

AUG. 44 


RG-5aKfo - 
Vt POLYETHYLENE JACKET TO A DIAMETER OF 
0.253 #4. SIMILAR TO AND CHARACTERISTICS 
SAME AS RG-54/U EXCEPT DIELECTRIC 
'S CHANGED &.CONDUCTORS TINNED TO PREVENT 
INCREASED ATTENUATION WITH AGE. WILL 
SUPERSEDE RG-54/U. PART OF TEST SET 
TS-COA/APM AND TS-108/APN. 


RG-55/U GEN USE 

RADIO FREQUENCY CABLE: 

SMALL SIZE ReF. COAXIAL CABLE CONSISTING 
OF A #20 AoW.G. CENTER CONDUCTOR OVER 
WHICH IS EXTRUDED TYPE A DIELECTRIC TO A 
DIA. OF 0.1436 IN. OVER THE DIELECTRIC 
ARE TWO COPPER BRAIDS TO A DiIA~ OF 0.176 
tN. THE PROTECTIVE COVERING CONSISTS OF 
11/5/45 KS 9138 

HOV. 43 


RG-55/0 
A WAXED COTTON BRAID TO A DIA. OF 0.201 
tf. CHARACTERISTIC IMPEDANCE SO OHMS. 


. 


RG-56/B GEM USE 

RADIO FREQUENCY CABLE? 

PULSE CABLE 19 STRANDS OF 0.0117 BN. 
WIRE COVERED WITH CONDUCTING SYNTHETIC 
RUBBER TO A Did. OF 0.090 IN. OVER THIS 
tS A LAYER OF SYNTHETIC RUBBER TO DIA. 
OF 0.278 IN. OVER THIS IS A LAYER OF 
CONDUCTING SYNTHETIC RUBBER TO 0.3508 IM. 
t3/5/435 KS 3351 

MOV. 43 


RG-S6/0 
OVER THIS IS- COPPER BRAID. COTTON BRAID 
AND ANOTHER COPPER BRAID TO A DlAw OF 
0.386 IN. THE COPPER BRAIDS HAVE AN 
EXTRA LONG LAY FOR SPECIAL TWIST 
CHARACTERISTICS. OVER THE S8RAIO IS EX- 
TENDED A PLASTIC JACKET TO 0.535 in. 


ATE ce 


' 
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RG-S7/0 GEN USE RE 9244 4 
RADIO FREQUENCY CABLE: 

TWIN CONDUCTOR ReFe CABLE. CONSISTS OF 
TWO 7/25 AwW.Ge STRANDED CONDUCTORS tN- 
SULATED WITH TYPE A DIELECTRIC, DIA. OF 
DIELECTRIC 0.472 SHIELDING BRAID AND 
VINYL JACKET, OVERALL DIAMETER 0.697 
APPROXIHATE IMPEDANCE 95 OHMS. 

V0/5/43 

WOV. 43 


RG-58/0 GENERAL USE RE-9242 
RADIO FREQUENCY CABLE: 

CENTER CONDUCTOR, NO- 20 AoWeGe PLAIN 
COPPER. OVER THIS 1S EXTRUDED A LAYER OF 
TYPE A DIELECTRIC TO A DIAMETER OF O.516 
SW. OVER THE DIELECTRIC IS A SINGLE 
PLAIN COPPER BRAID TO A OSAMETER OF 
0.154 IN. OVER THE BRAID IS EXTRUDED A 
81755743 

NOV. 43 


RG-58/0 
VINYL JACKET TO A DIAMETER OF 0.195 IN, 
THE NOMINAL IMPEDANCE OF THIS CABLE iS 
&1 OHMS. 


RG-S9/U GENERAL USE RE-9243 

RADIO FREQUENCY CABLE? 

CENTER CONDUCTOR NO. 22 A.lteGe COPPER- 
WELD AND HAVING A LAYER OF TYPE A Ot- 
ELECTRIC MATERIAL TO A DIAMETER OF 0.1346 
UN. OVER THE DIELECTRIC IS A SINGLE 
PLAIN COPPER BRAiO TO A DIAMETER OF 
0.19% IN. OVER THE BRAID IS A VINYL 
81/485 743 

NOY. 435 


RG-59/0 
JACKET EXTRUDED TO A DIAMETER OF 0.242 
tN, THE NOMINAL IMPEDANCE OF THE CABLE 
4S 70 OHMS. 


RG-60/0 GENERAL USE 

RADIO FREQUENCY CABLE: RE-9246 
RADIO FREQUENCY CABLE HAVING A 
CHARACTERISTIC IMPEDANCE OF SO OHMS. 
INNER CONDUCTOR IS COMPOSED OF STRANDED, 
BUNCHED COPPER WIRE INSULATED WITH 
SYNTMETIC RUBBER TO A DIAMETER OF 0.250 
UM. OVER THE INSULATING CORE IS APPLIED 
12/14/43 

BEC. 43 


RG-60/0 
A SINGLE BRAID OF #34 AWG PLAIN COPPER 
WIRE. OVER THE BRAID A NEOPRENE JACKET 
1S APPLIED TO A DIAMETER OF 0.425 IK. 


RG-62/U RE-3248A 
RADIO FREQUENCY CABLE 

SPECHAL LOW CAPACITANCE SEMI -SOLID 
COAXIAL CABLE, HAVING A CHARACTERISTIC 
IMPEDANCE OF APPROXIMATELY 90 OHMS. THE 
CENTER CONDUCTOR CONSISTS OF A SINGLE 
STRAND OF #22 A.W.G. COPPERWELD OVER 
WHICH IS WRAPPED A SPIRAL POLYETHYLENE 
3/22/44 CFT: 

MAR. 44° EX-442 


MORUAGTSR | SRANHFACTUAENS, 
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on ARHSN 


RG-62/0 
THREAD APPROXIMATELY 0.035 IN DIAMETER. 
OVER THE THREAD ¢S EXTRUDED A POLYETHY- 
LENE TUBE HAVING OFAMETER OF 0.146 IN. 
OVER THIS TuBE A COPPER BRAID iS FORMED 
AND OVER THIS A WINYLITE JACKET TO A 
DIAMETER OF 0.242 IK. 


RG-S4/U GENERAL USE JAN CT7 
RADIO FREQUENCY CABLE: PARA. E39 
RADIO FREQUENCY CABLE FOR GENERAL HIGH 
VOLTAGE PULSE USE. IT CONSISTS OF AN 
UNNER CONDUCTOR OF 19 STRANDS OF 0.0317 
INCH TINNED COPPER. OVER THIS IS A COM- 
POSITE LAYER OF CONDUCTING RUBBER, A 
SYNTHETIC RUBBER DIELECTRIC AND ANOTHER 
4A/V1/44  CHSKS-93591 cw: 

AUG. 44 


RG-64/U 
LAYER OF CONDUCTING RUBBER TO A DIAMETER 
OF 0.308 INCH. OVER THIS CORE IS A 
OOUBLE BRIAD OF TINNED COPPER WHICH 2S 
COVERED WITH A SYNTHETIC RUBBER JACKET 
TO A DIAMETER OF 0.500 INCH CHARACTERIS- 
TIC IMPEDANCE OF THIS CABLE IS $0 ONS. 


RG-64A/8 

CABLE: RF. HV PULSE 

CABLE, HAVING A CHARACTERISTIC 1MPEDANCE 
OF 48Q. INNER CONDUCTOR; 19 STRANOS OF 
0.0117" CU. WIRE. RUBBER INSULATION AP- 
PLIED TO OIA. OF 0.2867. TWO TINNED CU. 
BRAIOS OF #34 AWG. TO A OTA. OF 0.366", 
FOLLOWED BY A SYNTHETIC RUBBER JACKET 
$/1/48 : 

MAY 45 9506 


TO DIA. 0.475". BETWEEN 1 RG-64A/U 
BRAID & CENTER CONDUCTOR ARE 3 SYNTHETIC 
RUBBER LAYERS: (1) CONDUCTING COMPOUND 
0.090" DIA. (2) INSULATING COMPOUND DIA. 
0.248" & (3) REO NON-CONDUCTING COMPOUND 
0.288 DIA. MIN, CORONA STARTING VOLTAGE 
10,000 KV RMS. SIMILAR TO RG-64/U EXCEPT 
20 MILS SMALLER DIA. & HAS INSULATING 
3RO. LAYER IN CORE. MAY GE USED WITH 
FIELD ASSY TYPE CONNECTORS. 


RG-65/U GEN. USE RE9608 
RADIO FREQUENCY CABLE: 
SPECIAL HIGH IMPEDANCE SOLID COAXIAL 
CABLE HAVING A CHARACTERISTIC IMPEDANCE 
OF APPROX. 950 OHMS. THE CENTER CONDUC- 
TOR CONSISTS OF 432 FORMEX WIRE CLOSE 
WOUND IN A HELIX OVER A O.110 INCH DIA- 
METER POLYETHYLENE CORE. INSULATED WITH 
8/25/44 
MAY 44 


RG-65/U 
GRADE A CPOLYETHYLENE) DIELECTRIC MAT- 
ERIAL TO A DIAMETER OF 0.285 INCH. OVER 
THE INSULATING CORE IS APPLIED A SINGLE 
BRAID OF 435 AWG PLAIN COPPER WIRE, 
OVER THE BRAID A SYNTHETIC REStN JACKET 
1S APPLIED TO A DIAMETER OF 0.405. 


RG-66/0 GEN USE 
RADIO FREQ. LINE: CONFIDENTIAL 
RECTANGULAR. SEAMLESS WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 1/2" X 1/4". NOMINAL 
INSIDE DIMENSION 2420" X 1.170%. MATERIAL 
Is COMMERCIAL COIN SILVER. 


7/12 faa 
JULY 44 
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ao-e7/8 GEN OSE 

RADIO FREQ. LIME: RESTRICTED 
RECTANGULAR SEAMLESS WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 1° X 4/2". NOMtMaL 
INSIDE DIMENSIONS .900" x .400° 
MATERIAL SS 23 ALUMINUM ALOT. 


Ff¥e fas 
vay 4a 6 


G-6s/0 GEN USE 

RADIO FREQ. LIME: RESTRICTED 
RECTANGULAR, SEAMLESS, WAVE GUIDE TUBING. 
QUTSTDE DSMENSIOMS 1 1/4" X 5/8°. 

MOMINAL INSIDE OPMENSTONS 1.322" X 1.497%. 
WATERtAL §S 2S ALUMINUM ALLOY. 


rfrzfaa 
JULY 44 


Ro-63/8 GEN USE 

RASS FREQUENCY LINES RESTRICTED 
RECTARMGULAR, SEAMLESS, WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 6.660" X 3.450". 
WOMTINAL INSIDE DIMENSIONS, 6,500" X 
3.250%. MATERIAL 1S 85/65 OR 90/80 
BRASS. 


7przfas 
wwy 44 

RG-717/8 GEN USE JAN-C~07 
RADIO FREQUENCY CABLE: PAR. E-43 


SPECIAL LOW CAPACITANCE SEMI-SOLIO CO- 
AXPAL CABLE, HAVING A CHARACTERISTIC 
IMPEDANCE OF APPROXIMATELY 90 OHMS. THE 
CENTER CONDUCTOR CONSISTS OF A SINGLE 
STRANO OF #22 A.W.G. COPPERWELO OVER 
WHICH 1S WRAPPED A SPIRAL POLYETHYLENE 
8/12/44 

AUG. 44 


RG-72/8 
THREAD APPROXIMATELY 0.035 IN. DIAMETER. 
OVER THE THREAD IS EXTRUDED A POLYETHY- 
LENE TUBE HAVING DIAMETER OF 0.1346 IR, 
OVER THIS TUBE TWO COPPER BRAIOS ARE 
FORMEO AND OVER THESE A POLYETHYLENE 
JACKET TO A MAXIMUM DIAMETER OF 0.250 
tm. 


RG-72/0 GEN USE JSAM-C-17 
RADIO FREQUENCY CABLE: PAR, E-44 
SPECIAL LOW CAPACITANCE SEMI-SOLIO CO- 
AXIAL CABLE HAVING A CHARACTERISTIC 
UMPEDANCE OF APPROXIMATELY 150 OHMS. THE 
OUTER CONDUCTOR CONSISTS OF A SINGLE 
STRAND OF #22 A.W.G. COPPERWELO OVER 
WHICH IS WRAPPED A SPIRAL POLYETHYLENE 
8/t2/4e 
AUG. 44 


RG-72/0 
SHREAD APPROXIMATELY 0.070 IN. DIAMETER. 
OVER THE THREAD IS EXTRUDED A POLYTHY- 
LENE TUBE WITH INWARDLY RADIATING FINS 
WHICH CENTER THE INNER CONDUCTOR ANO 
POLYCTHYLENE THREAD HAVING A OJAMETER OF 
0.460 IN. OVER THIS TUBE A COPPER BRAID 
1S FORMED AND OVER THIS A VWINYLITE 
JACKET TO A DUAMETER OF 0.630 IK. 


RG-74/8 

RADIO FREQUENCY CABLE: 
LOW LOSS DIELECTRIC RADIO FREQUENCY cO- 
AX$AL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF 51 OHMS. INNER CONDUCTOR IS 
#10 AWG. SOLID PLAIN COPPER WIRE INSULAT- 
€D WITH GRADE A (POLYETHYLENE) DIELECTRIC 
MATERIAL TO A DIAMETER OF 0.370 IN. OVER 
10/9/44 
oct, 44 


NAVSHIPS 900,109 
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ne-74/0 
THE BRAID A SYNTHETIC RESIW CNONCON- 
TAMINATING) JACKET 1S APPLIED TOA 
OUAMETER OF 0.545 IN, OVER THE JACKET 
1S APPLIED AN ARMOR BRAIO OF 0.0095* 
STEEL WIRES TO A DIAMETER OF 0.615 IBCH. 


RG-75/9 GEw Ose 

TRANSMISSION LINES RESTRICTED 
RECTANGULAR SEAMLESS WAVE GUIDE TUBING. 
OUTSIDE DIMENSIONS 35" X 1 1/2". SEMELAR 
TO RG-48/U EXCEPT MADE OF ALURINUM. 


10/9/44 
OCT. 44 


RG-76/8 GEN. USE 

TRANSMISSION LINE 

TRANSHISSION LINE, STUB TYPE, 50 OMN 
5/6". 0.0. WITH 0.032" WALL. INNER CON- 
OUCTOR 0.250" WITH 0.032" WALL. MATERIAL- 
BRASS. SILVER PLATED. 


vossvee CSe C0 
OCT. 44A 


RG-77/8 SAN-C-17 
CABLE: 

RADIO FREQUENCY HeV~ PULSE CABLE. COM- 
SUSTS OF AM INNER CONDUCTOR OF 19 
STRANOS GF 0.0897" TtmmE® COPPER WIRE; 
NOMINAL OVA. 0,059", OVER THIS $S A CORE 
CONSISTING OF A O.ONS"LAYER OF CONDUCT- 
ING RUBBER, A SECOND LAYER OF INSULATING 
wisi fas 

Nov. 44 


GEN USE 


SYNTHETIC RUBBER RG-77/¥8 

AND A THIRD 0.015” THICK LAYER OF RON- 
CONDUCTING NEOPRENE TO AN OVERALL DIA. 
OF 0.298". OVER THIS CORE 1S A DOUBLE 
BRAID OF TINNED COPPER WIRE TO A Ota. OF 
@.5787. OVER THIS BRAID #S A SYWTINETIC 
RUBZER JACKET TO A DIA, OF 0.485" 
CHARACTERESTIC IMPEDANCE SO OHMS. 
SIMILAR TO RG-64/U EXCEPT HAS A NON- 
CONDUCTING WEOPREWE THIRD LAYER, 


RG-78/U0 - GEN. USE 
CABLE: RADIO FREQUENCY 
H.V. PULSE CASLE.CONSISTS OF AN INWER 
CONDUCTOR OF 19 STRANDS OF 0.0117" Tin- 
WEG CU WIRE; NOPINAL ODA. 0.059". OVER 
THIS 1S CONSTRUCTED A CORE CONSISTING OF 
A 0.015" LAYER OF CONDUCTING RUBBER A 
2WO LAYER OF SYN, RUBBER & A 35RD 0.015" 
we//ae 
MOY. 44A 


SAN-C-E7 


LAYER OF WON-CONDUCT- RG-78/3 

(NG NEOPRENE TO AN OVERALL DIA. OF 
0.298". OVER THIS CORE IS A SINGLE BRAID 
OF TINNED COPPER 10 A OUA. OF 0.348". 
OVER THE BRAID IS A SYN. RUBBER JACKET 
TO A DIA. OF 0.455". OVER THIS IS STEEL 
ARHOR BRAID TO A DIA. OF 0.495". CHAR- 
ACTERISTIC IMPEDANCE OF THIS CABLE SOR. 
SIMILAR TO RG-26/U EXCEPT HAS MON-COW- 
OUCTING NEOPRENE THIRO LAYER. 


RG-79/8 
CABLE: 
SPECIAL LOW CAPACITANCE SEM1-SOLID CO- 
AXIAL CABLE HAVING A CHARACTERISTIC 
IMPEDANCE OF APPROXIMATELY 125 OHMS. THE 
CENTER CONDUCTOR CONSISTS OF A SINGLE 
STRAND OF #22 A.W.G, COPPERWELD, OVER 
WHICH 1S WRAPPED A SPURAL: POLYETHYLENE 
98/95/44 
Mov. 44 


RE SZS94 


RG-7T9/u 
THREAD OF APPROXIMATELY 0.035 IN. TR 
OUAMETER, OVER THE THREAD IS EXTRUDED A 
POLYETYLENE TUBE HAVING A DIAMETER OF 
Q.285 IN. OVER THIS TUBE A COPPER BRAID 
1S FORMED ANO OVER THIS A VINYLITE JACKET 
4S EXTRUDED TO A DIAMETER OF 0.405 IN. 
OVER JACKET IS APPLIED A STEEL ARMOR 
BRAID OF .0095 IN. WIRE TO A DIAMETER OF 
6.475 th. 


RG-80/¥ GER. USE 

FRANSHISSION LINE: 

RIGIO BEACED TYPE LINE WITH THE FoL- 

LOWING DIMENSIONS: OUTER CONDUCTOR 

U~9575" 0.0. NOMINAL, 0.875" 1.0, 

NOMINAL. INNER CONDUCTOR 0.375" 0.0. 

NOMINAL. CHARACTERISTIC IMPEDANCE 53 

OHMS NOMINAL. 

3/20/45 

MAR. 454 930G : 


RG-8t 7B 

CABLE: 

CABLE, “PYROTENAX", COAXIAL, SEMI- 
FLEXIGLE, CHARACTERISTIC IMPEDANCE S20. 
CENTER CONDUCTOR, .G&2"SOLI9 COPPER 
MAGNESIUM OXIDE DIELEGTRIC,SOLID COPPER 
SHIELD OUTER CONDUCTOR 2321" ID... 375" 
00. 

5/22/45 
MAY 45 9506 


RG-62/8 
“CABLES 
CABLE “PYROTENAX", COAXIAL sSEMI-FLEXIBLE 
CHARACTERISTIC IMPEDANCE S2Q. CENTER 
CONDUCTOR «125" SOLID COPPER MAGNESSUN 
OXIDE DIELECTRIC. OUTER CONDUCTOR SOLID 
COPPER SulELO 2.65" tD, ~750" 0.0. 


5/22/45 
MAY 45 930G 


COMPONENT IMDICATORS “RL® 
REEL ASSEMBLY 


ANTENNA, FIELD 


RLrALO/A GEM. USE 

ANTENNA REELS: 

MOTOR DRIVEN ANTENNA REEL FOR USE ON YPB 
AIRPLANES. TO BE USEO WITH SOO FT OF 
ANTENNA WIRE. REEL DRIVEN BY 24 VOLT OC 
WOTOR THROUGH A SYSTEM OF GEARS AND 
CLUTCHES UNDER MANUAL CONTROL BY THE 
RAD10 OPERATOR AND AUTOHATIC CONTROL BY 
6/16/44 
WAY 44 


RL-TIO/A 
MEANS OF LIMIT SWITCHES. ASSEMBLY IN- 
CLUDES A CONTROL BOX AND REVOLUTION 
COUNTER FOR THE REEL AND A SPECIAL FAIR~ 
LEAD HEAD WHICH REPLACES STANDARD HEAD 
WORMALLY SUPPLIED. 


RL-FEITA 
ANTENNA REELS 
MOTOR ORIVEN ANTENNA REEL WHICH IS A MOD- 
(FIED VERSION OF FHE RL-42A OR THE 
RL-42B ANTENNA REELS. THE RL-42A 1S 
CHANGED BY REPLACING THE 1/135 HP DRIVE 
MOTOR WITH A 1/8 HP MOTOR ANO USING AN 
8” ORUM. THE RL-42B8 3S MODIFSED AS 
8417444 , 

AUG. 44 


RURCRAST 


CONFIDENTIAL 


ARRON 


peanaik [rast assign For | Q¥AYY DRAWING. 


FOLLOWS: THE OFLLESS RL-T1t/A 
SLEEVE BEARINGS IN THE MAIN GEAR BOX ARE 
REPLACED BY BALL BEARINGS AND USES AN 8° 
DRUM. THE ABOVE CHANGE WILL PERMIT THE 
MODIFIED REELS TO ACCOMODATE 500 FT. OF 
ANTENNA WIRE INSTEAD OF 130 FT. AS FORM- 
ELY USED, THE RL-!11/7A CONSISTS OF ONE 
MODIFIED RL-42A OR RL-42B REEL, ONE 
BC-46t REEL CONTROL BOX, TWO PL-it2 PLUGS 
& 'O FT. OF MC-215 BUNING SHAFT. 


RL-THG/UMQ-3 AM /UHQ-3 

CABLE REEL: 

CONSISTS OF A HAND OPERATED DRUM MOUNTED 
ON A SUPPORTING FRAME WORK; FABRICATED 
FROM LIGHT wT. METAL. INCORPORATES A 
FEEDING MECHANISM TO FORM THE CABLE 1 
EVEN LAYERS AND A ROTATION COUNTER TO 
DETERMINE THE NO. OF TURNS PASO OUT. 
16/6/44 

WOY. 44 


RL-196/0NQ-3 
CABLE CIRCUITS ARE ELECTRICALLY CONNECTED 
WITH GROUND EQUIPMENT (EVALUATOR UNIT 
BL-370/UHQ-3 BY SLIP RINGS ON REEL. 


ROPE & TWINE "RP* 


WON-ELECTRICAL CORD, ETC. 


RP-104,/% 

TWINES 

COTTON TWINE, 3 PLY, 1/2 LB. FEDERAL 
SPEC 1-1-87 


9/50/44 
SEPT. 44 


RP-102/U 
MARLENES 

3 PLY TATTED JUTE TWINE, 1/4" DIAM, IW 
3 LB. BALLS. 


9/30/44 
SEPT. 44 


COMPONENT INDICATOR *°RT® 
RADIO TRANSMITTER-RECESVERS 


TRANSCEIVER, RESPONDER, TRANSPONDER, 
CUNITS MAY &NCLUDE INTEGRAL ANTENNA) 


SRT-27ARW-1 PANJARR-1 

RADIO TRANSMITTER-RECEIVER: RESTRICTED 
TRANSMITTER CARRIER FREQ 440: MC. CARRIER 
SWING 420 HC, SWEEP FREQ 420 CPS. POWER 


4-127 
ruse assienro Fox | oHAVEARAXIS, [AAR [ruse assioneo ron | GHARLRRNS, | 


PRT -27ARN-1 
TERMINAL FOR ATTACHMENT TO 50 OHM CON- 
CENTRIC CABLE. UNIT INCLUDES A WESTING-~ 
HOUSE DYNAMOTOR WHICH OPERATES FROM 14 
(12 TO 346352 VOLTS DC AT & AMPS APPROX=- 
IMATELY. SAME AS *RT-2A/ARN=1 EXCEPT 
DYNAMOTOR BRUSHES ARE WOT INTERCHANGE - 


Army-Navy Designations 


Des ATIN 


RT-4A/APS-2 ANSAPS-2 
TRANSMITTER-CONVERTERS CONFIDENTEAL 
CONSISTS OF A DUPLEXER, A LOCAL OSCILL~ 
ATOR, A CONVERTER, IF PREAMPLIFIER, A 
MAGNETRON AND A MO-4A/APS=2 MODULATOR. 
SUPPLY; 24 V DC AND 115/1/400 TO 2400. 


ABLE. SAME AS RT-4/APS-2 EXCEPT FOR MODULATOR. 
5/15/43 CPR: 
SUNE 43 

BRT-ZATARN-T  SANSARM~4 RT-S/APS—& ANSAPS—4 


RADIO TRANSNITTER-RECEIVER: RESTRICTED 
TRANSMITTER CARRIER FREQ 440 MC. CARRIER 
SWING +20 MC. SWEEP FREQ 120 CPS. POWER 
OUTPUT LESS THAN ONE WATT. OUTPUT TERMI- 
NALS PROVIDE FOR ATTACHMENT TO A 50 OHM 
CONCENTRIC CAS8LE, RECEIVER FOR RECEPTION 
OF TRANS SIGNALS INCLUDES INPUT TERNI- 
202743 CoOL 

MAY 43 


RECEIVER-TRANSMITTER CONFIDENTIAL 
A WING UNIT RECEIVER-TRANSMITTER. THIS 
UNIT CONTAINS SCANNER, TRANSMITTER TUBE 
WITH ASSOCIATEO MODULATED POWER SUPPLY, 
RF DUPLEXING COMPONENTS, RECEIVER, INDI~ 
CATOR GENERATING CIRCUITS, LOW VOLTAGE 
POWER SUPPLIES, ALARM CiRCUITS. BEACON & 
445743 CWsb-151335 CwsESX%-637974 
JAK. 46 ESXX-697975 


BRT -ZATARK-T RT-S/APS-4 


"|FF" PROVISION. INPUT 3135 V¥ 5% 1% 800 
WALS‘FOR ATTACHMENT TO 50 OHM CONCENTRIC TO 2400 CY 650 WATTS & 26.5 V +3 ¥ DC 
CABLE. INCLUDES A BLACK AND DECKER DYNA~ 75 WATTS. OUIPUT 35 KW RF RADIATED 
MOTOR WHICH OPERATES FROM 14¢12 TO 14.3) POWER & MISCELLANEOUS POWER FOR ASSOCI- 
VOLTS DC AT 5 AMPS. SAME AS *RT-2/ARN-1 ATED UNITS, SHAPE OF DEPTH BOMB HARK 17, 
EXCEPT DYNAMOTOR BRUSHES ARE NOT (NTER- APPROX OVERALL DIMENSIONS 17-1/8" DIA 
CHANGEABLE. CNOT INCLUDING MOUNTING BRACKET) X 61" 

LONG. PROVIDES RADAR SEARCH WITH MODt- 

FIED INTERCEPT SCAN. WT. 140.85 LBS. 


BRT-SSARN-F BANSARN-1 

RADIO TRANSMITTER-RECEIVER: RESTRICTED 
TRANSMIETTER CARRIER FREQ 440 HC. CARRIER 
SWING $20 HC. SWEEP FREQ 120 CPS. POWER 
GUTPUT LESS THAN ONE WATT. OUTPUT TERMI- 
WAL PROVIDES FOR ATTACHMENT TO 50 OHM 
CONCENTRIC CABLE. RECEIVER FOR RECEPTION 
@F TRANS SIGNALS. INCLUDES INPUT TERMI~ 


RTI-SA/APS-4 = AN/APS-4 CONFIDENTIAL 
RECEIVER-TRANSMITTERS 

A WING UNIT RECEIVER-TRANSHITTER. IW- 
CLUDES SCANNER, POWER SUPPLIES, BEACON 
AND JFF PROVISION. INPUT 325 V #52 10 
800 TO 2400 CY 650 WATTS & 26.5 V t3¥ BC 
100 WATTS. OUTPUT 35 KW RF RADIATED 
POWER & MISCELLANEOUS POWER FOR ASSOCI- 


1729743 CRY: 4/5/44 CW2D-152453 CW28XX-28254 
MAY 43 SEPT. 448 
RRT-3ARN-1 ATED UNITS. SHAPE OF RI-SA/APS 4 


WAL FOR ATTACHMENT TO 50 OHM CONCENTRIC 
CABLE. UNIT INCLUDES A WESTINGHOUSE 

DYNAMOTOR WHICH OPERATES FROM 28 (24 TO 
28.6) VOLTS DC AT 2.5 AMPS APPROXIMATELY 


DEPTif BOMB MARK 17. SIZE 17 8/8" DIA, X 
61“ LONG. PROVIDES RADAR SEARCH WITH 
MODIFIED INTERCEPT SCAN. WT. 248.5 LBS. 
SAME AS RT-S/APS~4 EXCEPT HAS A REDE-~ 
SIGNED RECE!VER WHICH OPERATES WITH 
EITHER FREQ, RANGE SELECTOR OR MOTOR 
CONTROL. IMPROVED CIRCUIT AND PRESSURIZED 
RECEPTACLE AND SEPARATE CABLE HAVE BEEN 
SUBSTITUTED FOR PRESSURIZED CABLE, 


(-43039) 


BRT-SASARN-1 PANSARE-1 

RADIO TRANSMITTER-RECEIVER: RESTRICTED 
TRANSMITTER CARRIER FREQ 440 MC. CARRIER 
SWING +20 HC. SWEEP FREQ 120 CPS. POWER 
OUTPUT LESS THAN ONE WATT. OUTPUT TERMI - 
NALS PROVIDE FOR ATTACHMENT TO A 50 OHM 
CONCENTRIC CABLE. RECEIVER FOR RECEPTION 
OF TRANSMITTED SIGNALS INCLUDES INPUT ABLE WITH THE PRESENT RECEIYER-TRANS- 
272ra35 cou: 8/30/44 Cw2152455 

may 45 AUG. 44A 


RT-SB/APS-4 ANZAPS -4 
RECEIVER-TRANSMITTERS 

A WING UNIT RECEIVER TRANSMITTER SiMtt aR 
TO THE RECEIVER-TRANSMITTER RT~SASAPS-4 
EXCEPT IT HAS A REDESIGNED SCANNER. THE 
COMPLETE RECEIVER-TRANSMITTER JS ELEC- 
TRICALLY AND MECHANICALLY INTERCHANGE- 


CONFI DENTEAL 


BRT -SATARB-1 RI-SBVAPS-4 


METTER RT-SSAPS-4 AND RT-SA/APS-4. 
TERMUNALS FOR ATTACHMENT TO 50 OHM COl- 
CENTRIC CABLE. INCLUDES A BLACK AND 
DECKER DYNAMOTOR WHICH OPERATES FROM 28 
(24 TO 28-6) VOLTS DC AT 2.5 AMPS. SAME 
AS *RT-3/ARN-i EXCEPT DYNAMOTOR BRUSHES 
ARE NOT INTERCHANGEABLE, 


CANCELLED 16/9444 


RT-4fAPS-2 ANSAPS-2 
TRANSMITTER-CONVERTERS CONFIDENTEAL 
CONSISTS OF A DUPLEXER. A LOCAL OSCiL~ 
LATOR. A CONVERTER, IF PREAMPLIFIER. A 


RT-6/APS~2A AN/APS-2A 
TRANSMIFTER-CONVERTER & 

ANTENNA ASSEMBLY. ASSIGNMENT CANCELLED, 
ASSIGNMENTS MADE TO INDIVIDUAL COH= 


OUTPUT LESS THAN ONE WATT. POWER OUTPUT MAGNETRON AND = MD-4/APS-2 MODULATOR. PONENTS. 
TERMINAL PROVIDES FOR ATTACHMENT TO 50 SUPPLY: 24 V DC AND 115717400 TO 2400. 
OHM CONCENTRIC CABLE. RECEIVER FOR RE- 
CEPTION OF TRANS SIGNALS #NCLUDES INPUT 
1429443) CRV: 5/15/43 CPR: 4/8743 
MAY 43 Fa JUNE 43 JULY 43 
pave | MAHUEAGTHBER'S | SANHSAPTHIETE pave | 4aUAGHAN'S | GMANATAC TAL re a 
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BRT-7/APN-1 BANJAPN-T 

RADIO TRANSMITTER RECEIVER RESTRICTED 
FRANSMITTER CARRIER FREQUENCY APPROX. 
440 MCe CARRIER SWING LOW RANGE APPROX. 


+20 MC. CARRIER SWING HIGH RANGE APPROX. 


+2 MCeSWEEP FREQUENCY APPROX. 120 CPS. 
POWER OUTPUT LESS THAN ONE WATT. OUTPUT 
TERMINAL PROVIDES FOR ATTACHMENT TO 50 
4413043 


CEC. 43 P255414 SUB 1 


OHM CONCENTRIC CABLE. SRT-7/APN-1 
RECEIVER FOR RECEPTION OF TRANSMITTER 
SIGNALS INCLUDES INPUT TERMINAL FOR 

ATTACHMENT TO SO OHM CONCENTRIC COBLE. 


UNITS INCORPORATE DYNAMOTOR POWER SUPPLY 


AND OPERATE FROM 27 (22 TO 29-5) VOLTS 
DC AT APPROX. 2.8 AMPERES. 


BRT-7A/APN-1 ®AN/APN-I 
TRANSMITTER RECEIVER: CONFIDENTIAL 
TRANSMITTER CARRIER FREQUENCY APPROX. 
440 MC. CARRIER SWING LOW RANGE APPROX. 
+20 MC. CARRIER SWING HIGH RANGE APPROX. 
+2 HC. SWEEP FREQUENCY APPROX. 420 CPS. 
POWER OUTPUT LESS THAN ONE WATT. OUTPUT 
TERMINAL PROVIDES FOR ATTACHMENT TO 50 
7/12/44 


BAR. 45 P255414 SUB I 


OHM CONCENTRIC CABLE. RRT-7A/APH-1 
RECEIVER FOR RECEPTION OF TRANSMITTER 
SIGNALS INCLUDES INPUT TERMINAL FOR 
ATTACHMENT TO SO OHM CONCENTRIC CABLE. 
UNITS INCORPORATE DYNAMOTOR POWER SUPPLY 
AND OPERATE FROM 27 (22 TO 29.5) VOLTS 
DC AT APPROX. 2.8 AMPERES. SIMILAR TO 
#RT-7/APN-1 EXCEPT INCLUDES AUTOMATIC 
RESPONSE CONTROL AND GENERAL CIRCUIT 
tHPROVEMENTS. BRIT. REF. NO. 34008/409. 


RT-10/APS-3 AN/APS-3 RE-S075-A 
TRANSMITTER~CONVERTER CONFIDENTIAL 
CONTAINS A TWO STAGE 30MC PRE-ANP. A 


750V DC KEEP ALIVE POWER SUPPLY, MAGNE= 
TRON FIL TRANSFORMER, MAGNETRON 725 OR 
“2s.-21. 4850 GAUSS MAGNET, TWO-723 
LOCAL OSC TUBES. IHO-724 "TR" TUBES. 
"TR" BOX ARTI "TR" BOX, 
9/24/43 CPR: 

WAY 44 


CPR35L0-580 


RY-10/APS-3 
CHAMBER -IN-23 CRYSTAL, BLOWER MOTOR, 
STEP-UP PULSE TRANSFORMER & ASSOCtATED 
FILTER CIRCUITS. INPUT: 115/3/800-2400, 
-280/24/105/300/3000V Oc. 


RT-TOA/APS-3 AN/APS-3A RE-9O75-A 
TRANSNITTER-CONVERTERS CONFIDENTIAL 
CONTAINS A TWO STAGE 30 MC PRE-AMP. A 
750V DC KEEP ALIVE POWER SUPPLY, MAGNE- 
TRON FIL TRANSFORMER, MAGNETRON 725, 
4850 GAUSS MAGNET. TWO-723 LOCAL OSC 
TUZES. ONE 1824 “TR™ TUBE. ANTI *TR” BOX 
WITH 724 TUBE."T* SECTION, MIXER CHAMBER 


744d44 CPR: CPR S5L0-$80 
JULY 44 

RT-f0A/APS-3 
-1N23> CRYSTAL. BLOWER MOTOR. STEP-UP 


PULSE TRANSFORHER & ASSOCIATED FILTER 
CIRCUITS, INPUT: 41541/800-2400 & 26¥ DC 
-255/105/300¥ DC. SIMILAR TO & INTER- 
CHANGEABLE WITH RT-10/APS-3. 


CRVSK~252667-5¢ 


CRY3K~252667-50 


“T'SECTION. MIXES 


|rnst ASSIGNED FOR RAE RRAMIS, 


DEASRATION 


RT-10AM/APS~3. AN/APS-3AM RE=S075-A 
TRANSHITTER*CONVERTERS CONFIDENTIAL 
CONTAINS A THREE STAGE WIDE BAND 30 MC 
PRE-AHMP. A 750V DC KEEP ALIVE POWER SUP- 
PLY, MAGNETRON FIL TRANSFORMER, MAGNE - 
TRON 725, 4850 GAUSS MAGNET. TWO-723 LO- 
CAL OSC TUBES, ONE 1624 “TR” TUBE. ANTS 
“TR™ BOX WITH 724 TUBE, "TIT" SECTION, 
3710745 CPR: CPR35L0-580 
HAR. 45 


RT-10AH/APS-3 
MIXER CHAMBER -IN23 CRYSTAL, BLOWER 
MOTOR, STEP-UP PULSE TRANSFORMER & AS- 
SOCIATED FILTER CIRCUITS. INPUT? 115714 
800-2400 & 26V OC ~255/105/300V DC. 
CONSISTS OF AN RT-10A/APS-3 MODIFIED BY 
SUBSTITUTION OF 3 STAGE PREAMP FOR 2 
STAGE. 


RT-1S7APS-15 AN/APS-15 
TRANSMAITTER-CONVERTERS 
CONSISTS OF AN "X™ BAND DUPLEXER, @OCAL 
OSCILLATORS FOR SEARCH AND BEACON, A 
CONVERTER, deFe PREAMPLIFIER, A MAG- 
NETRON, AND MODULATOR MD-4/APS-2, SUPPLY 
26¥ OC AND 115/1/400-2400. HAS POTENTIO- 
METER FOR VARYING THE TRANSMITTER CUR- 
5715/43 CPRE 
SEPT 43 


CONFIDENTIAL 


RT-157APS-15 
RENT. ELECTRICALLY & MECHANICALLY IN- 
TERCHANGEABLE WITH NAVY TYPE -52ACLe 


RT-1SA/APS-15 AN/APS-15 
TRANSMITTER-CONVERTER? 
CONSISTS OF AN "X" BAND DUPLEXER, LOCAL 
OSCILLATORS FOR SEARCH AND BEACON, A 
CONVERTER, 1.F. PREAMPLIFIER, A MAG- 
NETRON, AND MODULATOR MD-4C/APS-2. SUP- 
PLY 26V DC AND $15/1/400-2400. HAS 
POTENTIOMETER FOR VARYING THE TRANSMITTER 
5/22/44 CPR: 

MAY 44 


CONFIDENTIAL 


RT-15A/APS~-15 
CURRENT. SIMILAR TO & INTERCHANGEABLE 
WITH NAVY TYPE ~S2ACt.. SIMILAR TO AND 
INTERCHANGEABLE WITH RT-~1S/APS-15 EXCEPT 
USES MD-4C/APS-2 INSTEAD OF MOD-4/APS-2. 


RT-1SAN/APS-15 AN/APS-ISAN 
TRANSMITTER-CONVERTER? CONFIDENTIAL 
CONSISTS OF AN "X" BAND DUPLEXER, LOCAL 
OSCILLATORS FOR SEARCH AND BEACON, A 
CONVERTER, 1.F. PREAMPLIFIER, A MAG- 
NETRON, AND MODULATOR MD~4C/APS-2. SUP- 
PLY 26V DC AND 115/1/400-2400. HAS PO- 
TENTIOMETER FOR VARYING THE TRANSMITTER 
42718745 CPRs 
MAR. 45A 


RT-ISANSAPS-15 
CURRENT. SCHILAR TO & {NTERCHANGEABLE 
WITH NAVY TYPE +S2ACL. SAME AS 
RT-ISACAPS-15 EXCEPT MODIFIED TO INCOR- 
PORATE AN ADDITIONAL PULSE OF 0.25 MI- 
CROSECONDS LENGTH INSTEAO OF 0.5 MICRO- 
SECONDS PULSE WHICH IS DEVELOPED IN 
MO-4C™/APS-2 AND INCORPORATES A WIDE 
BAND PREAMPLIFIER. 


ASSIGNED 


Issuto 


RT-L77APS-6 AN/APS-6 
TRANSMITTER-CONVERTERS CONFIDENTIAL 
"X™ BAND: PRESSURE. TIGHT HOUSING WITH 
THERKOSTATIC CONTROL OF INTERNAL TEMP- 
ERATURE. CONTAINS MAGNETRON AND MAGNET, 
PULSE TRANSFORMER, TR AND RT BOXES, 
OOUSLE LOCAL OSCILLATOR FOR RADAR AND 
BEACON, CRYSTAL MIXER, PREAMPLIFLER & 


7/24/43 Cars J 
OCT. 43 
RT-t7/APS-6 
AFC C4RBCULTS. 
RT-18/ARC*1 — ANZARC*1 
TRAHSMITTER-BECE SVER RESTRICTED 


CONTAINS A REMOTELY TUNED RE- 
CELVER CMAIN) & A FIXED FREQUENCY RE- 
CEIVER (GUARD) WHICH MAY BE SIMULTAN- 
EQUSLY MONITORED; A REMOTELY TUNED 
TRANSMITTER WHICH PROVIDES 6 WATTS OUT= 


PUT, Awd (VOICE); A HIGH VOLTAGE DYNA- 
7724/43 Cws0-154592 Cw sBxx-31680 
FES. 45 


RT-18/ARC-T 
KOTOR. TEN CRYSTAL-CONTROLLED FREQUEN- 
CIES MAY BE SELECTED JN THE RANGE FROK 
$00 TO 156 MC. ADAPTED FOR INDEPENOENTLY 
CONTROLLED DUAL AUDIO OUTPUT. FOR USE OM 
26 V OC PRIMARY POWER SOURCE. DIMENSIONS 
2410142" LONG X 10 15432" WIDE X 7 2332" 
HIGH, WEIGHING APPROXIMATELY 47 POUNDS. 


RT-18A/ARC-1 AN/ARC~1 
TRANSMITTER RECEIVER: 
AIRBORNE, FREQUENCY RANGE: 100-156 MC, 
10 CRYSTAL CONTROLLED CHANNELS. INPUT: 
2ev 0c, 

CONSISTS OF A REMOTELY TUNED RECETVER 


RESTRICTED 


(MAIN) & A FIXED FREQUENCY RECEIVER 
(GUARD) WHICH MAY BE SIMULTANEOUSLY 
§/19/45 

MAY 458 949C 


as ‘ 
RT-TBA/AKRC-E 
MONITORED; A REMOTELY TUNED TRANSMITTER 
WHICH PROVIDES APPROX. 6W. OUTPUT. A3 
CVOICE), HIGH VOLTAGE DYNAHOTOR., SIZEs 
22" x 40 15/52" X 7 25/32". WT. APPROX. 
47 L3S. SIMILAR TO TRANSMITTER-RECEIVER 
RT-1A/ARC=1 EXCEPT FOR CIRCUIT CHANGES 
(REMOVAL OF ONE SPEECH AMPLIFIER) ANO 
DESIGH IMPROVEMENTS. INTERCHANGEABLE 
WITH TRANSMITTER RECEIVER RT-18/ARC-1. 


RT-IS/SARC-4 ANSARC-4 
TRANSMITTER-RECES VER? CONFIDENTIAL 
CONTAINS A REMOTELY TUNED RECEIVER 
(MAIN) AND A FIXED FREQ RECEIVER (GUARD) 
WHICH MAY BE SIM!LTANEOUSLY MONITORED; 

A REMOTELY-TUNED TRANSMITTER WHICH PRO- 
VIDES 6 WATTS OUTPUT, AS (VOICE) &A HIGH 
VOLTAGE DYNAMOTOR. FOUR CRYSTAL CON- 
7728/45 CWS233A 

AUG 43 


RT-19/RRC~4 
TROLLED FREQUENCIES MAY BE SELECTED FROM 
(140-144MC. AOAPTEO FOR INDEPENDENTLY 
CONTROLLED DUAL AUDIO OUTPUT. FOR USE 
ON 14 OR 28 V POWER SUPPLY. DIMENSIONS: 
19-172" X 10-174" X 7-174", WEIGHING 
APPROX. 3316. FITS MOUNTING BASE 
MT-101/ARC-4. 


[care MAWHARTHBRES | SAHRACTHRERA 
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" OF RT-S5/APX. 


RT-21/APN-7  AN/APN-7 
RECEIVER-TRANSMITTER? CONFIDENTIAL 
A BEACON TRANSPONDER; TRANSHITTER @ 
RECEIVER TUNABLE FROM 3245 TQ 3345 MC. 
POWER INPUT 230 WATTS AT 135/1/400-2400& 
5 WATTS AT 13/26 VY DC. POWER OUTPUT 200 
WATTS PEAK. RECEIVER PULSES 1/2 TO 2 
MICROSECONDS IN WIDTH; TRANSMITS RETURN 
8/11/43 CPR: * CPR35L0-644 
SEPT 43h 


RT-21/APN-7 
PULSES 0.4 MICROSECOND IN WIDTH. ONE FOR 
EACH RECEIVED PULSE. SIMILAR TO & INTER- 
CHANGEABLE WITH TRANSPONDER OF NAVY 
MODEL CXCU BEACON EQUIPMENT. FITS MOUNT- 
ING PLATE MI-131/APN-7. 


RT-22/APX-1 AN /APX~-1 
RECEIVER-TRANSMITTER: CONFIDENTIAL 
A TRANSPONDER WHICH COVERS ENTIRE "A™ 
BAND BUT MAY BE TUNED TO ANY FREQ. tM 
™G" OR "B™ BAND WHEN TUNING UNIT 
TN-8/APX-1 OR TN-35/APX-b IS PLUGGED INTC 
FRONT PANEL. PROVIDES APPROX. 10 WATIS 
OUTPUT INTO 50Q ANTENNA. SELF CONTAINED 
8/14/43 CHZ2A-9000 
SUN. 44° CCISCZR: 


RT-22/APX-1 
DYNAMOTOR WHICH REQUIRES 191.5 WATTS AT 
26V OC ALSO PROVIDES FOR MOUNTING BUT 
DOES NOT INCLUDE TUNING UNIT TN~8/APX-18 
OR TN-35/APX-6. SIMILAR TO RADIO RECEIVE? 
BC-966-() EXCEPT EMPLOYS DIFFERENT CIR- 
CUITS & COMPONENTS TO OBTAIN GREATER 
OUTPUT WITH LESS WEIGHT. 


RT-22A/APX-1 AN/APX-14 
RECEIVER-TRANSMITTERS CONFIDENTIAL 
A TRANSPONDER WHICH COVERS ENTIRE "A" 
BAND BUT HAY BE TUNED TO ANY FREQ. OM 
"G" OR “B" BAND WHEN TUNING UNIT 
TN-B/APX-1 OR TN-35/APX-t IS PLUGGED INT? 
FRONT’ PANEL. PROVIDES APPROX. 30 WATTS 
OUTPUT INTO SOQ ANTENNA. SELF CONTAINED 
4/4/44 CH23A-9000 
Jun. 44 CCTSCZR: 


RT-22A/aPX-t 
DYNAMOTOR WHICH REQUIRES 191.6 WATTS AT 
26V DC ALSO PROVEDES FOR MOUNTING BUT 
DOES .NOT INCLUDE TUNING UNIT TH~8/APX-1 
OR TN-35/APX-1. COMPOSED OF RECEIVER- 
TRANSMITTER RT-55/APX AND DYNAMOTOR 
OY-23/APX-I1A, SAME AS RT-22/APX-1 EXCEPT 
HAS IMPROVED CIRCUIT CHANGES FOR HIGHER 
POWER OUTPUT. 


RT-22AM/APZ-1 AN/APX-SAM CONFIDENTIAL 
RECEIVER~TRANSMITTERS 

A TRANSPONDER WHICH COVERS ENTIRE "A" 
BAND BUT HAY BE TUNED TO ANY FREQ. {6 
"G7" OR "8" BAND WHEN TUNING UNIT 
TN-B/APX-1 OR TN-90/APX-1 IS PLUGGED 
INTO FRONT PANEL. PROVIDES APPROX. tO 
WATTS OUTPUT INTO 50Q ANTENNA. SELF 
4/20/45 CHZ:A-9000 

APR. 45A CCT3CZRe 


RT-22AM/APX-1 
CONTAINED DYNAMOTOR WHICH REQUIRES 1491.5 
WATTS AT 26V DC ALSO PROVIDES FOR MOUNT~ 
ING BUT DOES NOT INCLUDE TUNING UNIT 
TN-B/APX-1 OR TN-90/APX-1A. COMPOSED OF 
RECESVER-TRANSMITTER RT-S54/APX AND 
DYNAMOTOR DY-235/APX-JA. RT-22A/APX-1 
MODIFIED TO INCLUDE RT-SSM/APX INSTEAD 


assigns | TN-8/APX-1 OR TN-35/APX-1. 


RT-22B/APX-1  AN/APX-18 
RECEIVER-TRANSMITTERS CONFIDENTIAL 
A TRANSPONDER WHICH COVERS ENTIRE "A™ 
BAND BUT HAY BE TUNED TO ARY FREQ. OW 
"G" OR "B" BAND WHEN TUNENG UNIT 
TN-103/APX IS PLUGGED INTO FRONT PANEL. 
PROVIDES APPROX. 10 WATTS OUTPUT INTO 
SOM ANTENNA, SELF CONTAINED DYNAMOTOR 
4/20/45 CH2: 

APR. 45A CCT:CZR: 


_ RT-22B/APX-1 
WHICH REQUIRES 191.5 WATTS AT 26¥ DC 
ALSO PROVIDES FOR MOUNTING BUT DOES NOT 
INCLUDE TUNING UNIT TN-103/APX. COMPOSED 
OF RECEIVER-TRANSMITTER RT-55A/APX AND 
DYNAMOTOR DY-23/APX-1A. SAME AS 
RT-22A/APX-1 EXCEPT SUBSITUTES 
RT-SSA/APX FOR RT-SS/APX. 


RT-25/KPX-1X AN/APX-1%X 
RECEIVER-TRANSMITTERS CONFIDENTIAL 
A TRANSPONDER WHICH COVERS ENTIRE "A™ 
BAND BUT MAY BE TUNED TO ANY FREQUENCY OW 
"G" OR "B™ BAND WHEN TUNING UNIT 
TN-8/APX-1 OR TN-35/APX-t IS PLUGGED INTC 
FRONT PANEL. PROVIDES APPROX. 10 WATTS 
OUTPUT INTO SOQ ANTENNA. SELF CONTAINED 
8/14/43 CHZ:A-9000 
JUN, 44 COTSCZRs 


RT-23 /APX-1X 
OYNAMOTOR WHICH REQUIRES 221 WATTS AT 
13V OC ALSO PROVIDES FOR AND MOUNTS BUT 
DOES NOT INCLUDE TUNING UNIT TN-8/APX-1 
OR TN-35/APX~-1. SIMILAR TO RADIO RECEIVEF 
BC-966-()Z EXCEPT EMPLOYS DIFFERENT CiR- 
CUITS & COMPONENTS TO OBTAIN GREATER 
OUTPUT WITH LESS WEIGHT. 


RT-235A/APX-1X AR/APX-1AX RESTRICTED 
RECEIVER-TRANSMITTERS 

A TRANSPONDER WHICH COVERS ENTIRE "A® 
BAND BUT HAY BE TUNED TO ANY FREQUENCY 
1N "G" OR “B" BAND WHEN TUNING UNIT 
TN-8/APX-1 OR TN-35/7APX-1 IS PLUGGED INT 
FRONT PANEL. PROVIDES APPROX 10 WATTS 
OUTPUT INTO 50Q ANTENNA. SELF CONTAINED 
414144 CHZ2a-9000 

JUN. 44 CCTSCZRs 


RT-235A/APX-1X 
DYNAMOTOR WHICH REQUIRES 221 WATTS AT 
13V OC ALSO PROVIDES FOR AND HOUNTS BUT 
DOES NOT INCLUDE TUNING UNIT TN-8/APX-1 
OR TN-35/APX=-1. COMPOSSO OF RECEIVER- 
TRANSMITTER RT-S6/APX-1A AND DYNAMOTOR 
DY-24/APX-1AX. SAME AS RT-23/APX-1X 
EXCEPT HAS IMPROVED CIRCUIT CHANGES FOR 
WIGHER POWER OUTPUT. 


RT“24/APX-2 AM /APX-2 
RECEIVER~TRANSMITTER: CONFIDENTCAL 
TRANSPONDER & INTERROGATOR~RESPONSOR. 
TRANSPONDER SECTION IS SAME AS RECEIVER~ 
TRANSMITTER RT-22/APX-1 & COVERS ENTIRE 
"A" BAND BUT HAY BE TUNED TO ANY FREQ. 

IN "G" OR °8" BAND WHEN TUNING UNIT 
TN-8/APX-1 OR TN-35/APX-1 IS PLUGGED INTC 
B/14/43  CHZSA-2278 
JUN. 44 CCTSCWQSCWSs 


FRONT PANEL. PROVIDES RT-24/APX-2 
APPROX, 10 WATTS OUTPUT TNTO 502 ANTENNA. 
INTERROGATOR-RESPONSOR SECTION TRANSMITS 
& RECEIVES ENTIRE "A" BAND & PROVIDES 
APPROX. 500 WATTS INTO 50Q ANTENNA. SELF 
CONTAINED POWER SUPPLY WHICH REQUIRES 

SO WATTS AT 115/1/400-2400 & 28.2 WATTS 
AT 26V DC ALSO PROVIDES POWER AND MOUNT- 
tNG BUT DOES NOT INCLUDE TUNING UNIT 


e 


ASSIGNED 


ISSUED 


RT-24A/APX-2 AN/APX-2A ’ 
RECEIVER-TRANSBITTERS CONFIDENTIAL 
TRANSPONDER & INTERROGATOR-RESPONSOR. 
TRANSPONDER SECTION tS 
RT-55/APX & COVERS ENTIRE "A" BAND BUT 
WAY BE TUNED TO ANY FREQ. IN "G" OR "8" 
BAND WHEN TN-3/APX-! OR TN-35/APX- tS 
PLUGGED INTO FRONT PANEL. PROVIDES 
4/4/44  CHZrA~2278 CHZ3-A-3136 
JULY 44 CCTsCWsCWS: . 


APPROX. 6M OUTPUT TO RI-24A/APX-2 
S$0Q ANTENNA. ENTERROGATOR-RESPONSOR 
SECTION IS TRANSMITTER RECEIVER 
RT-S7/APX-2A & TRANSMITS & RECEIVES any 
PRESET FREQ. iN "A™ BAND & PROVIDES 
APPROX. 300W INTO 50Q ANTENNA. SELF CON- 
‘TAHNED POWER SUPPLY REQUIRES 170W AT 
$15/0/490-2400 & 30 W AT 26V¥ DC. SAME AS 
RT-24/APX-2 EXCEPT HAS IMPROVED CIRCUIT 
CHANGES. 


RT-24B/APX-2 AN/APX-28 
RECEIVER-TRANSMITTER: CONFIDENTIAL 
TRANSPONDER & INTERROGATOR-RESPONSOR. 
TRANSPONDER SECTION IS RT-S5A/APX AND 
COVERS ENTIRE "A" BAND BUT MAY BE TUNES 
TO ANY FREQ. IN "G" OR “B™ BAND WHEN 


TN-8/APX-1 OR TN-103/APX- 1S PLUGGED U6 
TO FRONT PANEL. PROVIDES APPROX. 6W 
4/20/45 CH2Z;: CHZ; 


APR, 45A CCT:CWiCWS: 


OUTPUT TO SOQ ANTENNA. 5 RT-24B/APX-2 
INTERROGATOR-RESPONSOR SECTION IS TRANS- 
MITTER RECEIVER RT-S7/APX-2A & TRANSMITS 
& RECEIVES ANY PRESET FREQ. IN "A" BAND 
& PROVIDES APPROX. 300W INTO 5092 ANTENNA, 
SELF CONTAINED POWER SUPPLY REQUIRES 
170W AT L15/1/400-2400 & 30W AT 26V DC. 
SAME AS RT-2¢A/APX-2 EXCEPT SUBSTITUTES 
RT-55A/APX FOR RT-S5/APX. 


RT-27/APG-4 AN/APG-4 
TRANSMITTER-RECEIVER: CONFIDENTIAL 
A "L"™ BAND FREQUENCY MODULATED RADAR 
TRANSMITTER WITH A CARRIER SWING OF AP- 
PROXIMATELY $2.5 MC AT 50 FEET ALTITUDE. 
SWEEP FREQUENCY APPROX $10 CPS. POWER 
OUTPUT APPROX 0.4 WATT. OUTPUT TERMINAL 
FOR ATTACHKENT TO SO OHM CABLE. RECEIVER 
9/3/43 CRY: CRV3K-258115- 
WOV. 44 502 


RT-2778PG-4 
FOR RECEPTION OF TRANSMITTER SIGNALS IN- 
CLUDES INPUT TERMINAL FOR ATTACHMENT TO 
50 OHM CABLE+ UNIT INCORPORATES DYNA- 
MOTOR POWER SUPPLY & OPERATES FROM 26Y 
(£3.5V) DC AT APPROXIMATELY 3 AMPERES. 
FITS MOUNTING BASE &MT-I4/ARN-3. 


RT-287APG-4X ANSAPG-4¥ CONFIDENTIAL 
TRANSMITTER-RECEIVER 

A "L™ BAND FREQUENCY MODULATED RADAR 
TRANSMITTER WITH A CARRIER SWING OF 
APPROX +2.5 HC AT 50 FT ALTITUDE. SWEEP 
FREQUENCY APPROX 110 CPS. POWER OUTPUT 
APPROX 0.4 WATT. OUTPUT TERMINAL FOR 
ATTACHMENT TO 5O OHM CABLE. RECEIVER FOR 
943743 CRV: CRVSK-258115- 
WOV. 44 bol 


RT -Z28/APG-4% 


RECEPTION OF TRANSMITTER SIGNALS IN-_ 
CLUDES INPUT TERMINAL FOR ATTACHMENT TO 
$0 OHM CABLE. UNIT INCORPORATES DYNA- 
MOTOR POWER SUPPLY AND OPERATES FROM 

tS ¥ (41.8 V) DC. FITS MOUNTING BASE 
wiT-147ARN-1, ALSO INCLUDES RANGE LEAD 
CONTROL. 
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RT-28A7APG-8X ANSAPG-44X RT-SS/A" AI TECKIE 
TRANSMITTER -RECEIVER CONFIOENTEAL RETEDROLOGICAL PULSE CORFIDENTIAL 
A ®L" BAND FREQUENCY MOOULATED RADAR REPEATERS A SALLOONW LAUNCHED, BATTERY 


TRANSMITTER WITH CARRIER SWING OF APPROX 
42.5 MC AT 50 FT ALTITUDE. SWEEP FREQ, 
APPROX 110 CPS. POWER OUTPUT APPROX 0.4 
WATT. HAS OUTPUT TERHINAL TO ATTACH TO 
50 OHM CABLE. RECEIVER INCLUDES INPUT 
11410744 CRYS CRXSK-258116- 
OEC. 44 603 


RT-28A/APG-4% 
TERKENAL FOR ATTACHMENT TO 50 OHM CABLE; 
INCORPORATES DYNAMOTOR POWER SUPPLY AND 
OPERATES FROM 13V (+1.8¥) OC. FITS 
MOUNTING BASE &MT-E4/ARN-1. SAME AS 
RT-28/APG-4X EXCEPT INCLUDES DOUBLE 
LIMITER AND AUTO. GAIN CONTROL DELAY CIR 
CUITS. USED WITH ALTITUDE COMPENSATION 
SWITCE SA-S9ASAPG-4. SUPERCEDES 
RT-28/APG-4x, 


RT-31/4PS-2F AN/APS-2F 
TRANSMITTER-CONVERTER?: CONFIDENTIAL 
CONSISTS OF A DUPLEXER FOR ATTACHING AFC 
CRYSTAL MIXER. LOCAL OSCILLATOR, CON- 
VErfcr, beF. + PRE-AMPLIFIER, AFC UNIT, 
MAGNETRON AND MODULATOR MO-4/APS-2. 
SUPPLY 26 YOLTS D.C. AND 115/%/400 TO 
2400 StHiLAR TO RT-4/APS-2 EXCEPT 
10/14/43 CPR: 

OCT. 43 


RY-31/APS-2F 


EMCLUBES AFC. 


RT-32/APS-6A AN/APS-6A RE-9088-A 
TRANSMITTER-CONVERTER: CONFIDENTIAL 
CONTAINS A TWO STAGE GOMC PRE-AMP. A 
750¥ OC KEEP ALIVE POWER SUPPLY, MAGME- 
TRON FiL TRANSFORMER, MAGNETRON 725A OR 
-245-244.2500 GAUSS MAGNET, TWO -7235A 
LOCAL OSC TUBES, TWO -724A “TR™ TUBES, 
"TR" BOX ANTE "TR" BOX, “T™SECTION, MIXER 
30/18/43 CPR: CPR25L0-580 
OCT. 43 


CHAMBER ~IN-21 CRYSTAL, RT-32/APS-6A 
BLOWER MOTOR. STEP-UP PULSE TRANSFORMER 
& ASSOCIATED FILTER CIRCUITS, INPUT? 
§45/4/400-2400, -260/24/105/300/3000¥ BC 
UNCLUDES SHOCKMOUNTS, SIMILAR TO 
RT-*tO/APS-3 EXCEPT USES 60 MC/SEC PRE- 
AMP. AND DIFFERENT CABLE CONNECTIONS. 


RI-33/ARN-TE AN/ARN-TI 

TRANSMITTER RECEIVERS CONFIDENTIAL 
CONSISTS OF A CABINET (THAT MAY BE PLACED 
UN THE KNEE HOLE UNDER ‘A STANDARD LINK 
DESK WHERE SPACE IS AT A PREMIUM) WHICH 
CONTAINS THREE REMOVABLE CHASSIS: (8) 
MODULATED OSCILLATOR TO ORiVE (2) TRANS- 
WITTER AMPLIFIER WHICH DRIVES ASSOCIATED 
10/23/43 CAET?: 


oct. 43 


SIMULATOR LAMP, (3) RE- RT-S3./ARN-TI 
CEIVYER AMPLIFIER WITH NOISE GENERATOR TO 
AMPLIFY RECEIVED SIGNALS TO AUDIBLE LEVEL 
WITH SEMULATED AIRCRAFT NOISES AND AN 
INTERNAL RECTIFIER TO PERMIT OPERATION 
FROM 120/1/60. ALSO PROVIDES INTER- 
COMMUNICATION. INCLUDES CASLES AND PLUGS 
FOR CONNECTION TO PHOTO-CELL ASSEMBLY 
C¥-4/ARN-The 


ASSIGNED 
IssuED 


GCPERATED, RRINPROOF TRANSRETE IVER 
@OPERATIUG 1M EME L BAND HAVING A WESGHT 
APPROX. 5 LBS. USED TO MEASURE UPPER 
WEMD VELOCITIES. THE POWER SHALL BE 
SUFPLIES BY DRY CHARGE RADIOS@NDE BATTER- 
222044 CTF: 

oad, 46 


. Rv-357an 

JES SUPPLYING 80 TO 5.6 VOLTS EACH, IT 
CONSISTS OF DIPOLE ANTENNA, TUNED LOWE, 
R.F. STAGE, VIDEO STAGE MULTIVEGRATOR 
AND OSCILLATOR. IT SHALL OPERATE FOR A 
MINIMUM OF 90 MINUTES BETWEEN THE TEN- 
PERATURE RANGE OF -60° C AND 50° C. SIZE 
APPROXIMATELY 42° X 6 X 6%. CONTAINS 
THO BATTERIES. 


RT-SS/AR(XN-1) AIRBORME 

METEOROLOGICAL PULSE CONFIDENTIAL 
REPEATER? A BALLOON LAUNCHED, BATIERY 
OPERATED, RAINPROOF TRANSRECEIVER 
OPERATING IN THE L BAND HAVING A WEIGST 
APPROX. 3 LBS. USED TO MEASURE UPPER 
WIND VELOCITIES. THE POWER SHALL BE 
SUPPLIED BY DRY CHARGE RADIOSONDE BATTER- 
TH/42/463 CIFs 

FEB. 44 


RT-S5/RMCXM-1) 
1ES SUPPLYING 90 TO 3.6 VOLTS EACH. tT 
CONSISTS OF DIPOLE AMTERNA, TUNED LIWE, 
R.Fe STAGE. VIDEO STAGE. MULTIVIBRATOR 
AND OSCILLATOR. IT SHALL OPERATE FOR A 
MINIMUM OF 90 MINUTES BETWEEN THE TEM- 
PERATURE RANGE OF -60° © AND 50° C. SIZE 
APPROXIMATELY 12" X 6" X 6". CONTAINS 
THREE BATTERIES, 


RI-35/ANCRR-2) RIREGORNE 

METEOROLOGICAL PULSE CONFIDENTIAL 
REPEATERS A BALLOON LAUNCHED, BATTERY 
OPERATED, RALNPROOF TRANSRECEIVER 
QPERATING IN THE L BAND HAVING A WEIGHT 
APPROX. 3 LBS. USED TO MEASURE UPPER 

WIND VELOCITIES. THE POWER SHALL BE 
SUPPLIED BY DRY CHARGE RADIOSONDE BATTER- 
W4/02743 

FEB, 44 


RT-SS7ARCXR-2) 
#ES SUPPLYING 90 TO 3.6 VOLTS EACH. tT 
CONSISTS OF DIPOLE ANTENNA, TUNED LENE, 
RF. STAGE, VIDEO STAGE. MULTIVEBRATOR 
AMD OSCILLATOR. JT SHALL OPERATE FOR A 
MENUMUM OF 90 MINUTES BETWEEN THE TER- 
PERATURE: RANGE OF -60° C AND 50° C. SIZE 
APPROXIMATELY 12" X 6" X 6". CONTAINS 
TwO BATTERIES. 


BRT-40/APH-TX HAN/APN-TX ‘ 

RADIO TRANSMITTER RECEIVER RESTRICTED 
TRANSMITTER CARRIER FREQUENCY APPROX. 
440 MC. CARRIER SWING LOW RANGE APPROX. 
£20 MC. CARRIER SWING HIGH RANGE APPROX. 
+2 MC. SWEEP FREQUENCY APPROX. 420 CPS. 
POWER OUTPUT LESS THAN ONE WATT. OUTPUT 
TERMINAL PROXIGES FOR ATTACHMENT FO 60 
H2711 ras CR¥2K~252667-SO08 
Rar. 45 P2s5414 SuB 1 


OHM CONCENTRIC CABLE. BRT -40/APH-TX 
RECEIVER FOR RECEPTION OF TRANSMITTER 
SIGNALS INCLUDES I¥PUT TERMINAL FOR 
ATTACHMENT TO 50 OHM CONCENTRIC CABLE 
UNITS ENCORPORATE DYNAMOTOR POWER SUPPLY 
ANDO OPERATE FROM 13.5 VOLTS DC AT 
APPROX. 5.6 AMPERES. SIMILAR TO 
WRI-7/APN-1 EXCEPT FOR DIFFERENCES IN 
INPUT VOLTAGE AND CURRENT. BRIT. REF. 
MO. 340087563. 


oethe TOK 


DATE PARTS S SANEAETRASE A, 


care | MAAGTHRSE? | SRANHTACTURLER, 


NAVSHIPS 900,109 


CONFIDENTIAL 


FIRST ASSIGNED FOR | OARS, | 


RRI-SOASAPN-1X BAN/APH-1X RESTRICTED 
RADIO TRANSMITTER RECEIVER: 

TRANSMITTER CARRIER FREQUENCY APPROX. 
440 MC. CARRIER SWING LOW RANGE APPROX. 
+20 MC. CARRIER SWING HIGH.RANGE APPROX. 
+2 MC. SWEEP FREQUENCY APPROX. #820 CPS. 
POWER OUTPUT LESS THAN OWE WATT. OUTPUT 
TERMOKAL PROVIDES FOR ATTACHMENT TO 50 
276445 CRYVSE-252667-SOP 
MAR. 45 P259414 SUB St 


OHM CONCENTRIC CABLE. MRT -40R¢RPN-FX 
RECEIVER FOR RECEPTION OF TRANSMITTER 
SIGNALS @NCLUDES INPUT TERMINAL FOR 
ATTACHMENT TO SO OHM CONCENTRIC CABLE 
UNITS #NCORPORATE DYNAMOTOR POWER SUPPLY 
AND OPERATED FROM 43.5 VOLTS DC AT 
APPROX. 5.6 AMPERES. StmiLag TO 
WRI-4O/APH-1X EXCEPT INCLUDES AUTOMATEC 
RESPONSE CONTROL AND GENERAL CERCUIT EM- 
PROVEMENTS. SRKET. REF. WO. 1E00B/410. 


RT-41/APE-tA AW/MPN-TA 
TRANSRITTER-CONVERTER COWF IDERT 104. 
FRONT PANEL, ANGLE AND FORMED SHcET CON- 
STRUCTION, CONTAINS TWO IDENTICAL TRANS- 
MITTERS, X-BAND, AND ASSOCIATED T-R AND 
ANTI T-R BOXES, AND THE LOCAL OSCILLATOR 
AND TWO CRYSTAL MIXERS FOR EACH TRANS- 
MITTER WHICH FEED A 3ONC IF INTO THE 
1/5/44 CRR CRRIARIG2S3-1 
JAN, 44 


RT-€1/WPN-1A 
PREAMPLIFIERS. TNE RECEIVER PREAMPLIFIERS 
ARE LOCATED IN THIS UNIT BUT ARE NOT 
CONSIDERED PART OF IT. GENERATES “X® 
BAND R~-F PULSES FOR THE PRECISION 
SYSTEM, PULSE RATE 2000 CYCLES/SEC. 
POWER INPUT: 117¥ AC. & 10000 ¥ PEAK 
PULSE. SIMILAR TO BUT NOT INTERCHANGE - 
ABLE WITH RADIO FREQUENCY UNIT 
RF-6/MPN-1. 


RT-42/RPN-1A  AN/MPH-1A 
TRANSMITTER-CONVERTERS CONFIDENTIAL 
ANGLE AND FORMED SHEET CONSTRUCTION. 
CONTAINS TWO DUPLICATE TRANSMITTERS, S- 
BAND, WITH MEANS FOR SELECTING ONE OR 
THE OTHER FOR OPERATION. ALSO CONTAINS 
THE LOCAL OSCILLATOR TUBE MIXERS FOR 
HETERODYNING THE RECEIVED ECHOS FOR THE 
1/5/44 GRR: CRRZSR9G220-1 
JAR, 46 


Wt-42/Rra-a 
RECEIVER AND WHICH FEED A 30MC IF twTo 
THE PREAMPLIFIERS WHICH ARE LOCATED tm 
THIS UNIT BUT ARE NOT PART OF IT. GENE- 
RATES “S"-BAND R-F PULSES 2000 CYCLES/ 
StC. FOR THE SEARCH SYSTEM. DLRENSIONS: 
19" x 22" X 22", POWER INPUT: TI7¥. AC, 
12000¥ PEAK PULSES. SIME LAR TO BUT NOT 
IMTERCHAMGEABLE WITH RF UNIT @F-7/MPH-I. 


RT-SO/ARQ-10 AN/ARQ-10 CONFIDENTIAL 
RECEIVER-TRANSMITTER 

TRANSMITS MODMBLATED SIGNALS CONTROLLED 
BY MODULATOR-POWER SUPPLY MO-26/ARQ-10, 
COVERS FREQ. OF 165-330KC. 350-660KC, 
AMD 660 SO ISOOKC. POWER OUTPUT Z2Su. JH~- 
@LUOES A SUPERHETERODTNE RECEIVER 
MECHANICALLY GANGED TO THE TRANSMITTER 
4/3/44 9 CFT: 
APR. 44 


RT-50/aRt-10 
FREQ. CONTROL. RECEIVER SUPPLIES 
VOLTAGES TO THE INDICATOR-AMPLIFIERS 
10-78/ARQ-10 FOR ViSUAL FREQUENCY SET- 
TING. IMPUTS -150,-30,4+300,+230¥ DC +26¥ 
DC AND 80 OR 145/10/400 TO 2400 CPS. 
FROM MODWLATOR-POWER SUPPLY MD-26/ARQ-10. 
WKOUNTS IN STD. 1 4/2 UNIT ATR RACK. 


BATHE SEANHIATRAE A, 
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RT-St/ARQ-10 ANJARQ-10 CONFIDENTIAL 
RECEIVER~TRANSMITTER 

TRANSMtTS MODULATED SIGNALS CONTROLLED 
BY HODULATOR-POWER SUPPLY MD-26/ARQ-10. 
COVERS FREQ. RANGE $.3:TO 2.65.2.65 40 
5.4, 54 TO FI MC. POWER OUFPUT SOM. iN- 
CLUDES A SUPERHETERODYNE RECEIVER 
MECHANICALLY GANGED TO THE TRANSMSTTER 
4137/44 CFTs 

APR. 44 


RT-STZARQ-$0 
FREQUENCY CONTROL. RECEIVER SUPPLIES 
VOLTAGE TO THE «NDECATOR-AMPLIFIER 
4O0-78/ARQ-10 FOR VISUAL FREQUENCY SET~- 
TING, INPUT3~150.-350,4300,+250¥ DC AND 
26V D.C AND 80 OR 1IS¥L1¢7400 TO 2400 
CPS. FROM MODULATOR-POWER SUPPLY 
MD-26/ARQ-10. MOUNTS 1S STD. 3 #42 UNIT 
aig @ack, 


RT-S27aRQ-10 AN/ARQ-10 COAFIDENTIAL 
RECEIVER TRANSMETTER ‘ 
TRANSMITS MODULATED SIGNALS CONTROLLED 
BY MODULATOR-POKER SUPPLY MO~26/ARQ-16. 
FREQUENCY RANGES 18 TO 22-2. 22.2 TO 
44.7 44.7 TO 90 MC. POWER OUTPUT: 5OX. 
(INCLUDES A SUPERHETERODYNE RECEIVER 
MECHANICALLY GANGED TO THE TRANSMITTER 
4I3444 CFEs 
APR. 44 


RT-S2/KRQ-10 
FREQUENCY CONTROL. RECESVER SUPPLIES 
VOLTAGE TO THE INDICATOR-AMPLIFUER 
410-78/ARQ-10 FOR VISUAL FREQUENCY SET- 
TENG. INPUT? -150,-30, 300, #250¥. O.C 
+#26V OC AND 80 OR 1F15V¥/1%/400 10 2400 
CPS. FROM MODULATOR-POWER SUPPLY. 
MD-26/ARQ-10. MOUNTS @N STD. 3 142 UNIT 
ATR RACK. 


RT- SS/APX AN/APX-1 4,20 
RECEIVER-TRANSMITTERS CONFIDENTIAL 
A TRANSPONDER WHtCH COVERS ENTIRE "A" 
BAND BUT MAT BE TUNED TO ANY FREQ. J 
"G" OR “B" BAND WHEN TUNING UNIT 
TN-8/APX-1 OR TN-35/ APX tS PLUGGED imTO 
FRONT PANEL. PROVIDES APPROX. 6 MATTS 
OUTPUT INTO 502 ANTENNA. OPERATES ON 26¥ 
4/t274a) CHZ: CHZ2A~-3436-2 
WULY 44 CCTSCZRs 


OC, MOUNTS OH AND RE- RT-SS/APX 
CEIVES POWER FROM EfTHER DY-23/APX-1& OR 
RT-S57/APX-2A. PROVIDES FOR MOUNTING BUT 
DOES NOT INCLUDE TUNING UNIT TN-8/APX-4 
OR TN-35/APX~ WITH DY-23/APX-1A 
OPERATING FROM 26V OC COMPRISES 
RT22A/APX-1, WITH RT-S7/APX~2A OPERATING 
FROM 115/t/400-2400 & 26¥ DC COMPRISES 
RT-24A/APX-2. SAME AS RT-22/APX-1 EXCEPT 
HAS IMPROVED CIRCUITS BUT HO DYNAMOTOR. 


RT-SSA/KPX AN/APX-18,26 
RECEIVER-TRANSMITTER: CONFIDENTIAL 
A TRANSPONDER WHICH COVERS ENTIRE "A* 
BAND & MAY RECEIVE ON MK 3 "G" & S BAND 
AND REPLY ON MK 3 "G" BAND WHEN 
TN-103/APX 1S USED. PROVIDES APPROX, 

50 WATTS OUTPUT INTO 508 ANTENNA. OPER- 
ATES OM 26¥ 

4/6/45 CHZs 

APR. 458 CCT:CZR: 958BN 


CHZ2A~31358-2 


BC, MOUNTS ON AND RECEIV- RT-SSA/APX 
ES POWER FROM EITHER DY¥-23/APX-#A& OR 
RT-=S7/APX*2A~ PROVIDES FOR MOUNTING BUT 
DOES NOT INCLUDE TUNING UNIT TN-103/APX 
WITH DY-23/APX-1A OPERATING FROM 26¥ OC 
COMPRISES RT-22A/APX-1. WITH 
RI-57/APX-2A OPERATING FROM 115/1/400- 
2400 & 26V DC COMPRISES RT-24A/APX~2. 
SAME AS RT-SS/APX EXCEPT INCLUDES SPE 
UP CHANGE IN TIME-SHARING CIRCUIT. 


cave | MAHAR? SRAARAPTRAEEA, 


RI-SSM/SAPX AN/APX-TAR 
RECEIVER-TRANSMITTERS 

A TRANSPONDER WHICH COVERS ENTERE “A® 
BAND BUT MAY BE TUNED TO ANY FREO. 10 
"G" OR "ROO" BAND WHER FUNING UNIT 
TN-8/APX-1 tS PLUGGED «nto 
FRONT PANEL. PROVIBES APPROX. 6 WATTS 
OUTPUT INTO SOQ ANTENNA. OPERATES ON 264 
41649 CHZ: CHZ2A-3136-2 
APR. 458 CCT:CZRz 9IGBN 


CONFIDENTSAL 


DC. MOUNTS ON AND RECEIV~ RT-556/APX 

ES POWER FROM EITHER DY~23/APX-1A OR 
RT-57/APX-2A. PROVIDES FOR MOUNTING BUT 
DOES NOT INCLUDE TN-8/APX-1 OR TN-35/APX 
WITH DY-23/APX-1A, OPERATING FROM 26v OC 
COMPRISES RT-22A/APX-3, WITH RT-57/APX-2/ 
OPERATING FROM 115/1/400-2400 & 26¥ DC 
COMPRISES RI-24A/APX-2~ SAME AS RT-5S/AP 
EXCEPT FOR CHANGE [EN SUPPRESSION TIME TO 
ADAPT FOR USE WITH AN/APX-13. 


RT- S56 /APX-1AX AN/APX-TAX 
RECEIVER-TRANSMITTER: CONFIDENTIAL 
A TRANSPONDER WHICH COVERS ENTIRE "A" 
BAND BUT MAY BE TUNED TO ANY FREQ. tM 
"G"-OR "B" BAND WHEN TUNING UNIT 
TN-8/APX-1 OR TN-35/APX 1S PLUGGED INTO 
FRONT PANEL. PROVIDES APPROX. 10 WATTS 
OUTPUT INTO S0Q ANTENNA. OPERATES ON 13¥ 
4713/44 CHZ; 

APR. 44 


RY-SESAPX-TAX 
DC. MOUNTS ON DY-246 SAPX-1AX, PROVIDES 
FOR MOUNTING BUT DOES NOT (NCLUDE TUNING 
UNIT TN-8/APX-1 OR TN-35/APX. SIMILAR TO 
RADIO RECEIVER BC-966-C() EXCEPT EMPLOYS 
DiFFERENT CIRCUITS & COMPONENTS TO 
OBTAIN GREATER OUTPUT WiTH LESS WEIGHT. 
SAME AS RT-23/APX-1X EXCEPT HAS IMPROVED 
CiRCUITS AND DOES NOT INCLUDE DYNAMOTOR. 


RT-S7/APX-20 AN/APX-24 

TRANSMITTER RECEIVER: CONFIDENTIAL 
INTERROGATOR-RESPONSOR WHICH TRANSHITS 
AND RECEIVES ANY PRESET FREQ. IN "A" 
BAND AND PROVIDES APPROX 300W OUTPUT 
#NTO SOM ANTENNA. INCLUDES A SELF CON- 
TAINED POWER SUPPLY WHICH REQUIRES 170W. 
AT 115/1/400-2400 & 30W, @ 26V¥ OC. PRO- 
4/13/44 CH2s CHZ3A-3209 

JULY 44 


VIDES POWER RI-S7/APX-24 
AND MOUNTING FOR RECEIVER-TRANSMITTER 
RT-55 /APX-. SAME AS INTERROGATOR= 
RESPONSOR PART OF RT-24/APX-2 EXCEPT HAS 
GHPRQYED CIRCUITS. 


RI-S8/ARC-12 AN/ARC-12 CONFIDENTIAL 
TRANSHITTER-RECEIVER 
CONTAINS A REMOTELY TUNED RE- 
CENVER CHAIN) & A FIXED FREQUENCY RE- 
CEIVER (GUARD) WHICH MAY BE’ SIMULTAN- 
EOUSLY MONITORED. A REMOTELY TUNED TRANS- 
WITTER WHICH PROVIDES 6 WATTS OUTPUT, 
& 3 (VOICE), A HIGH VOLTAGE DYNAMOTOR. 
8/2/44 Cu: Cu: 
Way 44 


RY-Se/agc-T2 
TEN CRYSTAL-~CONTROLLED FREQUENCIES MAY 
BE SELECTED IN THE RANGE FROM 225 TO 340 
MC. ADAPTED FOR INDEPENDENTLY CONTROLLED 
DUAL AUDIO OUTPUT. FOR USE ON 26 V DC 
PRIMARY POWER SOURCE. DIMENSIONS 19-8/2 
LONG X 10-1/4 WIDE X 7-1/4 HIGH, WEIGHENG 
APPROXIMATELY 45 POUNDS, 


RI-59/APS-158 AM/APS-158 
TRANSMITTER-CONVERTER? CONF IDENT fat. 
CONSISTS OF PREAMPLIFIER AND MIXER, 
LOCAL OSCILLATORS FOR SEARCH & BEACOR, 
TR AND ATR. OUTPUT TUBE, PULSE TRANS~ 
FORMER, BLOWER MOTDR, KEEP-ALIVE RECTI- 
FIER SUPPLY, RELAY CIRCUITS AND FELTERS 
MOUNTED IM AM INVERTED TYPE MODULATOR 
6/32/44 
wat 44 


RI-SS/AaPS-t55 
BASE. INCLUDES NECESSARY CABLES FOR 
CRYSTAL CURRENT AND PULSE CABLE. SIMELAR 
TO TRANSMITTER-CONVERTER R¥-15/APS~16 
EXCEPT DOES WOT LNCLUDE MODULATOR. 


RI-GU/APM-13 AM /APH-T3 
RECEIVER-TRANSMITTERS CONF IDENTSAL 
A BEACON TRANSPONDER; TRANSMITTER & 
RECEIVER TUNABLE FROM 2999 TO 3068 MC. 
POWER INPUT 250 MATTS AT 135/1/400~2400 & 
5 WATTS AT 13/26 ¥ DC. POWER OUTPUT 200 
WATTS PEAK. RECEFVER PULSES 1 TO 2.6 
MICROSECONDS IN WIDTH; TRANSMITS RETURN 
8/18/44 CPR: CPRTSLO-644 
WON. 44 


RY-G1 /APH-13 
PULSES 0.4 MICROSECOND IM WIDTH. OWE FOR 
EACH RECEIVED PULSE, SIMILAR TO 
RT-21/APW-7 EXCEPT FOR FREQUENCY RANGE 
COVERED. FITS MOUNTING PLATE 
AT-1N0/aPM-7. 


RI-G2/ART-135  AN/ART-13 
TRANSMITTER-RECEIVER: CONFIDENTIAL 
CONTAINS A REMOTELY TUNED RECEIVER 
CHAIN) AND A FIXED FREQUENCY RECEIVER 
(GUARD) WHICH MAY BE StMULTANEOUSLY 
MONITORED; A REMOTELY TUNED TRANSMITTER 
WHICH PROVIDES APPROX. 15 WATTS OUTPUT 
A-3 (VOICE); A HIGH VOLTAGE DYNAMOTOR. 
5/25/44 
MAY 44 


RT-62/4RC-15 
TEN CRYSTAL CONTROLLED FREQUENCIES MAY 
BE SELECTED IN THE RANGE FROM #00 TO 400 
MC. ADAPTED FOR INDEPENDENTLY CONTROLLED 
DUAL AUDIO OUTPUT. FOR USE ON 28 VOLT DC 
PRIMARY POWER SOURCE. DIMENSIONS 
19 9/16" LONG xX 15 3/8" X 7 5/8" HIGH 
WEIGHT IS APPROX. 65 LES COMPLETE WITH 
TUBES AWD CRYSTALS. 


RT-63/APS GEN. USE 
TRANSMITTER-RECEIVER? 
RECEIVES A MODULATION PULSE FROM AW EX- 
TERNAL MODULATOR. FEEDS AND RECEIVES R.F. 
TO AND FROM A SUITABLE ANTENNA. DELIVERS 
-8 TO J.1V CANTO $00 OHM) VIDEO SIGNALS 
TO AN ASSOCIATED ¢NDICATOR. PRESSURIZED 
FOR HIGH ALTITUDE OPcRKATION. Ore RATES IN 
$729/44 CHS: CHS :X6053-H 
JUN. 44 PART NO. 85-A 


CONFIDE WTIAL 


_ -RT-63/EPS 
K BAND. INPUT +105¥ @ #50 MA, 300¥ @ 25 
MA, -300V @ 20 MA. 27V @ 3A, AND 
Vi5V/5O/400. -2000~ @ 2A. WT. APPROX. 60 
LBS. SIZE APPROX: 10" DIA. X 22" LONG. 
FIRST PROCURED ON NXsa 59112 FROM 
SYLVANIA ELECTRIC PRODUCTS INC. 
(SALEM MASS.) 


DATE MARTHA? | ANTIACTIAEA, 


a a a 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-132 


Army-Navy Designations 


BAGLIES, _[rinst assionse ror | APERRANGy CNG T IRE [ase assieneo ror | HARLGRAMING, [RAE frst assionen ror | HAVLARL, 
ae 

RI-7B/TPS-9 = AN/TPS=9 CONFIDENTIAL RT-87 /FPN-t AN/FPR-4 RT-98/APG-17 AN/APG-t7 RE TERS 
TRANSMITTER-RECEIVERS TRANSHITTER-CONVERTER CONFIDENTIAL . 
A TRANSMITTER, RECEIVER AND INDICATING ANGLE AND FORMEO SHEET CONSTRUCTION, Beene eG eTr es RECERLER OOCE RT TIe Tae 
UNIT COMBINED #N ONE UNIT THAT MAY BE CONTAINS TWO DUPLICATE TRANSMITTERS,"S9- WAVE BANDSOF:1478°T0..1595. NC. OUTPUT“OF 
EASILY TRANSPORTABLE. THE TRANSMITTER BAND, WITH MEANS FOR SELECTING ONE OR TRANSHETTER 2°WATIS AAPUTE 224, (BC 
EMPLOYES A TUNED GRID, TUNED CATHODE THE OTHER FOR OPERATION. ALSO CONTAINS OVERALL SIZE 7 5/32" x 10 iyen x 7 
PUSH-PULL OSCILLATOR WHICH DELIVERS A THE LOCAL OSCILLATOR TUBE MIXERS FOR 9 9/46". Wo. 22 LBS 
PULSE TWO MICROSECONDS WIDE AT A REPETI- HETERODYNING THE RECEIVED ECHOS FOR THE Psp : 
9427444 CAT: CAYST-7615832 12/19/44 CR@: 3/44/48 
SEPT. 44 DL-7502679 G2 DEC. 44 may 45 

RT-7E/TPS-9 RT-87 /FPN-1A RT-99/APS-32 AN/APS-32 RE t3A 1108A 


TIOW RATE OF 400 P.P.S. TUNED FROM FRONT 
PANEL. THE RECEIVERS A FIVE STAGE SUPER- 
HERTOOYNE TYPE ¢S TUNED FRON THE FRONT 
PANEL. THE INDICATOR HAS BOTH “A™ SCOPE 
AND P.P.l, PRESENTATION HAVING TWO 
RANGES OF 20 AND 80 NAUTIGAL MILES. 
ENSIONS: 23 25/32" X 26 3416" X 18", 
WEIGHT 814 LBS. 


DIM- 


RT-8O/APX-12 AN/APX-12 
RECEIVER-TRANSMSTTER 
AIRBORNE INTERROGATOR-RESPONSOR UNIT 
SOUNTED ON ONE "“ATR™ RACK. RECEIVER 
OPERATES ON FREQUENCY OF 123-128 MC, 
TRANSMITS ON FREQUENCY 340 TO 150 MC. 
INCLUDES COOING DEVICE WITH TWO BANKS OF 
TUMBLERS TO ALLOW EITHER OF TRO SETS OF 
loviys4s CQJ: 

OCT. 44 


CONFIDENTIAL 


RE- 


RT-COSAPK-12 
CODES TO KEY TRANSMITTER. FRONT PANEL 
HAS CODER SELECTOR SWITCH, "MAGIC EYE™ 
Jan GES INDICATOR TUBE, "ON-OFF" FOR 


BOIH TRANSMITTER AND CODER. OPERATES 


FROM 24V DC AND 110V AC, 400-2400~. USED 
WITH ANTENNA AT-813 /APX. 
RT-Si7an CONFIDENTIAL 


RECEIVER TRANSMITTER: 

LIGHTWEIGHT TRANSPONDER AND METEORO~ 
GRAPH CARRIED ALOFT TO INDICATE PRESSURE 
ANDO RETRANSMIT RECEIVED FREQUENCY MOD- 
ULATED SIGNALS WiTH SUPER IMPOSED AUDIO 
FREQUENCIES. RECEIVES A 27.75 MC. 


CARRIER MODULATED BY A 10 KC. PHASE 
VIC 7/44 
NOV. 44 

RY-8I/AN 
SETTING FREQUENCY. 27.75 MC. SIGNAL FS 


AMPLIFIED AND MULTIPLIED BY FOUR, AND 

ONE TO THREE AUDIO-SIGNALS SELECTED BY 

A PRESSURE ACTUATED SWITCH ARE ADDED ¥0 
THE 10 KC. MODULATING SIGNAL. RETRANSMITS 
ON 11) MC. WT. OF INSTRUMENT 3 342 LBS. 
POWER FROM INTERNAL BATTERY. USED WITH 
BUT WOT PART OF AN/GNQ-5. 


RT-85/KRC-18 AW/ARC-3A 
TRANSMITTER-RECEIVERS RESTRICTED 

A REMOTELY TUNED RECEIVER CHAIN) & A 
FIXED FREQUENCY RECEIVER (GUARD) WHICH 
WAY BE SIHULTANEOUSIY HONITORED; A RE- 
MOTES.Y TUNED TRANSMITTER WHICH PROVIDES 
6 WATTS OUTPUT,A.3 (VOICE); H¥ DYNA- 


MOTOR. TEN CRYSTAL-CONTROLLED FREQUEN- 
42/12/44 Cue Cus 
May 45 


RY-85/ARC-14 
CLES WHICH RANGE FROM 100 TO 156 MC. 
26V DC PRIMARY POWER SOURCE. DIMENSIONS 
19 1/2 LONG xX 10 1/4 WIDE X 7 1/4 HIGH, 
SIMILAR 10 RT-18¢ARC-1 EXCEPT FOR DESIGN 
INTERCHANGE - 


AND CIRCUIT CHANGES BUT NOT 
ABLE WITH RT-18/ARC-1. 
CANCELLED NEVER USED 


RECEIVER AND WHICH FEED A 30MC IF INTO 
THE PREAMPLIFIERS WHICH ARE LOCATEO IN 
THIS UNIT BUT ARE NOT PART OF IT. GENE- 
RATES "S"-BAND &-F PULSES 2000 CYCLES/ 
SEC. FOR THE SEARCH SYSTEM. DIMENSIONS? 
ro" X 22" X 22". POWER SNPUT?2 FI7V. AC, 
¥2000V PEAK PULSES. SIMILAR TO EXCEPT 

FOR WIRING CHANGE TO TERMINAL BOARD BUT 
WOT INTERCHANGEABLE WITH RT-42/MPN-iA, 


RT- 8e/FPN-1 AN/FPN-% 
TRANSNITTER-CONVERTER 
FRONT PANEL, ANGLE AND FORMED SHEET CON- 
STRUCTION. CONTAINS TWO IDENTICAL TRANS- 
MITTERS, X-BAND, AND ASSOCIATED T-R AND 
ANTI T-R BOXES, AND THE LOCAL OSCILLATOR 
AND TWO CRYSTAL NIXERS FOR EACH TRANS- 
WITTER WHICH FEED A 3SOMC IF INTO THE 
$2/19/44 CRR 
DEC. 44 


CONFIDENTIAL 


RT-58 /FPN-1 
PREAMPLIFIERS. THE RECEIVER PREAMPLIFERS 
ARE LOCATED IN THIS UNIT BUT ARE NOT 
CONSIDERED PART OF IT. GENERATES "X* 
BANO R-F PURSES FOR THE PRECISION SYS- 
TEM, PULSE RATE 2000 CYCLES/SEC. POWER. 
INPUT: I17V 4C. & 10000¥ PEAK PWSE. S!I- 
MILAR TO CEXCEPT FOR WERING CHANGE COR- 
WECTIONS TO TERMINAL BOARD) BUT NOT tR- 
TERCHANGEABLE WITH RT-43/MPN-TA. 


RT-91SARC-2 AN/ARC-2 CONFIDENTEAL 
TRANSMUTTER-RECEIVERS 949 

CONStSTS OF A REMOTELY CONTROLLED TRANS- 
MITTER-RECEIVER WHICH PROVIDES 8 CHAN- 
WELS FROM 2 TO 9.05 MC WiTH VOICE, Cw OR 
MCW, AMPLITUDE MODULATED. CONTROLLED BY 
EITHER THE PILOT OR RADIO OPERATOR. PO- 
WER OUTPUT; 40 WATTS. INPUT VOLTAGES 
1427745 ©6COLs 

MAR. 45 


; RV-94 /ARC-2 
26.5 VOLTS DC @ 14.5 AMPS,. PROVIDES 
HOUSING FOR AND INCLUDES DYNAMOTOR 


DY-31/ARC-2, SIZE: SAR C-10 WEIGHT: 85 
LBS. MOUNTS ON MT-427/AR. 
RT-JESARC-19  AN/ARC-19 CONFIDENTIAL 


TRANSMITTER-RECEIVERS 

DIMENSIONS 19 9416" X 10 578" X tO 178". 
WEIGHT 70 LBS- FITS MOUNTS NG BASE 
MT-29t/U. INPUT 26.5 VOLTS DC. COMPLETE- 
LY SEALED AGAINST MOISTURE AND HUMIDITY. 
CONTAUNS COMPLETE MAIN RECEIVER €225-400 


MC/S), GUARD RECELYER (4 SPOT FREQUENCY), 


2726445 
FEB. 45 


TRANSMETTER RT-967ARC-19 


(225-400 HC/S), DYNAMOTOR, ETC. HAS MIKE 
JACK, PHONE JACK, METER SWITCH, SENSITt- 
VITY CONTROL, SQUELCH BUTTON, 49195 AN- 
TENNA RECEPTACLE AND AN RECEPTACLES FOR 
POWER, AUDIC AND CONTROL CIRCUITS. POWER 
OUTPUT 8 WATTS AVERAGE, 


ASSIGNED 


TRANSMITTER-RECEIVERS CONFIDENTIAL 
RECEIVES A MODULATION PULSE FROM AN EX- 
TERNAL MODULATOR. FEEDS ANDO RECZIVES RF. 
TO AND FROM A SUITA8LE ANTENNA. DELIVERS 
APPROX 2V CENTO 952) VIDEO SIGNALS TO AN 


ASSOCIATED INDICATOR. PRESSURIZED FOR 
HIGH ALTUTUDE OPERATION. OPERATES IN K 
3/17/45 CPRISLO-#4946 
APR. 454 948A 


BAND. 8HPUT.+105¥ @ 150 MA RT-99/APS~32 
150V @25 MA, -300¥ @ 20 MA, 27.5V DC @ 
3A, & TISV/1/380-1600 CYCLES @ 2A, WT. 
APPROX. 49 LBS. SIZE APPROX: 19 3/4" DIA 
X 9" LONG. OUTPUT: RF OUTPUT 30-35 Kw, 
0-25/0.5 MICRO SEC. PULSES @ 1800 OR 800 
PULSES/SEC. INCLUOES THE FOLLOWING CON- 
MECTOR: (2) UG-!98/U & SPECIAL PHILCO 
CONNECTOR TO MATE WITH UG-182/U ANO 
AN-3102-28-35 PRESSURIZED. 


RT-100/APS-19 AN/APS-19 
TRANSMITTER-RECEIVER? 
CONSISTS OF A-MAGNETRON, MAGNET AND 
BLOWER, MODULATOR WITH HYDROGEN THYRA- 
TRON TYPE PULSE TRANSFORMER AND RECEIVER 
R-161/APS-19, ALL ARE HOUSED TW A PRES- 
SURIZED HOUSING. OPERATES IN X BAND. 


94eac - 
CONFIDENTS AL, 


DIMENSIONS: 12 1/2" DJAMETER X 17" LONG. 
3/23/45 CS: 
MAR. 454 

RT~t00/APS-#9 
WT: APPROX. 41 LBS. MOUNTS ON 


MY -437/A0PS-19. 


RT-103/APS~-31 AN/APS-31 
TRANSMITTER-RECEIVERS 
RECZIVES A MODULATION PULSE FROM AN EX- 
TERNAL MODULATOR. FEEDS & RECEIVES RF 
TO & FROM A SUITASLE ANTENNA, DELIVERS 
APPROX 2V¥. CINTO 95Q) VIDEO SIGNALS TO 
AN ASSOC. #NDICATOR. PRESSURIZED FOR 
HIGH ALTITUDE OPERATION. OPERATES IN X 
4/5/45 CPR: . CPRISLO-#556 
APR, 458 


CONFIDENT tal 


948A 


BAND. INPUT + 105V¥ @ 150 RT-TOU/APS-31 
BA, 150V @ 25 MA -300V @ 20 MA, 27.5V¥ DC 
@3A, & LISV/1D/380-1600~ @ 2A, SIZE 

39 3/4" DIA X 9" LONG. RF OUTPUT 30-35 
KW, 0.25/0.5 MICRO SEC. PULSES @ 1600 OR 
800 PULSES/SEC. INCLUDES €2) UG-4g9/t 
& SPECIAL PHILCO CONNECTOR TO MATE WITH 
UG-162/U & AN~3402-28-15 PRESSURIZED. 
MOUNTS ON AS~-287/APS-31 & AS-289/APS-35 
& 3S NOT SNOCKMOUNTED. 


RT-S04/APA-4A AN/APS-4A 

TRANSMITTER -RECEHVERS CONFIDENTEAL 
TRANSHITS ANDO RECEIVES PULSED "x" BAND 
ENERGY, CONTAINS RADAR RECEIVER 
R-169/APS-4A, INTERMEDIATE FREQUENCY 
AMPLIFIER AM-I21/APS-4, SERVO AMPLIFIER 
AM-122/APS-4. RANGE UNIT SN-37/APS-4A. 
RECTIF#ER POWER UNIT PP-187/APS-4, 
4728045 CW: 


BAY 454 948AG 


ISSUED 


NAVSHIPS 900,109 


care | RASA? | ANKLE _| 


CONFIDENTIAL 


oethuaion 


Firs assignes Fon | cNAWY BRAWING 


RT-1O47APS -08 
BEACON TUNING OSCILLATOR 0-40/APS-4. 
ALSO CONTACNS HV RECTIFIER, TIMING CER 
TUITS AND MODULATOR. TRANSMITTER POWER 
OUTPUT: 30 KW PEAK. DESIGNED FOR MOUNT- 
ING ON MAVY MK 50 AND S# BOMG RACK. tw- 
Puls 815/10/800-2400~ & 28¥ OC. PART 
OF AN/APS-4a. i 


SUELTERS VS" 


ROUSE. TENT. PROTECTS¥E 
SHELTERS, ETC. 


S-t2/TPS-48 
SHELTERS 

A SQUARE SHELTER OF 8 OZ. TREATED CANYRS 
ARRANGED TO BE SUPPORTED BY THE RADAR 
TOWER ASSEMBLY. SiZE2 80 FT. SQUARE AT 
BASE, TAPERS SLIGHTLY TO A POINT 7 FT. 
ABOVE THE GROUND AND THEN BREAKS SHARPLY 
TO JOUN THE TOWER AT A POINT 9 FT, ABQVE 
4417444 C#26-~415200 CurB0-4186496 
mec. 44 


AN/TPS-18 


S-t2seTPs-ts 
TRE GROUND. INCLUDES A SEPARATE FLY at 
THE TOP OF THE ANTENNA ORIVE UNIT. 
WX-198/TPS-1B AND A FLOOR OF 12 OZ. 
TREATED CANVAS ALSO INCLUDES A BAG INTO 
WHICH THE SHELTER TOGETHER WITH ASSOCI- 
ATED FLY & STAKES CAN SE PACKED. 


8-19/6 

TENT: 

A COMMUNICATIONS TENT CANYAS DUCK, OLIVE 
DRAB, 4 FT. 9 OM. HIGHS 7 FT. WIOE; 

7 FT, 6 IN. LONG. HAS VENTILATOR IN 
EITHER END WITH BLACKOUT COVERS; TENT- 
FLAP ENTRANCE, 28 IM. WIDE; BLACK-OUT 
CURTAIN 15 IN, BEHIND ENTRANCE, EXTEND- 
9/30/44 

SEPT. 64 


. $-19/6 

ING ENTIRE LENGTH AND HEIGHT OF TEWT 
WHICH CAN BE ROLLED UP WHEN NOT IN USE. 
COMPLETE WITH POLES AND PINS. INCLUDES: 
12 PIN, TENT, NOTCHED, 16" LONG 

4 PIN, TENT, NOTCHED, 24° LONG 

4 POLE, CORNER, 1-3/4" X 55" 

1 POLE, CENTER, 1-3/4" X 62-1/2" 


COMPONENT IMDICATOR "SA" 
SWITCHING ASSENBLY 


MANUAL SWITCHING ASSEMBLIES 


BSA-1/ARN-4 SAN/JARN-1 

ALTITUDE LIMIT Switch: RESTRICTED 
MOUNTED IN"AN"METER CASE. HAS SETTINGS 
FOR SO, 75, $00, 125, 850, .75, 200, 225 
280, 275 AND 300 FEET. 


(241309 
W/29743  CRV2P255295-500 CRYZK25260t ¢ 
NOV. 44 


& M255607 SUB jgssicnen 


Army-Navy Designations 


SALAAM, 


DENTON 
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FIRST ASSIGNED FOR | oTEMIAG, | 


RSA -TASARE-E RANTARE-1 

ALTITUDE LIMIT SwITCA: RESTRICTED 
MOUNTS 3M PAN" METER CASE. HAS SETTINGS 
FOR 60. 75. 100, 125. 150, #75, 200, 225 
250. 275 AND 300 FEET. SAME AS 
RSA-IZARN-T EXCEPT CHARACTERS AND LINES 
OM DIAL ANO KNOB ARE TREATED WITH PALE 
YELLOW FLUORESCENT INSTEAD OF GREEN 
348444 = CRYSP255295-502 CRYSH255607 
mov. 44 sue 7 


BSA~TASARE-$ 
FLUORESCENT PHOSPHORESCENT MATERIAL. 
BRITISH REF. BO., S30F 8/386. y 


SA-2/FRC 
SWITCH PANEL: 
COMPRISES SIX KEY SWITCHES AND ASSOCJAT- 
ED INDICATOR LAMPS FOR REMOTE CONTROL OF 
START & STOP OF RADIO TRANSMITTER 
T-4/F@C & RADIO TRANSMITTER T-S/FRC. 
PAWEL StZE APPROXIMATELY 6” HIGH BY 
V9" MIDE. WOUNTED GW STANDARD 19" RACK, 
12/22/43 CKY: CKYSMX-07569 
JON. 44 


AN/ERT -{ 


Sa-2/FRC 
CONTRACTS NXss 33374 AND NX9- 40010 FROM 
AIRCRAFT ACCESSORIES CORP. 


FSA-37A CENERAL USE 

IMPACT SWITCH 

SIRGLE POLE SINGLE THROW NORMACLY OPEM. 
OPERATES UPON APPLICATIDN OF 10G IN 
HORIZONTAL PLANE. CONTACTS RATED 20 AMPS 
USED JN AIRCRAFT FOR TURNING ON A CIR- 
CUIT WHEN PLANE CRASHES. 


3720/43 CKWSRODEL A4304 CKW:80800 REV O 
APR. 43 


BSA-4/APA-1 RAN/APA-1 RE-9035-A 
ANTENNA SWITCHING UNITS RESTRICTED 
ROTATING MOTOR SWITCHeOOUBLE SECTION. 
ONE HALF ATTERNATELY SwITCHES RF SIGNALS 
RECEIVED FROM PORT ANO STARBOARD 
ANTENNAS TO RECEIVER AND THE OTHER HALF 
SYNCHRONOUSLY SWITCHES THE VIDEO S'GNALS 
RECEIVED FROM THE RECEIVER TO THE RIGHT 
4/23/43 CPR: CPR3SK-2038 
Fea. 44 


HSA-4/APA~t 
AND LEFT SCOPE CIRCUITS OF THE REPEATER 
INDICATOR AMPLIFIER %AM-G/APA-1. INPUTS 
12 WATTS AT 26V OC. WT 67, OVERALL DI- 
MENSIONS: 7 1/4" X 7 9/46" X 7 3/16", 


SA-4A/APA-1 AR/APA-1 
ANTENNA SWITCHING UNIT? 
ROTATING MOTOR SWITCH, DOUBLE SECTION. 
ONE HALF ALTERNATELY SWITCHES RF SIGNALS 
RECEIVED FROM PORT AND STARBOARD AN~ 
TENNAS TO RECEIVER AND THE OTHER HALF 
SYNCHRONOUSLY SWITCHES THE V{OEO SIGNALS 
RECEIVED FROM THE RECEIVER TO THE RIGHT 
2/15/44 CDS: COS: ATS~2000 


RESTRICTED 


care | MAYHEASTURER'S | SANHTACTHARS. 


FEB. 44 ASSIGNED 


SA-4A/RPA-1 
AND LEFT SCOPE CIRCUITS OF THE REPEATER 
UNOSCATOR AMPLIFIER ®AM-G/APA-4. SMPUT? 
12 WATTS AT 24¥ DC. WT 64, OVERALL Dt- 
MENSLONS: 7 1/4" x 7 9/36" X 7 3/16". 
SAME AS SA-4/APA-1 EXCEPT USES 50 OHM 
tMPEDANCE CABLE (NSTEAD OF 70 GHM ANO 
OTHER MINOR CHANGES WHICH OO NOT AFFECT 
IMTERCHANGEABILITT. 


SA-5/4PR AN/APN-6 RE 9083a 
REMOTE CONTROLLED SwitCHz CONFIDENTIAL 
A REMOTE COWDKULLED SwiiCH Unit MHICH 
COMTAENS TwO THREE LEVEL (DECK) TEN STEP 
SELECTOR SWITCHES USED FOR REMOTE FUMC- 
TOONAL SWITCHING. OPERATES ON 13 
VOLTS DC. THE UNIT IS APPROXIMATELY 
¥2" xX 8374" X 3 5/8" FNCLUDING SHOCK 
642743 caus #-80005-S 
Jam. 44 


SA~S/APM 
MOUNT, WEIGHING APPROXIMATELY 7 8/4 
POUNDS. 


SA-6/APR AN/APN-$ RE 9SO83Aa 
IREMOTE CONTROLLED SWITCH: CONFIDENTIAL’ 
A REMOTE CONTROLLED SWITCH UNIT MHICH 
CONTAINS TWO THREE LEVEL CDECK) TEN STEP 
SELECTOR SWITCHES USED FOR REMOTE FUNC- 
TIONAL SWITCHING. OPCRATES ON 26 ¥ DC. 
INCLUDES A RANGE LEAD CONTROL CONSISTING 
OF A 100.600 OHM POTENTIOMETER WITH A 
6/3/43 Caus H- 80004-S 
FEB. a4 


SA-6/RPW 
CIRCULAR ROTATING DISC CALIBRATED t8 
10 FT. DIVISIONS BETWEEN O TO 100 FT. 
THE UNIT §S APPROXIMATELY £2” X 8 3/4" X 
3.3/8" INCLUDING SHOCK MOUNT, MEIGHING 
APPROXIMATELY 7 3/4 POUNDS. 


SA-9/APG-4 ANSAPG-4 
ALTITUDE COMPENSATION RESTRICTED 
SWITCHS 


MOUNTED IN "AN® METER CASE,HAS SETTINGS 
FOR POXER OFF, 50, 75, 3100, 150, 200, 
AND 300 FEET. 


9/3743 CRVS CRY2P255451-50t 


Wov. 43 

SA-9A/APG-4 AN/APG~4 

ALTITUDE COMPENSATION RESTRICTED 
SwiTCHs MOUNTED UN STANDARD “ANY 


METER CASE. INCLUDES TWO CONTROLS. ONE 
HAS SETTINGS FOR POWER OFF. SO, 75, 100, 
150, 200 AND 300 FT. OTHER CONTROL IS A 
RANGE LEAD CONTROL CONTINUOUSLY VARIABLE 
TO PRESET RANGE LEAD iN STEPS SF 30° UP 
1/8/44 CRY: CRV¥3 

MAR. 44 M254517 P255563~-501 


SA-9ASAPG-4 
TO 300° MARKED O TO 10. 


[oars | “UAC | RANKTA TUNA 


ore | “RMARHA | AMARA | 


CONFIDENTIAL 


NAVSHIPS 900,109 
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[RAD [rinse assionem rox | ASE RRAY INS, SA RHN, SAGA [rasr assraneo ron | AASL SRAM: 


SA-ELJAPA-T2 «AMB/SAPA~T2Z 

SECTOR SCAM SWITTH: RESTRICTED 
CONSISTS OF THE GEAR WECHANISH FOR AZt- 
MUTH SELSYM AND A RMOLTIPLE CONTACT MAFER 
SWITCH FOR SECTOR SCAM, THE UNIT ROURTS 
BETWEEN AZIMUTH SELSYM CFOR WHICH IT 
PROVIDES PROPER TURN RATIO) AND THE RING 
GEAR CTO WHICH 17 IS MESHED) OF ANTENNA 
S/2t/43 CPR: 

sme 44 


SA-11/RPA~t2 
ASSEMBLY AS-S/APS-2. PROVIDES LIMIT COM- 
TACTS FOR SCANMIMG A SECTOR OF AMY IRTE- 
GRAL MULTIPLE CF 30° UP TO A MAX OF 330° 
WHEM COMNECTED TO CONTROL UNMET 
C-68/APA-52 THROUGH RELAY RE-4/APA-12. 
THE CONTACTS ARE ORIENTED SUCH THAT THE 
SMALLEST FORMARO SCAM WiLL BE +30°. 


SA-CEAFAPA-42 «= GMSEPA-120 

SECTOR SCAM SWITCH: WesTRICTED 
CONSISTS OF THE GEAR FMECHANISN OF PROPER 
RATIO FOR DRIVING AZIMUTH SELSYM AND A 
WUOLTSPLE CONTACT WAFER SWITCH FROM THE 
RING GEAR OF AS-6VAPS-2. PROVIDES LIMIT 
CONTACTS FOR USE WITH CONTROL UMIT 
C-GS/APA-i2 & RELAY UNIT RE-18/APA-124 
9720745 CAPR: 

SEPT. 64 


SA-TVASAPA-42 
TO PERMIT SCANKING A SECTOR OF ANY 
INTEGRAL MULTIPLE OF 30° FROM 60° Te 
330° IM WIDTH. SUMILAR TO SA-4I7APA-82 
EXCEPT FOR OIFFEREMT MFGR. & REPLACEABLE 
PaRts. 


SA-S2/APA-23 wasaPa-is 

SECTOR SCAM SWLTCHS RESTRICTED 
CONSISTS OF THE GEAR MECHANISM FOR AZt~ 
MUTH SELSYM AMO A MULTIPLE CONTACT WAFER 
SWITCH FOR SECTOR SCAN. THE ONIT MOUNTS 
BETWEEM AZIMUTH SELSYM CFOR WHICH ET 
PROVIDES PROPER TURN RATIO) AMD THE RING 
GEAR CTO WHICH UT JS MESHED) OF ANTENNA 
9/21/43 CPR3 

SEPT 43 , 


SA-TZ/APA-13 
ASSEMBLY 8AS-17/APS AND AS~-I8/APS. PRO- 
ViDES LIMIT CONTACTS FOR SCANNING A SEC- 
TOR OF AMY INTEGRAL MULTIPLE OF 30° UP 
TO A MAX OF 330° KHEM CONNECTED TO COR- 
TROL UNIT C-68/APA-12 THROUGH RELAY 
RE-S/APA-12. THE CONTACTS ARE ORIENTED 
SUCH THAT THE SMALLEST FORWARD SCAM WILL 
GE +30°, 


SA-TZAZKPA-13 ANSAPA-1358 

SECTOR SCAN SWITCH: RESTRICTED 
CONSISTS OF THE GEAR MECHANISM FOR DRI¥- 
UNG AZIMUTH SELSYN AND A AULTIPLE CON- 
TACT WAFER SWITCH FROM THE RING GEAR OF 
RAS-1T7/APS AND AS-E8/APS. PROVIDES LIMIT 
CONTACTS FOR USE WITH CONTROL UNIT 
C-68/APA-12 AND RELAY UNIT RE-IS/APA-E38 
9721443 

SEPT. 44 


SA-TZRZAPA-13 
TO PERMIT SCANNING A SECTOR OF ANY 
INTEGRAL MULTIPLE QF 30° FROM 60° TO 
330° IM WIDTH. SIMILAR TO SA-12/RPA-43 
EXCEPT FOR DIFF. MFGR. & REPLACEABLE 
Pastis. , 


NAVSHIPS 900,109 


ka 
ISSUED 


SA~14/SPR-4 AUs/SPR~4 

RADSO FREQUENCY SWITCH: WESTRICTED ! 
CONSESTS OF A SPECIAL SMITCH TO OPERATE 
OVER RANGE OF 40 TO 3000 MC TO CONNECT 
RECEIVER TO ANY OF TWELVE SELECTED 
POSITIONS. USES TYPE W FITTINGS AmD IS 
SS80UT & INCHES IM DIAMETER. 


TOsSTS443 RRLINZ4O4 
Boy. 44 


SA-tS/APA-19 AM/APA-19 

SWITCH ASSEMBLY: RESTRICTED 

A TWO CONTACT MICROSWITCH OPERATEO BY 
THE ROTATION OF ASSOCEATEC ANTERMA ASST, 
OPERATING VOLTAGE LESS THAN 25 VW OC. 
BARE SWITCH IS PHILCO PT. NO. 442-4004 
ATTACHES TO ANTENNA ASSEMBLY AS~5/APS-2, 
WAS-417/APS,. BAS-ITAJAPS, AS-UB/APS, OR 
9t/2/43 CPEs 

wov. 45 


SA-tS/aPA-89 
AS-U8A/APS AKD PROVIDES A SLAWKING OF 
UNDICATOR 19-3/APQ-5 DURING 160° OF 
ANTEMMA &GTAT ION. 


Sa-t6Ja 
(MPACT SusTCH 
SINGLE POLE SINGLE THROW NORMALLY OPEN. 
OPERATION UPON APPLICATION GF SG IN 
WORIZONTAL PLANE. CONTACTS RATED 20 AWPS 
USED &N AIRCRAFT FOR TURNING ON A CIR- 
CUIT WHEN PLANE CRASHES. INCLUDES PRO- 
VESTONS FOR MANUALLY ARMING & GUARDING 
BISVOI4S CFD: 


GENERAL USE 


nev. 43 
SA-1E/4 
TME SwaTcH. 
SA-S7/APS-18 ARSAPS-48 
ANTENNA SWITCHING UNIT? COMFIOENTUAL 


RECEIVES THE RADIO FREQUENCY @ULSES FROM 
THE RADAR TRANSMITTER T-4t/APS-t8 AND 
CONNECTS THEM ALTERNATELY TO PORT AND 
STARBOARD ANTENNA AND, WHILE CONNECT ING 
THE RECEIVER TO THE ANTERWA SIMULTARKE - 
WUSLY WITH THE TRANSMITTER, SWITGQHES 
34750743 Cadus 

Rov. 43 


Tet "EcHo* SA-tYFaPs-18 
SIGNAL RECEIVED SY THE ANTENNA TO THE 
RECEIVER AND ALSO MAKES A GROUND CON- 
RECTION AT THE SAME TIME. POWER SUPPLY 
115SV/1@/600-3400 CYCLES AT O.I7A (20m) 
FROM RELAY TRANSMITTING ONIT T-40/APS-18. 
SIMILAR TO RAVY TYPE CIP-34 asc. 


SA~-4B/A 
UMPACT SWITCH: 
SINGLE POLE. SINGLE THROW, NORMALLY 
OPEN. OPERATES UPON APPLICATION OF 8G 
VERTICALLY DOWNWARD. CONTACTS RATED AT 
20 AMPERES. USED IN AIRCRAFT FOR TURNING 
OW A CIRCUIT -WHEN PLANE CRASHES. PRO- 
VEiSIONS FOR MANUALLY ARMING AND GUARDING 
FII30/43 CFOS 


GENERAL USE 


CONFIDENTIAL 


Sa-F3sa 
SWITCH. IDENTICAL TO SA-f6/A EXCEPT FOR 
DIFFERENT SPRING TENSSOM TO GIVE A 
DEFFERENT ACCELERATIOM VALUE RELEASE. 


Sk-19/NPR-ta gW/NPH-TA 

ANTENNA DRIVE SWITCHING CONFIDENT bat 
ASSEMBLY: CONSISTS GF C1) 2 GEAR 
BOXES, (2) CONNECTING SUAFT, (3) @-F 
SWITCH BLADES AND (4) TWO FLEXIBLE 
SHAFTS. ITS FUNCTION 1S TO TRANSFER 
POWER FROM THE MOTORS TO THE PRECISION 
AMTEMWAS & TO SWITCH THE SX" TRANSNITTER 
4/9/44 CRR: CRRTAR9EZ32-1 
sau. 44 


Sa-t9/RPu- ta 
POWER TO THE APPROPRIATE ANTENA, 
DIMENSIONS: MOUNTING SPACE APPROXIMATELY 
9° x 24" X $2" HIGH. SIMILAR Te BUT ROT 
TMTERCHANGEAGLE WITH A PORTION OF 
SHIFCMINS BRIT SA-6/MPR-1. 


SA-20/NPM-TA KR/MPH-TA 

SWITCHING UNIT: 

CONSISTS OF A FOUR-SECTIONS, BISTRIBUTOR 
TYPE SWITCH WHICH 1S CAN-OPERATED. $1 
PERFORMS THE FUNCTIONS OF INDICATOR 
BLANKING FOR BOTH AZIMUTH & ELEVATION 
IMDICATOR & ©X" BAND RECEIVER GAIN 
SWITCHING, THE ENTIRE ASSEMBLY 4S 

t/s/4e cee: 
man, 44 


- SA-ZO/APA-1A 
COVERED SY A REMOVABLE SHEET METAL 
COVER. DIMENSIONS: S$” X S® DIA. USED 
METH ANTENNA DRIVE SWITCHING ASSERGLT 
SA-19 /MPR-1A. 


CABCELLED 7728744 


Sa-2t/MPu-ta an/MPR-ta 

SWETCHING UNITS 

PANEL AND SUB-PANEL CONSTRUCTION. fT 
CONTAINS TWO SINGLE-POLE DOUBLE-THROW 
VACUUM RELAYS, & A ROTARY WAFER SWITCH 
FOR SELECTING OPERATION OF THESE RELAYS. 
POWER INPUT: 24¥, DC. THIS UNIT PROVIDES 
FOR OPERARION OF THE PRECISION CATHODE 
V/5fee Cars CRRIOARIG4II-1 
Jan. 44 


SA~21/APM-TR 
RAY TUBES OW ONE 4 KV. SUPPLY, & THE 
SEARCH TUBES ON THE OTHER. WITH PRO- 
VIStON FOR PLACING ALL TUBES OM EITHER 
4° KV. SUPPLY. DIMENSIONS 19° x 8 3/4" xX 
9". SEMLLAR TO: RE-3/MPR-1, 


Sa-25/ART-2 = AR/ART-2 

SWITCH: ‘ 

SPST ON-OFF POWER SWITCH CONTAINED 18 A 
SMALL METAL BOX APPROX. 3" X 3" xX 4° 
CONNECTED TO THE TRANSMITTER BY A TWO 
WIRE SHIELDED CABLE 8UT DOES NOT INCLUDE 
THE CABLE, 


thriafes CHD: 
JAN. 44 


SENATE RUA ch 
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CUNGLRRL, —_|rse assionso ron | HAEGROLNSy [ oeannant, [ease asvoneo vox | oWAEARAMINS, | [GHAR [rast assioneo ror | oXMLGRMPY 


SR-27/KPA-24 ae/RPA-24 
SELECTOR SWITCH: 

A OC CONTROL SWITCH USED TO OPERATE 
RELAY UM THE ARTENNA MOUNTING ASSEMBLY 
AB-20/APA-24 FOR PURPOSE OF SELECTING 
WORIZBMFAL GR VERTICAL ANTENNA DIPOLES 
GF ANTEUNA ASSEMBLY AS-$4/4PA-24. 


RE ISA BE2A 


Tfewfas 

JAN, 44 

SA-28/4PG ,  AN/APG-4 RE-9S09A 
ALTITUDE COMPENSATION CONF IDENT LAL 
switces AUTOMATICALLY CONTROLLED 


SWITCH LOCATED BETWEEN AN/APN-1 OR 
SUMELAR EQUIPMENT AND RADIO SET AN/APG-4 
ETC. TRANSMITS ALTETUDE INFORMAT¢ON FROM 
AN/APN-1-TO AN/APG-4 IN THE RANGE OF 

40 FT. TO 400 FE. ALTETUDE. CONSESTS OF 
2/15/44 

BULY 44 


& PaMEL & UNIT CON- SA~20/9°C 
TAINONG A SERYO MECHANESM & INDICATOR, 

A MULTIPLE POTENTIOMETER. A RANGE LEAD 
POTENTIOHETER, AN *ON-OFF*™ SWETCH. AXD 
ASSOCIATED WEIRENG. SUPPLIED METH AUXELI- 
ARY CABLE CONNECTOR. CLAMP & TWO RESIST- 
ORS FOR CONVERSION OF ASSOCIATED ANCAPH-1 
EQUIPMENT. OPERATES AT 26V OC~ OBTAINS 
43S POWER FROM AM/APN-1. MAY REPLACE 
S&-9/0PG-4. 


Sa-29/A? GENERAL USE 

SWITCH BOX: RESTRICTED 
USED WITH NAVY MODEL ASD AND AtA RADAR 
EQUIPMENT TO PROVIDE INTERCONNECTION 
BETWEEN THE RADAR AKD RADIO FREQUENCY 
TEST SET TS-13/AP. IBCLU, TOGGLE SWITCH- 
ES TO PROVIDE CONTROLS FOR THE SPINNER 
AND SELECTION OF PLUS OR MINUS TRIGGER. 


2/15/44 CUOSB-3i1-A Cuo 4102 
APR. 4&4 
SA-31/APB an /APG-4 


REMOTE CONTROLLED SWITCH: CONFIDENTIAL 
REMOTE CONTROLLED LIMITED ALTITUDE COR- 
PENSATION SWITCH UNIT WHICH CONTAINS TWO 
THREE LEVEL (DECK) TEN STEP SELECTOR 
SWITCHES USED FOR REMOTE FUNCTIONAL 
SWITCHING. OPERATES ON J35¥ OC. INCLUDES 
A RANGE LEAD CONIROL CONSISTING OF A 
2/19/44 

FEB. 44 


SA-31fAPW 
106,000 OHM POTENTIOMETER WITH A CIRCULAR 
ROTATING DISC CALIBRATED tM 30 FT. DEV. 
BETWEEN O TO 100 FT. APPROX, 12" X 
83/4" X 3 3/8", WI, APPROX. 7 1/4 LBS. 
SIMILAR TO SA-6/APN EXCEPT OPERATED ON 
13¥ DC INSTEAD OF 26 & OTHER ELECTRICAL 
CHANGES. SIMILAR TO SA-5/APN EXCEPT tN- 
CLUDES RANGE LEAD CONTROL AND LIMITED 
ALTITUOE COMPENSATION. 


SA-32/APN ANSAPH~1 

REMOTE CONTROLLED SWITCH: CONFIDENTIAL 
REMOTE CONFROLLED LIMITED ALTITUDE COM- 
PENSATION SWITCH UNIT WHICH CONTAINS THO 
3 LEVEL (DECK) TEN STEP SELECTOR SWITCH- 
ES USED FOR REMOTE FUNCTIONAL SWITCHING. 
OPERATES ON 26¥ DC. INCLUDES A RANGE 
LEAD CONTROL CONSISTING OF A $00,000 OHM 
2/22/44 

FEB. 44 


SA-32/7kPR 
POTENTIOMETER WITH A CIRCULAR ROTATENG 
DISC CALIBRATED ¢*N 80 FT. DIV, SETWEER 
0 TO 100 FT. APPROX. 12% X 8 3/4" X 
3 3/8" ENCLUDiNG SHOCKOUNTS. WT. APPROX. 
7 ¥/4 LBS. SIMILAR TO SA-6/APN EXCEPT 
INCLUDES LIMITED ALTITUDE COMPENSATION 
AND OTHER ELECTRICAL CHANGES. 


[oars | 


A ENAGTHORE® 


SA~34 /ALT-2 
SWITCH BOX: 
REMOTE CONTROL BOX WITH COWNECTOR AN3192 
16S-4" FOR ATIACHMCNT TO CA3LE. BOX HAS 
JACK TYPE SWITCH TO ENERGIZE RADIO TRANS 
MITTER T-61/AXT-2 WHEN PLUG 1S REMOVED 
FRON JACK. RATED AT 28¥ DC. 1 AMP. OI- 
MENSIGNS OF BOX, 3 1/8" X 2 5/16" x 
S/Sf4ee CEN: 

SEPT. 44 CR¥: 


aA fAXT~2 RESTRICTED 


; SA~34/4XT-2 
b 9syee". 

SA-38/RPA-32  AN/APA-32 
SWITCH UNITS CONFIDENTIAL 


SEARCH ENFERCEPT GUN AIH TOGGLE SWITCH 
FOR CHANGING OPERATION OF AN/APS-6 OR 

AN/APS-6A FROM SEARCH SMTERCEPT TO GUN 
AEHING. 


al23/44 
APR. 44 


SA-39/AIS-4 
POWER PANELS 
USED TO DISTRIBUTE Z6V. DC & ItO¥/3%/400 
-2400~ FROM EITHER ONE OF TWO OR BOTH 
POWER SOURCES TO VARIOUS RECTIFIER POWER 
UNITS OF AN/AXS-1 ANO RECTIFIER POWER 
UNIT OF THE ¥SDE@ TRANSMITTER SIMILAR TO 
PP-96/AXT-5S. INCLUDES PROTECTS¥E DEVICES 
S/4fog 
May 44 


wR /RXS-4 


SA-39/RIS~-¢ 
AMD A VOLTMETER. 


SA-42/MPN-th  AN/MPM-1A, 18 

SWITCHING PANEL? 

A PANEL WHICH MOUNTS IN MOUNTENG RACK 
MT-179/MPN-1A AND CONTAINS ON-OFF 
SWITCHES FOR POWER FOR ALL COMMUNICATION 
EQUIPMENT §N RADIO SET AN/MPN-IA & 
AN/MPN-16. SEZE 19" X 6". BTL 5 LBS. 


S/19/44 CRRe 
Ray 44 


CRREANSZEOS-1 


Sa-44/aPR GENERAL USE 

RADIO FREQUENCY SWITCH: CONF SOENTHAL 
CONSISTS OF A SPECIAL R.Fe SWITCH DE- 
SIGNED FOR AIRCRAFT MOUNTING AND USED 
FOR CONNECTING A RECEIVER OF THE TYPE 
USED (N AN/APR-+ OR AN/APR-5 TO ANY OF 6 
SELECTED POSITIONS. USEABLE OVER FREQ. 
RANGE OF 40 10 $000 MC WITH STANDING 
6/5/44 

JULY 44 


: SA-4470PR 
WAYE RATIO NOT GREATER THAN 1.3. USES 
TYPE N FETTINGS ANO IS 5” IN Dias 
SIMILAR TO SA-14/SPR-1? EXCEPT HAS 6 
POStT#ON INSTEAD OF 12 AND tS OF LIGHTER 
CONSTRUCTION AND OPERATES 1m DIFFERENT 
FREQ. RANGE. 


SA-44A/APR 

RADIO FREQUENCY SWITCH: 
RADIO FREQUENCY SWITCH FOR SWITCHING THE 
RF CURRENT BETWEEN ANTENNA AND RECEIVER 
ON MILITARY AIRCRAFT. COVERS A FREQUENCY 
RANGE OF UP TO 3000 MC WITH LESS THAN 
1.221 STANDING WAVE RATIO. CONSISTS OF 
“SWITCH AND MOUNTING PLATE. SIZE: APPROX. 
12/4/44 
DEC. 44 


COMFIDERTIAL 


SA~£62 /APR 
3" DIA. tHTERCHANGEAGLE ERECTRICALLY AND 
MECHANICALLY WITH SA~44/APR AND SUPER- 
SEDES IT. USED WITH ANTENNA OF AN/APR-t, 
AN/APA~17 AND OTHER MICROWAVE ANTENNA. 
SiMILAR TO RADIO FREQUENCY SWITCH 
SA-44/APR EXCEPT MAY GE USED OVER WIDER 
FREQ. RANGE. 


SA-S6E/SPR-t AN/SPR-1 

RADIO FREQUENCY SWITCH: RESTRICTED 
CONSISTS OF A SPECIAL SWITCH TO OPERATE 
OVER RANGE OF 00 TO 1000 MC TO CONNECT 
RECEIVER TO ANY OF 4 SELECTED POSITIONS 
FOR PROPER ANTENNA SELECTION. USES TYPE 
WOFITTINGS AND 1S ABOUT 7 INCHES IN DtAw 
FIRST PROCURED FROM CAMFIELD MFG. CO. OB 
14/36/44 RRLZM2404 
MOV. 44 MODIFIED 


SA-55 /SPR-{ 
RXgr-78761-P. 


SA-57/GNQ-5 AN/GMQ-5 CONFTOENTZaL 
ANTENNA SWITCH UNIT? 

CONSISTS OF A ROTARY CAPACITY TYPE 
SWITCH AND A MECHANICAL SLIP RING SWITCH 
TO PROVIDE ALTERNATE COMPARISON OF TWO 
MAJOR RESPANSE LOBES OF ANTENNA ASSEMBLY 
AS-223/G8Q-5. POWER INPUT -£50 ¥eAe FROM 
BISV./3 PHASE/60 CYCLES. i GRERATION, 
1244/44 CFL: 

BEC. 44 


SA-S7/GNQ-5 
OUTPUT OF RECEIVER R-#49/GMQ-5 IS 
COMMUTATED BY MECHANICAL SLIP RING 
PORTION AND FED TO ANTENNA CONTROL UNIT 
C-213/GMQ-5 WHICH TOGETHER WITH ANTENNA 
ORIVE ASSEMBLY PU-73/GMQ-5 AUTOMATICALLY 
TRACKS AIRBORNE RECEIVER TRANSMITTER 
RT-8I/ZAM DURING 2S FLIGHT. 


SA-S9/A 
ALTITUDE SWITCH: RESTRICTED 
ALTITUDE SWITCH - AN ANEROID SWITCH DE~ 
SIGNED FOR ATTACHMENT TO AN ASSOCIATED 
AMPLIFIER CIRCUIT, THE SWITCH AUTOMATI= 
CALLY CONTROLS THE GATR WITH RESPECT T@ 
THE ALTITUDE AT WHICH THE ASSOCIATED 
AMPLIFIER 8S OPERATING. CONSISTS OF A 
12/30/44 
MOV. 44 


sa-59/K 
LOADED BELLOWS OPERATING A MECHAHICAL 
LINKAGE, WHICH IN TURN OPERATES THE 
MOVING ARM OF A 4 CONTACT SWITCH. THE 
SWITCH §S SO DESIGNED THAT THE MOVENG 
ARM CHANGES CONTACTS AT ALTITUDES OF 
APPROX. $0,000, 20,000 AND 30,000 FT. 
SIZEs 2.3/4" X 15/8" X 1 7/8*. WEIGHTS 
3.5 OUNCES. USED WITH IMTERPHONE AMPLI- 
FIER AM-40/AtC. 


SUT || 


pare | MURNAGTHON'S | MANET GE 


665197 O - 45 - 93 


CONFIDENTIAL 


Dart napyrarraes | MANHEACTNAA | 
NAVSHIPS 900,109 
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SA-61/FPN-1 AN/FPN~1 
SWITCHING-REGULATOR UNIT: 

UNIT IS OF WEEDED STEEL CONSTRUCTION, 
WEATHER AND SPLASH PROOF. CONTAINS A 

GE TYPE AIRS VOLTAGE REGULATOR.OR EQUAL, 
AND A 50 A MAGNETIC. CONTACTOR METH AN 
AUXILIARY RELAY FOR REMOTE OPERATION, 
PROVIDES FOR REMOTE CONTROL OF THE 117¥ 
12/20/44 

DEC. 44 


FIRST ASSIGNED FOR 


OAR ISH 


SA-61/FPN-t 
PRIMARY INPUT TO EQUIPMENT LOCATED Iw 
BUILDING HOUSING THE PRECISION EQUIP~ 
MENT. CONTROLS THE SUPPLY OF BOTH REGU- 
LATED AND UNREGULATED 317¥ POWER. SIZE 
24" xX 36" X 60". INPUT 115/10/60~. 


SA-62/FPN-3 AN/FPH-3 
SWITCHING-REGULATOR UNIT? 

UNIT IS OF WELDED STEEL CONSTRUCTION, 
WEATHER AND SPLASH PROOF. CONTAINS A 
G.E. TYPE AIRS VOLTAGE REGULATOR. OR 
; EQUAL AND A 100 A. MAGNETIC CONTACTOR 

: WITH AN AUXILIARY RELAY FOR REMOTE OP- 
ERATION. SUITABLE INPUT AND OUTPUT CON- 
12/20/44 

DEC. 44 


SA-62/FPN-1 
NECTION TERMINAL STRUPS ARE PROVIDED, 
PROVIDES FOR REMOTE CONTROL OF THE 117¥ 
; PRIMARY POWER INPUT TO THE EQUIPMENT 
| WHICH 1S LOCATED IN «HE OPERATION 
HOUSE. CONTROLS THE SUPPLY OF BOTH RE- 
GUIN.ATED AND UNREGULATED I117V POWER. 
SIZEs 246" X 36" X GO". INPUT 135/10/60~. 


SA-63/FPN-1 
8 SWITCHING PANEL: 
q PANEL MOUNTS THE NECESSARY SWITCHING FOR 
REMOTELY CONTROLLING EQUIPMENT MOUNTED 
dN THE PRECISION SYSTEM TRANSMITTER RACK, 
DEHENSIONS: 8 142" X 19°. 


CONFIDENTEAL 


tev22fea CRE: 
BEC. 44 


SA-66/UPA-S  AN/UPA-5 

SELECTOR SWITCH: 

40 POLE DOUBLE THROW, HAND OPERATED, 
ROTARY SWITCH SIM(LAR TO NAVY TYPE 2J5R20 
PER BUSHIPS DWS. 9000-S6202~73075. CON- 
TAINED IN A SEPARATE CASE. CAPABLE OF 
TRANSMITTING VIDEO AND SYNCHRONIZING 
PULSES WITHOUT EXCESSIVE DISTORTION. 
8/26/45 
JAM, 45 


SA-67/UPX GER. Use 

VIDEO SHITCHING UNITS RESTRICTED 
PERMITS TRANSMISSION TO A REMOTE !NDICA- 
TOR OF VIDEO SIGNALS FROM ASSOC. COORDI- 
NATOR OR FROM THE RADAR DISTRIBUTION 
SYSTEM AT OPTION OF THE OPERATOR. CON- 
S1STS OF 3 IDENTICAL CHANNELS (CONSIST~ 
ING OF A SWITCHING ASSEABLY AND CATHODE 
1/26/45 

gat, 45 


Sa-67/OPX 
FOLLOWER) WHICH MAY BE OPERATED tNDEPEN~ 
DENTLY OR SIMULTANEOUSLY WITH THREE 
INDICATORS. SIZE APPROX: 6" X 6" X 6%. 


NAVSHIPS 900,109 


© SEO Ieh 


FIRST ASSIGNED FOR 


Sa~-68/UPL 
SWITCH: 
FOUR POSITION ROTARY SWITCH TO TRANSFER 
CONTROL OF THE IFF SYSTEM TO ANY ONE OF 
FOUR LOCATIONS APPROPRIATECY MARKED OW 
THE FACE OF THE SWITCH. 


GEN. USE 


5/26/45 
JAM, 45 


COMPONENT tMOICATORS "SB" 
SWITCHBOARD 


FIELD TELEPHONE, FIRE CONTROL 


SB-7/HPN-TA AN/MPN-TA 
SEARCH COMMUNICATION PANEL: RESTRICTED 


PANEL AND SUBPANEL CONSTRUCTION. CONTAINS 
THE NECESSARY CERCUITS TO PERMIT THE TWO 


SEARCH OPERATORS TO SELECT THE DESIRED 
COMMUNICATIONS CHANNEL & TO SELECT THE 
1FF CNANNEL. ALSO CONTAINS SWITCHES FOR 
SELECTING THE DESIRED STROSE MARKS & A 
1/5/44 CRR: : ce: 

JAN. 44 


SB-7/FPN-3A 


SWITCH FOR SELECTING THE DESIRED TRIGGER 


FOR OPERATING THE SYSTEM. DIMENSIONS: 
19" x 10" X 4 3/4". SIMILAR TQ BUT HOT 
SNTERCHANGEABLE WITH INTERCOMMUNICATION 
PANEL SB-2/MPN-1, 


SB-6/MPH-TA = AN/MPN-1A 

POWER DISTRIBUTION PANEL: 

A PANEL ONLY, MOUNTED BELOW THE SEARCR 
ANTENNA HOUSING ON AN ANGLE FRAME. IT 
CONTAINS THE MACN ON-OFF SWITCH AND IW- 
DEIVIDUAL SWITCHES FOR CONTROLLING POWER 
TO VARIOUS COMPONENTS. POWER INPUT 817 
VOLTS A.C. DIMENSIONS: 14" X 30". 
D/>/44 ERR: 

Jam, 44 


SB>8/MPN-JA 


SIMILAR TO: BUT NOT INTERCHANGEABLE WITH 


POWER DISTRIBUTION PANEL SB-1/MPN-1. 


SEMULATORS *SH*" 


FLIGHT. ALRCRAFT. TARGET, SIGNALS, ETC. 


SH-3/APS-TS = AN/APS-T3 

PLIGHT CONTRO. SIMULATOR: RESTRICTED 
UNIT WHICH CONTAINS MOTOR, GEAR ASSEMB- 
RIES, AND CIRCUITS WHICH ACTIVATE AIR- 
CRAFT SIMULATOR SH-4/APS-T3. INDICATES 
AIRCRAFT COURSE AND SEED ANO WIND DIR~ 
ECTION AND SPEED BY MEANS OF METERS AND 


DIALS, ALSO INCLUDES CONTROLS TO CONTROL 


—) 12/30/44 
HGNED} DEC. 44 


AAA RHON, CACTI, [ruse asienso vox | AAMLRLA | 


Sm-3/aPS-T3 
SIMULATOR 
POWER SUPPLY: 115/16/60~. 


ROVEHENT OF AIRCRAFT 
SM-44APS-T3. 


SN-4/APS-T3 an/Aps-t3 ‘RESTRICTED 
AURCRAFT SIMULATOR: 

UNIT CONTAINS MOTORS, SELSTNS, POTENTIO- 
METERS, GEARS WHICH PROYIDE FOR AZIMUTH 
ROTATION AND TILT OF REFLECTOR, AND 
CHANGE OF ALTITUDE FROM SIGNALS RECEIVED 
FROM ASSOCIATED RADAR SET AND PLIGHT 
CONTROL SIMULATOR SM-S/APS-T3. PRO- 
12/50/44 

MAR. 45 


SM-8/APS-T3 
VIDES SUPPORT FOR CRYSTAL CARTRIDGE 
MX-395/APS-T3 AND REFLECTOR AT-98/APS-T3 
OR AT~99/APS-T3 OR AT-100/APS-T3. 


SR-S7APS-6-TI ARSAPS-6-T1 CONFIDENTIAL 
TRAINERS 

CtNK TRAINER ANT-18 MOOSFIED FOR USE 
MOTH AN/JAPS-6 EQUIPMENT, INCLUDES THE 
FOLLOWING: #NSTRUMERT PANEL, TURBINE, PI 
LOT'S QRTERPHONE, INDICATED AIR SPEED 
TRANSMITTER, ROUGH ACR UNIT, ALTITUDE 
FRANSHISSEON UNST MX-422/APS-6-T1, ATTI~ 
Ws24745) CATYS . 

JAR. 45 


SM-S/APS-6-T1 
TUDE CORRECTION UNIT CN-47/APS-6-TI AND 
SERVO AMPLIFIER AM-98/APS-6-TI. FITS UN 
TO A SPACE 4° K 8° XB". 


SM-6/APS-6-TI AN/APS-6-T1 CONFIDENTIAL 
SiGNAL SIMULATOR: 
RECEIVES AZIMUTH ELEVATION AND SLANT 
RANGE AND ALTITUDE INFORMATION, CONVERTS 
THESE TO RADAR SIGNALS AND TRANSMITS 
THESE SIGNALS FOR PRESENTATION ON ASSO- 
CIATED UNITS OF ANZAPS-6. ALSO CAPABLE OF 
GENERATING ARTIFICAL NOUSE THEREBY SIMU- 
1729745) «=CATYs 

Jan. 45 


SM-6/APS-6-T} 
LATING ACTUALLY RECEIVED RADAR SIGNALS. 
SUZE APPROX: “2t" X 16% X SO". INCLUDES 
4TS OW MOUNTING. 


SN-7/APS-6-T1 AN/JAPS-6-TY CONFIDENTIAL 
TARGET SUMULATORS 

A FOUR LEGGED CRAB ON WHICH tS MOUNTED 

A DROVE MECHANOSM «ND ELEVATION ANGLE 
UNIT. RECECVES DIFFERENTIAL ALTITUDE (N- 
FORMATION FROM ALT(TUDE DIFFERENTIAL 
UNIT CM-5/APS-6-T!I, COMBINES THIS INFOR- 
MATOON MITH THE GROUND RANGE ANDO THEREBY 
b29485 CATYS 

JAM. 45 


[| MBRVAETNBS |” MANIATIS 


CONFIDENTIAL 


SRAES 


pean FIRST ASSIGNED FOR | ¢NAYY PRAWING 


SM-77APS-6-T1 
PROVIDES SLANT RANGE FOR INDICATION ON 
ENDICATOR UNIT ¢D-140/APS-6-TI. MEANS 
ARE PROVIDED FOR RECORDING MOVEMENT OF 
TARGET SIMULATOR ON TABLE TOP. 


SM-37APS-6-TH ANSAPS-6-T1 

FIGHTER SIMULATOR: 

FIGHTER SUHULATOR - A THREE (3) LEGGED 
CRAG MH(CH RECORDS THE MOVEMENTS OF. THE 
FIGHTER PLANE CONTROLLED BY THE. STUDENT 
PULOT. PROVIDED WITH AN INKING WHEE 


vezeres §«CATYS 
Jan. 45 


SM-13S/APA-16-TE CONFIDENTIAL 
PULSE SIMULATOR: 

PROVIDES A TRIGGER PULSE FOR RADAR SET 
AN/APS+3 AND ALSO RECEIVES INFORMATION 
FROM TARGET SIMULATOR SM-15/APA-16-TS 
AND BOMBER SIMULATOR SH-17/APA-16-T1 

BO PLACE A TARGET ON SCOPE OF AN/APS-3. 
CONSISTS OF SWEEP TIMING CIRCUIT, RANGE 
3/26/a5 Caows #6 

MAR. 45 


SM-US/RPR-TE-TT 
DELAY CIRCUIT, DC COINCIDENCE CIRCUIT 
(POSITIONS BLIP ON SCOPE WITH RESPECT 
TO AZIMUTH). ENPUT: 6.3¥ @ TO AMPS, 
-150¥ @ .05 AMPS AND 300V AT .15 AMPS. 
S¢ZEs 13" X 17% X S™. SAME AS PULSE 
SSMULATOR SM-14/APA-26-T! EXCEPT USED 
WOT AN/APS-3 INSTEAD OF AN/APS-4. 


SM-E4/APA-16-11 CONFIDENT EAL 
PULSE SIMULATOR: 

PROVIDES A TRIGGER PULSE FOR RADIO SET 
AN/APS-4 AND ALSO RECEIVES INFORMATION 
FROM TARGET SUNULATOR SN-1S/APA-16-TI, 
AND BOMBER SIMULATOR SM-17/APA-16-T1 TO 
PLACE A TARGET ON THE AN/APS-4 SCOPE. 
CONSISTS OF A SWEEP TIMING CIRCUIT, 
3/26/45 CAOW: #7 

MAR, 45 


SM-14/APA-16-T1 
RANGE DELAY CIRCUIT & DC COINCIOENCE 
CIRCUIT. tNPUT: 6-3V @ 10 AMPS, -150¥ @ 
205 AMPS AND 300V @ .15 AMPS. SIMILAR 
TO PULSE SIMULATOR SM-13/APA-T6-TI EX- 
(CEPT 3S USED WITH AN/APS-4 INSTEAD OF 
AM/APS~-3~ SIZEz 43" X 37" X 5". 


SN-TS/APA-16-T1 

TARGET SIMULATOR: 
SIMULATOR CONSISTS OF A CARRIAGE RUNNING 
ON A TRACK MOUNTED ALONG THE SIDE OF AND 
ABOVE GLASS-TOPPED TA8LE. MOTOR, OPERAT- 
(NG PINION ON RACK, HAS CONTROL FOR 
SPEED FROM 0 TO 2” PER MIN, LIGHT SHOWS 
ON CARRIAGE-MOUNTED TARGET TO SHOW AC- 
3/27/45 CAOW: #2 

MAR. 45 


SM-1S/APA-16-T1 
CURACY OF AIM. INPUT: If5VAC/60 CYCLES. 
SiZE OF CARRSAGE, 8” X 10" X 7". WT: 
vo LBS. 


Army-Navy Designations 
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SR-06 /APA-16-T1 CONFIDENTIAL 
AURCRAFT SIMULATOR: 

SIMULATES P{LOT*S COCKPIT OF A PLANE 
WITH PROVISION FOR. FEEDING AZIMUTH EN 
FORMATION TO THE BOMBER SIMULATOR 
SH-47/APA-16-TI AND ALTITUDE INFORMATION 
TO REPEAT ALTIMETER LOCATED ON FRONT 
PANEL OF TABLE OF OPERATING ASSEMBLY 
3/27/45 CaOw: ft 
BAR. 45 


* SM-16/APA-16-T1 
OA-17/APA-16-T1. CONTAINS A COMPASS, 
SIMULATED ALTIMETER ANO RADAR SCOPE, 
INPUT POWER, 115V AC, 60 CYCLES AND 800 
CYCLES, OBTAINED FROM JUNCTION 80X 
S-VGLSJAPA-16-TI. 


SM-37/AFR-16-TH 

BOMBER SIMULATOR: CONFI DENTEAL 
THREE -WHEELED CRAB USED TO S¢{MULATE THE 
HORIZONTAL MOT‘ON OF A BOMBER ON A mOOI- 
FLED HOMING COURSE, CONSISTS OF A MODI- 
FIED SELSYN OPERATED LINK RECORDING UNIT 
AS USED UN LINK CELESTLAL NAVIGATION 
TRAENER. WNPUT: 135V,, 60 CYCLES TO 800 
3923745 CAOW: 93 

WAR. 45 


SM-17/APA-16-TY 
CYCLES. FROM JUNCTION BOX 
G-VGISAPA-16-THe 


COMPONENT INDICATOR “SK® 
SYMCHROMIZER 


SH-S7APA-S AN/APA-5 
SYNCHRONIZERS CONFIDENTIAL 
CONTAENS PRECISION RANGING CIRCUITS, 
SECTOR SCAN CONTROL, SWEEP CIRCUITS &@ 
VIDEO AMPLIFIER. FURNISHES VOLTAGES 
NECESSARY TO PRODUCE THE DISPLAY ON IN- 
OICATOR SCREEN. HAS POWER AND COAXIAL 
SOCKETS LOCATED ON FRONT PANEL. USES THE 
12428743 CFN:300793-1 
MARL 45 


SN-Q27APA-5 
FOLLOWING TUBES: 10 JAN-6AGS, 25 JAN-6C4, 
2 JAN-6AKS. } JAN-GHG6, 2 JAN GSL7GT AND 
2 JAN-2050. SIZE APPROX. 21 578" X 
12 374" X 10 348", WEIGHT APPROX. 32 LBS. 
PART OF SNOICATOR EQUIPMENT AN/APA-S. 


SH-1TO/MPR-1A  AR/MPR-TA 

SYNCHRONIZER®: CONFIDENTIAL 
MASTER CONTROL UNIT OF PANEL AND CHASSIS 
CONSTRUCTION. CONTAINS THE CIRCUITS FOR 
GENERATING THE BASIC REPETITION FREQUEN- 
CY, AND FOR GENERATING THE TRIGGERS 
WHICH OPERATE THE MODULATOR RECEIVER, 
SWEEP AMPLIFIERS AND RANGE MARKS FOR THE 
1/5/44 CRRs CRRSARIG254-1 
JAN. 44 


care | MAHHEASTHBES | MANUIACTIUNEE SS 
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Su-16/MPS-ta 
PRECISION SYSTEM. POWER INPUT: -105¥. DC, 
+500 DC, 117¥. AC, DIMENSIONS #9" X 
te 1/2" x 8 3/4" WT. APPROX. 18 LBS. 
STHILAR TO SH-S/MPN-% EXCEPT DOES NOT 
HRCLUDE SLANKING CIRCUITS, NOR SWITCH 
FOR RECEIVER GAE® AND USES POTENTIOMETER 
CONTROL RATHER THAN ELECTRONIC FOR SMEEP 
$4MRCUsT, 


SR-01/APN-TH AN/WPH-tA 

SIGHAL MIXER UNIT: COMFIDENTIAL 
CHASSIS CONSTRUCTION. CONTAINS THE 
PROPER CIRCUITS FOR MIXING THE VIDEO 
S#GNAL FROM THE SEARCH RECEIVER WITH 
SIGNALS FROM AN EXTERNAL SFF SYSTEM & 
APPLYING THEM TO THE SEARCH CATHODE RAY 
TUBES OF THE SEARCH INDICATOR 

3/8/44 GRR: : 

Sah. 44 


SR-11/MPN-TA 
10-54/MPH-th. DIMENSIONS: 6° x 6" x 18". 
POWER 4NPUT 62¥ AC, 2509 DC. ; 


SW-12/APA-16 .AW/APA-16 

RANGE MARKER UNIT: CONFIDERTTAL 
SUPPLIES A PULSE TO THE RADAR INDICATOR 
WHICH TS USED FOR TRACKING A TARGET AND 
INDICATING THE BOMB RELEASE RANGE. IN 
CLUDES MEANS FOR AUTOMATICALLY CLOSING 
AN ALRPLANE’S BOMB RELEASE CI#RCUIT AT 
THE PROPER RELEASE POINT, POWER SMPUT 
2/21/44 Cwsx661726 Cw sBXX4I2515 
RAY 44 


SM~T2 /APA-TE 
11S¥, 400 TO 1800~. AT LESS THAN 200K. 
REQUIRES A TRIGGER PULSE OF 15 TO 30¥ 
FROM THE RADAR SET TO WICH §TF 1S ATTACH- 
ED. MOUNTS ON MOUNTING BASE 
MT ~208/APA-16. SIZE APPROX. 16 1/2" x 
¥O S/16" X 7 27/32" BT: 20 LBS. 


SH-tSfAXS-t = AW /AXS-1 

SYNCHRONIZING GENERATOR: CONFIDENTIAL 
USED TO FURNISH SYNCHRONIZING PULSES AND 
BLANKING PULSES TO AMPLIFIER-CONTROL 
UNIT C-038/AXS-1 AND CONVERSION UNIT 
PH~S36/AXS-1 AND PH-S37/AXS-3. POWER 
INPUT? 26¥ DC & 110¥/16/400-2400~. & 250 
OC. FROM RECTIFSER POWER UNIT PP-99/AXS-! 
5/4a/4e . 
Ray 44 


SN-22/APS-20 ANSAPS-20 CONFIDENTIAL 
SYNCHRONIZER? 
SYNCHRONIZER ~ GENERATES A BASIC TIMING 
PULSE FOR THE RADAR FUNCTIONS AND PRO- 
VIOES TRIGGERS TO THE MODULATOR AND AN 
ASSOCIATED IFF INTERROGATOR RESPONSOR, 
IT FURNISHES A SIGNAL FOR TRANSMISSION 
TO A REMOTE STATION WHICH CONVEYS 
83/23/44 CAEY: 
BEC. 44A 


SU-22/A4PS-20 
AZIHUTH POSITION OF ANTENNA, RADAR AND 
FF ViDEO SIGNALS AND SYNCHRONIZING 
PULSES. INPUTS ARE: 120 VOLTS, 400 CYCLES 
AC; 28 VOLT DC AND VARIOUS OPERATING 
TRIGGERS, SYNCHRO AND VIDEO SIGNALS FROM 
ASSOCIATED UNITS. DIMENSIONS: 9 178" X 
t7* x 21°. WT.2 90 LBS. 


part TO ial 


SRANLATTUAEE TR 


CONFIDENTIAL 


on | “ene | JeniarnnA | 
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SN-22A/APS-20 AN/APS~20A 
SYNCHRONIZER: 
SYNCHRONIZER - GENERATES A BASIC TIMING 
PULSE FOR FHE RADAR FUNCTIONS AND PRO- 
VIDES TRIGGERS TO THE MODULATOR AND AN 
ASSOCIATEO IFF INTERROGATOR RESPONSOR. 
(fT FURNISHES A SIGNAL FOR TRANSMISSION 
TO A REMOTE STATION WHICH CONVEYS 
4fvasas CG: 
APR. 45A 


CONFIDENTIAL 


948A 


SR-220/APS-20 
AZIMUTH POSITION OF ANTENNA, RADAR ANO 
1FF VIDEO SIGNALS AND SYNCHRONIZING 
PULSES. INPUTS ARE: 120 VOLTS. 400 CY- 
CLES AC; 28 VOLT DC AND VARIOUS OPERAT- 
$NG TRIGGERS, SYNCHRO AND VIDEO SIGNALS 
FROM ASSOCIATED UNITS. DIMENSIONS: 
9 1/8" X 47" X 21". We: 90 LBS. SAME -AS 
SN-22/APS-20 EXCEPT INCLUDES INTERNAL AC 
BLOWER. 


SM-23/FPN-1 
SYNCHRONIZER 
UNIT «1S OF PANEL AND CHASSIS CONSTRUC- 
TION. CONTAINS THE CIRCUITS FOR GENERA- 
TING THE BASIC REPETITION FREQUENCY AND 
FOR GENERATING THE TRIGGERS WHICH OPERATE 
THE MODULATOR. RECEIVER, SWEEP AMPLI- 
FIERS AND RANGE MARKS FOR THE PRECISION 
2727744 
DEC. 44 


ANSFPN-1 CONFIDENTIAL 


SN-23/FPN-1 

SYSTEM. POWER INPUT: -105V DC, + 300V DC 
AND TH5V AC, OLKENSIONS: 197 X B 374" X 
48 172", SUHILAR TO SN-10/MPN-IA EXCEPT 
BLOCKING OSCILLATOR #S BIASED SO AS 10 
REQUIRE EXTERNAL TRIGGERING AND A STAGE 
OF INPUT TRIGGER AMPLIFICATION IS ALSO 
ADDED. 


SN-34/APA-5SA ANSAPA-SA 

SYNCHRONIZER: CONFIDENTIAL 
CONTAINS PRECISION RANGING CIRCUITS, 
SECTOR SCAN CONTROL, SWEEP CtRCUtIs & 
VIDEO AMPLIFIER. FURNISHES VOLTAGES 
NECESSARY TO PRODUCE THE DISPLAY ON IN- 
DECATOR SCREEN. HAS POWER AND COAXIAL 
SOCKETS LOCATED ON FRONT PANEL. USES THE 
2424745 

Mar. 45 


. SN-3S4SAPA-SA 
FOLLOWING TUBES: 10 JAN-GAGS, 25 JAN-6C4, 
2 JAN-6AK5, 1 JAN-6H6, 2 JAN 6SL7GT AND 
2 JAN-2050. SIZE APPROX. 21 5/8" X 
12 3/4" X 10 378". WEIGHT APPROX. 32 LBS» 
PART OF INDICATOR EQUIPMENT AN/APA-SA. 
SIMILAR TO SN-97APA-5 EXCEPT FOR CIRCUIT 
CHAMGES, NOT INTERCHANGEABLE. 


CANCELLED - REVER USED 377/45 


SN-SB/APS-19 AN/APS-19 948aC 
SYNCHRUNIZER-POWER UNIT: CONFIDENTIAL 
CONSISTS OF THE NECESSARY TRIGGER PEAK- 
ING CIRCUITS, GATING, INTENSIFYING, ANO 
DELAY CIRCUITS, SWEEP CIRCUITS AND POWER 
SUPPLIES WITH SUITA3LE VOLTAGE REGULA- 
TORS AWD FILTERS. (INPUT VOLTAGE: CISV 
800 CYCLES @ 650 WATTS; 27¥ OC @ 16.2 
3/23/45 CS: 

WAR. 454 


SN-35/APS-19 
WATTS. DIMENSIONS: 27 1/4" X 11 3/16" X 
81/8". wt: 46 LBS. MOUNTS ON 
HT-438/APS-19. 


NAVSHIPS 900,109 


SN-S6SAPS-31 
SYNCHRONIZER: CONFIDENTIAL 
ACCEPTS VARIOUS EXTERNAL MARKERS. 115/17 
380-1600, 27.5 VOLTS OC. PROVIDES RANGE 
MARKERS, AMPLIFIED EXTERNAL MARKERS, 
SWEEP VOLTAGE OUTPUTS, TRIGGER FOR A 
MOOULATOR, 115/17380-1600, 27.5 VOLTS DC, 
AND 0-4350/147380-1600 WHEN VARIABLE AUTO- 
4satas CPR: CPR 251.0-1546 
APR. 454 


AN/APS-31 


948A 


SN-3SESAPS-31 
TRANSFORMER TF-106/U TS CONNECTED. IN- 
CLUDES L4#NE FUSES FOR AN/APS-30 TO 
AN/APS~34 EQUIPMENTS, INCLUSIVE. SIZE: 
APPROX. 21 3/4 X 40 13/416 X 10 17/732, 
SAME AS SIZE B2D ATR CASE. KT: APPROX. 
33 372 LBS. 


SN-37/APS-4A AN/APS~44 

RANGE UNIT: CONFIOENTIAL 
ALUMINUM CHASSIS MOUNTING ELECTRONIC 
COMPONENTS. CONTAINS CIRCUITS FOR VIDEO 
SIGNAL AMPLIFYING AND LIMITING. GENER- 
ATING RANGE MARKS AND MIXING THEM WITH 
VIDEO SIGNALS. ALSO CONTAINS SWEEP GEN- 
ERATOR AND “DOUBLE DOT" CIRCUIT TO sSUP- 
4/29/45 Cus 


RAY 454 $48ag 


SN-3S7/APS-4A 
PLY TARGET ELEVATION INFORMATION WHEN 
OW INTERCEPT OPERATION. INPUT: 6.5V AC, 
*1S50V AC, 1S0¥ DC 24V DC AND VIDEO SIG- 
WALS. SIZE: #2" X 8" X S™.. MOUNTS IN 
AND 1S PART OF TRANSMITTER RECEIVER 
RI-104/APS-4A. 


COMPOHENT INDICATOR *T* 
RADIO TRANSBITTER 


RANCE, MARKER BEACON, ENTERROUATOR CRAY 
CMCLUDE INTEGRAL ANTENNA) 


T-17CRT-t anscet-1 

RADIO TRANSMITTER: CONFIDENTIAL 
TRANSMITTER CONSISTS OF TRANSMITTER 
PROPER HOUSED IN A WATERPROOF SHELL. AN 
ANTENNA, A PARACHUTE, AND A HYDROPHONE 
WITH ASSOCIATED CABLE. THE TRANSMITTER 
&S PRESET AT THE FACTORY TO ANY ONE OF 
SIX SPECIFIED FREQUENCIES & IS THEN 
1/16/43 CFF: 
SEPT. 44ACEX: 


T-T/TRT-1 
APPROPRIATELY COLOR CODED. MOWEVER, WITH 
PROPER TEST EQUIPMENT, THE FREQUENCY MAY 
BE RESET #N THE FIELD TO ARY VALUE WITH- 
UN THE RANGE OF 67 TO 72MC. THE EQUIP- 
WENT PROVIDES 143 WATT FREQUENCY MOOULA- 
TED CH75KC.) CARRIER OUTPUT, 


T-1AsCRT-1 ANSCRI-tA 

RADIO TRANSMITTER: CONFIDENTIAL 

TRANSMITTER CONSISTS OF TRANSMITTER PRO- 

PER HOUSED IN A WATERPROOF SHELL, AN 

ANTENNA, A PARACHUTE, AND A HYDRAPHONE 

WITH ASSOCIATED CABI.E. THE TRANSMITTER 

1S PRESET AT THE FACTORY TO ANY ONE OF 

SIX SPECIFIED FREQUENCIES & IS THEN 

7/30/43 CFF: 

SEPT. 44 CEX; 
ISSUED 


ee ie 
CONFIDENTIAL 


Yc 


T-TAICRT-1 
APPROPRIATELY COLOR CODED. HOWEVER, WITH 
PROPER TEST EQUIPMENT, THE FREQUENCY HAY 
BE RESET iN THE FELD TO ANY VALUE WITH- 
UM THE RANGE OF 67 TO 72MC, THE EQUIP- 
MENT PROVIDES 708 WATT FREQUENCY MODULA- 
TED (CE7SKC.) CARRIER OUTPUT. SIMILAR TO 
RADIO TRANSMITTER T-E/CRT-1 EXCEPT ?S 
FOUR INCHES SHORTER. 


. 


¥-4B/CRT-1 ER/CRY-18 
RADIO TRANSMITTER: CONFIDENTIAL 
TRANSMITTER CONSIS3S OF TRANSMITTER PRO- 
PER HOUSED Im WATERPROOF SHELL. AN AN- 
TENNA, A PARACHUTE, AND A HYOROPHONE 
WITH ASSOCIATED CABLE. THE TRANSMITTER 
1S PRESET AT THE FACTORY TO ANY ONE OF 
TWELVE SPECIFIED FREQUENCIES & JS THEW 
730/43 CFF: 
SEPT. 44 CEX: 


T-TEFCRT-1 
APPROPRIATELY COLOR CODED..HOWEVER. WITH 
PROPER TEST EQUIPMENT, THE FREQUENCY MAY 
BE RESET IN THE FIELO TO ANY VALUE WITH- 
im THE RANGE OF 62 TO 72 MC, THE EQUIP- 
MENT PROVIDES .08 WATT FREQUENCY MODULA- 
TED CE79KC.) CARRIER OUTPUT. SIMILAR TO 
RADIO TRANSMITTER T-I/CRT AND T-TA/CRT-1. 


T-4/FRE AB/FRT-1 
RADIO TRANSMITTER: 
FREQUENCY RANGES 2 TO 78 MC; 400 WATTS 
@nTO 600 OHM LOAD AT At OR A3. MASTER 
OSCILLATOR OR CRYSTAL CONTROLLED. KEYED 
THROUGH ELECTRONIC AMPLITUDE OR MECHAN: - 
CAL FREQUENCY SHIFT. POWER SOURCE IS 
POWER RECTIFIER PP-S/FRC, OR PP-1/FRC 
V2/22743 CKY: CX¥SML-O7168 
JOM, 44 


WKa-S35TR 


wnicH ALSO T-4 FRC 
OPERATES FORCED VENTILATION. HOUSED IN 
OUSTPROOF CABINET 12" WIDE BY 30” DEEP 
BY 60" HIGH WITH ROLLING CHASSIS AND 
CONCEALED PANEL. 


F-S/FRE AN/FRY-1 AXs3-53376 
RADiO TRANSMITTER: RXs 40010 
FREQUENCY RANGE: 150 TO S50 KCS; 600 
WATTS ¢NTO FLAT TOP ANTENNA IM AT. A2 OR 
AS. MASTER OSCILLATOR CONTROL, KEYEO 
THROUGH ELECTRONIC AMPLITUDE OR MECHANI - 
CAL FREQUENCY SHIFT. POWER SOURCE IS 
POWER RECTIFIER PP-S/FRC. OR PP-1/FRC 
42/22/43 CRY: CKVSMI-O716S 
Jum. 44 


WRICH aLsg T-SSERC 
OPERATES FORCED VENTILATION. INCLUDES 
EXTERNAL TUNING UNIT. HOUSED IN DUST- 
PROOF CABINET 18" WIDE BY 30" DEEP BY 
60" HIGH WITH ROLLING CHASSIS AND COn~ 
CEALED PANEL. 


T-8/CPH-3 ARITPH-3 
RADIO TRANSMITTER: 
A 10 KW "S™ BAND RADAR TRANSMITTER OF 
THE PANEL TYPE WHICH INCLUDES & MAGNE- 
TRON OSCILLATOR. TRANSMITS A CODED SIG- 
NAL TO PERMIT HOMING BY “S" BAND RADAR 
SETS. OPERATES ON 115 OR 230/71/50-70 BY 
MEANS OF # SELF CONTAINED RECTIFIER 
4/9043 CPRz3558-4455 
SEPT 43 
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T-8/CPN-3 
WHICH INCLUDES AN AUTO TRANSFORMER « 


T-97APQ-2 ANZAPQ-2 
RADIO TRANSMITTER : CONFIDENTIAL 
APPROXIMATELY 15 WATTS OUTPUT: POWER UN= 
PUT 450 WATTS WHICH INCLUDES .35 A AT 
145 VAC & 1.2A @ 26 V DC IN ADDITION TO 
THAT SUPPLIED BY PP-4/APQ-2. FREQUENCY 
RANGES,200 TC 550 MC. CONTAINED IN- 
SUNGLE "ATR® CHASSIS & COVER. FITS 
4713743 CGMS x 
Oct. 45 


T-SFAPQ-2 
MOUNTING BASE &MT-S2/UR, MT-23/A, OR 
MOUNTING FI-387-As 


F-24A/TRC-4— AN/TRCE-taA RESTRICTED 
RADIO TRANSMITTER: FREC. SPEC. 271-2010 
MOD. TRANSMITTER, CRYSTAL CONFROLLEO UN 
ANY SINGLE PRESET FREQ. IN BAND OF 70 TO 
100 MC. WITH 200 KC, SEPARATION. .FREQ. 
CHANGE ACCOMPLISHED BY CHANGING CRYSTAL 
& REALIGNING. AUDIO BAND WIOTH 200 TO 
3000 ~ FOR SYSTEH CONTROL, & 200 TO 
142743 
SUN. 44 


12,000 ~ FOR OPERATION T-14A/TROW1 
SELECTED BY PANEL SWITCH. OPERATES FROM 
105/250 VoOt.TS 60 ~ SOURCE OF SUPPLY. CON- 
TAINS ALL TRANSFORMERS, FILTERS. TUBES. ¢ 
RECTIFIERS, NECESSARY TO CONVERT. THE PRI- 
MARY POWER SUPPLY TO NECESSARY OPERATING 
VOLTAGES. MAY SE USED IN MULTI-CHANNEL Of 
TWO WAY PUSH-TO-TALK RADIO LINK CIRCUIT. 
POWER OUTPUT 10 WATTS OR 5O WATTS BY 
FRONT PANEL SWITCHING. 


T-15/ARC-5 AN/ARC=5 
RADIO TRANSMITTER: RESTRICTED 
FREQ RANGE: 0.5 TO 0.8 MC; EMISSION 

AT Ab, A2, AS RESPECTIVELY; PLATE 
& SCREEN MOOULATED. FOR OPERATION WITH 
MODULATOR MD-7/ARC-5 & 28 V DC DYNAMOTOR 
DY-B8/ARC-S. FITS MOUNTING RACKS (TRANS) 
MT-69/ARC-5 ETC. OF AN/ARC-5 EQUIPMENT. 
7/1/43 CBY:9315 
sata. 444 


T-36/ARC-5 AN/ARC-S 
RADIO TRANSMITTERS RESTRICTED 
FREQ RANGE: 0.8 TO 1.3 MC; EMISSION 

AT At, A2, A3 RESPECTIVELY; PLATE 
AWD SCREEN MODULATED. FOR OPERATION WITH 
MODULATOR MD-?/ARC-5 AND 28 V DC DYNA- 
MOTOR DY-8/ARC-5. FITS MOUNTING RACKS 
CTRANS) MT-69/ARC-5 ETC, OF AN/ARC-5 
7/1/43 = CBY3 9316 
san. 44 


T-36/ARC-5 
EQUIPMENT. 


T-TT/ARCH5 AN/ARC-5 

RADIO TRANSNITTERS RESTRIcTtEeD 
FREQ RANGE: 1.3 TO 2.1 MC; EMISSION 
AT At, A2, AS RESPECTIVELY; PLATE AND 
SCREEN MODULATED. FOR OPERATION WITH 


MD-2/ARC-5 & 28V DC DYNAMOTOR DY~8/ARC-5. 


FITS MOUNTING. RACKS (TRANS) 
MT-69/ARC-5 ETC. OF AN/ARC-5 EQUIPMENT. 
7/\/43 CBY:9317 

JAN. 444 


T-18/ARC-5 AN/ARC~5 

RADIO TRANSMITTER: RESTRICTED 
FREQ RANGE: 2.1 TO 3.0 AC; 16, 7, 5 
EMISSION AT Al, A2, A3 RESPECTIVELY; 
PLATE AND SCREEN MODULATED. FOR OPERATION 
WITH MODULATOR MD-7/ARC-5 AND 28 ¥ DC 
DYNAMOTOR DY-8/ARC-5. FITS MOUNTING 
RACKS (TRANS) MT-69/ARC-5 ETC. OF 

7/1/43 = cCBY:9308 

Ja. 44 


T-18/ARC-$ 
AN/ARC-5 EQUIPMENT. 


T-19/ARC-5 —-AR/ARC~5 

RADIO TRANSMITTER: RESTRICTED 
FREQ RANGE: 3.0 TO 4.0 MC; 24, 11, 6 
EMISSION AT Al, A2, A3 RESPECTIVELY; 
PLATE AND SCREEN MODULATED. FOR 
OPERATION WITH MODULATOR MO-7/ARC-5 AND 
28 V DC DYNAMOTOR OY-8/ARC-5. FITS 
MOUNTING RACKS (TRANS) MT-69/ARC-5 ETC. 
7/1/43 cBY:9309 

Jah. 44 


T-19/ARC-5 
GF AN/ARC-5 EQUIPMENT. 


T-20/ARC-5 AN/ARC-5 

RADtO TRANSNITTER: RESTRICTED 
FREQ RANGE: 4 TO 5.3 MC; 31, 16, 10 
EMISSION AT AJ, A2, AS RESPECTIVELY; 
-PLATE AND SCREEN MODULATED. FOR 
OPERATION WITH MODULATOR MD-7/ARC-5 AND 
28 V DC DYNAMOTOR DY-8/ARC-5S. FITS 
MOUNTING RACKS (TRANS) MT-69/ARC-5 ETC. 
7/1443 CBY39310 

JAN. 44 


T-20/ARC-S 
OF AM/ARC-S EQUIPMENT. 


T-27fARC-5 AR/ARC-5 

RADIO TRANSMITTER: RESTRICTED 
FREQ RANGE: 5.3 TO 7.0 MC; 36, 18, U8 
EMISSION AT Al, A2, AS RESPECTIVELY; 
“PLATE AND SCREEN MODULATED. FOR 
OPERATION WITH MODULATOR MD-7/ARC-5: AND 
28 VDC DYNAMOTOR DY-8/ARC-5. FITS - 
MOUNTING RACKS (TRANS) MT-69/ARC-5 ETC. 
T/V/63 cars93tt. 

JAN. 44 


CONFIDENTIAL 
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T-21/ARC-S 
OF ANSARC-5 EQUIPHERT. : 


3-22 /ARC~5 AN/ARC-5 

RADIO TRANSMITTER: RESTRICTED 
FREQ RANGE: 7.0 TO 9.1 MCS 39, 20, 45 
EMISSION AT AL, A2~ AS RESPECTIVELY; 
PLATE ANO SCREEN NODULATED.. FOR 
OPERATION WITH MODULATOR MO-7/ARC-5S AND 
26 ¥ DC DYNAMOTOR DY-8/ARC-S. FITS 
MOUNTING RACKS (TRANS) MT-69/ARC-5 ETC. 
7/2/43 CBY39312 
Jan, 44 


T-22/aRC-§ 
OF AW/ARC-5 EQUIPHENT. 


T-23/ARC-5 AN/ARC-5 

RADIO TRANSMITTER: RESTRICTED 
FREQ RANGE: 100 TO 156 MC, FOUR CRYSTAL 
CONTROL CHANNELS; 6 WATTS EMISSION AT 
A2, A3; PLATE AND SCREEN MODULATED. FOR 
OPERATION WETH MODULATOR MO-7/ARC-5 AND 
28 ¥ DC DYNAMOTOR DY-8/ARC-S. FITS 
MOUNTING RACK CTRANS) MI-69/ARC-5 ETC. OF 
74/43 cBY: 
SAN. 44 CW 


T-23/ARC-S 
AN/ARC-5 EQUIPMENT. SANE AS BC-950-ACT21) 
EXCEPT MODULATOR TUBE TO ASSOCIA- 


TED CIRCUITS REMOVED. 


T+24/ARW-3 AN/ZARW-3 

RADIO TRANSMITTER; CONFIDENTIAL 
FREQ MQOULATION TRANSMITTER: FREQ RANGE, 
30-42MC- FREQ MODULATION, *95KC -OUTPUT, 
25 WATTS - INPUT, 250 WATTS, 24-29 V OC 
-EMPLOYS TEN MODULATION FREQUENCIES FROM 
300 TO 10,000 CY, SO SPACED AS NOT TO 
INTERFERE WITH EACH OTHER, TO CONTROL 
779743 CFL: 
DEC. 44 


TEN CHANNELS + EACH T-247ARW-3 
CHANNEL CONTROLS A RELAY IN THE RE- 
CEIVER R-32/ARW-2 OR R-33/ARW-2 WHICH 
WiLL CLOSE ONE CIRCUIT & SAFELY CARRY 

1 AMP AT 30 V DC - A MAXIMUM OF THREE 
CHANNELS MAY BE EMPLOYED AT A TIME - 
TRANSMITTER MAY BE USED WITH AMPLIFIER 
AM-1O/ARW-3 WHEN ADDITIONAL POWER US RE- 
QUIRED - FITS MOUNTING BASE MT-52/UR. 


T-26/APT~2 AR/APT-2 
RADAR TRANSMITTER: RESTRICTED 
RADIATES 5 WATTS OF RADIO FREQUENCY EN~ 
ERGY WHICH IS AMPLITUDE MODULATED MODW- 
LATED BY NOISE. SIDE BAND EXTENDS AT 
LEAST 3 MC ON EITHER SIDE OF THE CARRIER 
FREQUENCY, WHICH COVERS THE FREQUENCY 
RANGE OF 500 TO 700 MC. INPUT: 250 WATTS 
8/19/43 CoM: 
JAN. 44 
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T-26/APT-2 
AT 80 OR 115/1/400-2600 & 30 WATTS AT 
26V DC. SAME AS SIGNAL CORPS TYPE 
BC-1017-A EXCEPT INCLUDES MODULATION 
SWITCH. FITS MOUNTING FT-387-A OR MOUNT - 
UNG BASE &MT-52/UR. 


T-27/APT-3 AN/APT-3 

RADAR TRANSMITTER: RESTRICTED 
RADLATES 10. WATTS OF RADIO FREQUENCY EN- 
ERGY WHICH IS AMPLITUDE MODULATED BY 
NOUSE. SIDE BAND EXTENDS AT LEAST 3 MC 
ON ESTHER SIDE OF THE CARRIER FREQUENCY, 
WHICH COVERS THE FREQUENCY RANGE OF 65 
TO 135 MC. INPUT: 250 WATTS AT 

8/19/43 CGM: 

SUR. 44 


T-27/APT-3 
80 OR 115/71/7400-2600 AND 24Y DC. 
SIMILAR TO SIGNAL CORPS TYPE BC-I12357-A 
EXCEPT INCLUBES MODULATION SWITCH. FITS 
MOUNTING FT-387-A OR MOUNTING BASE 
BHT -S2/UR. 


T-28/APT-1 AN/APT-1 3 
RADAR TRANSMITTER: CONFIDENTIAL 
RADIATES 30 WATTS OF RADIO FREQUENCY EN- 
ERGY OVER A BAND ADJUSTABLE (BY LASORA- 
TORY METHODS) TO WIDTHS UP TO 6 MC. THE 
NOMINAL FREQUENCY COVERS THE RANGE OF 
95 TO 220 HC. FITS MOUNTING FT-387-A OR 
MOUNTING BASE @MT-S2/UR. ENPUT 8&0 OR 

* 8/20/43 CGH: 
SUN. 44 


T-28/APT-1 
395¥/10/400 TO 2600~ AND 24V DC. 


T-32/ARW-15 AIRBORNE 
RADIO TRANSMITTER: CONFIDENTIAL 
PULSED FREQ MODULATION TRANSMIiTfers FREQ 
RANGE - 625-675 MC MOOYLATION-PULSE 
FREQ MODULATION OF 50,000 +5,000 CYCLES. 
OUTPUT -40 W, AVERAGE POWER, DUTY CYCLE 
2 15 TO 1. GNPUT - 400 W 415-130 V. 800- 
2400 CYCLES, 100 W, 24-29 VOLTS DC. EM- 
VUA12743 CG SOLAN Ads 

MAY. 44 


PLOYS TEN AUDIO MODULA- T-32/ARW-15 


TION FREQS. BETWEEN 300 & 6230~ SO SPACED 


AS NOT TO INTERFERE WiTH EACH OTHER. TO 
CONTROL TEN CHANNELS - EACH CHANNEL CON- 


TROLS As RELAY $N THE RECEIVER R-SISARW-12 


WHICH WILL CLOSE ONE CIRCUIT AND SAFELY 
CARRY 3 AMPS. AT 30 VOLTS DC. A MAXi#UM 
OF THREE CHANNELS MAY BE EMPLOYED AT ANY 
ONE TIME. SIZE 15 1/275X TS E42" X 

40 5/2" WT. APPROX. 100 LBS. 


T-3SS/APQ-3 AN/JAPQ-9 
RADAR TRANSMITTER: CONFIDENTIAL 
THE TRANSMITTER CONSISTS OF A HIGH 

* FREQUENCY OSCILLATOR, MODULATED BY THE 
OUTPUT OF AN ELECTRONIC NOISE SOURCE AND 
ASSOCIATED VIDEO AMPLIFIER; OCCUPIES 1 

ATR UNIT. THE R-F OUTPUT #S 15-25 WATTS 
FROM 475-585 MC. THE TRANSMITTER HAS AN 
41/26/43 CGM: 
DEC. 43 


T+3O7APQ-9 
ON-OFF SWITCH. WHICH CONTROLS THE POKER 
UNPUT TO RECTIFIER POWER UNIT PP-SI/APQ-9 
AND ALSO CONTROLS 30 WATTS, 28 VOLTS 0-C 
FOR THE TRANSHITTER'*S BLOWER MOTOR. 


T-40/APS-186 AN/APS-18 

RELAY TRANSMITTING UNIT CONFIDENTIAL 
TRANSMITS BY RADIO THE INTELLIGENCE RE- 
CEIVED BY THE RADAR RECEVVER R-S2/APS-18 
te ADDITION. TO ORIENTATION PULSES FOR 
STARBOARD AND PORT INDICATION CONTROLLED 
BY MEANS OF ANTENNA SWITCHING UNIT 
SA-17/APS-18 AND A SWEEP SYNCHRONIZATION 
13/30/43 CABUS 

MOV. 43 


T-407APS-38 
PULSE CONTROLLED BY T-41/APS-18. INPUT? 
275 AT LESV/1D/800-1400 CYCLE AND IA, 
AT 26V¥ DC. OUTPUT DC AND AC FOR 
R-S2/APS-18. 17.5V OC AND CONTROLS THE 
AC POWER TO T-41/APS-18 AND ALSO CONTROL 
POWER TO SA-#7/APS-18. 


T-49/APS-18 ANZAPS-18 
RADAR TRANSMITTER? CONFIDENTIAL 
CONTAINS A RECTIFIER CIRCUIT FOR PRO- 
DUCING THE HeV. NECESSARY FOR OPERATING 
THE TUBES WHICH PRODUCE RF PULSES IN 
THE $00 MC. RANGE WITH REPEATING FREQ. 
OF 400 CPS AND LENGTH OF 2 MICROSECS. A 
POSITIVE DC PULSE IN SYNCHRONISM WITH 
14/30/43 CADUS 
WOV. 43 


T-41/APS-18 
THE RADAR PULSES IS PRESENT FOR 
SYNCHRONIZATION OF THE RANGE INDICATOR 
ED-4S/ARR-9. INPUT 1.7A AT LIS V/1D/600- 
1400 CYCLES AND 17.5V DC AT 100 MA FRON 
T-40/APS~18- 


T-42/UPT-TI AN/UPT-T1 
TRANSHITTER-MOOULATOR COMFIOENTIAL 
UNIT? USED TO TRAIN PERSONKEL IN 


CHARACTER AND APPEARANCE OF RADAR INTER- 
FERENCE. 5-WATT EQUIPMENT QPERATING IN 
FREQUENCY RANGE OF 500 TO 700 mC. 
SdMsLAR TO T-26/APT-2 EXCEPT POWER SUP- 
PLY HAS BEEN REMOVED AND REPLACED BY A 
34/30/43 CUO: 

NOV. 435 


T-42/UPT-T1 
MODULATOR WHICH GENERATES SINE WAVE AND 
NOISE TYPE. OF INTERFERENCE IN ADDITION 
TO THE PULSE TYPE MODULATION ALREADY 
PROVIDED. SIZE: ONE B-1 STANDARD "ATR®™ 
RACK APPROX. 19 9/16" X 10 178" X 7 578", 


T-47/ART-13 AN/ZART-t3 

RADIO TRANSMITTER: RESTRICTED 
INCLUDES AUTOMATIC FREQUENCY CHANGE 
SYSTEM PERMITTING TRANSMISSION ON ANY 
ONE OF 10 PRESET FREQUENCIES. IN RANGE 
OF 2000-18,1GOKC PROVISION FOR AN TITH 
PRESET FREQUENCY IS MADE WHEN LOW FREQ. 
OSC. IS USED. CH. MCW AND WOICE MIOULATED 
42/7/45 COL: COLSKS5IE 
AUG. 44 


TYPES OF EMISS10N. AUDIO T-47/ART-13 
SYSTEM 1S CAPA3LE OF MODULATING CARRIER 
€100 WATTS NOMINAL) AT LEAST 90% FOR MCW 
OR VOICE. INPUT: 16 MILLIVOLTS FOR DYNA- 
MIC TYPE MICROPHONE, 1.45 VOLTS FOR 
CARSON MICROPHONE. OUTPUT: 10 WATTS AT 
200KC TO 90 WATTS AT 13,500KC. ALSO 
INCLUDES CRYSTAL CALIBRATOR. DIMENSIONS: 
10 3/4" X 13 3/4" X 23 9/16 WEIGHT 66.0 
Les. NAVY TYPE -52286. 


T-47A/ART-13) AN/ART-123 

RADIO TRANSMITTER: RESTRICTED 
TNCLUDES AUTOMATIC FREQ. CHANGE SYSTEM 
PERMITTING TRANSMISSION ON ANY ONE OF 10 
PRESET FREQUENCIES IN THE RANGE OF 2000 
TO 18,100 KC. PROVISION FOR AN 11TH PRE- 
SET FREQ. tS MADE WHEN LOW FREQ. OSCIL- 
LATOR IS USED. CW, MCW. & VOICE MODULAT- 
2/7144 

FEB. 44 


T-47A/ART-13 
ED TYPES OF EMISSION. CAPABLE OF MODU- 
LATING CARRIER (100 WATTS NOMINAL) AT 
LEAST 90% FOR MCw. OR VOICE EMISSION. 
INPUT 16 MILLIVOLTS FOR CARBON NICRO- 
PHONE. 700 WATTS NOMINAL OUTPUT. DI N- 
SHONS: 3: 10 5/4" X 12 374" X 23 9/16", 
WT. 66 LBS. SAME AS T-47/ART-13 EXCEPT 
FOR A REDESIGN OF INTERNAL COMPONENTS TO 
FROVIDE MORE RELIABLE OPERATION. 


F-S6/ART-2 AN/ART~2 

RADIO TRANSMITTER: CONFIDENTIAL 
USED TO JAM ENEMY W/T COMMUNICATION 
EQUIPMENT WITHIN FREQUENCY RANGE OF 21 
TO 35 MC & 34 TO 50 MC. HAS A BAND WIDTH 
OF 250 KC, MUST BE PRESET ON THE GROUND 
TO THE CENTER OF THE DESIRED FREQUENCY, 
POWER OUTPUT 60W (21 TO 34 MC) & 35W. 
1/14/46 CMD: 
JAN. 44 


T-S6/ART-2 
(34-50 HC). POWER INPUT 600M @ 25%. D.C, 
SWITCH PROVIDEO TO SWITCH FROM ONE 
FREQUENCY TO THE OTHER. 
MOUNTS IN STANDARD “ATR™ RACK 
RHT-52/UR. 


T-58/CPN-3A = AN/CPN-3A 

RADIO TRANSMITTER: CONFIDENTIAL 
A 10 KW ®S" BAND RADAR TRANSHITTER OF 
THE PANEL TYPE WHICH INCLUDES A MAGHE- 
TRON OSCILLATOR. TRANSMITS A CODED 
SiGWAL TO PERMIT HOMING @Y"S" BAND RADAR 
SETS. INPUT: 15,000 V DC AND 115v/1¢/50- 
70~. StmILaR TO T-8/CPN-3 EXCEPT DOES 
1/27/44 CPR: 
SAN, 44 


T-S8/CPN-3A 
NOT INCLUDE MOOSULATOR CIRCUITS AND 
KODULATOR POWER SUPPLY. 


T-61/AXT-2 AN/AXT-2 RE 15A864A 
RADIO TRANSMITTER: CONFIDENTIAL 
RECEIVES VIDEO AND SYNC. SIGNALS, AMPLI- 

FIES THESE, MIXES VIDEO, SYNC, AND 
BLANKING SIGNALS AND TRANSMITS A MODU- 
LATED R-F CARRIER WHICH 1S GENERATED IN 
THIS UNIT BY MEANS OF AN OSCILLATOR AND 
POWER AMPLIFIER. COVERS FREQUENCY RANGE 
2/12/44 
FEB. 46 
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7-61 /AXT-2 
OF 264 TO 3572 MC. APPROX. WT. 26 LBS. 
DIMENSLONS APPROX: 9" X 14" xX 58°. 


veseharion 


1-63/SPQ-1 AN/SPQ-1 RESTRICTED 
RADAR TRANSMITTER: 

RADIATES 5 WATTS OF RADIO FREQUENCY EN- 
ERGY WHICH IS AMPLITUDE MODULATED MODU- 
LATED BY NOISE. SIDE BAND EXTENDS AT 
LEAST 3 MC ON EITHER SIDE OF THE CARRIER 
FREQUENCY, WHICH OPERATES IN °L® BAND. 
INPUT: 250 WATTS AT 80 OR 115/1/400-2600 
2/25/44 CGH: 

won. 48 


T-63/sPQ-1 
& 30 WATTS AT 26¥ DC. SAME AS SIGNAL 
CORPS TYPE BC-1017-A EXCEPT SNCLUDES 
MODULATIGN SWITCH SAME AS T-26/APT~2 
EXcePt OPERATES OVER OSFFERENT FREQUENCY 
RANGE AND INCLUDES AN AUTOMATIC FREQUENCY 
CONTROLLED TUNING UNIT. 


Y-64/APS-2G  AN/APS-2G 

RADAR TRANSHITTER: CONFIDENTIAL 
COWSISTS OF A MODULATOR MD-4/APS-2 WITH 
MAGNETRON FOR S BAND. AND MOUNTS JUNCTIO 
BOX J-G63/APS-2G. SUPPLY 26 VOLTS DC. AND 
415/1/406 To 2400. 


2/29/44 CPR: 
RAY 44. 


T-7O/ARH-T9 AN/ARU-19 
RADIO TRANSMETTERS RESTRICTED 
TRANSMITS ENTERLIGENCE PRODUCED BY MODU- 
LATOR MD-27/ARW-19. OPERATING FREQ. 23 
TO 28 MC. USED TO RENMOTER.Y OPERATE 
RADIO RECEIVING SET AWCARW-20 OR 
AN/ARM~20X. RESPONDS TO AMPLITUDE MODU- 
LATION $M SUPERSONIC FREQUENCY RANGE OF 
4dS744 

BPR. 48 


T-70/RRW-19 
20 TO 120 KC. INPUT TTA @ 26¥. DC. POWER 
OUTPUT 20W. INCLUDES A SELF-CONTAINED 
DYNAMOTOR. 


T-7Uf/ARW-1SX AK/ARW-19X 
RADIO TRANSMITTER: RESTRICTED 
TRANSMITS INTELLIGENCE PRODUCED BY MODU- 
LATOR MD-28/ARN-19X OPERATING FREQUENCY 
25 TO 28 HC, USED TO REMOTELY OPERATE 
RADIO RECELVING SET AN/ARW-20 OR 
AN/ARW-20X. RESPONDS TO AMPLITUDE MODU- 
LATION tm SUPERSONIC FREQUENCY RANGE OF 
4/5/44 

APR. 46 


T-71 fARW-19T 
20 To 120 KC. INPUT 20A @ 1354. DC. POWER 
OUTPUT 20W. INCLUDES A SELF-CONTAINED 
DYNAMOT':R. SIMILAR TO RADIO TRANSMITTER 
T-70/ARW-19 EXCEPT FOR POWER REQUIREMENT. 
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T-72/RRW-21 | AR/ARW-2 . 

RADIO TRANSMITTER: RESTRICTED 
TRANSMITS INTELLIGENCE PRODUCED BY MODU- 
LATOR MD-27/ARK-19. OPERATING FREQ. 30 
TO 42 MC. USED TO REMOTELY OPERATE RADIO 
RECEIVING SET ‘AN/ARW-22 OR AN/ARW-22X. 
RESPONDS TO AMPLITUDE MODULATION IN 
SUPERSONIC FREQUENCY RANGE OF 20 TO 
4/5/44 

APR. 44 


3-72 /ARW-21 
120 KC. INPOT TSA @ 26¥ DC. POWER OUTPUT 
20M. INCLUDES SELF-CONTAINED DYNAMOTOR. 


T-73/ARW-2TX ANSARW-2TX 

RADIO TRANSMITTER: RESTRICTED 
TRANSMITS INTELLIGENCE PRODUCED 8Y MODUYy 
LATOR MD-28/ARW-19X. OPERATING FREQ. 30 
TO 42 MC. USED TO REMOTEZY OPERATE RADIO 
RECEIVING SET AN/SARW-22 OR AN/ARW-22X. 
RESPONDS TO AMPLITUDE MODULATION IN 
SUPERSONIC FREQUENCY RAWGE OF 20 TO 
475744 

APR. 44 


F~7SPARW-2YT 
$20 KC. IRPUT 20A @ 13¥ DC. POWER OUTPUT 
20W. INCLUDES A SELF-CONTAINED DYNAMOTOR. 
SUMMLAR TO T-72/ARW-21 EXCEPT FOR POWER 
REQUIREMENTS. 


T-76/TPS-18 AN/TPS-18 

RADAR TRANSMITTERS CONFIDENTIAL 
SNCLUDES MAGNETION & ASSOCIATED MAGNET, 
TR BOX PULSE TRANSFORMER, COOLING BLOWER 
UNIT AND TRANSHISSION LENE WHICH COUPLES 
WITH TRANSMISSION LINE RUNNING THRU THE 
ANTENNA DRIVE UNST MX-191/TPS-18 TO THE 
AS-320/TPS-26. POWER INPUT: 115/197400 
AAV7/4% CHSEGSTIE Cwr6t~4484990 


eee, 44 


T-7E¢TPS -1B 
AND WIDEO PULSE FROM MODULATION OF 4 
MICROSECS. @ 4 KY PEAK. OUTPUT APPROX: 
$00 KW FOR 4 MICROSECS. REPEATED 200 
TémES PER SEC. 


T-78/SPT-6 AN/SPT-6 

RADAR TRANSMITTERS CONFIDENTIAL 
RADIATES AT LEAST 80 WATTS OF RADIO 
FREQUENCY ENERGY WHICH 1S AMPLITUDE 
MODULATED WITH 8100 KC. TO 3.5 MC. NOISE 
COVFeS THE FREQUENCY RANGE OF 350 TO 
1400MC. INPUT? 950V. OC. @ I1SOMA. 350%. 
DC, @ 500 HA. AND 28V DC @ 2A. SIZE 
4422044 CHV CKV3M-300589 
AUG. 44 


T-78/SPT-6 
15 174" X19 172" X 25 374%. FITS MOUNT- 
4MG BASE GNT-S2/UR. 


ASSIGNED 
IssutD 


T-78ASSPT-6 AW/SPT-6A 
RADAR TRANSMITTER: CONFIDENTIAL 
RADIATES AT LEAST 10 WATTS OF RADIO 
FREQUENCY ENERGY WHICH IS AMPLITUDE 
MOOULATED WITH 400 KC. TO 3.5 MC. NOISE; 
COVERS THE FREQUENCY RANGE OF 350 TO 
TSOOMC. ¢SNPUT: 950¥. DC. @ 150 MA. 350¥. 
OC. @ 500 MA. AND 28V DC @ 2A, SIZE 
t2r26/44 CKY: CKvs 
BEC. 44 


T-78A/SPT-6 
15 144" XY 19 E42" X 25 S747. SIMILAR 
TO T-78/SPT-6 EXCEPT HAS {MPROVED NOISE 
SOURCE. THERMOSTATIC RELAY TO PREVENT 
OVERHEATING AND tMPROVED OUTPUT OVER 
LOWER BALF OF FREQUENCY RANGE. 


¥-79/CPN-6 AN/CPN+6 
TRANSMITTER-MODULATOR: CONFIDENTIAL 
RECEIVES VIDEO SIGNALS FROM MODULATOR 
DRIVER AM-44/CPN-6 WHICH ACTIVATES THE 
MODULATOR KEYING TUBES AND IN TURN 
TRIGGERS THE TRANSMITTER WHICH TRANSMITS 
X-BAND PULSE SIGNALS OF APPROX. 30 KW. 
PEAK POWER. INPUT? 110V¥/19/50-70~, 


4729744 6GG3 
APR. 44 


T-79/CPN-6 
1S KV. PLATE VY -SOOV DC, GRID BiaS AND 
350-S00V DC, SCREEN GRit V. MOUNTS IN 
FRANSMITTER CABINET CY-163/CPN-6. 


T-85 /AXT-5 AN/AXT-5 

RADEO RELAY TRANSMITTER: CONFIDENTIAL 
OUTPUT: 300 WH AVERAGE CARRIER OR 1200 W 
PEAK. OPERATING FREQ. 90 TO 102 MC, WHICh 
MAY VARY +54C WITH MODULATION CAMPLITUDE, 
INPUT: 264 DC @ I KW. 25004 DC, 12504 DC 
525, (3) 350, -90% ALL DC AND 1104/16/ 
400-2400~. CAPABLE OF BEING HODULATED BY 
5/4/44 

RAY 44 


T-6t /AXT-5 
RAD1O SET AN/AXS-1. USED WITH RADIO SET 
AN/UX&-2. 


T-86/CPN-17 AN/CPN-17 
TRANSMITTER-MODULATOR? CONFIDENTIAL 
RECEIVES VIDEO SIGNALS FROM MODULATOR 
ORIVER AM-44/CPN-6 WHICH ACTIVATES THE 
MODULATOR KEYING TUBES AND IN TURN 
TRIGGERS THE TRANSMITTER WHICH TRANSHITS 
S-BAND PULSE SIGNALS OF APPROX. 30 Kw. 
PEAK POWER. INPUT: 110V/1t0/50-70~, 
5/20/44 CGG: 

FEB. 45 


T-86/CPN-17 
15 KV. PLATE V, -S00V DC, GRID BIAS AND 
350-500V DC, SCREEN GRID V. MOUNTS IN 
TRANSMITTER CABINET CY-169/CPN-6. 
SIMELAR TO AND MECHANICALLY INTERCHANGE- 
ABLE WITH T-79/CPN-6 EXCEPT FOR FREQUENCY 
RANGE. : 


[pare | MARHEARTHREFS SPRATT, 


ROTATE? _|__ SANNIATREA, 


CONFIDENTIAL 


ont | “SWORE? | ARTA] 
NAVSHIPS 900,109 


4-142 


CRAVE, [rinst assigna ron | WAY BRAWING, 
T-e9/aRC-5 = aN/ARC-5 


RADIO TRANSMITTER: 

FREQ. RANGE 100-125 MC, MANUALLY TUNED 
TO COVER ENTIRE RANGE: 6 WATTS OUTPUT, A2 
OR AS. FOR OPERATION WITH MODULATOR 
MO-7/ARC-5 AND 28Y OC DYWAMOTOR 
DY-S8/ARC-5. FITS MOUNTING RACK 


MT-69/ARC-S5. DIMENSIONS: 12 3/4" xX 5 1/4 


F/tT/aa CBYs #3008 


sRY a 
F-e9/arc-S 
X 7 6/16". WEIGHT: 7 LBS. 
T-90/ARC-5 = AM /ARC-S 
RACIO TRANSMITTER: CONFIDENTIAL 


FREQ. RANGE 125-156 MC, NANUALLY TUNED 


TO COVER ENTIRE RANGE 6 WATTS OUTPUT, A2 


OR A3. FOR OPERATION WITH MODULATOR 
MO-7/ARC-S AND 28¥ DC. OYNAMOTOR 
DY-8/ARC-S. FITS MOUNTING RACK 
NT-69/ARC-S. DIMENSIONS: 12 3/4" X 
TWANT/a4 cBY= #2002 

J3ULy 44 


7-90 /aRC-5 
6 1/4" X 7 1/16". WEIGHT: 7 LBS. 


FrteescRT—-4 AN/CRT-4 
RADIO TRANSMITTER: 
CONSISTS OF A RETRACTABLE ANTENNA, OS- 
CEULLATOR., AMPLIFYING DOUBLER, TWO STAGE 
AUDIO FREQUENCY AMPLIFIER AND A REACT- 
AMCE MODULATOR. FREQUENCY RANGE 62 TO 72 
MC. TRANSMITTER iS SET AT FACTORY bo 
OWE OF 12 SPECIFIED FREQUENCIES BUT 
9411/44) CEKS 
SEPT. 444 


CORFIDENTIAL 


T-TT17CRT-4 
WAY BE RESET iN FIELD TO ANY FREQUENCY 
WiTude THE RANGE. 


T+BESSARW-13 RESESTA 

RADIO TRANSMITTER CONFIOENTSAL 
AN ULTRA HIGH FREQUENCY. CRYSTAL CON- 
TROLLED F.M- RADIO TRANSMITTER DESIGNED 
FOR OUTPUT FREQUENCY OF 44 TO 46.6 MC. 
SET HAS TEN AUDIO MODULATED FREQUENCIES 
FROM ONE TO THREE OF WHICH MAY BE SItMU- 
LTANEQUSLY EITHER KEYED WITH OR SUPER- 
vos2osas 

wan. 45 


T-1TISSARW-13 
UMPOSED ON THE FREQUENCY MODULATED OUT- 
PUT. RESULTANT SIGNAL (S THEN RAISED BY 
MEANS OF TREPLER AMPLIFIER AR-71/7AR OR 
AMPLIFIER AM-739/ARW-13 TO OPERATING 
FREQUENCY 1327140 MC. MOUNTING #S ON 
STANDARD SARC-B-1-D RACK. WT. ENCLUDERG 
MOUNTING, LESS THAN 116 LBS. POWER 


ASHGHED: 


Issytp 
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T-US7T/ART-170) AKFRRI-T70D 

RADIO TRANSMITTER CONFIDENTEAL 
FREQUENCY MODULATED TRANSMITTER OPERAT- 
UNG WITH OUTPUT FREQUENCIES OF 23 TO 33 
MC.AND 33 TO 47 MC BY MEANS OF TWO SETS 
OF PLUG IN COILS. FREQUENCY DEVIATION 
+50 KC. CAPABLE OF ACCEPTING AT ITS 
INPUT TERMINALS VARIOUS INTELLIGENCE 18 
10/31/44 CFLS 

GOV. 44 


T-TTIKRT- 1707 
THE FO8M OF ELECTRICAL CURRENTS AND IN 
TURN RADIATING INTO SPACE THIS INTELLI- 
GENCE AS HODULATION ON A RADIO FREO- 
VENCY CARRIER. POWER OUTPUT 20W. INPUT: 
26V OC @ BA. WT. APPROX. SOLES. PART 
OF AN/ART-17. 


T-119/GMO-5 A AN/GMQ-5 
RADIO TRANSMITTERS 
TRANSMITS ON A 27.75 KC. CARRIER, FREQ. 
MODULATED BY PHASE SHIFT METHOD. RADIO 
FREQUENCY CARRIER MODULATED BY 10 KC. 


CONFIDENTIAL 


AUDIO-CARRIER DEVIATION, #0 #C.5 SNCLUDED 


IM EQUIPKENT ARE CRYSTAL OSCILLA‘OR 
MODULATOR AND CRYSTAL OSCILLATOR, FREQ. 
2afe7/4a 

FER. 45 


T-319/GNQ-5 
DOUBLERS AND AMPLIFIERS, 

OPERATES ON 
310-320V/1G/S0-60~. OUTPUT 1000 WATTS. 


T-120/APS-20 ANZAPS-20 
RADAR TRANSMITTER? 
TRANSMETTER ASSEMBLY - CONSISTS PREMARE- 
LY OF A STEP-UP PULSE TRANSFORMER, A 
TRANSMETTING TUBE & COAX. TO WAVE GUIDE 
ADAPTER. IT GENERATES APPROX. 1 MEGAWATT 
RF. POWER #N THE 9S" BAND AND SUPPLIES 
A POSITIVE TRIGGER COSNCIDENT WITH THE 
423744 CAKX: 

BEC. 44 


CONFIDENTIAL 


T-120/APS-20 
TRANSMITTED PULSE. bNPUTS ARE? HIGH 
VOLTAGE PULSE. LOCAL OSCILLATOR OUTPUT; 
"KEEP ALIVE" VOLTAGE; 120 VOLTS .5A, 
400/800 CYCLE, A.C. AND 28 VOLTS .5 AMPS 
OC. DEHENSIONS: 12" X 247) WI.s 89.5 
iss. 


T-E23/ART-22 AN/ART-22 
RELAY TRANSMITTERS 

WIDE BAND RADAR RELAY TRANSMITTER OPER- 
ATING IN THE FREQUENCY REGION OF 300 MC. 
MODULATION CONSISTS OF VIDEO AND SYN- 
CHRONSZING INFORMATION AND IS PUT OW THE 


CONFIDENTIAL 


CARRIER IN A NEGATIVE SENSE OR DIRECTION. 


INPUT 115/16/400-800~. POWER OUTPUT: 
12/9/44 
BEC. 44 


T-123/aRT-22 
15-364. AVERAGE. USED WITH NAVY TYPE 
CAEV-46-ADY OF HAYY MODEL PO RADAR RE- 
CENYENG EQUIPMENT. 


Pre 


FIRST ASSIGNED FOR 


ot, 


T+¥247APX-13) AN/APK-13 
RADAR TRANSMITTER: 
TRANSFORKS AC POWER INTO SHORT A BAND-OR 
G BAND R.F. PULSES AT A REPETITION RATE 
OF 150 PULSES/SEC.. ACCEPTING ITS TRIG- 
GER FROM THE AN/APS-20 SYNCHRONIZER. CON 
TAINS A POWER SUPPLY, LINE TYPE MODULA- 
FOR HYOROGEN THYRATRON TRIGGER CIRCUIT 
32/9/44 CLPSALI487A 
APR. 454 918 


CONFIDENTIAL 


T-1247APX-13 
AND PUSH-PULL PLATE OSCILLATORS. UN~ 
CLUDES A CURRENT MONITORING METER. FUR- 
NISHES SUPPRESSOR PULSE FOR AN/APX~-1. 
PEAK OUTPUT POWER IS 2000 WATTS AT RATED 
tNPUT VOLTAGE OF 115. POWER SUPPLY 115¥ 
AC 400-800~ AT 2 AMPS. AND 26¥ OC AT 2 
AMPS. PART OF RADAR SET AN/APX-15. 


T=t24AJAPX-13 AN/APX-13A 
RADAX TRAWSHITTER: 
TRANSFORMS AC POWER INTO SHORT A BAND- 
OR G BANO RoE. PULSES AT A REPETITION 
RATE OF 150 PULSES/SEC., ACCEPTING ITS 
TRIGGER FROM THE AN/APS~20 SYNCHRONIZER, 
CONTAINS A POWER SUPPLY, LINE TYPE mOD- 
ULATOR, HYDROGEN THYRATRON TRISGER CIR- 
4457445 CLPSANI487A 
APR. 45€ 918 


CONFIDENTIAL 


T-1T24A/KPX-13 
CUIT AND PUSH-PULL PLATE OSCILLATORS. 
INCLUDES A CURRENT MONITORING METER. 
FURNISHES SUPPROSSOR PULSE FOR AN/APX-1. 
PEAK OUTPUT POWER 1S 2000 WATIS AT RATED 
INPUT VOLTAGE OF 11S. POWER SUPPLY 115V 
AC 400-800~ AT 2 AMPS, AND 28¥ 0C AT 2 
AMPS. PART OF ANCAPX-13A. SEHILAR TO & 
UHTERCHARGEABLE WITH T-124/APE-93 EXCEPT 
USES DIFFERENT COMPONENTS. 


T-1257ARW-34  AN/ARW-34 

RADIO TRANSNITTER: CONFIDENTEAL 
FREQ MODULATION TRANSNITTER; FREQ RANGE, 
60-65 MC - FREQ MCOULATION, +15 KC -OUT- 
PUT, 15 WATTS SNPUT -24-29V OC - EMPLOYS 
TEN MODULATION FREQUENCIES FROM 300 10 
6500 CY. SO SPACED AS NOT TO INTERFERE 
WITH EACH OTHER, TO CONTROL TEN CHANNELS 
42/19444 CPL: 

DEC. 44 


T-125 /ARW-34 
EACH CHANNE® CONTROLS A RELAY IN THE RE~ 
CEIVER R-146/ARW-35 WHICH WILL CLOSE ONE 
CIRCUIT & SAFELY CARRY 1 ANP AT 30V OC - 
A WAXINUM OF THREE CHANNECS MAY BE EM~ 
PLOYED AT A TEME - TRANSMITTER MAY BE 
USED WITH AMPLIFIER AM-62 /ARW-34 WHEN 
ADDITIONAL POWER OUTPUT IS REQUIRED ~ 
FITS MOUNTING BASE #MT-52/UR. 


T-125AJARW-36 AN/ARW-34 

RADIO TRANSMITTER: CONFIDENTIAL 
FREQ MODULATION TRANSMITTER: FREQ RANGE 
$2-65 MC - FREQ MODULATION, +15 KC -OUT- 
PUT, 15 WATTS @NPUTS 28v 9C - EMPLOYS 
TEN MOOULATION FREQUENCIES FROM 300 TO 
6500 CY. SO SPACED AS NOT TO INTERFERE 
WITH EACH OTHER, TO CONFROL TEN CHANNELS 
VA12445) CFLS 

May 45 


EACH CHANNEL CONTROLS A T-125A7ARW-34 
RELAY IN THE RECEIVER R-T46KR/ARU-35 WHICH 
WILL CLOSE ONE CIRCUIT & SAFELY CARRY I 
AMP AT 30V DC - A MAXIMUM OF THREE 
CHANNELS MAY BE EMPLOYED AT A TIME - 
TRANSMITTER MAY BE USED WITH AMPLIFIER 
AM-B82/ARW-34 WHEN ADDITIONAL POWER OUT- 
PUT tS REQUIRED - FITS MOUNTING BASE 
BMT-52/UR, SIMILAR TO T-12S/ARW-34 

EXCEPT HAS EXTENDED FREQ. RANGE. 


SUPPLY: 26.5¥ OC. 
“SMARTS? CEO 


paTE BAER? 


L__ cart] 
NAVSHIPS 900,109 


CONFIDENTIAL 


one | “SAR? | SeNRATRA_] 


eNeAOn —_|finsr assicnao ror | aA GHGs 
T-1267ARC-5  AN/ARC-S = RESTRICTED 


RADIO TRANSMITTERS 

RADIO TRANSMITTER WITH THE FOLLOWING 
CHARACTERISTICS: FREQUENCY RANGE 100 TO 
146 MCo, 4 CRYSTAL CONTROLLED CHANNELS; 
6 WATTS AT AZ, A3$ PLATE & SCREEN MOD- 
ULATED. USED WITH MODULATOR MD~7/ARC-5 
AND DYNAMOTOR DY-8/ARC-6. FITS MOUNTING 
VWisas D-153317 - BA-40854 

APR. 45 


RACKS CTRANS) T-$26/ARC-5 
MT-69/ARC-5. SAME AS BC-950-A (310) EX- 
CEPT MODULATOR TUBE AND ASSOCIATEO CIR- 
CUITS ARE REMOVED AND RECEPTACLE FOR 
CONNECTING TO RACK HAS BEEN CHANGED TO 
PREVENT USE IN RACKS FOR BC-950-A TRANS. 
SAME AS T-23/4RC-5 EXCEPT CHANNELS A, B, 
& C MUST BE tN RANGE 100 TO 124 MC AND 
CHANNEL 0 MUST BE EN RANGE 122 TO 146 
RC. 


T-129/GPX-2  AN/GPX-2 EN-102 SPEC 
RADAR TRANSMITTER: CONFIDENTIAL 
RADAR TRANSMITTER - CONSISTS OF A TRANS- 
WITTER USING 1/4 WAVE LENGTH LINES IN 
GRID AND PLATE CIRCUITS OF A°TRIODE 
OSCILLATOR, WHICH ARE TUNED 8Y MEANS OF 
A VARIABLE DISC CAPACITOR AT THE ENDS. 
SIMILAR TO TRANSMITTER UNIT OF 8C-800A 
1/22/45 
JA. 45 


T-129/GPX-2 
EXCEPT MODIFIED TO OPERATE ON 60 CYOLE 
POWER AND SHALL BE MOUNTED ON A STANDARD 
19" RELAY RACK PANEX, HAVING A MAXIMUM 
HEIGHT OF 8 3/4", POWER REQUIREMENTS: 
UtOV AC 60 CYOLE. PART OF AN/GPX-2. 
CONTRACT NOas 4516 WITH MAJESTIC. 


T-13S2/UPT-TS3  AKJUPT-TS REQG25(CTENT.) 
TRANSMITTER*MODULATOR: CONFIDENTIAL 
A UseHeF. TRANSMITTER OPERATING IN THE 
FREQUENCY RANGE OF 2700 TO 3300MC. GEN- 
ERATES SINE WAVE AND NOISE TYPE.AS WELL 
AS PULSE TYPE OF MODULATION. 

HWCLUDES AN OSCILLATOR-MODULATOR AND 
BUILT-IN POWER SUPPLY TO FURNISH 
2/23/45 
FEB. 454A 


T-132/UPT-T3 

VISVY/$4/50-60~.MOUNTS ON A STANDARD ABR- 
CRAFT THRE MOUNTING WITHIN CARRYING CHEST 
CY-407/UPT-T3. PART OF RADAR TRAINING 
SET AN/UPT-T3. SIMILAR TO BUT NOT INTER=- 
CHANGEABLE WITH TRANSMITTER-MOD'A.ATOR 
T-42/UPT-TI, OVERALL SIZE 18% X 18" X 
24", 


T-$42/ART-23  ANJART-23 T6L3CRE MOD 
RADtO TRANSMITTERS CONFIDENTIAL 
RELAY TRANSMITTER OPERATING IN THE FRE- 
QUENCY RANGE OF 74 TO 106 MC. POWER OUT- 
PUT &£S 100W. EMPLOYS 4 CHANNELS WITHIN 
(TS OPERATING FREQUENCY BY MEANS OF 4 
SET OF PLUG-IN COELS. ENPUT? LISV/I97 
400-1200~ AND 500 AND 1000V OC. FITS 
3427745 
BPR. 45 


T-1S274RT~23 
MT-171/U SARC FORM FACTOR 6-20. WT. 
APPROX. 40 LBS. USED WITH R-162/SRR-1. 


PETAETHORS SETATTU 


[ee pare | 
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TELEPHGHE APPARATUS “TAY 


MISCELLANEOUS TRLEPHONE EQUIP- 
BENT. 


Ta-t5/PT MARINE CORP HCT-1 
TELEPHONE SUBSTATION 

A PORTABLE TELEPHONE SUBSTATION FOR 
OUTDOOR USE HOUSED IN AN OPEN TOP WOODEN 
BOX. COMPRISES A HANDSET SIGNAL CORPS 
TYPE TS-90) LESS SWITCH TONE SIGNAL 
UNIT, A BATTERY CAN (FOR TWO BA-30), A 

2 MFO CONDENSER, tNDUCTION COIL AND 
10/28/44 

OCT. 44 


TA-15/PT 
CHOKE. DICTOGRAPH #82248, OR EQUAL. PART 
GF ALERT TELEPHONE SYSTEM MCT-1, 


TEMENG DEVICES "TD® 


MECHANICAL AND ELECTRONS 
TOMONG DEVICES ETC. 


TD-1/APA-30 AN/APA-30 

RANGE MARK GENERATOR: CONFIDENTIAL 
CONTAINS SWEEP GENERATOR, BLOCKING 
OSCILLATOR, MOTOR REGULATING CIRCUITS 
NECESSARY RECTIFIERS FOR GENERATING RANGE 
MARKER PULSE USED IN TRACKING FOR WEAPON 
FIRE AND AS A BOMB RELEASE POINT FOR 
BOMBING AND CAUSED TRACKING MOTOR IN 
5/20/44 
MAY 44 


TD-T1/APA-30 
SERVO SIGHT UNIT €N-19/APA-30. TO TURN 
AT REQUIRED SPEED TO TRACK TARGET. IN 
RANGE. INPUT FROM CONTROL UNIT: TISV/1O/ 
400-2400~ @ 110W & 26 V DC. MOUNTS ON 
MOUNTING BASE MT-270/APA-30. WT. APPROX. 
15 LBS. MOUNTS IN STO AIRCRAFT CASE PER 
SC-O-t0381. 


TO-3/APS-20 ANSAPS -20 CONFIDENTIAL 
RECTIFIER-TIMING CENTRAL: 

PROVIDES SWEEP VOLTAGES REPRESENTING 
20,50,100,150 AND 200 NAUTICAL MILES ANDO 
ELECTRONIC RANGE MARKERS AT BOTH 10 AND 
20 NAUTICAL MILE SEPARATION. INCLUDES 
SELF-CONTAINED RECTIFIER CIRCUITS TO 
FURNISH THE FOLLOWING DC VOLTAGES: MINUS 
11/23/44 CAEV: 

DEC. 44 


’ 
TD-3/APS-20 
5000V¥, MINUS 1000V, PLUS 450¥, PLUS 300 
(REGULATED), PLUS 225, AND MINUS 105. 
(NPUTS ARE: 120 VOLTS, 400 CYCLES, AC; 
28 VOLTS DC; AND VARIOUS OPERATING TRIG- 
GERS, FROM ASSOCIATED UNITS. DIMENSIONS: 


9" X 20 1/2" X 24", WT.: 90 LBS. 


SEARS SNARE RUC 


TD-/APS-3 AN/APS-3,3A 

TARGET DISCRIMINATOR: CONFIDENTIAL 
PROVIDES NEGATIVE AND POSITIVE TRIGGER 
VOLTAGES TO TRIGGER SYNCHRONIZING CIR- 
CUIT OF R-18A/APS-3 AND FEED VIDEO CIR- 
CUIT OF R-18A/APS-3 FOR PRESENTATION ON 
tO-19/APS-3 RESPECTIVELY. BOTH TRIGGERS 
MAY BE SIMULTANEOUSLY DELAYED FROM O TO 
12/20/44 CS; 

MAY 45 348A 


100 MI. CNAUTICAL). IN- TD-4/APS-3 
CLUDES 300V SELF CONTAINEO POWER SUPPLY, 
BLOCKING OSCILLATOR & PHANTASTRON DELAY 
CIRCUIT, & VARIOUS OPERATING TRIGGERS. 
USED WITH BUT KOT PART OF AN/APS-3, 
AN/APS-3A. SIZE APPROX: TI" x 6" X 7%, 
WT. 7 LBS WITH CABLES. INCLUDES THREE 
CABLES, EACH 48" LG. CONNECTED TO (G1) 
AN-3102-28°16S,. (G-2) AN-3102-25-16P & 
49194 RESP. PROCURED ON NXBa 96578. 


TD-4M/APS-3 AR/APS-3A8 

TARGET DISCRIMINATOR?: CONFIDENTEAL 
PROVIDES TRIGGER VOLTAGES VARIA3LE FROM 
ZERO TO APPROX 28 (NAUTICAL MILES). IN- 
CLUDES SELF CONTAINED POWER SUPPLY. 
BLOCKING OSCILLATOR AND VARIOUS OPERA- 
TENG TRIGGERS. CONSISTS OF A TO-4/APS-3 
MODIFIED FOR MAX. DELAY OF APPROX 28 MI. 
2732745 
MAR. 45A 


TD-S/APS-T3 — AN/APS-T3 
PULSE DELAY UNIT: CONFIDENTIAL 
CAPABLE OF ACCEPTING A POSITIVE OR NEGA- 
TIVE PULSE AND DELAYING THIS PULSE UP TO 
36 MICROSECS. AND PUTTING OUT APPROX A 

1 MICROSEC PULSE (POSITIVE OR NEGATIVE) 
TO FEED BACK TO RADAR TO PROVIDE FOR 
PPI SWEEP DELAY. INCLUDES AMPLIFIER, 
12/30/44 

Jan. 45 


To-S/APS-T3 
MBLTIVIBRATOR, BLOCKING OSCILLATOR AND 
OUTPUT STAGE (CATHODE FOX.LOWER OR AMP- 
GLUFIER). MOUNTS IN CABINET CY-379/APS-T3, 


TO-6/APA-16 
ADAPTER UNIT: 
CONSISTS OF A POTENTIOMETER AND VEEDER 
COUNTER CONTROLLED BY A KNOB, ALL CON- 
TAINED €N A SMALL METAL BOX, APPROX. 6% 
X 6" X 47, ALSO INCLUDES PIAL LIGHT AND 
DIMMER CONTROL AND SWITCH FOR TRANSFER~ 
RING CONTROL OF AN/APA-16 RELEASE 
8/17/45 CwrBR-419201 
MAY 45 ISSUE 2 


AN/APA-16 CONF IDENTSAL 


TD-6 /APA-16 

IRCUITS TO THIS UNIT OR PERMITS NORMAL 
PERATION OF AN/APA-16. WT. APPROX. 

1/2 LBS. USED TO ADAPT AN/APA-16, 8Y 
2OVIOING PROPER TIMING, FOR FIRING 
IJCKETS. USED WITH BUT NOT PART OF 
N/APA=36. FIRST PROCURED ON NXsa 87703, 
ART OF MX~476/APA-16. 


TD-6CXR-1)ZAPA-16 ANCAPA-16 CONFIDENTIAL 
ADAPTER UNITS 

CONSISTS OF A POTENTIOMETER AND VEEDER 
COUNTER CONTROLLED BY A KNOB, ALL CON- 
TAINED IN A SMALL METAL BOX, APPROX. 6” 
xX 6™ X 4". ALSO INCLUDES DIAL LIGHT AND 
DIMMER CONTROL AND SWITCH FOR TRANSFER- 
RING CONTROL OF AN/APA-16 RELEASE 

2/8/45 = cw:BR-419201 

MAY 45 ISSUE 2 


MART | RANHTATURE 


CONFIDENTIAL 


NAVSHIPS 900,109 
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TD-6(XH-TICRPA-TE 


CE#RCUITS TO THIS UNIT OR PERMITS NORMAL 
OPERATION OF AN/SAPA-16. WT. APPROX. 3 172 
LBS. USED TO ADAPT ANSAPA-16, BY PRO- 
VIDING PROPER TEMING, FOR FIRING ROCKETS. 
USED WITH BUT NOT PART OF AN/APA-16. 
FIRST PROCURED ON NXsa 87703. PART OF 
WI-4764(XW-1>7APA-16, 


TD-9/APS-20A  AN/APS-20A CONFIDENTIAL 
RECTIFIER-TIMING CENTRAL: 

PROVIDES SWEEP VOLTAGES KEPRESENTING 
20.50,100,150 AND 200 NAUTICAL MiL@S AND 
ELECTRONIC RANGE MARKERS AT BOTH 10 AND 
20 NAUTICAL MILE SEPARATION. INCLUDES 
SELF-CONTAINED RECTIFIER CIRCUITS TO 
FURNISH THE FOLLOWING DC VOLTAGES: MINUS 
4/14/48 CG 


APR. 458 948A 


TD-9fAPS-20A 
5000V¥, MINUS FOOOV, PLUS 450¥, PLUS 300 
(REGULATED), PLUS 225, AND MINUS 105. 
ENPUTS ARE: 120 VOLTS, 400 CYCLES, AC; 
28 VOLTS DC; AND VARIOUS OPERATING TRIG 
GERS, FROM ASSOCIATED UNITS. DIMENSIONS: 
9" X 20 1/27 X 247, WT.: 90 LBS. SIMILAR 
TO TO-3/APS-20 EXCEPT SU3STITUTES AN 
CONNECTORS FOR TERMINAL BLOCKS. 


COMPONENT LHDICATORS 
TRANSFORMERS 


eTrF. 


TRANSFORMERS WHEN USED AS SEPARATE UNITS 


TF-106/U GEN. USE 

VARIABLE AUTOTRANSFORMER: RESTRICTED 
ACCEPT NOMINAL 115/1/380-1600~ INPUT AND 
PROVIDES 0 TO 130/1/380-1600~ OUTPUT, 
MAXIMUM OUTPUT CURRENT 3.85 AMPERES. 
StZE: APPROX. 6 3/4" X 3 5/8" X 5%. WT. 


APPROX. 2 1/4 LBS, HAS ONE AN-3102-20- 
33P CONNECTOR. 

4/4/45 CPR: CPR:5LO-1540 
APR, 45A 948A 


TF-107/APS-20A AN/APS*20A 
VARSABLE AUTO-TRANS- 

FORMER: CONSISTS OF A 3 SECTION VARTAC 
WHICH PROVIDES VARtATION OF MODULATOR 
PLATE TRANSFORMER 3-PHASE DELTA-CONNECT- 
ED PRIMARY VOLTAGE, CONNECTED ACROSS 
#58, -15% TAPS ON EACH LEG. EACH SECTION 
RATED 40V., 7 4/2 AMP, 400-800~. 
4748745 


APR. 45 948A 


TF-107/APS-20A 
WEIGHT 4 1/2 LBS, SIZE 6 1/2" Xx 
6 472" x 58, 


TOOLS = *TL* 


ALL TYPES EXCEPT LINE CONSTRUC- 
TtOM. 


BENG [ins assigned ror | HADLARNG, | - 
Ti-301/0 
ORELL: 


ORILL, ELECTRIC PORTABLE, ftO VOLTS AC 
OR OC NO LOAD 1800 RPM. FULL LOAD 1050 
RPS 1/4" JACOBS CHUCK WITH KEY. BLACK 
AMD DECKER g30 OR EQUAL. 


9/23/44 
SEPT. 44 


FL-3027y 
PLIERS: 


LONG FLAT NOSE. 6", SIDE CUTTING. 


BS23/44 
SEPT. 44 


TL-303 /U 

LANTERN: 

ELECTRIC HAND LANTERN DUO-RAY #400, OR 

EQUAL. INCLUDES AND USES TWO BULB, MAZD 
$502 AND g27. USES ONE BATTERY BA-200/U 


o/ztsas 
SEPT. 44 


FL-304/Y 

PLIERS: 

LONG NOSE, 6". SIDE CUTTING. 
. 


97235744 
SEPT. 44 


TL-305/U 
DRILL SET: 

DRILL SET, TWIST, HIGH -SPEED STEEL, 
STRAIGHT SHANK, ONE OF EACH SiZE #1 TO 
6O INCLUSIVE, CLEVELAND LIST 9948 OR 
EQUAL. 


9/30/44 
SEPT. 44 


TL-307/U 

TAPS 

FRICTION, TAKE 2" WIDE, .OfS" THICK; IN 
36 YO. ROLLS. U. S. RUBBER, OR EQUAL. 


9/30/44 
SEPT, 44 


TL-308/U 

TAPE: 

FLOURSCENT FINISH ADHESIVE TAPE, 
IN 10 YO. ROLL: CONTINENTAL LITHOGRAPH 
"CORTE-GLO™ #P-t2C OR EQUAL, 


9/30/44 
SEPT. 44 


A 
TL-309/0 
CRIMPING TOOL: 


A CRIMPING TOOL FOR USE IN SPLICING #17 
AWG CONDUCTOR WITH BRASS SLEEVES. 


9/30/44 
SEPT. 44 


A 


4° WIDE 


ASSIGNED 
ISSUED 


DENEURIER | [rnsr asstonen rox | MAME RIAYING, 


JL-3157U 
TUNING TOOL 
A SCREWDRIVER TYPE TOOL, HAVING A HANDLE 
AND SHAFT OF HIGH DIELECTRIC MATERIAL 
WiTH A TOGL STEEL BIT Oh SHAFT ERD 

AND RECESSEO B11 OF SAME HATERIAL ON 
HANOLE END. SIZE: 6" LONG; 3/8" DIAMETER 
WeEGaT? 2 GUNCES.OWAWING NUMBER NL-14T, 
10434044 

NOV. 44 


AN/URM-1 


TL-315/0 
NDRC, DIVISION 6, SECTION 6.1. USED WITH 


AR/CRI-4. PART OF: AN/URM-1. 
FL-322/0 GEN. use RE a9 38% 
WRENCHS 


SPANNER TYPE WRENCH FOR USE WITH 
UG-1S6/U OR EQUIV. CONNECTORS. CONSISTS 
OF STEEL BODY t 5/8" DAIAMETER BY 1 142" 
LONG, WiTH | 1/4" HOLE THROUGH BODY. 
ALSO 1 1/8" OF BODY &S CUT AWAY SO THAT 
BODY HAS "U" SHAPE. TWO 3 344" LONG 
3720745 


KAR. 45A 930G 


TL-3227U 
HANDLES ARE WELDED tN UPPER PART OF 
BODY. TWO 178" PINS PROTRUDE FROM LOWER 
PART OF BODY 5/32", AND ARE ON } 15/352" 
DSAMETER CENTERS. 


TL-323/U 
WRENCHS 
SPANNER TYPE WRENCH FOR USE WITH 
UG-154/U OR EQUIV. CONNECTORS. CONSISTS 
OF STEEL BODY 1 27/64" DIAMETER BY 
1 1/2" LONG WITH 15/16" HOLE THROUGH 


GEN. USE RE 49F 386 


BODY. ALSO 15/16" OF BODY IS CUT AWAY SO 
THAT BODY HAS “U" SHAPE. TWO 3 374" LONG 
3720745 

MAR. 454A 930G 


TL-3237U 
HANDLES ARE PROVIDED IN UPPER PART OF 
BOOY., WELDED #NTO PLACE. TWO 178" PINS 
PROTRUDE FROM CGWER PART OF B00Y 5/32", 
AND ARE ON 3 3/16" DIAMETER CENTERS. 


TL-324/U 
WRENCHS 
SPANNER TYPE WRENCH FOR USE WITH 
UG-207/U OR EQUIV. CONNECTORS. CONSISTS 
OF STEEL BODY 7/8" DIAMETER BY 1 1/2" 
LONG WITH 548% HOLE THROUGH BOOY. ALSO 
576" OF BOOY tS CUT AWAY SO THAT BODY 


GEN. USE RE 49F 366 


HAS "U" SHAPE. TWO 2 3/4" LONG HANDLES 
34720745 
MAR. 454A 330G 


TL-326/0 
ARE WELDED IN UPPER PART OF BODY. TWO 
178" PINS PROTRUDE FROM LOWER PART OF 
BODY 5/32", AND ARE ON 13/46" DIAMETER 
CENTERS. 


DATE 


care | WRATH? | BAWHKOPTUNERA, 
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TL-325/0 GEN. USE RE 49F 387 
COUNTER BORER: % 

SPECIAL COUNTER-BOREING TOOL FOR USE WITH 
UG-156/U PLUG OR EQUIV. BORES 174" 1.0. 
& 578" 0D. HOLE TO DEPTH OF 378% # OR - 
3764" 1N END OF RG-19/U OR EQUIV. CABLE. 
MADE OF STEEL WITH SMALL HANDLE 3™ Luas 
BY 3/16" DIAMETER» TOTAL LENGTH OF TOOL 
3720745 


BAR. 45A 930G 

TL-325/0 
ts 4", 
TL-326/0 GEN. USE RE 49F 387 


COUNTER BORERS 

SPECTAL COUNTER-BORING TOOL FOR USE WITH 
UG-154/U PLUG OR EQUIV. BORES 3/16" 

t.D. AND 7/416" 0.0. HOLE BY 1/4"+ OR - 
1/64" DEEP IN END OF RG-17/U OR EQutV. 
CABLE. MADE OF STEEL WITH SMALL HAMDLE 
3" LONG BY 3/416" DIAMETER, TOTAL LENGTH 
3720745 

MAR. 45A 930G 


TL-32670 
OF TOOL is 4". 


COMPONENT INDICATORS *TN* 
TUNING UNIT 


FORS RECEIVER, TRANSMITTER, ANTENNA 


TR-1/APR-5 AN/APR-{ 

TUNING UNIT: RESTRICTED 
BAND "Z", PLUG IN TYPE; FREQUENCY RANGES 
40 TO 405 MC WHEN USED IN CONNECTION 
WITH NAVY TYPES CPR-46AA0 OR CPR-46ABC 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-i2/APR-7. CONTAINS THO TYPE 

9002 VACUUM TUBES. PLUGS INTO 

5/14/45 CGC: 

OCT. 43 RA:PO;CFH:Di04C 


TN-1/APR-§ 
CHASSIS MX-24/APR-1. 


TH-TA/APR-1  AN/APR-1 

TUNIHG UNIT: RESTRICTED 
BAND "Z", PLUG IN TYPES FREQUENCY RANGES 
40 TO 105 MC WHEN USED IN CONNECTION 
WITH NAVY TYPES CPR-46AA0 OR CPR-46A8C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-1, CONTAINS TWO TYPE 9002 
VACUUM TUZES. PLUGS INTO CHASSIS 
WA/13/43 CRW: 

DEC. 43 RKASPO;CFH:0;04C 
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TH-fAJAPR-1 
MX-24/APR-1. SIMELAR TO TN-!/APR-1 EX- 
CEPT éNCLUDES MOTOR-DRIVEN SWEEP FOR 
MAIN TUNZNG OUAL WHICH OPERATES AT RATE 
OF § COMPLETE SWEEP PER MINUTE, POWER 
FOR THE AUTO-SWEEP IS BROUGHT IN THRU A 
JACK MOUNTED ON FRONT AND REAR PANEL AT 
28 Ve. SAME AS ARMY MODEL TU-S6A 


TH-1B/APR-1 AN/APR-18 RESTRICTED 
TUNING UNIT 

OPERATING FREQUENCY 38 TO 95 MC., PLUG 
tN TYPE, USED WITH AI-12/APR-1 AND ROO 
EQUIPMENT. INCLUDES i. MOTOR DRIVE FOR 
TUNING AND ADJUSTABLE SECTOR SWEEP. 
tNCORPORATES TWO SERIES FILTERS FOR 
SUPPRESSION OF IF AND IMAGE RESPONSES 
4/3/44 CGC: 

SEPT. 44 


TH-TB /APR-{ 
INTERCHANGEAGLE WITH TN-1/APR-1 AND 
TN-1A/APR-1. SIMILAR TO TN-16/APR-4 
EXCEPT HAS DIFFERENT GEARING. 


TN-IC/APR-1 AM /APR-4 

TUNING UNITS RESTRICTED 
BAND "Z", PLUG IN TYPE; FREQUENCY RANGES 
40 TO 105 MC WHEN USED IN CONNECTION 
WITH WAVY TYPES CPR-46AA0 OR CPR-46A8C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-1, CONTAINS TWO TYPE 9002 
VACUUM TUSES. PLUGS INTO CHASSIS 

8/2/44  CGG: 
AUG. 44 BA: CFS 


TH-TC/APR~{ 
WX-24/APR-1. SIMILAR TO TN-1/APR-I 
EXCEPT HAS CIRCUIT IMPROVEMENTS (LOW 
PASS FILTER) GIVING BETTER IMAGE REJEC- 
Téou. . 


TN~2/APR-1 AN /APR-4 

TUNING UNIT: RESTRICTED 
BAND "A", PLUG IN TYPEs FREQUENCY RANGES 
75 TO 300 MC WHEN USED !N CONNECTION 
WITH NAVY TYPES CPR-4GAAO OR CPR-46A8C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-1. CONTAINS TWO TYPE -955 VAC- 
UUM TUBES. PLUGS INTO CHASSIS MX-24/APR- 
5/14/43 CGG: : 

OCT. 43 RASPI;CFH:010IC 


TN-2A/7APR-1 | AN/APR-t 

TUNUNG UNITS RESTRICTED 
BAND ®A". PLUG IN $PPEQ PBF QUcNCY RANGE? 
74 TO 320 MC WHAM BSEB IN CONNECTION 
WITH NAVY TYPES SPR-OZAAO OR CPR-46A8C ,. 
RADAR RECEIVERS GR AMPLIF@ER STRIP 
AM-12/AP Zeb, EQRTAINS THO TYPE -955 VAC- 
UUM TUES. PRBZS INTO CHASSIS MX-24/APR-1 
Ti /LEAOS BRE: 

QGSe OBS KAIPISCFHIDIOIC 


TN-2A/APR-1 

SIMILAR TO TN-2/APR-1 EXCEPT INCLUDES 
MOTOR-DRIVEN SWEEP FOR MAEN TUNING DEAL 
WHICH OPERATES AT RATE OF 3 COMPLETE 
SWEEP PER MINUTE. POWER FOR THE AUTO 
SWEEP iS BROUGHT IN THRU A JACK MOUNTED 
ON THE FRONT AND REAR PANEL AT 28 Vo 
SAME AS ARMY MODEL TU-S88. 


TR-2B /APR-1 AW/APR-18 = RESTRICTED 
TUNING UNIT? 
TUNES OVER THE FREQUENCY BAND OF 74 TO 
300 HC. PLUG IN TYPE WITH MOTOR DRIVE 
AND ADJUSTABLE SECTOR SWEEP, INTERCHANGE- 
ABLE MITH MANUALLY TUNED TUNING ONIT 
TW-2/APR=1 

AND MOTOR DRIVEN TONING UNIT 
4/3/44 CG: 
SEPT. 44 


TH-23/KPR-1 
TW-2A/APR-~U EXCEPT ALSO HAS ADJUSTABLE 
SECTOR SWEEP. SIMILAR TO TN-47/APR~4 
EXCEPT HAS DIFFERENT GEARING, USED WITH 
AM-12/APR-1 AND RDO. EQUIPMENT. CAN BE 
GSED WITH PANORAMIC ADAPTER, 


TH-2C/APR-1 AN/APR-1 

TUNING UNIT? RESTRICTED 
BAND "A", PLUG IN TYPE; FREQUENCY RANGES 
75 TO 300 MC WHEN USED !N CONNECTION 
WHTH NAYY TYPES CPR-48AA0 OR CPR-46A6C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-1. CONTAINS TWO TYPE -955 ¥AC- 
UUM TUBES. PLUGS INTO CHASSIS Ha~24/APR-1 
8/14/44 CCG; 
AUG. 44 RASPISCFHI0IOIS 


TR-26/APR-1 
SIMILAR TO TN-2/APR-1 EXCEPT HAS CIRCUIT 
HNPROVEMENT (BAND PASS FILTER) GIVING 
BETIER UMAGE REJECTION. 


TN-S/APR=-1 AN/APR-4 
TUNING UNITS RESTRICTED 
BAND "8B", PLUG IN TYPE; FREQUENCY RANGES 
300 TO 1000 MC WHEN USED IN CONNECTION 
WITH NAVY TYPES CPR-46AA0 OR CPR-46A8C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-1. CONTAINS ONE TYPE -955 VAC~- 
UUM TUBE. PLUGS INTO CHASSIS HX-24/APR<1. 
8/14/43 CCG: 

OCT. 43 RAZP2;CFH:D102C 


TN-3A/APR-1 AN/APR-{ 

TUNIRG UNIT: RESTRICTED 
BAND "8". PLUG IN TYPE; FREQUENCY RANGE? 
300 TO 1000 MC WHEN USED IN CONNECTION 
WITH NAVY TYPES CPR-46AA0 OR CPR-46A8C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-i. CONTAINS ONE TYPE -955 VAC- 
UUM TUBE. PLUGS INTO CHASSIS MX-24/APR-1. 
TH/13/43 CFU: 
DEC. 43 RASP2;CFHS0102C 


TN-SA/SAPR-1 
SIMILAR TO TN-3/APR-1 EXCEPT INCLUDES 
MOTOR-DRIVEN SWEEP FOR MAIN TUNING DIAL 
WHICH OPERATES AT THE RATE OF 1 COMPLETE 
SWEEP PER MINUTE. POWER FOR THE AUTO- 
SWEEP ES BROUGHT IN THRU A JACK MOUNTED 
ON THE FRONT ANDO REAR PANEL AT 28 Y, 
SAME AS ARMY MODEL TU-57B. 


YN-3B/APR-1  AN/APR-1B8 = RESTRICTED 
TUNING UNIT 
TUNES OVER THE FREQUENCY BAND OF 300 TO 
1000 HC. PLUG-IN TYPE WITH MOTOR DRIVE 
AND ADJUSTABLE SECTOR SWEEP. INTERCHANGE- 
ABLE WITH TUNING UNIT TH-3/APR- 

(MANUALLY TUNED) AND TN-3A/APR-1 (ROTOR 
ORIVEN) EXCEPT MODIFIED FOR USE WITH 
4/3/44 GG: 
SEPT. 44 


BANAL RUE 
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TN-3B/APR-t 
ADAPTER, USED WITH AM-12/APR-1 AND ROO 


EQUIPMENT AND CAN BE USED WITH PANORAMIC 
ADAPTER. 


TH-3C/AKPR-1 
TUNING UNIT: RESTRICTED 
BANO "B". PLUG IN TYPE; FREQUENCY RANGE: 
300 TO 1000 MC WHEN US<D IN CONNECTION 
WITH NAYY TYPES CPR-46AA0 OR CPR-46A8C 
RADAR RECESVERS OR AMPLIFIER STRIP 
AM-12/APR-f. CONTAINS ONE TYPE -955 VAC- 
DUM TUBE. PLUGS INTO CHASSIS HX-24/APR- 
8/2/443 GG: 

AUG. 44° RAICFH: 


AN/APR-1 


TH-3C/APR-1 
STMILAR TO TN-3/APR-! EXCEPT HAS CIRCUIT 
MODIFICATIONS TO ADAPT IT FOR USE WITH 
PANORAMIC ADAPTERS. 


TN-3D/APR-1 AW/APR~f 
TONING UNIT: RESTRICTED 
4 BAND "B". PLUG IN TYPE; FREQUENCY RANGE: 


300 TO t000 MC WHEN USED IN CONNECTION 
WITH NAVY TYPES CPR-46AA0 OR CPR-46A8C 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-42/APR-1. CONTAINS ONE TYPE -955 VAC- 
UUM TUBE. PLUGS INTO CHASSIS MX-24/APR-1. 
8/14/44 CEG: 

AUG. 44 RASCFH: 


: TN-SD/APR-T 

: SIMILAR TO TN-S/APR-1 EXCEPT HAS CIRCUIT 

: IMPROVEMENTS (BAND PASS FILTER) GIVING 
BETTER IMAGE REJECTION. 


TN-4/APR-t AN/APR/1 

TUNING UNITS RESTRICTED 
PLUG IN TYPE; FREQUENCY RANGES 

3000 To 3000 Hc used 


WITH NAVY TYPES CPR~46aA0 OR CPR-46ABC 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-12/APR-f. EMPLOYS A TYPE GL-446B TUBE 
AND IN-21 CRYSTAL. PLUGS INTO 

6/14/43 CGGs 

SEPT. 44 RASP3;CFHSDIOSC 


TN-4/APR-1 
CHASSIS AX-24/APR-1. 
’ 
TN-4A/APR-1 9 AM/APR- 
TUNING UNIT: RESTRICTED 


BAND “C%, PLUG IN TYPE; FREQUENCY RANGE? 
980 TO 3400 MC WHEN USED IN CONNECTION 
WETH NAVY TYPES CPR-46AA0 OR CPR-46ABC 
RADAR RECEIVERS OR AMPLIFIER STRIP 
AM-EZ2CAPR-b. CONTAINS ONE ACH OF TYPES 
“703A & -GE5 VACUUN TUBES. PLUGS INTO 
W8/137/43 CFW: ‘ 

NOV. 43° KASP3;CFHIDIOSC 
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TH-4A/APR-1 
CHASSIS MX-24/APR-1. IDENTICAL TO 
TN-4/APR-1 EXCEPT FOR A DIFFERENT AFGR. 
AMD MOW-EWNTERCHANGEABILITY OF COMPONENTS, 


SIMTLAR TO ARAY MODEL TU-59A EXCEPT HAS 
A TRANSFORMER INSTEAD OF OYNANOTOR TO 
SUPPLY POWER TO -703A TUBE. 


TN-6/ARC*5 AN/ARC-5 

ANTENNA LOADING COIL: RESTRICTED 
FOR TUNING OUTPUT CIRCUIT OF TRANSMIT- 
TER T-36/ARC-5 OR T-17/ARC-S INTO A 
FIXED AIRCRAFT ANTENNA IN THE FREQUENCY 
RANGE OF 1 TO $.5MC. MINIMUM ANTENNA 
CAPACITY 60 MICROMICROFARAD. 


Thl/4s—CBYS cBY=10083 
BEC. 43 . 
TH-8/APX-4 AN/APX~1,2 


TUNING UNIT: CONFIDENTIAL 
COMPRISES A SUPER REGENERATIVE RECEIVER 
& A TRANSMITTER TUBE ON A COMMON TANK, 
TUNABLE OVER THE FREQUENCY RANGE OF THE 
"G" BAND. USES 3 TUBES:-9006 RF DETECTOR, 
"6C4 RECEIVER, & -6C4 TRANSMITTER. IT 1S 
MOUNTED ON THE FRONT PANEL OF THE TRANS- 
8/14/43 CHZEA-2084 

SEPT 43 CCTSCWG:CHS:CZRs 


TH-8/APX-1 
PONDER WITH WHICH If {S USED @ IS SUP- 
PLIED WITH POWER BY A PLUG-IN" 
ARRANGEMENT WHEN MOUNTED, 


TN-35 /APX 
TUNING UNIT? CONFIDENTIAL 
TUNABLE OVER THE FREQUENCY RANGE OF 

"B™ BAND INCLUDES FOUR TUBES 
3-634 AND 1-9006 RF DETECTOR AND TWO 
SEPARATE TANK CIRCUITS MOUNTS ON THE 
FRONT PANEL OF ASSOCIATED RECEIVER TRANS- 
MITTER. POWER SUPPLIED BY PLUG IN 
3/8/44 CHZ3A2906 
MOV. 44 


AN/APX-1, 


TR-35 /APX 
ARRANGEMENT FROM ASSOCIATED RECEIVER- 
TRANSMITTER. SAME AS TUNING UNIT 
TM-B/APX-1 EXCEPT COVERS DIFFERENT 
FREQUENCY RANGE. FIRST PROCURED ON CON- 
TRACT WXsa 43402. 


TN-SO/CRR-2A 
TUNING UNITS 
CONSISTS OF AN RF AND DETECTOR TUNING 
UNIT COVERING THE FREQUENCY RANGE FROR 
80 TO 90 HC. CONTAINS ALL COMPONENTS 
PECULIAR TO OPERATION OF RADIO RECEIVER 
R-75/CRW-2A. CONSISTS OF A SCREW~MOUNTED 
CHASSIS CONTAINING TUBES TUNING CON- 
3416444 
APR. 454 


CONFIDENTIAL 


TN-SO/CRW-2A 
TROLS AND ALL COMPONENTS NECESSARY FOR 
DETECTION AND AMPLIFICATION OF RF SIG- 
NALS. THE ENTIRE ASSEMBLY IS ENCLOSED 
tM A METAL SHIELD 3" x 3" xX 4%, 


CONFIDENTIAL 
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TH-SS/AXR-3 — AM/AXR-S 

TONING UNITS CONFIDENTIAL 
CONTAINS R.F. AMPLIFIER, CONVERTER AND 
MF OSCILLATOR TUBE AND AN ITF PREAMPLIFIE 
WtTH LOW IMPEDANCE OUTPUT TO FEED A 
TRANSSEtSSION LINE TO THE 1.F. AMPLIFIER 
OF AM-S4/AXR-5.-RF CONVERTER AND OSCIL- 
LATOR TURING GAMGED TO ONE TUNING CON- 
6/29/44 CPR: 

sun. 44 


TH-55 /AXR-S 
TROL WHICH IS MARKED TO tNDICATE FREQ. 
SETTING OVER THE RANGE. FREQUENCY RANGE 
264 TO 372 MC. APPROX. SIZE 4” X 6" X 8", 
APPROX. WT. 5 LBS. USES (2) 644 (2) 6CJd 
amo €3 OR 2) 6 AC 7 TUBES. 


TM-SGA/SPR-2 AN/SPR-28 

TUNENG UNIT: RESTRICTED 
PLUG IN TYPE TUNING UNIT OPERATING FROM 
1000 TO 3000 MC. CONSISTS OF CAVITY TYPE 
OSCILLATOR, 44632 LIGHTHOUSE TUBE. MIXER 
ASSEMBLY CY-U3/APR-5. USED WITH AMPLI- 
FIER STRIP AM-55/SPR-2 AND ANTENNA 
ASSEMBLY CAGM-66151. MOUNTS iN CHASSTS 
2/18/48 
FES. 45 


TH-SEA/SPR-2 
NX-214/SPR-2 HAS SINGLE DIAL TUNING. WT. 
APPROX. 1S LBS. SIZE: APPROX: 6” X 10" x 
20". PART OF AN/SPR-2A. SIMILAR TO 
TN-56/SPR-2 EXCEPT FOR MINOR DESIGN 
CHANGES. 


TR=S7A/SPR-2 AN/SPR-2A 

RUNING UNIT: RESTRICTED 
PLUG IN TYPE TUNING UNIT OPERATING FRON 
3000 TO 6000 MC. CONSISTS OF CAVITY TYPE 
OSCHLLATOR, 44682 LIGHTHOUSE TUBE, MIXER 
ASSEMBLY CY-12/APR~6. USED WITH AMPLI~ 
FIER STRIP AM-55/SPR-2 AND ANTENNA 
ASSEMBLY AS-45A/APR-G. KOUNTS IN CHASSIS 
2/18/45 
FEB. 45 


TH-S7A/SPR-2 
WX-214/SPR-2. HAS SINGLE DIAL TUNING. 
WT. APPROX. 15 LBS. SIZE: APPROX. 6" X 
10" X 20". PART OF AN/SPR-2A. SIMILAR 
TO FN-S7/SPR-2 EXCEPT FOR MINOR DESIGN 
CHANGES, 


TW-58/SPR-2 
TUNING UNIT? RESTRICTED 
PLUG IN TYPE TUNING ONIT OPERATING FROM 
6000 MC TO 10000 MC. CONSISTS OF CAYITY 
TYPE OSCILLASON AND A MIXER ASSEMBLY. 
USED WITH AMPLIFIER STRIP AM-55/3rK~2 
AHO ANTEWNA ASSEMBLY AS-45A/APR-6. 
MOUNTS IN CHASSIS MX-214/SPR-2. HAS 
6/5/44 
mov. 44 


AN/SPR-2 


: TH-S3/SPR-2 
SINGLE DIAL TUNING. WT. APPROX. F5 LBS. 
SIZE APPROX. 6” xX 40" X 20". 


“uacner | OETERA | 


oa eOHEASN 


a 


Ta-79/UP 3S-182/UP 

TUNING UNIT: CONFIDENTIAL 
CONTAINS OSCILLATOR AND DIODE RECTIFIER 
AND ASSOCIATED CIRCUITS CONTAINED IN ONE 
UNIT WHICH MOUNTS IN TS-182/UP ANO EN- 
ABLES OPERATION ON MK 3 IFF FREQUENCIES. 
MAY BE REMOVED AND REPLACEO BY A SIMILAR 
UNIT TO COVER DIFFERENT FREQUENCY RANGE. 
tosto/s4 

ect. 44 


ti-79/UP 
APPROX SIZEs 97 X 4" X 44/2". PART oF 
¥S-$82/UP. 


TR-80/UP Ts-182/uP 

TUNING UNIT: CONFIOENTIAL 
CONTAINS OSCILLATOR AND DIODE RECTIFIER 
AND ASSOCIATED CIRCUITS CONTAINED IN ONE 
UNIT WHICH MOUNTS IN TS-182/UP AND. EN- 
ABLES OPERATION ON MK 4 IFF FREQUENCIES. 
WAY BE REMOVED AND REPLACED BY A SIMILAR 
UNIT 70 COVER DIFFERENT FREQUENCY 
10/10/44 
ect. 44 


. TH-s0 /uUP 
RANGE. APPROX SIZE: 9" X-4" X 4 1/2". 
USED WITH BUT NOT PART OF TS-182/UP. 


TE=81/AXR AN/AXR=4 

TUNING UNIT: CONFIDENTIAL 
AIRZORNE TELEVISION RF TUNING UNIT. WHICH 
INCLUDES RF AMPLIFIER, OSCILLATOR ANO 
FIRST DETECTOR. CONTINUOUSLY TUNEAGLE 
OVER FREQUENCY RANGE 260 TO 380 MC WITH 
LENEAR FREQUENCY TUNING CHARACTERISTIC. 
HAS A BANDWIDTH OF 6 WC. PHYSICALLY 
40/25/44 CEFN: 

oct. 44 


TN-8t /AXR 
ENTERCHANGEABLE WITH RF. SECTION OF THE 
ARK RECEIVER OR OF R-63/AXR-1 WITHOUT RF 
AMPLIFIER. USED WITH BUT NOT PART OF ARK 
RECEIVER AND R-68/AXR-1. OBTAINS POWER 
FROM THE ASSOCIATED RECEIVER. 


TN-68/UP ANJAPX=6 
TUNING UNIT: CONFIDENTIAL 
CONSISTS OF TWO TUNING MOTORS, A GEAR 
SYSTEM ANO TWO ROTARY SWITCHES DRIVING 
TUNING MECHANISMS OF FRONT PANEL ASSEMB- 
LY RF-29/APX-6. INPUT 26V DC. MAY SE 
MOUNTED ON RF-29/APX-6. 

wsj2z2z/aa : 

APR. 45 


TN-90/APX-1A AN/JAPX-1A, &24 

TUNING UNIT: CONFIDENTIAL 
COMPRISES A SUPER REGENERATIVE RECEIVER 
& A TRANSMITTER TUBE ON A COMMON TANK,’ 
TUNABLE OVER THE FREQUENCY RANGE OF THE 


"G™ BAND. USES 3 TUBES: 9006 RF OETECTOR, 


-6C4 RECEIVER, & -6C4 TRANSMITTER. IT IS 
MOUNTED ON THE FRONT PANEL OF THE TRANS-~- 
10/30/44 CHZ: 

NOV. 44 CCT2CWQsCuS:CZR: 


[oars | “RSHIARTHBET® 
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on SER RRISN 


TH-90/APX-1A 
PONDER WITH WHICH IT 1S USED & IS SUP- 
PLEED WITH POWER BY A PLUG-IN ARRANGE- 
MENT WHEN MOUNTED. SIMILAR TO EXCEPT FOR 
DESIGN CHANGES BUT NOT INTERCHANGEABLE 
WET TH-8/APX-1. 


TN-103 /APX AN/APX-2,2 CONFIDENTIAL 
TUNING UNIT: 
WHEN USEO WITH ASSOCIATEO EQUIPMENT 
ACCEPTS SYNCHRONIZED PULSED SIGNALS SIM- 
ULTANEOUSLY ON MK3 "G" BANO AND "S" BAND. 
REPLIES ON MK 3, “G" BAND ONLY. CONSISTS 
OF TWO RECEIVER CIRCUITS ANO ONE TRANS- 
MITTER OSCILLATOR AND MODULATOR. MECHAN- 
3/6/45 

RAR. 45 


TR-TO3/APX 
ICALLY INTERCHANGEABLE WITH TUNING UNIT 
TN-8/APX-1 BUT EXTENDS AN ADDITIONAL 
1 1/2" IN.FRONT OF PANEL. OBTAINS POWER 
AND TIME SHARING VOLTAGE FROM ASSOCIATED 
TRANSPONDER. 


TN-TO9/ARW-26A RESTRICTED 
TUNING UNIT: . 
ALUMINUM CASE; RF CONVERTER AND OSCILLA- 
TOR TUNING GANGEO TO ONE TUNING CONTROL 
WHICH IS MARKED TO INDICATE THE FRE- 
QUENCY RANGE 60 TO 74 MC, PLUG-IN TUNING 
UNIT. TUNAGLE OVER RANGE OF 60 TO 74 
MC. SIMILAR TO TUNING UNIT TU-55 
6/9/45 
May 454A BUAER 


TH-109/ARW-26 
EXCEPT COVERS GREATER FREQUENCY RANGE. 
PART OF RADIO RECEIVING SET 
AN/ARW-26A. PROCURED ON NOas-6486. 


COMPONENT INOTCATOR “TS* 
TEST AND MEASURING 
APPARATUS 


FIELD INTENSITY, FREQUENCY METER, ANA- 
LTZERs PORTABLE AMMETER, OHMMETER, ETC. 


RTS*I7ARR-1 #ANCARR-T 

TEST: OSCILLATOR: CONFIDENTIAL 
FREQ 246 MC MODULATED AT 710 KC. IN- 
CLUDES. TWO -955 VACUUM TUBES. OBTAINS 
POWER FROM INTERNAL BATTERIES. AN NOMEN- 


“CLATURE FOR NAVY TYPE -60013. 


é €-60013) 
V2722042 CCWXCCZRICCZED CwWsESO-990132 
MAY 43 . éssue t 
TS-S/AP : CONF IDENTEAL 


RANGE CALIBRATORS 

A PORTABLE DEVICE USED TO CALIBRATE, 
CHECK ANO ADJUST CLASS B AND PPI INDIC- 
ATORS. FOR USE IN PLANES AND DEPOT, TEST 
EQUIP. CONSISTS OF A START-STOP MULTI- 
VIBRATOR, ONE POWER CABLE 20 FT Lonc’ 
WITH CONNECTOR AN-~3106-22-10P AT ONE END 
2/10/43 CWeXx-61782A CWstS-825020 
DEC. 44A ES-825030 


4-147 


venation oS RS 


TS-S/ar 
AND HUBBELL BODY 7259 AT THE OTHER ERD, 
ANO ONE COAX. VIDEO PATCHING CABLE 6 FT. 
LONG WITH STANDARD 502 UH PLUGS AT EACH 
END WITH A 72Q JONES ADAPTER AT ONE END.” 
DIMENSIONS: 13" X 12" X 9 F/4", WT. 28 
uss. oe @ 


TS-77A0SQ KOAS-361 

WAGNETIC FIELD COMPENSATOR: CONFIOENTIAL 
“CONSISTS OF CONTROL BOX WITH CABLES TO 
CONNECT TO THREE ELECTRIOMAGNETS WHICH 
CAN BE ARRANGED MUTUALLY PERPENDICULAR. 
THE CONTROL BOX HAS A METER FOR MEASUR- 
UNG CURRENT IN COILS AND RESISTORS FOR 
CONTROLLING THIS CURRENT. USED FOR 
2717/43 «CGOs . 

(AR. 43 


TS-TASQ 


CANCELLING THE RESIDUAL FIELOS IN AIR- 
CRAFT THEREBY PROVIDING A MEANS OF DE- 
TERMINING THE STRENGTH OF PERMANENT 
MAGNETS USED IN AN/ASQ EQUIPMENTS. 
IMPUT 6 OR 12 OR 24 VOLTS DC 


Ts-8/U¥ . NOAS-361 

OSCILLOSCOPE CALIBRATOR: 

SENGLE UNIT. CONSISTS OF A TRANSFORMER, 
A VOLTMETER AND A VOLTAGE DIVIDER. INPUT 
11071760; ARRANGED SUCH THAT .3,-le- 10, 
20 ANO 100 VOLTS, PEAK TO PEAK MAY BE 
PUT ON SCOPE SCREEN FOR CALIBRATION 
PURPOSES. INPUT 1157/1760. : 
2717743 =CGOs 

MAR. 43 


CLU240375-14203 


TS-8A/U Noas-36! 

OSCILLOSCOPE CALIBRATOR: 

SUNGLE UNIT. CONSISTS OF A TRANSFORMER, 

A VOLTMETER, & A VOLTAGE DIVIDER. INPUT 

115/71/60: ARRANGED SUCH THAT .0t,: ot, 

1.0, 10. & 100 VOLTS PEAK TO PEAK MAY BE 
. PUT ON SCOPE SCREEN FOR CALIBRATION PUR- 

POSES. SAHE AS OSCILLOSCOPE CALIBRATOR 

10/26/43 CGO: 

Oct. 43 


TS-8a/U 
TS-8/U EXCEPT PROVIDES FOR AN ADDITIONAL 
MORE SENSITIVE (0,01 VOLT PEAK TO PEAK) 
SWEEP ON SCOPE. 


TS-9/ASQ GENERAL USE 

TUBE TESTER: HAS 6 OCTAL 
SOCKETS, SECTOR SWITCH, TRANSFORHER, AND 
RHEOSTATS. USED WITH A 2-FOOT CABLE WHICI 
HAS A PLUG AND A RECEPTACLE. FOR USE IN 
TESTING MUTUAL CONDUCTANCE ANO HEATER TO 
CATHODE LEAKAGE FOR -6K5G AND 12SL7-GT 
TUSES. INPUT 115/1/60 AND 500 VOLTS DC. 
2/18/43 CGO: 

JUN. 44 : 


TS-97AS@ 
(FROM EQUIPMENT TO BE TESTED). APPROX- 
(MATE SIZE 6 15716" X 9 135752" X 
17 7716". WT. 15.3 LBS. FIRST PROCURED 
ON CONTRACT NOas-361. 


SEANARATR, || are [ARRAS] SUSNTASTR 


CONFIDENTIAL 


NAVSHIPS 900,109 


4-148 


oeaekaniok 
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TS-9A/KSQ 
TUBE TESTER: 
HAS FOUR OCTAL SOCKETS, SELECTOR SWITCH, 
TRANSFORMER, INDICATING METER, AND RHEO- 
STATS, AND BUILT IN VACUUM TU8E VOLT- 
METER. FOR USE IN CHECKING CUTOFF AND 
HEATER TO CATHODE LEAKAGE FOR 6KS G, 
6Q7-G, AND 12SL7 GT INPUT $15/1/60 
4/26/44 CGQ: 

SEPT, 44 


GENERAL USE 


» 

TS-9A/ASQ 
APPROX SIZE 6 13/16"X9 13/32" xt7 7/16". 
SAME AS TS-9/ASQ EXCEPT FOR CIRCUIT ° 
CHANGES WHICH ADAPT THIS UNIT FOR USE 
WITH 6Q7-G IN ADDITION TO 6K5-G AND 
¥2SL7-GT WHICH ‘TS-9/ASQ WILL TEST. WT. 
15.3 LBS. FIRST PROCURED ON CONTRACT 
NOas-361. 


TS-1O/APM #AN/ARN-4 - 

TEST SET: A PORTABLE SO RESTRICTED 
OHM DELAY LINE TEST SET CONSISTING OF A 
CARRYING CASE CONTAINING 2 LENGTHS OF 
CABLE RG-30/U, ONE 87‘ AND ONE 396° IN 
LENGTH, AN RF INDUCTIVE ATTENUATOR, CRV 
TYPE TX-2234, AND AN OPERATING INSTRUCT- 
1ON BOOK. TO BE USED FOR QUICK CHECK OF 
2/20/43 CRY: 

Oct. 43 


ALTIMETER EQUIP- TS-107APR 
WENT. RC-24- & RADIO SET AAN/APN-1 & 
AH/ARN-1. HAY ALSO BE USED WITH ALTI- 
KETER EQUIPHENT AYB-1, AYD & AYD-1 WHEN 
PROVIDED wITH 50 TO 72 OHM ADAPTER 
CU-Z20/APN. IMPROVED DESIGN OF 1-184. 
FORMERLY DESIGNATED TEST SET 1-184-A. 


TS-11/aP NOAS -414 

PORTABLE MILLIAMMETER RESTRICTED 
OOUBLE SCALE: 0 TO 1 & 0 TO 25 MILLIAMPS 
USED FOR CHECKING CRYSTAL, RECTIFIER AND 
OUTPUT TUBE CURRENT OF RADAR EQUIPMENTS 
CASD, ALA & AN/APS~3). 


3/23/43 CPK: 
APR. 43 


TS-12/AP NOAS-414 
STANDING WAVE INDICATOR CONFIDENTIAL 
CONSISTS OF: SLOTTED SECTION, PRUSE AND 
FITTINGS, AMPLIFIER & METER. OPERATES 
ON 11S VOLTS 1 PHASE 60 TO 800 CYCLES, 
USED FOR BENCH TESTING OF RADAR "Xa" 
BAND EQUIPMENT. DELIVERED ON CONTRACT 
NOas-414 AS TWO SEPARATE UNITS MARKED 
3/23/43 CPK 
VULY 44. 


TS-12/AP 
TS-12/AP CUNIT 1) WHICH IS THE STANDING 
WAVE INDICATOR AND TS-12/AP CUNIT 2) 
WHICH CONTAINS THE PROBE AND ACCESSORIES. 


TS-13/AP NOAS-414 
RADIO FREQUENCY TEST SET: RESTRICTED 
CONSISTS OF: SIGNAt, GENERATOR, "Xa" BAND 
WAVEMETER, WATTHETER, PiUMING & FIT- 
TINGS. OPERATES ON 115 VOLTS # PHASE 60 
TO 800 CYCLES. USED FOR BENCH & FIELD 

TESTING OF RADAR EQUIPMENT, ASD, AIA & 
AN/APS-3. : A : 
3723/43 CPK: TYPE B 
WOY. 43 


NAVSHIPS 900,109 


TS-14/AP NOAS-340 

FIELD TEST SET RESTRICTED 
CONSISTS OF: SIGNAL GENERATOR "Sa”™ BAND, 
FREQUENCY COMPARATOR, WATTMETER & CABLES, 
GPERATES ON 115 VOLTS 1 PHASE 50 TO 300 
CYCLES. USED FOR FIELD TESTING OF "Sa" 
BAND RADAR. ASG, ASG-1, AN/APS-2, ASC, 
SCR-5170), ETC. 

3/23/43 

JULY 43 


Ts-t4a/AP , 
Feetp TEST SET RESTRICTED 
CONSISTS OF: SIGNAL GENERATOR "S" 6AND, 
FREQUENCY COMPARATOR, WATTMETER & CAGLES. 
OPERATES ON 115 VOLTS 1 PHASE $0 TO 800 
CYOLES. USED FOR FIELD TESTING OF "S" 
BAND RADAR ANO RADAR BEACONS, SUCH AS 
ASG, ASG-1. ANCAPS-2, ASC, AND AK/CPN-17 
2/22/45 
MAR. 45 


SCR-ST7(), ETC. TS-14A/AP 
SAMtLAR TO TS-14/AP EXCEPT FOR CHANGE IN 
ABILITY TO VARY PULSE WIDTH FROM 1 TO 7 
WICROSECS. INSTEAD OF 1 TO 2.8 AND ALSO 
{NQLUDES SHOCXHOUNTS. 


TS-15/AP NXSA-21899 

FLUXMETER RESTRICTED 

RANGE:3200 TO 4800 GAUSS. CONSISTS OF 

TWO HILLIAMMETERS IN SERIES, A RHEOSTAT 

AND SHUNTS; IS SELF CALIBRATING. POWERED 

FROM SELF cONTAINED BATTERSES. USED FOR 

MEASURING MAGNETS IN ASC, ASO, ASG, 
AN/APS-2 & SCR-5I7. 

3/23/43 CMYsHFM-t 

OCT. 44 


TS-1SAZAP, 

FLUXMETER: RESTRICTED 
PORTABLE FIELD TYPE DIRECT READING IN- 
STRUMENT FOR MEASURING THE FLUX DENSITY 


“ BETWEEN THE POLE FACES OF MAGNETS HAVING 


A -GAP OF 0.6" AND A POLE FACE DIAMETER 
OF 3/4", ALSO THOSE HAVING A GAP OF 1.3* 
TO 1.5% AND A POLE FACE DIAMETER OF 
14/17/43 CMY SNF M-2 

SEPT. 44 


TS-TSASAP 
1 5/8", RANGE 1000 TO 10,000 GAuUss. 
ABOUT 6" X 6" X TO". MODIFICATION OF 
PROBE AND METER SCALE OF TS-15/AP. 
POWERED FROM SELF CONTAINED BATTERIES. 


TS-177ASQ 

CALIBRATED MAGNET SET? RESTRICTED 
CONSISTS OF THREE IDENTICAL BAR MAGRETS 
144" DIAMETER X 4" LONG AND A CARRYING 
CONTAINER 1-174" THICK X 4" HIDE X 5® 
LONG. USED FOR CALIBRATING AN/ASQ 
SERIES EQUIPMENT. 


2725743 «GCG: 
APR. 43 


TS-18/AP NXSA-+18915 
RF VOLTAGE DIVIDER: RESTRICTED 
CONSISTS OF TWO SERIES CAPACITORS WITH A 
SPST SWITCH TO PARALLEL ONE OF THESE 
CAPACITORS WITH A THIRD CAPACITOR iN 
ORDER TO PROVIDE EITHER .OF TwO PULSE 
VOLTAGE RATIOS; 100 TO 3 OR 15 TO Je 
INCLUDES ONE INPUT TERMINAL, TWO 
2725/43 CWls CDE320502 REV 
OCT. 43 


CONFIDENTIAL — 
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BTS-247ARR°2  FANZARR-2 

TEST OSCILLATOR: CONFIDENTIAL 
CARRIER FREQ, 246 NC; INCLUDES 6 MODULA- 
TION FREQ. CHANNELS GACH TUNAZLE OVER 
THE RANGE 540 TO 830 KC WITH ASSOCIATED 
CHANNEL SELECTOR SWITCH. OBTAINS POWER 
FROM INTERNAL BATTERIES (TWO NAVY TYPE 
-19020 AND TWO TYPE-19021), FOR USE WITH 
4023443 CWE0- 152547 CW: 

SULY 44 CWIESR~990295 


BTS -Z247ARR-Z 


BUT NOT A PART OF *AN/ARR-2, 
"2X.°2A,°2AX MAY ALSO BE USED WITH 
WAN/ARR-1. REPLACED BY #TS-24A/ARR-2 
FEST OSCILLATOR. 


RTS-24A/ARR-2 FAN/ARR-2 

TEST OSCILLATOR: RESTRICTED 
CARRIER FREQ. 246 MCs INCLUDES 6 MODULA- 
TION FREQ. CHANNELS €ACH TUNABLE OVER ry 
THE RANGE 540 TO 830 KC WITH ASSOCIATED 
CHANNEL SELECTOR SWITCH, OBTAINS POWER 
FROM BATTERIES (TWO NAVY TYPE -19020 & 
TWO -19021) OR EXTERNAL SOURCE. FOR USE 


3/4/44 = Ces0-152444 CW: 
BAR. 45 CWZESR-990740 
with ’ #TS-24A/ARR-2 


BUT NOT A PART OF ®AN/ARR-2, -2X%,-2A, 
~2AX MAY ALSO BE USED WITH #AN/ARR-1, 
SAKE AS *TS-24/ARR-2 EXCEPT HAS AUDIO 
TONE MODULATION AND HAS EXTERNAL POWER 
INPUT PROVISIONS: 6Y I/2A, FOR FILAMENT 
AND 90¥ @ 10 MA. FOR PLATE FURNISHED WITt 
RECEPTACLE AN-3102-18-t1IP, WALE PLUG 
AN-3105-18-11S & CABLE CLAMP AN-3057-10. 
REPLACES #&TS-24/ARR-2. 


TS -28/UPN RE 9054 A 
SYNCHROSCOPE: CONF ZDENTIAL 
INCLUDES A'S INCH CATHODE RAY TUBE, RE- 
CURRENCE RATES ARE 330,500, AND £000 PER 
SECOND. HAS INTERNAL CALIBRATION MARKERS 
& A SHC VIDEO AMPLIFIER. POKER REQUIRED 
255 WATTS AT FI5V (410%) SINGLE PHASE 
$0 TO 70 CY. DINENSIONS APPROX: 18" X 
6/11/43 CCGG: 

PaR. 45 


AN/CPN-3 


Ts-coupn 
21" X 22". WEIGHT APPROXIMATELY 140 
POUNDS. ALSO USED IN TESTING MODEt Yu 
AND OTHER RADAR BEACONS. 


TS-28A/UPK RE 9054 A 
SYNCHROSCOPE: CONFIDENTIAL 
INCLUDES A 5 INCH CATHODE RAY TUBE, RE- 
CURRENCE RATES ARE 330,500, AND 1000 PER 
SECOND. HAS INTERNAL CALIBRATION HARKERS 
& A SHC VIDEO AHPLIFIER, POWER REQUIRED 
285 WATTS AT 115V (+102) SINGLE PHASE 
50 TO 70 CY. DIMENSIONS APPROX: 19" X 
2/16/45 CuG: 

RAR. 45 


AN/CPN-3 


Ts-28A/uPH 
ze" X 22", WEIGHT APPROXIMATELY 140 
POUNOS. ALSO USED IN TESTING MODEL YJ 
AND OTHER RADAR BEACONS. SIMILAR TO AND 
INTERCHANGEABLE WITH TS-28/UPN EXCEPT 
INCLUDES DIFFERENT SHOCKMOUNT ASSEMBLY, 
LMPROVEO CASE AND MINOR CIRCUIT CHANGES. 


LOHR SENATORS 
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TS-33/aP AIRCRAFT 

FREQUENCY METER CONFIDENTIAL 
*X" BAND, USED FOR RADAR TUNING. 
CONSISTS OF A SINGLE SELF CONTAINED UNIT 
COMPRISING A VARIABLE TUNED COAXIAL 
CAVITY, OC METER. NON CALIBRATED ATTEN- 
UATOR, PICK UP CABLE & PROBE AND A CRYS- 
TAL RECTIFIER. FOR USE IN CHECKING THE 
8/25/43 CWsX617t7 cws€S-807770 
ape. 44 


TS-33/aP 
FREQUENCY OF RADAR EQUIPMENTS WITHIN 
THE RANGES OF MODEL SERIES: ATA, ASD, 
ASF, AN/APS=3, AN/APS~4, AN/APS=5y. AND 
AM/APS-6. WT. 8 LBS. OVERALL DIMENSIONS 
7 3/16" x 9" xX 5 7/8". FIRST SUPPLIED 
UNDER NAVY CONTRACT NOag-429 & SIGNAL 
CORPS ORDER 11925-¥F-43, 


¥s-34/AaP ATRCRAFT 

OSCILLOSCOPE RESTRICTED 
PORTABLE HIGH-SPEED OSCILLOSCOPE SET. 
USED FOR RADAR TESTING. CONSISTS OF A 
PORTABLE OSCILLOSCOPE COMPLETE IN ONE 
UNIT INCLUDING POWER SUPPLY, CARRYING 
CASE AND CONNECTING CORD PLUS PROBE 
ASSEMBLY CONSISTING OF A 43" 90 OHM 
B/25/43 Cwsx617138 CwrB-410450 
Oct. 44 


COAXIAL CABLE & SMALL BOX ts-54/AP 
CONTAINING THE ATTENUATOR, OVERALL Di-~ 
MENSIONS 9 3/4" X 29" X 12 3/4", FIRST 
SUPPLIED UNDER NAVY CONTRACT NOaS-1277. 
tUPUT: 315/19/50 TO 1200 CYCLES. 


TS-34A/AP GEN USE 

OSCILLOSCOPE: RESTRICTED 
PORTABLE HI-SPEEO OSCILLOSCOPE SET- CON- 
SISTS OF A PORTABLE OSCILLOSCOPE COMPLETE 
IN ONE UNIT INCLUDING POWER SUPPLY, CON- 
NECTING CORD AND PROSE ASSEMBLY CONSIST- 
ING OF A 43" 90 OHM COAXIAL CASLE & SHALt 
BOX CONTAINING ATTENUATOR & CASE 

6/23/44 Cl: CWSX6I793C 

AUG. 44A 


CY-213/AP. SIZE. APPROX: TS-34a/aP 

23" x 00" xX 12", SIMILAR TO ARD 
WILL REPLACE TS-34/AP. DIFFERS FROM 
T9-34/AP IN FOLLOWING RESPECTS - EQUIPPED 


“WITH ORIP PROOF COVERS AND IS MORE RE- 


SISTANT TO VIBRATION AND SHOCK. HAS IH- 
PROVED DESIGN OF CONDENSERS AND TRANS- 
FORMER SNCORPORATED IN CIRCUITS. ALSO 
LIGHTER IN WEIGHT THAN TS-34/AP. FIRST 
PROCURED ON CONTRACT NXsr 51505. 


TS-35/aP GEN. USE CONFIDENTIAL 
SIGNAL GENERATOR: CONSISTS 
OF A TESTING UNIT, SIGNAL GENERATOR 
CwsX-6172!, AND CERTAIN ACCESSORIES. 
WHICH WITH A SCOPE AFFORDS A MEANS FOR 
CARRYING OUT A VARIETY OF QUANTITATIVE 
MEASUREMENTS OF PERFORMANCE OF "¥ BAND” 
RADAR. XMITTER & RECEIVERS. MEASURES 
616744 
JUN. 44 


FREQ. POWER, RECEIVER TS-357AP 
SENSITIVITY, S/M RATIO AND T-R RECOVERY 
TIME. AND WITH FM ADAPTION, CAN BE USED 
TO DETERMINE FREQ. PULLING. AFC OPERATIO! 
(WITHOUT AN ®A™ SCOPE) AND BAND-WIDTH. 
ENCLOSED IN A METAL BOX 18" x 12" X 6", 
WT. 30# LESS ACCESSORIES. INCLUDES 
CX-128/AP, CG-6O/AP. CG-61/AP, MX-135/AP 
CY-94/AP AND AT-397AP. 


SAMOS 
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AAMAS, 


TS-36ALKP GEN. USE 

SIGNAL GENERATOR: CONFIDENTSAL 
CONSESTS OF SIGNAL GENERATOR TS-35/AP 
MOOLFEED TO ENCLUDE A WIDE BAND ATTENU- 
ATOR WITH INCREASED DIAL SPEED, BROAD 
BAND 34 db PAD, A MEANS OF PROVIDING AN 
FM SIGNAL IN ADDITION TO THE PULSED 
SIGNAL PROVIDED tN THE TS-35/AP 

8/1/44 © CHsX-617218 Cw2B-434466 
May 45 : 


TS-35A7AP 
& A COMPENSATED THERMOSTAT BRIDGE CIR- 
CULT. USED TO MEASURE FREQUENCY, POWER, 
FREQUENCY PULLING AND A WIDE VARIETY OF 
QUANTITATIVE MEASUREMENTS ON PERFORMANCE 
OF VARIOUS RADARS USING X BAND FREQUEN- 
CIES. DIMENSIONS: 15 578" X II 174" X 
10 578" WEIGHT: 32 LBS. 


TS -45/APH-3 AN/APH-3 
RADAR TEST UNIT? CONFIDENTIAL 
X BAND RADAR TEST UNIT (PORTABLE): BOX 
OVERALL 14-S/8"X9"X7-3/8"; WI 20 LBS; 
CONTAINS X BAND WAVE GUIDE ATTENUATOR, 
VARIABLE 0-300B, 723-A'X BAND OSCILLATOR 
TUBE. WAVEMETER CALIBRATED 9230 TO 9460 
MC, PLUS OR MINUS 2 MC. POWER INPUT: 
7/10/43 CWZD-15169C CW2BO-12089 
SEPT 43 CUPS ISSUE 2 


FS -45 /APR-3 
60 WATTS AY 315/1/60-800. 


TS-4SA/APM-3 AN/APN-3 
RADAR TEST UNIT: CONFIDENTIAL 
RADAR TEST UNIT CPORTABLE); CONTAINS 
RG-524U WAVE GUIDE, WAVE GUIDE ATTEN 
WVATOR, VARSABLE O-3C DE. METER. 723 OS- 
CULLATOR Tuse, WAVE METER CALIBRATED 9300 
Je 9450 MC £2 MC. POWER INPUT 50 
WATTS 1iS/T/60~ TO 800~. SAME AS 

B/T4743 CWHED-E58776 

JEM. 45 CUPS 


TS-4S5/7APR-3 BUT HAS TS -45A/APM-3 
BEEN REDESIGNED TO INCORPORATE A MORE 
RUGGED CONSTRUCTION. CA DIFFERENT WAVE 
METER, &EMPROVED COUPLING AND DECOUPLING 
ARRANGEMENT) DIMENSIONS: If 174" X 

10 3474" X & 3/2". WI. 22 LBS. 


TS-46/aP AURCRAFT 
FREQUENCY METER CONFIDENTIAL 
FOR MEASURING "S" BAND FREQUENCIES. IN- 
CLUDES A COAXIAL CAVITY, WHICH IS AD- 
JUSTABLE BY MEANS OF A MICROMETER SCREW 
EXTENDING OUTSIDE THE METER CASE, A 
CRYSTAL DETECTOR AND A DC MICROAMMETER. 


7/10/43 Cwstsoss2 CWSESR-696529 

AUG 43 issue 1 
%s-48/aP AIRCRAFT 

PHANTOM TARGET CONFIDENTIAL 


CONSISTS OF A SEALED TYPE RESONANT CHAN- 
BER WHICH SS MANUALLY ADJUSTA3LE OVER 
THE "Sa" BAND. INCLUDES A SCALE TO INDI- 
CATE THE APPROXIMATE FREQUENCY SETTING 
AND TWO JACKS WHICH FIT NAVY TYPE -49268 
RF PLUGS ¢ ONE FOR CABLE TO ANTENNA 
7/23/43 coYs MIT OWG. 
AUG. 43 T-315-B 


4-149 


Pra ron FIRST ASSIGNED FOR |] OTARL DRAWING, 


Ts-48/aP 
ASSEMBLY AS-23/AP & OTHER FOR CABLE TO 
RESONANCE INOICATOR?. THE UNIT IS TO BE 
USED FOR ALIGNING AND/OR. MONITORING 
RADAR EQUIPMENT WITHIN. ITS FREQUENCY 
RANGE. OVERALL DIMENSIONS: 9-1/2" LONG 
& 6" DIAMETER. FIRST PURCHASED UNDER 
NAVY CONTRACT NXsa-25890. 


YS-St/APG-4 AN/APG-4 RE-935T-A 
TEST SET: CONFIDENTIAL 
CONSISTS OF A DELAY LINE WHICH PROVIDES 
AN EFFECTIVE DELAY EQUIVALENT TO 350 +20 
AND 750 450 FT. AND A PHASE MODULATOR , 
FOR PRODUCING A DOPPLER EFFECT EQUIVALEN) 
TO A SPEED OF 90 TO 250 KNOTS. USED FOR 
TESTING THE PERFORMANCE & OPERATION OF 
7/27/83 CRY: CRYZ215202 
WULY 44 


TS-51/APG-4 
RADAR EQUIPMENT AN/APG-4. INPUT 43 OR 
26V OC. INCLUDES FOUR 8° CABLES WT. 
APPROX. 45 LBS. FIRST PURCKASED UNDER 
WAVY CONTRACT HX9a-35041. 


TS-56/AP ASB SERIES 

TEST SET: CONFIDENTEAL 
SET PROVIDES MEANS OF DETERMINING THE 
STANDING WAVE RATIOS ON ANTENNA TRANS- 
WISSTON LINES. CONSISTS OF A SLOTTED 
LINE, 18-1/2" LONG WITH ENDS TERMINATING 
IN FITTINGS WHICH FIT "CPH” CONNECTOR 
93-Ms AN INDICATOR, CONTAINED IN A 
7/30/43 CKKs 
SEPT 43 


TS-86/AP 
SQUARE METAL BOX WHICH INCLUDES A 0-100 
MICRO AMP DC METER, TUNED CIRCUIT, A 
VACUUM TUBE DETECTOR; t-1/2 V BATTERY, 
FLASHLIGHT TYPE, BATTERY SWITCH & PROBES 
A 4 FT CABLE CASSF-50-1 TERMINATED AT 
EACH END WITH “CCPH” CONNECTOR 93-M CWITH 
INSERTS); & A WATERTIGHT CARRYING CASE 
SUITABLE FOR CONTAINING THE SLOTTED LINE, 
UMDICATOR, CABLE,SPARE TUBE & BATTERIES. 


TS-S6A/AP ASB SERIES 

TEST SET CONFIDENTIAL 
SET PROVIDES MEANS OF DETERMINING THE 
STANDING WAVE RATIOS ON ANTENNA TRANS> 
MISSION LINES. CONSISTS OF A SLOTTED 
LINE €9 872" LONG, WITH ENDS TERMINATING 
IN FITTINGS WHICH FET "CPH" CONNECTOR 
93-M, AN INDICATOR CONTAINED IN A SQUARE 
12/18/43 CUO; 

Dec. 43 


TS-S6A/AP 

METAL BOX WHICA INCLUDES A 0-100 MICRO 
AMPERE DC METER, TUNED CIRCUIT, A VACUUM 
TUBE DETECTOR; 3 1/2 VOLT BATTERY. FLASH- 
LIGHT TYPE, BATTERY SWITCH & PROBE; A 4 
FT. CABLE CASSF-50 I TERMINATED AT EACH 
ENO WITH "CPH" CONNECTOR 93-M CWITH IN- 
SERTS) & A WATERTIGHT CARRYING CASE 
SUITABLE FOR CONTAINING YHE SLOTTED LINE 
INDICATOR, CABLE, SPARE TUBE & BATTERIES. 


TS-58/GRH-1 AN/GRM-1 

TEST UNIT: RESTRICTED. 
COMPRISES 1 METER MOUNTED ON A PANEL 
FOR MEASURING INPUT, SCREEN & PLATE 
VOLTAGES, & OSCILLATOR & AMPLIFIER PLATE 
CURRENTS OF TRANSMITTERS OF RADIO EQUIP- 
MENT AN/ARC-5 WHILE UNDER TEST WiTH 
SCALE GRADUATED 0-100 AND 5 POSITION 
8/6/43 CW: 

oct. 43 


[pave | __“aNUPARTUARE | ANHTACTINERA 
CONFIDENTIAL 


maupractyarn’s | SAANTACTNAEEA | 
NAVSHIPS 900,109 
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Ts-58/GRMN-1 
“SWITCH TO PROVIDE FULL SCALE READING OF 
O-50¥, O-S00V~, O-1000V. 0-SOMA AND 
O-2S0MA. S#MILAR TO SIGNAL CORPS TYPE 
1-85-B EXCEPT FOR CONSTANTS OF MEASURING 
CiRcusts. 


#TS-59/APN-1 
TEST SETS RESTRICTED 
PROVIDES DELAY EQUIVALENT 1800 (OR 
SLEGHTLY OVER) FEET OF ALTITUDE BY MEANS 
OF CASCADES FILTER SECTIONS. EACH UNIS 
1S TO BE MARKED WITHIN 2% OF EXACT READ- 
UNG. PASSES SIGNAL 9.6 MC WIDE WITHIN 
PL" BAND. BRITISH REFERENCE NUHBER: ~ 
8/7743 CRY: 

SEPT. 44 


RAR/APR-1 


#TS-S9/APNA1 
170S/107. THE ATTENUATION 1S LESS THAN 
7508. WEIGHS 63 LBS. OPERATES !N TEMPER- 
ATURE RANGE -10° TO #52° C. USED WITH 
BUI NOT PART OF AN/APN-I. 


RTS -SO/APN-1CXH-1)RAN/APN-1 

JEST SETS RESTRICTED 
PROVIDES. DELAY EQUIVALENT TO AT LEAST 
1800 € OR SLIGHTLY OVER) FEET OF ALTI- 
TUDE BY MEANS OF CASCADED FILTER 
SECTIONS. EACH UNIT IS TO BE MARKED 
WITHEN 2% OF EXACT READING. PASSES 
SIGNAL 8 MC WIDE OR SLIGHTLY OVER 
877743 CRVs 

AUG. 44 


RTS -59/APN-UCXN-1) 


TEMPERATURE RANGE OF 5 TO 45°C. WEIGHS 
$5 LBS. USED wiTH BUT NOT PART OF 
AN/APH-3. % 


RTS-SOA/APN-1 ZAN/APN-1 

JEST SET: RESTRICTED 
PROVIDES DELAT OF FROM 1900 10 2000 FEET 
OF ALTITUDE BY MEANS OF CASCADED FILTER 
SECTIONS. EACH UNIT JS TO BE MARKED 
WETHEM 2% OF EXACT READING, PASSES 
SIGNAL 12 MC. WIDE WITHIN “L™ BAND. 
BRITISH REFERENCE NUMBER: 110S/157. 
2/27/45 gi 
OCT..44 


: WTS-S9A/APN-1 
ATTENUATION SS 08. WEIGHS 35 LBS. OP-. 
ERATES IN TEMPERATURE RANGE OF -10° TO 

+52° C. USED WITH BUT NOT PART OF 
AN/APH-i. 


Ts-60/0 
TEST METER: . 
CONSISTS OF A 2 1/2 DIAMETER O TO 1 WA 


AW/APT-1.253 = 


OC METER ENCLOSED IN A CONTATHER TO WHICH 


IS ATTACHED AS FT. CABLE WITH A SPECIAL 
PLUG. INTERNAL RESISTANCE 1S 93 OHMS. 
USED FOR TUNING OF EQUIPHENTS. 

AN/APT-1, 2. 3 AND FOR GENERAL TESTING. 
8419/43 CGM: ; 
vuM. 44 


NAVSHIPS 900,109 
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Ts-60/U 
SIGNAL CORPS DESIGNATION, 1-139-A. 


TS-66/AP AW/APS-15 CONFIDENTIAL 
PHANTOM TARGETS 
CONSISTS OF THE FOLLOWING: RESONANCE 


CHAMBER WHICH TAKES RF ENERGY FROM THE 
CONNECTING WAVE GUIDE AND RETURNS RF 
ENERGY TO RECEIVER THUS FURNISHING IMAGE 
ON SCREEN, MOTOR FOR WOBBLING THE FREQ, 
A STEP RELAY FOR ADJUSTING THE CENTER 
971743 GPRS 

MAR. 45 


Ts-667aP 
FREQUENCY, AND CABLE WITH 2 "N™ TYPE 
CONNECTORS FOR CONNECTING RESONANCE 
CHAMBER TO WAVE GUIDE. OPERATES ON 26 
(£325) V OC. 


CANCELLED (CWEVER USED) 
346445 


TS-72/ARN-9 AN/ARN-9 

TEST OSCILLATOR: RESTRICTED 
CONSISTS OF A DUAL FREQUENCY ELECTRO- 
MECHANICAL OSCILLATOR WHICH SUPPLIES 
SIGNALS TO CHECK THE OPERATION OF HODEL 
ZA SERIES OF EQUIPMENT OR RADIO SET 
ANZARN?9. AN RF WAVE TRAIN HAVING A'RE- 
CURRENCE RATE OF 60 CPS IS GENERATED FOR 
9714/43 CDESAAG 

WOv. 43 


RECEIVER-CONVERTER TS-72/ARN-9 
R-43/ARN-9 COR TYPE CDE-46120 GLIDE PATH 
RECEIVER) AND AN APPROX SQUARE WAVE SIG- 
WAL OF 90 CPS-4S AVAILABLE TO PROVIDE A 
DEFLECTION ON APPROACH INDICATOR 
1D-247ARN-9 CEX CAY-22316). OPERATES 
FROM EITHER 13 OR 26 V DC. FITS MOUNTING 
PLATE MT-129/ARN-9. "AN" DESIGNATION FOR 
WAVY TYPE COE-60050. 


TS-75/0 AN/APA-3 

TEST METERS: 

USED FOR TUNING A RECEIVER FOR MAXIMUM 
RESPONSE. CONSISTS OF JF. OUTPUT CRYSTAL 
RECTIFIER &N21. AND 0-200 MICROAMPERE OC 
‘SNDICATING INSTRUMENT INCLOSED IN A CASE 
W4TH AN ATTACHED CABLE WITH RF CONNECTOR. 
PART OF AUXILIARY TEST KiT TS-76/APH-3. 
10/2/43 CUPS 

SEPT 43 


TS-75A/U 
TEST METER: CONFIDENTIAL 
CONSISTS OF AN IF OUTPUT CRYSTAL RECTI- 
FEER INZ2t, A 0-200 MICROAMPERE OC METER, 


AN/APM-3A 


~ AND 6 FT. RG-55/U CABLE ATTACHED TO THE 


METER AND TERMS4ATED AT THE OTHER END 
WSTH AN RG-85/U RF PLUG. TO ENABLE THE 
METER TO BE CONNECTED TO THE PRE IF 
2/9/44 Cw20451744 CW:BL28240 
SEPT. 44 


TS-75a/U 
STAGES OF AN/APS-4 OR SIMILAR RADAR 
EQUIPMENT, A THREE WAY SWITCH IS PROVID- 
ED FOR SELECTION OF METER CONNECTION TO 
EXTERNAL BINDING POSTS, OR TO EXTERNAL 
BINDING POSTS THROUGH A SERIES CONNECTED 
100,000 OHM RESISTOR, OR TO THE OUTPUT 
OF THE CRYSTAL RECTIFIER. SIMILAR TO ANDO 
INTERCHANGEABLE WITH TS-75/U. 


CONFIDENTIAL 


ae a 


SAG, [rinse assionen rox | NADL RRAM 


TS+76/APN-3 AN/APK-3 

AUXILIARY TEST KIT? CONFIDENTIAL 
USED FOR TUNING A RECEIVER FOR MAXIMUM 
RESPONSE. CONTAINS. TUBE ASSEMBLIES, HORN 
ASSEMBLY ANDO TEST METER TS-75/U WEIGHT 
6#. OLMENSIONS 10" X 7" X 6", 


t0/2/43 CUP: 
SEPT 43 


TS~76A/APM-3 AN/APN-3 

AUXILIARY TEST KIT: CONFIDENTIAL 
CONSISTS OF TS-75A/U TEST METER COMPLETE 
WITH ADAPTERS UG-128/U, UG-129/U, 
UG-150/U, RF COUPLERS UG-120/U, UG-121/U, 
UG-122/U, PICK-UP ANTENNA AT-65/UP, CORD 
CG-150/U. USED TO TUNE AN "X" BAND RE- 
CEIVER FOR MAXIMUM RESPONSE WHEN USED 
2/17/44 
AUG. 44 


TS-76A/APH~-S 
WETH TS-45A/APM-3. DIMENSIONS: 10 1/4" X 
7 1/6" X 7 135/16" WEIGHT: 7 3/2 LBS. 
SIMILAR TO TS-76/APM-3, 


TS-78/U AN/ARC*+4 CONFIDENTIAL 
PHANTOM TRANSMITTER ANTENNAS 

CONSéSTS OF 3 GeE~w MAZDA LAAPS $313.28V. 
217A, BAYONET BASE JIN PARALLEL AND 
PLUG TO FIT NAVY TYPE RECEPTACLE 49194 
(CWs0-162865). PROVIDES A LOAD FOR THE 
TRANSMITTER DURING BENCH TUNING. 
SDENTICAL TO SIGNAL CORPS TYPE A-85-A 
30/2/43 CWw20-150729 CWSES0749431 
WAY 44 


¥8-78/0 
PHANTOM ANTENNA. APPROX. SIZE 2" OLA. X 
3” LONG. 


Ts-79/U AN/ARC-4 
PHANTOM RECEIVER ANTENNAS 
CONSISTS OF A RESISTOR 
CURC TYPE F-1/2 SO OHM +52) OR ALLEN 
BRAOLEY TYPE EB 51 OHMS +5% AND PLUG TO 
FIT NAVY TYPE RECEPTACLE 49194 
(CWsD-162865). MATCHES IMPEDANCE OF OUT- 
PUT OF SIGNAL GENERATOR TO THAT OF THE 
10/2/43 Cw:0-150892 CWsES0-749431 
May 44 


RESTRICTED 


7S-79/0 
RECEIVER OURING BENCH TUNING. IDENTICAL 
TO SIGNAL CORPS TYPE A-69-A PHANTOM 
ANTENNA. APPROX. SIZE 3/4" DIA. X 3" 
LONG. 


Ts+80/4 
TEST METER: 
0-1 OC MILLIAMETER COMPLETE WITH CASE, 
2-CONDUCTOR CABLE AND PLUG 

CARMY PL-55 OR NAF 1156-1). USED FOR 
PRETUNING THE TRANSMITTER AND RECEAVER 
OF AN/ARC-4, APPROX. SIZE 2"X3"X5" 


AN/ARC-4 


10/2/43 
OCT 43 


CWSD-151324 


SETAE RUE 


TS-83/ASQ-3 = AN/ASQ-3A 

TEST BENCH: RESTRICTED 
CONSISTS OF A THREE LEGGED TABLE APPROX 
2 FT HIGH, A MECHANISM FOR PERMITTING 
HORIZONTAL AND VERTICAL MOTION TO SiM- 


“ ULATE THE ROLLING AND PITCHING OF AIR- 


CRAFT, AND A YOKE FOR MOUNTING MAGNETIC 
LOOP ASSEMBLY DI -2/ASQ-3- OR DT-4/ASQ=3A. 
10/9/43 -CW:0-167869 
Oct. 43 : 


YOKE TO BE LOCKED iN TS-83/ASQ-3 
PLACE WHEN USED WITH TEST MECHANISM 
TS-84/ASQ-3. FOR OBSERVING THE MAGNETIC 
LOOP ASSEMBLY. THE UNIT DOES NOT REQUIRE 
ANY POWER SUPPLY. FIRST PURCHASED UNDER 
CONTRACT NOas-833. 


TS*84/ASQ-3 AN/ASQ-3.3A 

TEST MECHANISM: CONFIDENTIAL. 
PROVIDES MEANS FOR ROTATING FLUXGATE 
MOUNTING CWHILE #N ASSOCIATED MAGNETIC 
LOOP assy) 1%° AROUND ITS TRANSVERSE 
& LONGITUDINAL AXES INDEPENDENTLY, & BE 
RETURNIED TO ORIGINAL POSITION, TO GIVE 
REQUIRED ROTATION TO FLUXGATE IN BAL- 
10/9/43 CW:0-166376 

OCT. 43 


ANCING DETECTOR HEAL. TS-84/ASQ-3 
REPLACES DRIVING UNIT COVER & CONTAINS 2 
PROJECTING FORKS WITH POSITIONING SPRINGS 
2 CAPSTAN BARS ARE FASTENED TO AXIAL & 
TRANSVERSE CAPSTAN PULLEYS OF FLUXGATE 
MOUNTING. SLIDING MECHANISM ON CAPSTAN 
BARS PERMITS FORK TO ENGAGE CAPSTAN BAR TC 
GIVE FLUXGATE ANGULAR MOTION. NO INTERNAL 
OR EXTERNAL POWER REQUIRED. FIRST PUR- 
CHASED UNDER CONTRACT NOas-833. 


TS-85/ASQ AN/ASQ SERIES 
CALEBRATOR: CONFIDENTIAL 
A PORTABLE UNIT CONTAINED I1N A WOODEN 
BOX 8"X6"XS". CONSISTS OR A PERMANENT MAG- 
NET HAVING A KNOWN MAGNETIC. MOMENT, WHICH 
HAY BE REVOLVED AROUND ITS MEDIAN AXIS 

BY HEANS OF A MECHANICAL PHONOGRAPH MOTOR 
WHICH SS ADJUSTABLE FROM 10 YO 1S RPM, TO 
10/9/43 CWs3D-166266 

OCT. 43 


PRODUCE A PREDETERMINED TS-85/ASQ 
StNUSOIDAL DISTURBANCE IN THE MAGNETIC 
FIELO. WHEN LOCATED AT GIVEN DISTANCES 
FROM THE MAGNETIC LOOP ASSEMBLY. TO BE 
TESTED THE DISTURBANCES WILL THUS PERMIT 
ADJUSTMENTS TO PROVIDE PREDICTASLE IN-_ 
DICATIONS ON METER OF ASSOCIATED DETECT- 
ING EQUIPMENT.FIRST PURCHASED UNDER 
CONTRACT NOas-833. NO INTERNAL OR EXTER- 
NAL POWER REQUIRED FOR OPERATION. 


TS-86/ASQ-3 AN/ASQ-3,3A 

TEST SET: CONFIDENTIAL 
A PORTABLE DEVICE IN WHICH THE FLUXGATE 
MOUNTING OF THE EQUIPMENT TO BE TESTED 
CAN BE SHIELDED FROM EXTERNAL MAGNETIC 
DISTRUBANCES TO CHECK THE PROPER FUNC- 
THONING OF DETECTING EQUIPNENT’ AN/ASQ-3 
AND AN/ASQ*3A. CONSISTS OF A WOODEN BOX 
10/9/43 CW30-167089 

OCT. 43 


WHICH INCLUDES BATTERIES, TS-86/ASQ-3 
MAGNETIC SHIELD, & TEST APPARATUS. PANEL 
OF BOX INCLUDES SWITCHES, KEYS, RHEOSTATS 
& METERS FOR ADJUSTING VARIOUS VOLTAGES 
& PLUGS FOR CONNECTING TO CONVERTER & 
MAGNETIC LOOP ASSEMBLY TO BE TESTED. 
OPERATES FROM INTERNAL BATTERIES. FIRST 
PURCHASED UNDER CONTRACT NOas~835. 


STEN 


665197 O - 45.- 94 
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TS-90/AP AN/APQ-10 . 
DUMMY LOAD: : CONFIDENTIAL 
CONSISTS OF A 50 OHM LOAD TO ABSORB 
THE POWER OF THE PULSING CIRCUIT (MAX. 
VALUES OF PULSED POWER, 4000-VOLT PEAK, 
600 WATTS.) THE 50 OHM LOAD IS MADE UP 
OF A. 49 OHM AND ONE OHM CARBON RESIST- 
OR, BROUGHT OUT TO SEPARATE TAPS. CAN 
11/5/43 CWSX-66131-A CWwr8-455052 
Jum. 44 


TS-90/KP 
ALSO BE USED AS A 5028 VOLTAGE DIVIDER 
FOR VIEWSNG HIGH VOLTAGE PULSES. EN- 
CLOSED IN A SHEET MEDAL PROTECTIVE CAGE, 
HAVING A PANEL MOUNTED (N THE END FOR 
PLUG AND JACK CONNECTEONS TO THE OS- 
CILLOSCOPE AND THE PULSING CIRCUIT. 
DIMENSIONS 187 X 6" X 6" WT. APPROX. 15 
LBs. 


TS-93/AX AIRCRAFT 
PROJECTOR? CONFIDENTIAL 
THE PROJECTOR PROVIDES AN IMAGE OF 
SELECTED TEST SLIDES OF ADEQUATE FLLUMI- 
NATION AND DESIRASLE SPECTRAL DISTRI- 
BUTION FOR TESTING BLOCK 1 AND BLOCK 111 
EQUIPHENTS. THE FOCUS 1S FIXED FOR 

° 
VISA S43 CRVETX-2291 
Van. 44 


CRVSM-249184 


TS+93/KX 
INFINITY PROJECTION. COMPLETE UNIT EN- 
CLOSED IN A STEEL CASE. 
DIMENSIONS: L=14"; D-9 1/2"; H-9-376", 
POWER REQUIREMENTS: 11S VOLTS, 50-60 
CYCLES, 60 WATT WEIGHT-10LBS, 


RCA DESIGNATES THIS AS.A PART OF 


mt-18735 ALSO TX-2291 
TS-94/AX AIRCRAFT. 
UNDICATOR: CONFIDENTTAL 


CRYSTAL RESONANCE @#NDICATOR TEST UNIT 
DESIGNED FOR INDICATING RELATIVE 
STRENGTH OF RADIO FREQUENCY FIELD OF 
FREQUENCIES UP TO S00 MEGACYCLES. A 


RETRACTABLE STEEL TAPE PROVIDES CONTROL 


OF THE FREQUENCY. 
14/4/43 CR¥STX~2221 
MAN. 44 


CRVSA-249203 


TS-94/AX 
EQUIPMENT IS MOUNTED IN A STEEL CASE. 
DIMENSIONS: L-5"5 0-4"; H-3", 
FREQUENCY RANGE: 50-500 MEGACYCLES 
WEIGHT: 2 LBS. 


RCA DESIGNATES THIS AS MI-18738 
ALSO 1X-2221 


TS-96/AX AIRCRAFT - 

TEST BENCH? CONFIDENTIAL 
ALIGNMENT TEST BENCH INCORPORATES IN A 
SINGLE UNIT FACILITIES FOR TESTING BLOCK 
1 AND BLOCK 111 EQUIPMENTS. IT IS DE- 
SIGNED TO ACCOMMODATE THESE EQUIPMENTS 
(MN A DESIRABLE TEST POSITION WHILE MAIN- 


WW/4/43) CRVSTX-2442 
VANS 44 


CRVSM-249202 


TS-95/4X 
TAINING OPTICAL ALIGNMENT WITH THE PRO- 
JECTOR. ALL COMPONENTS ARE MOUNTED IN A 
STEEL CABINET. OVERALL DIMENSIONS: 
b-S2"; D-12"%; H-7 1/2%, 
POWER REQUIREMENTS: 115 VOLTS, 50-60 
CYCLES, 50 WATTS WEIGHT-40°LBS, 


RCA DESIGNATES THIS AS A PART OF MI-1875 
ALSO TX-2142 


SOSH 


BRANHNOS TRUE ch 


CONFIDENTIAL 


ASSIGNED 
§SSUED 


TS-96/TPS-1 ANSTPS -1 

TEST SETs 

PRECISION APPARATUS CO. MODEL 856 
CMODEFIED) MULT#-RANGE PRECISION ANALYZ- 
ER CONSISTING OF 7 DC VOLTAGE RANGES, 

7 OC CURRENT RANGES, 3 RESISTANCE RANGES, 
6 DECIBEL RANGES, AND 7 OUTPUT RANGES. 
PROVISIONS ARE UNCORPORATED FOR MAKING 
12/28/44 Cl; 

DEC. 44 


TS-96/TPS -1 
TESTS ON ELECTROLYTIC AND PAPER TYPE 
CONDENSORS. DIMENSIONS: 6" X 8 3/4" X 
10". WI.s 8 LBS. 


TS-97/TPS-4 AN/TPS-1,TA.1B 
PRE-AMPLIFIER PAD 

A 10 OB ARTIFICIAL LINE COMPOSED’OF RES- 
4STORS AND HAVING A CHARACTERISTIC IM- 
PEOANCE OF SO OHMS; EMPLOYED TO ISOLATE 
@NDEVIDUAL STAGES OF THE R.F. AMPLIFIER 
TO ENABLE PROPER INDIVIDUAL ADJUSTMENTS. 
DIMENSIONS 5/78” DIAMETER X 2 5/8" LONG. 
9/23/44 CWrX-66445T 
NOV. 44 


TS-97/TPA-1 
WEIGHT 174 LBS. CLASS C OPERATION. 


TS-98/KP AN/APQ-10 

VOLTAGE DIVIDER: RESTRICTED 
CONTAINS (3) UNITS EACH OF DIFFERENT 
MEASURING RANGE: (A) PULSE-800: 35V,-FOR 
VIEWING PREPULSE, TERMINATED ON BINDING 
POSTS; (8) D.C,-700:70V.-FOR MEASURING 
VOLTAGE OF L.V. RECTIFIER, TERMINATED ON 
PIN JACKS; D.C.-13002130V.~-FOR MEASURING 
41/9/43 cWsX-61718G CW:B-455025 
JAN, 44 : 


TS-98/KP 
SCREEN VOLTAGE OF H.V. RECTIFIER, 
TERMINATED ON PIN JACKS, HOUSED IN A 
MEDAL BOX EQUIPPED WITH JACKS TO PERMIT 
INS1ALLATION ON THE MODULATOR IN PLACE 
OF THE OIL UNIT FOR THE PURPOSE OF 
MEASURING THE H.V, OUTPUT AND PULSES OF 
THE MODULATOR. DIMENSIONS APPROX. 3 1/2" 
xX 4" X 10" WT. APPROX. 5 LBS. TEMPERATURE 
RANGE -40°F TO +130°F. 


TS-S00/AP AN/APM-18 

TEST OSCILLOSCOPE; RESTRICTED 
3" OSCILLOSCOPE WITH TYPE A,R,J AND X 
#NDICATIONS. GATED 3. 30, AND 350 
NAUTICAL MILES AND UNGATED 1 NAUTICAL 
MILE‘ SWEEPS ON CLASS J AND X~- GATED 
SWEEPS OF 3, 30, AND 350 NAUTICAL MILES 
ON CLASS A AND R. INTERNAL SWEEP GENER- 
TE/E7/43 

FEB. 45 


ATOR TS-1007AP 

FOR TYPE A SCOPE. EITHER INTERNAL OR 
tEXTERNAL CRYSTAL OSCILLATOR MAY BE USED 
FOR TYPE J SWEEP. UNIT MAY BE TRIGGERED 
INTERNALLY OR EXTERNALLY AND PRESENTS A 
TRIGGER OUT WHEN USED AS J SCOPE. UNIT 
HHCLUDES 4 THREE-FOOT CABLES. USED 

TO CALIBRATE CP-S/APS-15 AND CP-6/APQ-13, 
APPROX. 97 X 13" X 15" USED WITH TEST 
UNIT TS-10I/AP. 


MARIAH ONS 


| SATE | 
NAVSHIPS 900,109 
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PRAYER, rinst asstonen For | GAL GBAWING, 
Ts-101/AP AN/APH*18 


TEST LOAD UNIT; RESTRICTED 
CONSISTS OF CONDENSERS SIMULATING LOAD 
ON RANGE UNIT CP-5/APS-15 ASID 
CP-6/APQ-1t3 AND PROVIDING TEST POINTS 
FOR RANGE, ALTITUDE, PPi, COUNT, AND 
MODULATOR FRIGGER CIRCUITS. USED WITH 
TEST OSCILLOSCOPE TS-100/AP. 

VEs07/43 

NOV. 43 


TS-103/TPM-1 AN/TPH-1 

SIGNAL GENERATOR; CONFIDENTIAL 
PROVIDES A CW SIGNAL FROM 980 TO 1200 MC. 
A CALISRATED ATTENUATOR, AND A LOW 
FREQUENCY SQUARE WAVE GENERATOR FOR USE 
IN CALIBRATING OSCELLOSCOPES. DIMENSIONS 
8" x 10" X 13" WT. 25 LBS. 


11/23/43 CW:X61718B 
JAN, 44 


CW23-455015 


TS-104/TPM-43 AW/TPM~-1 
TEST UNIT: RESTRICTED 
PERMITS TESTING INDICATOR UNITS 
1D-12/TPS-1 AND ID-16/TPS-1A AND ALSO 
MODULATOR MO-2/TPS-I APART FROM RADIO 
SET. CONTAINS A 200 CV VARIAC, A SPECIAL 
AC, WATTMETER, AND A MUTI-VIBRATOR, 
DIMENSIONS 13" X 8 3/2" X 10" WT. 22 LBS. 
33/23/43 CwsX-61718C CH28~455017 
JAN. 44 


TS-105/TPM-1 AN/TPH-1 

DUMMY ANTENHA: RESTRICTED 
USED TO TERMINATE A (50) OHM 1 5/8" 
COAXIAL LINE TO ABSORB RADIO FREQUENCY 
TRANSMITTER OUTPUT IN LIEU OF ANTENNA ON 
RADIO SET AN/TPS-1 AND AN/TPS-1A. BY 
MEANS OF PROBE PROVIDES A CALIBRATED 
MEANS OF MEASURING POWER. DIMENSIONS 3” 
44/23/43 CWSXGI7IBE CWr8-45502 

JAN. 44 


TS-105/TPM-t 
x 40/2" X 53 1/2" WT. 15 Les. 


TS-106/TPN-1 AN/TPM-1 

LINE MONITOR UNITS RESTRICTED 
CONSISTS PRIMARILY OF A GENERAL RAO!10 
TYPE 100Q VARIAC COR EQUAL) AND PROVIDES 
A MEANS FOR MEASURING ANO CONTROLLING 
THE MAIN POWER VOLTAGES DURING TESTS, 


31/23/43 CW2X-61718F 
JAN, 44 


CW38-455025 


TS-107/TPH-1 AN/TPM-1 
WAVE AND POWER METER: CONFIDENTIAL 
WAVE METER WILL COVER THE RANGE S00 TO 
1500 MC. THE POWER METER EMPLOYS A 
THERMISTER AS A DETECTOR AND CAN BE USED 
TO MEASURE POWERS RANGING FROM ASOUT 0.5 
MILLIWATT TO ASOUT 12 MILLWATTS DIRECTLY. 
A PAD EXTENDS POWER RANGE TO 120 
«11/23/43 CWwsX-61718H Cw38-410162 
OCT. 44 


TS-107/TPH-1 
MILLIWATTS. FREQUENCY RANGE 900-1350 MC. 
HAS CRYSTAL DETECTOR AND METER, MAY BE 
USED SEPARATELY, DIMENSIONS 14 3/4" X 
8 3/4" X 6 3/4", WT. 15 LBs, 


cave | MARWARTHAR'S | geSSHIAPTMAETA 


NAVSHIPS 900,109 


Army-Navy Designations 


TS+108/4P 

RADIO FREQUENCY TEST LOAD: 
RADCO FREQUENCY TEST LOAD FOR USWS WHEN 
BENCH TESTING AIRBORNE "X" BAND RADAR 
SYSTEMS. USED AS A POWER ABSORBER TO 
ELEMINATE RADATION OF THR RF POWER AND 
TO PROPERLY TERMINATE THE TRANSMITTER IN 
A NON-REFLECTING LOAD. tNCLUDES (1) 
34/23/43 CA0Q: 

MAY 45 


RESTRICTED 


RG-52/0 WAVE GUIDE FILLED TS-108/AP- 
WITH A MIXTURE OF AQUADAG COATED SAND UN- 
COATED SAND. ONE END 1S CLOSED AND THE 
OTHER END TERMINATES #N A UG-40/U., €2) 
CY-247/AP CARRYING CASE (3) UG-80/AP 
ADAPTER, (4) UG-144/AP COUPLING ADAPTER 
(5) UG-145/AP COUPLING ADAPTER & OTHER 
ACCESSORIES, SIZE: 9 9/16" X 3 tI/TE" X 
115/16". WT. 2.58 L3S. PROCURED ON CON- 
TRACTS NOas 6014 & NOas 3670. 


TS-108A/AP X-BAND RADAR RE-13A-988A 
RADIO FREQUENCY TEST LOAD: RESTRICTED 
A SECTION OF “X" BAND SMALL SIZE WAVE 
GUIDE FELLED WITH "POLYIRON™ FILL 
(MOLDED CERAMIC WITH IRON FILINGS INTER- 
SPERSED). ONE END OF THE WAVEGUIDE IS 
CLOSED & THE OTHER END TERMINATES IN A 
CHOKE COUPLING FLANGE. EXTERNAL PINS 
12/13/44 CCJs 

RAY 45 


ALLOW DISSIPATION TS-108ASAP 
OF HEAT. USED #N BENCH TESTING OF *X* 
BAND RADARS OR AS A TRANSMITTER LOAD FOR 
THESE EQUIPMENTS. STANDING WAVE RATIO 

(S LESS THAN t.1 TO 2 AT OPERATING 
FREQUENCY. SIMILAR TO TS-108/AP BUT 
SMALLER IN SIZE AND USES “POLY!RON” (N- 
STEAD OF AQUADAG FELL. FIRST PROCURED 
ON WXss 328654 & NXsr 65337. 


TS-109/SPR GENERAL USE RE-9326 

TEST OSCILLATOR: RESTRICTED 
USED FOR CHECKING FREQ. CALIBRATION OF 
RADAR SEARCH RECEIVERS. INCLUDES LUGGAGE 
TYPE CASE & CARRYING CASE. COVERS FREQ. 
RANGE OF 40-120 MCS. & 120-500 HCS. THE 
OUTPUT MODULATION IS CONTROLLED BY A 3 
POSITION SWITCH PERMITTING USE OF AN 
14/26/43 CANCELLED 

MAR, 45 9 379745 


WRNODULATED CARRIER. TS-109/SPR 
MODULATION OF ABOUT 50% BY 1000 CPS OR 
WITH A PULSE TYPE SIGNAL. THE PULSE HAS A 
REPETITION RATE OF ABOUT 500 CPS 4& 
LENGTH OF ABOUT 70 MICROSECS, OPERATES 
FROM 80/115/230V, 16 50-2600 CYCLES 

AND 6.3¥ DC (FOR FILAMENT) & 202.5V DC 
CFOR PLATE). USES 12. ELECTRICALLY 
IDENTICAL TO TS~47/APR BUT HAS LARGER 
CASE & DESIGNED FOR SHIP USE. 


TS-£12/APS-18 ANSAPS-18 
RELAY MONITOR? CONFIDENTIAL 
USED TO TEST AN/APS-18. BY MEANS OF A 
PICK UP LOOP PRESENT IN THE RELAY 
TRANSMITTING UNET T-40/APS-18 RECEIVES 
POWER AND INDICATES THE PROPER OPERATION 
OF AN/APS-t8~ INPUT 120 MA AT 250V DC 
AND 24 AY 6.3V AC USED WITH BUT NOT PART 
tE/30/43 CADUS 
NOV. 43 


TS-142/APS-18 
OF AN/APS-t8 AND AN/ARR-9. 


SAT, AVERYS 


TS-114/APS-2F AN/APS-2F 
RESONANCE CHAMBER? CONFIDENTIAL 
CONSISTS OF A CYLINDRICAL RESONANCE 
CHAMBER, MOTOR DRIVE UNIT. PROBE, TYPE 
"N" R-F CONNECTOR & TYPE “AN" POWER RE- 
CEFTACLE. USED AS A PHANTOM tARGEI WiltH 
TEST ANTENNA ASSEMBLY TS-tES/APS-2F. 
THE 26V DC MOTOR DRIVE UNIT OPERATES A 
1248/43 CPR: CPRSS5L0-959 
DEC. 45 


TS-TI4/APS-2F 
PLUNGER §W ONE END OF THE CHAMBER 
THROUGH A REMOTE SWITCH SO THAT THE DE- 
SIRED\ RESONANT POINT CAN BE OBTAINED 
ELECTRICALLY WITHIN THE S-BAND FREQUENCY 
RANGE. THE OTHER END OF THE CHAMBER HAS 
A PROBE WHICH PROVIDES FOR TWO 
DIRECTIONAL FLOW OF &-F ENERGY. 


TS-II5/APS-2F AN/APS-2F 
JEST ANTENNA ASSEMBLY: CONFIDENTIAL 
CONSISTS OF A HALF-WAVE, S-8AND DIPOLE 
IN POLYSTYRENE HEMISPHERE WITH TYPE N 
FITTING FOR NECESSARY CO-AX{AL CABLE 
INTERCONNECTION WITH RESONANCE CHAMBER 
TS-t14/APS-2F FOR PHANTOM TARGET USE. 
DIPOLE PICKS UP R-F ENERGY FROM AND 
12/8/43 CPR: CPR2358-7257 
“RAY 45 


TS-1IS/APS-2F 
RERAOIATES {T TO ANTENNA OF RADAR SET 
UNDER TEST. SIMILAR TO -G6AM. EXCEPT 
USES TYPE N CONNECTORS ftNSTEAD OF PHILCO 
CONNECTORS. SIZE: 2 15/16" Dia xX 3". 


TS-176/APS-3S AN/APS-15 

MEILLIAMETERS 

CONSISTS OF A O-!MA METER HOUSED IN A 
SMALL METAL CASE; ALSO INCLUDES “AN” 
CONNECTOR AN-3102-12S-3S. CASE #5 SadCK- 
MOUNTED TO A MOUNTING PLATE WHICH CAN BE 
ATTACHED EITHER TO BOTTOM OR REAR OF 
CASE. OUTSIDE DIMENSIONS OF CASE 4 3/16" 
12/16/45 CPR: CPRI5LO0-1343 
SULY 44 REV A 


TS-TI6/APS-15 
KX 3 3/16" X 3". 


TS-120/UPCXN-1) AIRBORNE RE 9514 

TEST SET: CONFIDENTIAL 
CONSISTS OF A SIGNAL GENERATOR, 
FREQUENCY METER OPERATING IN FREQUENCY 
RANGE 9300 TO 9450 MC., WATTMETER AtD 
NECESSARY FITTINGS. POWER INPUT 200H @ 
118V¥750-800~/10, PEAK POWER OUTPUT 
100 MICRO. WATTS. OUTPUT 
12729/43 CRB: 
SEPT. 444 


TS-120/UP(XHN-1) 
ATTENUATION 90DB. SIMILAR TO TS-13/AP 
EXCEPT INCLUDES FIXED OUTPUT PULSE 
MIOTHS OF 1.0 & 1.9 MICROSECONDS WITHIN 
NARROW TOLERANCES PLUS GENERAL CIRCUIT 
IMPROVEMENTS. {tNCLUDES SHOCKMOUNTING, 
SIZE APPROX. 21 7/16" X 15 3/4" X 
Jo 1/16". wl. APPROX. 72 LOS, USED WITR 
AN/CPN-6 AND SIMILAR SETS. 


BRAVIA RULER, 
CONFIDENTIAL 


TONS BRNO RUE A 


Army-Navy Designations 
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TS+820/CPN-8 AN/CPN-8 

MONITOR: CONFIDENTIAL 
A. RACK MOUNTED PANEL TYPE VISUAL INDICA- 
TOR WHICH ¢S PROVIOED WITH SWEEP, #NDt- 
CATOR, CALIBRATING PIPE CtRCUITS ALSO 
FREQUENCY. POWER MEASUREMENT AND “S® 
BAND SIGNAL GENERATOR WITH FACILITIES 
FOR SERVICING THE ENTERE AN/CPN-8 EQUEP- 
344 48 
APR. 454A 


TS-120/CPN-8 
MENT FN TRE FIELD. 


TS-123/MPN-0A AN/MPN-TA 
SYNCHROSCOPE: 
PANEL AND CHASSIS CONSTRUCTION. CONSISTS 
OF A 3” CATHODE RAY TUBE AND ASSOCIAIED 
CIRCUITS SUCH THAT IT IS A SUITASLE 
PIECE OF TEST EQUIPMENT FOR VIEWING 
TRIGGERS, ECHOES, PULSES & SIMILAR, 
PHENOMENA. DIMENSIONS: 19" X.18 1/2" X 
4/5744 CRRs CRRSAR962435-1 
WaR. 44 


TS-T23/MPN-1A 
8 3/4" USED FOR CHECKING ELECTRONIC 
COMPONENTS. POWER INPUT: 157V. AC. 
SIMILAR TO BUT NOT INTERCHANGEABLE WITH 
SYNCHROSCOPE TS-64()/MPN-1. 


TS-127/0 _ GENERAL USE RE-STI6A 
FREQUENCY HETER: RESTRICTED 
EMPLOYS A RESONANT CAVITY FOR TUNING. 
OPERATING FREQUENCY 375 TO 725 HC. POWER 
OBTAINED FROM SELF-CONTAINED BATTERY 
(1 1/2 & 45V BATTERIES). USES 0 TO 200 
MICROAMMETER TO GIVE INDICATION. INCLUDES 
A HEADPHONE JACK FOR AUDIGLE MONITORING 
1/14/44 CAJRS105SK 
MAR. 44 


Ts-t27/u 
CHIGH EMPEDANCE OUTPUT), THO STAGES OF 
AMPLIFICATION, GRID LEAK DETECTOR, TIME 
SWITCH TO TURN OFF UNIT AND MODULATION 
SWITCH. ALSO INCLUDES CALIBRATION CHART. 
NAVY. MODEL OB8G. FIRST PROCURED ON CON- 
TRACT HX39-267352 AND 33777. 


TS-128/UP GENERAL USE 

SIGNAL GENERATOR CONFIDENTIAL 
PROVIDES A CW SIGNAL FROM 900 TO 1500 MC. 
USED AS A CALIBRATED ATTENUATOR & LOW- 
FREQUENCY SQUARE-WAVE GENERATOR FOR 
CALIBRATING OSCILLOSCOPES. SIZE APPROX. 
e" xX 10" X 22". WT. 30 LES. SIMILAR TO 
SIGNAL GENERATOR TS-103/TPM-1(X-617188) 


1/19/44 CW2X-61718D CW:8-401889 
OCT. 44 
TS-129/UP GENERAL USE 


TEST ANTENNAS CONFIDENTSAL 
USED TO'PICK UP SMALL AMOUNTS OF RADIO 
FREQUENCY ENERGY FOR TEST PURPOSES, CON- 
SISTS OF A DIPOLE AND CLAMP L-2 BAND. 
Size 8 1/2" X 4 1/2" x1 1/2". WT. + LB, 


1/19/43 CW3X66166-0 CW:80-405407 
JAR. 44 


DATE momnesraRs | avant 


KOSTA ce 


ts-130/uP GENERAL USE 

STANDING WAVE METER: CONFIDENTSAL 
PROVIDES MEANS FOR DETECTING AND MEASUR- 
ING THE STANDING WAVE RATIO OF THE 
TRANSMISSION LINE OF MARK XX RADAR; L- 
BAND. S1ZEs 25" X 35" XS 1/2". WTS LBS. 


1/ig/ea 


CW3X-66166-C CW:8x-430473 
JAN. 44 
TS-135/UPH-t AN/UPN-1 
WAVEHETER? CONFIDENTIAL 


COVERS THE FREQUENCY RANGE OF 155 TO 255 
MC. WHEN USED IN CONJUNCTION WITH SCOPE 
OF CONSOLE RACK MT-189/UPM-1 GIVE A DEAL 
READING WHICH MAY BE CONVERTED INTO 
FREQUENCY BY REFERENCE TO A CALIBRATION 
CHART. MOUNTS IN CONSOLE RACK 

1/24/44 CHC: . 
MAR. 45 


7S-133/UPH-1 
HT-189/UPN-1. 


TS-134/UPH-1 
WAVEMETER: CONFIDENTIAL 
COVERS THE FREQUENCY RANGE OF 460 TO 570 
MC. WHEN USED IN CONJUNCTION WITH SCOPE 
OF CONSOLE RACK MT-189/UPM-1, GIVES A 
DIAL READING WHICH HAY BE CONVERTED INTO 
FREQUENCY BY REFERENCE TO A CALIBRATION 
CHART. MOUNTS {N CONSOLE RACK 
1/24/44 CHC: 


AN/UPN~t 


RAR. 45 

- TS-134/UPN-{ 
RI-189/UPH-1. 

TS~-635 /UP AN/UPM-1 
VOLTAGE TESTER: RESTRICTED 


USED FOR TESTING DETONATOR CIRCUITS OF 
VARIOUS RADAR EQUIPMENTS TO DETERMINE 
PRESENCE OF VOLTAGE. INDICATOR MAY BE 
BY A SHALL LAMP OR EXTERNAL VOLTMETER. 
SIZE APPROX. 3” X 2" X 2". WI. APPROX. 


402. CANCELLED 4/25/44 
1/24/44 CHZ: 
APR. 44 
Ts-146/0P 
TEST SET: CONFIDENTIAL 


TEST SET FOR Xs BAND RADARS; PROVIDES 
FREQUENCY MODULATED OR CW SIGNALS OF 
KNOWN POWER LEVELS AND FREQUENCY FOR 
RADAR RECEIVER TESTING. 


SET WILL MEASURE AVERAGE 


2/ts/4e 
VAN. 45 

Ts-146/UP 
TRANSMITTER POWER AND RECEIVER SENSI - 
TIVETY. INCLUDES 


CALISRATED ATTENUATOR, THERMISTER TYPE 
POWER METER, FREQUENCY METER, SAW TOCTH 
GENERATOR, AND POWER SUPPLY WHICH WILL 
OPERATE ON POWER SOURCES OF 50 TO 1200 
CYCLES FROM 115 + 5% VOLTS. CONTRACT 
NG. NOas 3195 FROM PHILHARNONIC RADIO 
co. 


MACHA? | BANIRACTUNE 
CONFIDENTIAL 


Ts-147/0P 
TEST SET: CONFIDENTIAL 
TEST SET FOR XS AND XL BAND RADARS. PRO- 
VIDES FREQUENCY MODULATED OR CW SIGNAL 
OF KNOWN POWER LEVEL AND FREQUENCY FOR 
RADAR RECEIVER TESTING. FM SIGNALS ARE 
PRODUCED 8Y TRIGGERING FROM RADIO FRE- 
QUENCY PULSE OR VIDEO TRIGGER. WILL MEA- 
2rese4sa CS: 

MOV. 444 


GEN. USE 


SURE AVERAGE RADAR TRANS- TS-t47/UP 
WITTER POWER ACCURATELY. TO WITHIN 2 OR 
3 db AND FREQUENCY ACCURATELY TO WITHIN 
0.5 TO 5 MC. INCLUDES CALIBRATED ATTEN- 
UATORS,. THERMISTOR POWER MEASURING 
BRIDGE, FREQUENCY METER. RECTIFIER CRY- 
STAtL AND AMPLIFIER, SAWTOOTH SWEEP GEN-~ 
ERATOR, AND 50-1200 CYCLES, 104 TO 126 
VOLT POWER SUPPLY. PROCURED ON CONTRACT 
WXsa-S51553, ~ 


ts-148/UP GENERAL USE ; 
SPECTRUM ANALYZER: CONFIDENTIAL 
PORTABLE TEST SET TO SHOW ON THE SCREEN 
OF A SELF CONTAINED CATHODE RAY TUBE THE 
FOURIER ANALYSIS OF THE FREQUENCY SPECT~ 
RUM OF PULSED OSCILLATORS AS USED tN *®X® 
BAND RADARS. MAY BE USED FOR STANOING 
WAVE RATIO MEASUREMENTS, Q MEASUREMENTS 
2/15/44 Cavsxct 

RUG. 44 


fs-t4as/ur 
AND TUNING RT AND TR DEVICES. NESTING- 
HOUSE MODEL XCI. FIRST PROCURED ON CON- 
TRACTS NXgsa-51586 AND NXsa 59108. 
INCLUDES CASE CY-245/U, CARRYING CASE 
CY-246/U AND MOUNTING BASE MT-325/U, 


TS-153/AP AN/CRI-1 
FIELD INTENSITY METER 
CONSISTS OF A TUNED CIRCUIT, DIODE REC- 
TIFIER. AND AO ~ | MA. DC METER. FRE~ 
QUENCY RANGE 67.2 TO 72.2 HC. MEASURES 
FEELD STRENGTH OF RADIO TRANSMITTER T=1 
/CRT=1 OR T~IA/CRT-~1} ENCLOSED IN A METAL 
BOX ON TOP OF WHICH tS MOUNTED A 24* 
219444 

FEB. 44 


CONFIDENTIAL 


TS-15307P 
COLLAPSIBLE ANTENNA. DIMENSIONS 7 °13/2" x 
6 3/4" X 6%. (INCLUDES TWO SELF CONTAIN 
“ED BATTERIES NAVY TYPE 19031 AND 19032. 
SUKILAR TO {-95-AM. 


TS-157/aP AN/APT-2 

INDICATOR PICKUP ASSEMBLY: CONFIDENTIAL 
CONSISTS OF A PICK UP UNIT (2" X 5 1/4" 

X 3". WT. ABOUT 9 OZ.) AND A METER JACK 
uUNtT 2" xX 2 1/4" X 4 5/2", KT. 5 02.) 
CONNECTED BY A CASLE. THE PICKUP UNIT 
CONTAINS A IN21 CRYSTAL DETECTOR ANO A 

RF CHOKE. THE OTHER UNIT CONTAINS A METER 
1/9/43 CAHXs 

FEB, 44 . 


TS-TS7/AP 
JACK AND A VARIABLE SERIES RESISTOR, THE 
OPERATION OF THE INDICATOR ASSEMBLY tS 
SUCH THAT THE OUTPUT OF THE JAMMING 
TRANSMITTER 1S PICKED UP BY THE PICKUP 
UNIT, WHEREUPON ANY OUTPUT METER PLUGGED 
(NW THE METER JACK UNIT WILL PROVIDE A 
MEASURE OF THE MAX. OUTPUT.” NO ADDITIONAL 
SOURCE OF POWER tS REQUIRED FOR 6TS 
GPERATION. 


MARRS | 
NAVSHIPS 900,109 


BONA | 
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TS-160/ASQ=2 AIRBORNE 

TEST SET: CONFIDENTIAL 
SIGNAL SIMULATOR TO PROVIDE A SIMULATED 
OUTPUT OF 2 AN/ASQ-1 OR 2 AN/ASQ-1A 
EQUIPHENTS,. THE OUTPUT OF THIS UNIT U® 
SIGNAL STRENGTH AND AMPLITUDE 1S ADJUST- 
ABLE, THE OUTPUT OF THIS TEST UNIT IS TO 
BE APPLtED TO CM-1/ASQ-2 TO ENABLE TEST- 
2/2afas 

FEB. 44 


TS-160/ASQ+2 
$MG OF THE CM-1/ASQ-2 UNIT. 


-TS-372 /UP GENERAL USE 

TEST SET: CONFIDENTIAL 
ECHO BOX, HAND OPERATED FOR CHECKING THE 
TUNING & OUTPUT OF RADIO SETS OPERATING 
(% L2 BAND, COMPRISES 2 COAXIAL CABLES & 
A BOX CONTAINING A CYLINDRICAL RESONANT 
CAVITY ADJUSTABLE BY MEANS OF A MOVABLE 
DEAPHRAM, ALSO #ENCLUDES 2 PROBES PRO- 
3L13444 CHSX-6610624 Cws409058 
SEC. 44 


TS-172/0P 
JECTING INTO THE RESONANT CAVITY. TER- 
MENATING ON THE FRONT PANEL IN & TYPE 
WACKS. AS WELL AS A CRYSTAL ANDO METER. 
THE OUTPUT FS CORNECTED TO THE CRYSTAL 
THROUGH CORD CG-99¢APC°6™) FHCLUDED 
WITH THE SET. 


SUMILAR TO TS-91/TPS-1 EXCEPT 
COVERS DIFFERENT FREQUENCY RANGE. 


T8-§73/0K GENERAL USE 

FREQUENCY METER: RESTRICTED 
HETERODYNE FREQUENCY METER WITH CRYSTAL 
CALIBRATOR AND MODULATOR. FREQUENCY 
RANGE 90 TO 450 MC. HAS TUNING DIAL 
WETEROOTNE CALIBRATION CORRECTOR KNOB, 
POWER SwITCH, CALIBRATOR SWITCH 
CCRYSTAL), MODULATION SWITCH, ANTENNA 
3412/44 CBK: ‘ 

SEPT. 44 


TS-173/UR 
TERWINAL, HEADSET JACK AND POWER RECEP- 
TACLE. DIMENSIONS 8.5" X 8.5" X 8". WT. 
$2 LBS. HNCLUDES CASE CY-133/UR WHICH 
BAS PROVISIONS FOR HOUSING BUT DOES NOT. 
bMCLUDE PP-739/UR OR ORY BATTERIES. 


TS-176/ASQ-28 
TEST SET: CONFIDENTIAL 
SIGNAL SIMULATOR TO PROVIDE A SIMULATED 
OUTPUT OF AN/ASQ-28 OR AN/ASQ-2C EQUIP- 
MENT. THE OUTPUT OF THIS UNIT IN SIGNAL 
STRENGTH ANO THE AMPLITUDE 1S ADJUSIA3LE, 
OUTPUT 1S 0 BE APPLIED TO CH-2/APQ-28 
FOR TESTING OF THE CH-2/ASQ-2B. 

Fae seyyy 

MAR. 44 


TS-18240P 
TEST SET3 

FEST SET USED TO MEASURE RECEIVER SEN- 

SUTIVITY. TRANSMITTER POWER OUTPUT AND 

FOR ROUGH FREQUENCY MEASUREMENT OF MARK 
Wat @FF EQUIPMENT. MAY, ALSO BE UTILIZED 
AS A GENERAL TEST SCOPE. SIZE APPROX: 
te™ x 26" X 17", WT. APPROX. 45 LBS. 

443444. CHK: 

FEB. 45 CKP; 


GEN. OSE CONFIDENTIAL 


NAVSHIPS 900,109 


Tts-rs2 fur 
tWRUT POWER: 415/10/50-1200~. INCLUDES 
CASE CY-278/UP AND TUNING UNIT TN-79/UP 
WHICH §S REMOVABLE, MAY BE USED FOR 
TESTING MK 4 WHEN TN-80/UP REPLACES 
TN-739/UP. USED WITH BUT DOES NOT INCLUDE 
TN-80/UP. FIRST PROCURED ON CONTRACT 
WXsr-56777 & NXar 71343 FROM HICKOX EEC. 
tts. CO. AND ON NXSr 84983 FROM AIR 
KiNG PROD. CO. 


Ts-156/UP GEN USE r 
FREQUENCY METER: CONFIDENTIAL 
HETERODTME FREQUENCY METER COVEKING S00- 
3250 MC ON THE FUNDAMENTAL. USED FOR 
CHECKING RECEIVcRS OVER Int RANGE FROM 
100 NC THROUGH THE X BAND. APPROX. SIZE, 
3” xX 8” X 18", APPROX, WT. 35-40 LBS. 
(INPUT: 90 WATTS, 105-125¥, 50-1600 CPS 
S431 flea . 
FEB. 454 


Ts-186/0P 
A-C. INCLUDES 20 WC CRYSTAL CALIBRATOR, 
PROVIDED WITH SACKS FOR 
WEADPHONE AND VIDEO OUTPUT. 


TS-t87/TPS-38 AN/TPS-TB 

ECHO BOX; CONFIDENTIAL 
CONStSTS OF A TUNABLE ECHO 80x TOGETHER 
WITH ASSOCLATED CRYSTAL RECTIFIER AND 
MEICROAMMETER. USED TO ALIGN THE EQuIP- 
MENT AND MAKE ROTATIVE FREQUENCY 
MEASUREMENTS, IS BUILT ONTO THE FRAME- 
WORK OF THE TOWER SECTION. 

4437244 «CANCELLED CWSX-661G2-A 
BUCY 44° 7725744 


TS-188/APS-4 AW/APS-4 

TEST BENCH: 

PROVIDES MOUNTING FOR AN/APS-4 EQUIPRENT 
FOR TEST PURPOSES. CONSISTS OF A FRAME- 
WORK MOUNTED ON 4 ROLLERS AND NECESSARY 
CABLING FOR CONNECTION TO AN EXTERNAL 
POWER SOURCE AND FOR INTERCONNECTING THE 
VARIOUS UNITS OF AM/APS-4 DEMENSIONS: 
4/17 /4a CWs152392 CwsBxxX 2809 
SEPT. 44 


TS-186/aPS-4 
APPROX. 42" X 62" X 36". 


TS-189/U 
TEST SETS 
PORTABLE PULSED OSCILLATOR OPERATING AT 
AN RLF. FREQUENCY OF 270 MC, AND CAPABLE 
@F OPERATING ON THE SECOND HARMONIC, 
ALLOWS SELECTION OF PULSE REPETITION 
FREQUENCIES OF 3150, 2750, 1875 AND 450 
PULSES PER SECOND. PULSE WIDTH | TO S$ 
4720/44 = CAFH: 

FEB. 45 


GENERAL USE RESTRICTED 


Ts-189/0 


MICROSECONDS. POWER REQUIREMENTS; 10 
WATTS AT 815 VOLTS. 409-2600 CPS. APPRDY. 
WEIGHT: 13 LBS. FIRST PROCURED ON WXsr _. 
69005. 


CONFIDENTIAL 


| fn Tear | aawachiifa [pn | RR 


TS-19t76P : 
TEST SET? CONFIDENTIAL 
CONSISTS OF A SIGNAL GENERATOR, FREQ~- 
UENCY METER, WATTMETER AND NECESSARY, 
FETTINGS. OPERATES IN THE FREQUENCY 
RANGE OF 8990 TO 9170 MC. POWER t8PUT 
375W @ 115V/50-800~/10. PEAK POWER OUT- 
PUT 500 MILLE WATTS. OUTPUT ATTENUATION 
4728744 CRES 
Uae. 46 


GEN. USE 


7TSUS. SEMtLAR TO TS-T9170P 
TS-13/AP EXCEPT INCLUDES FIXED OUTPUT 
PULSE WIDTHS OF 1.0 & 2.0 MICROSECONDS 
WETHEN NARROW TOLERANCES PLUS GENERAL 
CIRCUIT CMPROVEMENTS AND COVERS OIFFER- 
ENT FREQUENCtES., USED WITH ANSMPN-IA. 
SUMCLAR TO TS-1207UP (XN-5) EXCEPT FOR 
FREQ. RANGE. SEIZE: 21 5716" X 15 9716" X 
tS 3¥36" WT. APPROX. 6O LBS. FIRST PRO- 
CURED ON CONTRACT WXSr-69247. 


TS-202/8 GENERAL USE 
SIGNAL GENERATOR; CORFIDENTEAL 
PRODUCES HARMONICS OF AS MC. CRYSTAL 
OSCILLATOR SPACED 10 MC. ARD 40 AC. 
FREQUENCT RANGE 10 MC TO 1200NC. USED 
FOR CALIBRATING FREQUENCY METERS ARD 
SIGWAL GENERATORS. HAS MIXER CIRCUIT FOR 
CALIBRATING SIGNAL GENERATORS 8T ZERO 
Bf86/4% CAUR: 
May 44 


ts-z0278 
BEAT METHOD. SINGLE FREQUENCY 
"IDENTIFEER™ CIRCUIT ESTABLISHES A 
REFERENCE POINT. FIRST PROCUREDS ON CON- 
TRact miga-$is95. 


¥S-205/U 
TEST METER: RESTRICTED 
CONSISTS OF A 2 1/2" DIAMETER 0 10 I RA 
OC METER INCLOSED IN A CONTAINER TO WHIC 
1S ATTACHED AS FT. CABLE WITH SPECIAL 
PLUG. SAME AS TEST METER TS-6D/0 EXCEPT 
THAT UNTERNAL RESISTANCE OF METER 1S 230 
OHMS IMSTEAO OF 93 OHMS AND INTERMAL 
6/20/44 Cun: 

Mar 44 


an/OPt-Ty 


circuir Ts-205/0 

WS ALTERED BY SHURTS TO SHOW SAME SCALE 
READING AS 1S-60/U. USED FOR GENERAL TES! 
PURPOSES. 

(Misr 38694 FOR AM/UPT-TI) 


TS-2067AR 
RADIO FREQUENCY WATTMETER?: 


RESTRICTED 


"A RADTO FREQUENCY WATTMETER WHICH MEA- 


SURES POWER FROM 300 TO 1000 WATTS UP 
TO FREQUENCY OF 60 MCS. CONSISTS OF A 
OUMMY ANTENNA LOAD FOR RADIO TRANSMIT- 
TING EQUIPMENT AN/ART-3 WHICH HAS AN 
AODEO METER TO PERMIT ITS USE AS A 
VOsT3744 

APR. 45 


TS-Z20674R 
RADIO FREQUENCY WATTMETER., POWER {NPUTS 
28 VOLTS, OC. INCLUDES CASE CY-185/AR, 
CORD CX-356/U 10 FT. AND CORD CG-t237U 
7 FT. APPROX. WI. INCLUDING CASE, 50 
ces. 


FIRST ASSIGNED FOR 


AERIS 


TS-2T0/UPM-2  ANSUPH~2 
WAVEMETER: RESTRICTED 
ABSORPTION TYPE WAVEMETER COVERING 
FREQUENCY RANGE OF 75 TO 400 MC, CONSTSTS 
OF A CYLINDRICAL TUBE CONTAINING VAR? ABLE 
CONDENSER TUNED BY MICROMETER DIAL, 
RESONANT CERCUIT AND REPLACEABLE CRYSTAL 
TYPE IN21. ANTENNA tS PLUGGED INTO 

6/5/44 Cant: CANLTRA~74F-3000 
Jun. 44 


TS-211/UPR-2 


RECEPTACLE MOUNTED ON EXTERIOR OF TUBING. 


SOCKET IS PROVIDED ON CRYSTAL HOLDER FOR 
CONNECTING CABLE FROM O TO ! MILLIAMETER. 
S4ZEs 35" X 4 3/4" X 12 5/16" WT. 3 LB, 

$2 OZ. SIMILAR TO TS-212/UPM-2 EXCEPT 
COVERS DIFFERENT FREQUENCY RANGE. 


e 


TS-212/UPM-2 AN/UPH-2 

WAVEMETER: : RESTRICTED 
ABSORPTION. TYPE WAVEMETER COVERING 
FREQUENCY RANGE OF 350 TO 1250 MC. CON- 
SISTS OF A CYLINDRICAL TUBE CONTAINING 
VARSABLE CONDENSER TUNED BY MICROMETER 
DIAL, RESONANT CIRCUIT AND REPLACEABLE 
CRYSTAL TYPE IN2t. ANTENNA 1S PLUGGED 
6/5/44 CANLS CANLSRA-74F-310C 
SUR, 44 


TS-212/UPM-2 
INTO RECEPTACLE MOUNTED ON EXTERIOR OF 
TUBING. SOCKET 1S PROVIDED ON CRYSTAL 
HOLDER FOR CONNECTING CABLE FROM O TO 1 
MILLEAMETER, SIMILAR TO TS-201/UPH-2 
EXCEPT COVERS OIFFERENT FREQUENCY RANGE. 
SiZEz 2 1/2" X 4 1/4" X 7 9/6". WT, 2 
k8S. 7 OZ. 


’ 


TS-218/UP AN/MPN-1 CESL REQUEST 
ECHO BOX: CONFIDGNTIAL 
ECHO BOX, COVERING 8920 TO 9250 MC; DE- 
CAY 3 db PER MICROSEC.; INCLUDES P1{CK-UP, 
DIPOLE ANTENNA HORN AND 6° OF RLF. 

CABLE. DIMENSIONS APPROX. 18" X 6" X 10%, 
WI. ABOUT 10 LBS. 


6/29/44 CWIX-63630 cus 
Nov. 44 

TS-223¢4P GEN. USE CONFIDENTIAL 
TEST SET: 


AIRCRAFT RADAR FREQUENCY MODULATION 
TEST SET TO BE USED FOR CHECKING AND 
TESTING OF “K" BAND RADAR EQUIPMENT, 
THIS EQUIP. IS TO BE USED FOR MEASURING 
TRANSMITTER OUTPUT POWER, TRANS. AND 
LOCAL OSCILLATOR FREQUENCIES, RECEIVER 
4/7/45 CBY: 

wPR. 458 948C 


TS-2237AP 
(-F. BAND WIDTHS, RECEIVER SENSITIVETY, 
ANDO WELL HAVE PROVISIONS FOR ADJUSTING 
AwFeCe CAUTOMATIC FREQUENCY CONTROL}, 
FIRST PROCURED ON CONTRACT NXSa°62363 
AWD WXsa-85016. UNPUT $35V/10/50-1600~. 


TS-233/4P GEN. USE CONFIDENTIAL 
DUMMY ANTENNA? 

PROVIDES A TERMINATING LOAD FOR R.F. 
TRANSMISSION LENE AND WILL DItSSIPATE 

50 W. tT 1S NONRADIATING AND EMPLOYS 
5/8" X 1 1/4" WAVE GUIDES OPERATES. IN X 
BAND. HAS ALUMINUM HOUSING AND RADIATING 
FINS. SIZE APPROX: 1 374" X 2" X 7.5716" 
6/23/44 CHSX-66325-A 


vec. 44 
bac ester t 


AUG. 44 
fSSuED 


a SC a 


Army-Navy Designations 


AR ARSN 


TS*23517AP 
WY. APPROX. 1 LB. FIRST PROCURRED ON 


WXsr 51503. SAHE AS NAVY TYPE CWS66AKT. 


1S-234/0P AN/TPS-t8 


DUMMY LOAD: CONFIDENTIAL 


CONStSTS OF A SO OHM LOAD TO ABSORB 


POWER. OF THE PULSING CIRCUIT (MAX. VALUE 
OF PULSED POWER S000 VY PEAK AND 1275 WwW), 


THE SO OHM LOAO IS MADE UP OF A 49 OHM 


AND ONE OHM CARBON RESISTOR BROUGHT OUT 
TO SEPARATE TAPS. MAY ALSO BE USED AS A 


6/30/44 CW2x661318 CW3BX-409129 
MOV. 44 


1S-234/UP 


$0 TO 4 VOLTAGE DIVIDER FOR VIEWING HIGH 


VOLTAGE PULSES. SIZE: 18 1/2" X 8” X 
9 3/8". WT, 10 LBS. SIMILAR TO TS-90/AP 
EXCEPT DESIGNED FOR MAXIMUM VALUES OF 


PULSED POWER OF 5O00V & 1275W iNSTEAD OF 


4000¥ & 500W. 


TS -235/UP AN/TPS-18 
DUMMY ANTENNA CONFIDENTIAL 


USED TO TERMINATE A 50 OHM | 5/8" RAD10 


FREQUENCY COAXIAL LINE TO ABSORB RADIO 


FREQUENCY POWER, ESSENTIALLY IS A COAXIAL 


STRUCTURE CONTAINING A OISSIPATIVE DI- 
ELECTRIC, INCLUDES A FITTING FOR CON- 

NECTING TO R.F~ LINE UNDER TEST, PRO- 

6/30/44 CWrx663!128 CW:8R-409519 

NOV. 44 


TS-235/UP 


VISIONS FOR CONNECTING OTHER TEST EQUIP- 
MENT AND A FAN FOR HEAT DISSIPATION... WILL 


ABSORB APPROX. 1 KW. OPERATES IN FREQ. 
RANGE OF 500 TO 4500 MC, SIZE APPROX. 
26" X 5" X 5%. WT. APPROX. 20 LBS. 
SIMILAR TO BUT NOT INTERCHANGEABLE WITH 
TS-105/TPH-t. 


TS+239/UP(XN- ) GEN. USE RESTRICTED 
OSCILLOSCOPES 

PORTABLE HI-SPEED OSCILLOSCOPE USING A 
3” CATHODE RAY TUBE WITH CLASS “A” PRE- 
SENTATION. FREQ. RANGE IS ESSENTIALLY 
FLAT FROM 20 CPS TO 8 MC. TEMING PULSES 
OF 4, 10, 100, AND 1000 MICROSECOND IW- 
TERVALS ARE AVAILABLE. PROBES ARE FUR- 
W271 44 

WOV. 44 


TS-259/UPCXN- ) 


NISHED AND BINDING POSTS ARE AVAILABLE. 
USES STOP-START SWEEP CIRCUITS. HOUSED 
UN A METAL BOX 12" X 18" X 9" AND NOT 


WEIGHING MORE THAN 35 LBS. EQUIPPED WITH 
NAVY TY¥PE -49194 RECEPTACLES ON THE FRONT 


PANEL. POWER REQUIREMENTS ARE 145 VOLTS 
@ 100 WATTS AND FROM SO TO 1600 C.P.S. 


WiLL BE USED FOR GENERAL TESTING OF RADAS 


SYSTEMS. 


TS-242/GRN-1A AN/GRM-1A 

TEST SET: ; RESTRICTED 
CONSISTS OF A 50 MICRO AMPERE METER, 4 
ROTARY SWITCHES, GAIN CONTROL. BINDING 
POSTS AND RECEPTACLES NECESSARY TO 


MEASURE THE INPUT VOLTAGE, INPUT CURRENT, 


PLATE VOLTAGE, SCREEN VOLTAGE, AND 
CATHODE CURRENT OF A RADIO RECEIVER 
8/5/44 Cus 


ANRC 


CONFIDENTIAL 


4-155 - 


ORERREASY 


sa 


TS-242/GRU-1A 
WHILE UNDER TEST. SIMILAR TO 1-104A, 
DIMENSIONS: 10 1/2" X 7 1/4" X 3 3/4", 
WT. 3 LBS, PART OF AN/GRH-1A. 


TS -243/UPR GEN. USE 
FREQUENCY METERS CONFIDENTIAL 
USED TO DETERMINE THE FREQUENCY OF IN- 
COMING RADAR SIGNALS IN THE FREQUENCY 
RANGE OF 40 TO 200 MC. ELIMINATES CON- 
FUSING ACTUAL SIGNALS WITH HARMONICS OR 
SPURIOUS RESPONSES IN THE ASSOCLATED RE- 
CEAVER. CONSISTS OF WAVE TRAP (A VAR- 
8/4044 

AUG. 44 


TS-245/UPR 
TABLE CONDENSER AND tNHERENT #NDUCTANCE? 
CONNECTED BETWEEN ANTENNA AND GROUND. 
MOUNTED JN BLACK BOX 4" X 6" X 3" WITH 
20" OF RF CABLE RG-10/U. SIMILAR TO 
TS-244/UPR EXCEPT FOR FREQUENCY RANGE. 
USED WITH AN/APR-1 SERIES EQUIPMENT. 

CANCELLED, REPLACED BY F-18/UF8 


TS -244/UPR GEN. USE 
FREQUENCY. METERS: CONFIDENTIAL 
USED TO DETERMINE THE FREQUENCY OF IN- 
COMING RADAR SIGNALS IN THE FREQUENCY 
RANGE OF 150 TO 100 MC. ELIMINATES CON- 
FUSING ACTUAL SIGNALS WITH HARMONICS OR 
SPURIOUS RESPONSES IN THE ASSOCIATED 
RECEIVER. CONSISTS OF A WAVE TRAP CA 
Bf4as44 

AUG. 44 


TS -244/UPR 
VARIABLE CONDENSER AND §NHERENT INDUC- 
TANCE) CONNECTED BETHEEN ANTENNA AND 
GROUND. MOUNTED IN BLACK BOX 4" X 6" X 
3° wiTH 20" OF RF CABLE RG-!10/U. SIH- 
HLAR TO TS-243/UPR EXCEPT FOR FREQUENCY 


COVERED. USED wiTH AN/APR-1 SERIES, 
ANZAPR-4, AN/SPR-t, ROO AND SIMILAR 
EQUIPMENT 


CANCELLED, REPLACED BY F-19/UPR. 


TS -+250/KPN RAN/APN=4 RESTRICTED” 
RANGE CALIBRATOR: 

ELECTRONIC RANGE CALIBRATOR USED TO CAL- 
IBRATE FM RADAR EQUIPMENTS SUCH AS 
RANSAPN-1 SERIES AND RANZARN-1F ALTI- 
METERS. WHEN APPROPRIATELY CONNECTED BE- 
TWEEN THE TRANSMITTING AND RECEIVING AN- 
TENNA RECEPTACLES OF THE FM EQUIPMENT 
BIB44 CRP: 

HAY 46 


TS -2507APN 
THE CALIBRATOR WILL PRODUCE AT THE OUTPUT 
OF THE DETECTOR IN THE FM RECEIVER AN 
AUDIO FREQUENCY WHICH DEPENDS ON THE 
BANOWtOTH OF THE TRANSMITTER AND THE 
RANGE OF THE CALIBRATOR THUS ENABLING 
RANGE CALIBRATION OF THE EQUIPMENT. PRO- 
VIDES RANGES OF 3750° AND 350°. WILL RE- 
PLACE #®TS-59/APN-1 AND &TS-S9ACAPN-I. 
BRITISH REF. NO. ttose/t74. 


TS-250A7AP = ANSAPN-1 RESTRICTED 
RANGE CALIBRATOR: 
ELECTRONIC “ANGE CALIBRATOR USED TO 
CALIBRATE FM RADAR EQUIPMENTS SUCH AS 
RANZAPN-1 SERIES AND SAN/SARN©T ALTEIME® 
TERS. WHEN APPROPRIATELY CONNECTED BE- 
TWEEN THE TRANSMITTING AND RECEIVING AN- 
TENNA RECEPTACLES OF THE FHM EQUIPMENT. 
3/6745 CRP: 


MAR. 45 
MAUSENES | MANTRA | 
NAVSHIPS 900,109 


DATE 


‘4-156 


DESSKATION 


FARST ASSIGNED FOR A ORAM 


Army-Navy Designations 


OR —_[riasr assionen ron | MASE RAYINS, 


THE CALEBRATOR WILL PRO- TS-250A/APN 
DUCE AT THE OUTPUT OF THE DETECTOR IN 
THE FA RECEIVER AN AUDIO FREQUENCY WHICH 
DEPENDS ON THE BANDWIDTH OF THE TRANS- 
WETTER AND THE RANGE OF THE CALIBRATOR 
THUS ENABLING RANGE CALIBRATION OF THE 
EQUIPHENT. PROVIDES RANGES OF 3750', 

950° AND 550°. WILL REPLACE @TS-5S9/APN-1 
AND GIS-S9A/APN-1. SAHE AS TS-250/APN EX- 
CEPT HAS ADDITIONAL RANGE OF 950°. 


TS-268/0 GEN. USE RE-154-1093A 
CRYSTAL RECTIFIER TEST SET: RESTRICTED 
CONSISTS OF O-tMA METER, BATTERY SWITCHES 
AND RESISTORS.USED FOR TESTING CRYSTAL 
RECTIFIER IN21, IN23, PH2S & SIMILAR XG 
S & & BAND CRYSTAL RECTIFIERS. APPROX. 
DIMENSIONS 4% X 4" X 7" MoLeT. TYPE 


THN-10RU, 
9/6/44  CAORZMN-f ORL 
‘FEB. 45 
Ts -270/uP ANSMPN-tA 
ECHO BOX: CONFIDENTIAL 


CONSISTS OF A HAND TUNED ECHO 80X OR 
RESONANCE CHAMBER TOGETHER WITH CRYSTAL 
RECTIFIER AND MICROAMMETER. USED TO 
ALIGN THE EQUIPMENT AND MAKE ROTATIVE 
FREQUENCY MEASUREMENTS. INCLUDES DIPOLE 
AND MOUNTING BRACKETS. OPERATES IN Sg 
9/9744 CABYs CAB¥SSP-SI58-A 
BEC. 444 


Ts-270/0P 
BAND. SIMILAR TO NAVY TYPE 14ABA 
EXCEPT FOR FREQUENCY RANGE. OVERALL SIZE: 
ev X 42 1/4" xX 12 5/8" X 14 5/8", 


TS-27100P GEN USE 

SIGNAL GENERATOR: CONFIDENTIAL 
CONSISTS OF A SIGNAL GENERATOR, FREQ. 
METER ATTENUATOR 15008. OPERATES FROM 
8702 MC TO 3548 MC. PULSE 
REPETITION RATE 300 TO 3000 CPS WITH 
DELAY ADJUSTABLE FROM 300 MICROSECS. TO 
3 MICROSECS.. SYNC OR OUT.UT, + OR -. 
979744 CANIS 

DEC. 446A 


. TS-271/UP 
FREQUENCY MODULATION-EXTERMNAL OR INTER~ 
WAL (60~ + 30¥ ADJUSTA3LE WITH PHASE 
CONTROLI.USED FOR FIELD OR BENCH TeST- 
#NG OF RADAR RECEIVERS. USES B.T.L. TUBE 
TYPE AB/723. 


TS-275/UP 
ECHO BOX: CONFIDENTIAL 
CONSISTS OF A HAND TUNED ECHO BOX OR 
RESONANCE CHAMZER TOGETHER WITH CRYSTAL 
RECTIFIER AND MICROAMMETER. USED TO 
ALIGN THE EQUIPMENT AND MAKE ROTATIVE 
FREQUENCY MEASUREMENTS, OPERATES IN S 
SUB W BAND. SIMILAR TO NAVY TYPE -14A8A 
9/14/44 CABY: 

WOoV. 44 


AN/HPN-tA 


Ts-275 /UP 
EXCEPT FOR FREQUEHCY RANGE. 


a SATACTHREES, 


FS-277/ARCIN-1) 
INTERFERENCE TESTERS 
INTERFERENCE TESTER, CONSISTING OF A 
PULSE RECEIVER FIXED TUNED IN THE ®L” 
BAND WiTH A PICK-UP LOOP ANTENNA AND A 
SMALL LIGHT OR METER AS AN INDICATOR. 
USED FOR MONITORING THE PRESENCE OF AIR- 
CRAFT RAOtO INTERFERENCE ABOVE A PRE- 
9722044 
SEPT. 444 


RESTRICTED 


OETERMINED LEVEL IN TS-2777ARCXN-13 
THE “L" BAND. TO SUPPLEMENT TESTS AT 
LOWER FREQS. WITH CALIBRATED MHF & VHF 
RECEIVERS. USED AT TEST CENTERS FOR 
TESTING AURBORNE EQUIPMENF INSTALLATIONS 
FOR RADIO ENTERFERENCE FROM ASRPLANE 
IGNETION SYSTEMS. RECEIVER HAS 10 MICRO- 
VOLTS SENSITIVITY #870 50] LOAD. INPUT: 
tt5¥, 6O TO 800 CYCLES AT 100 WATTS. 


TS-288/UPA-1 AN/UPA-T 

DUMMY LOAD: 

USED 1N CONJUNCTION WITH 
CABLE THAT CONNECTS DETECTOR-AMPLI - 


RESTRICTED 


FIER ASSEMBLY AN/UPA-I TO SYNCHROSCOPE 


TS-28/UPN. CONTAINED §N ALUMINUM ALLOY 
HOUSING 1" X 1% X 5 1/8" LONG. HAS NAVY 
TYPE CONNECTORS 49194 AND 49195 AT EACH 
10/5/44 CDLs COL3B-207-1393~2 
oct, 44 


TS-288/UPA-t 
END. PART OF AN/UPA-1. 


TS-295/UP GEN. USE 
FREQUENCY=POWER METER 
WAVE METER-WATTMETER. USED TO MEASURE 
FREQUENCY AND POWER OF CW AND PULSED 
SIGNALS IN THE S SUB W FREQUENCY RANGE. 
WT. IS APPROX., 12 LBS. INCLUDES AL- 
UMINUM CASE AND CORD CG-256/U, CG-257/U 
AND CG-258/U. SIZE APPROX: 9 178" X 
10/14/44 CWSK-66404A CWs3BXX-409780 
Oct. 44 


CONFIDENTIAL 


TS-295/UP 
9 1/2" X 11 378". SIMILAR TO TS*3/AP 
AND TS-3A/AP EXCEPT COVERS DIFFERENT 
FREQ. RANGE. 


TS-306/ARW 
TEST SET: CONFIDENTIAL 
SET DESIGNED TO TEST CARRIER AND SUPER- 
IMPOSED-AUDI{O FREQUENCIES OF TRANSMITTERS 
(N THE 30-40 MC. AND 132-140 MC. RANGES, 
INCLUDES MONITOR RECEIVER INTO WHICH 
COMSINED SIGNALS ARE FED FOR FREQUENCY 
COMPARISON WITH STANDARDS. PROVIDES AN 
13/2/44 
Noy. 44 


AN/ARW-13 


TS-306/ARW 
Fam. TEST SIGNAL FOR ADJUSTMENT OF F.M. 
RECEIVERS USED FOR TESTING AN/ARW-13, 
AN/ARW-14, AN/ARW-21 ETC. 


OTT ALAR, 
TS-307/ARW ANZARW-13 
DUMMY LOAD CONFIOENTEUAL 


FIXED RESISTOR TYPE OF DUMMY LOAD. USED 
WITH TEST SET TS-306/ARW FOR TESTING 
OUTPUT OF TRANSMITTERS IN THE RANGES 
30-42 MC.. AND 132-140 MC. CAN PICK UP 
20W OF TRANSMITTED POWER WHICH IS ATTEN- 
UATED TO AN OUTPUT OF 300 MICROVOLTS. 
1s2s4aa 

NOV. 44 


TS-310/UP GEN. USE 
ECHO BOX: 

CONSISTS OF A HAND TUNED ECHO BOX TO- 
GETHER WITH CRYSTAL RECTIFIER AND MICRO- 
AMETER. USED TO ALIGN EQUIPMENT, MEA- 
SURE OVERALL PERFORMANCE AND MAKE 
ROTATIVE FREQUENCY MEASUREMENTS. OPERATES 
OVER THE ENTIRE X SUB L SAND. 


CONFIOENTIAL 


11/8/44 CWSX-663569A id 
wov, 44 

TS-3rt/uP GEN. USE CONFIDENTIAL 
ECHO BOX: : 


CONSISTS OF A HAND TUNED ECHO BOX TO~ 
GETHER WITH CRYSTAL RECTIFIER AND MICRO- 
“ AMMETER.. USED TO ALIGN EQUIPMENT. MEA- 

SURE OVERALL PERFORMANCE AND MAKE 

ROTATIVE FREQUENCY MEASUREMENTS. OPER- 

ATES WITHIN A SPECIFIED PORTION OF THE 

VUs8/44 CWEX656Z29A 


RAT 45 
Ts-3t1/UP 
X SUB t BAND. 
TS<3ttA/UP GEN. USE CONFIOENTEAL 


ECIQ BOX: 

CONSISTS OF A HAHD TUNED ECHO BOX TO- 
GETHER WITH CRYSTAL RECTIFIER AND MICRO- 
AMMETER. USED TO ALIGN EQUIPMENT, HEA- 
SURE OVERALL PERFORMANCE AND MAKE 
ROTATIYE FREQUENCY MEASUREMENTS. OPER- 
ATES wULHEN A SPCCIFICOD PORTION OF THE 
4/2/45 CW:X63629B 

MAY 45 


TS=31TA/UP 
X SUB L BAND. SAME AS ECHO BOX 
TS-311/UP EXCEPT HAS CRYSTAL CHECKER. 


TS-319/URM-§t AN/URH-1 

SOUND TEST BOX: CONFIDENTIAL 
FO PROVIDE A SOUND SOURCE FoR TESTING 
THE HYDROPHONE SECTION OF AN/CRT~4. CoN- 
SISTS OF WOODEN CHAMBER LINED wITH CELL- 
TITE SYNTHETIC RUBBER, PERMAFLUX HEAD- 
PHONE, TWO-CONDUCTOR CA3LE FOR CONNEC - 
THON TO AN EXTERNAL AUDIO GENERATOR. THE 
Vista/aa 

NOV. 44 


ane HAS AN OP Sey 
MBE : ENING INT 

HYOROPHONE END OF THE ANpeR a Ae ine 
SERTEO, THE PER“AFLUX HEADPHONE IN THE 
CHAMBER PROVIDES THE SOUND souURCE WHEN 
MODULATED BY AN EXTERNAL AUDIO SIGNAL 
GENERATOR. S1ZE: 9™ x 7 1/2" x 7 4/an 
WEIGHT: 5 1/2 L8S. DRAWING NUMBER NL-+140 
NDRC. DIVISION 6, SECTION 6.1, USED WITH 
N/CRT-4. PART OF: AN/URM-~1, 


L_*ORRAH® | HANHRACTUNES. 


NAVSHIPS 900,109 


CONFIDENTIAL 


BATTEN SANT 


Seon FIRST ASSIGNED FOR { HAY RBAMING | 
TS-320/URM-1 AN/URM-1 : 


. HYDROPHONE MAGNETIZERS: CONFIDENTIAL 
PROVIDES A SOURCE OF'180 VOLTS DC FOR 
MAGNETIZING THE MAGNETOSTRICTION HYDRO- 
PHONES IN AN/CRT-4 EQUIPMENT. CONSISTS 
OF A CABINET, VOLTMETER, ROTARY SNAP 


SWITCH, SIX ELECTROLYTIC CONDENSERS, RE- 
SISTOR, AND TERMINALS, POWER SUPPLY: 
48/14/aa 
Wov. 44 

TS-320/URM-T 


THREE 67 1/2 VOLT BATTERIES NAVY NO, 
19032. SIZeEz-8" X 8" X 9%. WEIGHT: 10 
LBS. DRAWING NUMBER NL~137, NORC, 
DIVISION 6, SECTION 6.1. USED WITH AW/ 
CRI-4. PART OFs. AN/URM-1. 


TS-321/URM-1 AN/URK-1 

TUNING TEST CASE: RESTRICTED 
A NODIFIEO AN/CRT-4 TRANSMITTER TEST 
CASE WHICH HAS APERTURES CUT INTO IT TO 
PERMIT TUNING OF TRANSHITTER WHILE IN 
THIS TEST CASE. CONS!STS OF MODIFIED 
TUNING TEST CASE MADE FROM EMERSON RADIO 


AND PHONGGRAPH CORP. PART NO. 5585 OR 
TH/14 fas 
mov. 44 

TS-321 /ORA-t 


EQUIVALENT, SIZE: 22 1/2" LONG; 6 1/4" 
DIAMETER, WEIGHT: 4 1/2 LBS. DRAWING 
WUMBER NL-138, NORC- DIVISION 6, SECTION 
6.t. USED WITH AN/CRT-4, PART OF; 
AM/URR-1, 


TS-327/URK~1— AN/URM-1 ; 
VOLTAGE INJECTOR: CONFIDENTIAL 
PROVIDES A SOURCE OF O-1.5 VOLTS VARI- 
ABLE FOR USE IN TESTING THE DIRECTION 
HNOICATOR O®8 RECEIVERS USED WITH AN/CRT- 
4 EQUIPMENT. IT 8S A SMALL METAL BOX 
HAVEING A VARIABLE POTENTIOMETER, METER 
TERMINALS AND VOLTAGE QUTPUT TERMINALS. 
12/16/44 
Rav. 44 


¥S-322/URN-1 
CONSISTS OF A METAL BOX, POTENTIOMETER, 
FOUR POLE DOUBLE THROW SWITCH, METER 
TERMINALS. POWER SUPPLY: 1 1/2 VOLT 
FLASHLIGHT CELL BATTERY. SIZE: 5" X 4" X 
3". WEIGHT: 2: L8S. USED WITH AN/CRT-4, 
AND AN/ARR-36. PART OF: AN/URN-1, 


TS-3Z2SI0R GEN. USE 

FREQUENCY METER? RESTRICTED 
HETEROOYNE FREQUENCY METER WITH CRYSTAL 
CALIBRATOR AND MODULATOR. FREQUENCY 
RANGE 20 TO 450 MC. HAS TUNING OFAL 
HETERODYNE CALIBRATION CORRECTOR KNOB, 
CALIBRATOR SWITCH CCRYSTAL). AUDIO GAIN 
CONTROL MODULATION SWITCH, ANTENNA 
Wt#20744 CKBS 

VAN. 45 


TS-323570R 
TERMINAL AND ANTENNA, HEADSET JACK & RF. 
OUTPUT CONNECTOR 49470. DIMENSIONS 
9 7706" X 91 1716" X 19 374". POWER 
SUPPLY FROM SELF CONTAINED BATTERIES (3) 
19021 (BA-59) & (2) BA-203/U. WT. APPROX. 
35 LBS. 


Army-Navy Designations 


SENT [ris assicneo von | HAM GRAXING 


Ts-328/0 GEN. 
FREQUENCY METER: 
_ A S-B-T INSTRUMENT CO. MODEL 33~-F FREQ, 
METER CONSISTING OF 9 VIBRATING REEDS, 
WTHE DIAL tS MARKED FROM 380 TO 420 
CYCLES PER SECOND INDICATED IN 5 CYCLE 
INCREMENTS. MOUNTS IN A BLACK BAKELITE 
CASE APPROX. 2 33/64" X 3 1/16" X 
#3 /29/44 
Jan. 45 


USE 


ts-328/U 
6 13/16", TWO JACKS ARE PROVIDED FOR 
_ CONNECTION TO METER BINDING POSTS, 
INPUT; TOO-130 VOLTS, 1.75 WATTS. METER 
1S RATED AT 70 OHMS PER VOLT AT 400 
CYCLES. SAME AS NAVY TYPE CASA+2245} 
EXCEPT EXCLUDES CASE. 


Ts-32970 
DUMMY ANTENNA 
DUMMY TRANSMITTER ANTENNA USED TO PRO- 
VIDE A DUMMY LOAD iN BENCH TESTING OF RF 
OUTPUT OF TRANSMITTERS. CONSISTS OF NON- 
ENDUCTEVE RESISTANCE OF APPROXIMATELY 50 
OHMS @N SERIES WITH A THERMOCOUPLE AM- 

METER HAVING A RANGE OF O TO 065 ANPS. 


GEN USE RESTRICTED 


W2d644a WESTERN ELEC. 
DEC. 44A ES-+694259 
*Ts=3297U 


CONWECTS TO TRANSMITTER UNDER TEST BY 3* 
OF RG-~8/U CORD TERMINATED IN NAVY 

TYPE CONNECTOR 49195 ON EACH END. SIZE: 
CAPPROX) 3" X 4" X 5". WEIGHT: (APPROX) 
2 LBS. USED WITH AN/ARC-1I AND AN/ARC-4. 
NOTES IDENTICAL TO A-68-A. PART OF 
AN/GRM-t, WHICH 1S NO LONGER BEING PRO- 
CURED. 


TS-331/UR GEH. USE RESTRICTED 
SIGNAL GENERATOR? RE 165 15 
CONSISTS OF A VARIABLE FREQ. OSCILLATOR 
¢40+500 MC) MUTUAL INDUCTANCE TYPE AT~ 
TENUATOR, ATTENUATOR MONITORING VOLT- 
METER, A 400 AND 1000 CYCLE SINE WAVE 
MOOULATOR, MODWWLATION PERCENTAGE INDICA- 
TOR AND RECTIFIER TYPE POWER SUPPLY. HAS 
12/11/44 CA80>8238 


APR. 454 330C 


TS-351/UR 
A VARIABLE OUTPUT VOLTAGE OF FROM 1 VOLT 
TO «1 MICROVOLT THROUGH AN OUTPUT IMPE- 
DANCE OF 50 OHMS. OPERATES ON #I5V SIN- 
GLE PHASE S0-1600 CYCLES, APPROXIMATELY 
100 WATTS. DIMENSIONS: 16" X #5" X 2", 
WEIGHT: 60 LBS. INCLUDES A 4 FT. LENGTH 
OF OUTPUT CABLE RG-9/U wITH N TYPE. PLUGS 
AT EACH END AND A RUBBER-COVERED POWER 
CABLE, SEVEN FEET IN LENGTH. 


TS-33270P X-BAND RADAR 

DUMMY LOAD: CONFIDENTIAL 
A SECTION OF "X" BAND SMALL SIZE WAVE 
GUIDE FILLED WITH POLY:RON FILL CMOLOED 
CERAMIC WETH IRON FILINGS INTERSPERSED). 
ONE END OF THE WAVEGUIDE IS CLOSED AND 
THE OTHER END IS TERMINATED tN A PLAIN 
FLANGE COUPLING. EXTERNAL FINS ALLOW 

1241 4/44CCS3 

DEC. 44 


Ts-3352f0P 
DISSIPATION OF HEAT. PART OF STABILtZER 
TUNENG CAVITY @N THE AN/CPN-6 TRANS- 
WETTER. S.W.R. ¢S LESS THAN 3.3 TOT AT 
OPERATING FREQUENCY. StMILAR TO 
TS-108A/AP EXCEPT HAS PLAIN FLANGE 
COUPLING INSTEAD OF CHOKE COUPLING AND 
HAS SMALLER SIZE FINS. FIRST PROCURED ON 
NXss 32854, NXgr 65357. 


CONFIDENTIAL 


[pare | aE HBNES 
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ea FIRST ASSIGNED FOR | WANT ORAWINS, 
TS -334/UP GEN USE CONFIDENTIAL 
ECHO BOX 


CONSISTS OF HAND TUNED ECHO BOX TOGETHER 
WITH CRYSTAL RECTIFIER AND MSCROAMMETER, 
USED AS A POWER INDICATOR; TO MEASURE 
OVERALL PERFORMANCE AND TO MAKE ROTA- 
TUVE FREQ. MEASUREMENTS. OPERATES OVER 
THE ENTIRE S SUB W AND S SUB H BANDS. 
12416744 CWsX-6640358 Cws 

FEB. 45 


: Ts-334/uP 
SIRTLAR TO ECHO BOX CH-14A3G EXCEPT IR- 
CLUDES ALUMINUM CARRYING CASE. 


TS -338/UP CONFIDENTIAL 
DUMMY LOAD 
CAST AL. HOUSING LINED WITH A MIXTURE OF 


GRAPHITE ANO PORTLAND CEMENT TO FORM A 
SECTION "LOSSY" OF "S" BAND WAVE GUtDE. 
TERMINATED AT ONE END IN CHOKE UG-200/U0 
AND OTHER END {S CLOSED. EXTERNAL FINS 
ALLOW DISSIPATION OF HEAT. DISSIPATES 
22/27/44 RADUATCON LAB. 
WAR. 45 BUAER 2663 RL 


TS-338/UP 
600 W. AVE. OR ONE MEGAWATT PEAK PULSES. 
SIZE APPROX: 26" X 8" X 9%. WT. 18 LBS. 


TS-33597AP CONFIDENTEAL 
SLOTTED SECTION & PROBE: EP-248 
USED TO MEASURE STANDING WAVE RATIOS ON 
TRANSMISSION LENES AND ANTENNAS. CON- 
SISTS OF A SLOTTED SECTION OF “S" BAND . 
WAVE GUIDE WITH A CHOKE AT ONE END AND 
FLANGE AT THE OTHER. ALSO HAS CAPACITY 
COUPLED PROSE WHICH CAN BE MOVEO ALONG 


t2/27/44 CASTS: RAD. LAB. 
JAN. 45 St 20RL 
TS-339/AP 


SLOTTED SECTION BY TURNING A POSITIONING 
KNOB IN CONNECTION WiTH A DETECTION 
METER. SIZE: 8" X 8" X 16". WT, 23 LBS. 
USBD WETH TS-125/AP. 


TS-340/0 AN/TPS-1B 

VOLTMETER 

WESTON MODEL 455 AC-0C ELECTRODYNAMIC 
TYPE PORTASLE VOLTMETER. DIAL CONSISTS 
OF THREE SCALES; 0-750 VOLTS, 0-300 AND 
0-150 VOLTS AT FROM 25 TO 400 CYCLES. 
DIMENSIONS: APPROX. 5 1/16" X 6 1/16" X 
3 1/2". Wes'2 1/2 LBS. 

12/27/44 CV2455 

DEC. 44 

Ts-344/uP An/CPX-S 
REPLECTOMETER? CONFIDENTIAL 


CONSISTS OF A LENGTH OF AIR DIELECTRIC 
COAXIAL LINE WHICH 1S ATTACHED ON ONE 
SIDE TO THE TUNING UNIT TN-95/CPX-3 AND 
ON THE OTHER SIDE TO THE CONNECTOR TO 
THE ANTENNA EQUIPMENT USED WITH RADAR 
SET AN/CPX-5. CONTAINS TWO ADJUSTABLE 
12/30/44 


APR. 45 918 


Mi eacurs 


NAVSHIPS 900,109 
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TS-3Sks70P 
PROBES AND CONNECTIONS TO AN EXTERNAL 
AMPLIFIER AND MELLIAMMETER PROVIDED I 
TRANSMETTER-RECEIVER RT-89/CPX-3. PRO- 
VEDES COMPARATIVE ANTENNA STANOSNG WAVE- 
RATIO MEASUREMENTS. BRITISH REF. MO. 
¥80SB4393. 


TS-S45/ART-22 ANSART-22 RESTRICTED 
TEST SET 
GENERATES ARTIFICIAL VIOEO WHICH 8S COM- 
POSED OF ARTIFICIAL NOISE AND A VARIABLE 
LENGTH GATE TO TEST RELAY TRANSMITTER 
T-I23/ART*22. CONSISTS OF NOISE GENERA- 
TOR, RECTIFYING AND GATING CIRCUITS; A 
OELAYEO GATE GENERATING CIRCUIT, MIXENG, 
142445 

Jam 45 


TS-345/aRT-22 
CLEPPING AND AMPLIFYING CIRCOITS; POWER 
ON-OFF SWITCH. POWER REQUIREMENTS: 135¥. 
60-800 CYCLES AT 2-5 AMPS. SIZE: 11° X 
14° X 8", WEIGHTS 20 LBS. USED WETH 
AN/ART~226 


TS-346/0P 

TEST LOAD : 
RF LOAD - USED IM FRONT OF ANTENNA TO 
ABSORB RF ENERGY IN "SG" BAND. CONSISTS 
OF MATERSAL 174 WAVE LENGTH THICK WITH 
& METAL SHEET IN THE REAR AND A SPECtAL 
SCREEN (NM THE FRONT FOR ABSORBING RF 
ENERGY. WINGED OM THE MEDDLE FOR CON- 
Es2445 Cataz 

Jaw. 45 


CONFIDENTIAL 


TS-346/0P 
VENIENCE. SIZE: EXTENDED: 4° X 10° X 
3.1/2": FOLOEO: 4° X 6° X 7". WEIGHT: 
200 LBS. USED WITH AN/APS-20 AND CAN BE 
USED WITH OTHER "SG" BAND RADAR EQUIP- 
RENT. 


TS-347/APS-20 ANSAPS-20 
TOME METER 

TIMING METER- CONSISTS OF A 24 VOLT DC 
CLOCK TO MEASURE THE ELAPSED TIME: OF 
OPERATION OF RADAR TRANSMITTER mo 
T-120/APS-20. 1S CAPABLE OF RECORDING UP 
TO 9,999 HOURS ON THREE (3) DISKS. THE 
FIRST DIAL RECORDS 100 HOURS $M MULTI- 
172745) CATB: 

Jam 45 MESTT6 


Ts -347/APS-20 
PLES OF t HOUR, THE SECOND 1000 MOURS IN 
MULTIPLES OF 10 HOURS, THE THIRD 9,000 
HOURS IM MULTIPLES OF 100 HOURS. USES 
AM 3102-143-2P RECEPTACLE FOR INPUT CON- 
WECTIONS. POWER SUPPLY: 28V DC. SIZE: 
a" x 4" X 3%. WEIGHTS 2 LBS. PART OF: 
AN/APS-20. * 


TS-349/UP GEN USE 
ECHO BOX: 

ECHO BOX COMPOSED OF A HAND TUNED 1/4 
WAVE SHORTED RESONANT COAXIAL LINE, USED 
TO MEASURE OVERAL PERFORMANCE OF MK 12 
AND SIMILAR RADARS. OPERATES JN & BAND. 
ROTATIVE FREQUENCY MEASUREMENT MAKE POS- 
SIBLE SPECTRUM ANALYSIS. DIMENSIONS: 
1/5/45 

Jam, 45 


CONFIDENTIAL 


NAVSHIPS 900,109 


. TS-3437UP 
127 Xt 142" X 8 172%. MTs 9 LBS. 


TS-355/UP AN/APX-13 CORFIDERTAIL 
TEST SET: 

TEST SET USED TO MEASURE RECEIVER SEN- 
SUTIVITY. TRANSMITTER POWER OUTPUT AND 
FOR ROUGH FREQUENCY MEASUREHENTS. MAY 
ALSO BE UTILIZED AS A GENERAL TEST SCOPE 
USED TO TEST OPERATION OF AN/APX-13 AND 


-ANJAPX-U3A EQUIPMENT. SIZE APPROX: 


1417745 
JAN. 45 


Ts-355/0P 
9 172" X 11° X 17%, WT. APPROX 38 LBS. 
(INPUT POWERS 115710/50-1200~. INCLUDES 
CASE CT-278/UP AND TUNNING UNIT TN-79/UP 
WHICH JS REMOVABLE. SIMILAR TO TS-182/UP 
EXCEPT FOR DESIGN CHANGES TO ADAPT THIS 
UmIT FoR USE WITH AEM CFF. 


TS-356/0P AN/TPS-18 RESTRICTED 

PROBE ASSEMBLY; 

CONSISTS OF A I' 4" LENGTH OF RG-5/U 

RF. CABLE TERMINATED AT ONE END BY RF 
JACK UG-10/U AND AT THE OTHER END BY A 

BTL SPECIAL TERMINAL WHICH FITS INTO THE 

CAVITY AND 1S ADJUSTABLE MECHANICALLY 

FROM THE PANEL OF TEST SET TS-172/UP. 
Wt 7ses 

Jan. 46 


TS-356/UP 
PARY OF TS-172/UP. 


TS-357/4SG-10 ANSASG-10 CONFIDENTIAL 
TEST SET: 

TEST SET CONTAINED €N A WOODEN BOX, TO 
BE USED FOR TESTING ANZASG-10. CONSISTS 
OF TIMING DEVICE AND BRIDGE CIRCUIT. 
TaiS SET 1S USED TO PUT ANZASG~-10 THRU 
A WORKAL OPERATING CYCLE, WITH AN EXACT 
CHECK. ON THE TIME ELEMENT OF INPUT AND 
1716745 = RROCHBO9S 

JAN. 45 8096,8097 


TS-3577ASG-10 
OUTPUT. THERE 1S ALSO PROVISION FOR 
CHECKING THE ADJUSTMENT OF THE GYRO AND 
RESISTOR, AND GYRO POINTER CONTACT. 
POWER REQUIREMENTS: t10¥ AC 60 CYCLES & 
28¥ OC. SIZE: 18" X12" X 7 1/2". WEIGHT 
13 LBS. USED WITH AN/ASG-10. MAHUFACTUR- 
E@: NATIONAL BUREAU OF STANDARDS. 


TS-358/0P GEN. USE 16C 20 (RE) 
RANGE CALIBRATOR: CONFIDENTIAL 
PORTABLE CRYSTAL TYPE RANGE CALIBRATOR 
SUITABLE FOR CHECKING RANGE CIRCUITS OF 
VARIQUS SEARCH RADARS AS WELL AS OF RE- 
MOTE INDICATORS. MARKER PULSES SHALL BE 
SPACED BY TIME EQUIVALENT TO RANGES OF I, 
5.30, & 50 MILES + 2058 OR 15 YDS (WHICH: 
1420/45 
JAN. 46 


CONFIDENTIAL 


Ts-358f0P 
EVER #S GREATER}. PRODUCES AN EXTERNAL 
TRIGGER OF AM AMPLITUDE OF 26-S0V AT 
18O OR S40 REPETITION FREQUENCY. CON- 
SISTS OF A MAIN UNIT AND METAL ACCESSORY 
BOX CONTAINING CABLES AND AUXILIARY FIT- 
TEMGS. MAUN UNIT SIZE 1S 12 172" X 
8 17732" x 19 3/8". WT. APPROX. 60 LBS. 
tUPUT 815710/60~. 


TS-362/ASG-10 AN/ASG-10,10A 

TEST SET: CONFIDENTIAL 
TEST SET USED FOR CHECKING THE VARIOUS 
FYNCTIONS AND ADJUSTMENTS OF THE 
AN/ASG-10 & AN/ASG-I0A; PROVIDES A MEANS 
OF TESTING THYRATRONS aND SERVES AS A 
MEGOHMMETER. CONSISTS OF TIMER (STANDARD 
ELECTRIC TYPE SI, OR EQUIVALENT), Vi- 
1/20/45 CMX: ; 
May 454 948 


- TS-362/A4SG-10 
BRATOR POWER SUPPLY, THYRATRON TUBE 
TESTER AND ASSOCIATED CIRCUITS AND 
CABLES. POWER REQUIREMENTS: 28vV OC AT 
MAXUTMUM 2.0 AMPS, SIZE: MAXIMUM 14" X 
17” X 12". WEIGHT: APPROX: 35 L8S. USED 
WITH AN/ASG-10 & AN/ASG-10A. MANUFACTUR- 
ER: MAGKAVOX CORP. NOas 6217. 


Ts-375/0 GEN. USE SPECSEP-280 
VOLTMETER: RESTRICTED 
VACUUM TUBE VOLTHETER - USED FOR MEASUR~ 
1NG BOTH AC AND DC. FURL SCALE RANGE; 
AC/DC 1.2, 3. 12, 30 & 120; DC ADDITION- 
AL SCALE, UP TO 300V~ FREQUENCY RANGE: 
AC, 40 CYCLES TO 300 HC. INCLUDES (1.) 
AC PROBE WITH AN INPUT #MPEDANCE OF 4 
276745 c¥s 
FEB. 45 


; 18-3750 
MEGOHMS SHUNTED WITH 30 MMFD. (2.) DC 
PROBE WITH AN INPUT IMPEDANCE OF 20 MEG- 
GUMS; (3.) POWER CORD CX-3374U (8°-"), 
POWER REQUIREMENTS: F15¥ S0-1600 CYCLES, 
25 WATTS. MANUFACTURER WESTON. ~ 


%S-377/0 
REFLECTOMETER?: 
BI-DIRECTiONAL COUPLER USED TO MEASURE 
TRANSMETTER QUTPUT QUALITATIVELY AND TO 
CHECK REFLECTED ENERGY FROM THE ANTENNA 
“OUE TO ANTENNA MISMATCH. CONSISTS OF A- 
COAXIAL LINE WITH COUPLING LOOP INTRO- 
OUCED INTO IT IN SUCH A WAY THAT THE 
2701734 CUOs 
MAR. 45 


ANZART~22 CONFIDENTIAL 


LOOP COUPLES POWER TS-377/0 
FLOWING IN THE LENE FN ONE DIRECTION 
ONLY. LOOP MAY BE REVERSED 180° TO READ 
POWER FLOWING tM THE OTHER DIRECTION. 
FREQUENCY COVERAGE: 264-372 MC. INCLUDES 
A MICROAMMETER WITH 6H6 DETECTOR TO MEA- 
SURE POWER. A POWER SWITCH. LOOP REVER- 
SAL CONTROL. TUNING CONTROL AND ZERO AD- 
JUSTNENT. POWER REQUIREMENTS: 28¥ OC AT 
142 AMPS. SIZE 12" X 4" K BY. wT. & LBS 


TS-378/UP An /APS-20 
PRESSURIZING PLATE: RESTRICTED 
PRESSURIZING PLATE USED TO SEAL A SEC- 
TION OF S" BAND WAVE GUIDE. IN ORDER TO 
TEST FOR AIR LEAKS. CONSISTS OF A 1/4" 
THICK CIRCULAR BRASS PLATE, 5 1/8” DIA, 
ORILLED TO FIT WAVE GUIOE FLANGE BOLT 
CIRCLE ANO PROVIDED WITH A SCHRADER AIR 
2/8/45 : RAO LAB 
FEB. 45 Cl2644A 
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Ts-378/UP 
VALVE TO PERMIT PRESSURIZING. MAY BE 
USED TO TEST ANY °S" BAND WAVE GUIDE. 
USED WITH AN/APS-20,. WEIGHT: 1 1/2 LBS. 
MANUFACTURERS RAOIATION LABORATORY. 


TS-387/U 
TEST SET: 
TEST SET WHICH PROVIDES AN AURAL MEANS 
OF CHECKING HEADSETS. AN OUTPUT METER 
FOR TESTSNG BOTH CARBON AND MAGNETIC ME- 
CROPHONES, AND AN OHNNMETER FOR CHECKING 
THE RESISTANCES OF FLYING SUITS. HEATING 
ELEMENTS. CONSISTS OF AN AUDIO OSCIiLA- 
2428745 
WAR. 454 


RESTRICTED 


TS-387/0 

TOR HAVING A FIXED FREQUENCY WITH TwO 
LEVELS OF OUTPUT: AN AMPLIFIER AND OUT- 
PUT METER; AND POWER SUPPLY USING A JAN 
6XS RECTIFIER. POWER REQUIREMENTS 1145V 
AC 50 TO 1200 C.P.S. SIZE: 15" X 8” X 6", 
WEIGHT: APPROX. 20 LBS. SUPERSEDES NAF 
67073-1 HEADSET AND MICROPHONE TESTER. 


TS-398/uP GEN. USE cS-177 

ECHO BOX: CONFIDENTIAL 
COMPOSED OF A HAND TUNED 1/4 WAVE SHORT- 
EO RESONANT COAXIAL LINE. USED TO MEA- 
SURE OVERALL PERFORMANCE OF SA, SC, SK, 
SR AND OTHER RADARS. MAKES FREQUENCY 
MEASUREMENT, SPECTRUM ANALYSIS, AND HAS 
UNTUNED POWER INDICATING FEATURE. SIZE: 
4/20/45 CABY: 

APR. 45 930c 


TS-398/UP 
APPROX. 16" X 11" X 8", WT. APPROX. 
15 LBS. 


TS-403CKH-9/U BUAER 

SIGNAL GENERATOR: CONFIDENTIAL 
SIGNAL GENERATOR FOR MAINTENANCE OF AIR- 
BORNE RADIO AND RADAR EQUIPMENT. WHICH 
PRODUCES MICROVOLTAGE SIGNALS BETWEEN 
1800 AND 4000 MC. CW OR PULSED. CONSISTS 
OF A SINGLE UNIT WHICH INCLUDES AN OS- 
CILLATOR, PULSE GENERATOR. ATTENUATOR. 
3/34/45 

MAR. 45 


TS-4C3CIN-3/tf 
FREQUENCY METER AND POWER SUPPLY. POWER 
REQUIREMENTS: 115V AC + 10%,°50 TO 1600 
CPS. REOESIGNED LAG SIGNAL GENERATOR. 
HANUFACTURER HEWLETT PACKARD, 


TS-SO4(XN-1)/APG AN/APG-17 94684 

RANGE CALIBRATOR: CONFIDENTIAL 
RANGE CALIBRATOR TO PRODUCE ARTIFICIAL 
DELAY AND SIMULATED DOPPLER EFFECT IN 
AN R.F. CARRIER WAVE IN ORDER TO PROVIDE 
A COMPLETE SYSTEM FOR CALIBRATING RADAR 
SET AN/APG-17 AND SIMILAR RADARS, CON- 
TAINS A RANGE CALIBRATOR, SENSITIVITY 
3/16/45 CRP3 

APR. 45 


BEMANETAE ee 


ee ee 


TS-404(XN-1) 7 APC 
CHECKER, PHASE MODULATOR, AND NECESSARY 
CABLES, PLUGS AND ACCESSORIES, OPERATES 
1N FREQUENCY RANGE 1475 TO 1525 MC. PO- 
WER INPUT, FESV, 50-1600 CYCLES, AND 100 
WATTS. FITS IN CARRYING CASE 
WI. OF UNIT WOT MORE THAN 30 LBS.-SIZE2 
v2" X §2" X 82". FIRST PROCURED ON 
NXsa@ 93940. 


TS-406/uP CONFIDENTIAL 
TEST OSCILLATOR: BUAER 

USED FOR TESTING RCM RECEIVERS OR OTHER 
RECEIVERS WITHIN THE SAME. FREQUENCY® 
BAND. COVERS FREQUENCY RANGE OF 1000- 
3500 MC. PULSED OUTPUT AT REPETETION 
RATE OF BUZZER CAPPROX 1500 CPS). SINGLE 
UNIT CONSISTING OF AN ATTENUATOR, BUZZER 
3/13/45 Olv. 15 NORCS 
MAR. 45° RRL UTT0O 


TS-406/UP 
AND CAVITY. 3 VOLT BATTERY OPERATED: 
1 BURGESS F28P OR 2 BA-30. SIZE: 2" X 
g" X 21". WEIGHT: 10 LBS. 


TS-436/AP 
TEST SET: 
TEST SET USED TO TEST “X* BAND AIRBORNE 
RADAR BEACONS. PROVIDES FOR CHECKING RE- 
CEIVER SENSITIVITY, TRANSMSTTER POWER 
OUSPUT, TRANSMITTER FREQUENCY, SPACING 
AND CORRECTNESS OF CODE. CONSISTS OF THE 

“FOLLOWING: SIGNAL GENERATOR, THERMISTOR 
3/29/45 
APR. 45 BUAER 


- AN/APN-1T CONFIDENTIAL 


TS-616/AP 
BRIDGE, VARIABLE ATTENUATOR, FREQUENCY 
METER, O-100 MICRO AMETER, OSCILLOSCOPE 
AND POWER SUPPLY. POWER REQUIREMENTS? 
VISV AC, 50-1600 CPS., 130 WATTS. SIZE: 
Vs" KX 2" X 12%. WEIGHT: APPROX. 40 LES. 
USED WITH AN/APN-11. MANUFACTURERS RCA. 


TS~417/8 GEN USE 
VIDEO-SYNCHRO TEST UNITS RESTRICTED 
CONSISTS OF NAVY TYPE UF SYNCHRO GENERA- 


TOR WITH FREE AND LOCKED TYPE DIAL, WETH 


VIDEO TRIGGER AND PULSE GENERATOR. RE- 
QUIRES 200 TO 350¥ DC @ 10MA WITH 6.3 @ 
0.6 AMPS WHICH.'S FURNISHED FROM AN EX- 
TERNAL SOURCE. INCLUDES ALL TEST LEADS 
478445 

APR. 46 930¢c. 


Ts-4177U 
AND CABLES. USED FOR CHECKING ALL CIR- 
CUITS FOR PLAN POSITION INDICATOR, ALSO 
FOR CHECKING ANTENNA AZIMUTH BEARINGS. 
DIMENStONS: APPROX. 6" X 7" X 6". WT. 
APPROX. 6 LBS. , 


TS-418/9 “GEN. USE 
SIGNAL GENERATOR: CONFIDENTIAL 
SIGNAL GENERATOR FOR MAINTENANCE OF AIR- 
BORNE RADIO AND RADAR EQUIPMENT WHICH 
PRODUCES SIGNALS AT A FREQUENCY OF 400 
TO 1000 HC, CW OR PULSED, WITH ACCURACY 
TO 1%. OUTPUT IMPEDANCE 1S SO OHMS, 
THERMISTER OUTPUT POWER MONITOR WITH 
4/6/45 
APR. 454 948Cb 


CONFIDENTIAL 


_ Ts-419/B 


sana || are [HY 


UNTER- TS-418/0 
NAL AND EXTERNAL MODULATION. CONSISTS 
QF A SINGLE UNIT WHICH INCLUDES AN OS~ 
CHLLATOR PULSE GENERATOR, ATTENUATOR, 
FREQUENCY METER AND POWER SUPPLY. POWER 
REQUIREMENTS: 115¥ AC +10%, 50 TO 8600 
GPs. 


“GEN. USE 

SIGNAL GENERATOR: CONFIDENTIAL 
SIGNAL GENERATOR FOR MAINTENANCE OF AtR- 
BORNE RADIO RADAR EQUIPMENT WHICH PRO- 
DUCES SIGNALS AT A FREQUENCY OF 900 TO 
2200 MC, CW OR PULSED, WITH ACCURACY TO 
ta, OUTPUT IMPEDANCE 1S 50 OHMS,| THREHIS- 
TER OUTPUT POWER MONITOR WITH INTERNAL 
4/8/45 

APR, 45A 948Cb 


Ts -4t9/U 
AND EXTERNAL MODULATION. CONSISTS OF A 
SINGLE UNIT WHICH INCLUDES AN OSCILLA- 
TOR, PULSE GENERATOR, ATTENUATOR, FRE-~ 
QUENCY METER AND POWER SUPPLY. POWER 
REQUIREMENTS: 115V AC 440%, 50 TO $600 
ces. 


TS-424/APX 
TEST SET; CONFIOENTIAL 
PORTABLE MULTIFUNCTION TEST SET FOR 
TESTING TUNING UNIT TN-103/AeX WHEN 
OPERATING IN AN/APX-1 AND 2 FOR “S" AND 
MK 3 "G" BAND RECEIVER FREQUENCY AND 
SENSITIVITY AND MK 3 "G" BAND TRANS- 
MITTER FREQUENCY AND POWER OUTPUT. NOT 
4/17/45 
APR. 450. 918 


TN-103/APX 


TS~424 JAX 
A STANDARD AND MUST BE CALIBRATED 
AGAINST EXTERNAL STANDARDS. INPUT: 
116/1@/50-1200 CYCLES. 


TS-432/U GEN. USE RE-13A 678K 
WOISE-FIELD STRENGTH HETER:+ ADDENDUM 1 
NOISE AND FIELD STRENGTH METER 

WHECH US ESSENTIALLY A TWO TERMINAL 
VOLTMETER WITH SUFFICIENT AMPLIFICATION 
CIRCUITS CONTAINED IN A SINGLE CARRYING 
CASE WITH A COLLAPS!BLE WHIP ANTENNA. 
WEB CARRYING STRAP, SELF CONTAINED BAT- 
3726745 CFC2328 

MAR. 454 925A 


TERY POWER AND OUMMY TS-4327U 
ANTENNA. OPERATES tN THE RANGE OF 
150 TO 350 AND 540 TO 20,000 KC. THE 
LATTER RANGE BEING DIVEDED INTO FOUR 
OVERLAPPING BANDS. CAPABLE OF MEASURING 
(NPUT VOLTAGES OF FROM 410 MtCROVOLTS TO 
100 MILLIVOLTS AND FIELO INTENSITIES 
FROM 10 MICROVOLTS PER METER TO 100 MIL- 
L#VOLTS PER METER. WI. APPROXIMATELY 35 


“POUNDS. 


TS-450/ARA-15 AN/ARA-35 CONFIDENTIAL 
TEST SET: 

COMPOSED OF VHF SIGNAL GENERATOR. AUDIO 
MODULATOR CIRCUITS, KEYING AND SYNCHRO- 
NIZING CIRCUITS AND DYNAMOTOR, SIZE: 
APPROX | 0/4 CU. FT. 2 FIXED FREQUENCIES: 
100-156 MC AND 225 TO 400 MC, INPUT: 

28V DC, ACCESSORIES: RF CABLE. REMOVABLE 
$/22/45 
MAY 45A 949Cb 


POG 


BRANES ch 
NAVSHIPS 900,109 
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ANTENNA, INSTRUCT. BOOKS & TS-4S50/ARA-1S 
PLUGS. TRANSMITS A FIXED MESSAGE SIMILAR 


TO NAVY MODEL CXJUV IN COMBINATION WITH 
A VHF TRANSMITTER SUCH AS NAVY TYPE TOQ 
OR TOZ IN ORDER TO MAKE A RAPIO PRE- 
FLIGHT CHECK OF AN/ARA-15 AND ITS 

RADIO LINK SUCH AS AN/ARC=1,12, OR 13. 
SIGNAL MAY BE ESTHER RADIATED OR IN- 
JECTED THRU CABLE TO AN/ARA-15. 


TS-451/ARA-15 ANJARA-15 

TEST SET: CONFIOENTEAL 
COMPOSED OF OC MOTOR AND SPECIAL COMMU- 
TATOR, RELAYS AND SELECTING SWITCHES. 
StZEs 1 CU. FT. tNPUT: 28V OC. USED TO 
TEST STATLON SELECTION MECHANISM OF THE 
TELESELECTOR AND EACH POSITION OF THE 
QNDECATOR OF THE SMPULSE TRANSLATING 
6422745 

MAY 45A 949Cb 


TS 4ST JARA-85 


EQUIPMENT AN/ARA-15. PUTS OUT OC PULSES 

SEMULATING OUTPUT OF THE DISTRIBUTOR OF 
LMPULSE TRANSLATING EQUIPMENT 

AN/ARA-15. THESE DC PULSES CONSTITUTE A 


COMPLETE MESSAGE. USED WITH BUT NOT PART 


OF IMPULSE TRANSLATING EQUIPMENT 
ANZARA+15, ACCESSORIES: PLUGS, CABLES 
ENSTRUCTION BOOK. 


TS -S64/ARW 

TEST SET: CONFIDENTIAL 
CONSISTS OF: BEACON "OFF" SWITCH, DIVE 
SWETCH, MASTER SHITCH "ON-OFF", 3 POST- 


THON SELECTOR SWIT@HS DiAt FOR TURN CON- 


TROL, NECESSARY CABLES & CIRCUITS. SIZE: 

6" xX 6" X 3 1/2". WEIGHT: APPROX. 7 LBS. 
POWER INPUT? 28¥ DC AT 

6/22/45 

MAY 465A BUAER 


TS+464S4RW 
O.5 AMPS. TESY SET FOR PRELAUNCHING AD- 
YUSTMENT OF ELECTRONIC EQUEPMENT IN- 
STALLED UN JB-2 AIRCRAFT. BY SIMULATENG 
THE RELAY ACTELON OF RADIO RECEIVER 
ANZARW-17. USED WITH BUT NOT PART OF 
CONTROL RELAY BOX C-296/ASW AND OTHER 
ELECTRONIC EQUIPMENTS INSTALLED I JB-2 
AERCRAFT. 


COMPONENT {RDICATOR “UF 
UNIONS EXCEPT RF 


INCLUDES: CONNECTORS, PLUGS, SOCKETS, 
ETC, EXCEPT THE ONES DESIGNED 
FOR RADIO FREQUENCIES. 


WOTE: SEE COMPONENT INDICATOR “UG* 
U-S/APA-19 ARN/APA-19 
ADAPTER RESTRICTED 


A TEE CONNECTOR WHICH IS USED TO TAP 
(NTO HIGH VOLTAGE LINE WITH A STANDARD 
SOCKET AN 3102-18-165 AND CORRESPONDING 
PLUG ON OTHER END ANO A SPECIAL WESTERN 
ELECTRIC PREFABRICATED HIGH VOLTAGE 
SOCKET D 463260 ON THE TH:RD END. 
11/2743 

MOV. 43 


D-S/KPA-19 
CONNECTS BETWEEN RECEIVER-INDICATOR 
R-7/APS-2 AND CABLE LEADING TO PLAN RE- 
PEATER INDICATOR ID-2/APS-2 ANDO INDI- 
CATOR §D-3/APQ-5 TO PROVIDE HIGH VOLTAGE 
FOR INDUCATOR 10-3/APQ-5. MOUNTS ON 
FRONT PANEL OF RECEIVER-INDICATOR 
R-7/APS-2. 


{__oare T MONASTIR eau 
NAVSHIPS 900,109 


Army-Navy Designations 


u-217U 

TUBE ADAPTER: | 
USED TO PERMIT TESTING OF 446 TYPE YACUU! 
TUBE IN A HICKOCK OR SIMILAR TYPE TUBE 
TESTER. StZE: 1 1/4" CYLINDER X 6” LONG 
W3.°2 LBS. . 


GEN. USE 


Bs s44 CWX66485A4 Cw280409688 


BUG. 44A 


-29/0 

CONNECTORS 

A TWO PIECE, TWO POLE CABLE CONNECTOR 
ASSEMBLY COMPRISING AN AMPHENOL PLUG 
HGEI-MET (SC-4627567-5) AND AN AMPHENOL 
RECEPTACLE gei-Fit 


9/23/44 
SEPT. 44 


U-47/APA=16 
ADAPTER: 
CONSISTS OF PLUG AN-3108-22-19P ANDO 
SOCKET AN-3102*22-10S SEPARATED BY A 
SPACER. USED TO ADAPT CONTROL 
UNIT C-275/A4PA-16 (OR CONTROL UNIT 
€-1067APA AS MODIFIED BY ADAPTER KIT 
MX-476/APA-16) FOR USE WITH TS-102/AP. 
248/45 «© CWrBL-419824 
MAY 45 tSSUE 1 


AN/APA*16 


U-€7FAPA-16 
WHEN ATTACHED TO A MATING CONNECTOR ON 
THE CONTROL UNST ADAPTER PLUG PERMITS 
NORSAL OPERATION OF CONTROL UNIT 
C-275/APA-16 ONLY. THE PLUG ALSO PRO- 
VIDES A SOURCE OF POWER FOR TS-102/AP. 
WT. OF ADAPTER, APPROX, 1/72 LB. tS PART 
OF C-275/APA-16 AND OF MX-476/APA-16. 


8-4870 
TUBE ADAPTER: ; 
ADAPTER TO ALLOW TESTING OF TUBE TYPE 
446. TWO PIECE CONSTRUCTION: SOCKET 
ADAPTER & TOP CONNECTOR, WITH A 6™ TWO 
WIRE CABLE CONNECTING THE TWO. CONSISTS 
OF AN OCTAL TUBE SOCKEY ON AN OCTAL TUBE 
BASE. ALL PINS ON THE BASE WIRED THRU TO 
3/6/45 CAJIs 
APR. 45 * 


GEM USE 


CORRESPONDING LUGS ON THE 0-487 

TUBE SOCKET EXCEPT GRID & PLATE LEADS. 

A PAIR OF WIRES CONNECT TO GRID (PIN 5) 
& PLATE CPIN 3) LEADS IN THE SOCKET; 
OTHER ENDS OF THESE WIRES CONNECT TO 2 
CONTACTOR RINGS IN.TOP CONNECTOR. StZEs 
4172" X 9 1/2" OFA. WT. 4 02. USED WITH 
HICKOK MODEL 540 TUBE TESTER. SIMILAR 
TO NAVY TYPE CBK=+49617 EXCEPT LIGHTER & 
SMALLER, FIRST PROCURED ON NOas-6442. 


COMPONENT INDICATOR *%UG" 
RADIO-FREQUENCY UNIONS 


INCLUDES: CONNECTORS, PLUGS, SOCKETS, 
ETC, DESIGNED FOR RADIO 
FREQUENCIES. 


NOTES SEE COMPONENT INDICATOR “U" 


UG-S/U GEN USE 

CHOKE COUPLING: CONFIDENTIAL 
PRESSURIZED CHOKE COUPLING 1-174 xX 576" 
WAVE GUIDE. CONSISTS OF CHOKE FLANGE, 
COVER. GASKET, AND SPRING CLAMP. 


. COAXTAL PLUG - R.F. TYPE 


[ SRAMANES, [rinse asscnan ron | oiMteaReM | [RMA [rinse asscnno roe | RAE | HAAS, [rman assonsn von | AMMAN | 


UG-6/U GEN USE 

CHOKE COUPLING: CONFIDENTIAL 
PRESSURIZED CHOKE COUPLING FOR 1 X 172" 
WAVE GUIDE. SONSISTS OF CHOKE FLANGE, 
COVER, SPRING CLAHP AND GASKET. 


9/3743 CWsBO-51742 
SEPT 43 
bG-9/U GENERAL USE 


RADiO FREQUENCY PLUG: 

$0 OHMS IM- 
PEDANCE - NON WEATHER PROOF. FOR USE 
WITH R.F. CABLE RG-5/U (500 VOLTS PEAK) 
Am DESIGNALION FOR 49426 


(30/18/43 TYPE “H® WIT 2506 
ocr. 43 
UG-10/U GENERAL USE 


RADIO FREQUENCY JACK: 

COAX7AL JACK, WITH MOUNTING PLATE - R.F. 
TYPE, 50 OHMS IMPEDANCE NON-WEATHERPROOF. 
FOR USE WITH RF. CASLE RG-S/U (500 
VOLTS PEAK) AN DESIGNATION FOR 49427 


¥O/15/43 TYPE “HN WIT 2309 
OcT. 43 
UG-11/U GENERAL USE 


RAOIO FREQUENCY JACK: 

COAXIAL JACK, LESS MOUNTING PLATE -Re F. 
TYPE - 50 OHMS IMPEDANCE - NON-WEATHER- 
PROOF. FOR USE WITH R.F- CASLE RG-S/U 
(500 VOLTS PEAK) AN DESIGNATION FOR 

49428 


TO/15/43 TYPE “N™ MiT 2309 
Oct. 43 
UG-12/U GENERAL USE RE-49F-180 


RADIO FREQUENCY PLUG: 

COAXIAL PLUG - R.F. TYPE - 50 OHMS IM- 

PEDANCE. NON-WEATHERPROOF. FOR USE WITH 
ReF. CABLE RG-8/Y (500 YOLTS PEAKS) AN 

DESIGNATION FOR 49205 


10/15/43 TYPE "N™ MIT 2306 
OCT. 43 
UG-13/U GENERAL USE 


RADIO FREQUENCY JACK: RE 49 F 180 
COAXIAL JACK, WITH MOUNTING PLATE ~- &.F. 
TYPE - $0 OHMS IMPEDANCE - NON-WEATHER- 
PROOF. FOR USE WiTH RF. CABLE RG-8/U 
€500 VOLTS PEAKS) AN DESIGNATION FOR 
49206 


FO/IS/43 TYPE “NT MIT 2309 
OCT. 43 
BG-14/U GENERAL USE RE-49F-180 


RADIO FREQUENCY JACK; 

COAXIAL JACK, LESS MOUNTING PLATE - R.F. 
TYPE - 50 OHMS IMPEDANCE - NON WEATHER- 
PROOF FOR USE WITH R-F. CABLE RG-8/U 
(500 VOLTS PEAK) AN DESIGNATION FOR 
49296 


10/15/43 TYPE ™N" MIT 2309 
OCT. 43 
8G-15/9 GENERAL USE 


RADIO FREQUENCY PLUG: 

COAXIAL PLUG - R.F. TYPE - 50 OHMS IM- 
PEDANCE - NON WEATHERPROOF. FOR USE WITH 
RF. CABLE RG-38/U (500 VOLTS PEAK) AN 
DESIGNATION FOR 49288 


9/3783 CWrBO-31756 tO/15/45 TYPE "N" MIT 2306 
SEPT 43 ASSIGHED OCT. 43 
weetunga | | oare [MATES | HANHEACTIRETL MARS | BANHEATIARA | 


CONFIDENTIAL 


Army-Navy Designations 


4-16! 


[ene [rr assonam von | aAARLARAOCHG. | [RASKIN [rues asst vox | ASHEN, | UNE [ruse asioneo von | AAMGRAAG | 


VG-16/9 GENERAL USE 

RADIO FREQUENCY JACK: 

COAXIAL JACK, WITH MOUNTING PLATE - RLF. 
TYPE - 50 OHMS IMPEDANCE - NON WEATHER 
PROOF. FOR USE WITH R.F. CABLE RG-38/U 
($00 YOLTS PEAK) AN DESIGNATION FOR 
49289 


10/15/43 TYPE “ne MIT 2309 
OCT. 43 
UG-417/U GENERAL USE 


RADIO FREQUENCY JACK: 

COAXtAL JACK WITHOUT MOUNTING PLATE - 
R.F. TYPE - SO OHMS IMPEDANCE - NON 
WEATHERPROOF. FOR USE WITH R.F. CABLE 
RG-38/U (500 VOLTS PEAK) AN DESIGNATION 
FOR 49297 


40/15/43 TYPE "N" MIT 2309 
OcT. 43 
UG-18/0 GENERAL USE 


RADIO FREQUENCY PLUG: 

COAXIAL PLUG - ®.F.e TYPE - 50 OHMS IM- 
PEDANCE - WEATHERPROOF TYPE. FOR USE 
WITH ReF. CASLE RG-S/U (500 VOLTS PEAK) 
AM DESIGNATION FOR 49286 


10/15/43 TYPE *N* MIT 3194 
OCT. 43 TYPE 344 
UG-19/U GENERAL USE 


RADIO FREQUENCY JACK? 

COAXIAL JACK, WITH MOUNTING PLATE - RLF. 
TYPE - 50 OHMS IMPEDANCE - WEATHERPROOF 
TYPE. FOR USE WITH RF. CABLE RG-5/U 
{$00 VOLTS PEAK) AN DESIGNATION FOR 
49287 


10/15/43 TYPE "N" MiT 4040 
Oct. 43 TYPE lid 
uG-20/U GENERAL USE 


RADIO FREQUENCY JACK: 

COAXIAL JACK, LESS MOUNTING PLATE - R.F. 
TYPE - 50 OHMS IMPEDANCE - WEATHERPROOF 
TYPE. FOR USE WITH R.F. CABLE RG-S/U 
€500 VOLTS PEAK) AN DESIGNATION FOR 
49299 


10/15/43 TYPE "N” MIT 4040 
OCT. 43 TYPE 318 
UG-2tvuU GENERAL USE RE 49F 188 


RADIO FREQUENCY PLUG: 

COAXIAL PLUG - R.F. TYPE - 50 OHMS IM- 
PEDANCE - WEATHERPROOF TYPE. FOR USE _ 
WITH RF. CABLE RG-8/U (500 VOLTS PEAK) 
AN DESIGNATION FOR 49268 


10/15/43 TYPE "N" MIT 3194 
Oct. 43 
UG-2TAsN GEN. USE 


RADIO FREQUENCY PLUG 

TYPE N, SO OHM ELECTRICALLY IMPROVED 
MICROWAVE R.F. CABLE CONNECTOR PLUG. 

HAS SPECIAL COMPENSATING ACTIONS FOR RE- 
OUCING REFLECTION AT MICROWAVE FREQUEN- 
CHES. SIM(LAR TO AND #NTERCHANGEABLE 
WITH UG-21/U. FOR USE WITH RG-8/U, 
2014445 

FEB. 45 


YG-2TA/0 
RG-9/U AND RG-TO/U CABLES. 


oaTe AES SEPT TUE 


UG-22/U GENERAL USE RE 49 F 188 
RADIO FREQUENCY JACK: 

COAXIAL JACK, WITH MOUNTING, RF. TYPE 
$0 OHMS IMPEDANCE - WEATHERPROOF, FOR 
USE WITH R.F. CABLE RG-8/U (500 VOLTS 
PEAK). WAVY TYPE NUMBER -49269, 


10/15/43 TYPE “N* MIT 4040 
VULY 44 
UG-22as0 GEN. USE 


RADIO FREQUENCY JACK 

TYPE WN. 50 OHM, ELECTRICALLY tHPROVED, 
MECROWAVE RF CABLE CONNECTOR JACK WITH 
MOUNTING PLATE. HAS SPECIAL COMPENSAT- 
ENG SECTIONS FOR REDUCING REFLECTION AT 
MICROWAVE FREQUENCIES. SUMILAR TO AND 
(NTERCHANGEABLE WITH UG-22¢U. FOR USE 
2004045 

FEB. 45 


UG-22A70 
RG-8/U, RG-9/U, AND RG-10/U CABLES. 


UG-23/U GENERAL USE RE 49F 188 
RADIO FREQUENCY JACK: 
COAXIAL JACK. LESS MOUNTING PLATE, RAF. 
TYPE - 50 OHMS JMPEDANCE - WEATHERPROOF. 
FOR USE WITH R.F. CABLE RG-8/U (500 
VOLTS PEAK) AN DESIGNATION FOR 49298 


10/15/43 TYPE =N™ MIT 4040 
OCT. 43 
UG-235A/0 GEN. USE 


RAODSO FREQUENCY JACK 

TYPE N, SO OHM, ELECTRICALLY (MPROVED 
MICROWAVE RF. CABLE CONNECTOR JACK. 

SAME AS UG-22A/7U EXCEPT LESS MOUNTING 

PLATE. SIMfLAR TO AND tNTERCHANGEABLE 

WITH UG-2357U. 


2714765 
FEB. 45 


UG-24/U GENERAL USE 

RADIO FREQUENCY PLUG: 

COAX/AL PLUG - RF. TYPE - SO OHMS JM- 
PEOANCE + WEATHERPROOF TYPE... FOR USE 
WITH R.F. CABLE RG-9/U (500 VOLTS PEAK) 
AN DESIGNATION 49284 

SUPERCEDED BY UG-21/U 


10/15/43 TYPE *X™ MIT 3194 
MAY 45 TYPE 1 
UG-25/U GENERAL USE 


RADiQ FREQUENCY JACK: 

COAXiAL JACK, WiTH MOUNTING PLATE - R.Fe 
TYPE - 50 OHMS IMPEDANCE - WEATHERPROOF. 
FOR USE WITH R.F. CABLE RG-9/U (500 
VOLTS PEAK) AN OESiuNATION,FOR 492385 
SUPERCEDED BY UG-22/U. 


to/ts/43 TYPE "N* MIT 4040 
KAT 45 TYPE J 
UG-26/U GENERAL USE 


RADSO FREQUENCY JACK: ‘2 

COAXIAL JACK, LESS MOUNTING PLATE - R.F. 
TYPE - 50 OHMS @MPEDANCE - WEATHERPROOF. 
FOR USE WITH RF. CABLE RG-9/U (500 
VOLTS PEAK) AN DESIGNATION FOR 49445 
SUPERCEDED BY’ UG-23/U. 


40/45/45 TYPE "N* MIT 4040 
BAY 45 TYPE 4 


UG-27/0 - GEN. Use 

ReF. ADAPTER: 
RIGHT ANGLE ADAPTER FOR USE WITH TYPE 
"N" CONNECTORS, WEATHERPROOF 50 OHMS IM- 
PEDANCE. SIMILAR TO UG-27A/U BUT LARGER 
AND WITH HIGHER REFLECTION COEFFICIENT. 
UNTERCHANGEABLE WITH UG-27A20 WHERE SIZE 
& ELECTRICAL PROPERTIES ARE WOT CRITICAL, 
tOst5/45 CWA 

OCT. 44h 


UG-27A/0 GENERAL USE JAR-C-73 
RADIO FREQUENCY ADAPTER: 

RiGHT ANGLE ADAPTER - FOR USE WITH TYPE 
"N" CONNECTORS - WEATHERPROOF - 50 OHMS 
IMPEDANCE + R.Fe TYPE - 600 VOLTS PEAK 
MAX. VOLTAGE.STANOING WAVE RATIO IM "S“ 
BAND 1.25 TO 1. MAX. DIMENSIONS 1 7/16" 
Xt 7706". AN DESIGNATION FOR 49267. 


$750¢44 TYPE “N" MIT -82666 
MOY. 44 
UG-28/U GENERAL USE 


RADIO FREQUENCY ADAPTER: 

TEE ADAPTER - FOR USE WITH TYPE "N™ CON- 
WECTORS - WEATHERPROOF - 50 OHMS JMPED- 
ANCE - RF. TYPE - (500 VOLTS PEAK) 

AN DESIGHATION FOR 49450 : 


10/15/43 TYPE "N® CQA-B7560 
OCT. 43 
. 
uG-29/U GENERAL USE 


RADIO FREQUENCY ADAPYER: 

SPLICING ADAPTER - FEMALE BOTH ENDS - 
FOR USE WITH TYPE "N" CONNECTORS - 
WEATHERPROOF - 50 OHMS IMPEDANCE - R.Fo 
TYPE - €500 VOLTS PEAK) AN DESIGNATION 
FOR 49451 


tO/18/43 TYPE @N® CQA:B- 7540 
MAR. 44 
UG-30/0 GENERAL USE 


RADIO FREQUENCY JACK: 

PRESSUREZED PANEL JACK - SO OHMS IM- 
PEDANCE - WEATHERPROOF - FOR USE WITH 
TYPE "N" CONNECTORS - PRESSURIZED ALONG 
AXiS TO ACCOMODATE PRESSURIZED BULKHEAD 
OR CHASSIS, 


10/15/43 MITS8-4756 
MAR. 44 ; 
UG-31/U GENERAL USE RE 49F 194 


RADIO FREQUENCY ADAPTER: 

ADAPTER - TO COUPLE R.F. CASLE RG-t4/U 
TO - §-5/8" RIGID TRANSMISSION LINE. 50 
OHMS IMPEOANCE - WEATHERPROCF. AN DE-~ 
SIGNATION FOR 49454 


TO/95 C43 CcSx- 
ocr. 43 . 
UG-32/ GENERAL USE RE 49F 187 


RADtO FREQUENCY COUPLING: 

COAXIAL COUPLING FITTING + RLF. TYPE 
USED TO COUPLE SO OHM WEATHERPROOF TYPE 
"N" CONNECTOR TO 7/8" 0.0. 50 OHM RIGID 
TRANSMISSION LINE. (500 VOL¥S PEAK) AN 
DESIGNATION FOR 49261 


VO715/43 49261 CGA-7210 
act. 43 
UG-33/0 GENERAL USE RE 49F 187 


RADIO FREQUENCY COUPLING: 

COAXIAL COUPLING FITTING - RF. TYPE, 
USED TO COUPLE WEATHERPROOF TYPE "N"” 
CONNECTOR TO 7/8" 0.0. 7O OHM, RIGID 
TRANSMISSION LING. (S00 VOLTS PEAK) AN 
DESIGNATION FOR 49263 


10/18/43 49263 CQA-7217 
Oct. 43 


CONFIDENTIAL 
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BG-34/U GENERAL USE 

RADIO FREQUENCY PLUG: 

PLUG, HIGH VOLTAGE PULSE - FOR USE WITH 
A-" TYPE RG-25/U OR RG-26/U CABLE - 
WATER PROOF - RATED AT 6 K.V. - FURTHER 
TEST DATA OUTLINED IN RADIATION LASORA- 
TORY, Mol.T. REPORT #424 DATED SEPTEMBER 
42, 1943 BY DR. He J. WHITE AND 


10/15/43 TYPE "A? MedeTe 
OCT. 43 B-4642 
BG-34/0 


DR. Je Re PERKINS. 


UG-35/9 GENERAL USE 

RADIO FREQUENCY RECEPTACLE: 2 
RECEPTACLE, PANEL MOUNTED TO AIR - HIGH 
VOLTAGE PULSE - RATED AT 6 K.V. - WATER 
PROOF - FURTHER TEST DATA OUTLINED IW 
RADIATION LABORATORY, Mot.T.. REPORT 
#424 DATED SEPTEMBER 11, 1943 BY DR. 

MW. J. WHITE AND DRe Jo Re PERKINS. 


VOs/15/43 TYPE 7A* BoILT. 
OCT. 43 B-4641 
UG-3670 GENERAL USE 


RADIO FREQUENCY PLUG: 

PLUG, HIGH VOLTAGE PULSE - FOR USE WITH 
AN TYPE RG-27/U CABLE-WATER 

PROOF - RATED AT 135 K.V. OIMENSIONS: 
APPROX. 4 3/2" X 2" DIA. MATES WITH RF 
RECEPTACLE UG-37/U, UG+38/U AND 
UG-158/U, 


10715743 CG:8B99 L Pee 
OCT. 44 B-4643 
UG-37/U GENERAL USE 


RADIO FREQUENCY RECEPTACLE? 

RECEPTACLE, AIR TO AIR, HIGH VOLTAGE 
PULSE - RATED AT 13 K.V. - WEATHERPROOF 

> FURTHER TEST DATA OUTLINED IN RADIATION 
LABORATORY, M.d.T. REPORT #424 DATED 
SEPTEMBER 11, 1943 BY DR. He Jo WHITE 

AND DR. Je Re. PERKINS. 4 


t0/45/43 TYPE "8" moULT. 
QCct. 43 "B-4644 
0G-37A/6 GENERAL USE 


RADIO FREQUENCY RECEPTACLE: 

PANEL MOUNTING RECEPTACLE FOR HIGH VOLT- 
AGE PULSE CASLE WITH LONG CERAMIC LEAK- 
AGE PATH FOR AIR TO AIR OPERATION. USED 
WETH RG-25/0 AND RG-26/0 CABLE AND 
UG-34/U PLUG. SIMILAR TO UG-37/U EXCEPT 
FOR LIGHTER CONSTRUCTION AND tS INTER- 
Vastesas CG3H-6872099 
DEC. 43 


UG-S7AE 
CHAWGEABLE WITH UG-S7/0. 


CANCELLED REASSIGRED TO UG-62/U 


UG-338/0 GENERAL USE 

RADIO FREQUENCY RECEPTACLE: 
RECEPTACLE, AIR TO OIL, HIGH VOLTAGE 
PULSE AT 13 K.V. WEATHERPROOF - FURTHER 
TEST DATA OUTLINED IN RADIATION~ LABORA- 
TORY, Moi.T. REPORT #424 DATED SEPTEMBER 
14, 1943 BY DR, He Je WHITE AND OR. 
Je Re PERKINS. 

40/15/43 TYPE “B® MLd.T. 
Oct. 43 B-4645 


NAVSHIPS 900,109 


BG-33A/0 GENERAL USE 

RADTO FREQUENCY RECEPTACLE: 

PANEL MOUNTING RECEPTACLE FOR MIGH VOLT- 
AGE PULSE CABLE WITH SHORT CERAMIC LEAK- 
AGE PATH FOR AIR TO OL OPERATION, USED 
WITH RG-25/U AND RG-26/U CABLE AND 
UG-34/U PLUG. SIMILAR TO UG-38/U EXCEPT 
FOR LIGHTER CONSTRUCTION AND IS INTER- 
b2vuns4a3 CGzH-6872099 
DEC. 45 


BG-s8Aa ry 
CHANGEABLE WITH IT. 


CANCELLED REASSIGHED TO UG-63/0 


UG-3970 
COVER PLATE: 
COVER PLATE, BRASS, FOR WAVEGUIDE COUP> 
LING USED WITH RG-52/U MAVEGUIDE. A PART 
OF UG~6/U FOR AIRCRAFT OR OTHER LIGHT 
WEIGHT USE, SIZE 1 5/8" X 1 5/8" X 7/16", 
SAME AS COVER PLATE UC-135/U EXCEPT MADE 
OF BRASS. 

$45063 

SEPT. 44 : 


GEM USE RE 49F197 


¥G-40/8 
CHOKES 


GEN USE RE 49F197 
BRASS WAVE GUIDE COUPLIRG 
CHOKE FOR USE WITH RG-52/U WAVE GUIDE, 
CONSISTS OF CHOKE FLANGE NEOPRENE WASHER 
4 CAP SCREWS AND LOCK WASHERS. PART OF 
UG-6/U FOR AIRCRAFT OR OTHER LIGHT 
WEIGHT USE. SiZEs 1 S/8"X1 5/8"X BY 7/16" 
V75 4435 
s0G, 44 


wc~40/ 
SAME AS COVER UG-1I36/U EXCEPT RADE OF 
BRASS 1WSTEAD OF ALYHINUM. 


WG-41 /9 
COVER FLANGE: 
BRASS COVER FLANGE FOR 
WAVE GUIDE COUPLING FOR USE WITH RG-SI7U 
WAVE GUIDE, PART OF UG-5/U. FOR AIRCRAFT 
OR OTHER LIGHT WEIGHT USE. Si2E: 1 3/4" 
Xu 374° xX 77/16", 


GEM USE RE £SFIS8 


¥t7/5/83 
Wow. 43 


UG-42/0 
CHOKE ; 


GEN USE . RE 43FI98 
WAVE GUIDE COUPLING. CROKE? 
BRASS. FOR USE WITH RG-5SI/U WAVE GUIDE, 
CONSISTS OF CHOKE FLANGE NEOPRENE GASKET, 
4 CAP SCREWS AND LOCKWASHERS, A PART OF 
UG-5/U. FOR AIRCRAFT OR OTHER LIGHT’ 
WEIGHT USE. SIZES 3 5/4" Xb 3/4" X 7706" 
TNS 743 
BUG. 44 


: WG-42 /u 
SAME AS COVER UG-137/U EXCEPT MADE OF 
BRASS IMSTEAO OF ALUMINUM. 


CONFIDENTIAL 


66-4370 

MALE COUPLING: 
BRASS MALE COUPLING FOR 1/2" STUB 
SUPPORTED COAXIAL LINE FOR USE WITH 
RG-47/U COAXIAL LINE, CONSISTS OF MALE 
RECEPTACLE, COUPLING FLANGE (CLEARANCE 
MOLES). GASKET AND PHOS. BRONZE BULLET. 
USED WITH FEMALE COUPLING UG-44/U. 


GENERAL USE 


TESTE /43 CAFYs HiT B&3s6a 
Woy. 45 CSX ;: 
BG- 4478 GENERAL USE 


FEMALE COUPLINGEe 

BRASS FEMALE COUPLING FOR 1/2" STUB 
SUPPORTED COAXIAL LIWE FOR USE WITH 
RG-47/U COAXIAL LINE. CONSISTS OF FEMALE 
RECEPTACLE, COUPLING FLANGE (TAPPED 
HOLES), 4 CAP SCREWS AND LOCKWASHERS. 
USED WITH MALE COUPLING UG-43/U. 
VI/I6443S CAFY: WIT B-4386-A 
mov. €3 CSX ;: 


UG-45/0 

MALE COUPLING: 
BRASS MALE COUPLING FOR 7/8" COAXIAL 
LINE FOR USE WITH RG-44/U COAXIAL LINE. 
CONSISTS OF MALE RECEPTACLE, COUPLING 
FLANGE (CLEARANCE HOLES), GASKET AND 
PHOS. BRONZE BULLET. USED WITH FEMALE 
COUPLING UG-46/U. 


GENERAL USE 


VI/167%43 CAFY WET CH9TS—A 
wow. 43 CSX : 
0G-46/0 GENERAL OSE 


FEMALE COUPLING: 

BRASS FEMALE COUPLING ‘FOR 7/8" COAXIAL 
LUNE FOR USE WITH RG-44/U COAXIAL LINE. 
CONSISTS Of FEMALE RECEPTACLE, COUPLING 
FLANGE (TAPPED HOLES), FOUR CAP SCREWS 
AND GASKETS. USED WITH MALE COUPLING 
UG-45/U. 


V0/16/43 CAFY: WIT C1973-8 
MOV. 43° CSX ¢ 
UG~-47/8 GENERAL USE 


MALE COUPLING: 

BRASS MALE COUPLING FOR 1-1/4" COAXIAL 
LUNE FOR USE WITH RG-45/U COAXIAL LINE, 
CONSISTS OF. COUPLING FLANGE (CLEARANCE 
HOLES), MALE RECEPTACLE, GASKET AND 
BULLET, USED WITH FEMALE COUPLING 
6G-48/U. : 


vtF36/43 CSX NIT B4460A 
OV. 43) CAFY: 
¥G-48/0 GENERAL USE 


FEMALE COUPLING: 

BRASS FEMALE COUPLING FOR 1-1/4" COAXIAL 
LUNE FOR USE WITH RG-45/U COAXIAL LUNE, 
CONStSTS OF COUPLING FLANGE (TAPPED 
MOLES), FEMALE RECEPTACLE, FOUR CAP 
SCREWS AND LOCK WASHERS. USED WITH MALE 
COUPLING UG-47/8. 


VN/t6/43 CSX ¢ WIT B4460a 
MOV. 43 CAFY: 
UG-4979 GENERAL USE 


MALE COUPLING: 

BRASS MALE COUPLING FOR 1-5/8" COAXIAL 
LUNE FOR USE WITH RG-46/U COAXIAL LINE. 
CONSISTS OF COUPLING FLANGE (CLEARANCE 
HOLES), MALE RECEPTACLE AND BULLET. USED 
WiTH FEMALE COUPLING UG-SO/U. 


vust6/43 Csx = RIT SetSSA 3 
MOV. 43 CAFYS 
§G-50/0 GEMERAL USE 


FEMALE COUPLING: 

BRASS FEMALE COUPLING FOR 1-5/8" COAXUAL 
LENE FOR USE WITH RG-46/U COAXIAL LINE. 
CONSISTS OF COUPLING FLANGE (TAPPED 
HOLES) FEMALE RECEPTACLE, GASKET, FOUR 
CAP SCREWS AND LOCKWASHERS, USED WITH 
WALE COUPLING UG-49/U. 

8/36/43 CSX ¢: 
@ov. 435 CAFY: 


WIT BrvEsa 


UG-S1/U GENERAL USE RE 49F203 
COVER PLATE: 

WAVE GUIDE COUPLING COVER 
FLANGE, BRASS. { FOR USE WITH*RU-SE/U 
WAVE GUIDE. HEAVY TYPE FOR SHIP3OARD AND 
GROUND USE. SIZE 4 7/8" X 1 7/8" X 7/16". 
SAME AS NAVY MODEL 49474, SAME AS COVER 
UG-138/U EXCEPT MADE OF BRASS. 
WE/EG/43 CAFWS 
QUG. 44° CAFY: 


9G-52/U GENERAL USE RE 49F203 

HC IKES 

BRASS CHOKE FLANGE FOR 

WAVE GUIDE COUPLING FOR USE WITH RG-SI/U 
WAVE GUIDE. CONSISTS OF CHOKE FLANGE, 

4 CAP SCREWS AND LOCKWASHERS, NEOPRENE 
GASKET, HEAVY. TYPE FOR SHIPBOARD AND 
GROUND USE. SIZE2 1 7/8"X FE 7/8" X 7/16". 
10/16/43 CAFWs 

UG. 44 CAFY: 


UG-S2/U 
SAME AS NAVY MODEL 49475 AND UG-137/U 
CHOKE EXCEPT MADE OF BRASS. 


UG-53/U GENERAL USE RE49J204 
COVER: RESTRICTED 
BRONZE COVER, FOR CONTACT TYPE, CHOKE 
COUPLING. FOR ARMY-NAVY TYPE RG-~48/U 

WAVE GUIDE. CONSISTING OF COVER 
AND 5 BOLTS AND NUTS. 


1U/16/43 CAFYS CCAFW) 

WOW. 43° CAFH: $M-775 
BG-54/U GENERAL USE RE49J204 
CHOKE -COVER: RESTRICTED 


BRONZE CHOKE-COVER FOR CONTACT TYPE, 
CHOKE COUPLING. CONSISTING OF CHOKE, 
CORPRENE GASKET, 5 BOLTS AND NUTS. FOR 
ARMY-NAVY TYPE RG-48/U, WAVE GUIDE. 


TI/36743 CAFY: CCAFW) 
WOV. 43° CAFW: 1N-775 
WG-55 /0 GENERAL USE RE49J205 
COVER: 


BRONZE COVER, FOR NON-CONTACT TYPE, tE. 
EXPANSION TYPE, CHOKE COUPLING, CON- 

SISTING OF COVER, RUBGER BOOT, 2 CLAMPS, 
2 BOLTS. 2 LOCKWASHERS, AND 2 NUTS. FOR 


ARMY-NAVY TYPE 8G-48/U. WAVE 
Guive. ; 

VE/46743 CAFWs (CAF MD 

MOY. 43° CAFY: 1M-776 

86-56 /U GENERAL use Keaysz0s 
CHOKE -COVER: RESTRICTED 


BRONZE CHOKE, FOR NON-CONTACT TyPe, tE. 
EXPANSION TYPE, CHOKE COUPLING, CON- 

SISTING OF CHOKE, 2 CLAMPS, 2 BOLTS, 2 
LOCKWASHERS, AND 2 NUTS. FOR “ARAY-NAVY 


TYPE RG-48/U0 WAVE GUIDE. 
#U/16/43 CAFWs CCAFW) 

MOV. 43° CAFY? UM-776 
UG-57/0 GENERAL USE 


RADIO FREQUENCY ADAPTER: 

SPLICING ADAPTER - MALE BOTH ENDS - 
SUMILAR TO UG-29/U - FOR USE WITH TYPE 
"N" CONNECTORS - WEATHERPROOF - SO OHMS 
§MPEDANCE - ReF. TYPE - €500 VOLTS PEAK) 


12/19/43 CSX: HIT 
DEC. 43 4265 


NASON 


Army-Navy Designations 


0G-59/0 GENERAL USE 

RADIO FREQUENCY PLUG: 

PLUG - RADIO FREQUENCY - WEATHERPROOF. 
FOR USE WITH ReF. CABLE RG-8/U. HIGH 
VOLTAGE TYPE. 50 OHMS CONSTANT IMPEDANCE. 
FOR USE WITH RADIO FREQUENCY JACK = 
UG-GO/U. AND UG-6I/YU 


T2707 143 CWSESL-660067 
MAR. 45 
UG-59a/8 GENERAL USE RE 49F 2258 


RADIO FREQUENCY PLUG: ; 
PLUG - RADIO FREQUENCY - WEATHERPROOF. 
FOR USE WITH R.F. CA3LE RG-8/U. HIGH 
VOLTAGE TYPE, 50-OHMS CONSTANT IMPEDANCE. 
SAME AS RADIO FREQUENCY PLUG UG-59/U 
EXCEPT ELECTRICALLY IMPROVED FOR HIGHER 
FREQUENCY USE AND CABLE CLAMPING MECH- 
3/36/45 

MAR. 454 


UG-SSA/U 
ANISH IS CHANGED TO PROVIDE MORE SUIT- 
ABLE CLAMPING. FOR USE WITH RAOIO 2 
FREQUENCY JACK UG-60/U, AND UG-61/U. 


uG-60/0 GENERAL USE 

RADIO FREQUENCY JACK: 

JACK -- RADIO FREQUENCY WEATHERPROOF. FOR 
USE WITH RF. CABLE RG-8/U. HIGH VOLTAGE 
TYPE. 50 OHMS CONSTANT IMPEDANCE. SAME 
AS RADIO FREQUENCY JACK UG-61/U EXCEPT 
HAS NO MOUNTING PLATE. 


V2AV7 743 CWSESL-660078 
Mag, 45 
UG-60A/U GENERAL USE RE 49F2258 


RADSO FREQUENCY JACK: 

JACK = RADIO FREQUENCY WEATHERPROOF. FOR 
USE WITH R.F. CABLE RG=8/U. HIGH VOLTAGE 
TYPE. 50 OHMS CONSTANT 1MPEDANCE. SAME 
AS RAVLO FREQUENCY JACK UG-60/U EXCEPT 
ELECTRICALLY IMPROVED FOR HIGHER FREQ. 
USE AND CABLE CLAMPING MECHANISM 1S 
3/16/45 

HAR. 454 


UG-60A/t 
CHANGED TO PROVIDE MORE SUITABLE CLANP- 
NG. 


UG-61/8 GENERAL USE 

RADIO FREQUENCY JACK: 

JACK - RADIO FREQUENCY - WEATRERPROOF - 
FOR USE WITH RF. CABLE RG-8/U, 

HIGH VOLTAGE FYPE .50 OHMS 
CONSTANT IMPEDANCE. INCORPORATES A 
MOUNTING PLATE. FOR USE WITH RADIO FRE- 
QUENCY PLUG UG-59/U. SAME AS RADIO 
V2s07/43 CWsESL-660078 
DEC. 43 


UG-61/U 
FREQUENCY JACK UG-GO/U EXCEPT HAS A 
MOUNTING PLATE. 


RHE | HANIA, 


CONFIDENTIAL 


aoe ATA 


4-163 


ACUTE ARSE, [sae [ruse assionen ron | HAT GRADR, AETV [ruse astonso vox | WARREN | 
~ x 


UG-61A/U GEN. USE RE £9F2z758 
RADTO FREQUENCY JACK: 
JACK - RAD#O FREQUENCY WEATHERPROOF. FOR 
USE WITH ReF. CABLE RG-8/U. HIGH VOLTAGE 
TYPE, 50 OHMS CONSTANT IMPEDANCE. SAME 
AS RADSO FREQUENCY JACK UG-69/U EXCEPT 
ELECTRICALLY IMPROVED FOR HIGHER FRE- 
QUENCY USE AND CABLE CLAMPING MECHANISH 
3/16/45 

MAY 45: 


UG-ETAsE 
1S CHANGED TO PROVIDE MORE SUITASLE 
CLAMPING. SAME AS UG-60A/U EXCEPT fN- 
CORPORATES A $™ SQUARE MATING PLATE, 
WITH 4. HOLES, FOR MOUNTING JACK ON PANEL 
GR CHASSIS, 


¥G-62/0 GENERAL USE 

RADIO FREQUENCY RECEPTACLES: 

PANEL MOUNTING RECEPTACLE FOR HIG# VOLT- 
AGE PULSE CABLE WITH LONG CERAMIC LEAK- 
AGE PATH FOR AIR TO AIR OPERATION. USED 
WITH RG-25/U AND RG-26/U CABLE AND 
UG-34/U PLUG. SIMILAR TO UG-37/U EXCEPT 
FOR LIGHTER WEIGHT & SMALLER MOUNTING 
Was 77435 ccs: 
BEC. 43 


UG-62/0 
BASE. MOT SNTERCHANGEABLE WITH UG-37/0, 


UG-65/0 GENERAL USE 
RADIO FREQUENCY RECEPTACLE? 
PANEL MOUNTING RECEPTACLE FOR HIGH VOLT- 
AGE PULSE CABLE WITH SHORT CERAMIC LEAK- 
AGE PATH FOR AJR TO OIL OPERATION. USED 
WITH RG-25/U AND RG-26/U CABLE AND 
UG-34/U PLUG. SIMILAR TO UG-38/U EXCEPT 
FOR LIGHTER WEIGHT AND SMALLER MOUNTING 

W240 7463 CG; 
BEC, 45 


UG-63/0 
BASE. NOT {NTERCHANGEABLE WITH UG-38/U. 


BG-6570 GENERAL BSE RE 49F 243 
CONNECTOR: 

FLANGED, CONTACT TYPE FOR RADIO FREQ. 
LINE RG-48/U. CONSISTS OF BRONZE FLANGE, 
6 EACH OF BOLTS, NUTS & LOCKWASHERS. FOR 
USE WITH UG-66/U TO FORM A COMPLETE 
WAVE GUIDE JOINT. OVERALL DIMENSIONS, 2° 
BY 4" BY & 1/2". NAVY TYPE DESIGNATION 


¥2/23 7/43 CAFMSS-N-777 
BEC. 43 

UG-65/9 
49480, 


SHANI TR 


NAVSHIPS 900,109 


4-164 


Dee | rinst assionu ror | WARLARRKHEN 
UG-66/0 GENERAL USE RE 49F 213 


CONNECTOR: 

FLANGED CONTACT TYPE FOR R.F. LINE 
RG-48/0. CONSISTS OF BRONZE FLANGE, ONE 
CORPRENE GASKET, 5 EACH STAINLESS STEEL 
MUTS. BOLTS AND LOCKWASHERS. FOR USE 
WITH UG-65/U. TO PROVIDE COMPLETE wAVE 
GUIDE JOINT. OVERALL DIMENSIONS, 2“ BY 
F223 143 CAFW OS -N-7277 
GEC. 43 . 


UG-66/0 
4° BY S 1/2". NAVY DESIGNATION -49481. 


UG-67/9 GENERAL USE RE 492 
ELSOW: 

FOR USE WITH RADIO FREQUENCY LINE 
RG-48/U. ELBOW JS BENT ON THE LARGER OF 
THE RECTANGULAR CROSS-SECTIONAL DIFEN- 
SION WETH A 6" BEND RADIUS. CONSISTS OF 
ELBOW. TWO LOW HUB CONTACT FLANGES & 10 
EACH OF BOLTS. NUTS AND LOCKWASHERS. 
F223 743 CaFWS2-M-779 
BEC. 43 


i ‘ UG-67/U 
ATTACHES TO BUT DDES NOT INCLUDE aA 
UG-664U CONNECTOR AT EACH END. 


8G-6 8/0 
ELBOM: 
FOR USE WiTH RADIO FREQUENCY LINE 
RG-48/U. 

ELBOW IS BENT ON THE SMALLER OF THE 

RECTANGULAR CROSS-SECTIONAL DIMENSIONS 
WITH A 6" BEND RADIUS. CONSISTS OF ELBOW, 
TWO LOW HUB CONTACT FLANGES & 10 EACH OF 
T2s23743 CAFWSS-H-760 
BEC. 43 F 


GENERAL USE RE 492 


uG-68/9 
NUTS AND LOCKWASHERS. ATTACHES TO 
INCLUDE UG-66/U CONNECTOR 


BOLTS, 
BUT DOES NOT 
AT EACH END. 


BG-69/8 GENERAL USE RE 49Z 

ELBOw: 

FOR USE WITH RADIO FREQUENCY LINE 
RG-48/U. EL80W IS BENT ON THE LARGER OF 
THE RECTANGULAR CROSS-SECTIONAL DIMEN- 
SIONS WITH A 2" BEND RADIUS. CONSISTS OF 
ELBOW, TWO LOW HUB CONTACT FLANGES & 10 
EACH OF BOLTS. NUTS & LOCKWASHERS. 

$2723 CAFHS2-M-78i 
DEC. 43 


UG-69/0 
ATTACHES TO BUT DOES MOT INCLUDE A 
UG-G66/U CONNECTOR AT EACH END. 
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0G-70/0 GENERAL USE RE 497 

ELBOW: 

FOR USE WITH RADIO FREQUENCY LINE 

RG-48/U. ELBOW $S BENT ON THE SMALLER OF 

THE RECTANGULAR CROSS-SECTIONAL DIMEN- 

SIONS WITH A 2" BEND RADIUS, CONSISTS OF 
TwO LOW HUB CONTACT FLANGES AND 10 EACH 
OF BOLTS, NUTS AND LOCKMASHERS. 

V2s/23 743 CAFUS2~-N~782 


BEC. 43 


8G-70/98 


ATTACHES TO BUT DOES NOT INCLUDE A 
UG-66/U CONNECTOR AT EACH END. 


UG-71/0 
CONNECTOR: 
CONNECTOR HIGH VOLTAGE, HIGH POWER. CON- 
NECTS RADIO FREQUENCY CABLE RG-17/U TO 
1 5/8" RADIO FREQUENCY COMMERCIAL RIGIO 
LINE. 50 OHMS IMPEDANCE. POLYETHYLENE tS 
FUSED !NSIDE CONNECTOR TO PROVIDE A 
HIGHER VOLTAGE BREAKDOMN LEVEL. AFTER 
1/5/44 CG: 
JAN. 44 CPR: 


GENERAL USE RE £9-F-217 


CPH:4-400 


UG-71/8 
MOLDING CANNOT BE DISCONNECTED. 


UG-73/U 

RADIO FREQUENCY PLUG: 
RADIO FREQUENCY CABLE CONNECTOR PLUG 
CONSISTS OF A PLUG OF THE "U.H.F.” TYPE 
FOR USE WITH RADIO FREQUENCY PLUG 
RG*=59/U CAGLE & CONNECTS TO A NAVY TYPE 
49194 RECEPTACLE OR SIGNAL CORPS SOCKET 
SO 239. SIMILAR TO NAVY TYPE 49195. 
1/24/46 

MAR, 46 


RE 49F 228A 


UG~74/U GENERAL USE 

CONNECTOR: 

CONNECTS RADIO FREQUENCY CABLE RG-17/0 
OR RG-18/U TO 1 5/8" DIA, REGIO TRANS- 
MISSION LINE. PERMANENTLY MOLDED WITH 
POLYETHYLENE TO RADIO FREQUENCY CABLE 
RG-17/U OR RG-38/U. 4 13/16" LONG Xx 
15/8" DIA. MATERTAL~BRASS, 


2/28/44 Car8d85 CG3K8396705 
FEB. 44 : 
N 
UG-75/U GENERAL USE 
ADAPTER: 


RIGHT ANGLE ADAPTER FOR USE WITH CON- 
NECTOR UG-74/U. MAKES RIGHT ANGLE CON- 
NECTION SETWEEN RADIO FREQUENCY CABLE 
RG-17/uU OR RG-18/U USING CONNECTOR 
UG-74/U AND # 5/8" DIA RIGID TRANSMISSIO 


LINE. NO MOLDING REQUIRED. 
2/28/44 CG: CG3K8396762 
FEB. 44 

uG-739/0 GENERAL USE : 
ADAPTER: CONFIDENTIAL 


A COAXIAL WAVEGUIDE ADAPTER USED TO 
ADAPT RADIO FREQUENCY PLUG UG-24/U TO 
RADIO FREQUENCY LINE RG-52/U. HAS FLANGE 


COUPLING ON ONE END AND RADIO FREQUENCY 
JACK UG-25/U ON THE OTHER. PART OF 
TS-i2/AP CUNIT 2). SIZES 1 3/4" X 
3/15/44 CPK: 
MAY 44 


CPK3 43-5384 


ASSIGNED 
Issued 


ott ah FIRST ASSIGNED FOR OTN ARG, 


UG-79/0 
1 45/32" X 2 1/2". WT. 4 02, 


UG-s0/U GENERAL USE 

ADAPTER? CONFIDENTIAL 

WAVEGUIDE ADAPTER-~- CONSISTS OF WAVE~ 

GUIDE ADAPTER FITTED WITH. CHOKE 
UG-42/U ON ONE END AND COVER 

PLATE UG-39/U ON THE OTHER END. USED 

TO ADAPT A RG-S1/U WAVEGUIDE TO RG-S2/U 

WAVCGUIDE. PART OF TS-12/AP CUNIT 2), 

3/15/44 CPK: CPK 3435-5378 

SEPT. 44 


UG-80/8 
SIZE 1 374" x 1 3/4" X 23/52" WI: 8 OZ. 


UG-si/U 
ADAPTER 
COAX~WAVEGUIDE ADAPTER: USED TO ADAPT 
RADIO FREQUENCY PLUG UG-24/U TO RADIO 
FREQUENCY LINE RG-S2/U.0ON ONE END IS A 
CHOKE JOINT AND ON THE OTHER IS A RADIO 
FREQUENCY JACK UG-25/U OR EQUIVALENT 


GEN. USE CONFIDENTIAL 


CONNECTOR. PART OF TS-82/AP (UNIT 2) 
3/14/44 CPK CPK:43-5386 
WAY 44 

ve-81/0 
AND TS-i3/AP. SIZE: MAX DIA, 1 3/4" ¥ 


251/64" LONG. WI. 7 02. 


UG-82/U 

MALE COUPLING 
BRONZE COUPLING, STRAIGHT, MALE, “RLANGED. 
HAS FOUR EQUALLY SPACED MOUNTING HOLES 
LYING ON A CIRCUMFERANCE OF 3 374" Di- 
AMETER. FLANGE DIAMETER, 4 1/2", COUP- 
LING 1S USED FOR TERMINATION OF 4 5/8" 
RIGIO CO-AXIAL LINE. CONSISTS OF A 
3413/44 CG34B223 CG: 

HAR. 44 K-8396753 PT. 1 


GEN USE 


e UG ~-82/U. 
BRONZE FLANGE, NEOPRENE CHAWPRENE 
#27020) GASKET AND PHOSPHOR BRONZE 
CONDUCTOR WITH BULLET TYPE CONTACT, 
METAL PARTS TO BE SILVER PLATED. OVERALL 
OMMENSIONS, 2 415/16" BY 4 1/2". 


INNER 


UG-83/8 
ADAPTERS 
USED TO COUPLE RADIO FREQUENCY PLUG 
UG*9/U, UG-217U, OR EQUIVALENT TO ARHY 


TYPE SO-259 OR NAVY TYPE 49194 OR 
EQUIVALENT. 


GENERAL USE RE49F250. 


ASV71AG 
MAY 44 


SETI 


NAVSHIPS 900,109 


AIAG BTU 


DATE MIAO. SHAMAN 


CONFIDENTIAL 


[sth |r aso vor | aN 


BG-85/0 GEN USE 
RADIO FREQUENCY PLUG: 
COAXIAL. WEATHERPROOF PLUG TO BE USED 
WiTH RADIO FREQUENCY CABLE RG-S8/U, 
RG-59/U AND RG-62/U, ALL HAVING FROM 
0116" TO .146" DIAM, OVER DIELECTRIC. 
WON-CONSTANT IMPEDANCE TYPE. 


RE 49F 243 


4720744 
APR. 44 


OG-86/8 GEN USE 
RADIO FREQUENCY RECEPTACLE? 
COAXSAL CIRCULAR HOLE, PANEL NOUNTING FOR 
PRESSURIZED USE; USEO WITH RADIO FREQ. 
CABLE RG-5E/U, BG-59/U AND RG-62/U, 


RE 49F 245 


4/20744 
BPR. 44 


06-8748 GENERAL USE RE £9F 244 
RAOIO FREQUENCY RECEPTACLE 

COAXIAL PANEL MOUNTING WITH 3/74* SQUARE 
FLANGE. USED WITH RADIO FREQUENCY CABLE 
RG-58/U, RG-59/U AND RG-62/U, NON- 
PRESSURIZED. 


4720744 
BPR. 44 


OG-83/u * GEN USE 
RADIO FREQUENCY PLUG: 
COAXIAL, 53 OHMS MATCHED IMPEDANCE, 
BAYONET LOCKING, WEATHERPROOF PLUG. 

“ MATES WITH UG+89/U JACK AND UG-90/U JACK, 
FOR USE WITH RADIO FREQUENCY CABLE 
RG-58/U CABLE. OVERALL Di MENSIONS, 

15/16" xX 9/16". 

4/22/44 
wov, 44 


RE 49F 246 


8G-389/U GENERAL USE RE 49F 246 
RADIO FREQUENCY JACK? 

COAXIAL, 53 OHMS MATCHED IMPEDANCE, 
BAYONET LOCKING. WEATHERPROOF JACK. 
MATES WITH UG-88/U PLUG. FOR USE WITH 
RADIO FREQUENCY CABLE RG-58/U. OVERALL 
DAMENSIONS 1° X 9/86". . 


afezpas 
mov. 44 


8G-90/8 GENERAL USE RE 439F 246 
RADIO FREQUENCY JACK: 
COAXIAL 53 OHM MATCHED IMPEDANCE, 
BAYONET LOCKING, WEATHERPROOF, WITH 
MOUNTING PLATE. FOR USE WITH RADIO 
FREQUENCY CABLE RG-58/U. OVERALL DIMEN- 
SIONS 17 X 35/4". SIMELAR TO JACK UG-89/U 
EXCEPT WITH ADDITION OF SQUARE FLANGE 
4/22/44 
Rov. 44 


UG-90/0 
MOUNTING PLATE. MATES WITH UG-88/U PLUG. 


VG-9170 GEN USE RE 49F 216 
RAOIO FREQUENCY PLUG: 

GDAXJAL 70 OHM CONSTANT IMPEDANCE, 
WEATHERPROOF PLUG FOR USE WITH RADID 


FREQUENCY CABLE RG-6/U. 


B122084 
APR. 44 


[ean] aunornaer® | daaRArTuEEA 
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UG- 927 GEN. USE 
RADIO FREQUENCY JACK: 
COAXZAL 70 OHM CONSTANT IMPEDANCE. 
WEATHERPROOF JACK FOR USE WITH RADIO 
FREQUENCY CASLE RG-6/U, AND WITH 
RADIO FREQUENCY PLUG UG-91/0. 


APE RRSY 


RE 49F 216 


AS22744 
APR. 44 


WG-9370 GEN. USE 
RADIO FREQUENCY JACK: 
COAXIAL. 70 OHM CONSTANT IMPEDANCE, 
WEATHERPROOF, WITH MOUNTING PLATE FOR 
BSE WITH RASIO FREQUENCY CABLE RG-67U 
AMD RADIC EREQUENCY PLUG UG-9!/U, 


RE 49F 2t¢ 


aF227 44 
BPR. 44 


UG-94/0 GEN. USE 
RADiO FREQUENCY PLUG: 
COAXIAL, 70 OHM CONSTANT IMPEDANCE, 
WEATHERPROOF PLUG FOUR USE WITH RADIO 
FREQUENCY CABLE RG-IS/U. 


RE 49F +38 


+ 4422746 
BPR. 44 


UG-95/0 GEN. USE 
RADIO FREQUENCY JACK: 
COAXIAL JACK. RF. TYPE, 70 OHM CONSTANT 
UMPEDANCE, WEATHERPROOF, FOR USE WITH 
RADLEO FREQUENCY CABLE RG-1I/U. 


RE, 49F 188 


4722744 
APR. 44 


UG-96/U GEN. USE 
RADIO FREQUENCY JACK: 
COAXIAL JACK, RoF. TYPE, 70 OHM CONSTANT 
IMPEDANCE, WEATHERPROOF, WITH MOUNTING 
PLATE FOR USE WITH RADIO FREQUENCY CABLE 
RG-t1/U. 


RE 49F 438 


4422744 


APR. 44 
UG-102/0 GEN USE SC-D-5940 
SC-C-5918 


RAOLO FREQUENCY PLUG: 

PLUG, ARMY TYPE PL-284, TWIN CONTACT, 
SIMILAR TO ARHY TYPE PL-259, NAVY TYPE 
49190, EXCEPT FOR SMALLER R.F. CABLE 
CRG-22/U2 USED WITH YG-1037U. 


S/t/sa CPR: 
Mav 44 


0G-103/u GEN USE SC-D-5941 
SC-c-5918 
RADIO FREQUENCY RECEPTACLE: 
RECEPTACLE, TWIN CONTACT. ARMY TYPE 
S$O-264 FOR USE WITH UG-102/U AND 


UG-104/U. 


$/1/44 CPR: 


may 44 

BG-104/0 GEM USE SC-8-5942 
SC-D~5943 
SC-C-5918 


RADIO FREQUENCY ADAPTER: 
RIGHT ANGLE. ARMY TYPE PL-293. FOR USE 
WITH UG-102/U AND UG-103/U RECEPTACLE. 


Brisa cpt: 
RAY 44 


CONFIDENTIAL 


4-165 


FIRST ASSIGNED FOR 


UG-105/U GEN USE 

RAOTO FREQUENCY PLUG: 

JUNCTION, ARMY TYPE PL-285, FOR USE TD 
SPLICE TWO UG-102/0 PLUGS TOGETHER, OR 
WG-102/U TO UG-t04/U. 


oR 


6/t/44 
Ray 44 


BG-t06/U GENERAL USE SC-8-5849 
RADIO FREQUENCY HOOO; SC-5918 
HOOD. ARMY TYPE M-360. FOR USE WITH 
UG-105/U, ALLOWS CONNECTION OF RG-22/U 
CABLE TO BE TERMINATED. 


aren) 
MAY 44 


UG-1074/0 GENERAL USE 

RADIO FREQUENCY ADAPTER: $ 

TEE ADAPTER - FOR USE WITH TYPE N COR- 
NECTOR, WEATHERPROOF, 50 OHMS IMPEDANCE. 
SIMILAR TO UG-28/U EXCEPT WITH MALE 
COUPLANG am CENTER, 


BA20744 ASTATIC B-75608 
WAY 44 CGSM-553583 REV O 
UG-110/8 GEN. USE 


RADIO FREQUENCY ADAPTERS: 

RADIO FREQUENCY COAXtAL ADAPTER USED TO 
ADAPT ANY NAYY TYPE "N"™ PLUG TO A SPERRY 
"KLYSTRON® TYPE FITTING CFEMALE TYPE), OR 
EQUAL. THIS CONNECTOR WILL BE USED PRIN- 
CIALLY WITH TEST EQUIMPENT, MFG PER. 
SPERRY*S DWG R-5657559 OR BOONTON RADIO 
5/16/44 CYK 202036 

BaY 44 CS3R-5657559 


bG-110/f 
CORP? OWG 02036: 


UG-111/8 GEN. USE 

RADIO FREQUENCY PLUG: 

PLUG, U.H,F,, NON-WEATHERPROOF, SAME AS 
ARMY TYPE PL-259 AND NAVY TYPE 439190 
EXCEPT PLUS ADAPTER ON REAR END OF PLUG 
TO FIT A-N TYPE RG-59/U RADIO FREQUENCY 
CABLE. CONSISTS OF CPH:835-ISP PLUG PLUS 
CPH:83.-168 ADAPTER, 


6/85/44 CPH: 83-167 cPH 
may 44 
UG-114/U GEN. USE RE 49F 256 


RADIO FREQUENCY JACK: 

COAXIAL, NON CONSTANT IMPEDANCE, PANEL 
MOUNTING, WEATHERPROOF JACK FOR USE WITH 
RADIO FREQUENCY CASLE RG-58/U, RG-59/U 
AND RG-62/U. USED WITH RADIO FREQUENCY 
PLUG UG-85/U. THIS JACK IS SIMILAR TO 
RADIO FREQUENCY JACK UG-115/U WITH THE 
6/20/44 

May 44 


UG-114/U 
ADDITION OF A SQUARE FLANGE PANEL MOUNT- 
1HG PLATE, 


SGA? | _HRRETURET, 


NAVSHIPS 900,109 


[sare | Ma 


4-166 


Army-Navy Designations 


AGAR [rast assionne vox | HAMAR BERGA [rast asiono roe | RARER | SANIT [esr assioneo vox | ura | 


UG-11S/U GEN. USE 
RAOIO FREQUENCY JACK: 
COAXIAL, NON CONSTANT IMPEOANCE WEATHER- 
PROOF JACK FOR USE WITH RADIO FREQUENCY 
CABLE RG-S8/U, RG-S9/U AND RG-62/U, USED 
WETH RADLO FREQUENCY PLUG UG-8S/u. 


RE 49F 256 


6/20/44 

Wav 44 

UG-126/0 GER. USE CORFTOERTI RL 
RADIO FREQUENCY COUPLING: 

WAVE GUIDE COUPLING. PLAIN FLANGE END 
FOR K BAND. CONSISTING OF PLAIN FLANGE, 
KNURLED COUPLING NUT AND LOCK WASHER. 
@VERALL DIMENSIONS t 3/52" X 21/352". 
FOR USE WITH RG-53/U GUIDE. 


61517484 net.Te 
SEPT. 44 B-6837-A 
6G-11770 GEN. USE CONFIDENTIAL 


RADIO FREQUENCY COUPLING: 

WAVE GUIDE COUPLING. CHOKE FLANGE END 
FOR K BAND CONSISTING OF CHOKE FLANGE 
AND GASKET. OVERALL DIMENSIONS t* X 
49720". FOR USE WITH RGO-S37U GUJDE. 


oSt faa Ce 
SEPT. 44 B-6837-A 
0G-120/0 GER. USE RESTRICTED 


RADIO FREQUENCY COUPLING: 

BROADSIDE L BEND RADIO FREQUENCY WAVE- 
GUIDE, 1/2" xX 1". WITH SPECIAL PLATE 
LAWGES WITH 4 HOLE MOUNTING AND 2 POS/- 
T4ORIRG PINS, 90° BEND. SHOOTH ELBOW ON 
3° BEMD RADIUS. FOR USE WITH “X™ BANO 
EQUIPMENT, HADE OF BRASS WITH DULL NICKE 
6425/44 Cals Cws8012470-3 


JUN. 44 

WG-12079 
Fimisn. 
BG-t25/0 GEN. USE RESTRICTED 


RADIO FREQUENCY COUPLING: 

WARROW SIOE L BEND RADIO FREQUENCY WAVE- 
GUIDE 1/2" X 1™ EQUIPPED WiTH SPECIAL 
PLATE FLANGES WITH 4 HOLE MOUNTING AND 

2 POSITIONING PINS, 90° BEND. SMOOTH 
ELBOW. 3” BEND RADIUS. FOR USE WITH “X®* 
BAND EQUIPMENT. MADE OF BRASS WITH OULL 
6/23/44 CWs Cwsb0-12470-5 
JUN. 44 


UG-121/0 
MSCKEL FINISH. 


UG-122/0 GEN. USE 
RADIO FREQUENCY COUPLING 
CONSISTS OF TWO FLANGES, WITH FOUR HOLE 
MOUNTENG AND TWO POSITIONING PINS, 
SILVER SOLDERED TO A SHORT LENGTH OF 
RG-52/U INTO ONE END OF WHICH A 
POLYSTYRENE PLUG MAY BE FORCE FITTED. 
WAY BE USED WITH UG-420/U OR UG-121/U. 
6/23/44 Cws Cw360-$2099-4 
SUK. a4 


RESTRICTED 


NAVSHIPS 900,109 


OG-524/0 GENERAL USE 

RADIO FREQUENCY ADAPTER: 

THIS ADAPTER WILL COUPLE’ AN AN-5100-14S- 
4P RECEPTACLE TO A NAVY TYPE 49195 PLUG, 
THIS ADAPTER WILL HAVE AN ELECTRICAL 
IMPEDANCE OF APPROX. SO OHMS AND WILL 
PASS R.F. CURRENTS OF FREQUENCIES UP TO 
500 HC WITH MINIMUM LOSSES. 

e/t2faa 

SULY 44° WAVAER: 


9G-125/U GENERAL USE 

RADIO FREQUENCY ADAPTER: 

THIS ADAPTER wiLtL COUPLE AN AN-3100-14S- 
4PT RECEPTACLE TO A BRITISH TYPE 10H-70 
PLUG. THIS ADAPTER WILL HAVE AN ELECTRI- 
CAL IMPEDANCE OF APPROX. SO OHMS AND WILL 
PASS R.F. CURRENTS OF FREQUENCIES UP TO 
500 MC WITH LOW LOSSES. 

6/12/44 NAVAER: 

suLy 46 


UG-126/0 GENERAL USE 

RAD1O FREQUENCY ADAPTER: 

THIS ADAPTER WILL COUPLE A G.E. TYPE 
K-27J764 RECEPTACLE TO AN AN-3108-22-14S 
PLUG, THE ELECTRICAL CONNECTIONS WILL GE 
SUCH THAT PINS A AND F OF THE G.E. RECEP 
TACLE SHALL CONNECT TOGETHER AND ALSO 
PINS C AND Ge’ THE PIN B OF GLE, CONNECT- 
6/12/44 NAVAERS 

SULLY 4 * 


UG-126/U0 
OR SHALL CONNECT TO PINS G AND H OF AR 
PLUG AND PIN E OF G.E. RECEPTACLE SHALL 
CONNECT YO PINS E ANO F OF AN-3108-22- 
44S PLUG. 


UG-427/8 GENERAL USE 
RADIO FREQUENCY ADAPTER: 

THiS ADAVTcR wILL COUPLE A G.E. TYPE 
K~-27J764 RECEPTACLE TO A NAF 68925-1 
PLUG. THE ELECTRICAL CONNECTIONS WILL BE 
SUCH THAT PINS A & F OF THE G.E. RECEP- 
TACLE WILL CONNECT 6 AND 7 OF NAF PLUG, 
AND PIN E OF GE, RECEPTACLE WILL CON- 
C/t2f44 WAVAERS 

auLy 44 


UG-127/ 
WECT TO PINS 3 & 2 OF NAF PLUG, 


UG-128/8 AN/APM-3A 

ADAPTER: 

ADAPTER, ARMY-NAVY “AERONAUTICAL” TYPE 
TO SPECIAL CRYSTAL PLUG. FOR USE WITH 
AN-3100-34S-1P OR EQUIVALENT ON ONE ENO 
AND SPECIAL NON-STANDARD PLUG COUTLINE 
ON BTL B0-12996-6 OWG) ON OTHER END, 


7/t/4aa cw:dte9008 CWZESL-661159 
JULY 44 

UG-129/0 AR/APH-3A 

ADAPTER: 7 


ADAPTER, TYPE "N‘ TO SPECIAL CRYSTAL 
PLUG, FOR USE WITH UG-22/U (NAYY TYPE 
49263( OR EQUIVALENT PLUS ON ONE END, 
SPECHAL NON-STANDARD PLUG (OUiLINE ON 
BIL 60-32996-6 Dwi) ON OTHER ENO. 


Tis fas 
suULY 44 


Cws0469009 CWLESL-62160 


0G-130/0 
ADAPTER: 
ADAPTER, "U.H.F.* TYPE TO SPECTAL CRYSTAL 
PLUG. FOR USE WITH WAVY TYPE 49194 ARMY 
TYPE SO-239 OR EQUIVALENT ON ONE END & 
SPECIAL NON-STANDARD PLUG COUTLINE ON 
BIL 80-12996-6 DWG) ON OTHER END. 


AN/APM-34 


7/t/sa CW20t690t0 CwTESL-66Tt61 
July 44 

0G-1335/U GEM USE 
ELBOW: CONFIDENTIAL 


CAST BRASS 90° WAVE GUIDE (H-PLANE BEND) 
21/36" R TO CENTER LINE, FOR A 1 1/4" X 
5/8*, RG-51/U WAYE GUIDE. WALLS,OF WAVE 
GUIDE EL8DW ARE 3/32" THICK TO PROVIDE 
STRENGTH. INSIDE DIMENSIONS OF WAVE 
GUIDE ELBOW ARE t 3/8" X 1/2" TO CORRE- 
7fsi/ea Clits CW2B0-18252 
JULY 44 ISSUE 3 


UG-133/¢ 
SPOND WITH THE INSIDE DIMENSIONS OF THE 
RG-52/U WAVE GUIDE. 


UG-134/6 
ELBOW: CONFIDENTIAL 
CAST BRASS 90° WAVE GUIDE ELBOW CE-PLANE 
BEND) 2 1/16" R TO CENTER LINE FOR 
11/4" x 5/8", RG-SI/U WAVE GUIDE. THE 
WALL THICKNESS 1S 3/32", A FIN 1/8" 
THICK HAS BEEN ADDED TO THE CASTING TO 
PROVIDE ADDITIONAL STRENGTH. INSIDE 
7/10/44 Cis Cw:80-18253 
July 44 ISSUE 3 


GER USE 


UG-134/0 
DIMENSIONS OF WAVEGUIDE EL@OW ARE 1 1/8" 
X 1/2" TO CORRESPOND WITH INSIDE DI- 
MEWSIONS OF THE RG-51/U WAYE GUIDE. 


BG-13570 
COVER PLATE: 
WAVE GUIDE COUPLING FOR ALUMINUM GUIDE. 
FOR USE WITH RG-67/U GUIDE. PLAIN FLANGE 
TYPE. MATES WITH UG-136/U CHOKE 
SIMILAR TO UG-397U EXCEPT MADE OF ALUM- 
iuda. : 


GEN. USE RE 49F 197 


TI24484 
JULY 44 


UGe-636/9 
CHOKE: 
WAVE GUIOE COUPLING FOR ALUMINUM GUIDE, 
FOR. USE WITH RG-67/U GUIDE. CONSISTS OF 
CHOKE FLANGE, GASKET. 4 CAP SCREWS AND 
LOCKWASHERS. MATES WITH UG-135/U COVER 
PLATE. SIMILAR TO UG-40/U EXCEPT MADE 
OF ALUMINUM, 

7424444 
AUG. 44 


Gem. use RE 49F 197 


UG-135770 GEN. USE 
CHOKE: 
WAVE GUIOE COUPLING FOR ALUMINUM GUIDE, 
FOR USE WITH RG-687U GUIDE. CONSISTS OF 
CHOKE FLANGE, GASKET, 4 CAP SCREWS AND 
LOCKWASHERS. MATES WITH UG-1387U COVER 
PLATE, SIMILAR TO UG-52/U EXCEPT MADE OF 
ALUKA NUR, 
7724784 
AUG. 44 


RE 49F 2035 


PRISEHNES BYANNIASTU A 


CONFIDENTIAL 


BAER BEAUTE 


eA oh FIRST ASSIGNED FOR | HAMY DRAWING | 
UG-t38sU GEN. USE RE 49F 203 


COVER PLATE: 

WAVE GUIDE COUPLING FOR ALUMINUM GUIDE. 
FOR USE WITH RG-68/U GUIDE. PLAIN FLANGE 
TYPE. MATES WITH UG-337/U CHOKE 

SIZEs 1 778" X 8 7F8" X T/1E". SIMELAR 
TO UG-5i/U AND NAVY TYPE 49474 EXCEPT 
MADE OF ALUMINUM. 

7124444 

SEPT. 44 


UG-18070 GEN. USE 
MALE COUPLING: 
COUPLING, MALE. FOR $/8* STUB TRANSMIS=> 
S10N LINE. CONSISTS OF 1 MALE BRASS 
FLANGE, BRASS RECEPTACLE, NEOPRENE GAS- 
KET, 4 BRASS SCREWS. AND 4 LOCK WASHERS 
AND 1 PHOSPHOR-BRONZE, BULLET-TYPE, 
CENTER-CONDUCTOR CONTACT, USED WITH 
TAt3t44 
JULY 44 


RE 49F 271 


BG-14079 
FEMALE COUPLING UG-141/U, 


UG-14570 GEN. USE RE 49F 271 
FEMALE COUPLING: 

COUPLING, FEMALE, FOR 5/8" STUB TRANS- 
WISSION LUNE. CONSISTS OF 1 FEMALE BRASS 
FLANGE AND BRASS RECEPTACLE USED WITH 
MALE COUPLING UG-440O7U, 


TIN3f44 . 
SULY 44 


SPERRY 


UG-1427U 
ELBOW: 
CONSISTS OF A SECTION OF RG-SI/U WAVE 
GUIDE 90° ELBOW BENT ON THE LARGER OF THE 
TWO RECTANGULAR CROSS-SECTION DIMENSIONS. 
ON OME END tS COVER PLATE .UG-53/U, 

AT OTHER END IS CHOKE UG-52/U. 
RADIUS OF BEND IS 2.065" WITH .685" 
8/4/44 Cis CWsBL-24772 
SEPT. 44 ‘i 


GEN. USE 


UG-142/8 
Of BOTH ENDS. TOTAL LENGTHS, 2.750" + 
2005". ENDS BRAZED TO TUBE, 


UG-143/9 GEN. USE 

ELBOW: 

CONSISTS OF A SECTION OF RG-51/U WAVE 
GUIDE 90° ELBOW BENT ON THE SMALLER OF 
THE TWO RECTANGULAR CROSS-SECTION DIMEN- 
SIONS. ON OME END IS COVER PLATE 
WG-51/0, AT OTHER tS FEMALE COUPLING 
UG-52/U, RADIUS OF BEND IS 2.065" WITH 
B/afea Cw: CWsBL-2t77% 
SEPT. 44 


UG-1437U 
-685" EXTENSION ON BOTH ENDS TO MAKE 
TOTAL LENGTH 2,750" + 4005. ENDS BRAZED 
FO TUBE. 


MARUEAGTHR'S | AMSNARACTHIES 


(on _] 
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UG-14478P GEN. USE 
COUPLING ADAPTER: RESTRICTED UG-152/U GEN. USE 
BRASS WAVE GUIDE COUPLING ADAPTER PLATE. ADAPTER: 


SUMILAR UN APPEARANCE ¥O COVER PLATE 
VG-394U EXCEPT 84352" THICK. INSIDE GULDE 
DIMENSIONS SAME AS FOR RG-S278. USED 
BETWEEN TwO UG-40/U CHOKE. 

PART OF R-F. TEST LOAD TS-1O8/AP. 


8/25/44 Cadgs RAD. LABs 
SEPT. 44 C-4256F 
PG-144 747 


CONTRACT WO. HOas-3670- 


UG-145/4P GEN. USE 

COUPLING ADAPTER: RESTRICTED 
BRASS WAVE GUEDE COUPLING ADAPTER PLATE. 
SIMILAR IN APPEARANCE TO FEMALE COUPLING 
UG-SO/U EXCEPT #732" THICK. INSIDE GUIDE 
DIMENSIONS SAME AS FOR THE RG-S5SI/U. USED 
BETWEEN TWO UG-42/U CHOKES. 

PaRT OF RADIO FREQUENCY TEST LOAD 
8725444 CA0Qs 

SEPT. 448 


UG-T4S/AP 
FS-108/AP. COMTRACT NO. NOaS-3670~ 


UG-146/U 
ADAPTER? 
ADAPTER, UHF. CONNECTS TO TYPE N CON- 
WECTOR: COUPLES JACK UG-22/U OR EQUiV- 
ALENT TO ARMY TYPE PLUG PL-259-A OR NAVY 
TYPE PLUG -49195 OR EQUIVALENT, 


GEN USE RE 49F278 


9/1/44 CQas cQa: 

SEPT. 44 

UG-148/¥ GEN USE RE 49F 279 
CHOKE: 


WAVE GUIDE COUPLING CHOKE FLANGE. FOR 
USE WITH RG-49/U GUIDE. MATERIAL, BRASS. 
OVERALL DIMENSIONS 3 5/8" DHA. BY 1% 
THICK. COUPLES TO PLAIN FLANGE BY EIGHT 
CAP SCREWS. 


9/9/44 
SEPT. 44 


uG-149/0 RE 49F 279 
COVER PLATE: 

WAVE GUIDE COUPLING PLAIN FLANGE, FOR 
USE WITH RG-49/U GUIDE, MATERIAL, BRASS. 
OVERALL DIMENSIONS 3 5/8" DIA, BY 9/16" 
THICK, COUPLES TO CHOKE FLANGE BY EIGHT 
CaP SCREWS, 


GEN USE 


9/9/44 
SEPT. 44 


~UWc-150/0 GEN. USE 
FLANGE: 

WAVE GUIDE COUPLINC CONTACT TYPE FLANGE. 
FOR USE WITH RG-SO/U GUIDE. MATERIAL, 
CAST BRONZE. OVERALL DIMENSIONS, 2 7/8" x 
2 172" X 1". INCLUDES CORPRENE GASKET. 
FLANGES COUPLE BY USE OF TEN NUTS AND 
BOLTS. 

9/9/44 

SEPT~ 44 


RE 49F 280 


VAHONS SHANA RULE ch 


+ 


WAVE GUIDE ADAPTER, COUPLES A CHOKE 
UG-40/7U TO A COVER UG-SI/U. CONSISTS OF 
A 3" SECTION OF RF LINE RG-49/U 

WITH A COVER PLATE UG-39/U AT ONE END 
AND A SPECIAL CHOKE AT OTHER ENO, THIS 
SPECtAL CHOKE INCORPORATES A 174 WAVE 


9/6744 SELECTOR 
SEPT. 44 a-40249 
UG-tS2/0 


SECTION OF TRANSMISSION LINE. 


UG-153/0 GEN. USE 

ADAPTERS 

WAVE GUIDE ADAPTER, COUPLES A COVER 
PLATE UG-33/U TO A CHOKE COVER UG-52/U. 
CONSISTS OF A 3" SECTION OF &F LINE 
RG-49/U WITH A CHOKE UG-40/U AT ONE END 
AND A SPECIAL COVER AT OTHER END. THIS 
SPECKAL COVER SNCORPORATED A 1/4 


9716444 SELECIOR 
SEPT. 44 $-40248 
UG-153/0 


WAVE SECTION OF TRANSMISSION LINE. 


UG~15470 GEN. USE RE 49F 284 
PLUG: 

CONNECTOR PLUG, WEATHER PROOF, 52 OHM 
IMPEDANCE. FOR RG-t7/U OR RG-t8/U RF. 


CABLE. HIGH VOLTAGE TYPE. 


9/23444 
FEB. 45 


UG-155/U 
ADAPTER? 
ADAPTER, WEATHER PROOF, 52 OHM IMPEDANCE. 
HIGH VOLTAGE TYPE. FOR USE WITH TWO 
UG-154/4U PLUGS TO COUPLE WITH TWO LENGTHS 
OF RG-E7/U OR “G-13/U RF. CABLE. 


GEN. USE RE 49F 285 


97235444 
FEB. 45 


BG-15670 GEN. USE 
PLUG: 
CONNECTOR. PLUG. WEATHER PROOF. 52 OHM 
IMPEDANCE. FOR RG-19/U OR RG-20¢4U RF. 
CABLE. BIGH VOLTAGE TYPE. 


RE 49F 3529 


9423744 
FEB. 45 


UG-1S57/U GEN. USE 
ADAPTERS 
ADAPTER, WEATHER PROOF, 52 OHM ?MPEDANCE. 
HIGH VOLTAGE TYPE. FOR USE WITH TWO 
UG-T56/U PLUGS TO COUPLE TWO LENGTHS OF 
RG-'9/U OR RG-20/U RF. CABLE. 


RE 49F 328 


9423744 
FE&. 46 


pare | MANVTARTHARE? | SWRA | 


CONFIDENTIAL 
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UG-158/0 GEN. USE bG-165/U GEN USE 


JACK: 

A RADIO FREQUENCY, HIGH VOLTAGE PULSE, 
PANEL MOUNTING JACK, FOR USE WITH 
RG-27/U CABLE. MATES WITH UG-36/U PLUG. 
RATED AT 335 KY. 


10/2744 GE 8898 
GCT. 44 


GE M-8374816P1 


UG-159/U 
JACK: 
COAXSAL TYPE. "N™ RADIO FREQUENCY JACK 
FOR PANEL MOUNTING. MOUNTS IN SINGLE 
HOLE WITH HEX NUT ANDO GASKET. WEATHER- 
PROOF. 50 OHMS IMPEDANCE. FOR USE WiTH 
RG-5/U CABLE. MATES WITH TYPE “N™ PLUGS 
AND ADAPTERS. 

1075744 CSXs 
OCT. 44A SNPTS-ID7 


GEN. USE 


UG-160/0 GEN. USE 

JACKS 

COAXIAL TYPE "N™ RADIO FREQUENCY JACK 
FOR PANEL MOUNTING. MOUNTS IN SINGLE 
HOLE WiTH HEX NUT AND GASKET. WEATHER- 
PROOF, 50 OHMS IMPEDANCE. FOR USE WITH 
CABLES RG-8/0, RG-9/U AND RG-i0/U. MATES 
WiTH TYPE SW“ PLUGS AND ADAPTERS. 
3049744 CSX3 

OCT. 44A SNRNA16-1 


te-161/0 
CONNECTOR: 
CONNECTS, RG-19/U OR RG-20/U TO 3 1/8 
INCH AIR LINE. HIGH POWER, CAPABLE OF 
BEING ASSEM3LED IN FIELD, PRESSURIZED. 
TOTAL LENGTH 7 1/4" APPROX., DIAM. MAX. 
3 2/8". HADE OF BRASS. 


GEN USE RE 49F 793 


10/3/44 CAY: 
FEB. 45 CATR: 


CAY2T-7513892 


UG-162/U GEN. USE 

ROTARY COUPLING: ig 
ROTARY JOINT - FILLED WITH POLY F-I1t4 - 
MAX. DIAM. 4" AND LENGTH, 8 3/64" MAX. 
USES ONE UG-154/U PLUG ON EACH END TO 
COUPLED RG-t8/U CABLE TO JOINT. 


9729748 CAQY: Rg9dIe 
Oct. 44 
UG-1637U SPEC: 


ADAPTER PLATES 43-S4735A 
ADAPTER PLATE CONSISTING OF A PLAING 
FLANGE StimILAR TO PRESTO ROUND TYPE 
FLANGE AND BIL SPECIAL FLAHGE BRAZED TO- 
GETHER. USED FOR CONNECTING AN ADAPTER 
UG-817U TO COAXIAL LINE ADAPTER ATTACHED 
TO THE TRANSMISSION LENE OF RADAR TEST 
9415744 

. FER. 45 


UG-163/U 
SET AN/APM-3 AND ANSAPM-3A. NOas 4047 
FROM PRESTO RECORDING CORP. 


UG-164/U GEN USE 
FLANGE: CONFIDENTIAL 
PLAIN FLANGE FOR WAVE GUIDE CHOKE CouP- 
LING. FOR USE WITH RG-48/U GUIDE WHEN 
USED IN THE S SUB W BAND. MATERIAL: CAST 
BRASS. DIAMETER 5 3/4", MATES WITH 
UG-165/U CHOKE FLANGE AND iS COUPLED 
WITH SiX 3/8" NUTS AND BOLTS. 
90/9/44 
OCT, 44 


[on | “aaa? [_ ARERR 
NAVSHIPS »00,109 


CHOKE FLANGE: CONFIDENTIAL 
CHOKE FLANGE FOR WAVE GUIDE CHOKE COUP- 
LING, FOR USE WITH RG-48/U GUIDE WHEN 
USED IN S SUB W BAND. MATERIAL: CAST 
BRASS. DIAMETER 5 1/47. MATES WITH 
FLANGE UG-164/U AND {§S COUPLED WITH 6 
BUTS AND BOLTS. 


10/9/44 B.T.L. 
Oct, 44 B0-21465 
0G-166/U GEN USE 

JACK: 


JACK, RADIO FREQUENCY, HIGH VOLTAGE. FOR 
USE WITH RG-28/U CABLE. HAS PROVISION 
FOR PANEL MOUNTING. MATES WITH UG-36/8 
PLUG. 


10/9/44 cG:8B96 CGIM-8578816P2 


OCT. 44 


UG-16779 GEN. USE RE 49F 215 
PLUG 

PLUG - TYPE *N" WEATHERPROOF, LOW VOLT- 
AGE FOR RG-17/U OR RG-18/U R.F. CABLE. 
MATES WITH UG-22/U JACK OR EQUIVALENT. 


EQUIVALENT TO WAVY TYPE 49483A. 


9730/44 CALI: 
OCT. 44 


UG-168/U GEN. USE RE 49F 236 
CONWECTOR 

CONNECTOR, RG-t7/U OR RG-t8/U TO 1 5/8" 
RIGIO AIR LINE. HIGH POWER, 50 OHMS IM- 
PEDANCE, WEATHER PROOF. CAN BE ASSEMBLED 
IN THE FEELO. MADE OF BRASS, SILVER 
PLATEO WITH INSULATION OF POLYETHYLENE. 
SAME AS NAVY TYPE -49529 EXCEPT IMPROVED 
1O9S44 CALI: 

oct. 44 


UG-168/U 
ELECTRICALLY FOR HIGHER FREQUENCY. 


UG-16970 
PLUG 
CONNECTOR PLUG, WEATHERPROOF, S2 OHM 
UMPEDANCE. FOR RG-IS/U OR RG-20/U RF. 
CABLE. HIGH VOLTAGE TYPE. 


GEN. USE 


1013744 
OCT. 44 


UG-17070 
AOAPTER 
ADAPTER, WEATHERPROOF, 52 OHM IMPEDANCE, 
HIGH VOLTAGE TYPE. FOR USE WITH TWO 
UG-169/U PLUSS TO COUPLE TWO LENGTHS OF 
RG-59/U GR RG-20/U RoFe CABLE. 


GEN. USE 


Vossisaa 
OCT. 44 


UG-171/U GEN. USE RE 49F251 
ADAPTOR: 

STRAIGHT ADAPTOR USED TO CONNECT UHF 
RECEPTACLE (NAVY TYPE 49194) CARMY TYPE 
50-239) TO BRITISH “PYE" TYPE tOH-529 
CONNECTORS. SIMILAR TO AND WILL SUPER- 


SEDE UG-99/TPN-2. 


30/14/44 CQa: 
oct. 44 


SATO S ANAC RUM ck 


CONFIDENTIAL 


cea Rh, FIRST ASSIGNED FOR | NANY QRAWING, 


UG-1737U GEN. USE 

ADAPTER 

THREADED, TUBULAR ADAPTER. SCREWS INTO 

THE CABLE END OF PLUGS, NAVY TYPE 49490 
ANO 49195 OR SIGNAL CORPS TYPES PL-259 

AND PL-259A. REDUCES THE CABLE END Di~ 

AMETER OF THE PLUGS TO PROVIDE CONNEC- 

TION WITH RG-59/U CABLE. OVERALL LENGTH 


10/23/44 CWws0-163664 B.T.L. 
OCT. 44 ESA-661956 
UG-17378 


13/16". HOLE DIA. «282%. 


UG-174/9 GEN. USE M.t.T. ONG. 
PLUG 4645 

PLUG, HIGH VOLTAGE PULSE. FOR USE WITH 
RG-28/U CABLE. WATERPROOF RATED AT U3 KV. 
DIMENSIONS APPROX 4 1/27 LENGTH BY 2” 
DIA. SIMILAR TO UG-36/U EXCEPT CABLE 
BUSHING HAS LARGER HOLE DIAMETER. HATES 
WITH UG-37/U, UG-38/U AND UG-166/U. 
30/25/44 CG:6897 

OCT. 44 


UG-175/U GEN. USE 
ADAPTER 

THREADED, TUBULAR ADAPTER. SCREWS ?INTO 
THE CABLE ENO OF PLUGS. NAVY TYPE 
49190 AND 49195 OR SIGNAL CORPS TYPES 
PL~259 AND PL-259A,. REOUCES THE CABLE 
ENO OIAMETER OF THE PLUGS TO PROVIDE 
CONNECTION WITH RG-58/U CABLE. OVERALL 
10/28/44 CPH 283-185 

MOV. 44 


UG-1757U 
LENGTH 1 3/16". HOLE DIA. APPROX. 207". 


UG-176/0 
ADAPTER 
THREADED. TUBULAR ADAPTER. SCREWS INTO 
THE CABLE END OF PLUGS NAVY TYPE 49190 
OR 49195 OR SIGNAL CORPS TYPE PL-259 AND 
PL-259A. REDUCES THE CABLE END DIAMETER 
OF THE PLUGS TO PROVIDE A CONNECTION 
WITH RG-59/U CABLE. OVERALL LENGTH 
10/28/44 CPH283-168 

OCT. 44 


GEN. USE 


UG-176/0 
11716". HOLE Did. APPROX. -260". 


UG-5777 GEN. USE 

HOOD 
R.F. HOOD. FOR USE IM CONNECTING 
RG-58/U CABLE TO RECEPTACLES NAVY TYPE 
49194, SIGNAL CORPS TYPE S0-239 AND 
AN TYPE UG-58/U. SIMILAR TO RADIO FREQ- 
UENCY HOOD UG-106/U EXCEPT HAS A SMALLER 
HOLE IN CABLE END. 

10/28/44 CPH:83-776 
WOV. 44 


MSMTARHOR® | ANTATTUNERA, 
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UG-180/3 GENERAL USE RE 49F 330 
PLUG: 

HIGH VOLTAGE PULSE CONNECTOR PLUG, 
MOLDED RUBBER INSERT TYPE FOR FIELD 
ASSEMBLY. HAS MALE CONTACT AND SPRING 
LOADED COUPLING RING. 


MATES 
WITH RECEPTACLE UG-181/0 ON ONE SIDE 
3a/3/a4 
Mov, 448 
AND WESTERN 7 UG-180/U 


ELECTRIC MOLDED RUBBER PULSE CABLE AND 
CONNECTOR ASSEMBLIES ON THE OTHER. 


UGetBI/U GEN. USE RE 49F $30 
RECEPTACLES 

HIGH VOLTAGE PULSE CONNECTOR RECEPTACLE, 
MOLDED RUBBER INSERT TYPE FOR FIELD 
ASSEMBLY. HAS FEMALE CONTACT AND THREAD- 
ED SHELL. FOR USE WITH CABLES RG~-77/U 
AND RG-78/U. KATES WITH PLUG UG-1380/U 
WHICH 3M TURN CONNECTS WiTH ONE OF A 
at/s/ae 
MOV. 444 


UG-181/8 
NUMBER OF WESTERN ELECTRIC #OLDED RUBBER 
PULSE CABLE CONNECTOR ASSEMBLIES. 


UG-1827U GEN. USE RE 49F 330 
RECEPTACLE: 

HIGH VOLTAGE PULSE CONNECTOR RECEPTACLE 
WiTH COUPLING RING. MOLDED RUBBER INSERT 
TYPE FOR FIELD ASSEMBLY, HAS FEMALE CON- 
TACT AND SPRING LOADED COUPLING RENG, 
USED TO TERMINATE CACLES RG-77/U AND 
RG-78/U. MATES WITH WESTERN ELECTRIC 
Wsd3saa 


NOV. 44 
YG-182/0 
PULSE CABLE PLUGS. 
UG-183/0 GENERAL USE 
ADAPTOR CONFIDENTIAL 


A COAXHAL’WAVE GUIDE ADAPTER USED TO 

ADAPT RADIO FREQUENCY PLUG UG-21/U OR 
SIMILAR TO A UG-4Q/U CHOKE FLANGE. HAS 
UG-39/U OR EQUIVALENT PLAIN FLANGE ON 
ONE END AND A RADIO FREQUENCY JACK SI- 


WILAR TO UG-227U ON THE OTHER END. PART 


¥176744 
NOM. 44 


UG-183/0 
OF TS-148/UP. SIZE § 3/4" X 1 18/32" X 
2 142", WT. 4 OZ. 


cate | MARHEASTHBE'S Set 


UG-185/0 GEN. USE RE 49F 331 
RECEPTACLE: 

COAXIAL, BAYONET LOCKING. HAS SQUARE 
FLANGE FOR PANEL MOUNTING, MATES WITH 
UG-88/U PLUG. OVERALL DIM. 344" X 374%. 


Wss30744 
NOV. 44 


UG-188/U GEN. USE 

PLUG: 

ReF. COAXIAL PLUG TYPE Ne SIMILAR TO 
UG*12/U EXCEPT DIAMETERS AT CABLE END 
REDUCED TO FIT 2336" 0.0.0. CABLES SUCH 
AS RG-58/U, RG-55/U AND RG-29/U. MATER- 
1AL. SILVER PLATED BRASS. DIMENSIONS 
APPROX. 1 21/32" LONG X 11/16" DIA. 
31/22/44 Cwsd-168504 CW2BA-103874 
HOV. 44 


UG-189/0 GEN. USE 
RECEPTACLE: 
HIGH YOLTAGE COAXIAL RECEPTACLE. ALUMINUP 
SHELL, THREADED EXTERNALLY 1-20 NEF 2, 
WITH HARD RUBBER INSERT AND FEMALE CON- 
TACT AND SQUARE FLANGE MTG PLATE. MATES 
WITH UG-180/U AND SIMILAR PULSE CABLE 
PLUGS. DIM, APPROX. 1 15/32" X 1 7/8". 


11/22/44 CW20-163538 CHIBA-103689 
NOV. 44 

UG-190/E GEN. USE 

ADAPTER: 


RF. COAXIAL ADAPTER. BRASS SILVER PLATE 
ASSEMBLY HAVING A TYPE N JACK, SIMILAR TC 
UG-*23/U, ON ONE END AND A THREADED BUSH- 
ING WITH A PANEL MOUNTING NUT ON OTHER 
END AND TERMINATING IN A SHORT SECTION 

OF SO OHN COAXIAL AIR LINE WITH A .120" 
11/23/44 Cws0-168787 B0-1053906 

NOV. 44 


UG-190/0 
ENNER CONDUCTOR AND A 276 t 3/4" xX 5/8". 


UG-192/0 GEN. USE. RE 49F236 
CONNECTOR: 

USED TO CONNECT AN RG-38/U TO A COUPLING 
OF A 1.5/8” AIR LINE. HIGH VOLTAGE TYPE, 
PRESSURIZED, CAN BE ASSEMBLED IN THE 
FIELD. MADE OF BRASS METAL PARTS, NEO- 
PRENE GASKETS, AND POLYETHYLENE INSULA- 
TION, 

41/25/44 CALI: 

NO¥. 44 


UG-197/0 , RE 49F 242 
ADAPTER: 

ADAPTER RT. ANGLE TYPE CONNECTS NAVY 
TYPE 49195 OR ARMY TYPE PL 259 OR 
EQUIVALENT TO BRITISH TYPE “PYE" 
RECEPTACLE tOH/528 OR EQUIVALENT. SARE 
AS WAVY TYPE 49544, 


12/29/44 
NOY, 44 


UG-t98/0 GEN. USE 
RECEPTACLE: 

R. F. RECEPTACLE, COAXSAL CIRCULAR HOLE. 
PANEL MOUNTING FOR PRESSURIZED USE. USED 
WITH RADIO FREQUENCY CABLES RG-58/U, 
RG-59/U, RG-62/U AND RG-71/U WHEN USED 
WITH A HOOD. SIMILAR TO UG-86/U EXCEPT 
FOR LONGER PANEL MOUNTING BUSHING. WILK 
41/30/44 PHILCO 
HOY. 44 756-2021 


UG-198/0 
ROUNT IM PANELS UP TO 5/16" THICKNESS. 


OG-206/0 GEN. USE 

CHOKE FLANGE: 

PRESSURIZED WAVE GUIDE COUPLING CHOKE 
FLANGE. FOR USE WITH RG-43/U WAVE GUIDE. 
CONSISTS OF & CAST BRONZE FLANGE 5 1/8" 
Dita. X 1" DEPTH, 8 CAP SCREWS AND A VEL- 
LUTEX GASKET. MATES WITH UG-S3/U PLAIN 
FLANGE AND COUPLES TO IT WITH THE 8 CAP 


1274744 Lo 

DEC. 44 B-4944-A 
¥G-20070 

SCREWS. 

UG-20170 GEN. USE RE-49F~-335 

ADAPTER 


COAXIAL. CONSTANT IMPEDANCFE ADAPTER 
FROM TYPE N CONNECTOR TO BNC CONNECTOR. 
BAS JACK ON ONE END, WHICH MATES WITH 
UG-88/U, AND PLUG ON OTHER END WHICH 
MATES WITH UG-22/U, OVERALL DIM. 3/4" 
MAX DIA X 1 $7416" LENGTH. 

W2s4s44 RCA M-43385S 
FEB. 456 


UG-20278 GEN. USE 

ADAPTER 

COAXtAL. CONSTANT IMPEDANCE. RIGHT ANGLE, 
PANEL MOUNTING TYPE N ADAPTER. EACH END 
HAS A JACK TERMINATION WHICH MATES WITH 
UG-21/U. OVERALL DIM. ARE 1 13/16" ON 
PANEL MOUNTING PORTION AND I 9732" ON 
OTHER PORTION, MAX. Dia 13716". 

1204044 RCA K-887333 
DEC. 44 


uG-203/8 GEN USE 

PLUG: 

COAXIAL RF. CABLE PLUG, U.H.F. TYPE, 
SIMILAR TO NAVY TYPE 49195 EXCEPT 
THREADED CABLE END IS REDUCED IN SIZE TO 
FIT SMALL CABLES SUCH AS RG-4/U AND 
RG-S8/U. OVERALL DIM, APPROX 3 1/16" 
LENGTH AND 11/36" DIA, SAME AS 

12/7/44 QA: 
BEC. 44 CPH: 


. UG-203/U 
WAVY TYPE 49482. 


UG-204/0 GEW. USE 

PLUG: 

PLUG, TYPE "N™ FOR CONNECTION TO CASLE 
RG~14/U, SIMILAR TO UG~21/U OR EQuIVA- 
LENT EXCEPT BACK END IS SIMILAR TO THAT 
OF RADIO FREQUENCY PLUG UG~100/U. CON- 
STANT IMPEDANCE TYPE, SO OHMS; WEATHER- 
PROOF. 

12/7/44 MateTe C-6554A 
DEC. 44 


SST SEANEAT RUE 


; CONFIDENTIAL 


MIATA. SRANEACTUE ch 


NAVSHIPS 900,109 
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BG-206/ 

JACK 

SO ORM tMPEDANCE COAXUAL JACK, APPROX. 
31732" LONG. HAS AM EXTERNAL 5/16-32 
THREADED SLEEVE AND ONE NUT FOR PANEL 
MOUNTING AND 3/8-32 THREADED SLEEVE FOR 
CONNECTING TO A UG-85/U PLUG. 


V2/27744 Cwr0-170222 CWSBL-101618 


DEC. 44 (SSUE 4 
UG-207/U GEN. USE RE 49F 356 
ADAPTER 


‘HIGH VOLTAGE, PRESSURE - TIGHT MICRO- 


WAVE CONNECTOR CAPABLE OF FtELD ASSEMBLY 


WEATHERPROOFED, 62 OHMS SMPEDANCE, 
ADAPTS RG-14/U TO 7/8" AIR LIME. 


V2se714a 
Fea. 45 


BG-208/0 
ADAPTER 
HAGH VOLTAGE, WATERPROOF 52 OHA RIGHT 
ANGLE ADAPTER. FOR USE WITH PLUG 
UG-154/U OR ADAPTER UG-155/U OR EQUIYVA- 
LENT. 


GEN. USE RE-49F 


W2727744 
FEB. 45 


UG-210/t GEN. USE 
CHOKE FLANGES 

WAVE GUIDE COUPLING CHOKE PLANGE, I* 
SQUARE PLANGE WITH FOUR TAPPED HOLES. 
FOR USE WITH RG-53/U AND RG-66/8 WAVE 


CONFIDENTIAL 


GUIDE. 

1/2/45 PHItCEe 

FEB, 45 666-1558 
UG-211/0 GEN. USE COWF IDENT IAL 
PLANGE: 


WAVE GUIDE COUPLING PLAIN PEANGE. 1° 
SQUARE PLANGE WITH FOUR MOUNTING HOLES. 
FOR USE WITH RG-53/U AND RG-66/U WAVE 


GuLOE. 
41/2/68 PHILCO 

FEB. 45 856-1587 
wG-212/0 GEM. USE RE 49F 349 
ADAPTER: 


ADAPTER, RIGHT ANGt.E TYPE HN, MALE ONE 
END, FEMALE OTHER END. FOR USE WITH 
UG-59/U, UG-60/U, AND UG-61/U CONNEC- 
TORS, HIGH VOLTAGE CONNECTOR. 52 OHMS 
IMPEOANCE, WEATHER PROOF. 


1/8/45 : 
FEB. 45 


UG=212A/0 
ADAPTER: 
ADAPTER, RIGHT ANGLE TYPE HN, MALE ONE 
END. FEMALE OTHER END. FOR USE WITH 


GEN. USE RE 49F 3498 


UG-59/U. UG-60/U, AND UG-61/U CONNECTORS, 


HIGH VOLTAGE CONNECTOR, 52 OHMS IMPED- 
ANCE, WEATHER PROOF. SAME AS UG-212/U 
EXCEPT IMPROVED FOR HIGHER VOLTAGE AND 
3416/45 
maR. 45 


UG-21zA fu 
WAS BETTER ELECTRICAL CHARACTERISTICS. 


UG-21478 RE 49F 334 
FLANGE 


PLAIN FLANGE MAVE GUIDE COUPLING. FOR 


GEN USE 


USE WITH RG-48/U GUIDE. MATES WITH CHOKE 


FLANGE UG-200/U. MATERIAL BRONZE. OVER- 
ALL DIMENSIONS & 148" DIA. X 374" DEPTH. 


wets 74s 
JAR. 45 


UG-215/% GEN USE RE4AIFS 44 
ADAPTERS 

ADAPTER, WEATHER PROOF, 52 OM IMPE= 
DANCE, LOW VOLTAGE TYPE, FOR USE WITH 
2 UG-154/0 PLUGS TO COUPLE TWO LENGTHS 


QF RG-17/U OR RG-1B/U CABLE. 


W/17/86 
Jam. 45 


UG-216/0 GEM OSE RE4OF3 45 
ADAPTER: 

ADAPTER RT. ANGLE, WEATHER PROOF, 52 

OHM IMPEDANCE, LOW VOLTAGE TYPE, FOR USE 
WITH ONE UG-154/U PLUG AND ONE 0G-215/0, 


OR EQUI¥. ADAPTER AND PANG FITTING. 


t/i7sas 
JAM. 46 


UG-217/0 
ADAPTER: 
“ADAPTER WEATHER PROOF, 52 OHM IMPEDANCE, 

Low VOLTAGE TYPE FOR USE WITH ONE 
UG-154/U PLUG AND ONE UG-59/U HN PLUG 
TO COUPLE RG-18/U TO RG-10/U OR EQuUIY. 


GEwW USE REASF 345 


3707/45 
Jan. 46 


UG-21849 Ges. USE RGASESTT 
ADAPTERS 

ADAPTER, WEATHER PROOF, 52 OHM UMPED- 
AMCE, LOW VOLTAGE TYPE, FOR USE WITH ONE 
UG-215/U OR EQUIV. ADAPTER OR PANEL 
FtTT(NG AND ONE UG-58/U "HN™ PLUG. USED 
TO COUPLE RG-10/U TO RG-18/U OR EQUIV, 
SIMILAR TO ADAPTER UG-217/0 EXCEPT LARGE 
1718745 

sem. 46 


UG-218/0 
Emp OF ADAPTER 1S ABLE. 


86-21 978 
ADAPTER: 
WIGH VOLTAGE. WEATHER PROOF, 52 OHMS 
(HPEDANCE. RT ANGLE ADAPTER, FOR USE 
WITH PLUG UG-156/U AND ADAPTER UG-157/0 
@R EQUIV. TO CONNECT TOGETHER TwO PIECES 
QF BG-20/U CABLE. 


GEM. USE 


Pak 6 5 

Jam, 45 

WG-220/8 GEN. USE RE 49F 348 
ADAPTER: 9306 


STRAIGHT HIGH VOLTAGE WEATHER PROOF .52 
OHM SMPEDANCE. CONNECTS ONE UG-154/U 
PLUG AND ONE UG-157/U ADAPTER OR EQUIV. 
TO CONNECT RG-18/U CABLE TO EQUIPMENT 
DIELECTRIC OF PLUG I54/U 1S UNDERCUT 
WITH SPECIAL Toot. 

4/8/45 

RAR. 45 


Rene? | SOTA 
NAVSHIPS 900,109 


| “ee | 


CONFIDENTIAL 


BG-22175 
ADAPTERS 
PLUSE CONNECTOR STRAIGHT ADAPTER. FEMALE 
CONNECTIONS SOTH ENDS. COUPLES TWO 
UG-34/U PLUGS. MEATHERPROOF. DIMENSIONS 
APPROX 2 374" LONG X 2 1/2" DIA. HAS 
CIRCULAR FLANGE WITH FOUR HOLES FOR PAN- 
EL MOUNTING, 


GEN. USE 


b724745 RADIATION LAS 

Jan. 46 B-6739-A 
0G-22270 GEN. USE 

ADAPTER: 


PULSE CONNECTOR STRAIGHT ADAPTER. FEMALE 
CONNECTIONS BOTH ENDS. COUPLES TO TWO 

UG-36/U OR UG-174/U PLUGS. WEATHERPROOF. 
D&UMEMSIONS APPROX. & 1/2" LOWG X 3* DIA. 


W26746 
JAN. 45 


8G-223/8 
RECEPTAQLE?: 
¥.H.F. TYPE RECEPTADLE. MATES WITH 
=49190 OR 49195 PLUG AT ONE END AND TER- 
WENATES IN A SINGLE CONTACT AT OTHER 
END. MOUNTS IN 3/8" DIA. HOLE AND CLAMPS 
WITH ONE NUT.DESIGNED TO REPLACE BRITTSH 
CONNECTOR 104-528 ANDO MOUNT $4 SAME WO@LE, 
1/26/46 
Jam 45 


GEN. USE 


UG-2z3/0 
Dtm. APPROX. | 3/4" LENGTH xX 5/8° Dia. 


Be-22470 GE-t 
ADAPTER: 

VHF STRAIGHT ADAPTER. 2 FEMALE ENDS. 

¥ 378° LONG THREADED FULL LENGTH WITH 
6/8" THREAD. HAS TWO HEX NUTS, MATES AT 
EACH END WITH -4919S5 PLUG. SIMILAR TO 
PL274 EXCEPT §S SHORTER. 


wr2z6sa5) | (CSX: Ccesks2Jzz0 
Jan. 45 
UG-226/0 GER. USE RE 49F 


ROTARY COUPLING: 

SINGLE-COAXIAL, SOLID DIELECTRIC FOR 

USE WITH RG-18/U. USES TWO UG-154/¥ 
PLUGS TO CONNECT TO RG-18/U. SIMILAR TO 
UG-162/U EXCEPT USES PINTYPE BEARINGS, 
INSTEAD OF GALL BEARINGS, SPECIAL SEALS 
ETC. IT 1S MECHANICALLY AMD ELECTRICALLY 
2/24/45 

RAR. 45 


vc-226/0 
INTERCHANGEABLE WITH UG-162/U. IM WOST 
APPLICATSONS. 


0G6-227/0 MAVY MODEL SR REAIF OR RAGZF 
ROTARY JOINT: CONFIDEMTEAL 
DUPLEX. 4£. DUAL. COAX#AL, ROTARY JOUNT 
FOR TRAMSMISS(OM OF RADAR SEARCH & IFF 
PULSE SIGNALS SIMULTANEOUSLY. BUILT TO 
Fat SR PEDESTALS. ENTERIOR PARTS OF 
JOUNTS ARE FILLED WITH DOW-CORNING SIL- 
(CONE FLUID. UHPEDANCE OF JOINT 52 OHRS, 
278748 
FEB. 454 


FELIS 


eh FIRST ASSIGNED FOR | HA, 


[Toes Maunasuaers [gy 


UG-22770 
WEATHER PROOF. CONNECTS TO RG-20/U & 
RG-10/U BY MEANS OF UG-156/U AND UG-59/U 
RESPECTIVELY, 


0G-22870 GEX USE 
RECEPTACLE: 

HIGH VOLTAGE PULSE CONNECTOR RECEPTACLE 
WSTH COUPLING RING. MOLDED RUBBER IN- 
SERT TYPE FOR FIELD ASSEMBLY. HAS FEMALE 
CONTACT AND SPRING LOADED COUPLING RING, 
SIMILAR TO UG-182/U EXCEPT CABLE CLAMP- 
(NG END 1S LARGER FOR PURPOSE OF CLANP- 
2010045 

FEB. 45 


YG-228/0 
ONG CABLES RG-25A/U AND RG-26A/U. 


8G-22970 GEN USE 

PLUG: 

HIGH VOLTAGE PULSE CONNECTOR PLUG. MOLD- 
ED RUBBER INSERT TYPE FOR FIELD ASSEM- 
BLY. HAS MALE CONTACT AND SPRING LOADED 
COUPLING RING. SIMILAR TO UG-I80/U EX- 
CEPT CABLE CLAMPING PORTION IS LARGER 
FOR PURPOSE OF CLAMPING CABLES RG-25A/U 
2710745 
FEB. 45 


UG-22970 
AND RG-264/0. 


0G-2350/9 GEN USE 
RECEPTACLE: 

HIGH VOLTAGE PULSE CONNECTOR RECEPTACLE. 
MOLDED RUBBER INSERT TYPE FOR FIELD AS- 
SEMBLY. HAS FEMALE CONTACT AND THREADED 
SHELL.» SIMILAR TO UG-181/U EXCEPT CABLE 
CLAMPING END #S LARGER FOR PURPOSE OF 
CLAMPING CABLES RG-25A/U AND RG-26A/U. 
2710045 

FEB. 46 


BG-23149 GEN USE 
RECEPTACLES: - 

TYPE WN PANEL MOUNTING RECEPTACLE. SIMI- 
LAR TO UG-58/U EXCEPT OME END HAS HOOD 
AND CLAMPING NUT TO COUPLE RG-58/U CA- 
SLE. 


2780745 
FEB. 45A A-40258 


UG-232/0 GEN. USE 
PLUG: 

CONCENTRIC LINE PLUG ft 3/8" LONG, MOUNTS 
(NW A 2.775" DIA. HOLE. HAS A 3/4" 20 
THREAD BUSHING 1/2" LONG. COUPLES TO 
STANDARO BANANA PLUG. 


2/12/45 WATIORAL ELEC. 
FEB. 45A MACH, SHOP 79052 
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UG-2337U GEM USE REGSF 
ADAPTERS RESTRICTED 


“ ADAPTS RG-18/U TO 7/8", 70 OHM BEAD 


LINE. «T MAY BE COUPLED TO LINE BY MEANS 
OF A UG*45/U0 OR A UG-46/U COUPLING. THE 
RG-18/U 1S CONNECTED TO THIS ADAPTER y 
THROUGH A UG-154/U PLUG WHICH MATES WITH 
THIS ADAPTER. A HALF-WAVE TRANSFORMER 
2700745 

FEB. 45 


UG-233/0 
(S$ BUILT INTO THE ADAPTER FOR L BAND TO 
MATCH 50 TO 70 OHMS, UNIT IS PRESSURE 
TIGHT, WEATHERPROOF, CAPABLE OF FIELD 
ASSEMBLY. 


0G-234/0 GER USE RES9E 
ADAPTERS 
ADAPTS RG-18/0 TO 7/8", 50 OHM BEAD 
LINE. MAY BE COUPLED TO LINES BY MEANS 
OF UG-45/U OR UG-46/U COUPLING. RG-18/U 
1S CONNECTED TO ADAPTER THROUGH A 
UG-IS4/7U PLUG WHICH MATES WITH THIS 
ADAPTER. UNIT IS PRESSURE TIGHT AND 
2710745 
FEB. 45 


UG-235470 
WEATHER PROOF, CAPABLE OF FIELD ASSEMBLY. 


WG-255/4 GEM USE 

ADAPTERS 

CONSISTS OF A 49194 RECEPTACLE PERMA- 
NENTLY CONNECTED TO A 49163 (JONES TYPE) 
PLUG. USED TO CONNECT BETWEEN 49195 
CPL*259) UHF PLUG AND 49164 (JONES TYPE) 
JACK FOR CONNECTING TS-1O2/AP WITH 
RANGE UNIT FOR CALIBRATION PURPOSES. 
2712745 

FEB. 45 


UG-235/9 
DEMENSLONSs 3° X 2 872". 


BG-23670 GEM USE 

PLUG: 

BRITISH PYE TYPE RIGHT ANGLE PLUG. 
BRITSSH. TYPE 10H 7O1 CONSISTS OF A RIGHT 
ANGLE CASTING WHICH MAY BE FASTENED AT 
ONE END TO CABLE RG-8/U OR EQUAL AND THE 
OTHER END MAY BE COUPLED TO PANEL SOCKET 
BRITISH TYPE. 


2782745 
FEB. 45 

UG-237/C GEN. USE RE 49F 
ADAPTERS RESTRICTED 


ADAPTER TO COUPLE RG-18/U0 TO 7/8", 46 OM 
STUB LINE. FOR S BAND USE. CABLE IS 
ATTACHED TO ADAPTER BY MEANS OF 

UG-154/U PLUG. USES UG-45/U AND UG~46/U 


COUPLING TO ATTACH TO 7/8” LINE. 


2ps7/4as 
Fes. 45 


SHOTS 
CONFIDENTIAL 
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UG-238/U NAVY MOD sc 

ROTARY JOINTS CONFIDENTIAL 
DUPLEX. IE, DUAL, COAXIAL, ROTARY JOINT 
FOR TRANSMISSION OF RADAR SEARCH & IFF 
PLUS SIGNALS SIMULTANEOUSLY, BUILT TO 
FIT SC PEDESTALS. INTERIOR PARTS OF 
JOUNTS ARE FILLED WITH DOW-CDRNING SIL- 
(CONE PL.UID. IMPEDANCE OF JOINT 62 OHMS, 
2/17/45 

FEB. 45 


UG-238/8 
WEATHER PROOF, CONNECTS TO RG-20/U & 
RG-10/U BY MEANS OF UG-156/U AND UG-59/U 
RESPECTIVELY. SAME AS ROTARY JOINT 
UG-227/U EXCEPT FITS SC INSTEAD OF SR 
PEDESTAL. 


UG-233/8 GEN. USE 

RECEPTACLE HOOD: 

RECEPTACLE HOOD FOR USE WITH COAXIAL 
CABLE CONNECTOR; BRASS, SILVER PLATED. 
SIMILAR TO NAVY TYPE -49193 HOOD EX- 
CEPT USED FOR DOUBLE BRAIDEO CA8LE AND 
HAS TWO 2250" DIA. HOLES 180° APART tM 
THE SHANK. 

2/19/45 CSXs2-SIPT-5 CWSBA-10087 


FEB. 45 ISSUE 2 
“UG-24074 GEN. USE RE aeP 
ADAPTERS 


ADAPTER, FEMALE - BOTH ENDS, HIGH YOLT- 
AGE TYPE, 52 OHMS IMPEDANCE. MATES WITH 
UG-154/U PLUG AT ONE END AND UG-I56/U 
PLUG ON OTHER END. CONNECTS RG-18/U AND 
RG-20/U OR EQUIV. REQUIRES UG-154/U AND 
UG-156/U PLUGS TO HAVE POLYETHYLENE 
27tgsas 

FEB. 45 


UG-24070 
COUNTERBORED ~- PER DRAWING RE-49F339. 


UG-241/0 GEN. USE 

ADAPTERS 

UHF COAXIAL ADAPTER. CONSISTS OF AN AS- 
SEMBLY §$ 7716" X 5/8" WHICH AT ONE END 
(S StMtLAR TO UG-85/U AND OTHER END IS 
SIMILAR TO 49194. COUPLES A 49195 PLUG 
TO A UG-86/U OR SIMILAR RECEPTACLE. 


2724745 
Fes. 45 


6G-242/0 GEN. USE 

ADAPTERS 
COAXIAL TEE ADAPTER. ONE MALE END, Teg 
FEMALE ENDS. MATES WITH UG-85/U PLUG, 
AND UG-86/U RECEPTACLE CONNECTORS. DIM. 
APPROX. § 13786 xX 4 Tra. 


2724745 
FEB. 45 


UG-24370 GEN. USE 

ADAPTER? 

COAXIAL RIGHT ANGLc avAPTER. ONE MALE 
END, ONE FEHALE END. MATES WITH UG=85/U 
PLUG AND UG-86/U RECEPTACLE. DIMENSIONS 
APPROX. 1 EACH LEG AND 15/32" DEA. 


2724/45 CSXt 
FEB. 45 


ee a 
~ NAVSHIPS 900,109 


4-172 


velgharion 


UG-24470 GEM. USE NLOT.T. 
ADAPTERS C-12855 
STRAIGHT PRESSURIZED ADAPTER. THO FE- 


WALE ENDS. HAS GASKETED FLANGE WITH SEN- 


GLE MOUNTING NUT. MATES WITH UG-85/U 
PLUG AT EACH END. OVERALL DIM. APPROX, 
B 872 % 13706. 


2/24745 
FEB. 45 


Bo-2467N 
PLUGS 
RoFe COAXtAL PLUG FOR USE WITH RG-58/U, 
NON-WEATHERPROOF TYPE. BRAID SOLDERS TO 
SHELL. MATES WITH UG-86/U. SAME AS NAVY 
TYPE 49599. 


GEN. USE 


2724/45 W.E. 
FEB. 45 0-166366 


BG-z4ae7u GEN. USE 

JACK? 

RF. COAXUAL PANEL JACK FOR RG-S58/U 
CABLE. NON WEATHERPROOF TYPE. BRAIDS 
SOLDERS TO SHELL. HAS ELLIPTICAL PANEL 
FLANGE AND MOUNTS WITH ONE SCREW. MATES 
WITH UG-85/U CONNECTORS. SANE AS NAYY 
TYPE 49601. 

2724745 W.E. 

FEB. 45 0-166367 


UG-24779 
FLANGES 
PLACN FLANGE FOR RG-50/U GUIDE. 2 5/8" 
DIA. X 174" THICK. COUPLES TO MATING 
CHOKE FLANGE WITH FOUR #10-32 SCREWS. 
WATERCAL BRASS, 


GEN. USE RA TOA 734 


2024745 
FES. 45 


UG-248/0 GEN. USE 
CHOKES 

CHOKE FLANGE FOR USE WITH RG-SO/U GUIDE 
2 5/8" DIA X 5/8" THICK. COUPLES TO 
MATING FLANGE WITH FOUR 10-32 SCREWS. 
BATL.. BRASS. 


RA TOA 794 


2424745 
FEB. 456 


UG-2497U GEN. USE RE 43 
ADAPTER: 

ADAPTER, FITS RG-447U LINE AND USES 
UG-45/U AND UG~46/U COUPLINGS AND CON- 
WECTS TO RG-8/U VtA UG-59/U PLUG, HIGH 
VOLTAGE, PRESSURIZED, WATERPROOF. 


2724745 
FEB. 45 


UG-250/0 GEN. USE RE 49F 
ADAPTER: 


ADAPTER, FETS 778", 50 ORM BEAD LENE AND 
USES UG-45/U AND UG-46/U TYPE COUPLINGS, 


CONNECTS TO RG-8/U VIA UG-SS/U PLUG. 
HIGH VOLTAGE PRESSURIZED, WEATHERPROOF. 


2724745 
FEB. 45 


UG-251/70 GEM. USE RE 49F 
ADAPTER: 

ADAPTER, FITS 778" 70 CHM BEAD LINE AND 
USES UG-45/U AND UG-46/U TYPE COUPLINGS. 
CONNECTS TO RG-8/U VIA UG-59/U PLUG, 
HIGH VOLTAGE, PRESSURIZED, WATERPROOF. 
ADAPTER HAS BUILT IN TRANSFORMER TO 
ADAPT 60 AND 70 OHM LINES. 

2424445 

FEB. 45 


NAVSHIPS 900,109 


ee | Lear | RIARTIRES 


Army-Navy Designations 


UG-252¢0 
ADAPTERS 

ADAPTER, WEATHERPROOF 52 OHM, LOW VOLT- 
AGE TYPE; ONE END FEMALE, ONE END MALEs 
GONNECTS UG~59/U AND UG=215/U OR EQUI- 

PRLENT. - 


GEN. USE 


27027465 
MAR. 45 


UG-253/u 
JACKS 
R.F. COAXEAL PRESSURIZED BNC JACK FOR 
PANEL MOUNTING. FOR USE WITH RG-58/U 
CABLE. MATES WITH “UG~88/U PLUG. OVERALL 
Dim. APPROX 1 4/2" X 13/16". MOUNTS IN 
A SINGLE 1/2" HOLE AND 1S FULLY GASKETED 


GEN. USE $30 


TO RETAIN PRESSURE. F 
3/15/45 
NAR. 45 

UG-254/8 GEN. USE 9306 
JACK? 


RF. COAXIAL PRESSURIZED BNC JACK FOR 
PANEL MOUNTING. FOR USE WITH RG-62/U OR 
RG-71/U CABLE. MATES WITH UG-88/U PLUG, 
OVERALL DIM. APPROX I 1/2" xX 13/16". 
MOUNTS IN A SINGLE 1/2" HOLE AND {S 
FULLY GASKETED TO RETAIN PRESSURE. 
3/15/45 

MAR. 45 


Be-255 /¢8 GEN. USE 

ADAPTER? 

RF. COAXIAL ADAPTER ASSEMBLY. AT OWE 
END #§T HAS A RECEPTACLE SIMILAR TO NT 
49194 AND THE OTHER END ¢(S SItHILAR TO 
UG-88/U. USED TO COUPLE A N.Y, 49190 
OR 49195 PLUG TO A UG-89/U, UG-90/U OR 
¥G-185/U CONNECTOR. 


3/35/45 
WAR. 45 

UG-257/0 GEN. USE RE 49F 356 
ADAPTER? 930G- 


COUPLES RG-14/U CABLE TO 7/8", 50 OHH 
BEAD LINE. HIGH VOLTAGE, S2 OHMS, 
WEATHER PROOF, PRESSURE TIGHT. CAN BE 
ASSEMBLED IN FIELD. SIMILAR TO UG-207/U 
EXCEPT BULLET TO CONNECT SNNER CONDUCJOR 
TO BEAD LINE IS DIFFERENT. 


3/14/45 

RAR. 45 

UG-258/U GEN. USE RE 49F 379 
ADAPTER? 9306 


CONNECTS RG-t8/U OR EQUIV. TO 3 1/8" AIR 
LtNE. HIGH POWER AND HIGH VOLTAGE. 
CAPABLE OF BEING ASSEMBLED {N FIFLD, 
PRESSURIZED, TOTAL LENGTH 8% APPROX, « 
MAXEMUM DIAMETER 3 1/8". MADE OF 6BRASS 
AND POLYETHYLENE INSERT. 

3415745 

MAR. 45 


UG-259/U GEN. USE 
ADAPTER? 

ADAPTER WEATHER PROOF, 52 OHM {MPEDANCE. 
LOW VOLTAGE TYPE FOR USE WITH ONE 
0G-154/U PLUG AND ONE UG-59/U HN PLUG TO 
COUPLE RG-18/U TO RG-10/U OR EQUIV. SAME 
AS ADAPTER UG-217/U EXCEPT INCORPORATES 
SQUARE MOUNTING FLANGE, WITH 4 HOLES, 
3/16/45 
MAR, 45 


RE 49F 346 


UG-259/0 
FOR PANEL OR CHASSIS MOUNTING PURPOSES. 


CONFIDENTIAL 


[seater [OY oare[MRRASTHNE 


rast assonam for | gwATEERAG [sunerces, [ruse aston von | HARRI PHNELRS, —_[rusr assioneo vox | ora, | 


0G-260/8 GEN. USE 

PLUG: 

COAXIAL, WEATHERPROOF BNC PLUG FOR USE 
WITH RG-59/U, RG-62/U ANO RG-71/U 
CABLES, HAS BAYONET COUPLING. SIMILAR 
TO UG-88/U EXCEPT CABLE CLAMPING POR- 
TIONS ARE LARGER TO HANDLE THE LARGER 
CA8LES. 


3/16/45 - 

HAR. 45 :930G 
UG-260/0 GEN. USE 
JACK: 


COAXIAL WEATHERPROOF BNC JACK FOR USE 
WETH RG-S9/U, RG-62/U ANO RG-71/U CABLES 
HAS BAYONET COUPLING. SIMILAR TO 

UG-89/U EXCEPT CABLE CLAMPING PORTIONS 
ARE LARGER TO HANOLE THE LARGER CABLES. 


3/16/45 

HAR, 45 93.06 
UG~262/T GME. USE 
JACK? 


COAXIAL, WEATHER PROOF BNC PANEL JACK 
WITH MOUNTING PLATE FOR RG-59/U, 
RG-62/U AND RG-71/U CABLES. HAS BAYONET 
COUPLING. SIMILAR TO UG-90/U EXCEPT 
CABLE CLAMPING PORTIONS ARE LARGER TO 
HANDLE THE LARGER CABLES. 


3/19/45 

MAR. 45 930G 
UG-263/0 GEN. USE 
SACKS 


COAXHAL, CONSTANT EMPEDANCE. PRESSURIZED, 
PANEL MOUNTING TYPE N JACK. MATES WITH 
UG-21/U OR UG-2tA/U PLUGS. CABLE CON- 
WECTS DERECTLY TO BACK ENO OF JACK. 
MOUNTS (8 A SANGLE 678" PANEL HOLE. 


34197485 

MAR. 45 9306 
UG-264/U GEN. USE 
RECEPTACLE: 


COAXIAL, PANEL MOUNTING PULSE CONNECTOR 
RECEPTACLE. MATES WITH UG-180/U AND 
UG-229/U PLUGS. HAS SQUARE MOUNTING 
FLANGE. BACK END HAS A CERAMIC §NSULATOR 
AND TERMINATES IN A SINGLE CONTACT. FOR 
AUR TO AIR OPERATION. 


316745 
MAR. 45 9306 
UG-266/U GEN USE. 


RECEPTACLE: rc 
COAXIAL, PRESSURIZED, U.H.F. TYPE RE- 
CEPTACLE. MOUNTS IN SINGLE 578" DIA. 
PANEL HOLE. MATES WITH NAVY TYPE 69190 
OR 69195 PLUGS, 04M. APPROX. 278" XK 
1778" LENGTH. 


3419745 
HAR. 45 9306 
UG-267/8 GEN. USE 


RMaLlE COUPLING: 

BRASS MALE ‘COUPLING FOR USE WITH 0.9375" 
O.D. LINE. 1.D. 1S 0.875". INNER CON- 
DUCTOR 1S 0.375". IMPEDANCE fS 51 OHMS. 
CONSISTS OF MALE RECEPTACLE, COUPLING 
FLANGE (CLEARANCE HOLES), GASKET AND 
PHOSPHOR BRONZE BULLET. USED WITH 


3/20/45 RAYTHEON 
WAR. 456 930G U12-5173 
UG-267/U 


FEMALE COUPLING UG-268/U. SIMILAR TO 
UG-45/U. 


UG-263/8 GEN. USE 
FEMALE COUPLING: 

BRASS FEMALE COUPLING FOR USE WITH 
0.9375" OD. LINES 1.0. #S 0.875%. THRER 
CONDUCTOR IS 0.375". IMPEDANCE IS SI 
OHMS. CONSISTS OF FEMALE RECEPTACLE, 
COUPLING FLANGE (TAPPED HOLES), FOUR 
CAP SCREWS AND LOCKWASHERS AND ONE GAS- 


3/20/45 RAYTHEOW 
MAR. 45¢ 9306 ¥12-5175 
tc-z68/0 


KET. USED WITH MALE COUPLING UG-267/U. 
SIMILAR TO UG-46/U. 


0G-270/0 GEN. USE RE 49F 388 
ADAPTER: 

ADAPTER, WEATHERPROOF, 52 OHM, LOW 
VOLTAGE TYPE. USED: TO CONNECT RG-I7/U 
OR EQUIVALENT AND RG-8/U OR EQUIVALERT 
BY MEANS OF ONE UG-154/U PLUG AND ONE 
UG-21/U PLUG. SIMILAR TO UG-217/U AND 
UG-259/U ADAPTERS. 


4/8/45 

APR, 458 9306 

UG-271/0 GEN. USE RE 49F 388 
ADAPTER: 


ADAPTER, WEATHERPROOF, 52 OHM LOW VOLT- 
AGE TYPE. USED TO CONNECT RG-17/U OR 
EQUIVALENT AND UG-8/U OR EQUIVALENT BY 
MEANS OF ONE UG-154/U PLUG AND ONE 
UG-21/U PLUG. SAME AS UG-270/U EXCEPT IN- 
CORPORATES SQUARE MOUNTING FLANGE WITH 4 
4/5/45 

APR. 4583 930G 


UG-27870 
HOLES FOR PANEL ORF CHASSIS MOUNTING PUR- 
POSES. 


UG-272/0 GEN. USE RE 49F 187 
ADAPTER: 

ADAPTER TO COUPLE F:3-8/U OR EQUIVALENT 
TO RG-44/U STUB LINE. CABLE IS ATTACHED 
TO ADAPTER BY MEANS OF UG-21/U OR EQUIV- 
ALENT PLUG, LONGITUDINALLY PRESSURIZED, 
WEATHERPROOF, LOW VOLTAGE, S2 OHM. Stat 
LAR TO UG-32/U AND UG-53/U EXCEPT INNER 
a75s4s 

APR. 454 9306 


UG-272/U 
CONDUCTOR, BULLET CONNECTOR IS CHANGED. 


UG-27370 GEN USE 

ADAPTER: 

COAXIAL ADAPTER BNC RECEPTACLE TO UHF 
RECEPTACLE. CONSISTS OF A BRASS SILVER 
PLATED ASSEMBLY MNICH AT ONE END ¢S LUKE 
PLUG NeT. 49190 AND OTHER END IS LIKE 
JACK UG-89/U. USED TO COUPLE A UG-e8/U 
PLUG TO A Nel. 49194 RECEPTACLE. 

476745 

APR. 454 9306 


Army-Navy Designations 


Crete 


UG-274/0 GEN. USE 

ADAPTER? 

COAXIAL TEE ADAPTER FOR BNC CONNECTORS.» 
EACH END OF ARM TERMINATES IN A UG-83/U 
JACK AND CENTER LEG TERMINATES tN A 
UG-88/U PLUG. MATL. BRASS, SILVER 
PLATED. 


446745 

APR. 45 930G 

UG-275/U GEN. USE RE 49F 189 
PLUG: 


STRAEGHT COAXIAL PLUG. COUPLES RG-S/U 
CABLE TO KLYSTRON TUSE. NON-CONSTANT IM- 
PEQANCE AND NON-WEATHERPROOF. MATL. 
BRASS. StLVER PLATED. SAME AS NAVY TYPE 
49270. 


406045 SPERRY 
APR. 454 930G R-5657396 
UG-276/4 GEN. USE 

PLUG: 


RIGHT ANGLE COAXIAL PLUG. COUPLES RG-5/U 
CABLE TO KLYSTRON TUBSE. NON-CONSTANT IM- 
PEDANCE AND NON-WEATHERPROOF. MATL. 
BRASS, SILVER PLATED. 


416 F458 a SPERRY 

APR. 45A 930G R-5657556 
UG-279/ GEN. USE = RE -49F 287 
JACK: 


A COAXIAL JACK, 52 OHMS IHPEDANCE, 
WEATHER-PROOF, LOW VOLTAGE. FOR USE WITH 
RF CABLE RG-14/U. SIMILAR TO UG-22/U, 
SAME AS UG-101/U EXCEPT DOES NOT HAVE 
MOUNTING PLATE, 


afv0sas 
APR. 45 


UG-2807U GER. USE 

RECEPTACLE: 

DOUBLE COAX{AL TYPE N RECEPTACLE. CON- 
SUSTS OF TwO RECEPTACLES StmtLaR TO 
UG-58/U. MOUNTZL ON ONE PLATE. EACH CEN- 
FER CONTACT #S THREADED ON THE BACK ENO. 


4418745 G. E. 
APR. 45 K-7107006 
BG-282/0 GEN. USE 

ADAPTER? 


USED TO COUPLE A WtRE TO A BNC RECEP? 
TACLE UG-185/U OR SIMILAR. ADAPTER 
CONNECTOR MALE AT ONE END. BINDING POST 
AT OTHER,STRASGHT,COUPLES WIKE TO BNC ~ 
RECErIACLE. SIZE: 1 3/74" DIA. X 344%5 
CYLEUNDRICAL, BRASS SILVER PLATED WITH 
4425745 

APR. 45A 9306 


UG-282/U 
MACHtNED THERMO PLASTIC INSERT; HALE 
END HAS BAYONET COUPLING. 


0G-28579 
JACK: 
@ACK, 

OseD TO CONNECT RE PLUG UG-21/U TO 
378° “PYROTENAX"® CABLE, 
SiZ€: 374" DIA. X 2 B72" LONG. 5242, LOW 
VOLTAGE. CONSTANT IMPEDANCE. CYLINDRICAL 
GRASS BODY. SILVER PLATED, MOLDED POLY- 
S/t0/45 
HAY 454 9306 


CONFIDENTIAL 


FIRST ASSIGNED Fi 


UG-Z785 70 
GLASS INSERT. CABLE OPENING 3/78" OLAM. 
ATTACHES RIGIOLY 10 “PYROTERAX” CABLE. 
PRESSURIZED. USE® WITH BUT NOT PART OF 
RADIO FREQUENCY PLUG US-21/U, 


UG-286/U 
JACK: 
Jack, 

USED TO CONNECT RF PLUG YG-154/0 TO 
S04" "PYROTERAX™ CABLE, 
siZes t 174" DIA. X 5" LONG. 522, LOW 
VOLTAGE, CONSTANT IMPEDANCE; CYLINDRICAL 
BRASS BODY, SILVER PLATED, MOLDED POLY- 
6430/46 
HAY 45A 930G 


UG-286/U 
GLASS INSERT;CASLE OPENING 3/4" DIA, 
RIGSOLY ATTACHES TO PYROTINAX CASLE, 
PRESSURIZED. USED WiTH BUT NOT PART OF 
PLUG UG-154/U. 


uG-287/0 RE 49F 344 
ADAPTERS 

LOW VOLTAGE, DOUBLE ENDED FEMALE CON- 
TACTS, STRAIGHT, USED WITH 2 PLUG 
UG-154/U TO COUPLE 2 LENGTHS OF RADIO 
FREQUENCY CASLE RG-17/U OR RG*18/U. 
VOLTAGE RATING: SO000V.. 52 OHMS. BODY: 
CYLINDRICAL, SILVER PLATED BRASS. 
6/21/45 

HAY 454 9306 


Uc-287/v 
IWSERT? POLYETHYLENE. SAME AS ADAPTER 
UG-215/U EXCEPT EQUIPPED WITH 1 9/16" 
SQUARE BRASS MOUNTING PLATE FOR PANEL 
HOUNTING. 


COMPONENT (NDICATORS "¥* 
VEHICLES 


CARTS, TRUCKS, TRAILERS 


Vo4/MPN-ITA AN/MPN-TA 

TRAILER BODY: RESTRICTED 
HOUSES THE ENTIRE EQUIPMENT ANO tS OF 
STEEL FRAME CONSTRUCTION, HAS INSULATED 
WALLS TO ASSIST IN AIR-CONDITIONING THE 
UNIT. INCLUDES THE FOOT PEDALS, PULLEYS, 
AND CABLES WHICH ORIENJATE THE AZIMUTH 
AND ELEVATION ANTENHAS, INCLUDES SUITAGL 
1/5/44 CRRe 

SAM. 44 


V-4/MPN-1A 
LIGHTING AND BLACKOUT FACILITIES AND 
NECESSARY EQUIPMENT TO PERMIT PROPER 
FUNCTIONING OF THE OPERATING EQUIPMENT. 
DIMENSIONS: 8 FT. X 8 FT. X 20 FT. 
MOUNTS ON GFE TRUCK. SIMILAR TO BUT NOT 
EMTERCHANGEABLE WITH TRAILER V-2/HPN-1. 


NAVSHIPS 900,109 


4-174 
[RAGA [ruse assem ron | HATE RRAI, 


9-77MPH-1A AN/MPN-TA RESTRICTED 
TRAILERS 

CONSISTS OF A CHASSIS OF SUITABLE STEEL 
CONSTRUCTION WITH FOUR DUAL WHEELS, 9 TON 
CAPACITY, WEIGHTING APPROX. 3000 LBS. 
SUPPORTS THE BODY WHICH HOUSES THE ENTIRE 
EQUIPHENT, BODY tS OF STEEL FRAME CON- 
STRUCTION, HAS INSULATED MALLS TO ASSIST 
4/20/44 CRR: 

OCT, 44 


. ¥-77HPN-TA 
tN AIR-CONDITIONING THE UNIT, INCLUDES 
THE FOOT PEDALS, PULLEYS. ANO CABLES 
WHICH ORIENTATE THE AZIMUTH AND ELEVATIO® 
ANTENNAS, LIGHTING AND BLACKOUT FACIL- 
ITIES AND WECESSARY ACCESSORIES. DIMEN- 
SIONS 20 FT X 8 FT X 10 7/2 FT. SIMILAR 
TO GUT NOT INTERCHANGEABLE WITH ARMY 
MODEL K-34-C AND WITH TRAILER BODY 
¥-4/MPN-1A, 


V-TO/MPN-1A 0 AN/HPN-TA 
TRUCK 
FOUR TON 6 X 6 DIAMOND T MODEL WHICH 
SERVES AS A PRIME MOVER FOR V-4/MPN-A 
(WHEN MOUNTED ON GFE CHASSIS) OR 
V-7/MPN-1A. INCLUDES TWO PE-127-A PLUS 
SPARES.ONE BATTERY CHARGER, ONE 
CN-E2/MPN-1A AKO ONE CRADLE FOR 
10/17/44 CRR 

oct. 44 


V-TO/HPN-TA 
AT-46/4PN-tA. GASOLINE TANK OF PE-127-A 
41S OMITTED AND PROVISIONS INCLUDED TO 
TAP JNTO TRUCK GASOLINE TANK. 


V-tISMPN-1A AN/MPN-TA 

TRUCK 

FOUR TON 6 X 6 DIAMOND T MODEL WHICH 
SERVES AS A PRIME MOVER FOR V-4/MPN-IA 
(HEN MOUNTED ON GFE CHASSIS) OR 
V-°7/MPN-TA. INCLUDES THO DIESEL ENGINE 
GENERATOR UNITS PU-66 /U ONE BATTERY 
CHARGER, ONE CN-12/MPN-1A, ORE CRADLE 
1.0717744 CRR 

OCT. 44 


Y-TU/HPN-1A 
FOR AT-46/NPN-1A AND A FUEL TANK FOR THE 
DIESEL ENSENES. SIMILAR TO V-10 /HPN-1A 
EXCEPT INCLUDES POWER UNIT 
PU-66 JU INSTCAD OF PE-127-Ae 


V-12/HPN-k AN/MPN-TA 

TRUCK 

MODIFIED K-30 TRUCK, 5-6 TON, 4 X 4 VAN 
TYPE BODY WHICH 1S MODIFIED TO PROVIDE 
FOR STORASE OF OPERATING SPARE PARTS OF 
AN/MPN-LA UN DRAWERS AHD CABINETS. ALSO 
GnCLUDES WORKBENCH, GASOLINE HEATER, 
AND VISE. 

10177464 

OCI. 44 


V-14/TPS-tB AN/TPS-tB RESTRICTED 
TRAILERS 

CONSISTS OF NAVY TYPE TRASLER CAHV-10343 
AND NECESSARY MOUNTIHGS AND FITTUNGS FOR 
/UNSTALLATION OF RADIO SET AN/TPS-1B. 
ALSO tNOLUDES ANTENNA HAND WHEEL AND 
AN ADAPTER TOWER SECTION. TRAILER 1S A 
OME-TON, 4 WHEEL (TANDEM AXEL) CARO 
2/16/45 

FEB. 46 


Army-Navy Designations 


Y-14/TPS-1B 
TYPE WODEL. 
¥-16/GPX 
TRAILER? CONFIDENTIAL 


TRANSPORTATION MEDtUM FOR FFF CONPORENTS 
FOR INTERCONKECTION WITH VARIOUS RADAR 
SETS. INCORPORATED UN THE TRAILER, OR 
SUPPLIED WITH #1, WELL BE THE FOLLOWING 
COMPONENTS.. RADAR SET AN/SCPX-4. ANTENNA 
ASSEMBLY AS-294/UP, COORDINATOR 

6718745 

MAY 46 918 


y-te/cPx 
UNIT-HOMELITE 2X8 ENGINE & 60 CYCLE GEN- 
ERATORS A TRAIN CONTROL UNIT; CrALLENGE 
CONTROL BOX C-249/UPX; CONTROL BOX 
Cr247/UPX; RADAR TEST SET AN/UP™-6; 
CABLE, ACCESSORIES, ETC.; SPARE PARTS. 
WT. 2000 LOS. SIZE: 11° 1 3/2" X 6°8" X 
4°", USED WITH BUT NOT PART OF SO-7 M/N, 
SO-12 mM/N, SK-IMa, RADAR SET AN/TPS-1B & 
QTHER GROUND BASED RADARS. 


VISUAL SIGNALLING EQUIPMENT "YS" 


_ FLAG SETS, SERtAL PANELS, 
SIGNAL LAMP EQUIPMENT 


VS-2/G 

FLAG SET: 

SIGNAL FLAG SET WIG?WAG: CONSISTS OF 2 
FLAGS, HALF BLACK AND HALF WHITE, Di- 
VIDED OLAGONALLY; ONE THREE-SECTION 
FLAGSTAFF; OVERALL LENGTH ASSEMBLED, 
11.5 Fes ONE CANVAS CARRYING CASE 
W/STRAPS NO MORE TO BE PROCURED. 
9723744 

SEPT. 44 


YS-479 GEN. USE 

PAKEL: 

A SIGNAL PANEL, MADE OF CELLULOSE ACETATE 
MATERIAL WITH A BROADCLOTH WEAVE. USED 
FOR RECOGNITION OF GROUND UNITS BY 
FRIENDLY AIRCRAFT. CONS{STS OF A CLOTH 
APPROX(MATELY 26" X 18" S{ZE. WITH EACH 
SDE BOUND WITH 3747 WHITE TAPE LOOPED 
12720744 

JAMe 45 


YS -4/U 
AT THE CORNERS AND WITH FOUR GRIP 
FASTENERS ON EACH OF THE THO LONGER 
S'DES OF THE PANEL. COLOR OF PANEL, 
“RADIANT REO". 


vs-S/U GEN. USE 
PANEL? 
A SIGNAL PANEL, MADE OF CELLULOSE ACE- 
TATE MATERIAL WITH A BROADCLOTH WEAVE. 
USED FOR RECOGNITION OF GROUND UNITS BY 
FRIENOLY AIRCRAFT. CONSISTS OF A CLOTH 
APPROXIMATELY 26" X 18" X 374" WITH EACH 
SiDE BOUND WITH WHITE TAPE LOOPED AT THE 
12720744 
JAM, 46 


SERIE 


¥s-5/U 
CORNERS AND WITH FOUR GRIP FASTENERS ON 
EACH OF THE TWO LONGER SIDES OF THE 
PANEL. COLOR OF PANEL, "SUNRISE ORANGE". 


Ys-6/U GEN. USE 

PANEL: 
A SIGNAL PANEL, MADE OF CELLULOSE ACETATE 
MATERGAL WITH A BROADCLOTH WEAVE. USED 
FOR RECOGNITION OF GROUND UNITS BY 
FRIENDLY AIRCRAFF. CONSISTS OF A CLOTH 
APPROXIMATELY 26" X 18” WETH EACH 
SUOE BOUND WITH 3/4" WHITE TAPE LOOPED 
12020744 

SAN. 45 


VS-6/0 
AT THE CORNERS AND WITH FOUR GRIP 
FASTENERS ON EACH OF THE TWO LONGER 
SIDES. COLOR OF PANEL, "STAR YELLOW". 


VS-11/CRT AN/CRT-1 SERIES 

LIGHT UNIT? 

LIGHT UNIT - A METAL ENCASED, SEALED, 
WATER ACTEVATED LIGHT UNIT. SEAL 1S $O 
ARRANGED AS TO BE AUTOMATICALLY RIPPED 
LOOSE §N OPERATION BY EITHER A STATIC 
Lt NE OPERATED BY A PARACHUTE SHROUD 
LINE, OR THE EQUIPMENT LOAD LINE. ACTI- 
278745 

FES. 45 


VATCON TAKES PLACE AUTO- VS-11/CRT 
MATECALLY WHEN SEAL !S RIPPED OFF AND 
UNIT ENTERS WATER. FASTENS TO BUOY BY 
MEANS OF FOUR METAL TA3S BENT OVER TOP 
DECK AND TACKED TO THE BUOY. BATTERY 
OPERATED: f BURGESS TYPE 4CC200, 6 V., 4 
CELLS. SIZE: 4 172" CHEIGHT), X 6" DIA. 
WEIGHTSORY 1 0B 9 OZ. USED WITH AN/CRT-1, 
-ta, -18 SONO-BUOr. 


COMPONENT INDICATORS "WO" 
WIRE, CABLE OR CORDAGE 


DOUBLE CONDUCTOR BULK WITHOUT TERMINALS. 


WD-2/U AIRCRAFT USE RE I3A 737 
CABLES RR347024-216 
TWO CONDUCTOR MICROPHONE 
CABLE; EACH CONDUCTOR #18 GAUGE, 37 TO 
41 STRANDS OF 0.00635 BARE COPPER WIRE, 
1" MAX STRAND LAY. CONDUCTOR ?NSULA- 
TION: 0.036" MIN WITH 3" MAX CONDUCTOR 
LAY. SHIELD BRAIO: OUTSIDE DIAMETER 
9/22/43 
SEPT 43 


WD-2/U 
0.240 (+0.000 -0.015). OUTER JACKET; 
OUTSIDE DIAMETER OVER JACKET 
0.280"(+0.006 ~0.010). 


NAVSHIPS 900,109 


CONFIDENTIAL 


CUAYK AMR, [rtast assicnap ror | NAYY BRAWING, 
wo-50/8 
WIRES 


NO 16 AWG WIRE. STRANDEO DC. 2 CONDUC- 
TOR TYPE S¥. 0.330" 0.D. 1/32" WALL, 350% 
RUBBER INSULATION. BELDON *TAFFY"™ OR 
EQUAL. 


9/23 fas 
SEPT. 44 * 


wo-1t/GTG 
CABLE: 
CABLE, SUBTERRANEAN, RUBBER. OVAL 1350 X 
2200 INCHES. 2 CONOUCTOR SOLID #17, 
TEXEX TWIN UNDERGROUND CABLE, 2500 FT. 
ON NON-RETURNABLE REEL. SHIPPING WEIGHT 
46 8S PER 1000 FT. SIGNAL CORPS STOCK 
#FtB817. 
9723/44 
MAY 45A uss¢ 

cay 


COMPONENT INDICATORS "WE" 
WIRE, CABLE OR CORDAGE 


FOUR CONDUCTOR BULK WITHOUT TERMINALS 


WF-5/U AIRCRAFT USE RE 135A 737 
CABLE? RR347024-405 
FOUR CONDUCTOR CABLE (LIGHT): EACH #4 
GAUGE (APPROXIMATE) 37 TO 43 STRANDS 
0.010" BARE COPPER. 1-1/2" MAX STRAND 
LAY. CONDUCTOR INSULATION 0.020" MIN 
WITH 4%°HAX CONDUCTOR LAY. COTTON FILLER 
AND COTTON BRAID INNER JACKET. SHIELD 
9/22/43 

SEPT 43 


WE-T/U 


‘ 
BRAID: OUTSIOE DIAMETER OF SHIELD BRAID 
0.420"C+0.000 -0.010). OUTSIDE DIAMETER 
OVER OUTER JACKET 0.490" (40,000 ~0.020) 


WF-2/U AIRCRAFT USE RE TSA 737 

CASLE: RR:47024-406 
FOUR CONDUCTOR CABLE (HEAVY): EACH #12 
(APPROX) 61 TO 65 STRANDS OF 0.010" 


BARE COPPER WIRE, 2% MAX STRAND LAY. 
0.020" MIN CONDUCTOR INSULATION WITH 4* 
MAX CONDUCTOR LAY. COTTON FILLER AND 
TIGHT COTTON BRAID INNER JACKET. OUTER 
9/22/43 

SEPT 43 


WE-2/U 
DIAMETER OVER SHIELD BRAID 0.420*0.010"%. 
OUTSIDE DIAMETER OVER OUTER JACKET 
0.490" (40.000 ~0.020). . 


COMPONENT #NDICATORS "WH 
WERE, CABLE OR CORDAGE 


MULTIPLE CONDUCTOR (MORE THAN 4) 
BULK WITHOUT TERMINALS 


FIRST ASSIGNED Fox | NAVY ERAYING, 


Army-Navy Designations 


4-175 


Dean [rw ASSIGNED FOR OWL SRM | 


WM-1/U AURCRAFT USE RE 13A 737 
CABLE: RR347024-807 
E’GHT CONDUCTOR CABLE; 7 CONDUCTORS #18 
GAUGE €ACH OF 16 TO t9 STRANDS 0.010" 
BARE COPPER WIRE AND ft CONDUCTOR #14 
GAUSE OF 37 TO 41 STRANDS 0.010" BARE 
COPPER WIRE. STRAND LAY: 3% MAX FOR #18 
GAUGE AND 1-1/2" MAX FOR #14 GAUGE. 
9/22/43 
SEP¥ 43 


wae rey Ws-6/GTC 
CONDUCTOR INSULATION 0.020" MIN-AND 4° WIRES 


MAX CONDUCTOR LAY. TIGHT COTTON BRAID 
INNER JACKET. OUTER DIA OVER SHIELD 
BRAID 0.42040.010". OUTER DIAMETER OVER 
OUTER JACKET 0,4907(+0.000 -~0-020). 


REEL. 
9723744 
SEPT. 44 

wM-2/U AIRCRAFT USE RE 13A 737 

CABLE: RR 247024-1203 

TWELVE CONDUCTOR CABLE; EACH #18 GAUGE, 

1 TO 19 STRANDS 0.010" BARE COPPER 


WIRE WITH 1" MAX STRAND LAY. INNER CON- 
DUCTOR INSULATION 0.027" HIN AND OUTER 
CONDUCTOR INSULATION 0.020" MIN 5 MAX 
CONDUCTOR LAY WITH INNER AND OUTER CON- 
9/22/43 
SEPT 43 


WH-2/0 
DUCTORS TWISTED IN SAME DIRECTION. 
TIGHT COTTON BRAID INNER JACKET. OUTER 
DIAMETER OF SHIELD BRAID 
0.500" (40.000 ~0.020), OUTSIDE DIA- 
METER OVER OUTER JACKET 
0.590" (#0.000 -0.020). 


’ 


WH-3/0U AIRCRAFT USE RE 13A 737 
CABLE: RR247024-1802 
EIGHTEEN CONDUCTOR CABLE; ‘2 CONDUCTORS 
#16 GAUGE, EACH 26 STRANDS 0.010" BARE 
COPPER WiRE AND 16 CONDUCTORS #22 GAUSE 
EACH 7 STRANDS 0.010" BARE COPPER WIRE 
WITH STRANO LAY 1-1/4" MAX FOR #16 GAUGE 
AND 1 MAX FOR #22 GAUGE. CONDUCTOR IN- 
9/22/43 
SEPT 43 


WH-3/0 
SULATION: INNER #22 CONDUCTORS 0.030" 
MIN., INNER #16 CONDUCTORS 0.020" MIN., 
AND OUTER #22 CONDUCTORS 0.020" MIN 
5-1/2" MAX CONDUCTOR LAY WITH INSER CORE 
& OUTER LAYER TWISTED IN SAME DIRECTION. 
TIGHT COTTON BRAID INNER JACKET. OUTER 
OIA OVER SHIELD BRAID 0.500"(+.000 -0.020) 
OUTSIDE DIAMETER OVER OUTER JACKET 
0.5907(#0.000 -0.020). 


WM-4/U GENERAL RE 13A-7378 
CABLE: 
28 CONDUCTOR CABLE? 28 CONDUCTORS 722 


GAUGE, EACH A MINIMUM OF 7 STRANDS .010 
COPPER WIRE. #22 ONE INCH MAXIMUM STRAND 
LAY. .018 MINIMUM CONDUCTOR INSULATION, 
CONDUCTOR LAY: INNER CORE - ONE INCH; 
OUTER CORES - SiX INCHES. SHIELD BRAIDS 
Ti/4/43 CG 

JAN, 44 


; WN-4/U 
OUTSIDE DIAMETER-AVOUND THE OUTER CORE - 
+640 PLUS .000, -.020. OUTER JACKET: 
OUTSIDE DIAMETER «750 PLUS .000,-.020. 


seutartiina | [are | 
CONFIDENTIAL 


SAR? 


TOR, #4 AWG, 
CABLE CORP. 


MARIE'S 


SIGNAL CONDUCTOR CABLES “ws” 


UNCLUDES NON-R.F. WIRE, CABLE 
AND CORDAGE §N BULK, : 


BARE SOLID COPPER WIRE, SINGLE CONDUC- 
LEAD TIN COATED. GENERAL 
APPROXIMATELY 3.,000° PER 


ANIAPTRERA, 
NAVSHIPS 900,109 


